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4. Claims. (Cl. 132-43), 
1. f'. 2. --- 

The present invention relates generally, to fulfills its intended purpose, possesses a com 
paratively long-life and is capable of being manu. 
factureds at: a, low or rea 
Other objects of the invent 

an elongated soft metalcore disposed in, and ex 
tending, longitudinally: through, the central por:r. 
tion of the body. 
As evidenced by United States, Patent, No. 

2,061,817, granted to me; on November 24, . 
it has heretofore been proposed in connection with 
a hair curler of the aforementioned type to make. 
the body of sponge-rubber, truly cylindrical from 
end to end and to have the core of soft, metal. 
of uniform width from end to end, and of such 20, ends; 
length that its end extremities terminate dir. Figure 2 is a perspective showing the curler of 
rectly inwards of the ends of the body. In prac: Figure: 1 after, the ends...thereof. have been bent. 
tice it has been found that a curler like that of inwards into such sid side relation as to hold 
the aforementioned patent is subject, to several. the curler in place, with respect to the lock of 
objections. In the first place repeated use of 25 hair; - - - - - - - - - - 
the curler often results in the core shifting length 
wise with respect to the body and in some cases. 
the extent of lengthwise shift of the core is such: 
as to cause one end of the core...to project through. 
the adjacent end of the body. Should the core. 30, the core 
work its way through one end of the body the tively to the sponge rubber body; 
projecting or exposed end is likely to Scratch or." Figure.4 is alongitudinal section of a hair.curler." 
otherwise injure the user of the curler. Another. embodying a second or modified form of t 
objection to a hair curler like that of patent. No. vention; and 
2,961,817 is that the lock of hair that is wound as Figure 5 is an enlarged transverse section on 
around the central portion of the curler tends the line 5-5 of Figure 4. 
in connection with wearing or use of the curler. The hair, curler which is shown in Figures 1,2,. 
to spread due to the fact that the body is truly and 3 of the drawing, constitutes one form or 
cylindrical from end to end and hence the ends embodiment of the invention. It is adapted, as 
of the body cannot restrain spreading of the lock 40 shown in Figure.1, to have a lock of hair wrapped 

er. 

with respect to the central portion of the curler. around the central portion th 
The primary object of the invention is to pro- as its components, or parts an elongated bod 

vide a hair curler which is an improvement upon, and acore if - 
and eliminates the defects of, previously designed compressible sponge or solid natural or syn 
hair curlers of the same general type or charac- 45 rubber and is preferably molded around the core. 
ter and is characterized by the fact that (1) the It is of such length that when a lock of hair is 
ends of the soft metal core are shaped to form wound around its central portion the ends there: 
enlargements, which preclude the core from slid of project outwards a sufficient distance beyond 
ing, or working its way through the body; and the hair to permit them to be bent, inwards, as 
(2) the ends, of the sponge rubber body are so shown in Figure 2, into a position wherein they 
shaped to form knobs which when the curler is are in side by side relation and serve to hold 
in use prevent, the lock of hair from spreading, the lock of hair against unwinding while the 
Another object of the invention is to provide curler is in use on the user's head. All port 

a hair curler which is generally of new and im- tions of the body, with the exception of the end. 
proved construction, effectively and efficiently 55 extremities, are preferably circular in cross 

    

  



3 
section and are of uniform width or diameter. 
The end extremities of the body O are enlarged 
in order to form knobs 2. The latter are either 
spherical or ellipsoidal in contour and are prefer 
ably but of slightly greater width than the other 
portions of the body. They have a twofold 
purpose in that they form handles whereby 
the curler may be readily, gripped in connection 
with winding or wrapping of the lock of hair 
therearound and serve when the ends of the curler 
are bent inwards, as shown in Figure 2, to pre 
vent the lock of hair on the central portion of 
the body from spreading. The core is in the 
form of a length of aluminum wire or other soft, 
pliable metal and extends longitudinally through 
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the center of the sponge rubber body. The ends 
of the core are disposed within the knobs 
2 and are bent so as to form loops 3. The 

latter have a twofold purpose in that they re 
enforce or strengthen the knobs 2 at the ends 
of the sponge rubber body O and Serve to pre 
vent the core it as a whole from sliding or work 
ing longitudinally through the body in connec 
tion with repeated use of the curler. If the 
knobs 2 are spherical the loops 3 are prefer 
ably formed so that they are circular So far as 
shape or conformation is concerned. If the 
knobs 2 are ellipsoidal the loops 3 are shaped 
correspondingly. When the curler is in its 
straight or unused position the loops 3 lie in the 
same plane as the central portion of the core. 
In other words, the loops 3 are disposed in 
parallel relation with the portion of the core that 
is intermediate the looped core ends. Because of 
the fact that the core it is formed of Soft pliable 
metal the ends of the curler may be readily bent 
inwards as shown in Figure 2 and when so bent 
are yieldingly held in place by the end portions 
of the core. 

In using the curler of Figures 1 to 3, inclusive, 
in connection with curling of a lock of hair the 
outer end of the lock is first Wrapped tightly 
around the central portion of the body O. There 
after the curler is rolled so as to cause the lock 
to be completely or fully wrapped around the 
body as shown in Figure 1. After wrapping of 
the lock of hair around the central portion of 
the body fo the ends of the curler are bent in 
wards into the position shown in Figure 2. When 
the curler is in use with the ends thereof in 
side by side relation the knobs 12 at the ends of 
the body are in straddled relation with the side 
portions of the lock of hair and hence prevent 
the lock from spreading. When it is desired to 
remove the curler from the lock of hair the in 
wardly bent ends are spread apart into their 
normal position and the lock of hair is unwound 
from the central portion of the body. 
The curler which is shown in Figures 1 to 3, 

inclusive, is essentially simple in design and may 
be produced at a comparatively low cost. It has 
comparatively long life and this is due to the 
fact that the loops 3 constituting the enlarge 
ments at the ends of the soft metal core if pre 
vent the core from sliding longitudinally out 
of place relatively to the sponge rubber body O. 
By reason of the fact that the body to has the 
knobs f2 at its ends it may be readily gripped 
or. handled in connection with Wrapping of a 
lock of hair therearound. 
The hair curler which is shown in Figures 4 

and 5 of the drawing constitutes a Second form 
or embodiment of the invention. It functions 
in the same manner as the hair curler of Figures 

to 3, inclusive, and comprises an elongated 
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num wire or other soft pliable metal. 

body 4 and a core 5. The body 4 is formed 
Of Soft readily compressible Sponge rubber and 
is uniformly cylindrical throughout except for 
its ends. The ends of the body are enlarged 
to form circular or disc-like knobs 6. The lat 
ter function in the same manner and Serve the 
Same purpose as the knobS 2 at the ends of the 
body () of the curier of Figures 1 to 3, inclusive. 
The core f3, like the core f , is formed of alumi 

It ex 
tends centrally through the body 4 and has its 
ends disposed within the knobs f6. The ends 
of the core 5 are bent to form circular loops 
7 and these extend at right angles to the in 

termediate portion of the core and are located 
centrally and concentrically Within the disc-like 
knobS 6. The loops function in the same 
manner as the loops 3 in that they serve to re 
enforce or Strengthen the knobs fi and prevent 
the core 5 from Sliding or shifting longitudinally 
With respect to the Sponge rubber body 4. 
The invention is not to be understood as 

restricted to the details set forth since these may 
be modified. Within the Scope of the appended 
Claims Without departing from the Spirit and 
Scope of the invention. 

Having thus described the invention what I 
claim as new and desire to Secure by Letters 
Patent is: - 

1. As a new article of manufacture, a hair 
curler coni prising an elongated body formed of . 
molded flexible rubbery material, adapted to 
have a lock of hair wound around its central por-. 
tion and its ends bent inwards into lapped rela 
tlon With the lock of hair So as to hold the latter 
in place on the curler, and embodying enlarged 
knobs at its end extremities, and a pliable core 
extending longitudinally through the body, adapt 
ed yieldingly to retain the ends of the body in 
their bent position, and having its ends terminat 
ing within the knobs and shaped to form en 
largements that are embedded Wholly Within 
said knobs and serve to prevent the core from 
sliding longitudinally with respect to the body 
to such extent that it protrudes therethrough. 

2. As a new article of manufacture, a hair curler 
comprising an elongated body formed of molded 
flexible rubbery material, adapted to have a lock 
of hair wound around its central portion and its 
ends bent inwards into lapped relation with the 
lock of hair so as to hold the latter in place on 
the curler, and embodying enlarged knobs at its 
end extremities, and a pliable core extending 
longitudinally through the body, adapted yield 
ingly to retain the ends of the body in their 
bent position, and having its ends terminating 
within the knobs and bent to form loops that 
are embedded wholly within Said knobs and 
serve to prevent the core from sliding longitudi 
nally with respect to the body to such extent 
that it protrudes therethrough. 

3. As a new article of manufacture, a hair 
curler comprising an elongated body formed 
of molded flexible rubbery material, adapted to 
have a lock of hair wound around its central 
portion and its ends bent inwards into lapped 
relation with the lock of hair so as to hold the 
latter in place on the curler, and embodying 
substantially spherical knobs at the end ex 
tremities, and a pliable core extending longitudi 
nally through the body, adapted yieldingly to 
retain the ends of the body in their bent posi 
tion, and having its ends terminating within 
the knobs and bent to form loops that are emi 

75 bedded wholly within said knobs and serve to 
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prevent the core from sliding longitudinally with 
respect to the body to such extent that it protrudes 
therethrough. 

4. As a new article of manufacture, a hair 
curler comprising an elongated body formed of 
molded flexible rubbery material, adapted to 
have a lock of hair wound around its central 
portion and its ends bent in Wards into lapped 
relation with the lock of hair so as to hold the 
latter in place on the curler, and embodying at 
its end extremities enlarged disc-like knobs, and 
a pliable core extending longitudinally through 
the body, adapted yieldingly to retain the ends 
of the body in their bent position, and having 
its ends terminating Within the knobs and bent 
to form substantially circular right angle loops 

5 

6 
that are embedded wholly within said knobs 
and serve to prevent the core from sliding longi 
tudinally With respect to the body to Such an 
extent that it protrudes therethrough. 

PAUL WAN CLEEF. 
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