METHOD OF FILLING A MOULD, AND SYSTEM FOR FILLING A MOULD.

Abstract: Method of filling a mould, and system for filling a mould. Abstract Method of filling a mould (8) with a glass gob (10) through an opening (12) of the mould (8), for forming a glass product in the mould (8), by using a delivery system (14) for delivering the glass gob to the opening (12) of the mould (8). The delivery system (14) has an inlet (16), an outlet (18), and guiding means (20) for guiding the glass gob through the delivery system (14). The method includes observing the glass gob, at least one moment and/or during at least one period after the glass gob has passed the inlet (16) of the delivery system (14), by using an optical imaging device (4). The method includes determining a glass gob observation result that includes a glass gob velocity, for predicting a glass distribution of the glass product formed in the mould (8) and/or for controlling a next glass gob.
Title: Method of filling a mould, and system for filling a mould.

The invention relates to a method of filling a mould with a glass gob through an opening of the mould, for forming a glass product in the mould, by using a delivery system for delivering the glass gob to the opening of the mould, the delivery system having an inlet, an outlet, and guiding means for guiding the glass gob through the delivery system, the method including the steps: a) depositing the glass gob in the inlet of the delivery system; b) guiding the glass gob by using the guiding means towards the outlet of the delivery system; c) depositing the glass gob from the outlet of the delivery system in the opening of the mould. The invention also relates to a system comprising an optical imaging device, a signal processing unit coupled to the imaging device, and an apparatus for filling a mould with a glass gob through an opening of the mould, for forming a glass product in the mould, the apparatus having a delivery system for delivering the glass gob to the opening of the mould, the delivery system having an inlet, an outlet, and guiding means for guiding the glass gob through the delivery system towards the outlet of the delivery system.

Glass gobs are used for manufacturing glass products such as bottles. Glass gobs are usually formed from a glass reservoir, and subsequently guided to the mould by means of the guiding structure. In practical application of a glass product manufacturing process, it accidentally happens that bottles are misshaped or are otherwise unacceptable, resulting from erroneous filling of the mould. In such a situation, the production process has to be adjusted, which may even require stopping of the production process. A cause for the erroneous filling is often unclear, so that adjusting the production process takes place by trial and error. Such a way of process control is inefficient and can be rather costly.

Accordingly, it is an object of the invention to provide a method for filling a mould with a glass gob that enables improved process control.
Thereto the invention provides a method of filling a mould with a glass gob through an opening of the mould, for forming a glass product in the mould, by using a delivery system for delivering the glass gob to the opening of the mould, the delivery system having an inlet, an outlet, and guiding means for guiding the glass gob through the delivery system, the method including the steps: a) depositing the glass gob in the inlet of the delivery system; b) guiding the glass gob by using the guiding means towards the outlet of the delivery system; c) depositing the glass gob from the outlet of the delivery system in the opening of the mould; d) observing the glass gob, at at least one moment and/or during at least one period after the glass gob has passed the inlet of the delivery system, by using an optical imaging device, and e) determining, based on the observing in step d), a glass gob observation result that includes a glass gob velocity, for predicting, based on at least the glass gob velocity of the glass gob observation result, a glass distribution of the glass product formed in the mould, and/or for controlling, based on at least the glass gob velocity of the glass gob observation result, depositing as in step a), guiding as in step b), and/or depositing as in step c), of a next glass gob that is formed later than the glass gob. Preferably, the glass gob velocity includes a magnitude of the glass gob velocity and/or a direction of the glass gob velocity.

Preferably, the glass distribution includes an internal structure and/or an external shape of the glass product formed in the mould. The internal structure may refer to inclusions within glass material of the glass product. The external shape may refer to, at various locations along the glass product, length dimensions of the glass product, such as an inner diameter and an outer diameter of the glass product. It was recognised by the inventor that minimising loss of glass gob velocity when the glass gob travels through the delivery system, is important for forming a correctly shaped and/or correctly structured glass product in the mould. If the magnitude of the glass gob velocity is too low, the glass gob may not be able to travel far enough into the mould. As a result, the external shape of the glass product may deviate from
the predetermined external shape. The predetermined external shape for example is a shape of a surface of the glass product within normal manufacturing specifications. If the direction of the glass gob velocity is not directed centrally into the mould opening, friction between the glass gob and an inner wall of the mould may become too large for part of the glass gob. As a result, gas may be included in that part of the glass product, for example in the form of gas bubbles. Such gas inclusion may for example result from entrapped air, or from evaporated entrapped lubricant of the mould. Gas inclusion in general is unwanted, as it may decrease a strength of the glass product. If the friction is too large, the degree of inclusion of gas in the glass product may be too large. The degree of inclusion of gas is an example of the internal structure of the glass product. The inventor realised that the friction being too large may also lead to asymmetric heat loss of the glass gob in the mould, which may result in an asymmetric viscosity of the material of the glass gob and as a result to an asymmetric external shape of the glass product. The degree of inclusion of gas in the glass product and the deviation of the shape of the glass product from the predetermined shape are examples of important quality parameters for the glass product. As the glass gob velocity thus is an important variable, determining the glass gob velocity for predicting the glass distribution and/or for controlling a process step of the next glass gob, enables improved process control.

Preferably, step e) includes predicting, based on at least the glass gob velocity of the glass gob observation result, a glass distribution of the glass product formed in the mould, and/or controlling, based on at least the glass gob velocity of the glass gob observation result, depositing as in step a), guiding as in step b), and/or depositing as in step c), of a next glass gob that is formed later than the glass gob.

Predicting and/or controlling in step e) may be based on a predetermined relation between the glass gob velocity and the glass distribution of the glass product formed in the mould. Such a predetermined
relation may couple different reference glass gob velocities to different forms of the glass distribution, for example to probabilities for obtaining different forms of the glass distribution. By comparing the determined glass gob velocity with the reference velocities, a corresponding probability for obtaining a form of the glass distribution may be identified. A prediction for the glass distribution can then be made, and/or a process step for the next glass gob can be adjusted. In a practical variation of the method, predicting in step e) may be carried out by comparing the magnitude of the glass gob velocity with a limit value, wherein the magnitude of the glass gob velocity should be above the limit value for preventing an undesirable high probability for a misshaped and/or misstructured glass product. In this variation, the predetermined relation may include a range of velocities lower than the limit value, with corresponding thereto an undesirable high probability for a misshaped and/or misstructured glass distribution, and/or a range of velocities larger than the limit velocity, with an acceptable probability for a well-shaped and/or well-structured glass distribution corresponding thereto. The predetermined relation and/or the limit value may be determined by trial and error. Analogously, predicting in step e) may be carried out by comparing the magnitude of the glass gob velocity with another limit value, wherein the magnitude of the glass gob velocity should be below the other limit value for preventing an undesirable high probability for a misshaped and/or misstructured glass product.

Alternatively or additionally, predicting and/or controlling in step e) may be carried out by using a self-learning algorithm, having input and output variables. Such self-learning algorithms as such are known to the skilled person. The velocity and the glass distribution may be used as input variables. A prediction signal and/or a controlling signal may be used as output variables, arranged for respectively predicting and/or controlling in step e). Based on the input signals obtained under influence of earlier output signals, the self-learning algorithm may adapt itself to for example improve determination of a probability for a misshaped and/or misstructured glass distribution. The
algorithm may, in use, adapt its parameters if predicted glass distributions
deviate from the glass distributions that are actually realised.

In yet another variation, predicting, based on at least the glass gob
velocity of the glass gob observation result, the glass distribution of the glass
product formed in the mould, as carried out in step e), is interpreted as
assessing, based on at least the glass gob velocity of the glass gob observation
result, the glass distribution of the glass product formed in the mould.

Step a), b), c), d), and e) may be applied in that order, although this
is not necessary.

In an embodiment, predicting the internal structure in step e)
includes predicting the degree of inclusion of gas in the glass product and/or
predicting the external shape in step e) includes predicting the deviation of the
external shape of the glass product from a predetermined external shape. Such
predicting may be based on a predetermined relation between the glass gob
velocity and the degree of inclusion of gas in the glass product, and/or on a
predetermined relation between the glass gob velocity and the deviation of the
external shape of the glass product from the predetermined external shape.

Preferably, the glass gob velocity includes the magnitude of the glass
gob velocity, and predicting the deviation of the external shape of the glass
product from the predetermined external shape is based on the magnitude of
the glass gob velocity. If the magnitude of the glass gob velocity is too low, the
glass gob may not be able to travel far enough into the mould, so that the
shape of the glass product will deviate from the predetermined shape.

Preferably, the glass gob velocity includes the direction of the glass
gob velocity, and predicting the degree of inclusion of gas in the glass product
and/or predicting the external shape of the glass product is based on the
direction of the glass gob velocity. If the friction is too large, the degree of
inclusion of gas in the glass may be too large, and/or the glass gob may not be
able to travel far enough into the mould. The friction being too large may also
lead to asymmetric heat loss of the glass gob in the mould, which may result in
an asymmetric viscosity of the material of the glass gob and as a result to an asymmetric external shape of the glass product.

Preferably, determining the glass gob velocity in step e) includes determining both the magnitude and the direction of the glass gob velocity. However, determining the magnitude of the glass gob velocity without determining the direction of the glass gob velocity, or determining the direction of the glass gob velocity without determining the magnitude of the glass gob velocity, is also valuable.

Optionally, the magnitude of the glass gob velocity at least includes an arrival time of the glass gob at an observation position after the inlet and optionally after the outlet. Optionally, the direction of the glass gob velocity at least includes a position of the glass gob near the observation position after the inlet and optionally after the outlet. These options, on itself and in combination, represent rather simple but efficient ways of determining the glass gob velocity. However, it may be clear that other ways of determining the glass gob velocity may give a better and more reliable result, for example determining the glass gob velocity, by using the optical imaging device, based on images of one and the same glass gob taken at at least two different times and two different positions of the one and the same glass gob. Therefore, the glass gob velocity may lack the glass gob position and/or the arrival time.

In an embodiment, the glass gob observation result further includes at least one variable of a glass gob trajectory, a glass gob shape, a change in the glass gob shape, a glass gob orientation, and a change in the glass gob orientation, wherein predicting and/or controlling in step e) is further based on the at least one variable. Such a variable, or such variables, additional to the glass gob velocity, enable a better process control. Without negating the usefulness of the other variables, in particular determining the glass gob shape is useful. The shape of the glass gob can change while it falls from the outlet to the opening of the mould, or can change while the glass gob travels along the
guiding means. For correct filling of the mould, it is desired that the glass gob has a correct shape when it enters the opening of the mould.

In an embodiment, observing in step d) is carried out at at least one moment and/or during at least one period after the glass gob has, at least partly and optionally completely, passed the outlet of the delivery system. In this way, the glass gob observation result is representative for the distribution process of the glass gob in the mould.

In an embodiment, observing in step d) is carried out at at least one moment and/or during at least one period before the glass gob has, completely and optionally at least partly, entered the opening of the mould. Preferably, observing is carried out with the glass gob being positioned in proximity of the mould, preferably within one, two, or three times a dimension, such as a maximum or minimum diameter, of the glass gob. The maximum diameter may be directed along a longitudinal axis of the glass gob in case the glass gob has an elongated shape, and the minimum diameter may be directed transverse to the longitudinal axis. The closer the glass gob is observed near the mould opening, the more the observation result is representative for the distribution process of the glass gob in the mould.

In an embodiment, observing in step d) is carried out at at least one moment and/or during at least one period after the glass gob has, at least partly, entered the opening of the mould. After entering of the mould, there is a fair chance that the glass gob makes mechanical contact with an inner side of the mould. If the friction of the glass gob with the inner side of the mould is too large, this will result in a decrease in the glass gob velocity. Therefore, determining the glass gob velocity, in particular the magnitude of the glass gob velocity, after the glass gob has entered the opening of the mould enables predicting and/or controlling in step e), based on a direct observation of the filling process in the mould.

In an embodiment, the method includes aligning the optical imaging device with respect to the mould. This enables relating the glass gob
observation result, in particular the direction of the glass gob velocity, to a location of the opening of the mould.

In an embodiment, the optical imaging device includes at least two cameras, each camera having an optical axis, wherein observing in step d) is carried out with the optical axes of the at least two cameras having mutually distinct directions, preferably mutually transverse directions. The use of two cameras enables three-dimensional observation in step d), for example observing a three-dimensional glass gob velocity. Preferably, the optical axes of the at least two cameras are directed transverse to a travel path of the glass gob from the outlet to the opening of the mould. In this way, accuracy of the determination of a three-dimensional glass gob velocity is increased.

In an embodiment, the glass gob velocity is a three-dimensional glass gob velocity. This enables a more reliable process control. Preferably, the glass gob velocity includes a three-dimensional direction of the glass gob velocity. This enables determination of a three-dimensional trajectory of the glass gob.

In an embodiment, the glass gob trajectory is a three-dimensional glass gob trajectory, the glass gob shape is a three-dimensional glass gob shape, the change in the glass gob shape is a change in the three-dimensional glass gob shape, the glass gob orientation is a three-dimensional glass gob orientation, and the change in the glass gob orientation is a change in the three-dimensional glass gob orientation.

In an embodiment, the method includes the steps: f) forming the glass gob, by detaching the glass gob from a liquid glass reservoir; and g) using the glass gob observation result for controlling forming the next glass gob that is formed later than the glass gob formed in step f). Forming of the glass gob may be achieved by known methods, such as using shear blades to detach the glass gob from a glass column pushed out of a reservoir of liquid glass. Step f) may be carried out before step a). Step g) may be carried out after carrying out step d), optionally after carrying out step e).
In an embodiment, controlling in step g) is based on at least the glass gob velocity of the glass gob observation result and/or is based on predicting, in step e), the glass distribution of the glass product formed in the mould.

In an embodiment, controlling in step e) is further based on predicting, in step e), the glass distribution of the glass product formed in the mould.

In an embodiment, controlling, in step e), of guiding as in step b) of the next glass gob includes adjusting lubrication of the guiding means.

Variation in the glass gob velocity may be related to variation in lubrication of the guiding means. Thus, a decrease in the glass gob velocity may be counteracted by adjusting, in this case increasing, lubrication of the guiding means.

In an embodiment, controlling, in step e), of depositing as in step a) of the next glass gob includes adjusting a mutual position difference of the inlet and a formation position at which the glass gob is formed. Preferably, controlling, in step e), of depositing as in step c) of the next glass gob includes adjusting a mutual position difference of the outlet and the opening of the mould. Adjusting, based on the glass gob observation result, the mutual position difference of the inlet and the formation position at which the glass gob is formed, enables improved process control of depositing the next glass gob in step a). Adjusting, based on the glass gob observation result, the mutual position difference of the outlet and the opening of the mould, enables improved process control of depositing the next glass gob in step c).

In an embodiment, the guiding means include a scoop funnel forming the inlet, a trough, and a deflector funnel forming the outlet, wherein guiding the glass gob in step b) includes guiding the glass gob by means of the scoop funnel towards the trough, and further includes guiding the glass gob by means of the trough towards the deflector funnel, and wherein depositing the glass gob in step c) includes depositing the glass gob by means of the deflector
funnel in the opening of the mould, wherein controlling, in step c), of guiding as in step b) of the next glass gob includes adjusting a mutual position of at least two of the scoop funnel, the trough, and the deflector funnel. Adjusting, based on the glass gob observation result, the mutual position of the at least two of the scoop funnel, the trough, and the deflector funnel enables improved process control of guiding as in step b) of the next glass gob. For example, a resistance for the next glass gob at the transition from the scoop funnel to the trough can be changed, preferably decreased, by adjusting the mutual position of the scoop funnel and the trough. For example, a resistance for the next glass gob at the transition from the trough to the deflector funnel can be changed, preferably decreased, by adjusting the mutual position of the trough and the deflector funnel.

It may be clear that controlling deposition of the next glass gob in step a) and controlling guiding the next glass gob in step b) add to minimising loss of glass gob velocity when the next glass gob travels through the delivery system.

In an embodiment, predicting in step c) includes comparing the glass gob velocity with a previous glass gob velocity of a previous glass gob that is formed earlier than the glass gob, wherein a difference between the predicted glass distribution in the mould and a previous glass distribution in the mould of the previous glass gob, depends on a difference between the glass gob velocity and the previous glass gob velocity. The predetermined relation and/or the input of the self-learning algorithm may be based on the previous glass gob velocity and/or on the previous glass gob distribution in the mould.

In an embodiment, controlling, in step e), of depositing as in step a) of the next glass gob includes adjusting air supply to an accelerator for the next glass gob, which accelerator is positioned before the inlet. The accelerator may be arranged for increasing the magnitude of the glass gob velocity before it enters the inlet. Therefore, this embodiment enables an efficient way of adjusting the velocity of the next glass gob.
In an embodiment, the method includes repeating steps a)-e) for a plurality of glass gobs, wherein predicting in step e) includes comparing between the plurality of glass gobs the glass gob observation result determined in step e). Comparing may be between glass gobs deposited at different positions, preferably from different deflector funnels. Such process control supports uniformity of glass products made from the glass gobs. Alternatively or additionally, comparing may be between glass gobs deposited at the same position, preferable from the one of the scoop funnels. This supports the process control in that differences, for example changes in time, in the glass gob observation result can be detected from one glass gob to another glass gob. In an embodiment, the glass gob is substantially made of inorganic material such as silicon oxide.

More in general, it may apply that the method relates to a first step of observing the glass gob, at at least one moment and/or during at least one period after the glass gob has passed the inlet of the delivery system, by using an optical imaging device; and to a second step of determining, based on the observing in the first step, a glass gob observation result that includes a glass gob velocity, for predicting, based on at least the glass gob velocity of the glass gob observation result, a glass distribution of the glass product formed in the mould, and/or for controlling a next glass gob that is formed later than the glass gob.

It is another object of the invention to provide a system of an optical imaging device and an apparatus for filling a mould with a glass gob, that enables an improved process control.

Thereto the invention provides a system comprising an optical imaging device, a signal processing unit coupled to the imaging device, and an apparatus for filling a mould with a glass gob through an opening of the mould, for forming a glass product in the mould, the apparatus having a delivery system for delivering the glass gob to the opening of the mould, the delivery system having an inlet, an outlet, and guiding means for guiding the
glass gob through the delivery system towards the outlet of the delivery system, wherein the optical imaging device is arranged for generating a signal representing an image of the glass gob at at least one moment and/or during at least one period, after the glass gob has passed the inlet of the delivery system, wherein the signal processing unit is arranged for determining, based on the signal representing the image, a glass gob observation result that includes a glass gob velocity, and wherein the signal processing unit is arranged for predicting, based on at least the glass gob velocity of the glass gob observation result, a glass distribution of the glass product formed in the mould, and/or for generating a control signal for the apparatus for controlling, based on at least the glass gob velocity of the glass gob observation result, depositing a next glass gob in the inlet of the delivery system, guiding the next glass gob towards the outlet of the delivery system, and/or depositing the next glass gob from the outlet of the delivery system in the opening of the mould. Deviation of the glass gob velocity, or equivalently a parameter representative thereof, from a predetermined value is a good indicator for loss of quality of the glass product, for example the degree of inclusion of gas in the glass product and/or a deviation of the external shape of the glass product from a predetermined external shape. As the system is arranged for determining the glass gob velocity, it enables an improved process control.

In an embodiment, predicting the glass distribution includes predicting an internal structure and/or an external shape of the glass product formed in the mould. Preferably, predicting the internal structure includes predicting a degree of inclusion of gas in the glass product and/or predicting the external shape includes predicting a deviation of the external shape of the glass product from a predetermined external shape. These methods of predicting may be based on a magnitude of the glass gob velocity and/or a direction of the glass gob velocity.

Preferably, the apparatus has a mould holder for holding the mould below the outlet.
In an embodiment, the optical imaging device includes at least two cameras, each camera having an optical axis, wherein in use the optical axes of the at least two cameras have mutually distinct directions, preferably mutually transverse directions. The use of at least two cameras enables determining the glass gob velocity in three dimensions.

Preferably, in use the optical axes of the at least two cameras are directed transverse to a travel path of the glass gob from the outlet to the opening of the mould.

In an aspect of the invention, the glass gob observation result associated with the method of filling the mould with the glass gob and/or associated with the system comprising the optical imaging device and the apparatus for filling the mould with the glass gob, includes a temperature and/or a temperature distribution of the glass gob. The temperature and/or the temperature distribution may be determined by using one or at least two infrared cameras, which may be included by the optical imaging device. Such infrared cameras may be arranged for measuring radiant energy of the glass gob, which can be related to the temperature and/or the temperature distribution of the glass gob. The temperature and/or the temperature distribution may be related to substantially the whole volume of the glass gob, or to a near-surface region of the glass gob. The temperature and/or the temperature distribution strongly influences the viscosity of liquid material forming the glass gob, which is an important parameter for filling the mould. The temperature and/or the temperature distribution may deviate from a desired temperature or temperature distribution, for example as a result of changes in time of processes during formation of the glass gob, or as a result of changes in time of heat loss of the glass gob towards the guiding means. Such heat loss in general depends on the friction of the guiding means, which friction may change in time. Determining the near-surface temperature and/or near-surface temperature distribution using the one or at least two infrared cameras forms an efficient way of measuring, as the near-surface temperature
and/or near-surface temperature distribution is most vulnerable for undesired cooling, for example as a result of the heat loss. In addition, measuring the near-surface temperature offers the surprising advantage that it provides important information for assessing the friction of the glass gob with the inner wall of the mould. As the viscosity of the liquid material forming the glass gob is strongly dependent on temperature, the near-surface temperature of the glass gob largely determines the viscosity near the surface, and thus the friction of the glass gob with the inner wall of the mould. Such friction is important for the glass gob to travel far enough into the mould, and for the occurrence of air inclusion in the glass product. Both of these are negatively influence by the friction being too large. Use of the one or at least two infrared cameras in general shows the advantage of contactless temperature measurement.

As the temperature and/or the temperature distribution, and the glass gob velocity are important for predicting the glass distribution in the mould, the inventor recognised the value of determining, based on the observing in step d), a glass gob observation result that includes a glass gob velocity and a glass gob temperature and/or glass gob temperature distribution, for predicting, based on at least the glass gob velocity and the glass gob temperature and/or glass gob temperature distribution of the glass gob observation result, a glass distribution of the glass product formed in the mould, and/or for controlling, based on at least the glass gob velocity and the glass gob temperature and/or glass gob temperature distribution of the glass gob observation result, depositing as in step a), guiding as in step b), and/or depositing as in step c), of a next glass gob that is formed later than the glass gob. Such a combination of at the one hand the glass gob velocity and on the other hand the glass gob temperature and/or the glass gob temperature distribution, enables an improved predicting of the glass distribution and/or improved controlling of the next glass gob.
However, based on the above, the inventor also recognised the importance of carrying out step d) and determining, based on the observing in step d) a glass gob observation result that includes a glass gob temperature and/or a glass gob temperature distribution, preferably by using one or at least two infrared cameras, without necessarily carrying out step a), b), and/or determining, based on the observing in step d), a glass gob observation result that includes a glass gob velocity, for predicting, based on at least the glass gob velocity of the glass gob observation result, a glass distribution of the glass product formed in the mould, and/or for controlling, based on at least the glass gob velocity of the glass gob observation result, depositing as in step a), guiding as in step b), and/or depositing as in step c), of a next glass gob that is formed later than the glass gob.

The invention will now be described, in a non-limiting way, with reference to the accompanying drawings, in which:

Figure IA shows a system in a first embodiment according to the invention;

Figure IB shows a first and a second optical axis in a first plane perpendicular to a travel path of a glass gob;

Figure IC shows a first and a second optical axis in a second plane parallel with a travel path of a glass gob;

Figure ID shows a photo of glass gobs falling from an outlet towards an opening of a mould;

Figure 2 shows a system in a second embodiment according to the invention;

Figures 3A-F show subsequent stages of a process for forming a glass product; and

Figures 4A-G show subsequent stages of an alternative process of forming a glass product.
Unless stated otherwise, the same reference numbers refer to like components throughout the drawings.

Figure 1A shows a system 2 in a first embodiment according to the invention. The system 2 comprises an optical imaging device 4, and an apparatus 6 for filling a mould 8 with a glass gob 10 through an opening 12 of the mould 8. The apparatus 6, and the system 2, are arranged for forming a glass product in the mould, for example a bottle. The apparatus 6 as such is known to the skilled person. The glass gob 10 may be substantially made of inorganic material such as silicon oxide.

The apparatus 6 has a delivery system 14 for the glass gob 10. The delivery system has an inlet 16, an outlet 18, and guiding means 20 for guiding the glass gob 10 through the delivery system 14 towards the outlet 18 of the delivery system 14. In the first embodiment, the guiding means 20 include a scoop funnel 22 that forms the inlet 16. In addition, the system 2 may include a trough 24 and a deflector funnel 26 that forms the outlet 18. For formation of the glass gob 10, the apparatus 6 further may include a pair of shear blades 28 to detach the glass gob 10 from a glass column 30 pushed out of a reservoir of liquid glass through an orifice 32. The apparatus 6 may further include an accelerator 34 for accelerating the formed glass gob. Such an accelerator may accelerate the glass gob by applying air pressure on the glass gob. In addition, the accelerator in use may centralises the glass gob. The accelerator as such is known to the skilled person.

The optical imaging device 4 may include at least two cameras, in this example a first camera 36A and a second camera 36B. The first and/or second camera may for example be a CMOS (complementary metal-oxide-semiconductor) camera or a CCD (charge coupled device) camera, both known as such to the skilled person. The optical imaging device 4 may be arranged for generating a signal representing images of the glass gob 10, for example obtained by the first and second camera 36A, 36B. Thereto the imaging device 4 may include a processor. The first and second camera 36A, 36B individually
may have respectively a first optical axis 38A and a second optical axis 38B. Figures 1B and 1C illustrate possible orientation of the first and second optical axis 38A, 38B with respect to a travel path 40 of the glass gob 10. In use, the first and second optical axis 38A, 38B may have mutually distinct directions.

Figure 1B shows the first and the second optical axis 38A, 38B in a first plane perpendicular to the travel path 40 of the glass gob 10. The first and second optical axis preferably have mutually transverse directions. For example, in the first plane, a first angle \( \alpha \) between the first and second optical axis is larger than 20 degrees and smaller than 340 degrees. Preferably, the first angle \( \alpha \) is near 90 degrees or near 270 degrees. As a result, the first and second optical axis may have mutually perpendicular directions.

Figure 1C shows the first and the second optical axis 38A, 38B in a second plane parallel with the travel path 40 of the glass gob 10. The first optical axis preferably is transverse to the travel path 40. For example, in the second plane, a second angle \( \beta \) between the first optical axis 38A and the travel path 40 is larger than 20 degrees and smaller than 160 degrees. The second optical axis preferably is transverse to the travel path 40. For example, in the second plane, a third angle \( \gamma \) between the second optical axis 38B and the travel path 40 is larger than 20 degrees and smaller than 160 degrees.

With reference to figures 1A-C there will be described a method of filling a mould with a glass gob, in a first embodiment according to the invention (hereafter referred to as the first method). The method is arranged for filling the mould 8 with the glass gob 10 through the opening 12 of the mould 8, for obtaining the glass product. The method includes using the delivery system 14 for delivering the glass gob 10 to the opening 12 of the mould 8.

The first method includes depositing the glass gob 10 in the inlet 16 of the delivery system. Such depositing may include allowing the glass gob 10 to fall into the inlet 16 after formation of the glass gob 10. Depositing may also include aligning a glass gob formation position and the inlet.
The first method further includes guiding the glass gob 10 by using the guiding means 20 towards the outlet 18 of the delivery system 14. During guiding, the glass gob may accelerate under the influence of gravity. The shape of the glass gob 10 may change as well during guiding. Guiding may increase an elongation of the glass gob 10. A plurality of glass gobs 10 may be formed at one and the same formation position, while the glass gobs are guided towards mutually distinct positions in different moulds 8. In this way a plurality of glass products can be formed simultaneously. In this example, the orifice and/or shear blade positions can be regarded as the formation position at which the glass gob is formed. Alternatively, an opening 42 of the accelerator 34 may be regarded as the formation position.

The first method may further include depositing the glass gob 10 from the outlet of the delivery system 14 in the opening 12 of the mould 8. Such depositing may be obtained by allowing the glass gob 10 to fall freely into the opening 12 of the mould 8, after the glass gob has passed the outlet 18. Depositing may also include aligning the outlet and the opening 12 of the mould 8.

The first method further includes observing the glass gob 10 at at least one moment and/or during at least one period after the glass gob 10 has passed the inlet 16. For example, observing is carried out at a moment while the glass gob 10 is in the deflector funnel 26 or when the glass gob has partly passed the outlet 18. However, preferably observing the glass gob 10 is carried out at at least one moment and/or during at least one period after the glass gob 10 has completely passed the outlet 18 of the delivery system 2.

In general, observing may be continuous, i.e. each glass gob that passes the inlet 16 is observed. Alternatively, observing may be intermittent, i.e. the glass gobs may be sampled, so that not every glass gob that passes the inlet 16 is observed.

In the first method, observing may be carried out by using the optical imaging device 4, in this example including the first and second camera
Observing may be carried out with the first and second optical axis 38A, 38B of respectively the first and second camera 36A, 36B having mutually distinct directions, preferably mutually transverse directions with the first angle $\alpha$ in a range from 20 to 160 degrees, optionally in a range from 50 to 130 degrees. Further, observing may be carried out with the second angle $\beta$ and the third angle $\gamma$ in a range from 20 degrees to 160 degrees, optionally in a range from 50 to 130 degrees. The first and second optical axis 38A, 38B are thus directed transverse to the travel path 40 of the glass gob 10.

In general, it is recognised by the inventor that it is advantageous to have, during observing, the second angle $\beta$ and/or the third angle $\gamma$ larger than 90 degrees, for example in a range from 110 to 170 degrees. This enables observation of the glass gob 10 in a downwardly inclined direction. As a result, observation is not hindered by a frame of the apparatus 6 and/or by the mould 8. In addition, such observation may be facilitated by the first angle $\alpha$ being smaller than 190 degrees, for example near 90 degrees, so that the first and second camera can be placed at the same side of the mould 8.

In general, observing the glass gob 10 may include recording an image, preferably at least two images at different times, of the glass gob 10, by using the optical imaging device 4. The image may be recorded at the at least one moment. The at least two images may be recorded during the at least one period. The first and second camera may be high-speed cameras. Such a high-speed camera as such is known to the skilled person. The high-speed camera may be able to record for example at least 500 images per second. However, in other variations, the image or images are not necessarily recorded by the first and second camera.

The first method further includes determining, based on the observing in step d), for example based on the recorded images and/or based on the signal representing the images, a glass gob observation result that includes a glass gob velocity. Thereto the system 2 may include a signal processing unit for calculating the glass gob velocity, for example from the
recorded images. The signal processing unit is not shown in figure IA, but is shown in figure 2 with reference number 44. Calculating the glass gob velocity may take into account the value of the first, second, and third angle. Methods and algorithms for such calculating are known as such to the skilled person, and a further description is deemed superfluous.

The first method may include using the determined velocity for predicting, based on at least the glass gob velocity of the glass gob observation result, a glass distribution of the glass product formed in the mould, for example an internal and/or external shape of the glass product formed in the mould 8. Such predicting may include predicting a degree of inclusion of gas in the glass product and/or predicting a deviation of the external shape of the glass product from a predetermined external shape. The predetermined internal and/or external shape is for example a shape within normal manufacturing specifications. Such manufacturing specifications may include, at various locations along the glass product, length dimensions of the glass product, such as an inner diameter and an outer diameter of a glass bottle. The manufacturing specifications may also include a maximum diameter of a gas bubble in the glass product and/or a maximum number of gas bubbles in the glass product, for example in a wall of the glass bottle. The maximum diameter and the maximum number of gas bubbles are examples of the degree of inclusion of gas in the glass product.

Figure 1D shows a photo of glass gobs 10 falling from the outlet 18 towards the opening 12 of the mould 8, in this example two separate openings 12 of two separate moulds 8. In this example, the deflector funnel is one of a plurality of deflector funnels forming the outlet 18. Each opening 12 forms an entrance to three positions 35 of the mould 8 at which the glass product can be formed. The number of positions 35 contained by one mould 8 may be equal to the number of the plurality of deflector funnels contained by the delivery system.
A second method, in a second embodiment according to the invention, may include the steps of the first method. The second method is described with reference to figures IA-D. In the second method, the glass gob observation result further includes at least one of a group of variables including a glass gob trajectory, a glass gob shape, a change in the glass gob shape, a glass gob orientation, and a change in the glass gob orientation, for assessing the degree of inclusion of gas in the glass product and/or for assessing the deviation of the shape of the glass product from the predetermined shape. The glass gob 10 may have an elongated shape, so that the glass gob has a longitudinal axis 37 (figure ID). Then, the orientation of the glass gob is determined by a direction of the longitudinal axis 37. The glass gob trajectory may be part of the travel path 40 of the glass gob 10. The change in the glass gob shape and/or the change in the glass gob orientation may refer to a change from one glass gob to a subsequent glass gob at substantially the same position, may refer to a change of one and the same glass gob, or may refer to a change from one glass gob to another glass gob at mutually different position, to be deposited at different part of the mould 8.

In general, the glass gob velocity is preferably determined in three dimensions, so that the glass gob velocity is a three-dimensional glass gob velocity. The glass gob trajectory may be a three-dimensional glass gob trajectory, the glass gob shape may be a three-dimensional glass gob shape, the change in the glass gob shape may be a change in the three-dimensional glass gob shape, the glass gob orientation may be a three-dimensional glass gob orientation, and the change in the glass gob orientation may be a change in the three-dimensional glass gob orientation. Such three-dimensional variables enable a more reliable process control.

In the second method, observing in step d) may be carried out before the glass gob 10 has entered the opening 12 of the mould 8. In addition, observing in step d) is carried out with the glass gob being positioned in proximity of the mould, for example within one, two, or three times a
dimension of the glass gob. Such a dimension may be a length of the glass gob along the longitudinal axis. Observing the glass gob in proximity of the mould before the glass gob has entered the mould may give the user sufficient space for observation, while the observation is representative for the properties, such as the glass gob velocity, of the glass gob when it enters the mould.

Figure 2 shows a system 2 in a second embodiment according to the invention. The system 2 in the second embodiment includes the scoop funnel 22, the trough 24, and the deflector funnel 26. The system 2 may further include the optical imaging device 4 and the signal processing unit 44. The optical imaging device 4 may be connected to the signal processing unit 44 for transmission of the signal representing the image from the optical imaging device 4 to the processing unit 44. The signal processing unit 44 may be arranged for predicting, based on at least the glass gob velocity, a glass distribution of the glass product formed in the mould.

The signal processing unit 44 may be arranged for generating a control signal for the apparatus for controlling, based on at least the glass gob velocity of the glass gob observation result, guiding the next glass gob. Such controlling may include adjusting lubrication of the guiding means, in this example the scoop funnel 22, the trough 24, and/or the deflector funnel 26.

Thereeto the system 2 may include lubrication means 46, that are in use controlled by the signal processing unit 44 via connections 48 through which the control signal for controlling guiding may be transmitted to the lubrication means 46. Hence, the first signal processing unit 44 may be coupled to the lubrication means 46 and the optical imaging device 4. The signal processing means 44 may be formed by a computer with, in use, controlling software and/or prediction software running thereon. Based on the glass gob observation result, the signal processing unit 44 in use may adjust the lubrication of the guiding means 20. For example, if the magnitude of the velocity of the glass gobs 10 decreases below a predetermined limit value, the signal processing unit 44 may give to the lubrication means 46 a command for
dispensing lubricant onto the guiding means 20, so that a resistance of the
glass gob 10 in the guiding means is decreased. As a general advantage, the
system 2 enables automatic lubrication of the guiding means.

The signal processing unit 44 may be arranged for generating a
control signal for the apparatus for controlling, based on at least the glass gob
velocity of the glass gob observation result, depositing the next glass gob.

There to the system 2 may include displacement means 52 coupled to the signal
processing unit 44 via connections 50 through which the control signal for
controlling depositing may be transmitted to the displacement means 52. Such
controlling may include adjusting a mutual position difference of the inlet and
a formation position at which the glass gob is formed by means of the
displacement means 52. Alternatively or additionally, controlling may include
adjusting a mutual position difference of the outlet 18 and the opening of the
mould, by using the displacement means 52.

In general, the scoop funnel may be one of a plurality of scoop
funnels. The trough may be one of a plurality of troughs. The deflector funnel
may be one of the plurality of deflector funnels. Guiding the glass gob may
include guiding the glass gob by means of the one of the scoop funnels towards
the one of the troughs, and may further include guiding the glass gob by
means of the one of the troughs towards one of the deflector funnels.

The system 2 may include adjustment means 60 coupled to the
signal processing unit 44 via connections 62 through which the control signal
for controlling guiding may be transmitted to the adjustment means 60.
Controlling guiding the next glass gob may include adjusting a mutual position
of at least two of the scoop funnel, the one of the troughs and the one of the
deflector funnels by using the adjustment means. As a general advantage, the
system 2 enables automatic adjustment of the guiding means 20.

The first and/or second method may include using the glass gob
observation result for controlling forming of a next glass gob that is formed
later than the glass gob 10. Such controlling may include adjustment of a
moment at which the shear blades 28 cut the glass that flows out of the orifice 32, and/or adjustment of a force with which the shear blades cut the glass that flows out of the orifice 32. Alternatively or additionally, such controlling may include adjustment of a force and/or a velocity with which the glass is pushed out of the orifice 32.

The first and/or second method may include using the glass gob observation result for controlling, based on at least the glass gob velocity of the glass gob observation result, guiding the next glass gob, by using the guiding means, towards the outlet of the delivery system. This controlling may include adjusting lubrication of the guiding means. This can be achieved by using the signal processing unit 44 and the lubrication means 46 of the system 2 in the second embodiment.

In general, the first and/or second method may include aligning the optical imaging device 4, in particular the first and/or second camera 36A, 36B with respect to the mould. In this way, the direction of the glass gob velocity with respect to the mould, in particular the opening of the mould, can be inferred from the glass gob observation result.

The first and second method may include using the glass gob observation result for controlling, based on at least the glass gob velocity of the glass gob observation result, deposition of the next glass gob. This controlling may include adjusting a mutual position difference of the inlet 16 and a formation position at which the next glass gob is formed and/or includes adjusting a mutual position difference of the outlet 18 and the opening 12 of the mould 8. This can be achieved by using the signal processing unit 44 and the displacement means 52 of the system 2 in the second embodiment.

The first and second method may include using the glass gob observation result for controlling, based on at least the glass gob velocity of the glass gob observation result, guiding the next glass gob, by using the guiding means, towards the outlet of the delivery system. This controlling may include adjusting a mutual position of at least two of the one of the scoop funnels, the
one of the troughs and the one of the deflector funnels. Adjusting the mutual position of the one of the troughs and the one of the deflector funnels can be achieved by using the signal processing unit 44 and the adjustment means of the system 2 in the second embodiment.

The first and/or second method may include determining the glass gob observation result for a plurality of glass gobs, and comparing between the plurality of glass gobs the glass gob observation results. Comparing may be between glass gobs deposited from one and the same outlet 18. This supports the process control in that differences, for example changes in time, in the glass gob observation result can be detected from one glass gob to another glass gob. If such changes are detected, process control may be applied, for example adjusting a mutual position difference of the inlet and the formation position at which the next glass gob is formed, adjusting a mutual position of at least two of the one of the scoop funnels, the one of the troughs, and the one of the deflector funnels by using the adjustment means, and/or adjusting lubrication of the guiding means.

The first and/or second method may be applied during production of the glass product, or during start-up and/or calibration of the apparatus 6.

Figures 3A-F show subsequent stages of a process for forming the glass product, in this example the bottle 72 of figures 3E and 3F. Another example of the glass product is for example the preform 74 of figures 3C and 3D. Figure 3A shows the glass gob 6 entering the mould 8 through the mould opening 12. Figure 3B shows the glass material 76 of the glass gob 10 being blown downwards by using air pressure. Figure 3C shows the glass of the glass gob 10 after air is blown upwards from air opening 78, thus forming the preform 74. In a subsequent step, the preform 74 is turned 180 degrees, in order to obtain an orientation of the preform 74 shown in figure 3D. By blowing air into the preform, the glass product 72 is obtained, as shown in figure 3E. After removing the mould 8, for example by separating and moving away a first part and a second part of the mould 8, the bottle 72 is obtained, as
shown in figure 3F. In a method in a third embodiment according to the invention, these stages may be included.

Figures 4A-G show subsequent stages of an alternative process of forming the glass product, in this example the glass bottle 72 or the preform 74. Figure 4A shows the glass gob 6 entering the mould 8 through the mould opening 12. After entering, the opening 12 of the mould 8 may be closed and a moulding element 80 may be pushed into the material 76 of the glass gob 10, shown in figures 4B and 4C. In this way the preform 74 may be manufactured. The preform 74 is subsequently inverted by using the inverter 82, along the arrow 84, as shown in figure 4D. A part 86 of the mould 8 may be removed, to expose the preform 74, as shown in figure 4E. After blowing air into the preform (figure 4F), the glass product, in this example the glass bottle 72, may be obtained after removing the mould 8 (figure 4G). In a method in a fourth embodiment according to the invention, these stages may be included.

Although also advantageous in the fourth method, determining the glass gob velocity for predicting the glass distribution in the mould and/or for controlling the next glass gob is even more advantageous in the third method. In the third method, the glass product is more sensitive to increased friction of the glass gob in the mould, as use of the moulding element 80 is missing in the third method.

The method in the first, second, third, or fourth embodiment may have a feature that is not described for that embodiment, but is described for another one of the first, second, third, or fourth embodiment. The invention is not limited to any embodiment herein described and, within the purview of the skilled person, modifications are possible which may be considered within the scope of the appended claims. Equally all kinematic inversions are considered inherently disclosed and to be within the scope of the present invention. The use of expressions like: "preferably", "in particular", "especially", etc. is not intended to limit the invention. The indefinite article "a" or "an" does not exclude a plurality.
Claims

1. Method of filling a mould with a glass gob through an opening of the mould, for forming a glass product in the mould, by using a delivery system for delivering the glass gob to the opening of the mould, the delivery system having an inlet, an outlet, and guiding means for guiding the glass gob through the delivery system, the method including the steps:
   a) depositing the glass gob in the inlet of the delivery system;
   b) guiding the glass gob by using the guiding means towards the outlet of the delivery system;
   c) depositing the glass gob from the outlet of the delivery system in the opening of the mould;
   d) observing the glass gob, at at least one moment and/or during at least one period after the glass gob has passed the inlet of the delivery system, by using an optical imaging device; and
   e) determining, based on the observing in step d), a glass gob observation result that includes a glass gob velocity, for predicting, based on at least the glass gob velocity of the glass gob observation result, a glass distribution of the glass product formed in the mould, and/or for controlling, based on at least the glass gob velocity of the glass gob observation result, depositing as in step a), guiding as in step b), and/or depositing as in step c), of a next glass gob that is formed later than the glass gob.

2. Method according to claim 1, wherein predicting the glass distribution in step e) includes predicting an internal structure and/or an external shape of the glass product formed in the mould.

3. Method according to claim 2, wherein predicting the internal structure in step e) includes predicting a degree of inclusion of gas in the glass
product and/or predicting the external shape in step e) includes predicting a deviation of the external shape of the glass product from a predetermined external shape.

4. Method according to claim 3, wherein the glass gob velocity includes a magnitude of the glass gob velocity, and wherein predicting the deviation of the external shape of the glass product from the predetermined external shape is based on the magnitude of the glass gob velocity.

5. Method according to claim 3 or 4, wherein the glass gob velocity includes a direction of the glass gob velocity, and wherein predicting the degree of inclusion of gas in the glass product and/or predicting the external shape of the glass product is based on the direction of the glass gob velocity.

6. Method according to one of claims 1-5, wherein the glass gob observation result further includes at least one of a group of variables including a glass gob trajectory, a glass gob shape, a change in the glass gob shape, a glass gob orientation, and a change in the glass gob orientation, and wherein predicting and/or controlling in step e) is further based on the at least one variable.

7. Method according to one of claims 1-6, wherein observing in step d) is carried out at at least one moment and/or during at least one period after the glass gob has, at least partly and optionally completely, passed the outlet of the delivery system.

8. Method according to one of claims 1-7, wherein observing in step d) is carried out at at least one moment and/or during at least one period after the glass gob has, at least partly, entered the opening of the mould.
9. Method according to one of claims 1-8, wherein the optical imaging device includes at least two cameras, each camera having an optical axis, wherein observing in step d) is carried out with the optical axes of the at least two cameras having mutually distinct directions, preferably mutually transverse directions.

10. Method according to one of claims 1-9, wherein the glass gob velocity is a three-dimensional glass gob velocity.

11. Method according to one of claims 1-10, including the steps:
   f) forming the glass gob, by detaching the glass gob from a liquid glass reservoir; and
   g) using the glass gob observation result for controlling forming the next glass gob that is formed later than the glass gob formed in step f).

12. Method according to claim 11, wherein controlling in step g) is based on at least the glass gob velocity of the glass gob observation result and/or is based on predicting, in step e), the glass distribution of the glass product formed in the mould.

13. Method according to one of claims 1-12, wherein controlling in step e) is further based on predicting, in step e), the glass distribution of the glass product formed in the mould.

14. Method according to one of claims 1-13, wherein controlling, in step e), of guiding as in step b) of the next glass gob includes adjusting lubrication of the guiding means.

15. Method according to one of claims 1-14, wherein controlling, in step e), of depositing as in step a) of the next glass gob includes adjusting a mutual
position difference of the inlet and a formation position at which the glass gob is formed.

16. Method according to one of claims 1-15, wherein controlling, in step e), of depositing as in step c) of the next glass gob includes adjusting a mutual position difference of the outlet and the opening of the mould.

17. Method according to one of claims 1-16, wherein the guiding means include a scoop funnel forming the inlet, a trough, and a deflector funnel forming the outlet, wherein guiding the glass gob in step b) includes guiding the glass gob by means of the scoop funnel towards the trough, and further includes guiding the glass gob by means of the trough towards the deflector funnel, and wherein depositing the glass gob in step e) includes depositing the glass gob by means of the deflector funnel in the opening of the mould, wherein controlling, in step e), of guiding as in step b) of the next glass gob includes adjusting a mutual position of at least two of the scoop funnel, the trough, and the deflector funnel.

18. Method according to one of claims 1-17, wherein controlling, in step e), of depositing as in step a) of the next glass gob includes adjusting air supply to an accelerator for the next glass gob, which accelerator is positioned before the inlet.

19. Method according to one of claims 1-18, including repeating steps a)-e) for a plurality of glass gobs, wherein predicting in step e) includes comparing between the plurality of glass gobs the glass gob observation result determined in step e).

20. System comprising an optical imaging device, a signal processing unit coupled to the imaging device, and an apparatus for filling a mould with a
glass gob through an opening of the mould, for forming a glass product in the mould, the apparatus having a delivery system for delivering the glass gob to the opening of the mould, the delivery system having an inlet, an outlet, and guiding means for guiding the glass gob through the delivery system towards the outlet of the delivery system, wherein the optical imaging device is arranged for generating a signal representing an image of the glass gob at at least one moment and/or during at least one period, after the glass gob has passed the inlet of the delivery system, wherein the signal processing unit is arranged for determining, based on the signal representing the image, a glass gob observation result that includes a glass gob velocity, and wherein the signal processing unit is arranged for predicting, based on at least the glass gob velocity of the glass gob observation result, a glass distribution of the glass product formed in the mould, and/or for generating a control signal for the apparatus for controlling, based on at least the glass gob velocity of the glass gob observation result, depositing a next glass gob in the inlet of the delivery system, guiding the next glass gob towards the outlet of the delivery system, and/or depositing the next glass gob from the outlet of the delivery system in the opening of the mould.

21. System according to claim 20, wherein the optical imaging device includes at least two cameras, each camera having an optical axis, wherein in use the optical axes of the at least two cameras have mutually distinct directions, preferably mutually transverse directions.

22. System according to claim 20 or 21, wherein the optical imaging device is arranged for generating the signal representing the image of the glass gob at at least one moment and/or during at least one period after the glass gob has, at least partly, entered the opening of the mould.
23. System according to one of claims 20-22, including lubrication means coupled to the signal processing unit, wherein the signal processing unit is arranged for generating the control signal for the apparatus for controlling guiding the next glass gob, wherein controlling includes adjusting lubrication of the guiding means by using the lubrication means.

24. System according to one of claims 20-23, including displacement means coupled to the signal processing unit, wherein the signal processing unit is arranged for generating the control signal for the apparatus for controlling deposition of the next glass gob, wherein controlling includes adjusting a mutual position difference of the inlet and a formation position at which the glass gob is formed and/or includes adjusting a mutual position difference of the outlet and the opening of the mould, by using the displacement means.

25. System according to one of claims 20-24, including adjustment means coupled to the signal processing unit, wherein the signal processing unit is arranged for generating the control signal for the apparatus for controlling guiding the next glass gob, wherein the guiding means include a scoop funnel forming the inlet, a trough, and a deflector funnel forming the outlet, wherein guiding the next glass gob includes guiding the next glass gob by means of the scoop funnel towards the trough, and further includes guiding the next glass gob by means of the trough towards the deflector funnel, and wherein depositing the glass gob includes depositing the next glass gob by means of the deflector funnel in the opening of the mould, wherein controlling includes adjusting a mutual position of at least two of the scoop funnel, the trough, and the deflector funnel by using the adjustment means.

26. System according to one of claims 20-25, arranged for carrying out a method according to one of claims 1-19.
**A. CLASSIFICATION OF SUBJECT MATTER**

INV. C03B7/16

According to International Patent Classification (IPC) or its both national classification and IPC

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)

C03B

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal, WPI Data

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>DE 103 12 550 B3 (HEYE INTERNAT GMBH [DE]) 29 July 2004 (2004-07-29) paragraphs [0026], [0049] - [0055] figures 1,3b claims 1,7,12,13,19,24</td>
<td>1-26</td>
</tr>
<tr>
<td>A</td>
<td>DE 102 32 867 B3 (HEYE INTERNAT GMBH [DE]) 4 March 2004 (2004-03-04) figures 1,4,5 claims 1,3-5,7,8</td>
<td>1-26</td>
</tr>
<tr>
<td>A</td>
<td>WO 92/20994 A (BHF ENG LTD [GB]) 26 November 1992 (1992-11-26) figure 1 claims 1-6,12</td>
<td>1-26</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

**D**

- Special categories of cited documents:
  - "A" document defining the general state of the art which is not considered to be of particular relevance
  - "E" earlier document but published on or after the international filing date
  - "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  - "O" document referring to an oral disclosure, use, exhibition or other means
  - "P" document published prior to the international filing date but later than the priority date claimed

Date of the actual completion of the international search: 8 July 2009

Date of mailing of the international search report: 20/07/2009

Name and mailing address of the ISA:
European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV RUISWijk
Tel. (+31-70) 340-2040, Fax. (+31-70) 340-3016

Authorized officer: Martinek, K
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>DE 10312550 B3</td>
<td>29-07-2004</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>DE 10232867 B3</td>
<td>04-03-2004</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>WO 9220994 A</td>
<td>26-11-1992</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>

Form PCT/ISA/210 (patent family annex) (April 2005)