METHOD AND APPARATUS FOR HEATING HEAT-SHRINKABLE PIPE SLEEVES

A heat-delivery apparatus (12) heats a heat-shrinkable sleeve (10) on a pipe (2). The heat-delivery apparatus (12) includes one or more heater elements (20) which define an interior heating surface that surrounds the sleeve (10). An air space is thus defined between the exterior of the sleeve (10) and the interior heating surface. The flow of air, that would otherwise be generated by the step of applying heat, within said air space is controlled or restricted for example by means of fins (50, 50s, 60) that control or restrict the air-flow, fully or partially sealing the air space with one or more sealing members (70), or fans (80) that generate an opposing airflow (82).
Published:

- with international search report (Art. 21(3))
Method and Apparatus for Heating Heat-Shrinkable Pipe Sleeves

Background of the Invention

The present invention concerns a apparatus and method for heating a heat-shrinkable sleeve on a pipe. More particularly, but not exclusively, this invention concerns a method of applying a heat-shrinkable sleeve to a portion of a pipe and a heat-delivery apparatus for heating a heat-shrinkable sleeve around a portion of a pipe.

Pipelines for transportation of hydrocarbons, such as gas or oil pipelines, typically comprise sections of pipe welded together. Each section of pipe may include one or more outer coatings including for example one or more of a corrosion resistant coating, a plastic coating, and a concrete coating. To allow the ends of two sections of pipe to be welded together, the pipe coating at each end includes a cut-back, exposing the metal pipe ends to be welded together. The exposed pipe-ends once welded together may be protected by means of arranging a heat-shrinkable sleeve over them and then attaching the sleeve to the exposed pipe ends in the welded region by heat-shrinking the sleeve onto the pipe. The sleeve may be heat shrunk onto the pipe whilst the pipe is vertical (for example in a J-lay configuration) and/or generally horizontal (for example in an S-lay configuration).

WO 2010/130345 (Saipem SpA) discloses an apparatus for applying a heat-shrinkable sleeve to a portion of a pipe, the apparatus being in the form of a heater clamp that when closed has an inner surface of heater devices facing the pipe, the heater devices being arranged to define a
generally cylindrical surface. In use, the heater devices may be operated to provide progressive and controlled heating of the sleeve. For example heating may start at a position that is in the middle of the sleeve in the axial direction and then subsequently proceed to heating at the axial ends of the sleeve. The embodiments illustrated and described in WO 2010/130345 concern a method of laying pipeline in S-lay mode.

The heating of the sleeve, which parts are heated when, and/or the relative orientation of the pipe causes movement of air in the gap between the pipe and the surfaces of the heater devices. For example, if a circumferentially extending heater apparatus were used to heat-shrink a sleeve onto a pipe in the J-lay configuration, hot air may rise up vertically through the gap between the heaters and the generally vertical pipe causing cooler air to be drawn into the gap at the lower end of the clamp apparatus. In the S-lay configuration, hot air may rise up vertically through the gap between the heaters and the generally horizontal pipe causing airflow currents in a direction circumferentially around the pipe, drawing cooler air into the gap at one or both ends of the clamp at the lowermost regions. In the S-lay configuration there may be a slight inclination in the pipe in which case, air may flow along the pipe in the general direction of inclination (from low to high). Heating in localised regions in the gap may generate convection driven airflows. Eddy currents may also be generated. It has been recognised by the inventors of the present invention that such airflows could be detrimental to the efficient heating of the heat-shrinkable sleeve and/or to how well the sleeve is secured/ fixed to the pipe once the sleeve is shrunk onto the pipe.
The present invention seeks to mitigate the above-mentioned problems. Alternatively or additionally, the present invention seeks to provide an improved method of applying a heat-shrinkable sleeve to a portion of a pipe and/or an improved heat-delivery apparatus for heating a heat-shrinkable sleeve around a portion of a pipe.

Summary of the Invention

The present invention provides a method of heating a heat-shrinkable sleeve around a portion of a pipe during a method of laying a pipeline. The method includes the following steps:

- providing a pipe,
- arranging a heat-shrinkable sleeve around a portion of the pipe,
- arranging a heat-delivery apparatus around the pipe in the region of the sleeve in a heating configuration, the heat-delivery apparatus preferably including one or more heater devices which define an interior heating surface that surrounds the heat-shrinkable sleeve, there being an air space defined between the exterior of the heat-shrinkable sleeve and the interior heating surface, and
- applying heat to the heat-shrinkable sleeve via the heater devices.

The method of the invention advantageously further includes a step of controlling the flow of air within said air space that would otherwise be generated by the step of applying heat. This is preferably achieved by means of at
least one of (a) providing one or more flow restricting members and (b) actively generating an airflow.

Thus, by having a step of positively controlling the flow of air within said air space, and by means of recognising that such a step could and ideally should be performed, the flow of air that would otherwise exist within said air space that would be detrimental to thermal efficiency and/or the quality of the shrinking process can be reduced or eliminated.

The step of controlling the flow of air may be performed in any of several different ways. The step of controlling the flow of air may be in the form of restricting the flow of air within said air space that would otherwise be generated by the step of applying heat. Some ways of restricting/controlling the flow of air in the air space may complement each other. There may be a step of providing flow restricting members, which preferably divide the air space into separate regions between which the flow of air is restricted. One or more fins may be provided that in use restrict the flow of air from one region in the air space to a different region in the air space. Each fin may have a height that is greater than 50%, and more preferably more than 75%, of the distance from the base of the fin and the exterior of the heat shrinkable sleeve. Each fin may have a height that is greater than 90% of the distance from the base of the fin and the exterior of the heat shrinkable sleeve. In use, the fin may therefore be close to touching the sleeve, which may therefore enhance the restriction and control of airflow. In certain embodiments, it may be permissible for the fin to touch the sleeve in its unshrunk state. The separation between the fin and the unshrunk sleeve is preferably in the range of 0mm to 10mm inclusive.
The base of the fin may conveniently be positioned at approximately the same distance away from the longitudinal axis (i.e. of the pipe and/or sleeve) as a point on the interior heating surface. The base of the fin may be set back from the interior heating surface relative to the longitudinal axis. The base of the fin may in certain embodiments be closer to the longitudinal axis than at least some parts of the interior heating surface. Preferably, the distance between the longitudinal axis and the closest point of a fin is less than the distance between the longitudinal axis and the closest point on the interior heating surface. Thus, for example, the fins may radially protrude at least partly into the airspace beyond the extent of the heating surface. Preferably, each fin has a shape such that the shortest distance between the shrunk sleeve and the fin is less than, and more preferably less than half of, the shortest distance between the shrunk sleeve and the interior heating surface. The distance between the closest part of the interior heating surface and the pipe (excluding the sleeve) may be greater than 50mm, and is possibly greater than 75mm. The distance between the closest part of the interior heating surface and the pipe may be less than 150mm, and is possibly less than 120mm. A typical distance between the interior heating surface and the pipe may be between 80mm and 100mm.

The fins do not need to be arranged in a symmetrical pattern, although such an arrangement may be convenient. The fins do not need to be evenly distributed in relation to the interior heating surface, but again such an arrangement may be convenient. There may be one or more fins that abut adjacent fins. There may be one or more fins that do not abut any adjacent fin.
There may be a step of sealing, or at least partially sealing, the ends of the heat-delivery apparatus thereby restricting the flow of air to and/or from the air space. The seal may extend to more than 50%, and more preferably more than 75%, of the distance from the base of the seal to the exterior of the heat shrinkable sleeve. The seal may extend radially to at least 90% of the distance from the base of the seal to the exterior of the heat shrinkable sleeve. The seal may be close to touching the sleeve, which may therefore enhance the restriction and control of air flowing to or from the air space.

There may be a step of generating an airflow, preferably in a manner that reduces the adverse affects of any airflow that would otherwise be generated by means of the step of applying heat. For example, the airflow generated may be in a direction that at least partially opposes the direction of airflow that would otherwise be generated by means of the step of applying heat. For example, there may be one or more fans provided in the air space that generate an opposing airflow. The fans may direct air generally downwards and/or along the pipe to counteract the convection currents that have a tendency to direct air generally upwards and/or along the pipe in the opposite direction. The fans may include one or more fans located towards an upper end of the sleeve (in the axial direction). Additionally or alternatively, the fans may include one or more fans located towards a lower end of the sleeve (in the axial direction). Additionally or alternatively, the fans may include one or more fans located in the region of the middle of the sleeve (in the axial direction). The step of generating an airflow preferably includes generating an airflow in a direction that has a
downwards component. The direction of airflow generated by each fan may be adjustable. The direction of airflow generated by each fan may be fixed.

The step of applying heat may include applying heat to all regions of the heat-shrinkable sleeve without moving said one or more heater devices relative to the pipe.

The heat-delivery apparatus when arranged in a heating configuration around the pipe / sleeve is preferably such that the interior heating surface surrounds and envelops the heat-shrinkable sleeve. Preferably, the interior heating surface surrounds and envelopes the heat-shrinkable sleeve for substantially the entire length of the sleeve. The heat delivery apparatus and sleeve may be so shaped and arranged that in use the extreme ends of the sleeve are at or near the end of the envelope of the apparatus.

The step of applying heat to the heat-shrinkable sleeve may include controlling the one or more heater devices to deliver different regions of the sleeve with different amounts of heat. The heat may be applied such that at a given time a first region of the interior heating surface transmits more heat per unit time than a second region of the interior heating surface. Alternatively or additionally, heat may be delivered at different power levels (or different levels of power per unit area). The method may comprise applying more heat to the sleeve at a first circumferential position compared to a second circumferential position along at least the majority of the length of the sleeve. For example, the sleeve may include an area where the material forming the sleeve overlaps at a seam or joint that extends along the length (axial direction) of the sleeve.
There may be a time during the heating process during which the first region of the interior heating surface transmits less heat per unit time than a second region of the interior heating surface. There may for example be at least three heater devices arranged at different positions along the axis of the pipe, such that a first heater device is positioned closer to the centre of the sleeve, in the axial direction (i.e. along the length of the sleeve), than second and third heater devices, the second heater device is positioned in the region of a first end of the sleeve, and the third heater device is positioned in the region of a second end of the sleeve opposite to the first end. In such an arrangement, the method may include individually controlling each of the first, second and third heater devices to apply heat to the heat-shrinkable sleeve. For example, the heat generated by the first heater device during a heating time period may be both (i) less than the heat generated by the second heater device during the same heating time period and (ii) less than the heat generated by the third heater device during the same heating time period. The second heater device located at one end of the sleeve may represent one end of the apparatus, whilst the third heater device located at the other end of the sleeve may represent the opposite end of the apparatus.

Preferably the method is performed using between four and twenty, inclusive, heater devices arranged at different positions along the axis of the pipe. There may be between five and ten, inclusive, heater devices. In such a case, there will be one or more heater devices positioned between the above-mentioned first and second heater devices. Each heater device may, in its heating configuration extend
circumferentially about the axis of the pipe/apparatus, for example, thus forming a ring-like structure.

In the method, the or each heater device may comprise one or more panel heaters. Each panel preferably has a flat heating face. The flat faces of the heater panels may be arranged circumferentially and symmetrically around the axis of apparatus to form the general shape of a regular polygon. Each panel may for example define one side of the polygon. In certain embodiments, each side of the polygon may be defined by a plurality of panels. The heat-delivery apparatus used in the method may include a heater-mounting structure associated with each heater panel. Each heater panel may include a power connector connected to a corresponding power connector of the heater-mounting structure. Each heating panel may be removably mounted on the heater-mounting structure. Thus, a defective heating panel may be quickly and easily replaced.

There may be provided an electronic control unit for controlling the one or more heater devices to deliver different regions of the sleeve with different amounts of heat. The one or more heater device may for example be arranged to be powered electrically under the control of the control unit. In the case where there are more than one heater device, the heater devices may for example be arranged to be individually controllable by the control unit. Each heater device may comprise one or more infrared heaters. Each heater device may comprise one or more electric heaters. The method preferably includes driving each heater device with electric power which is then converted into heat and/or electromagnetic radiation, such that the sleeve is heated. If radiation, for example infrared radiation, is generated then such radiation will
typically transfer heat to the sleeve by means of the sleeve absorbing the radiation. Each heater device may comprise one or more electrically powered infrared heaters.

The method may be performed as part of a method of laying a pipeline. The pipe may be laid using a J-lay method. The pipe may be laid using an S-lay method. Other lay methods may be used. The pipe onto which the sleeve is heat-shrunk may therefore be defined by part of a pipeline, for example the end of a pipeline. The method may be performed from a vessel and the pipeline may be laid at sea. The pipeline may in other embodiments be a cross-country pipeline. The method may include an initial step of forming the pipe by welding two pipe sections together. One of the pipe-sections may be defined by the end of a pipeline. The other of the pipe-sections may be defined by a new length of pipe to be added to the end of the pipeline. The new length of pipe may have a length of greater than 5m, and may possibly be longer than 10m. The pipe may be in the form of a metal pipe, for example a steel pipe, having a non-metallic coating and a cut-back region, onto which the sleeve is shrunk. The diameter of the pipe, for example in an uncoated region, may be between about 100mm and about 1,500mm. For example, the diameter of the pipe may be more than about 150mm, and possibly greater than 400mm. The non-metallic coating may be in the form of a corrosion-resistant coating that protects the metal pipe from corrosion. The pipe may additionally comprise a further non-metallic coating, being at least 50% denser than water, such as for example a concrete coating.

The heat-shrinkable sleeve may be made from an extruded cross-linked polyolefin sheet, for example polyethylene or polypropylene. The sleeve may include an applied adhesive.
The adhesive may be different for different types of pipeline operating conditions. The method may include applying an epoxy primer on either the sleeve or on the pipe surface. The sleeve may have a length (along the axis of the sleeve/pipe) of greater than 100mm, and possibly greater than 400mm. The sleeve may be shorter than 1,000mm. For a typical embodiment, the sleeve may have a length of between 500mm and 750mm.

According to a variation of the first aspect of the present invention there is also provided a method of heating a heat-shrinkable sleeve around a portion of a pipe, preferably during a method of laying a pipeline, wherein the method includes the following steps:

- providing a pipe,
- arranging a heat-shrinkable sleeve around a portion of the pipe,
- arranging a heat-delivery apparatus around the pipe in the region of the sleeve in a heating configuration, the heat-delivery apparatus including one or more heater devices which define an interior heating surface that surrounds the heat-shrinkable sleeve, there being an air space defined between the exterior of the heat-shrinkable sleeve and the interior heating surface,
- applying heat to the heat-shrinkable sleeve via the heater devices, and
- providing a means, preferably within the airspace, that controls at least one of (i) airflows within the airspace, (ii) airflows to the airspace and (iii) airflows from the airspace.
Such means advantageously promotes better shrinking of the sleeve onto the pipe, for example by means of improving the efficiency and/or the quality of the shrinking of the sleeve onto the pipe. Preferably, the means for controlling the airflows controls all of (i) airflows within the airspace, (ii) airflows to the airspace and (iii) airflows from the airspace. The airflow control means may operate by blocking or restricting airflows. The means may operate by generating an airflow that reduces the effect of an opposing airflow. Preferably the means that controls airflows acts to reduce the flow of air within said air space that would otherwise be generated by the step of applying heat.

According to a second aspect of the invention there is also provided a heat-delivery apparatus, preferably arranged and configured so as to be suitable for use as the heat-delivery apparatus of the method of the invention as described and claimed herein, wherein

the heat-delivery apparatus, in use, has an axis alignable to coincide with the longitudinal axis of the portion of the pipe,

the heat-delivery apparatus includes one or more heater devices so arranged that, in use, an interior heating surface is defined that surrounds the pipe on which the heat-shrinkable sleeve is arranged, there being an air space defined between the exterior of the heat-shrinkable sleeve and the interior heating surface, and

the heat-delivery apparatus includes means, for example one or more devices or apparatus, for controlling the flow of air within the air space during heating of the heat-shrinkable sleeve. The means for controlling the flow of air may be in the form of a means for restricting the flow of air. The means for controlling the flow of air may take
any suitable form, a non-exhaustive selection of which are
described below.

Said means for controlling the flow of air may comprise
one or more airflow restrictors, for example in the form of
one or more physical barriers. Said means for controlling
the flow of air may comprise one or more fairings. Said
means for controlling the flow of air may comprise one or
more air diveters. Said means for controlling the flow of
air may comprise one or more air diverters. Said means for controlling the flow of
air may comprise one or more fins arranged to restrict the
flow of air within the air space during heating of the heat-
shrinkable sleeve. The fins may be in the form of any
physical structure that reduces air vortexes or other
undesirable airflows within the air space between the sleeve
and the heating surface. Said one or more fins may comprise
a meshed structure (for example like a net), a structure
with apertures or indentations, and/or may be substantially
solid and without any passage for air to pass therethrough.
In the case where the fin has one or more voids, apertures,
or indentations or the like, then such voids, apertures, or
indentations or the like may have any convenient shape such
as a circle, square, parallelepiped, triangle, or polygon.
The fin may have a generally thin and laminar-like shape,
but also being shaped to have sufficient structural strength
and robustness to withstand the loads that would typically
be sustained in the field. The fins may be of metal.

At least one of the fins may have a length that extends
in a generally axial direction. Such an arrangement may be
of particular application when the pipe axis is in a
generally horizontal or close to horizontal orientation,
such as in an S-lay procedure.

At least one of the fins may have a length that extends
in a generally circumferential direction. Such an
arrangement may be of particular application when the pipe axis is in a generally vertical or close to vertical orientation, such as in a J-lay procedure.

The or each of the fins may have a height that extends to a radial position that is more than 50mm closer to the longitudinal axis of the pipe than the closest part of the interior heating surface.

Preferably, the fins have a shape, configuration or structure that has a low impact on the efficiency of transmission of heat from the heating surface. For example, the fins preferably present substantially no obstruction to transmission of heat radiation from the heating surface to the sleeve. The fins may be substantially transparent to infra-red radiation. The fins may be reflective or semi-reflective to infra-red radiation. The fins are of course conveniently sufficiently heat resistant that they can withstand the temperature conditions that are sustained within the airspace in the heat-delivery apparatus.

The or each fin may be in the form of a wall. For example, the fin may have a planar and continuous structure, preferably with a substantially uniform thickness. At least one of the fins may include one or more kinks or bends. At least one of the fins may have an undulating shape and/or be corrugated and may for example have a zig-zagging shape.

The or each fin may extend inwardly (towards the longitudinal axis, when the heat delivery apparatus is in the closed position around a pipe) to nearly touch the pipe. The or each fin may in certain embodiments extend only just closer to the pipe than the heating surface.

The interior heating surface may be defined by a multiplicity of individual heater elements. In such a case,
two or more fins may each be positioned between a respective pair of adjacent heater elements.

One or more sealing members may be provided to seal off the ends of the heat-delivery apparatus thereby restricting the flow of air. For example, a first sealing flange may be provided at a first end of the interior heating surface. A second sealing flange may be provided at a second, opposite, end of the interior heating surface. The first and second sealing flanges may thereby act to restrict the flow of air to and/or from the air space between the exterior of the heat-shrinkable sleeve and the interior heating surface.

In certain embodiments, there may be one or more sealing members and one or more fins. The provision of one or more sealing members may allow fewer fins to be included for the same beneficial effect.

One or more airflow generators may be arranged to provide an airflow within the air space, for example to act against any airflows that may otherwise arise from heating of the heat shrinkable sleeve. The one or more airflow generators may be located within the air space. The one or more airflow generators may comprise one or more fans.

There may be provided a controller (for example an electronic control unit) for controlling the heating effected by the one or more heater devices of the heat-delivery apparatus. The controller may for example control the duration, timing and/or power of operation of one or more of the heater devices during operation of the heat-delivery apparatus. There may for example be different regions of the sleeve that, within the period of operation of the heat-delivery apparatus, are heated in a different manner.
The heat-delivery apparatus may be arranged for movement between an open position and a closed position, such that in the open position, the heat-delivery apparatus defines a pipe entry region to allow passage of a pipe into or out of the heat-delivery apparatus, and in the closed position, the pipe entry region is closed. In the closed position, the interior heating surface is preferably arranged circumferentially and symmetrically around the axis of the apparatus ready to supply heat evenly to a pipe (or sleeve on such a pipe) located in the apparatus.

The heat-delivery apparatus may have at least two portions connected to each other by a hinge mechanism that allows rotation of one portion of the apparatus relative to another portion of the apparatus about an axis. The axis of rotation is conveniently substantially parallel to the longitudinal axis of the apparatus. The heat-delivery apparatus may be so arranged that the movement between its open and closed positions is performed by means of a clamping movement. It will be understood that the heat-delivery apparatus need not physically clamp the pipe during use, but that the movement of the heat-delivery apparatus may be similar to that of a clamp. The heat-delivery apparatus may be in the general shape of a clam shell device, in that it resembles two halves of a hollow cylinder being hinged relative to each other at the junction between the longitudinal edges of the two halves.

The heat-delivery apparatus may be mounted for movement towards and away from a pipe, for example by means of movement in a direction substantially along a radius of the pipe. The apparatus may be configured to move towards the pipe in an open position, and then, when the apparatus has accommodated the pipe, to close around the pipe. The heat-
delivery apparatus may further include a centring mechanism to facilitate, in use, alignment of the axis of the apparatus with the axis of a longitudinal axis of the portion of the pipe. The heat-delivery apparatus may be so configured as to maintain, in use, heating elements of the one or more heater devices in spaced-apart relation with the heat-shrinkable sleeve around a pipe. For example, the distance between the exterior of the (uncoated) pipe at its narrowest diameter and the nearest point on an active heating part of a heating element may be between 20mm and 300mm. The distance may be between 50mm and 150mm. The centring mechanism may include legs, for example including feeler elements or pads, that contact the pipe to allow the apparatus to centre correctly on the pipe. The centring mechanism may additionally, or alternatively, include a light emitter for illuminating a part of the pipe. Two or more light emitters may each illuminate a point on the pipe, such that inspection of the points illuminated assist in the alignment of the apparatus relative to the pipe. In such a case, the centring mechanism may additionally include a light sensor for detecting light from the light emitter reflected by the pipe.

The heat-delivery apparatus may be configured to perform the method of the present invention. The heat-delivery apparatus may have an axis that, in use, is arranged to coincide with the longitudinal axis of the portion of the pipe. The apparatus may include a frame arranged to support the one or more heater devices. Several features concerning such a frame (and also heater devices similar to those of the present invention) are described and claimed in our PCT patent application entitled "Apparatus and Method for Heating Heat-Shrinkable Pipe Sleeves"
published under number WO 2010/130345. The contents of that application are fully incorporated herein by reference. The claims of the present application may incorporate any of the features disclosed in that patent application. In particular, the claims of the present application may be amended to include features relating to the individual control and/or arrangement of the heater devices, the arrangement and/or configuration of the frame, and/or how and when heat is applied to the heat-shrinkable sleeve.

The axis of the apparatus, for the avoidance of doubt, will in most typical embodiments be in form of a straight line. The axis is a notional line, and may simply be defined by the notional line which coincides with the centre of each set of circumferentially arranged heater elements which define each heater device (when in the operational / heating configuration). Parts of a long pipeline may include significant curvature such that the axis of the pipeline may not be readily defined by a straight line. It will however be understood that in the context of the present invention the curvature, if any, in the region of the portion of the pipe around which the heat-shrinkable sleeve is arranged, will be normally be negligible, such that a straight line axis is readily defined.

It will of course be appreciated that features described in relation to one aspect of the present invention may be incorporated into other aspects of the present invention. For example, the method of the invention may incorporate any of the features described with reference to the apparatus of the invention and vice versa.

Description of the Drawings
Embodiments of the present invention will now be described by way of example only with reference to the accompanying schematic drawings of which:

5 Figure 1 is a schematic cross-sectional view of a joint in a pipeline showing a field joint coating and cut-back region;

Figures 2 and 3 are perspective views of a heat delivery apparatus according to a first embodiment of the invention, the apparatus including a frame structure;

Figure 4 is a partial view of the apparatus of Figures 2 and 3, with the frame structure removed for the sake of clarity;

Figure 5 shows the apparatus of Figures 2 and 3 heating a heat-shrinkable sleeve on a pipeline;

Figures 6 and 7 show an airflow restricting means on the heat delivery apparatus of the first embodiment (for S-lay);

Figure 8 shows a cross-section of a portion of a heat delivery apparatus according to a second embodiment of the invention;

Figures 9 and 10 show a heat delivery apparatus and an airflow restricting means of a third embodiment (for J-lay);

Figure 11 shows a heat delivery apparatus and an airflow restricting means of a
fourth embodiment (for either J-lay or S-lay); and Figure 12 shows a heat delivery apparatus and an airflow restricting means of a fifth embodiment (for S-lay).

Detailed Description

By way of background, Figure 1 shows in cross-section a schematic view of a coated pipeline 2 in the region of a welded joint 4. The pipeline is coated with concrete 6 along its length, but in the region of the joint 4 there is a cut-away portion of a length L1 of about 750mm where the concrete is absent. The concrete coating 6 has a thickness T1 of about 40mm. The pipe, being of steel, has a corrosion resistant plastic coating 8 having a thickness T2 of about 2.5mm. This coating 8 is also cut away to reveal a bare field joint having a length L2 of about 350mm, in which the uncoated steel pipe is exposed. The external diameter of the uncoated (bare) pipe is about 450mm. The length of the pipe section being added to the pipeline is about 12m (40 feet). The plastic pipe coating 8 gradually reduces in thickness from 2.5mm to 0mm by means of a gradient G of about 15 to 20 degrees (the scale in Figure 1 is exaggerated for the sake of illustrating the geometry of the component parts of the pipe in the region of the joint 4). The plastic coating 8 and concrete coating 6 need to be absent in the region of the field joint so that the pipe ends can be welded together at the weld joint 4.

In order to protect the pipe 2 after the weld has been produced, a heat shrinkable sleeve (not shown in Fig. 1) is
applied and shrunk onto the bare pipe so that the bare steel is covered either by the heat shrinkable sleeve or the plastic pipe coating \( \beta \). The region encompassed by the heat shrinkable sleeve, which typically has a length, \( L_3 \), of about 550mm, is designated in Fig. 1 by the box 10 drawn with a broken line. The sleeve may have a mean diameter, in its unshrunk state, of about 10mm - 15mm greater than the pipe diameter.

The first embodiment of the invention concerns a method and apparatus for heating a heat shrinkable sleeve onto a field joint by means of a heat delivery apparatus generally of the type shown in Figures 2, 3 and 4. The pipeline is laid from a pipe-laying barge operating in an S-lay mode. Figures 5 to 7 also relate to this first embodiment.

Figures 2 and 3 show the heat delivery apparatus 12 in an open configuration in which the apparatus may be moved into position around a pipe 2. The apparatus 12 includes a frame 14 (shown in Figs. 2 and 3, but omitted from Fig. 4 for the sake of clarity) and two semi-toroidal heater arrays 16a, 16b. The frame includes four legs 15, which in certain applications may be lowered so that the feet of the legs 15 rest on a surface (such as a working platform). The frame 14 acts to support the arrays 16 of heaters in position relative to each other. Each array 16 of heaters includes four flat rows 18 of heater panels, each row 18 comprising five independently controlled heating elements 20 (controlled by a control unit). Thus, as shown in Figure 4 the lower most heating panel row 181 of the right hand array 16b includes five rectangular heating elements 20a to 20e arranged sequentially along the axis of the apparatus 12 (the axis of the apparatus 12 in Figure 4 being parallel to but spaced apart from the axis of the pipe 2). The heater
arrays 16a, 16b also include airflow restricting members in the form of longitudinally extending fins. The fins are not shown in Figures 2 to 5 but are described in further detail below with reference to Figures 6 and 7.

In use, the heater arrays 16a, 16b are closed around the pipe 2 to form a toroidal shape, so that a tunnel of heater elements 20 is formed, thereby defining an interior heating surface. When in the closed position the heater arrays 16 effectively comprises forty heater elements 20, disposed in five octagonal rings arranged along the length of, and concentric with, the pipe 2. It will be seen that each of the heater panel rows 18 has a substantially flat heating surface. There is a gap, or an air space, between the interior heating surface defined by the heater elements 20 and the exterior of the sleeve 10, and therefore also the pipe 2. The heater elements are each independently controlled, thus allowing one ring of heater elements to provide heat at different times and/or at different powers from another ring of heater elements at a different position along the length of the pipe. Each ring may be considered as heating a different zone along the length of the sleeve. If the sleeve includes a seam overlap area, a line of heater elements positioned immediately opposite the longitudinally extending overlap area may be required to provide more heat than, say, other heater elements at a different circumferential position around the pipe.

A control unit (not shown in the Figs) is connected to the pyrometers (also not shown), to receive temperature measurements. The control unit is also connected to control operation of each of the heating elements.

The apparatus has a hinge mechanism, which allows the apparatus to be moved from an open position as shown for
example in Figure 2 to a closed position, as shown for example in Figure 5. Pneumatic cylinders (not shown) are provided to actuate the hinge mechanism, thereby effecting movement of the apparatus between the open and closed positions.

The heater arrays 16 are also mounted for movement towards and away from the pipe, in the vertical direction in the orientation shown in Figure 5 (i.e. along a radial direction, with reference to the pipe). The frame 14 moves with the heater arrays 16 when the apparatus 12 moves towards and away from the pipe.

The apparatus 12 includes a centring mechanism that assists alignment of the apparatus 12 with a pipe 2. With reference to Figs. 3 and 4, the frame 14 includes laser pointers 30, with associated light sensors (not shown), for ensuring that the heater arrays 16 are correctly aligned with, and concentric with, the pipe 2 (at least to within a tolerance of say +/- 10mm). With reference to Fig. 3, the centring mechanism frame also includes centring pads 15a, mounted on the legs 15, to assist in the centring of the apparatus 12 in relation to the pipe 2.

As shown in Figures 6 and 7, the heater arrays 16 (only part of one of which being shown in Fig 6 - i.e. showing two panel rows only of the four on an array 16) also include eight fins 50 which extend along the longitudinal length of the apparatus. The length of each fin 50 extends in an axial direction (parallel to the axis of the pipe, the position of which being very generally represented by reference number 2 in Figure 7). There is a fin 50 between each pair of heater panel rows 18 (each panel row comprising five heater elements 20 arranged in series along the length of the apparatus, there being eight rows of panels arranged
circumferentially around the pipes). Figure 7 shows the fins 50 in their positions when the heat delivery apparatus 12 is in its closed configuration. The fins 50 have a height such that they extend away from the heater elements 20 up to, and close to touching, the exterior of the unshrunken sleeve 10 (leaving a gap of 10mm or less between the ends of the fins and the sleeve). By comparison, the distance between the pipe exterior and the closest part of the heater elements is about 100mm. The fins are each made of solid steel and have a thickness of about 1mm. In use, the fins reduce the flow of air circumferentially around the pipe.

Heat shrinking of a sleeve onto a field joint of a pipe being laid in an S-lay mode and according to a method of the first embodiment of the invention will now be described. The general principles of operation of the heat delivery apparatus 12 of the first embodiment are substantially as set forth in WO 2010/130345, the contents of which application are fully incorporated herein by reference.

The key aspects of the method of shrinking a sleeve onto the pipe according to the embodiments of the present invention, particularly those not described in WO 2010/130345, will therefore now be described.

With reference to Figure 1, a weld 4 is first formed between one end of a pipeline and a new section of pipe (as described in WO 2010/130345). Next a FBE (Fusion Bonded Epoxy) primer is applied to the bare pipe. Then the sleeve 10, including an intermediate adhesive back coating (of a hard semi-crystalline hot melt adhesive), is assembled over the pipe 2 and the weld joint 4. The sleeve 10 is initially in the form of a rectangular double-layer (the sheet plus the layer of adhesive) piece of material, which is wrapped
around the pipe so that two opposite ends of the material meet. The two ends are welded together in a known manner by means of a sleeve welder to form the tubular sleeve 10.

The heat delivery apparatus 12 is then moved towards the axis of the pipe with the heater arrays 16a, 16b in their open configuration (see Figures 2, 3, and 4). The centring pads 15a and the laser guides 30 are used to correctly align the apparatus 12 with the pipe 2. The heater arrays 16 are then moved from the open position to the closed position, such that the heater elements 20 are arranged concentrically around, and in symmetrical alignment, with the pipe (as shown in Figure 5).

The heater elements 20 are then operated under the control of the control unit which receives measures of the temperature of the sleeve at various locations as sensed by the pyrometers. Infra-red radiation is delivered to the heat shrinkable sleeve initially from the centre of the sleeve and then after a time delay towards its periphery. Further details concerning the timing and control of the heaters is provided in WO 2010/130345 and so is not described in further detail here.

In the absence of the fins 50, convection currents caused by such heating would cause airflows in the air space between the heater elements 20 and the pipe exterior that could disrupt the even heating and therefore even shrinking of the sleeve 10. Also, such airflows, if allowed to exist, could cause cold air could be drawn into regions being heated therefore affecting efficiency and/or even heating. The fins 50 act as airflow restricting portions which reduce the amount of air flowing from one side of the fin to the other. Thus, airflows around the pipe are reduced. Reducing such convection currents thus assists in the
efficient and even heating of the sleeve. The fins 50 also effectively divide the air space into separate regions between which the flow of air is restricted.

The sleeve 10 is then allowed to cool, whilst the apparatus 12 is opened and subsequently retracted.

A second embodiment of the present invention is shown in Figure 8, which shows a heat delivery apparatus 12 similar to, but differing from, the apparatus of the first embodiment. The principal difference in this second embodiment is that the fins have a height that does not extend as close to the exterior of the sleeve. Thus, in the apparatus shown in Figure 8, there is a gap between the top of the short fin 50s and the sleeve 10 that is less than (but only just less than) the closest separation between the heater element 20 and the sleeve 10. However, the presence of such a fin 50s may still reduce the airflows that might otherwise arise around the circumference of the pipe 2. Having a low profile fin 50s (or short fin 50s) may allow the apparatus to be used with a wider variety of pipe diameters. It will be seen however that the separation between the closest points on diametrically opposing fins is less than the separation between diametrically opposing points on the interior heating surface.

Figures 9 and 10 illustrate an apparatus 12 in accordance with a third embodiment of the invention, suitable for use in a method of J-laying a pipeline. Thus, in this embodiment, the pipe 2 and sleeve 10 are arranged with their respective axes being substantially vertical; in some implementations of this embodiment the angle of the axes may be at an inclination of about 15 degrees to the vertical, sometimes more and sometimes less. It should be noted that in Figure 9, the pipe 2 and sleeve 10 are not
separately indicated and that in Figure 10 the sleeve 10 is shown but the pipe 2 is not, although the approximate location of the central axis of the pipe is indicated by the reference numeral 2. The frame (not shown) carrying the heat delivery apparatus 12 has a different configuration from that shown in relation to the first embodiment to facilitate operation of the apparatus in this vertical orientation. It will be seen that Figure 9 is a partial view and shows three only of the four panel rows of the array 16. Figure 10 is a cross-sectional view of the two arrays 16 in their closed position.

In this third embodiment, the fins 60 extend circumferentially around the axis of the apparatus, such that a circle of fins 60 separates each successive ring of heater elements 20 from its neighbouring ring(s) of heater elements. Each fin 60 has an upper surface (that surface which is closest to the exterior of the pipe 2) that is arcuate in shape. The fin 60 is shaped such that on average the separation between the surface which is closest to the exterior of the pipe 2 and the exterior of the unshrunk sleeve 10 is about 10mm or less. With the pipe arranged substantially vertically, the heating of the sleeve could, without the presence of the fins 60, cause the onset of a so-called "chimney effect". This effect occurs when the air at the bottom of the sleeve 10 heats up and therefore rises, such that air starts flowing up towards the upper end of the pipe 2 thereby causing air vortexes that cool the bottom of the sleeve and disrupt the even and efficient shrinking of the sleeve 10. The presence of the fins 60 according to this embodiment of the invention however restricts and/or prevents air flowing upwards through gap between the pipe 2 and the heater elements 20.
Figure 11 shows a fourth embodiment which restricts the flow of air within the air space between the pipe 2 and the heater elements 20 by means of sealing the ends of the heat delivery apparatus 12 to restrict ingress and egress of air.

As shown in Figure 11, sealing elements 70 are provided at each end of the heat delivery apparatus 12. Each sealing element 70 substantially blocks the gap that would otherwise exist between the ends of the heat delivery apparatus 12 and the exterior of the pipe. Thus, the flow of cool air from outside the heat delivery apparatus 12 into the air space between the pipe 2 and the heater elements 20 is restricted. The sealing elements 70 at each end are provided in two halves, one half being associated with one heater array 16a and the other half being associated with the other heater array 16b. The join 72 between the two sealing elements 70 is shown in Figure 11. Alternatively, the sealing elements could be provided as two rings that are positioned over the pipe before the apparatus 12 is closed and then, after the apparatus is closed, are slid into place at each end of the apparatus 12. The sealing elements are made of a heat resistant material, but need not be metal and need not have such a high resistance to heat as the fins of the first to third embodiments, because the sealing members need not be as close to the heater elements. For example, the sealing elements may comprise polymeric or elastomeric material to form a good seal. The sealing members 70 are, in use, in direct contact with the pipe exterior. In an alternative embodiment, there may be a gap between the end sealing elements and the exterior of the pipe is, but preferably the gap between the sealing element and the pipe is less than 10mm.
Figure 12 shows an apparatus 12 comprised two half-shell heating arrays 16 in a closed configuration according to a fifth embodiment. In this fifth embodiment, the apparatus 12 restricts the flow of air within the air space between the pipe 2 (not separately shown, but the central axis of which being indicated in Figure 12 by the reference numeral 2) and the heater elements 20 by means of providing fans 80 which each generate an airflow in a direction that opposes the direction of airflow that would otherwise be generated by means of the step of applying heat (i.e. the convection currents that would otherwise be caused by rising hot air). Thus the fans are positioned so as to urge air circumferentially around the pipe in a direction (see arrows 82) that is generally downwards and around the pipe. The fans may be operated under the control of the control unit. Thus, control of the fans can depend on the heating of the heater elements and be operated only when there is a significant risk of convection airflows causing undesirable cooling and/or uneven or inefficient heating of the sleeve 10. The fans 80 can thereby counteract the upflow of air resulting from natural convection.

Whilst the present invention has been described and illustrated with reference to particular embodiments, it will be appreciated by those of ordinary skill in the art that the invention lends itself to many different variations not specifically illustrated herein. By way of example only, certain possible variations will now be described.

The spatial distribution of, and timing of, the heating effected by the array of heating elements may be varied to suit particular circumstances. All heating elements in the array may, for example, be operated simultaneously for a length of time, possibly at different power outputs, so that
the sleeve receives infra-red radiation over substantially its entire surface for the length of heating time, thereby leading to homogenous shrinkage. In such an embodiment, there may therefore be no need for individual control of the heating provided by separate portions/heating devices of the heating apparatus. Indeed, there may be no separately discernible heating devices arranged along the length of the axis.

The fins of the embodiment for S-lay could be provided in the apparatus of the embodiment designed for J-lay. Effectively, each heater element would then be surrounded by fins. Considered alternatively, each heater element would be surrounded by a shroud (defined by walls that could be viewed as fins) that allows transmission of infra-red radiation to the sleeve but which restricts airflow to or from the region within the shroud.

One or more fins may be removably mounted, perhaps allowing for different sized fins to be used for different applications.

Fewer fins may be provided than shown in the Figures, whilst still providing the benefit of the embodiments of the invention.

The circumferentially arranged fins for use in the J-lay mode of pipe-laying could each extend further around the circumference, thereby requiring fewer fins for the same circumferential extent.

The fins could be mounted on struts such that there is a small separation between the base of the fins and the structure that supports the fins and the heater elements.

The apparatus may of course be used with pipes of smaller diameters. The apparatus may be scaled to be suitable for use with pipes of different diameters. The
alignment of the apparatus relative to the pipe may be corrected manually. There would in such an arrangement be no need for the provision of light sensors or the like. Such manual movement of the apparatus may still however be guided by the points on the pipe illuminated by the laser light.

The sealing elements of the fourth embodiment could be made of carbon steel.

The fans of the fifth embodiment can be arranged in different positions, for example so that the fans can reduce airflows that would otherwise be caused in heat-shrinking sleeves when laying pipes in a J-lay mode. In such a case, the fans may direct air in a generally downward direction and generally aligned with the axis of the pipe.

Some or all of (a) the fins of the first, second and/or third embodiments, (b) the sealing members of the fourth embodiment and (c) the fans of the fifth embodiment may be combined in a single apparatus.

Where in the foregoing description, integers or elements are mentioned which have known, obvious or foreseeable equivalents, then such equivalents are herein incorporated as if individually set forth. Reference should be made to the claims for determining the true scope of the present invention, which should be construed so as to encompass any such equivalents. It will also be appreciated by the reader that integers or features of the invention that are described as preferable, advantageous, convenient or the like are optional and do not limit the scope of the independent claims. Moreover, it is to be understood that such optional integers or features, whilst of possible benefit in some embodiments of the invention, may not be
desirable, and may therefore be absent, in other embodiments.
Claims

1. A method of heating a heat-shrinkable sleeve around a portion of a pipe during a method of laying a pipeline, wherein the method includes the following steps:
   - providing a pipe,
   - arranging a heat-shrinkable sleeve around a portion of the pipe,
   - arranging a heat-delivery apparatus around the pipe in the region of the sleeve in a heating configuration, the heat-delivery apparatus including one or more heater devices which define an interior heating surface that surrounds the heat-shrinkable sleeve, there being an air space defined between the exterior of the heat-shrinkable sleeve and the interior heating surface,
   - applying heat to the heat-shrinkable sleeve via the heater devices, and
   - controlling the flow of air within said air space that would otherwise be generated by the step of applying heat, and wherein
     - said step of controlling the flow of air is performed at least in part by means of at least one of (a) providing one or more flow restricting members and (b) actively generating an airflow.

2. A method according to claim 1, wherein the step of controlling the flow of air is performed at least in part by means of providing flow restricting members thereby dividing
the air space into separate regions between which the flow of air is restricted.

3. A method according to claim 1 or claim 2, wherein the step of controlling the flow of air is performed at least in part by means of providing one or more fins that in use restrict the flow of air from one region in the air space to a different region in the air space.

4. A method according to claim 3, wherein each fin has a shape such that the shortest distance between the shrunk sleeve and the fin is less than half of the shortest distance between the shrunk sleeve and the interior heating surface.

5. A method according to any preceding claim, wherein the step of controlling the flow of air is performed at least in part by means of sealing or partially sealing the ends of the heat-delivery apparatus thereby restricting the flow of air between within and outside of the air space.

6. A method according to any preceding claim, wherein the step of controlling the flow of air is performed at least in part by means of generating an airflow in a direction that at least partially opposes the direction of airflow that would otherwise be generated by means of the step of applying heat.

7. A method according to any preceding claim, wherein the step of applying heat includes applying heat to all regions of the heat-shrinkable sleeve without moving said one or more heater devices relative to the pipe.
8. A method according to any preceding claim, wherein the step of arranging the heat-delivery apparatus around the pipe in the region of the sleeve in a heating configuration results in the interior heating surface surrounding and enveloping the heat-shrinkable sleeve for substantially the entire length of the sleeve.

9. A method according to any preceding claim, wherein the step of applying heat to the heat-shrinkable sleeve includes controlling the one or more heater devices to deliver different amounts of heat to different regions of the sleeve such that at a given time a first region of the interior heating surface transmits more heat per unit time than a second region of the interior heating surface.

10. A heat-delivery apparatus for use as the heat-delivery apparatus of the method of heating a heat-shrinkable sleeve around a portion of a pipe according to any preceding claim, wherein

    the heat-delivery apparatus, in use, has an axis alignable to coincide with the longitudinal axis of the portion of the pipe,

    the heat-delivery apparatus includes one or more heater devices so arranged that, in use, an interior heating surface is defined that surrounds the pipe on which the heat-shrinkable sleeve is arranged, there being an air space defined between the exterior of the heat-shrinkable sleeve and the interior heating surface, and

    the heat-delivery apparatus includes means for controlling the flow of air within the air space during heating of the heat-shrinkable sleeve.
11. A heat-delivery apparatus according to claim 10, wherein said means for controlling the flow of air comprises one or more fins arranged to restrict the flow of air within the air space during heating of the heat-shrinkable sleeve.

12. A heat-delivery apparatus according to claim 11, wherein at least one of the fins has a length that extends in a generally axial direction.

13. A heat-delivery apparatus according to claim 11 or claim 12, wherein at least one of the fins has a length that extends in a generally circumferential direction.

14. A heat-delivery apparatus according to any of claims 11 to 13, wherein at least one of the fins has a height that extends to a radial position that is more than 50mm closer to the longitudinal axis than the closest part of the interior heating surface.

15. A heat-delivery apparatus according to any of claims 11 to 14, wherein the interior heating surface is defined by a multiplicity of individual heater elements, and each of two or more fins is positioned between a respective pair of adjacent heater elements.

16. A heat-delivery apparatus according to any of claims 10 to 15, wherein said means for controlling the flow of air comprises a first sealing flange at a first end of the interior heating surface and a second sealing flange at a second, opposite, end of the interior heating surface, the
first and second sealing flanges restricting airflow between the air space and a region external to the apparatus.

17. A heat-delivery apparatus according to any of claims 10 to 16, wherein said means for controlling the flow of air comprises one or more airflow generators arranged to provide an airflow within the air space.

18. A heat-delivery apparatus according to claim 17, wherein the one or more airflow generators are located within the air space.

19. A method of heating a heat-shrinkable sleeve around a portion of a pipe during a method of laying a pipeline, wherein the method includes the following steps:
   - providing a pipe,
   - arranging a heat-shrinkable sleeve around a portion of the pipe,
   - arranging a heat-delivery apparatus around the pipe in the region of the sleeve in a heating configuration, the heat-delivery apparatus including one or more heater devices which define an interior heating surface that surrounds the heat-shrinkable sleeve, there being an air space defined between the exterior of the heat-shrinkable sleeve and the interior heating surface,
   - applying heat to the heat-shrinkable sleeve via the heater devices, and
   - providing a means within the airspace that controls airflow within the airspace to promote better shrinking of the sleeve onto the pipe.
**INTERNATIONAL SEARCH REPORT**

**PCT/EP2012/072139**

**A. CLASSIFICATION OF SUBJECT MATTER**

INV. B29C63/42 F16L58/18

**ADD.**

According to International Patent Classification (IPC) or to both national classification and IPC

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)

B29C F16L B29B

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-Internal

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>JP 8 132449 A (SUMITOMO KINZOKU PLANTEC KK; SUMITOMO METAL IND) 28 May 1996 1996-05-28</td>
<td>1, 5, 7, 8, 10, 16</td>
</tr>
<tr>
<td>A</td>
<td>abstract; figures 1-5</td>
<td>6</td>
</tr>
<tr>
<td>X</td>
<td>JP 2006 194368 A (NI PPON STEEL CORP; TOKYO GAS CO LTD) 27 July 2006 2006-07-27</td>
<td>1, 5, 7, 8, 10, 15, 16</td>
</tr>
<tr>
<td></td>
<td>figures 3-5 paragraphs [0001] , [0052] , [0053]</td>
<td></td>
</tr>
<tr>
<td>Y</td>
<td>abstract; figure 1-4, 9, 19</td>
<td></td>
</tr>
<tr>
<td></td>
<td>claims 1, 8, 9</td>
<td></td>
</tr>
<tr>
<td></td>
<td>col umn 3, l i n e 17 - l i n e 37</td>
<td></td>
</tr>
<tr>
<td></td>
<td>-----</td>
<td></td>
</tr>
<tr>
<td></td>
<td>-/-</td>
<td></td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

* Special categories of cited documents:

"A" document defining the general state of the art which is not considered to be of particular relevance

"E" earlier application or patent but published on or after the international filing date

"L" later document on priority claim(s) on which the document may throw doubts on priority claim(s) on which the document is cited to establish the publication date of another citation or other special reason (as specified)

"O" document referring to an oral disclosure, use, exhibition or other means

"P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more of other such documents, such combination being obvious to a person skilled in the art

"A" document member of the same patent family

Date of the actual completion of the international search 31 January 2013

Date of mailing of the international search report 11/02/2013

Name and mailing address of the ISA

European Patent Office, P.B. 5818 Patentlaan 2
NL-2280 HV Rijswijk
Tel. (+31-70) 340-2040, Fax. (+31-70) 340-3016

Lanaspeze, Jean

Form PCT/ISA/210 (second sheet) (April 2005)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>WO 2010/130345 AI (SAI PEM SPA [IT] ; NARDO MARCO [IT] ) 18 November 2010 (2010-11-18) cited in the application abstract; figures</td>
<td>1-4, 9, 19</td>
</tr>
<tr>
<td>A</td>
<td></td>
<td>6</td>
</tr>
<tr>
<td>X</td>
<td>AU 550 137 B2 (PI RELLI TREFICABLE) 6 March 1986 (1986-03-06) claims 1, 5; figure 1</td>
<td>10, 17, 18</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>JP 8132449 A</td>
<td>28-05-1996</td>
<td>NONE</td>
</tr>
<tr>
<td>JP 2006194368 A</td>
<td>27-07-2006</td>
<td>NONE</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 2257088 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 3868561 D1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0304333 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2030868 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GR 3004203 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP H02500619 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5030810 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 8901401 A1</td>
</tr>
<tr>
<td>WO 2010130345 A1</td>
<td>18-11-2010</td>
<td>AU 2010246717 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2759452 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EA 201101594 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2427684 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2012037297 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2010130345 A1</td>
</tr>
<tr>
<td>AU 550137 B2</td>
<td>06-03-1986</td>
<td>AU 550137 B2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 8982982 A</td>
</tr>
</tbody>
</table>