FIG. 1

Abstract: A radial shaft seal (10) configured for receipt in a housing and about a shaft (12) to sealingly isolate an air-side (A) of the shaft seal from an oil-side (O) of the shaft seal is provided. The seal includes an annular mounting portion (14); an elastomeric seal body (17) connected to the mounting portion (14), and a seal lip (18) connected to the seal body (17). The seal lip has an annular inner sealing surface (20) extending axially between an oil-side end and a free air-side end. The inner sealing surface (20) has a first groove region (26) and a circumferentially continuous annular static band (30). The first groove region is spaced axially from the static band and extends between the static band and the oil-side end to pump lubrication toward the oil-side of the seal. The static band prevents the lubrication from leaking from the oil-side to the air-side of the seal.
RADIAL SHAFT SEAL WITH STATIC AND HYDRODYNAMIC SEALING FEATURES

BACKGROUND OF THE INVENTION

1. Technical Field
[0001] This invention relates generally to dynamic oil seals of the type for creating a fluid tight seal between a rotating shaft and a housing.

2. Related Art
[0002] Dynamic radial shaft oil seals are designed to have a so-called "oil-side" of the seal and an "air-side." These designations pertain to the orientation of the seal when installed, with the oil-side facing the interior of the housing and in communication with the oil, whereas the air-side faces outwardly and is exposed to the air.

[0003] During use, while maintaining an effective seal, it is desirable to keep dust and other contaminants on the air-side of the seal while maintaining lubrication on the oil-side of the seal. It is known to incorporate a static band on a sealing surface of a seal lip with spiral grooves extending from the static band toward an oil-side of the seal to pump lubrication back to the oil-side of the seal. However, with the spiral grooves merging with the static band, at least some of the lubrication, rather than being pumped back to the oil-side of the seal, can bypass the static band, where it tends to remain on the air-side of the static band. This has undesirable affects on the seal by potentially allowing a negative pressure to develop inside the seal and the lubrication to build up on the airside of the static band, which in turn can cause deposits to form and ultimately cause the spiral grooves on the oil-side of the static-band to lose their ability to return lubrication back to the oil-side of the seal. Accordingly, the useful life of the seal, and possibly the useful life of bearings or other components that the seal is protecting, is reduced.
SUMMARY OF THE INVENTION

[0004] In accordance with one presently preferred aspect of the invention, a radial shaft seal configured for receipt in a housing and about a shaft to sealingly isolate an air-side of the shaft seal from an oil-side of the shaft seal is provided. The seal includes an annular mounting portion; an elastomeric seal body connected to the mounting portion, and a seal lip connected to the seal body. The seal lip has an annular inner sealing surface extending axially between an oil-side end and a free air-side end. The inner sealing surface has a first groove region and an annular static band. The first groove region is spaced axially from the static band and extends between the static band and the oil-side end to pump lubrication toward the oil-side of the seal.

[0005] In accordance with another aspect of the invention, a second groove region extends along the inner sealing surface from the static band toward the air-side of the seal to direct lubrication back toward the oil-side of the seal.

[0006] In accordance with another aspect of the invention, the first groove region has a plurality of first grooves oriented in a first direction and the second groove region has a plurality of second grooves oriented in a second direction wherein the first direction is the same as the second direction.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007] These and other aspects, features and advantages of the invention will become more readily appreciated when considered in connection with the following detailed description of presently preferred embodiments and best mode, appended claims and accompanying drawings, in which:

[0008] Figure 1 is cross-sectional view of a radial shaft seal constructed according to one aspect of the invention;

[0009] Figure 1A is a view similar to Figure 1 showing the seal disposed on a shaft;
[00010] Figure 2 is a schematic view of a sealing surface of the seal of Figure 1 in accordance with one aspect of the invention;

[00011] Figure 3 is a schematic view of a sealing surface of the seal of Figure 1 in accordance with another aspect of the invention;

[00012] Figure 4 is cross-sectional view of a radial shaft seal constructed according to another aspect of the invention; and

[00013] Figure 5 is a schematic view of a sealing surface of the seal of Figure 4 in accordance with another aspect of the invention.

DETAILED DESCRIPTION OF PREFERRED EMBODIMENTS

[00014] Referring in more detail to the drawings, Figures 1 and 1A illustrate a radial shaft seal, referred to hereafter as seal 10, constructed in accordance with one aspect of the invention, wherein the seal 10 is suitable for use in a crankcase application, by way of example and without limitation, for sealing about a rotatable shaft 12 to form a radial shaft seal assembly 13. The seal 10 has an oil-side O and an axially opposite air-side A, in relation to the orientation of the seal 10 when installed, with the oil-side O facing the interior of the application being sealed and the air-side A facing the outside environment of the application being sealed. The seal 10 includes a mounting portion, such as an outer case, also referred to as collar 14, provided in part as a metal or polymeric annulus or ring structure 15 with an elastomeric seal material 16 attached thereto. The elastomeric material 16 forms a seal body 17 and extends radially inwardly to provide a seal lip 18. The seal lip 18 has an annular inner sealing surface 20 extending axially between an oil-side end 22 and a free air-side end 24. The inner sealing surface 20 has a first groove region 26 extending along the shaft 12 in sealed engagement therewith and a second groove region 28 extending along the shaft 12 in sealed engagement therewith. The first groove region 26 and the second groove region 28 are spaced axially from one another with an annular, circumferentially continuous rib, also
referred to as band 30, extending therebetween. The first groove region 26 is configured to direct lubrication, e.g. oil, toward the oil-side O and the second groove region 28 is configured to direct lubrication, e.g. oil, toward the band 30 and back to the oil-side O should the lubrication happen to bypass the band 30. Meanwhile, the band 30 intermediate the respective first and second groove regions 26, 28 provides a static seal in the absence of relative movement between the seal lip 18 and the shaft 12, while also acting to inhibit the lubrication from flowing to the air-side A and residing on the air-side of the band 30. Accordingly, lubrication is inhibited from migrating from the oil-side O to the air-side A, which facilitates preventing a negative pressure build-up from occurring on the oil-side of the seal, and in the event the lubrication does bypass the band 30, the lubrication is channel via the second groove region 28 to forcefully bypass the band 30 and return to the oil-side O. As such, the lubrication is prevented from accumulating and remaining on an air-side of the band 30, which in turn prevents unwanted deposits of broken-down lubrication and other forms of contamination from accumulating on the air-side of the band 30.

[00015] The metal collar 14 may be L-shaped, or may take on any number of configurations, such as C-shaped, S-shaped, or ring shaped, as shown, depending upon the requirements of a particular application, as is known in the art. The metal reinforcing ring structure 15 is shown covered, at least in part, with the elastomeric seal material 16 on an outer surface which may be contoured with undulations 32 to provide a snug and fluid tight installation in the bore of the crankcase (not shown).

[00016] An annular bridge 31 operably connects the seal lip 18 to the seal body 17. The annular bridge 31 is connected to the oil-side end 22 of the seal lip 18 and to the seal body 17, such that the bridge 31 extends radially outwardly generally transversely from the seal lip 18 and then reverses back over the seal lip 18 in overlying fashion at an angle to a central axis 34 of the seal 10, such as between about 20-40 degrees, though the angle can range from
1-89 degrees from horizontal, as desired for the intended application. Thus, the bridge 31 provides an annular pocket 33 facing the air-side A of the seal 10.

[00017] The seal lip 18, when in the relaxed, uninstalled state, extends slightly angled by a few degrees, such as between about 1-10 degrees from the central axis 34 of the seal 10. The sealing surface 20, while in its free state, has a maximum inner diameter SD at the oil-side end 22 that is less than an outer diameter OD of a running surface 36 of the shaft 12, and thus, the entire inner sealing surface 20 is assured of being brought into sealed engagement with the running surface 36 upon assembly and in use. Further, the air-side end 24 can be formed having a non-contact dust exclusion lip, also referred to as auxiliary lip 38, that facilitates preventing contamination located on the air-side A from entering the oil-side O of the seal 10. The auxiliary lip 38 extends from the air-side end 24 of the seal lip 18 toward the air-side A and is spaced from the second groove region 28. The auxiliary lip 38 has an inner diameter AD greater than the inner diameter SD of the inner sealing surface 20 so as to remain free from contact with the shaft 12. As such, the auxiliary lip 38 does not contribute to the running torque between the seal lip 18 and the shaft running surface 36.

[00018] In Figure 2, the inner sealing surface 20 is shown constructed in accordance with one aspect of the invention. The circumferentially continuous annular static sealing band 30 of the inner sealing surface 20 is shown extending circumferentially between the first and second groove regions 26, 28. The first groove region 26 has a plurality of first grooves 40 extending in spaced relation from the static sealing band 30 to the oil-side end 22 of the seal lip 18. Accordingly, the first grooves 40 stop short of the band 30 and thus, do not merge with the band 30. As such, a non-grooved region 41 extends between the first grooves 40 and the band 30, and thus, the lubrication within the first groove region 26 is not promoted to reach the band 30 in significant volume, though it is anticipated that some lubrication from
the oil-side O will reach the band 30 to facilitate reducing the running friction between the band 30 and the running surface 36 of the shaft 12.

[00019] The second groove region 28 has a plurality of second grooves 42 extending from the static sealing band 30 toward the air-side end 24 of the seal lip 18. Accordingly, the second grooves 42 extend to the band 30 and thus, merge with the band 30. Accordingly, given the second grooves 42 are configured to pump lubrication in the same direct as the first grooves 40, any lubrication that bypasses the band 30 and enters the second grooves 42 is pumped back into direct contact with the band 30 and tends to bypass the band 30 back to the first grooves 40, wherein the first grooves 40 continue to pump the lubrication back to the oil-side O.

[00020] The first grooves 40 are oriented in a first direction and the second grooves 42 are oriented in a second direction, wherein the first direction is the same or substantially the same as the second direction. Accordingly, as eluded to above, the angular direction of spiral or helix of the first and second grooves 40, 42 is the same, thereby tending to pump the lubrication in the same direction, namely, toward the oil-side O of the seal 10. The first and second grooves 40, 42 are shown, by way of example, as being linearly straight and extending parallel or substantially parallel with one another in inclined relation to the direction of relative seal rotation R with the shaft 12. The angle of inclination of the first and second grooves 40, 42 from the intermediate band 30 toward the oil-side O is such that during relative rotation R between the shaft 12 and the seal lip 18, the lubrication on the oil-side O that reaches the first and second grooves 40, 42 is pumped back toward the oil-side O.

[00021] In Figure 3, an inner sealing surface 120 is shown constructed in accordance with another aspect of the invention, wherein the same reference numerals as used above, offset by a factor of 100, are used to identify like features. The inner surface 120 includes a first groove region 126, a second groove region 128, and a circumferentially continuous annular
static sealing band 130 between the first and second groove regions 126, 128. The first
groove region 126 has a plurality of first grooves 140 configured the same as the first grooves 40 discussed above. Further, the second groove region 128 has a plurality of second grooves 142, however, unlike the second grooves 42 discussed above, the second grooves 142 are configured as a thread or threads extending between about 180-360 degrees about the circumference of the sealing surface 20. Accordingly, the second grooves 142 extend at a reduced angle of inclination relative to the static band 130 than do the second grooves 42. The first and second grooves 140, 142 are shown, as discussed above, as being linearly straight and extending parallel or substantially parallel with one another in inclined relation to the direction of relative seal rotation R with the shaft. The angle of inclination of the first and second grooves 140, 142 from the intermediate band 30 toward the oil-side O is such that during relative rotation R between the shaft and the seal lip, the lubrication on the oil-side O that reaches the first and second grooves 40, 42 is pumped back toward the oil-side O.

[00022] In Figure 4, a seal 210 is shown constructed in accordance with another aspect of the invention, wherein the same reference numerals as used above, offset by a factor of 200, are used to identify like features. The seal 210 includes all the same features discussed above with regard to the previous seal construction with the exception of a second groove region. Accordingly, the seal 210 includes a collar, as discussed above (not shown), and a seal body 217 that extends radially inwardly to provide a seal lip 218. The seal lip 218 has an annular inner sealing surface 220 extending axially between an oil-side end 222 and a free air-side end 224. The inner sealing surface 220 has a first groove region 226 configured to extend along a shaft in sealed engagement therewith, as discussed above, and an annular, circumferentially continuous band 230 spaced from the first groove region 226 toward and adjacent the air-side end 224. The first groove region 226 is configured to pump lubrication toward the oil-side O and the band 230 is configured to prevent the lubrication from
bypassing the band 30. The first groove region 226 includes first grooves 240, as discussed above, wherein the first grooves 240 are spaced axially from and stop short of the band 30, thereby forming a circumferentially extending annular non-grooved region 241 between the band 230 and the first groove 240.

[00023] Obviously, many modifications and variations of the present invention are possible in light of the above teachings. It is, therefore, to be understood that within the scope of the appended claims and any claims ultimately allowed, the invention may be practiced otherwise than as specifically described.
What is claimed is:

1. A radial shaft seal configured for receipt in a housing and about a shaft to sealingly isolate an air-side of the shaft seal from an oil-side of the shaft seal, comprising:
   - an annular mounting portion;
   - an elastomeric seal body connected to said mounting portion; and
   - a seal lip connected to said seal body, said seal lip having an annular inner sealing surface extending axially between an oil-side end and a free air-side end, said inner sealing surface having a first groove region extending along the shaft in sealed engagement therewith and a circumferentially continuous annular rib, said first groove region being spaced axially from said static rib and extending between said static rib and said oil-side end to pump lubrication toward said oil-side of said seal.

2. The radial shaft seal of claim 1 wherein said first groove region includes a plurality of first grooves inclined relative to said static rib along a first direction, said first direction being configured to pump lubrication toward said oil side of said seal.

3. The radial shaft seal of claim 2 wherein said first grooves do not merge with said static band.

4. The radial shaft seal of claim 3 further including a second groove region extending along the inner sealing surface from said static band toward said air-side of said seal to pump lubrication back toward said oil-side of said seal.
5. The radial shaft seal of claim 4 wherein said second groove region has a plurality of second grooves inclined relative to said static band along a second direction, said first direction and said second direction being substantially the same.

6. The radial shaft seal of claim 5 wherein said first grooves are linearly straight and said second grooves are linearly straight.

7. The radial shaft seal of claim 1 further including and auxiliary lip extending from said air side end toward said air side of said seal.
### A. CLASSIFICATION OF SUBJECT MATTER

**INV. F16J15/32**

According to International Patent Classification (IPC) or to both national classification and IPC

### B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

F16J

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-Internal, WPI Data

### C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>JP 2009 068683 A (NOK CORP) 2 April 2009 (2009-04-02) abstract figures 1, 4-9</td>
<td>1-7</td>
</tr>
<tr>
<td>X</td>
<td>GB 996 711 A (ANGUS GEORGE CO LTD) 30 June 1965 (1965-06-30) page 2, lines 63-75, 85-89 figure</td>
<td>1-3</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

* Special categories of cited documents:
  * "A" document defining the general state of the art which is not considered to be of particular relevance
  * "E" earlier application or patent but published on or after the international filing date
  * "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  * "O" document referring to an oral disclosure, use, exhibition or other means
  * "P" document published prior to the international filing date but later than the priority date claimed

* "T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

* "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

* "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

* "D" document member of the same patent family

**Date of the actual completion of the international search**

9 August 2013

**Date of mailing of the international search report**

16/08/2013

**Name and mailing address of the ISA**

European Patent Office, P.B. 5818 Patentlaan 2 NL - 2280 HV Rijswijk

Tel. (+31-70) 340-2040, Fax: (+31-70) 340-3016

**Authorized officer**

Van Wei, Oscar
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>GB 1 459 352 A (BORG WARNER) 22 December 1976 (1976-12-22) page 2, lines 55-87 figure 2</td>
<td>1-7</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>------------------</td>
<td>------------------------</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2009068683 A</td>
</tr>
<tr>
<td>US 2007057472 AI</td>
<td>15-03-2007</td>
<td>CN 101529139 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1924792 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2009508065 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2012211701 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20080047449 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2007057472 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2007033072 A2</td>
</tr>
<tr>
<td>GB 996711 A</td>
<td>30-06-1965</td>
<td>NONE</td>
</tr>
<tr>
<td>DE 19922842 AI</td>
<td>23-11-2000</td>
<td>NONE</td>
</tr>
<tr>
<td>GB 1459352 A</td>
<td>22-12-1976</td>
<td>BR 7409927 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 1020975 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 2453118 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>FR 2252515 AI</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 1459352 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP S5084740 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 3913925 A</td>
</tr>
</tbody>
</table>