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To all tuhon, it may concern: 
Beit known that I, SPENCER. B. LANE, a 

citizen of the United States, and a resident of 
Waterbury, in the county of New Haven and 
State of Connecticut, have invented a new and 
Improved Button-Fastener, of which the fol 
lowing is a full, clear, and exact description. 
My invention relates to button-fasteners; 

and it, consists in certain novel parts and com 
binations of parts particularly pointed out in 
the claims concluding this specification. 

In the accompanying drawings I have shown 
my invention applied in forms which are at 
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present preferred by me; but it will be un 
derstood that various modifications may be 
made without departing from the spirit of my 
invention and without exceeding the scope of 
my claims. 
In the accompanying drawings, Figures 1, 

2, 3, and 4 show a spring-stud involving my 
invention in process of manufacture. Fig. 5 
is a top view of Fig. 4. Fig. 6 is a sectional 
side view showing the fastener of Fig. 1 at 
tached to the material. Figs. 7 and 8 show 
a modified form of spring-stud involving my 
invention in two stages of its process of manu 
facture. Fig. 9 is a top view of the stud 
shown in Fig. 8. Fig. 10 is a sectional side 
view showing the stud of Fig. 8 applied to the 
material. Figs. 11 and 12 show another form 
of spring - stud involving my invention in 
process of manufacture. Fig. 13 is a top view 
of Fig. 12. Fig.14 shows the stud of Fig. 8 
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attached to thematerial, and Fig.15 is a cross 
section of the anvil of the stud shown in 
Fig. 14. 
The following is a description of the struc 

ture shown in the drawings. . . . . ; 
Fig. 1 shows a blank comprising a central 

part 16, adapted to form the central boss of the 
stud, and pieces or arms 17, extending radially 
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after it has passed through another die by 

therefrom. This blank is bent up in a die in 
the form shown in Fig. 2, the radial arms be 
ing thereby crimped at 1818, as shown. 

Fig. 3 shows the crimped blank of Fig. 2 

means of which the arms are bent downward 
to form the bird-cage 19 and the central boss 

then passed through a die by means of which 
the crimped portions 18 are flattened out, 
forming flanges 21 and legs 22, as shown in 
Figs. 4 and 5. This button is or may be at 
tached to a glove or other suitable material 
23, as shown in Fig.6, by bending outwardly. 
the legs 22 on the under side of the material. 
If preferred, however, the die which bends 
outwardly the legs 22 and attaches the button 
to the material may simultaneously collapse 
or flatten out the crimped portion 18 to form 
the flanges 21, as will be readily understood. 
The pressure exerted on the head of the dome 
in compressing or flattening the arms also 
gives the desired increase in diameter of the 
upper portion of the dome, as shown, for ex 
ample, in Fig. 4. . . 

Instead of starting with Such a blank as is 
shown in Fig. 1 I may employ a blank of the 
form shown in Fig. 7, in which 16" is the cen 
tral part, adapted to form the central boss or 
cap of the stud, and 17" represents arms ex 
tending radially therefrom. From this blank 
by the steps already described the stud of Figs. 
8, 9, and 10 may be made, in which 20" is the 
cap of the dome. 19" represents the resilient 
sides thereof, 21" the sectional flange, and 22" 
the legs, which are in contact edge to edge, 
forming a cylindrical extension before it is at 
tached to the material 23. In Fig. 10 I have 
shown this stud attached to the material by 
means of a crimped washer 25, the legs 22"be 
ing bent in contact with the outer surface of 
the washer; but, if preferred, it may be at 
tached by the means already described with 
reference to Fig.6 or by the means hereinafter 
described with reference to Fig.14. 

Instead of starting with such blanks as are 
shown in Figs. 1 and 7 I may use a blank such 
as is shown in Fig. 11, in which the part 16" 
is adapted to form the central boss or cap of the 
stud, and 17" represents arms extending ra 
dially therefrom. From the blanks shown in 
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Fig. 11 by the steps already described the stud 
shown in Figs. 12, 13, and 14 may beformed, 
20' being the cap of the dome; 19", its resilient 
sides; 21, the flange, and 22' the legs. In this 
form of stud the flange 21" is made up of seg 

or dome 20. This partially-formed stud is ments in contact edge to edge with each other. 
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This stud may be connected with the material 
in a manner shown in Figs. 6 and 10, if de 
sired. 
While I have in Figs. 7 and 11 shown the 

outer ends of the several arms as being Square, 
still when desired they may be more or less 
pointed to facilitate their piercing the fabric, 
as is shown, for instance, in Fig. 1. 

Instead of attaching the studs to the mate 
rial in the manner shown in Figs. 6 and 10 I 
may attach them by means of an anvil, as 
shown in Fig. 14. The anvil is shown in de 
tail in Fig. 15 and is composed of an up 
wardly-extending part 26 and a rolled-over 
lower portion 27. The legs of the stud ex 
tend into this lower rolled-over portion, and 
the whole is then compressed against the un 
der side of the material by means of a suit 
able die to form the completed structure. 
(Illustrated in Fig. 14.) 

In whichever manner constructed my stud 
when completed contains ahead, a flange, and a 
securing member, integral with each other, or, 
in other words, of a single piece of metal. The 
crown 20, 20", or 20" of the head is continuous, 
or, in other words, constitutes the unit or junc 
tion from which the arms composing the sides 
of the head, the flange, and the attaching mem 
ber extend. The flange is of two-ply, or, in 
other words, is formed by producing a return 
bend of each of the arms upon itself. The 
means of attachment is composed of the exten 
sion of the arms from the return-bend of the 
flange through and below thematerial. It will 
also be observed that this integral structure 
may be employed alone, as shown in Fig. 6, or 
in conjunction with the additional means of 
attachment shown in Fig. 10 or Fig. 14. It 
will further be noted that each of the long 
arms 17, 17", or 17", which, as above stated, 
compose the side of the head, the flange, and 
the attaching member of the stud, are formed 
by cutting away certain portions from the 
solid blank, so that when the blank is assem 
bled in its complete stud-like form these cut 
away portions form approximately vertical 
slots, each pair of slots being spaced apart by 
R long arm formed by the cutting of such 
SlotS. 
Having thus fully described my invention, 

what I claim, and desire to secure by Letters 
Patent, is 

1. An integral member comprising a head, 
a flange to overlie the material to which the 
stud is attached, the sides of the head being 
composed of arms extending from a junction 
at the crown of the head, and the flange being 
composed of a return-bend of said arms bent 
upon themselves intermediate their length, 
the portion of Said arms below the flange be 
ing adapted to pass through the material to 
form means for attaching the stud to the ma 
terial. 

2. An integral stud member comprising a 
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head, a flange to overlie the material to which 65 
the stud is attached, and a means of attach 
ment extending through and below the ma 
terial; the sides of the head being composed 
of resilient arms extending from a junction 
at the crown of the head, and the flange be 
ing composed of a return-bend of Said arms 
bent upon themselves, and the attaching mem 
ber being composed of extensions of Said arms 
below said return-bend, in combination with 
a washer engaging with the portions of the 
arms beneath the material. 

3. An integral stud member comprising a 
head, a flange to overlie the material to which 
the stud is attached, and a means of attach 
ment extending through and below the ma 
terial, the sides of the head having a plural 
ity of slots forming arms which extend out 
of contact with each other from the junction 
at the crown of the head, and the flange be 
ing composed of the return-bends of said arms, 
bent upon themselves in circumferential con 
tact with each other, and the attaching mem 
ber being composed of the extended portions 
of the arms below the material. 

4. An integral stud member comprising a 
head, a flange to overlie the material to which 
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the stud is attached and a means of attach 
ment extending through and below the ma 
terial; the sides of the head being composed 
of arms extending from a junction of the 
crown at the head and the flange being com 
posed of a return-bend of said arms bent upon 
themselves and the attaching member being 
composed of extensions of Said arms below 
said return-bend, in combination with a washer 
beneath the material and a dome extension of 
said washer entering the head of the stud. 

5. A stud having a unitary or solid crown 
and arms extending downward from Said 
crown to form the sides of the head, the flange 
and means of attachment; each of said arms 
being bent convex at the side of the head, 
thence with an outward and return bend form 
ing a flange of double thickness, thence with 
a downward and outward bend through and 
below the material to which the stud is at 
tached, and a retaining element engaging with 
the portions of the stud below the material. 

6. As an article of manufacture, a stud mem 
ber comprising a head having a solid crown, 
and a plurality of arms depending from said 
crown and separated from each other their 
entire length, each of said arms having an 
outwardly-extending flange formed integral 
there with, the lower free extremity of each 
arm depending from the under side of the 
flange, and forming means for Securing the 
stud to a fabric. 

7. As an article of manufacture a stud mem 
ber comprising a head member having a plu 
rality of slots in the side thereof, spaced apart 
to form a relatively long arm, the material of 
said arm being bent outward and then back 
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ward upon itself to form an outwardly-extend 
ing flange of double thickness intermediate 
the length of the arm, the lower free portion 
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of said arm serving as a means for securing 
the stud to a fabric. 

8. As an article of manufacture a stud mem 
ber comprising a head having a solid-crown 
portion, a depending arm formed in the side 
of said head by a plurality of vertically-ex 
tending slots, and a flange of a thickness double. 
that of the thickness of the arm formed in 
tegral with said arm, a portion of said arm 
extending below the flange to assist in secur 
ing the stud to a fabric. 

9. As an article of manufacture a stud com 
prising a head having a solid crown, and a 
plurality of depending arms, each arm having 
intermediate its length a flange of a thickness 
double that of the material of the arm, said 
flange being formed of the material of the 
arm, the portion of each arm below the flange 
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Serving as a means for securing the stud to a 
fabric. 

10. A stud member comprising a head hav 
ing a solid crown, and a plurality of depending 
arms, each arm having intermediate its length. 
an outwardly-extending flange of double the 
thickness of the material of the arm, said 
flange being formed of the material of the 
arm, the portion of each arm below the flange 
being adapted to extend through a fabric to 
which the stud is secured, and a locking ele 
ment engaging with the said lower portion of 
each arm. 
Intestimony whereof Ihave signed my name 

to this specificationin the presence of two sub 
scribing witnesses. 

SPENCER B. LANE. 
Witnesses: 

HoWARD WEBSTER, 
F. M. PEASLEY. 
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