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ABSTRACT OF THE DISCLOSURE 

This patent discloses a system for shipping collapsed, 
stacked buildings. A plurality of stacking racks extend 
upwardly from skids above the level of the walls and roof 
when in collapsed position. The skid of an upper building 
is bolted to the stacking rack of a lower building. A wedge 
member on the stacking racks and a complementary Sur 
face on the skids translate any relative horizontal move 
ment between stacked buildings to vertical movement to 
place the securing bolts in tension and prevent shifting 
of the buildings. 

This invention relates to a system of shipping build 
Ings. 

In my patent Reissue 25,827, there is shown a col 
lapsible building and a system for shipping the collapsed 
buildings stacked one upon the other. Reference is made 
to this patent for a complete disclosure of the details of 
construction of the building and the manner in which 
the building is collapsed and erected. 
Sudden acceleration of the transporting means has 

sometimes resulted in shearing of the bolts utilized to 
bolt the skid of an upper building to the supporting post 
or stacking rack of a lower building. The problem is 
particularly acute when the buildings are shipped by rail 
when the train is "humped,” as the statring of movement 
of the train is transmitted to each car as a sudden violent 
shock. The "humping' is sometimes so severe that the 
bolts securing the buildings together are sheared in two. 

It is an object of this invention to provide a simple 
system for securing stacked, collapsed buildings together 
Sor shipping which will withstand sudden acceleration. 
Another object is to provide a simple system of reduc 

ing shear forces on bolts which secure stacked buildings 
together during shipping. 
Another object is to provide a simple system of trans 

lating relative horizontal movement of stacked buildings 
to vertical movement to place the bolts securing the 
stacked buildings together in tension, to thereby limit 
such vertical and horizontal movement and protect the 
bolts against shearing. 

Other objects, feautres and advantages of the inven 
ion will be apparent from the drawings, the specifica 
tion and the claims. 

in the drawings wherein an illustrative embodiment of 
this invention is shown, and wherein like reference nu 
merals indicate like parts: 

FIG. 1 is a diagrammatic view of an erected build 
ing, 

FIG. 2 is a diagrammatic view of the building of FIG. 
1 in collapsed shipping condition; 

FIG. 3 is a view in side elevation illustrating a plural 
ity of buildings stacked and secured together for ship 
pling; 

FIG. 4 is an enlarged fragmentary view illustrating the 
stacking and securing assembly in accordance with this 
invention; and 

FIG. 5 is a view along the line 5-5 of FEG, 4. 
The building shown erected in FIG. 1 and collapsed 

in FIG. 2 may be erected and collapsed in the manner 
taught in my patent Reissue 25,827. The roof 10 is raised 
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2 
and the two end walls, one of which is shown at 11, and 
two side walls, one of which is shown at 12, are laid down 
on the skid 13. The roof 10 is then lowered over the 
walls and supported on the skid as shown in FIG. 2. 
A plurality of stacking racks indicated generally at 14 

are secured to and extend upwardly from the skid 13. 
Preferably there are four stacking racks as shown in 
FIG. 2, one at each corner of the skid. 

Each of the stacking racks 14 is provided by a wide 
flange I-beam 15 welded to the upper flange 16 of an I 
beam which provides one of the runners of the skid. It 
will be noted that the lower flange 17 of this runner has 
its end portion 17a inclined upwardly in the manner of a 
sleigh runner. A pipe 18 extends between a pair of the I 
beam runners as shown in FIGS. 1 and 2. 
A short section of U-shaped iron 19 is secured to the 

upper ends of the I-beams 15 as by welding. The U-shaped 
member 19 is provided with two upwardly extending 
flange members 21 and 22 which are spaced apart a 
slightly greater distance than the width of the flange 17 
of the skid runner. Thus as shown best in FIGS. 4 and 
5 the skid of an upper building is supported on the stack 
ing racks 15 of the lower building and rest on the hori 
Zontal Support member provided by the U-shaped upper 
portion thereof. 
Means are provided for fastening the skids to the stack 

ing racks to limit vertical movement of the skids away 
from the stacking racks. The support member includes a 
web 23 having a vertically extending hole 24 therethrough 
for use in securing the assemblies together. The lower 
flange 17 of each runner has a vertical hole 25 extending 
therethrough. The bolt 26 extends through the two holes 
24 and 25 and when the nut 27 is run up tight the two 
skids shown in FIG. 4 will be firmly secured together. It 
will be noted from FIG. 5 that one of the holes, prefer 
ably the hole in the lower skid flange 17, is provided by 
a slot which extends fore and aft of the building to per 
mit some horizontal movement between stacked build 
1gS. 
In accordance with this invention, a wedge means is 

provided which extends at an angle to the horizontal. The 
Wedge means may be on the skid or the support member. 
Preferably the wedge means extends upwardly and out 
Wardly. In either event, it cooperates with a surface on 
the other of the support member or skid which is en 
gageable with the wedge means. Preferably the skid sur 
face is complementary to the wedge means. In the il 
lustrated embodiment, the wedge means is provided by 
a downwardly facing angle iron 28 which has the free ends 
of each leg welded to the web member 23 of the support. 
The angle iron 28 is thus positioned with its leg 28a 
extending upwardly and outwardly, and the upwardly 
inclined flange portion 17a of the skid runner is comple 
mentary to and engages this lange leg 28a. It will be 
noted that the relationship is not critical. It is preferred 
that there be a wedge surface on the support member and 
a generally complementary surface on the skid so that 
upon any relative horizontal movement between the two 
stacked buildings, the wedge surface will be effective to 
force the two skids to move apart. 

In shipping, the collapsed buildings are stacked with 
an upper building supported on the stacking racks 14 of 
a lower building, with the holes 24 and 25 in register. The 
bolts 26 and nuts 27 are run up tight to secure the build 
ings together. In this position, the angle iron members 28 
and the inclined skid flange 17a will be in engagement or 
very close to each other. It will be appreciated that to 
avoid stacking problems it is preferred that the relation 
ship of the inclined member 17a of one skid and the angle 
member 28a of the wedge with which it cooperates be so 
positioned that slight clearance is present to avoid the 
problems of tolerance, 
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If during shipping of the buildings they are subjected 
to sudden acceleration or de-acceleration, the buildings 
will tend to slide relative to each other. If this occurs 
the inclined member 17a and wedge surface 28a will en 
gage and the skid will tend to move upwardly along the 
wedge surface. As the skid tends to climb the Wedge Sur 
face 28a, it will of course place the bolt 26 in tension. 
As the bolts are sized to prevent the skid and stacking 
rack from moving apart, the assembly of buildings will 
be held together. As the bolt 26 is not placed in Shear by 
relative movement between two stacked buildings, the 
problem encountered in the past of the bolts being sheared 
off has been eliminated. 

It will be appreciated that the complementary Wedge 
surfaces between the stacking racks and the skids could 
extend either up or down, and could be placed in either 
side of the bolt 26. It is preferred that the relationship 
shown in the drawings be utilized, as the runners of the 
skids normally have the upturned sleigh-runner configura 
tion shown at 17a so that the buildings may be readily 
pulled overland for a short distance. 
The foregoing disclosure and description of the inven 

tion is illustrative and explanatory thereof and various 
changes in the system may be made within the scope of the 
appended claims without departing from the Spirit of the 
invention. 
What is claimed is: 
1. An assembly of buildings for shipping comprising, 
a plurality of collapsed buildings each having a skid 

with the walls and roof of the building supported 
on the skid, 

a plurality of stacking racks secured to and extending 
upwardly from each skid to a level above the col 
lapsed walls and roof, 

said buildings being stacked with an upper building 
Supported on the stacking racks of a lower building, 

wedge means on at least one of the stacking racks ex 
tending at an angle to the horizontal, 

said skids including angled surfaces complementary to 
and engageable with Said wedge means, and 

means fastening said skids to said stacking racks and 
limiting movement of the skids in a vertical direction 
away from the stacking racks, 

said fastening means being placed in tension by move 
ment of said angled skid surfaces upwardly when 
relative movement of said buildings cause said sur 
faces to move over said angled wedge means. 

2. An assembly of buildings for shipping comprising, 
a plurality of collapsed buildings each having a skid 

with the walls and roof of the building supported on 
the skid, 

a plurality of stacking racks secured to and extending 
upwardly from each skid to a level above the col 
lapsed walls and roof, 

said buildings being stacksd with an upper building 
Supported on the stacking racks of a lower building, 

a Support member on top of each stacking rack having 
a vertical hole therethrough, 

wedge means on each support member extending at 
an angle to the horizontal, 

said skids including angled surfaces complementary 
to and engageable with said wedge means, 

vertical holes through at least a portion of each skid 
registering with said holes in the support members, 

and bolts extending through said registering holes and 
Securing said skids to said stacking racks, 

said bolts being placed in tension by movement of said 

4. 
angled skid surfaces upwardly when relative move 
ment of said buildings cause said angled skid Surfaces 
to move over said angled wedge means. 

3. An assembly of buildings for shipping comprising, 
a plurality of collapsed buildings each having a skid 

5 with the walls and roof of the building supported on 
the skid, 

a plurality of stacking racks secured to and extending 
upwardly from each skid to a level above the col 
lapsed walls and roof, 

said buildings being stacked with an upper building 
supported on the stacking racks of a lower building, 

a horizontal support member on top of each stacking 
rack having a vertical hole therethrough, 

wedge means on each support member extending up 
wardly and outwardly of the skid, 

said skids including upwardly and outwardly extending 
angled surfaces engageable with said Wedge means, 

vertical holes through at least a portion of each skid 
2O registering with said holes in the support members, 

at least one of each pair of registering holes being 
elongated to provide a slot, 

and bolts extending through said registering holes and 
securing said skids to said stacking racks, 

25 said bolts being placed in tension by movement of 
said angled skid surfaces upwardly when relative 
movement of said buildings cause said angled skid 
'surfaces to move over said angled Wedge means. 

4. The assembly of claim 3 wherein the holes through 
30 the support members are inboard of the wedge means. 

5. The assembly of claim 3 wherein the wedge means 
is provided by an angle iron member welded to the sup 
port member. 

6. An assembly of buildings for shipping comprising, 
as a plurality of collapsed buildings each having a skid 

with the walls and roof of the building supported on 
the skid, 

a plurality of stacking racks secured to and extending 
upwardly from each skid to a level above the col 

40 lapsed walls and roof, 
said buildings being stacked with an upper building 

supported on the stacking racks of a lower building, 
said skids and stacking racks including upper and 

lower engageable surfaces at least one of which pro 
45 vides wedge means extending at an angle to the hori 

Zontal, and 
means fastening said skids to said stacking racks and 

limiting movement of the skids in a vertical direc 
tion away from the stacking racks, 

50 said fastening means being placed in tension by up 
ward movement of said upper engageable surface 
when relative movement of said buildings cause said 
upper Surface to move over said lower surface, 
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