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To all, whom it may concern: attacked by the oxygen and sulphur in theat 
Be it known that we, JOHN M. CONROY and mosphere, but also obviate the injurious ef 

FRED E. YOUNGs, of the city of Allegheny, 
in the county of Allegheny and State of Penn 

5 Sylvania, have invented a new and useful Im 
provement in Glass Mirrors; and we do here 
by declare the following to be a full, clear, 
and exact description thereof. 
The Silver deposited on the surface of sheets 

or plates of glass, for the purpose of making 
mirrors, is very apt to Suffer injury by me 
chanical abrasion, and also by oxidation from 
the access of the atmosphere. In order to 
protect the silvered surface from being de 

15 faced by either of these causes, it has been 
suggested to coat the silvered surface of the 
glass with a thin film of copper deposited on 
the silver by the electrotype process; but this 
method, although affording a certain degree 
of protection, is liable to two serious objec 
tions, either of which renders it practically 
useleSS. The first of these is that the contact 
of the two metals causes a galvanic action to 
be established, which in process of time causes 
the silver to be so acted upon as to destroy the 
smoothness of its surface, and thus render it 
useless as a mirror; and the other is that, ow 
ing to the different degrees of expansibility 
by heat of copper and silver, the continuity 

3o of surface of the silver is broken up by the 
formation of minute cracks, with a like in 
jurious effect on the mirror. In both cases, 
also, the mirror becomes spotted and discol 
lored, owing to the access of oxygen, and in 
some localities of sulphur, to the surface of the 
silver in contact with the glass. Another 
method which has been proposed is to coat the 
outer surface of the silver with a film or suc 
cession of films of varnish, paint, or like sub 
stances; but this is liable to the objection that 
these substances will gradually shrink and 
crack and expose the silver to the oxidizing 
effect of the atmosphere. 
The method of protecting the silvered sur 

faces of mirrors which we have invented is de 
signed to obviate these defects by coating 
the outer surface of the silver, after it has 
been deposited upon the glass, with a thin 
film of wax, paint, varnish, or similar sub 
stance, and then applying an exterior coating 
of metal, by which means we not only protect 
the silver deposited on the glass from being 
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we carry it into effect. 

desirable as being free from oxygen. 

fects resulting from theimmediate contact With 55 
the silver of another metal. 
In order to enable our invention to be used 

by others skilled in the art, we will proceed 
more fully to describe the method by which 

6O 
The glass having been first coated with sil 

verby. any of the methods used for that pur 
pose, a thin film of Wax, varnish, paint, or 
similar substance is applied, the manner of its 
application depending on the substance used. 65 
For this purpose it is desirable to use a Sub 
stance which contains as little oxygen as p0S 
sible. Beeswax or any of the vegetable or 
mineral waxes may be employed, in which 
case the plate-glass may be heated in any con 
venient manner to a sufficient degree to melt 
the wax, which is then gently rubbed over the 
surface of the silver until it is uniformly coated 
thereWith. 
In place of wax, any suitable paint or var- 75 

nish may be used, or the viscous residuum of 
the distillation of petroleum, which, if re 
duced to a sufficient degree of consistency, is 

Before 
the film thus applied becomes hard a thin leaf 8O 
of metallic foil is placed evenly on the surface 
of the plate, over the film of wax or other sub 
stance, and is pressed down closely by means 
of a roller, brush, or otherwise, so as to form 
a close union between the foil and the film of 85 
wax or other substance, and to exclude all 
bubbles of air. 
If the inner coating is made of wax or other 

substance which will become, when cold or 
dry, sufficiently hard to permit of it, the outer 90 

, or metallic coating may be applied by first 
coating the surface of the Wax, &c., with plum 
bago, and then depositing a film of copper, 
tin, or other metal by means of the electrotype 
process in the well-known method; or, if pre- 95 
ferred, the metallic coating may be applied by 
means of foil-such as tin-foil-or of paper 
coated with silver or other metal, in which 
case we prefer to apply the metallic surface of 
the paper to the surface of the inner coating. IOO 

Having thus described our improvement, 
what we claim as our invention, and desire to 
secure by Letters Patent, is 

1. The method hereinbefore described of 
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protecting the silvered surface of mirrors from outer coating of metal, substantially as de 
abrasion and atmospheric action by applying scribed. 
to the exterior Surface of the Silver an inner In testimony whereof we have hereunto set 
coating of wax or other suitable substance and our hands this 15th day of August, A.D.1883. 

5 an Outer coating of metal, Substantially as and for the purpose described. JOHN M. CONROY. 
t 

2. As a new article of manufacture, silvered ERED E. YOUNGS. 
glass mirrors having on the silvered surface Witnesses: 
an inner coating of wax or other similar sub- THOMAS W. BAKEWELL, 

IO stance impervious to the atmosphere and an W. B. CORWIN. 


