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This invention relates to improvements in 
road markers particularly adapted, though 
not necessarily limited in its use, as a marker 
or signal for traffic, either vehicle or pedes- . 

5 trian, and one of the objects of the same is 
to provide an improved marker having a 
body portion adapted to rest upon the sur 
face of a pavement and having improved 
means connected therewith and depending 
therefrom which impales the pavement and 
forms an anchor for securing the marker in position. 
A further object is to provide an improved 

marker of this character having a cap or 
cover adapted to be placed upon the exposed 
portion of the marker and which cap or cover 
is adapted to be readily removed when de 
sired, thereby adapting the same to be inter 
changed with another cap or cover. 
A further object is to provide an improved 

marker of this character embodying a disc 
like body portion which rests upon and is se 
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cured against the surface of the pavement. 
and a cap or cover of resilient material for 25 the exposed portion of the body. 
A further object is to provide an improved 

marker of this character having a body por 
tion and a removable cap or cover for the 
exposed portion of the body, the edge of the 
covering being clamped between the lower 
surface of the body portion of the marker 
and the adjacent surface of the pavement. 
To the attainment of these ends and the 

accomplishment of other new and useful ob 
35 jects as will appear, the invention consists 

in the features of novelty in substantially the 
construction, combination and arrangement 
of the several parts hereinafter more fully 
described and claimed and shown in the ac 
companying drawing illustrating this inven 
tion and in which 

Figure 1 is a top plan view of a marker 
of this character constructed in accordance 
with the principles of this invention. 

45 Figure 2 is a vertical sectional view of the 
cap or cover. . . . . . . . 

Figure 3 is a vertical sectional view of the 
marker nroper. - 
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Referring more particularly to the draw 
50 ing, the numeral 10 designates a body portion 
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constructed of any suitable material, prefer: 
ably metal and of any desired configuratio 
in cross section, preferably circular. . . . . 
The body 10 is preferably of a disc like 

formation having a convexed upper surfaces 
11 and a concaved portion 12 in the lower. 
surface of the body and which concaved por 
tion is preferably annular and is disposed 
within and spaced for a considerable distance . 
bey the periphery of the body. " .. (0 
Depending from the body portion and lo 

cated preferably centrally thereof is an ex 
tension 13 of any desired diameter and con 
figuration in cross section, the lower extrem 
ity 14 thereof being pointed to facilitate the 85. 
driving or forcing of the portion 13 into a pavement. 

Extending from the depending portion 13 
and arranged in any suitable manner thereon 
are upwardly projecting pointed formations. To 
15 which serve as a means for assisting in . . . 
anchoring the device to the pavement. 
The numeral 16 designates a hollow cap or 

cover of any suitable material preferably re 
silient, such as rubber or any other elastic ma-. 75 
terial which will withstand considerable wear 
and abrasion and at the same time is adapted 
to be easily stretched so that the opening 
17 therein may be placed over the head or 
body 11 of the marker, thereby adapting the so 
cap to be removed when worn and a new one 
substituted therefor without removing the marker entirely from the pavement. 
The cap is provided with an opening 17 

through one wall thereof located preferably is 
centrally of the wall and the opening is of 
a diameter considerably less than the inter 
nal diameter of the cap and also considerably 
less than the diameter of the head or body portion. 
The cap is adapted to be placed upon the 

body portion 10 by stretching the same there 
over so that the body portion 10 will be 
housed within the cap and the depending por 
tion 13 will project through the opening 17. DE 
The peripheral edge of the opening 17 is 
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preferably enlarged as at 18 so as to fit with 
in the concaved portion 12 in the lower sur 
face of the head or body 10. 

: If desired there may be provided a shoul- ico 
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dered portion 19 on the lower surface of the 
head or body 10 within the circumferential 
recess 12 which is of an external diameter 
only slightly less than the diameter of the 
opening 17 so that when the cap or cover is aced in position upon the body 10 the en 
arged portion 18 will be seated within the 
recess or concaved portion 12 while the shoul 
dered portion 19 will project into and sub 
stantially fill the opening 17. 
With this improved construction it will be 

manifest that when the marker with the cap 
or cover thereon is secured to the pavement 
so that the lower face of the body 10 will 
rest against the surface of the pavement, the 
edges of the cap or cover 16 which encom 
pass the opening 17 will be clamped between 
the lower surface of the body 10 and the 
upper surface of the pavement. 

provision of the convexed surface 
11 the surface of the cap or cover will al 
ways remain clean and will shed the elements, 
and by the provision of the removable ES 
or cover it is possible to remove the same an 
to interchange it with another cap or cover. 
When it is desired to remove the cap or 

cover 16 it is not necessary to entirely re 
move the marker from the pavement as it 
may be raised sufficiently to allow the re 
moval of the cap and the replacing of an 
other cap thereon. 
While the preferred form of the invention 

has been herein shown and described, it is 
to be understood that various changes may 
be made in the details of construction and 
in the combination and arrangement of the 
several parts, within the scope of the claims, 
without departing from the spirit of this in 
vention. 
What is claimed as new is:-- 
1. A road marker comprising a body por 

tion adapted to rest against the surface of a 
avement, means depending below the body 
or securing the same to the pavement, a hol 

45 low resilient cap removably secured to and 
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housing said body, said cap having an open. 
ing in one side thereof adapted to be stretched 
and through which opening said securing means projects, the cap being enlarged along 
the peripheral edge of said opening and an 
annular recess in the lower face of said body 

50 

portion for receiving said enlarged edge of 
the cap. 2. Aroad marker comprising a body por 

55 tion adapted to rest against the surface of a 
pavement, means depending below the body. 
for securing the same to the pavement, a hol 
low elastic rubber cap removably secured to 
and housing said body, said cap having an 
opening in one side thereof through which 
said securing means projects, the peripheral 
edge of said opening being thickened and ex 
tending a substantial distance from the pe 
riphery of the cap, and a recess in the lower 
face of said body portion and encompassing 
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the central portion thereof for receiving said 
thickened edge. 

3. Aroadmarker comprising a disc shaped 
body portion adapted to rest against the sur 
face of the pavement, means for anchoring 
the body to the pavement, a hollow resilient 
cap removably secured to and closely fitting 
said body, the lower face of said body being provided with a recess extending thereabout 
and spaced a considerable distance from the 75 
periphery of the body, the peripheralledge of 
said opening in the cap entering the said 
receSS 

4. As an article of manufacture for use 
with a disc shaped road marker, a hollow 
silient cap comparatively thin with respect t 
its diameter, one of the larger walls having 
an opening therethrough of substantial size 
but of a diameter considerably less than the 
diameter of the cap, the peripheral edge of 8 
said 'opening being thickened. 
In testimony whereof I have signed my 

name to this specification, on this 2nd day of 
April, A.D. 1928. 

JAMES RAYMOND OBREN. 
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