Property information of a driver is newly set or updated via a simple operation on a network. First, property information is created. When a driver is installed or updated, the created property information associated with the driver is transmitted from a server device to a client device, which in turn sets the property information of the driver.
FIG. 1

1. Input Controller
2. CPU
3. PMEM
4. Communication Controller
5. Communication Port
6. Another Device On A Network
7. External Storage Controller
8. Hard Disk
9. Image Scanner Controller
10. Image Scanner
11. Keyboard
12. Mouse
13. VRAM
14. Display Controller
15. CRT
16. Printer Controller
17. Printer
FIG. 2

START

ACQUIRE INFORMATION ABOUT THE CONNECTION STATUS OF ALL PC'S AND PERIPHERAL DEVICES ON THE NETWORK

ACQUIRE DRIVER INFORMATION FROM EACH PC

DISPLAY THE ACQUIRED INFORMATION ON A SCREEN

IS PROPERTY INFORMATION REQUESTED?

NO

IS THERE REQUESTED PROPERTY INFORMATION?

NO

YES

TRANSMIT A LIST OF REQUESTED PROPERTY INFORMATION

IS PROPERTY INFORMATION REQUESTED?

NO

YES

TRANSMIT THE REQUESTED INFORMATION

END
<table>
<thead>
<tr>
<th>PC NAME</th>
<th>SNPC00</th>
</tr>
</thead>
<tbody>
<tr>
<td>IP ADDRESS</td>
<td>100.100.100.1</td>
</tr>
<tr>
<td>OS TYPE</td>
<td>Windows98</td>
</tr>
<tr>
<td>USER NAME</td>
<td>suzuki</td>
</tr>
<tr>
<td>NUMBER OF DRIVERs</td>
<td>8</td>
</tr>
</tbody>
</table>

| DEVICE TYPE | PRINTER |
| DRIVER NAME | LASER-830 |
| VERSION | 1.00.00 |
| OUTPUT PORT | LOCAL |
| COMMON NAME | LASER-830 |
| DRIVER INFORMATION ADDRESS | 0x10000 |
| PROPERTY INFORMATION NAME | DEFAULT |
| PROPERTY INFORMATION ADDRESS | 0x50000 |

| DEVICE TYPE | PRINTER |
| DRIVER NAME | LASER-2160 |
| VERSION | 1.00.00 |
| OUTPUT PORT | LOCAL |
| COMMON NAME | 0 |
| DRIVER INFORMATION ADDRESS | 0x11000 |
| PROPERTY INFORMATION NAME | 2in1 OUTPUT |
| PROPERTY INFORMATION ADDRESS | 0x51000 |

| DEVICE TYPE | PRINTER |
| DRIVER NAME | INKJET-10V |
| VERSION | 1.00.00 |
| OUTPUT PORT | ¥¥NOTEPC01¥¥BJ-10V |
| COMMON NAME | INKJET-10V |
| DRIVER INFORMATION ADDRESS | 0x12000 |
| PROPERTY INFORMATION NAME | DEFAULT |
| PROPERTY INFORMATION ADDRESS | 0x52000 |

| DEVICE TYPE | SCANNER |
| DRIVER NAME | Scan FB620 |
| VERSION | 1.00.00 |
| OUTPUT PORT | ¥¥snpc01¥¥FB620 |
| COMMON NAME | FB620 |
| DRIVER INFORMATION ADDRESS | 0x17000 |
| PROPERTY INFORMATION NAME | DEFAULT |
| PROPERTY INFORMATION ADDRESS | 0x57000 |

| DRIVER INFORMATION |

| PROPERTY INFORMATION |
## FIG. 4

<table>
<thead>
<tr>
<th><strong>PAGE SETTING</strong></th>
<th><strong>PAGE LAYOUT</strong></th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>STAMP TYPE</td>
</tr>
<tr>
<td></td>
<td>STAMP OUTPUT POSITION</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th><strong>FINISHING</strong></th>
<th><strong>PRINTING METHOD</strong></th>
<th><strong>SINGLE-SIDED</strong></th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>DOUBLE-SIDED</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>BINDING</td>
<td>AT THE RIGHT-HAND END</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AT THE LEFT-HAND END</td>
</tr>
<tr>
<td></td>
<td>AT THE CENTER</td>
<td></td>
</tr>
<tr>
<td></td>
<td>(DETAILS OF BINDING SETTINGS)</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th><strong>SHEET OUTPUT METHOD</strong></th>
<th><strong>SORT</strong></th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>GROUP</td>
</tr>
<tr>
<td></td>
<td>STAPLE</td>
</tr>
<tr>
<td></td>
<td>AT THE UPPER LEFT (ONE POSITION)</td>
</tr>
<tr>
<td></td>
<td>AT THE LOWER LEFT (ONE POSITION)</td>
</tr>
<tr>
<td></td>
<td>AT THE LEFT-HAND END (TWO POSITIONS)</td>
</tr>
<tr>
<td></td>
<td>ROTATE</td>
</tr>
<tr>
<td></td>
<td>DESIGNATION OF THE STAPLING POSITION</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th><strong>SHEET FEEDING</strong></th>
<th><strong>PRINT ALL PAGES ON THE SAME TYPE OF SHEETS</strong></th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>SPECIFY THE TYPE OF SHEETS FOR THE FIRST AND LAST PAGES</td>
</tr>
<tr>
<td></td>
<td>SPECIFY THE TYPE OF SHEETS FOR THE FIRST, SEND, AND LAST PAGES</td>
</tr>
<tr>
<td></td>
<td>INSERT A SHEET BETWEEN ADJACENT TRANSPARENCY SHEETS</td>
</tr>
<tr>
<td></td>
<td>ALSO PRINT ON INSERTED SHEETS</td>
</tr>
<tr>
<td></td>
<td>SHEET FEEDING SETTING</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th><strong>PRINT QUALITY</strong></th>
<th><strong>RESOLUTION</strong></th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>GRAY SETTING</td>
</tr>
<tr>
<td></td>
<td>CATALOGUE PRINTING</td>
</tr>
<tr>
<td></td>
<td>FONT SETTING</td>
</tr>
<tr>
<td></td>
<td>INTERNAL SPOOLING SETTING</td>
</tr>
</tbody>
</table>


FIG. 5
FIG. 6

CanoLink Client

CanoLink(Q) Edit(E) View(V) Device(D) Help(H)

Network

Domain

My PC

LASER-830 LASER-830 1.00.00 Default
LASER-2160 LASER-2160 1.00.00 2in1 output
LASER-2160 LASER-2160 1.00.00 Double-sided
INKJET-10V INKJET-10V 1.00.00 Default
INKJET-440 INKJET-440J 1.00.00 Photo image
INKJET F800 INKJET-F800 1.00.00 High-speed color output
CS 300 Scan 300 1.00.00 Default
FB620 Scan FB620 1.00.00 Default

SNPC01
SNPC02
SNPC03
DETERMINE WHETHER TO ACQUIRE PROPERTY INFORMATION

ISSUE A REQUEST FOR PROPERTY INFORMATION LIST TO A SERVER

HAS THE PROPERTY INFORMATION LIST BEEN SUCCESSFULLY ACQUIRED?

DETERMINE WHETHER TO PERFORM UPDATING

ISSUE A REQUEST FOR PROPERTY INFORMATION TO THE SERVER

HAS THE PROPERTY INFORMATION BEEN SUCCESSFULLY ACQUIRED?

UPDATE DRIVER

END
FIG. 8

START

ACQUIRE INFORMATION ABOUT THE CONNECTION STATUS OF ALL PC'S AND PERIPHERAL DEVICES ON THE NETWORK ~S1101

ACQUIRE DRIVER INFORMATION FROM EACH PC ~S1102

DISPLAY THE ACQUIRED INFORMATION ON A SCREEN ~S1103

IS PROPERTY INFORMATION REQUESTED?

NO

YES

IS THERE REQUESTED PROPERTY INFORMATION?

NO

YES

TRANSMIT A LIST OF REQUESTED PROPERTY INFORMATION ~S1106

IS PROPERTY INFORMATION REQUESTED?

NO

YES

REQUEST A COMPUTER MANAGING THE PROPERTY INFORMATION TO TRANSMIT THE PROPERTY INFORMATION ~S1108

END
FIG. 9

START

S1201

IS PROPERTY INFORMATION REQUESTED TO BE TRANSMITTED?

NO

YES

READ THE REQUESTED PROPERTY INFORMATION FROM MANAGED INFORMATION

S1202

TRANSMIT THE PROPERTY INFORMATION

S1203

END
FIG. 10

START

1. ACQUIRE INFORMATION ABOUT THE CONNECTION STATUS OF ALL PC'S AND PERIPHERAL DEVICES ON THE NETWORK
   - S701

2. ACQUIRE DRIVER INFORMATION FROM EACH PC
   - S702

3. DISPLAY THE ACQUIRED INFORMATION ON A SCREEN
   - S703

4. DETERMINE WHETHER TO UPDATE PROPERTY INFORMATION?
   - S704
     - NO

5. IS THERE A CORRESPONDING COMPUTER?
   - S705
     - NO

6. TRANSMIT A NOTIFICATION MESSAGE INDICATING THAT THE CORRESPONDING PROPERTY INFORMATION HAS BEEN UPDATED
   - S706

7. IS PROPERTY INFORMATION REQUESTED?
   - S707
     - NO

8. TRANSMIT THE PROPERTY INFORMATION
   - S708

9. HAVE RESPONSES BEEN RECEIVED FROM ALL PC'S?
   - S709
     - NO

END
FIG. 11

START

HAS A NOTIFICATION MESSAGE BEEN RECEIVED?

DETERMINE WHETHER TO PERFORM UPDATING?

ISSUE A REQUEST FOR PROPERTY INFORMATION TO A SERVER

HAS THE PROPERTY INFORMATION BEEN SUCCESSFULLY ACQUIRED?

UPDATE THE PROPERTY

END
FIG. 12

Sending notification of updating of driver property information

Select a PC to which a notification of updating of driver property information is to be sent

<table>
<thead>
<tr>
<th>Domain name (D)</th>
<th>PC name (P)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Domain 1</td>
<td>SNPC01 1.02.02</td>
</tr>
<tr>
<td>Domain 2</td>
<td>SNPC01 1.02.02</td>
</tr>
<tr>
<td></td>
<td>SNPC02 1.02.02</td>
</tr>
<tr>
<td></td>
<td>SNPC03 1.00.00</td>
</tr>
<tr>
<td></td>
<td>SNPC04 1.00.00</td>
</tr>
<tr>
<td></td>
<td>SNPC05 1.00.00</td>
</tr>
<tr>
<td></td>
<td>SNPC06 1.00.00</td>
</tr>
<tr>
<td></td>
<td>SNPC07 1.00.00</td>
</tr>
</tbody>
</table>

Select all PC's

OK  Cancel

FIG. 13

Confirming whether to update a driver

Property information of the driver of INKJET-10V has been updated. Do you want to update the driver?

[YES (Y)]  [NO (N)]
FIG. 18

START

SELECT A PARAMETER S1801

PRESS A PROPERTY-INFORMATION-ADD ICON S1802

INPUT PROPERTY INFORMATION S1803

ISSUE A REGISTRATION COMMAND S1804

PRESS A PROPERTY-INFORMATION-EDIT ICON S1805

OUTPUT THE PROPERTY INFORMATION IN THE FORM OF AN EXTERNAL FILE S1806

END
FIG. 19

START

S1901 DETERMINE WHETHER TO PERFORM REMOTE INSTALLING OF A DRIVER?

YES

S1902 PRODUCE SETUP INFORMATION OF THE DRIVER TO BE INSTALLED

S1903 SELECT A PC INTO WHICH THE DRIVER IS TO BE INSTALLED

S1904 DETERMINE WHETHER TO TRANSMIT PROPERTY INFORMATION AND SPECIFY PROPERTY INFORMATION TO BE TRANSMITTED

S1905 IS THE SETTING OF PROPERTY INFORMATION PERFORMED?

NO

S1906 STORE THE PROPERTY INFORMATION INTO THE SETUP INFORMATION

S1907 TRANSMIT THE DRIVER, THE SETUP INFORMATION, AND A SETUP COMMAND TO THE PC TO WHICH THE DRIVER IS TO BE INSTALLED

END
FIG. 21

Setup of Drivers

Select driver information to be installed

330

331

Printer name (P)

LASER 950

Output port (O)

LPR: 192.168.1.5

Driver to be installed (O)

LASER 950 Driver

332

333

Add a port (T)... 

Add a driver (W)... 

OK 

Cancel
FIG. 22

Select a PC into which a driver is to be installed

PC into which a driver is to be installed (P)

Domain name (D)

Domain 1

Domain 2

SNPC01

192.168.1.1

SNPC02

192.168.1.2

SNPC03

192.168.1.3

SNPC04

192.168.1.4

SNPC05

192.168.1.5

SNPC06

192.168.1.6

SNPC07

192.168.1.7

Select all PC's

Property name

Property A

Property B

Property C

Transmit property information

Cancel

OK

Setup of drivers
BACKGROUND OF THE INVENTION

[0001] 1. Field of the Invention

The present invention relates to a network system, a method and apparatus for processing information, and a control program, and more specifically to a network system, a method and apparatus for processing information, and a control program, for managing a personal computer or a peripheral device connected via a communication medium.

[0002] 2. Description of the Related Art

In recent years, as personal computers (hereinafter referred to as PCs), and peripheral devices such as a printer, a scanner, and a digital camera are becoming very popular, a network such as a LAN (Local Area Network) has also become popular. As a result, there is an increasing need for sharing a printer, a modem, a scanner or the like among a plurality of PCs on a network. A large number of drivers for driving such peripheral devices are available, and methods of installing such drivers are also available.

[0005] However, when an upgraded version of a driver of a peripheral device becomes available to achieve an improved function or for another reason, replacement of the driver with the upgraded version must be performed by a user. Upgrading a driver by a user is generally performed as follows. New driver information is stored in a particular folder of a PC (such as a server PC) shared on the network, and drivers installed on the respective PCs are separately updated in accordance with the driver information stored in the particular folder.

[0006] However, the above-described method of upgrading drivers has the following problems. Each driver includes user information such as layout information or font information that is set as property information, and such user information is reset into an initial state when the upgrading is performed. Furthermore, when there is common device information or the like that is set in a network system, such information is also reset into an initial state. Therefore, it is necessary to again set the property information of the driver after upgrading the driver. Thus, a troublesome and time-consuming operation is required to set the property information after upgrading the driver. Besides, the complexity of the setting operation can cause the property information to be incorrectly set.

[0007] Thus, to avoid the above problems, there is a need for automatically upgrading a driver. For example, it will be useful to upgrade all drivers of PCs in response to a command issued by a system manager at a server PC or the like. This makes it unnecessary for a user of each PC to update the driver in accordance with new driver information stored in a particular folder.

[0008] However, in practice, the procedure of installing, upgrading, and setting up a driver varies from a device to device. Besides, a troublesome operation is necessary to select the type of the driver depending on an environment in which the device or the client device is used. Furthermore, a troublesome operation is also required to add or modify a driver and set property information of the driver in accordance with a command issued by each client device. Thus, the problem is that the operation efficiency is very low.

[0009] As described above, in the case where setting of software of PCs is performed by users of respective PCs or by a system manager, a very troublesome task has to be performed in a very low efficiency manner. In recent years, in the case of a large-scale system, the number of PCs to which software is installed is increasing. Thus, it is necessary to set the properties of drivers of a large number of PCs after installing the drivers. Thus, users or system managers have to set a large number of PCs, and this can cause an incorrect setting.

SUMMARY OF THE INVENTION

[0010] In view of the above, it is an object of the present invention to provide a technique of easily updating property information via a network.

[0011] It is another object of the present invention to provide a technique of updating a driver existing on a client device such that property information of the driver is transmitted from a server device to the client device and the setting of the driver is performed at the client device in accordance with the property information transmitted from the server device, thereby ensuring that the setting of the driver in terms of the property information is correctly performed without needing a troublesome operation.

[0012] It is another object of the present invention to provide a technique of push-installing a driver and setting property information of that driver in accordance with a setup command issued by a server device, without needing a troublesome operation at each client device.

[0013] According to an aspect of the present invention, to achieve at least one of the above objects, there is provided an information processing device that communicates with a client device, wherein the information processing device comprises recognition means for recognizing a client device to which property information associated with driver information is to be installed, and transmission control means for controlling a process of transmitting the information of the client device to the client device, property information and a setup command to set up the property information.

[0014] According to another aspect of the present invention, there is provided an information processing device that communicates with a server device, wherein the information processing device comprises input means for inputting property information associated with driver information and a setup command from the server device, and property information input means for inputting the property information into the information processing device in accordance with the setup command so that the driver information in the information processing device can recognize the property information.

[0015] According to still another aspect of the present invention, there is provided an information processing device that communicates with a client device, comprising recognition means for recognizing a client device to which driver information is to be installed, and transmission control means for controlling a process of transmitting the driver information without waiting for a driver information transmission request from the client device, wherein the transmission control means further controls a process of transmitting property information associated with the driver information.

[0016] Further objects, features and advantages of the present invention will become apparent from the following description of the preferred embodiments with reference to the attached drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017] FIG. 1 is a block diagram illustrating a general structure of a device according to an embodiment of the present invention.
FIG. 2 is a flow chart of a process performed by a PC functioning as a server device.

FIG. 3 is a diagram illustrating an example of a driver information structure.

FIG. 4 is a diagram illustrating an example of a property information structure.

FIG. 5 is a diagram illustrating an example of a screen on which icons indicating PCs and peripheral devices on a network are displayed.

FIG. 6 is a diagram illustrating an example of a screen on which status information of each of the respective PCs on a network is displayed.

FIG. 7 is a flow chart of a process performed by a PC functioning as a client device.

FIG. 8 is a flow chart of a process performed by a server device.

FIG. 9 is a flow chart of a process performed by a client device.

FIG. 10 is a flow chart of a process performed by a server device.

FIG. 11 is a flow chart of a process performed by a client device.

FIG. 12 is a diagram illustrating an example of a screen showing the connection status of all PCs and peripheral devices on the network.

FIG. 13 is a diagram illustrating an example of a screen that is displayed when a property information update notification is received.

FIG. 14 is a diagram illustrating a screen for setting a driver.

FIG. 15 is a diagram illustrating a screen for adding property information.

FIG. 16 is a diagram illustrating a screen for setting property information.

FIG. 17 is a diagram illustrating a screen for editing property information.

FIG. 18 is a flow chart of a process performed by a human manager to register property information at an installation server device.

FIG. 19 is a flow chart illustrating an example of a process performed by an installation server device to transmit a client device with a client device and set up the property information.

FIG. 20 is a block diagram illustrating an example of a printing system according to an embodiment of the present invention.

FIG. 21 is a diagram illustrating an example of a screen, displayed on a CRT of an installation server device, for setting driver information.

FIG. 22 is a diagram illustrating an example of a screen for selecting a client device in which a driver is to be installed via the process shown in FIG. 19 and for specifying whether to set property information.

FIG. 23 is a diagram illustrating a preferable example of a set of software modules of a client device.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

The present invention is described in further detail below with reference to embodiments in conjunction with the accompanying drawings.

More specifically, embodiments of a network system, a method and apparatus for processing information, and a control program according to the present invention are described with reference to the accompanying drawings.

FIG. 1 is a block diagram illustrating the construction of a device according to an embodiment of the present invention. That is, a client device and a server device such as an installation server device according to the present invention may be preferably realized using a PC or a workstation having a construction such as that shown in FIG. 1. In FIG. 1, reference numeral 1 denotes a system bus via which various blocks described below are connected to each other.

Reference numeral 2 is a CPU (Central Processing Unit). Reference numeral 3 denotes a program memory (hereinafter referred to as a PMEM). A program is selectively read from a hard disk into the PMEM and executed by the CPU 2. The PMEM also serves as a text memory for storing data input via a keyboard 12.

Reference numeral 4 denotes a communication controller for controlling inputting or outputting data via a communication port 5. A signal outputted from the communication port 5 is transmitted via a communication line 6 to a communication port of another apparatus (such as that denoted by reference numeral 7 in FIG. 1) on the network. Communication with a printer or a scanner shared on the network is performed via this communication controller 4. In the present embodiment, a network such as a LAN (Local Area Network) is employed as the communication line 6. However, in the present invention, the communication line 6 is not limited to a network such as a LAN. Another type of communication line such as a public communication line may be connected to the communication controller 4 via the communication port 5.

Reference numeral 8 denotes an external storage controller. A floppy disk (FD) 9 and a hard disk (HD) 10 are used to store data files.

Reference numeral 11 denotes an input controller, to which input devices such as a keyboard 12 and a mouse 13 are connected. A user can input a system operation command via the keyboard 12. The mouse 13 serves as a pointing device (PD) for pointing to an image such as an icon or the like displayed on a CRT (Cathode Ray Tube) 16. More specifically, a command to perform image processing can be issued by arbitrarily moving a cursor displayed on the CRT 16 so as to point to a desired command icon in a command menu. The mouse 13 can also be used to point to image data to be processed and to point to a position at which image data should be drawn.

Reference numeral 14 denotes a video image memory (VRAM). Reference numeral 15 denotes a display controller. Data is displayed on the CRT 16 in accordance with data stored, in the form of bitmapted data, in the VRAM 14.

Reference numeral 17 denotes a printer controller that controls an operation of outputting data to a printer 18 connected to the printer controller 17. Reference numeral 1A denotes an image scanner controller that controls an image scanner 1B connected thereto.

Although, in the present embodiment, the program is stored in the PMEM 3, the program may also be stored in a storage medium such as the hard disk 10 or the floppy disk 9 or in another device connected to the network.

Referring to FIGS. 2 to 9, the present embodiment of the invention is described. FIG. 2 is a flow chart illustrating an operation process performed by a PC functioning as a server device. First, in step S201, the server device acquires information about the connection status of all PCs and peripheral devices on the network.
[0051] Then in step S202, the server device acquires driver setup information, which is a typical example of driver information, of peripheral devices of each PC. Herein, specific examples of drivers of peripheral devices are those of a printer, a scanner, a digital camera, and a facsimile machine. The setup information may be acquired, for example, by activating a driver information acquisition module installed in each PC and transmitting the acquired driver information to the server device. In step S203, the server device displays the connection information of all PCs and peripheral devices on the network on the basis of the acquired information. In this specific example described herein, the connection information is described in a driver information structure.

[0052] FIG. 3 illustrates an example of a set-up driver information structure. The driver information structure includes a PC name, an IP address, an OS type, a user name, the number of device drivers, device driver information of each device driver, and property information. The device driver information of each device driver includes a device type such as a printer or a scanner, a driver name, version information, an output port, a common name, driver information address, property information name, and property information address. In the specific example shown in FIG. 3, device driver information described first in the driver information structure is for a printer and includes data indicating that “LASER-830” is assigned as a driver name, data indicating that a version number is “1.00.00”, data indicating that a local port is specified as an output port, data indicating that “LASER-830” is assigned as a common name, data indicating that “0×100001” is assigned as a driver information address, data indicating that a default property information name is employed, and data indicating that “0x:50000” is assigned as a property information address. Information is described in a similar manner for each PC.

[0053] FIG. 4 illustrates an example of a property information structure. In this example shown in FIG. 4, the property information is of the printer driver and includes data indicating page setting, finishing setting, sheet feeding, and print quality. The property information also includes information that is referred to by the driver module when printing is performed. This property information structure varies depending upon the driver type and the version of the driver. The property information may be stored in a registry of an OS. Property information may also be provided such that property information is inputted into a driver, and the inputted property information is outputted as an external file by the driver.

[0054] FIG. 14 illustrates a screen for setting a driver. A process performed by a driver to generate property information and output it as an external file is described below. When the screen for setting the driver is displayed on a CRT of a server device, a user issues a command or inputs data via a GUI (graphical user interface) displayed on the screen by operating a pointing device or a keyboard. The property information may include data specifying a finishing manner such as stapling, data specifying print quality, and data specifying sheet feeding manner. In the example shown in FIG. 14, of various tabs 1401 for selecting an item of property information to be set, a page setting tab is selected. Reference numeral 1402 denotes a favorite selection box for selecting user’s favorite property information. Reference numeral 1403 denotes a property information addition button. If this button 1403 is clicked, a property information addition screen appears as will be described later with reference to FIG. 15. Reference numeral 1404 denotes a property information edit button. If this button 1404 is clicked, a favorite information edit screen appears shown in FIG. 17 appears. This favorite information edit screen will be described in further detail later. Reference numerals 1406 to 1413 denote parameter selection boxes for inputting parameters associated with the property information. In these parameter selection boxes, it is possible to select or designate an output sheet size 1406, a number of copies 1407, a printing direction 1408, a page layout such as a 2-in-1 layout 1409, a page layout order 1410, optional printing of a stamp that may include a watermark embedded in print data 1412, a type of the stamp 1411, and a device controlling manner such as stapling or sorting (for example, in a face-up or face-down fashion). Reference numeral 1414 is a property information confirmation button. If this button 1414 is clicked, a screen (not shown) for confirming the settings of the parameters associated with the property information appears. The above-described parameters selected or designated by the system manager by operating buttons or boxes 1401 to 1421 are stored as property information in the driver of the server device.

[0055] FIG. 15 illustrates the property information addition screen. In FIG. 15, reference numeral 1501 denotes a name input box for inputting a property information name. Reference numeral 1502 denotes an icon selection box for selecting an icon corresponding to the property information. Reference numeral 1503 denotes a comment input box for inputting a comment concerning the property information. Reference numeral 1504 denotes a property information selection tab. Reference numeral 1505 denotes a property information display box. Reference numeral 1507 denotes screen switching buttons. If an “OK” button is clicked, inputted/selected parameters (some of which is displayed in the box 1506) of the driver are registered as the property information. In the example shown in FIG. 15, the property information is registered under a property information name “Procurement section order form”. After completion of the registration, a screen shown in FIG. 16 appears.

[0056] FIG. 16 illustrates a screen for setting property information. In the example shown in FIG. 16, property information with the property information name of “Procurement section order form” is created and the property information name “Procurement section order form” is registered as denoted by reference numeral 1422. Once the property information has been created and its name has been registered, the property information with the property information name of “Procurement section order form” can be selected in the property information selection box 1402. If the property information with the property information name of “Procurement section order form” is selected in this way, the parameters stored in the driver are called, and these parameters are reflected when printing is performed.

[0057] FIG. 17 illustrates a property information edit screen. In this screen, if a property information name to be deleted is selected in a property information selection box 1701, and if a “Erase” button is then pressed, the property information corresponding to the designated property information name is erased. On the other hand, if a “Save file” button 1706 is pressed, the property information selected in the property information selection box 1701 is output as an external file. If a “Read file” button 1705 is pressed, an external file selection box (not shown) appears for selecting an external file in which printing parameters are described. If an external file is read, property information including the parameters described in the external file is added.
FIG. 18 illustrates an example of a process performed by a human manager to register property information at an installation server device. Referring to FIG. 18, the process is described below. The human manager selects a parameter associated with a printing process via the screen shown in FIG. 14 (step S1801). If the property information addition button 1403 is pressed (step S1802), the screen shown in FIG. 15 appears. In the screen shown in FIG. 15, a property information name is input in the box 1051, an icon is selected in the box 1052, a comment is input in the box 1053 (step S1803). Thereafter, if the “OK” button 1507 is pressed (step S1804), the property information is registered in the driver (and the screen shown in FIG. 14 again appears). If the “Property information edit” button 1404 is pressed in the screen shown in FIG. 14 (step S1805), the screen shown in FIG. 17 appears. In this screen shown in FIG. 17, if the human manager presses the “Save file” button 1706, the driver outputs the property information as an external file to a specified directory. Hereinafter, the externally outputted file, in which the property information is described, will be referred to as the external file. The human manager creates one or more pieces of property information for each client or for each of different printers at each client and stores one or more files in which the property information is described in a specified directory. Preferably, each external file is assigned a name related to a corresponding client device name or a printer name. An external file may be transmitted to another information processing device and property information described in the external file may be written into a driver of that information processing device or registered in an OS thereof.

FIG. 5 illustrates an example of a screen on which information about PCs and peripheral devices on the network is displayed. In FIG. 5, a reference numeral 301 denotes a menu. Reference numeral 302 denotes a tool bar. Reference numeral 303 denotes a main window in which icons corresponding to the respective PCs and peripheral devices are displayed. Reference numerals 302a to 302z denote icons, disposed in the tool bar 302, for designating various functions associated with the PCs or the peripheral devices. For example, an icon 302a is a “Copy” icon used to read image data using a scanner and output the read image data to a printer. An icon 302b is a “Scan” icon. An icon 302c is a “Scan” icon. An icon 302d is used to scan image data and perform optical character recognition on the image data. An icon 302e is used to manage facsimile transmission/reception data. An icon 302f is used to switch the screen being displayed. An icon 302g is used to edit a screen. An icon 302h is used to update information. An icon 302i is used to cancel the updating process.

Reference numerals 303a to 303z denote icons indicating PCs or peripheral devices shared on the network. These icons 303a to 303z are displayed so as to indicate the types of devices such as a PC, a printer, a scanner, and a facsimile modem and so as to indicate the status, such as “in progress” or “occurrence of an error”. Of these icons, an icon 303c indicates the present PC itself, and an icon 303b indicates a domain to which the present PC is currently logging on. Because the present PC is a special device, the icon thereof is displayed at the beginning so as to distinguish it from the other PCs. Icons of PCs other than the present PC are displayed in ascending or descending alphabetic order.

For PCs or peripheral devices which are shared on the network but the drivers of which are not installed, icons are displayed in gray, as is the case with an icon 303p. In the case where a device has one or more connected devices that are not expanded in indication on the screen, an icon thereof is accompanied by a mark “+” as is the case with an icon 303j. When a device has one or more connected devices that are expanded in indication on the screen, an icon thereof is accompanied by a mark “—” as is the case with icons 303j, 303k, and 303n. In the case where a device has no connected device, an icon thereof is accompanied by no mark as is the case with an icon 303n.

Thus, the icons displayed on the screen allow it to recognize the status such as a connection status of all PCs and peripheral devices on the network. In this specific example, all icons are not displayed on the screen because of the limited size of the screen. However, the remaining icons of the other PCs and peripheral devices can be displayed by means of scrolling using a scroll bar disposed on a side of the screen.

FIG. 6 illustrates an example of a screen on which the driver setup status of each PC on the network is displayed in accordance with information described in a driver information structure acquired from each PC. In this example shown in FIG. 6, six printer drivers and two scanner drivers are installed in “My PC”. From the indication displayed on the screen, it can be seen that, for example, a printer “INK-JET-10V” is shared under a name of “INKJET-10V” and has a driver with a driver name of “INKJET-10V”, a version number of “1.00.00”, and “default” property information.

Referring again to the flow chart shown in FIG. 2, in step S204, a setup program including an installer in the server device determines whether a request for property information has been issued. If no property information is requested, the process is ended. However, if the setup program in the server device determines that property information is requested, the process proceeds to step S205. A request for property information may be issued, for example, by selecting property information of a driver from a menu by operating a mouse at a PC and requesting a server to transmit the selected property information.

In the next step S205, the setup program in the server device determines whether the requested property information of the driver exists. If there is no property information, the setup program in the server device returns a message indicating that the requested property information does not exist, and the process is ended. If the requested property information exists, the setup program in the server device proceeds to step S206. Supported functions of the same device can vary depending upon a version. Therefore, the determination of whether property information of the device is available is made in accordance with the device type, the driver name, and the version. When all these items are consistent, it is determined that property information is available.

In step S206, a property information list is transmitted to a PC that has issued the request. Instead of transmitting all information to the PC that has issued the request, only minimum information required for a user to make a selection may be transmitted, thereby reducing network traffic.

In step S207, the setup program in the server device determines whether a property information request has been received from that PC. If no request is received, the process is ended. However, if a request has been received, the process proceeds to step S208. In step S208, the setup program in the server device requests the OS of the server device to transmit the requested property information of the driver, and the process is ended.
FIG. 7 is a flow chart of a process performed by a PC that operates as a client device. In step S601, it is determined whether to acquire property information of a driver from the server device. If acquisition of property information is not needed, the process is ended.

In the case where property information is needed, the setup program in the server device proceeds to step S602 to request for property information list to the server device. When the request is transmitted, information about the device type, the driver name, and the version is transmitted together with the request.

In step S603, the setup program in the server device determines whether the property information list of the driver has been acquired. If the property information list cannot be acquired because the server device does not have the property information of the driver or for any other reason, the process is ended.

In the case where the property information list has been acquired, the process proceeds to step S604 to determine whether to acquire property information. If it is determined that acquisition of property information is not performed, the process is ended.

In the case where it is determined that property information should be acquired, the process proceeds to step S605. In step S605, a property information acquisition request is transmitted to the server device. In step S606, it is determined whether the property information has been acquired. If the property information has not been acquired yet, the process returns to step S605 and repeats until the property information has been acquired.

If the property information has been acquired, the process proceeds to step S607 to update the driver in accordance with the acquired property information.

In the flow charts shown in FIGS. 2 and 7, the property information of all drivers is managed in a centralized fashion by the server device. In this case, a large amount of information is transmitted over the network. To prevent a problem due to high traffic, property information itself may be stored in each PC and managed by each PC, and only minimum information may be stored in the server device. In this case, when property information becomes necessary, property information is transmitted to a specified PC in response to a request from the server device.

FIG. 8 illustrates a flow chart of a process performed by the server device for the case where property information of drivers installed in each client device is managed by the client device. FIG. 9 is a flow chart of a process performed by the client device. Steps S101 to S107 in FIG. 8 are similar to steps S201 to S207 in the flow chart shown in FIG. 2.

In step S108, a property information transmission request together with data indicating a device type, a driver name, a version, property information, and a PC to which property information is to be transmitted is transmitted to a PC that manages property information of a driver.

In the client device, on the other hand, in step S1201 in the flow chart shown in FIG. 9, it is determined whether a request for transmission of property information is received from the server device. If no request is received, the process is ended.

However, if a request has been received, the process proceeds to step S1202 to read property information of a specified driver from the management data. The structure of the management data may be similar to that shown in FIG. 3. In step S1203, the property information is transmitted to the specified PC.

In the example described above, the property information is transmitted in response to a request issued by a client device. Instead, property information may be transmitted by a client device in response to a command issued by the server device. In this case, processes are performed by the server device and the client device as shown in flow charts shown in FIGS. 10 and 11, respectively.

That is, FIG. 10 is a flow chart illustrating the process performed by the server device. Steps S701 to S703 in this flow chart are similar to steps S201 to S203 in the flow chart shown in FIG. 2.

In step S704, a setup module in the client device determines whether property information stored in the client device should be updated. If an update command is not issued, the process is ended. On the other hand, if an update command is issued, the process proceeds to step S705. More specifically, for example, a driver is first selected and then a command is issued to update/set-up the property information of the selected driver. It is preferable that the update/setup command be issued by means of a remote procedure call (RPC) or SOA (Simple Object Access Protocol) that is an implementation of the remote procedure call described in XML in an object-oriented fashion. More specifically, for example, an update module installed in a client device is remotely called by means of RPC in response to an update command issued by the server device. In step S705, on the basis of the information acquired in step S702, it is determined whether there is a client device in which the specified driver is installed. If no such client device is found because the power of a PC is in an off-state or the driver has been deleted or for any other reason, the process is ended. If one or more PCs having the specified driver are found, a list of PCs is displayed. FIG. 12 illustrates an example of a screen on which the list of PCs having the specified driver is displayed. In this screen, a PC to be updated in terms of property information is selected.

In step S706, the setup module in the client device controls the OS to transmit a property information update notification to the selected PC. In step S707, the setup module in the client device determines whether a request for transmission of property information is received from some client device. If no transmission request is received, the process proceeds to step S709. In the case where a transmission request is received, the process proceeds to step S708. In step S708, the setup module in the client device issues a command to the OS to transmit the specified property information to the PC that has issued the request. Herein, the property information is described in a file in a predetermined format. At the client PC in which the driver is installed, a user thereof can input or output the property information by issuing a command to the driver.

In step S709, the setup module in the client device determines whether responses have been received from all PCs to which the update notification was transmitted. If it is determined that responses have been received from all PCs, the process is ended. However, if a response has not been received from all PCs, the process returns to step S708 to continue the process.

FIG. 11 is a flow chart of a process performed by a client device. First, in step S901, it is determined whether a
property information update notification has been received from the server device. If no such notification is received, the process is ended.

[0085] If a notification has been received, the process proceeds to step S902 to determine whether the property information should be updated.

[0086] FIG. 13 illustrates an example of a message that is displayed when the notification is received. If a “No” button is clicked, a message, indicating that updating of the property information is not performed, to the server device, and the process is ended. On the other hand, if a “Yes” button is clicked to update the property information, the process proceeds to step S903. In step S903, a request for transmission of the property information is transmitted to the server. Thereafter, the process proceeds to step S904.

[0087] In step S904, the setup module in the client device determines whether the property information and the setup information have been acquired from the server device. If they have not been acquired yet, the process returns to step S903 and waits until they have been acquired. If the property information and the setup information have been acquired, the process proceeds to step S905. In step S905, on the basis of the acquired information, the property information of the specified driver is updated in accordance with a setup instruction described in the setup information.

[0088] Herein, in accordance with the setup instruction, the setup module in the client device calls an API of the OS in the client device thereby registering the received property information in a registry area of the OS. The setup instruction may issue a command to control the driver setup module so as to read the property information into the driver.

[0089] In the present example, the confirmation message is displayed in step S902. Alternatively, the updating process may be immediately performed without displaying the message.

[0090] In the present embodiment, as described above, icons indicating PCs and peripheral devices shared on the network are displayed in a window, and property information associated with drivers of the peripheral devices is shared on the network, and thus the property information of the drivers can be updated via a simple operation. Furthermore, it is possible for the server device to set property information that is common for all client devices. The management of property information may be performed in a distributed fashion by client devices. In this case, minimum information may be transmitted, and thus traffic over the network can be minimized.

[0091] Instead of setting or updating property information in the above-described manner, setting or updating of property information may be performed in a different manner. That is, in an embodiment described below, when a driver is installed or updated in a client device, the driver is transmitted from the server device to the client device without waiting for a request from the client device, as described below.

[0092] FIG. 20 illustrates an example of a printing system according to the present embodiment of the invention. The printing system includes, as client devices, a client device A denoted by reference numeral 381, a client device B denoted by reference numeral 382, and a client device C denoted by reference numeral 383. The printing system also includes, as server device, an installation server device 385, and a web server device 386. Those devices are connected to each other via a network such as a LAN (Local Area Network) 360. In the present embodiment, the installation server device 385, the web server device 386, and the client devices 381 to 383 are each realized by a PC having an internal structure similar to that shown in FIG. 1.

[0093] FIG. 23 illustrates an example of a set of software modules disposed in each client device. A setup program in the installation server device 385 shown in FIG. 20 calls an API or a system call of an OS to transmit a driver setup command and a driver itself, without waiting for a driver information transmission request from a client device. Furthermore, the setup program controls the OS to transmit driver property information to the client device from the installation server autonomously or in response to a request issued by the client after the driver was installed.

[0094] Referring to FIG. 23 illustrating the software module structure of a client device, an example of a process of installing a driver in the client device is described. The client device has an OS installed therein. In each client device, the software module structure includes a user area 371 and an OS area 377. A driver installation module 371 is an application that operates under the control of the OS. A system program 379 registers, in the registry 376, the driver name and the printer name stored in the client device, and also the directory in the system, thereby managing them.

[0095] A driver installation module 371 calls a system installer 374 via an API (Application Program Interface). The system installer 374 is provided as one function of the OS. In response to a command issued by the driver installation module 371, the system installer 374 copies or moves a driver 372 stored in the user area 376 into a system file area 375. A part of the system file area 375 is used as a registry area 376 for storing various kinds of information associated with devices using drivers. The driver installation module 371 may call the system installer 374 to store driver setup information and property information into the registry area. A registry may be provided for each user.

[0096] In accordance with a setup command received from an external device, the driver installation module 371 calls an API of the OS to register property information in the registry 376 or calls a driver installed in the system file to read property information. A favorite printing setting for each printer registered in the OS of the client device may be stored as property information in the registry area of the OS.

[0097] It may also be possible to receive, from the installation server device, an external file in which property information of a driver is described in the format described above with reference to FIG. 14, and store the property information into a file system in the user area 376. In this case, the driver installer may automatically read the driver property information described in a file and may transfer it to a driver so that the driver property information is reflected in the driver setting.

[0098] FIG. 19 is a flow chart illustrating an example of a process performed by the installation server device to transmit a driver to a client device and set property information thereof. In the present embodiment, property information of a driver is inputted by a human manager into the installation server device and outputted as an external file from the installation server device, as described earlier with reference to FIG. 14. This process is started when a setup program having a remote installation function in the installation server device 385 is activated. In the process shown in FIG. 19, the setup program in the installation server device 385 transmits a driver in a push installation fashion, without waiting for a request from a client device. The setup program (management means) in the installation server device 385 manages
property information for each printer registered in the OS. The setup program may transmit property information by controlling the OS such that property information adapted to functions or options of each printer is transmitted.

If the OS of each client device receives a driver and setup information from the installation server device via the network, the OS transmits the property information of the driver and a property information setup command to the driver installer (input means). In accordance with the setup command, the installer installs the property information into the OS of the installation server device 385 so that the driver in the installation server device 385 can recognize the property information. More specifically, for example, in response to the setup command, the driver installer inputs the property information received from the OS into the driver so that the driver recognizes the property information. Furthermore, in response to the setup command, the driver installer calls an API of the OS to register the property information in the registry of the OS so that the driver can recognize the property information via the OS.

The operation of the installer in the installation server 385 is described below. In the following description, the client device A, the client device B, and the client device C are generically denoted by a client device.

Referring again to FIG. 19, in step S1901, the setup module in the installation server device 385 determines whether a remote installation command to install a driver in a client device has been issued. The remote installation command is issued, for example, when a setup command is input to the input controller 11 via a graphical user interface displayed on the CRT 16 in response to an operation of the mouse 13 or the keyboard 12 performed by a user. In the case where the setup program in the installation server device 385 determines that no remote installation command is issued, the process is ended. On the other hand, if the setup program in the installation server device 385 determines, in step S1901, that the remote installation command has been issued, the setup program proceeds to step S1902 to generate setup information of a driver to be remotely-installed. The setup information of the driver includes the driver name of the driver to be installed, the driver itself, the printer name, the output port name, and a module for using the port. The printer name is registered in the registry or the like of the OS of the client device and is managed by the OS.

Step S1902 is described in further detail below with reference to FIG. 21 illustrating a driver information setting screen displayed on the CRT 1 of the installation server device. A human manager creates setup information including a setup command via this setting screen. In FIG. 21, reference numeral 331 denotes a printer name input box for inputting or selecting a printer name to be registered in the client device. In the printer name input box 331, a plurality of printers retrieved on the network may be displayed for the purpose of selection. Reference numeral 332 denotes a port designation box. A port can be added into the port designation box 332 by clicking an “ADD a port” button 334 with a mouse. In the example shown in FIG. 21, an IP address indicating the location of the printer on the network is designated in the port designation box 332, wherein Ipr is designated as the printing protocol, and a logical port is created in accordance with the designation. Ipr is a conventional print management program. Instead of Ipr, another print management program may also be employed. Furthermore, instead of TCP/IP, another network protocol may also be employed. Reference numeral 333 denotes a driver designation box for designating a driver to be installed in the client device. A driver can be designated by clicking an “Add a driver” button 335. In this example, a port is created so that a network printer can be controlled using TCP/IP and Ipr. A port may also be created for a local printer. For example, when setting is performed for a local printer of a client device, a COM port or a LPD port is designated, and setup information is created on the basis of the designation. A port may also be set so that printing can be performed via a print server. For example, in the case where a printer server 387 has a printer server name “SVPC1” and a printer 384 has a printer name “LASER950”, if a port is designated as “\SVPC1\LASER950”, the port is set so that the printer “LASER950” of the print server “SVPC1” is used for printing.

If a “OK” button on the screen shown in FIG. 21 is clicked, a screen shown in FIG. 22 appears, and the process proceeds to step S1903 and further to step S1904.

In step S1903, in accordance with information inputted via the screen shown in FIG. 22, the setup program in the installation server device 385 selects a client device to which a selected driver is to be installed. Herein, a plurality of client devices may be selected at the same time.

FIG. 22 illustrates an example of a screen for designating a client device to which a driver is to be installed and for setting associated property information, via the process shown in FIG. 19. Herein, a plurality of client devices may be selected at the same time. The setting of property information can be turned on/off by checking a property information transmission box 221. A property information file, created via the setting screen shown in FIG. 17, is transmitted to each client device in a property information file selection box 222. In the example shown in FIG. 22, property information A is selected. Although in this example, one or more client devices within a domain are selected, client devices located in different domains may also be selected.

In step S1904, the setup program in the installation server device 385 determines whether to transmit the property information in accordance with the designation given via the property information transmission box 221. Furthermore, the setup program designates a property information name in accordance with the designation given via the property information file selection box 222.

Step S1905, the setup program in the installation server device 385 determines whether it is designated to perform setting of property information after completion of the installation of the driver into the client device. In the case where the setup program in the installation server device 385 determines that it is not designated to perform setting of property information of the driver at the client, the process proceeds to step S1907. On the other hand, if it is designated to perform setting of property information at the client, the process proceeds to step S1906. In step S1906, the setup program in the installation server device 385 automatically reads an external file that corresponds to the property information name designated in step S1904 and that includes the property information. The external file is created by the human manager and is automatically read from a domain, in the installation server device 385, in which the file designated in step S1904 is stored. The property information itself and the associated property information to be transmitted are added as setup information, and a command is issued to the OS to transmit the setup information to a specified client device.
In step S1907, the setup program (recognition means) in the server device 385 recognizes the setup information including the setup command associated with the driver, prepared in the previous step, and also recognizes a driver to be installed. Furthermore, the setup program determines and recognizes one or more client devices that have been designated, in step S1903, as devices to which the driver is to be installed. The setup program issues a command via an API to the OS to transmit the setup information to the client device, and ends the process. Preferably, the installation server 385 starts the transmission of the property information in response to a driver installation start command inputted at the installation server device 385.

In the process shown in FIG. 19, the type and the version of the OS are automatically determined by the installation server 385 in accordance with information, acquired and stored in advance, about the respective client devices. However, if the type and the version of the OS installed on a client device cannot be automatically determined, a user may input data indicating the type of OS installed, and the installation server 385 compares the received data with the data stored in the database, to determine the type of the OS and the architecture of the CPU. This technique also falls within the scope of the invention.

Furthermore, the program code may be stored into a memory provided on an expansion board inserted into the computer or an expansion unit connected to the computer, and a part of or the whole of process may be executed by a CPU or the like provided on the expansion board or the expansion unit thereby realizing the functions according to the invention. This technique also falls within the scope of the invention.

Furthermore, in the present invention, as described above, property information of drivers are shared on a network and can be updated via a simple operation. Furthermore, a server device is capable of setting property information that is common for all client devices.

Furthermore, in the present invention, as described above, property information associated with an existing driver installed in a client device is supplied from a server device and the driver of the client device is set in accordance with the supplied property information, thereby ensuring the setting is performed easily and correctly without needing a troublesome operation of a human operator.

Furthermore, in the present invention, as described above, in response to a setup command issued at a server device, a driver may be push-installed and property information associated with driver may be set, thereby ensuring that the driver is installed and the associated property information is set easily and correctly without needing a troublesome operation at the client device.

While the present invention has been described with reference to what are presently considered to be the preferred embodiments, it is to be understood that the invention is not limited to the disclosed embodiments. On the contrary, the invention is intended to cover various modifications and equivalent arrangements included within the spirit and scope of the appended claims. The scope of the following claims is to be accorded the broadest interpretation so as to encompass all such modifications and equivalent structures and functions.

1-71. (canceled)

72. An information processing apparatus communicating to a printing device, the information processing apparatus comprising:
   a designating unit for designating a client;
   a first selecting unit for selecting property information including a plurality of setting values to control the printing device for the client designated by the designating unit;
   a second selecting unit for selecting driver information to control the printing device; and
   a transmitting unit for transmitting the property information selected by the first selecting unit and the driver information selected by the second selecting unit for a push installation at the client.

73. The information processing apparatus according to claim 72 further comprising a storing unit for storing a plurality of pieces of the driver information and the property information as setup information wherein the property information is related to each piece of the driver information, and wherein the transmitting unit transmits the setup information stored by the storing unit to the client.

74. The information processing apparatus according to claim 72 further comprising an instructing unit for instructing a piece of the property information including the plurality of setting values, wherein
the designating unit designates a plurality of clients, and
the transmitting unit transmits the piece of the property
information instructed by the instructing unit and the
driver information to the plurality of the clients design-
ated by the designating unit.

75. An information processing method for communicating
with a printing device, the method comprising:
- a designating step for designating a client;
- a first selecting step for selecting property information
  including a plurality of setting values to control the
  printing device for the client designated by the designat-
ing step;
- a second selecting step for selecting driver information to
  control the printing device; and
- a transmitting step for transmitting the property infor-
mation selected by the first selecting step and the driver
  information selected by the second selecting step for a
  push installation at the client.

76. The information processing method according to claim
75 further comprising a storing step for storing a plurality of
pieces of the driver information and the property informa-
tion as setup information wherein the property information is
related to each piece of the driver information, and
wherein the transmitting step transmits the setup informa-
tion stored by the storing step to the client.

77. The information processing method according to claim
75 further comprising an instructing step for instructing a
piece of the property information including the plurality of
setting values, wherein
the designating step designates a plurality of clients, and
the transmitting step transmits the piece of the property
information instructed by the instructing step and the
driver information to the plurality of the clients design-
ated by the designating step.

78. A computer-readable memory on which is stored com-
puter executable process steps for an information processing
method, the process steps comprising:
- a designating step for designating a client;
- a first selecting step for selecting property information
  including a plurality of setting values to control the
  printing device for the client designated by the designat-
ing step;
- a second selecting step for selecting to control the printing
device; and
- a transmitting step for transmitting the property informa-
tion selected by the first selecting step and the driver
  information selected by the second selecting step for a
  push installation at the client.

* * * * *