An external fixation device (10) for stabilizing bone fragments during healing, such as in a Colles fracture, comprises a pair of curved, slotted frame members (20, 30) mounted in parallel on a pair of threaded rods (40, 50). At least one of the frames (20, 30) is adjustably mounted on the rods (40, 50) and each slot (34) in the frames (20, 30) contains fixation pin holders (60) comprising a pin bushing (70) rotably received in the bore (67) of the fork arms (64, 66) of a clevis (63).
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th>Code</th>
<th>Country</th>
<th>Code</th>
<th>Country</th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>KP</td>
<td>Democratic People’s Republic of Korea</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>LI</td>
<td>Liechtenstein</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>LK</td>
<td>Sri Lanka</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>LU</td>
<td>Luxembourg</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>MC</td>
<td>Monaco</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>MG</td>
<td>Madagascar</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>DE</td>
<td>Germany, Federal Republic of</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>FR</td>
<td>France</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>GA</td>
<td>Gabon</td>
<td>SU</td>
<td>Soviet Union</td>
</tr>
<tr>
<td>GB</td>
<td>United Kingdom</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>HU</td>
<td>Hungary</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>JP</td>
<td>Japan</td>
<td>US</td>
<td>United States of America</td>
</tr>
</tbody>
</table>
COLLES FRACTURE FIXATURE DEVICE

Technical Field

This invention relates to orthopedic external fixation apparatus generally with particular applicability to external fixature for stabilizing a Colles fracture.

Background Art

A Colles fracture is a fracture of the forearm radius bone close to the wrist joint. In treating such a fracture, the physician must manipulate the two halves of bone on either side of the fracture back together to form a stable volar buttress. Once the two bone halves are mated, they must be fixed together for a period long enough for the bones to mend.

Various devices are known in the prior art for external fixation of bone fractures. For example, U.S. Patent 4,308,863 discloses an external fixature device comprised of longitudinal, adjustable length frame members held in parallel by semicircular frame members which have a plurality of holes in them for receiving fixation pin clamps. Because hooks and not slots are used, the combination of relative angles of the pins one to the other and spacing of the pins from each other are not continuously variable and therefore there are less than an infinite number of combinations. U.S. Patent Number 1,789,060 discloses a bone fracture clamp utilizes four pins which are drilled and tapped into the bone halves and which are themselves externally stabilized by a framework divided into two halves and connected in the center by a ball and socket joint. This joint may be manipulated to the proper position and locked in place.

Russian Patent Number 560,605 shows a device using two pins wherein each pin is passed completely through...
one of the bone halves and out from the other side of the limb. The pins are attached to semicircular slotted frames by adjustable couplings such that their angle relative to each other can be changed. These semicircular couplings themselves are connected via rods which are connected to each end of the semicircle, and to an X-like frame structure which pivots at its intersection point.

U.S. Patent Number 4,003,340 teaches a surgical compression instrument with an outer ring having longitudinal connecting members with a smaller ring inside connected to the larger ring by radial coupling members. The smaller ring has clamps for fixature needles which are passed completely through the bone fragment on either side of the fracture. The radial couplers are threaded so that the inner ring can move in any direction and turn within the outer ring. The inner ring can also be positioned in a plane turned at an angle with respect to the plane of the outer ring.

Russian Patent Number 591,182 discloses a device for aligning the head with the hip such that spinal injuries may be treated. The device teaches a semicircular slotted frame at the top having pins which can be screwed into the scalp. The semicircular fixture is connected by vertical rods to a hip device which fits around the pelvic region of the patient and has pins which are surgically passed through the pelvic bone to stabilize it. The three vertical rods passing through the semicircular fixture about the head pass through slots and that fixture can be clamped such that the fixture, once clamped to the skull, can then be twisted to orient the head and spine in the proper direction and then clamped to prevent any further movement.

U.S. Patent Number 3,727,610 teaches a fixation device for a diaphyses fracture. The device comprises
two fixation pins which are clamped to semicircular frame devices having slots therein such that the angles of the pins relative to each other can be varied and permanently clamped. Two pins are attached to each of the semicircular frame devices and passed completely through the bone and limb. The two semicircular frame members are connected to each other by threaded rods and couplings such that their longitudinal distance from each other can be varied.

U.S. Patent Number 3,997,397 discloses a device comprised of several circular rings having pins clamped to said rings which pass entirely through bone segments. The rings are connected to each other by springs such that once the pins are passed through the bone fragments, the springs will keep the fragments together by applying compression forces thereto.

The well-known Roger Anderson device is designed for reducing unstable Colles fractures. The Roger Anderson device consists of two unthreaded rods which are placed on the forearm over the fracture site. Four knuckle joints, which hold fixation pins, are slidably connected to the rods so that they may be inserted into the radius bone on the elbow side of the fracture and into the second and third metacarpal bones on the hand side of the fracture. After the fracture is reduced, the physician inserts the pins and slides the knuckle joints to the proper position and clamps them down. The upper portions of the pins are coupled via crossed members and knuckle joints such that the angle of the pins with respect to each other can be changed and clamped. The disadvantage of this device is that eight knuckle joint type clamps are involved in the process of clamping the fracture.

Two persons may be required in setting the fracture, i.e., one person holding the bones in correct orientation while the other person manipulates the pins, knuckle joints, and
connecting rods and clamp screws. The complexity and physical dexterity required renders this device difficult to use. In addition, the stability of the device leaves something to be desired if any one of the clamps becomes loose. If any clamp device loosens, the entire parallel piped structure may be weakened thereby altering the compressive forces applied to the fracture location. Also, the compressive forces in the fracture area are obtained by manually pressing the bone halves together to the desired compressive level, then sliding the knuckle joints holding the pins inserted into the bones to positions required to maintain the compressive force. Then all knuckle joints must be tightened to maintain compression.

Statement of the Invention

The external fixation device provides a compact, light, versatile and yet very rigid means for fixing the position of surgical fixation pins, the angular orientation thereof and the extent longitudinally of surgical pins from the fixation device to provide an extremely rigid fixation of bone fragments during healing, and includes means for reducing bone fractures by moving the bone fragments longitudinally together in butting relationship and holding them in such position during healing.

The external fixation device of this invention comprises at least two elongate rigid spaced support members which have openings therethrough generally arcuately in the form of a slot extending proximate one end to proximate the other end of the support member. Spacing means are provided to fix the support members in relatively spaced relationship. Fixation pin support means are connected to the respective spaced support members. The fixation pin support means include a connector portion which extends through the opening in the respective spaced support member, securing means for fixing the angular orientation of the pin support
means on the spaced support member, and clamping means for clamping conventional surgical fixation pins securely, the securing and clamping means together fixing the angular orientation and the longitudinal extent of the surgical fixation pin relative to the respective spaced support member, the position of the fixation pin support means as fixed on the spaced support member determining the necessary angular orientation of the surgical fixation pin.

The spacing means, in the preferred embodiment, includes means for adjusting the space between the support members, thereby permitting movement of bone fragments toward each other for reduction of the fracture and for holding the bone fragments in firm, butting relationship, and adjusting the force between the bone fragments. Also in the preferred embodiment, the space support members are generally arcuately configured and the openings therethrough are generally arcuate slots.

The surgical fixation pin support means, in the preferred form of the invention, comprises a clevis which includes a pair of apertured spaced clamping members secured to the connector portion, which connects the surgical fixation pin support to the spaced support member. A clevis pin extends through the apertures in the clamping members, the clevis pin having a passage therethrough which is adapted to snugly receive the shaft of a conventional surgical fixation pin. The space between the clamping members of the clevis is slightly larger than the diameter of surgical fixation pin. Means are provided for pulling the clevis pin through the apertures in the clamping members thereby clamping the surgical fixation pin tightly in the passage in the clevis pin and between the clamping members of the clevis, thereby securely fixing the longitudinal extent of the surgical fixation pin of the fixation device.
-6-

Brief Description of the Drawings

Figure 1 is a perspective view of the fixation device of this invention as applied to a Colles fracture;

Figure 2 is a top view of the fixation device;

Figure 3 is a sectional view of the fixation device taken along section lines 3-3 in the direction of the arrow, as shown in Figure 2;

Figure 4 is a view of the adjusting element, showing the self-lubricating grommet in cross-section;

Figure 5 is a view of the clevis;

Figure 6 is a view of the clevis' pin.

Detailed Description

The present invention is specially configured for use in the reduction of Colles fractures and the following description will describe the invention and such application; it will be understood, however, that the apparatus may be used in connection with the conventional surgical pins for the reduction of other types of fractures.

Figure 1 depicts the external fixation device 10 of this invention as applied in the reduction of a Colles fracture. Reduction of the fracture is performed by applying a small distraction force in the direction of Vector following by manipulation of radius bone fragments to form a stable volar buttress. The external fixation device of this invention will be described in connection with this manipulation of the radius bone fragment.

The external fixation device of this invention, indicated generally at 10, comprises, typically a pair of rigid spaced support members 20 and 30. More than two support members may be used but typically only two sets of such support members will be used. Each of the rigid spaced support members has one or more openings there-through extending between or spaced at intervals from proximate one end to proximate the other end of the support member. In the preferred form, each of the support
members is generally arcuate in configuration and includes a slot also arcuate in configuration extending from proximate one end to proximate the other end of the support member. The arc configuration need not be circular.

The spaced support members are held in relatively spaced, generally parallel relationship with each other, by spacing means which extend between the support members. The spacing means 40 and 50 are the preferred form of such members, but are not limiting as to the scope of the invention.

At least one, and usually two, surgical fixation pin support means are secured to each of the respective spaced support members. Each surgical fixation pin support means comprises a connector portion which extends through the opening in the respective spaced support member, securing means for fixing the angular orientation of the pin support means on the spaced support member and clamping means clamping a surgical fixation pin, indicated at P in Figure 1, securely, the securing and clamping means fixing the angular orientation and longitudinally extent of the surgical fixation pin relative to the respective spaced support member, when the fixation device is in use.

Details of the construction of an exemplary spaced support member are shown in Figures 2 and 3. The spaced support member 30, which is described as exemplary, comprises an elongate rigid element 32 which, in the preferred embodiment, is generally arcuately configured, as best shown in Figure 3. One or more openings extend through the rigid arcuate spaced support member, as shown at 34, wherein the preferred embodiment of the slot, is depicted as an elongate slot, arcuate in configuration, extending from proximate one end to the support member to proximate the other end of the support member. Holes adjacent to respective ends of the rigid support member
are provided through which the spacing bolts 40 and 50, and adjusting means 42 and 52, respectively, extend, as shown in Figures 2 and 3. The arcuate element 30 is approximately 3/32 inch in thickness, about 3 inches in length, with a slot of about 2 inches in length formed therein.

The member 20 is of like configuration, except that the holes are sized to receive rigidly press-fitted spacing rods 40 and 50. Spaced rigid support means having different curvatures may be used together.

The spacing rod 40 is an elongate linear threaded rod, the preferred embodiment between about 4 inches and about 8 inches in length, typically about 6 inches in length, preferably, rigidly secured at one end to the rigid support member 20 and extending through holes in the support member 30. The support member 30 is mounted on the rods 40 and 50 by means for adjusting the space between the support members 20 and 30, indicated generally at 42 and 52. Like adjusting means may be used to secure all rigid support members to the spacing means.

Figure 4 depicts a detailed construction of the adjusting means 42. The adjusting means comprises a generally cylindrical body having a threaded aperture 43 formed therethrough, with a keeper ring 44 at one end and a wrench surface 45 at the other end, and a space 46 between the keeper ring and the wrench surface. A grommet 47, preferably of a self-lubricating polymer or copolymer, e.g., polyacetal impregnated with polytetrafluoroethylene, permits snug but free rotation of the adjusting means in the aperture of the support member. The wrench surface is typically in the form of a hexagonal nut of conventional construction. The aperture end of the rigid support member 30 is fitted into the slot 46, and the keeper ring 44 is pressed into place, securing
the rigid support member 30 in the slot but permitting
the adjusting element 42 to rotate therein. The
adjusting element 42 is screwed on to the bolt 40 and
can be adjusted longitudinally along the length of the
threaded bolt 40 and can be locked at a specific point
by means of the locking nut 48. The longitudinally
adjusting means 52 is of like construction and is,
similarly, movable along the threaded bolt 50 simply
by turning it one direction or the other and can be
locked into place by the lock nut 58.

The surgical fixation pin support means, at best
shown in Figures 2, 5 and 6, comprises a connector portion
62, which extends through and is slidable in the slot 34
of the rigid spaced support member 30, and is likewise
received in other rigid spaced support members. A clevis
63, including a pair of spaced clamp member 64 and 66
with apertures 65 and 67 therethrough, are secured to
the connector portion. A nut 68, generally of the
configuration of the portion 45 of the adjusting means,
as shown in Figure 4, provides means of securing the
connector portion to the respective spaced support means
in a fixed orientation. A clevis pin 70 which includes a
threaded end 72, a central shaft portion 74 and a head 76,
with an aperture 78 formed through the shaft, extends
through the apertures in the clamping members of the
clevis and is secured in place by a nut 80, preferably,
the same type described with respect to nut 68, though
any nut may be used in lieu of those shown at 68 and 80.

Nut 80 provides means for pulling the clevis pin through
the apertures and the clamping members, and, when the
device is in use with a pin P extending through the
aperture 78, clamping the surgical fixation pin tightly
in the passage in the clevis pin and tightly between the
clamping members of the clevis, the combination of the
securing means and the clamping means fixing the distance
at the angle of extent of a surgical fixation pin from the respective spaced support member.

The external fixation device of this invention provides variable adjustment, and yet total rigidity. For example, the spacing between the surgical fixation pin longitudinally, the angle of orientation of the surgical fixation pin and the bone, and the entry point of the surgical fixation pin into the bone are completely within the discretion of the orthopedic surgeon, without any loss of rigidity or stability.

In use, the spacing between the rigid spaced support members is adjusted, by means of spacing means 42 and 52, to approximately that desired to locate the desired point of entry of the surgical fixation pins into the respective bones or bone fragments in the fracture. The fixation pins are secured into the bone in the conventional manner, and are secured loosely to the spaced support members by means of surgical fixation pin support means, which are wholly adaptable to the desired angle and point of entry of the surgical fixation pins. Any adjustment in the distance between the spacing along may, of course, be made at this stage. The surgical fixation pins are firmly secured to the rigid spaced support members and the pins are clamped in the surgical fixation pin support means, thereby rigidly affixing the relative relationship of all of the surgical fixation pins and, consequently, the relationship of the bone fragments of the fracture. If desired, the adjusting means may then be manipulated, simply by turning the nut heads formed thereon, for example the portion 45 of adjusting means 40, to force the ends of the bone fragments together. The amount of force exerted on the bones may be controlled by the amount of the rotation of the respective adjusting means 42 and 52. The position of the surgical fixation pin may be adjusted without affecting, in any degree, the rigidity and stability of the remainder
of the external fixation device or any pins attached thereto. This capability presents a tremendous advantage over the known prior art devices.

It will now be clear that the present invention, as an overall combination, provides a degree of rigidity of support combined with ease of use and variable adjustment of individual pins not heretofore accomplished.
WHAT IS CLAIMED IS:

1. An external fixation device (10) for use in orthopedic surgery for fixing the angular orientation, position relative to a bone fragment to be stabilized, and longitudinal extent of surgical fixation pins used in securing bone fragments for stabilizing broken bones during healing, characterized in that the device comprises:

   at least two elongate rigid spaced support members (20,30) having openings (34) therethrough from proximate one end thereof to proximate the other end thereof;

   spacing means (40,50) for fixing the support members (20,30) in relatively spaced relationship;

   fixation pin support means (60) comprising a connector portion (62) extending through the opening (34) in the respective spaced support member (20,30), securing means (62) for fixing the angular orientation of the pin support means on the spaced support member (20,30), and clamping means (64,66) for clamping a surgical fixation pin securely, the securing and clamping means fixing the angular orientation of longitudinal extent of the surgical fixation pin relative to the respective spaced support member, when the fixation device is in use.

2. An external fixation device as claimed in Claim 1, characterized in that the device comprises at least two rigid spaced support members (20,30) each of which includes a continuous slot (34) extending from proximate one end to proximate the other end of the support member;

   spacing means (40,50) extending between the support members (20,30) for positioning said members in generally parallel space relationship to each other; and
surgical fixation pin support means (60) slidably received in the respective slots (34) of the respective spaced support members (20,30), said pin support means (60) comprising a slidable connector portion (62) extending through the respective slot, means (68) for securing the connector portion (62) to the respective spaced support means in a fixed orientation at a fixed location on the spaced support member, and means for clamping the shaft portion of a surgical fixation pin securely at a fixed point on the shaft portion thereof, the combination of said securing and clamping means being so constructed as to fix the distance and angle of extent from the respective spaced support member of the surgical pin secured and clamped thereto, when the orthopedic fixation device is in use.

3. An external fixation device as claimed in Claim 1 or 2, characterized in that the spacing means (40,50) includes means (52) for adjusting the space between the support members (20,30).

4. An external fixation device as claimed in Claim 1, 2 or 3, characterized in that the spaced support members (20,30) are generally arcuate in shape and the slots or openings (34) therein are generally arcuate in shape.

5. An external fixation device as claimed in any of Claims 1 to 4, characterized in that the surgical fixation pin support means (60) comprises:

a clevis (63) including a pair of apertured spaced clamping members (64,65) secured to the slidable connector portion (62), a clevis pin (70) extending through the apertures in said clamping members, the clevis pin having a passage (78) therethrough adapted to snugly receive the shaft of a surgical fixation pin,
the space between the clamping members (64,65) of the clevis being slightly larger than the diameter of such surgical fixation pin, and means for pulling the clevis pin (70) through the apertures (65,67) in the clamping members (64,65) and clamping the surgical fixation pin tightly in the passage in the clevis pin (70) and between the clamping members (64,65) of the clevis.

6. An external fixation device as claimed in any of Claims 1 to 5, characterized in that the device comprises:

- two of said support members (20,30) separated by two spacing means in the form of elongate, threaded rods (40,50);
- at least one of the support members (20,30) being adjustably mounted on said rods (40,50).

7. An external fixation device as claimed in any of Claims 1 to 6, characterized in that the spacing means (20,30) are from 10.2 to 20.3 cm (4 to 8 inches) in length.
1. An external fixation device (10) for use in orthopedic surgery for fixing the angular orientation, position relative to a bone fragment to be stabilized, and longitudinal extent of surgical fixation pins used in securing bone fragments for stabilizing broken bones during healing, characterized in that the device comprises:

   at least two elongate rigid spaced support members (20, 30) having openings (34) therethrough from proximate one end thereof to proximate the other end thereof;

   spacing means (40, 50) for fixing the support members (20, 30) in relatively spaced relationship;

   fixation pin support means (60) comprising a connector portion (62) slidably extending through the opening (34) in the respective spaced support member (20, 30) securing means (68) for fixing the angular orientation and location of the pin support means on the spaced support member (20, 30), and clamping means (64, 66) for clamping a surgical fixation pin securely, the securing and clamping means fixing the angular orientation of longitudinal extent of the surgical fixation pin relative to the respective spaced support member, when the fixation device is in use;

   said fixation pin support means (60) comprising:

   a clevis (63) including, as said clamping means, a pair of apertured spaced clamping members (64, 66) secured to the slidable connector portion (62), a clevis pin (70) extending through the apertures in said clamping members, the clevis pin having a passage (78) therethrough adapted to snugly receive the shaft of a surgical fixation pin, the space between the clamping members (64, 66) of the
clevis being slightly larger than the diameter of such surgical fixation pin, and means for pulling the clevis pin (70) through the apertures (65, 67) in the clamping members (64, 66) and clamping the surgical fixation pin tightly in the passage in the clevis pin (70) and between the clamping members (64, 66) of the clevis.

2. An external fixation device as claimed in Claim 1, characterized in that the device comprises at least two rigid spaced support members (20, 30) each of which includes a continuous slot (34) extending from proximate one end to proximate the other end of the support member; the spacing means (40, 50) extending between the support members (20, 30) for positioning said members in generally parallel space relationship to each other.

3. An external fixation device as claimed in Claim 1 or 2, characterized in that the spacing means (40, 50) includes means (52) for adjusting the space between the support members (20, 30).

4. An external fixation device as claimed in Claim 1, 2 or 3, characterized in that the spaced support members (20, 30) are generally arcuate in shape and the slots or openings (34) therein are generally arcuate in shape.

5. An external fixation device as claimed in any of Claims 1 to 4, characterized in that the device comprises:

   two of said support members (20, 30) separated by two spacing means in the form of elongate, threaded rods (40, 50);

   at least one of the support members (20, 30) being adjustably mounted on said rods (40, 50).

6. An external fixation device as claimed in any of Claims 1 to 5, characterized in that the spacing means (20, 30) are from 10.2 to 20.3 cm (4 to 8 inches) in length.
EDITORIAL NOTE

The applicant failed to renumber the amended claims in accordance with Section 205 of the Administrative Instructions.

In the absence of any specific indication from the applicant as to the correspondence between original and amended claims, these claims are published as filed and as amended.
# INTERNATIONAL SEARCH REPORT

**International Application No:** PCT/US82/00170

## I. CLASSIFICATION OF SUBJECT MATTER

According to International Patent Classification (IPC) or to both National Classification and IPC

U.S. Cl. 128/92,83  
INT. Cl.g A61F 5/04, A61B 17/18

## II. FIELDS SEARCHED

<table>
<thead>
<tr>
<th>Classification System</th>
<th>Classification Symbols</th>
</tr>
</thead>
<tbody>
<tr>
<td>US</td>
<td>128/92,83</td>
</tr>
</tbody>
</table>

Documentation Searched other than Minimum Documentation to the extent that such Documents are Included in the Fields Searched

## III. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of Document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to Claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US, A, 3,727,610, Published 17 April 1973, Riniker</td>
<td>1,3</td>
</tr>
<tr>
<td></td>
<td>US, A, 4,006,740, Published 08 February 1977, Volkov, et al.</td>
<td>1,2,3</td>
</tr>
<tr>
<td>P</td>
<td>US, A, 4,308,863, Published 05 January 1982, Fischer</td>
<td>3</td>
</tr>
<tr>
<td></td>
<td>US, A, 4,127,119, Published 28 November 1978, Kronner</td>
<td>2</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 2,391,537, Published 25 December 1945, Anderson</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US, A, 2,391,693, Published 25 December 1945, Ettinger</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US, A, 2,393,694, Published 29 January 1946, Kirschner</td>
<td></td>
</tr>
</tbody>
</table>

* Special categories of cited documents:
  - "A" document defining the general state of the art
  - "E" earlier document but published on or after the international filing date
  - "L" document cited for special reason other than those referred to in the other categories
  - "O" document referring to an oral disclosure, use, exhibition or other means

*P* document published prior to the international filing date but on or after the priority date claimed

**IV. CERTIFICATION**

- **Date of the Actual Completion of the International Search:** 19 May 1982
- **Date of Mailing of this International Search Report:** 24 MAY 1982

International Searching Authority: LSA/US

Signature of Authorized Officer: