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The present invention is directed to a bookholder. 
Heretofore it has been found fatiguing to some to hold 

a book while reading in bed or in any other article of 
furniture. Accordingly, it is an object of this invention 
to provide a bookholder construction which may be con 
nected to the headboard of a bed or other article of 
furniture providing means by which the book may be 
adjustably mounted and retained for mounting a book 
or other reading material and anchoring the same thereon. 

It is the further object to provide a bookholder which 
may be conveniently mounted upon an article of furni 
ture such as a bed headboard and which when not in 
use, due to its flexible mounting, may be swung out of 
the way to one side and wherein furthermore the book 
support assembly due to its flexible mounting, may be 
adjustably retained in any desired position for convenient 
viewing of reading material. 

These and other objects may be seen from the follow 
ing specification and claims in conjunction with the ap 
pended drawing in which: 

FIG. 1 is a perspective view of the present bookholder 
as applied to a bed headboard fragmentarily shown. 
FIG. 2 is a vertical sectional view of the present book 

holder. 
It will be understood that the above drawing illus 

trates merely a preferred embodiment of the invention, 
and that other embodiments are contemplated within the 
scope of the claims hereafter set forth. 

Referring to the drawing, the present bookholder gen 
erally indicated at 12 is mounted upon the headboard if 
of a bed fragmentarily shown, but is adapted for Secur 
ing to any other article of furniture. The bookholder 
includes a clamp base 13 with a clamp 14, FIG. 2, which 
engages over headboard 11 and which is suitably an 
chored or secured thereto. 
The elongated flexible support 15 is constructed of a 

flexible tube material and at one end is universally 
mounted as at 16, such as by a ball and socket connec 
tion to the upperr portion of the clamp base and projects 
upwardly and forwardly thereof. 
The elongated flexible cross-support 17 is also con 

structed of a flexible tubing material and intermediate its 
ends is secured as at 18 to the outer end of Support 15. 
End portions of cross-support 17 are reverse-turned in 
wardly in opposed relation as at 9 and are adapted to 
mount for universal adjustment the present book support 
assembly 2, which is universally connected as by a ball 
and socket connection at its opposite sides as at 20, FIG. 
1, to the free end portions of the cross-support 17-19. 
The present book support assembly 21 includes the sub 

stantially flat base 22 which has projecting from its lower 
edge forwardly and laterally thereof the book supporting 
ledge 23. An opposed pair of top and bottom channels 
24 are arranged upon the rear surface of the base 22 ad 
jacent its upper and lower edges adapted to slidably re 
ceive the laterally adjustable extension board 25 guid 
ably positioned within the said channels 24. Accordingly, 
the flexible or universal connections between the book 
support assembly 21 and the inturned ends of the cross 
support 17 includes suitable ball and socket connections 
for illustration which are arranged upon the central side 
portions of the respective support assembly elements 22 
and 25, FIG. 1. 

Suitable spring clips 26 are secured to and overlie the 
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forward surface portions of the book support elements 
22, 25 and are adapted to retainingly secure a page of 
Written material for a book or similar object upon the 
book support assembly and resting upon the ledge 23. 
A suitable lamp assembly is designated at 27 mounted 

Over and joined to the base 22 of the book support as 
Sembly adjacent its upper end and including a suitable 
bulb and socket connection, FIG. 2, and employing a 
suitable wire 28 which extends therefrom and is enclosed 
within the flexible tubular support 15 extending rear 
Wardly to the rear of the headboard as shown in FIG. 1. 
By the foregoing construction the present bookholder 

provides a convenient means by which the book support 
assembly 22-25 may be universally mounted in between 
the inturned ends of the cross-support 17. Since the cross 
support 17 is constructed of a flexible tubing which may 
be freely bent at will and since the edge portions of the 
book support are universally connected as at 20 as by 
a ball and socket connection, for example, there is pro 
vided a universal mounting for the book support as 
sembly by which said assembly may be turned to any de 
sired position for convenient viewing with a book applied 
to said support resting upon the ledge 23. 

It is contemplated that the universal connection 29 is 
assembled with such friction that the book support as 
sembly once angularly adjusted will remain in such ad 
justed position for convenient use. 

It is contemplated under some conditions that a re 
inforcement may be required for the support of cross 
support 15-17. 

For this purpose there is provided upon the rear of 
the clamp base 13 tube clamp 29, friction fastener 30, 
which adjustably receives the vertically extending bracing 
tube 31, which mounts the guide means 32 at its upper 
ends, such as a pulley or the like. 
The holder 33 is adjustably secured upon the flexible 

Slipport 15, FIG. 1, and a suitable cord or wire 34 at 
one free end is secured to holder 33, extends over the 
guide means 32, through the tube 31 and is secured 
as at 35 to the extension 36 on the clamp base. 
By the present construction and employing the flexible 

Support 15 and the flexible tube cross-support 17 as well 
as the universal mountings 16 and 20, the present book 
Support assembly can be conveniently adjusted to various 
positions of use or non-use as desired to suit the con 
venience of the person reading from and employing the 
book support assembly. 

In the illustrative embodiment the device is shown as 
mounted upon a headboard. It is contemplated that it 
could be mounted upon any other article of furniture 
which provides a convenient means for holding reading 
material without requiring the user's hands. 
The auxiliary Support employing the bracing tube 31 

is advantageous in those situations where the weight of 
the book mounted is such that auxiliary reinforcement is 
helpful to maintain the pre-determined adjusted position 
of the book support assembly in two or three dimensions. 

Clips 26 also support a writing pad 37 on the rear sur 
face of platform element 25, for use by rotating the 
assembly 180 degrees. 

Having described my invention reference should now 
be had to the following claims. 

I claim: 
1. A bookholder comprising a clamp base adapted for 

securing to a bed headboard or other article of furniture; 
an elongated support of flexible tube material at one 
end universally mounted upon said clamp base; 

an elongated cross-support of flexible tube material in 
termediate its ends connected to the other end of 
said tube support; 

the ends of the cross-support being reverse-curved in 
Wardly in opposed relation; 
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a book support assembly including a bottom ledge ad 
justably interposed between the ends of said cross 
support; 

means universally connecting side portions of said book 
support assembly to the ends of said cross-support; 

said latter connections being sufficiently tight as to 
secure the book support at the desired angular posi 
tion for convenient usage; 

and flexible clips on the book support assembly adapted 
to retainingly engage a book or other reading mate 
rial thereon. 

2. In the bookholder of claim 1, a lamp mounted on 
the book support assembly, including a wire extending 
through said flexible tube support. 

3. In the bookholder of claim 1, said book support as 
sembly including a base; 

opposed channel guides adjacent its top and bottom 
at the rear thereof; 

and an extension plate movably mounted in said chan 
nels adapted for lateral adjustments to regulate the 20 
effective width of said book support assembly. 

4. 
4. In the bookholder of claim 1, a tube clamp on said : 

clamp base; 
a vertically adjustable bracing tube secured therein; 
a holder adjustably secured to said flexible tube sup 

port intermediate its ends; 
a guide means at the upper end of said bracing tube; 
and a cord at one end anchored to said clamp base 

extending through the bracing tube, over said guide 
means and at its other end secured to said holder. 
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