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To all whon, it may concern: 
Be it known that I, JOSEPH WALTHER, a 

citizen of the United States, residing at Au 
rora, in the county of Hamilton and State of 
Nebraska, have invented a new and useful 
Hot-Water Heater, of which the following is 
a specification. 
This invention relates to that class of hot 

water heaters in which a series of water-pipes 
are arranged within a stove, exposed to the 
direct action of the heat, and adapted to con 
vey hot water to any desired point, where the 
same may be utilized. 
The object of the present invention is to 

provide a simple, inexpensive, and efficient 
hot-Water heating apparatus which may be 
applied to any ordinary roundstove and which 
will be capable of heating in a very short space 
of time an amount of water sufficient to prop 
erly heat the several rooms or apartments of 
the house in which the stove is placed. 
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The invention consists in a hot-waterheater 
having certain novel features and details of 
construction and arrangement of parts where 
by certain advantages in point of simplicity 
and efficiency are attained, as hereinafter 
fully described, illustrated in the drawings, 
and finally embodied in the claims. 
In the accompanying drawings, Figure 1 is 

a vertical section through what is known as 
a “Round Oak” stove, with my improved hot 
water heater applied thereto and also shown 
in section. Fig. 2 is a perspective view of the 
heater attachment complete and ready to be 
applied. Fig. 3 is a horizontal section through 
the center of the heater. Fig. 4 is a similar 
section through the lower annular water 
chamber and fire-box. Fig. 5 shows an upper 
water-chamber of different form and an ar rangement of connecting-tubes corresponding 
thereto and counmunicating there with. 
Similar numerals of reference designate cor 

responding parts in the several figures of the 
drawings. - 

The reference-numerall indicates the stove 
to which my improvements are applied, and 
this should be of the kind wherein a large and 
unobstructed fire-space is provided. The 
stove illustrated in the drawings is what is 
known in the trade as the “Round Oak’ 
stove, though it will be apparent that this im 
provement may be used in connection. With 

any form of stove in common use. Located . 
in the base of the stove 1 is an annular fire 
pot 2, which is made of cast metal and formed 
with a circular water-chamber 2. The lower 
end of the fire-pot 2 is provided with the 
downwardly-projecting lugs 3, which are dis 
posed around the same, several of said lugs 
being made of increased relative size and 
adapted to receive and support the grate. 2 
designates a screw-cap for giving access to 
the interior of the chamber 2 for the purpose 
of cleaning the same when necessary. The 
fire-pot is supported by means of a series of 
lugs 3, which rest upon an internal flange or 
ledge formed integral with the drum or base 
of the stove, as shown. 
The upper edge of the fire-pot 2 is hori 

zontally disposed with the exception of the 
point 4, which lies adjacent to the door 5 of 
the stove and which slants downwardly and 
inwardly, so as to facilitate the introduction 
of fuel into the stove. Passing through open 
ings formed in the lower portion of the stove 
are the inlet or return pipes 6, which are 
preferably four in number and which com 
municate with the interior of the chamber 2. 
These pipes pass off from the stove and pro 
ceed to the point or apartment where the heat 
of their contents is to be utilized, as will be 
better explained hereinafter. 

7 indicates a series of short vertical pipes 
which communicate with the chamber 2 at 
the upper edge of the fire-pot, and are held 
with a water-tight joint by means of the 
screw-collars 8, which operate on the pipes 
and are adapted to bind against the said up 
per edge. These pipes 7 may be of any de 
sired or preferred number and are arranged 
to leave an open space 9, corresponding to 
the opening in the stove covered by the door 
5, said space being left to facilitate the in 
troduction of fuel to the fire-box, as will be 
understood without further description. 
From the chamber 2 the pipes 7 extend 

upwardly parallel with the sides of the stove, 
and terminate at a point near the upper end 
thereof, where they enter and communicate 
with the interior of the circular chamber or 
“ring 10. The circular chamber 10 is of a 
diameter approximately equal to that of the 
chamber 2, while its vertical extent is pref 
erably less than the corresponding extent of 
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the chamber 2. Thus it will be seen, that a 
communication will be established between 
the two chambers 2 and 10, and one which 
will permit the free circulation of water there 
through. 

11 indicates the outlet or flow pipes, which 
are preferably four in number, correspond 
ing with the number of pipes 6, and which 
are arranged equidistant around the upper 
edge of chamber 10 and communicate with 
the interior thereof. These pipes 11 extend 
out of the stove by Way of the top and con 
duct the hot water to suitable radiating ap 
paratus, to which the pipes 6 are also con 
nected, whereby the complete circuit is estab 
lished. 
In the operation of my invention the fire is 

built in the space inclosed by the chamber 2, 
as usual, and the system filled with Water. 
As the Water becomes heated it begins, owing 
to a well-understood principle, to circulate 
throughout the pipes, and thereby conveys 
the heat to the apartments to which the pipes 
extend. It will be understood that the pipes 
may be extended to any part of the house 
and there connected to the usual radiators, 
as in any other system. 

In Fig. 5 I have shown an upper chamber 
of different form, illustrating how the above 
described chamber 10 and attendant parts 
may be dispensed with and a vertically-elon 
gated chamber 12 substituted in its stead. 
This chamber 12 is provided with a series of 
pipes 13, radiating therefrom and extending 
downwardly to the chamber 28, with which 
they communicate. 14 indicates an outlet 
pipe, which passes from the upper end of the 
chamber 12, while an inlet-pipe is shown at 
15 communicating with the main chamber 
2, said pipe passing into the chamber 2 at 
the side, as before described. In the use of 
this form of upper chamber the pipes. 14 and 
15 are passed out the top and sides of the 
stove and to the places to be heated. The 
chamber 12 is formed with the removable 
screw-caps 16 at its ends, whereby the ends 
of the chamber are closed, at the same time 
affording a means of access to said chamber 

... With this form of 
chamber the products of combustion are de 
flected outward and pass around said cham 
ber upon the outside, whereas in the case of 
the annular chamber 10 the heat passes 
through and circulates within the open center 

of said chamber. A large surface is thus pre 
sented to the direct action of the heat, en 
abling the water to be thoroughly superheated 
in a short space of time. 

By means of the various parts of the heater 
being coupled together and supported as 
shown said heater may be quickly and easily 
applied and removed from the stove. 
Having thus described the invention, what 

I claim is- - 
1. The combination with a vertically-elon 

gated stove having a circular fire-box, of a 
removable hot-water heater comprising an 
annular water-chamber arranged within said 
fire-box and constituting within itself the 
fire-box of the heater attachment, a second 
water-chamber arranged above the first and 
also within the stove-body, the main or lower 
water-chamber being cut away as to a portion 
of its upper edge to form a downwardly and 
inwardly slanting fuel-sill, a series of pipes 
connecting the two chambers and partially 
inclosing the space between said chambers 
and arranged to leave an open space regis 
tering with said slanting sill and the stove 
door opening for permitting the introduction 
of fuel, and inlet and outlet pipes communi 
cating with said chambers for conducting the 
water to and from the apartment to be heated, 
substantially as described. 

2. The combination with a vertically-elon 
gated stove, of a removable hot-water heater, 
comprising an inverted conico - cylindrical 
fire-box, a series of depending integral lugs 
or feet disposed around the lower edge there 
of, a grate arranged within the lower end of 
said fire-box, an annular water - chamber 
formed integrally with and surrounding the 
fire-box and corresponding in shape thereto, 
a second annular water-chamber arranged in 
the upper portion of the stove, a series of pipes 
extending from one chamber to the other and 
in communication with both, and pipes con 
nected to said chambers for conducting Water 
to and from the apartment to be heated, sub 
stantially as specified. 

In testimony that I claim the foregoing as 
my own I have hereto affixed my signature in 
the presence of two witnesses. 

JOSEPH WALTHER. 
Witnesses: 

JEROME. H. SMITH, 
EMMA COLLINS. 
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