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UNITED STATES PATENT OFFICE. 
WILLIAM B. GODFREY, OF FENTON, MICHIGAN. 

STATION-INDICATOR. 

SPECIFICATION forming part of Letters Patent No. 582,526, dated May 11, 1897. 
Application filed February 3, 1897, Serial No. 621,786, (No model.) 

To all, whom, it may concern: 
Be it known that I, WILLIAM B. GoDFREY, 

a citizen of the United States, residing at Fen 
ton, in the county of Genesee and State of 
Michigan, have invented certain new and use 
ful Improvements in Station-Indicators; and 
I do hereby declare the following to be a full, 
clear, and exact description of the invention, 
such as will enable others skilled in the art, 
to which it appertains to make and use the 
same, reference being had to the accompany 
ing drawings, forming a part of this specifi 
cation. 
This invention relates to new and useful im 

provements in station-indicators; and it con 
sists in the construction and arrangement of 
parts, as hereinafter fully set forth, and point 
ed out particularly in the claims. 
The object of the invention is to provide a 

mechanism for use in cars and other vehicles, 
and by the operation of which the name of 
the next succeeding station or stopping-place 
along the line of route may be indicated be 
fore arrival at such station, which object is 
attained by the construction and arrange 
ment of parts illustrated in the accompany 
ing drawings, in which 

Figure 1 is a front elevation of my improved 
station-indicator as it appears in use. Fig. 
2 is a perspective View of the mechanism re 
moved from the case. Fig. 3 is a central ver 
tical section through Fig. 2. Fig. 4 is a ver 
tical cross-section through Fig. 2. Figs. 5, 6, 
and 7 are details of the mechanism employed 
for unlocking, turning, and locking the roll 
Over which the name-bearing belt travels. 
Fig. 8 is a perspective view of the opposite 
side of the operating-bar from that shown in 
Figs. 2, 5, 6, and 7; and Fig. 9 is an enlarged 
detailin perspective of the locking and oper 
ating disks. 

Referring to the numerals of reference, 1 
designates the case of the indicator, which 
may be made of any suitable material and 
provided with any desirable ornamentation, 
and having near its upper end the notice or 
words “Next Station,’ or words of like im 
port, and having thereunder an opening, 
through which the name of a single station 
contained upon the belt within the machine 
may be seen when brought therebefore by the 

O 

operation of the device, as hereinafter de 
scribed. 

2 and 3 represent the side pieces of a frame 
work which is placed within the case 1. 
4 and 5 represent flanged rolls. The roll 

4 is journaled in the upper portion of the sides 
2 and 3 by trunnions, which may be formed 
integral with said roll, or said roll may be 
rigidly secured upon a suitable shaft. The 
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trunnion at one side of said roll is extended 
through the side 3 and squared, as clearly 
shown in Fig. 3. The trunnions of roll 5 are 
entered into slots which extend longitudi 
nally through the lower portions of sides 2 
and 3, and passing around said rolls is an 
endless belt or band 6, which may be formed 
of canvas or other flexible fabric or material. 
Secured to the periphery of roll 4, or formed 

integral there with, are strips 4', arranged so 
as to practically form a corrugated roll of 
roll 5. 
Mounted upon the inner face of the belt 6 

are strips 6', similar in size and spaced ac 
cording to the strips upon roll 4, so that the 
strips on said belt may enter between the . 
strips of the roll, so as to prevent the belt 
from slipping when said roll 4 is revolved, as 
will be understood. 
The roll 5 is not provided with these strips, 

as its purpose is simply that of an idler to 
keep the sides of the belt smooth or stretched. 
Mounted upon the squared portion of the 

trunnion of roll 4, adjacent to side 3 of the 
framework, is a disk 7, having notches 7 there 
in, and Secured upon the outer end of said 
squared portion of the trunnion is a disk S, 
similar in size to disk 7. 

Projecting from the inner face of disk 8 are 
ins 8', arranged to stand opposite the notches 

7 of disk 7, and these relative positions of 
the notches and pins are rigidly maintained 
throughout the revolution of their respective 
disks. 

9 represents a spring-leaf which is secured 
to the front edge of the side piece 3 and which 
has mounted thereon near its upper end the 
stop-pin 9'. 
jacent to said stop-pin is cut away, so as to 
allow said spring to lie flat upon the edge 
thereof. It will be seen by reference to Figs. 
2, 5, 6, and 7 that said pin 9' extends in such 

The edge of the side piece 3 ad 
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Said dogs have beveled noses, together with 
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a direction that it may bear upon the face of outward, the parts being so arranged that 
disk 7, the tendency of its spring 9 being to ! when said dog has pushed the pin 9 outward 
force it into the notches 7 whenever one shall as far as its extension will permit the engag: 
best EE, h extend lel is, t of E: ise of g per: indicates a bar which extends paralle e I (OtaCt, W1. Ole O e plins 8 of Cls 
with the side piece 3 of the frame and which 8, and as said bar continues to descend the 
is capable of longitudinal counter movements disk 8 will be revolved, as also the disk 7. 
through guides located near its ends, as the As soon as the nose of the releasing-dog 14 
clip 10', and the opening in the top piece of the has passed the pin 9' disk 7 will have been 
framework. By reference to several of the turned sufficiently to carry its notch out of 
views it will be seen that said bar 10 also ex- the path of said pin, when said pin will bear 
tends between the disks 7 and 8. upon the face of said disk 7, the disks being 

Pivotally mounted upon the outer side of revolved the distance between the notches of 
bar 10 i. engaging dogs s 11", E.g. is S. Yi, is Pedesigne: Some distance apart. rojecting from the and of such length as to carry the name O 

ise its; 1. s 1. Ali f and Stig from e Eig case and ', respectively, (see Figs. 2 an and nor- to place a succeeding one there before. 
mally holding said dogs parallel with the bar | When a succeeding movement is desired, 
are springs 13 and 13", which are rigidly se- the knob 16' is Eight it,.." be 
cured at one end of the edge of bar 10 and seen by reference to Fig. 8 that as the nose 
having their free ends bearing upon said pins of dog 14 comes in contact with pin.9" by rea 
E. S. t E. ty EYear E. of E. g this body R of said dogs being limited by the pins 12 and dog will be depressed; but as it passes sai 

12" coming in contact with the outer edge of pi, it will again project its nose through the 
the bar. agency of its spring. 

It will be seen by reference to Fig. 2 that The operation thus described willE. E. 
by drawing downward upon the bar 10 the names upon the belt in succession before the 
dog II engaging one of the pins 8' would re- opening in the case from the top downward; 
volve said disk and the motion be transmitted but should the car in which it is used be re 
to the roll 4 but for the stop-pin 9' being en- turned it would be desirable to run the names 
gaged in one of the notches 7 of the disk 7. backward i.e., E. py; o lish In order to remove said stop-pin 9" from its movement, I employ a plug 18, which in the 
engagement in the notch of disk 7, so that foregoing operation Was located between a 
SE y yely, EYE Ep and a i. both SSS releaSIng-ClOgS L4 an to the inner face of the side piece 3 of the frame, the block. e 

bar 10, said dogs being more clearly illustrated ing secured just at the rear of the handle 16, 
in Fig. 8, in which view it will be seen that as shown by dotted lines in Fig. 2. To re 

verse the movement of the belt, said plug 18 
is withdrawn from between the strip 19 and 
block 20, the handle 16 raised, and said plug 

openings through their body portions concen 
tric with their pivots, through which open 
ings suitable pins are passedland secured into inserted between said block and the strip 21 
the bar to limit the movements of the free therebelow, by which operation it will be seen 
ends of said dogs. that the engaging dog 11' will be brought into 

15 and 15 represent springs which are rig-position to operate upon the disk 8 and its 
idly secured at one of their ends to the inner pins 8 and the releasing-dog 14 to operate 
faces of bar 10, their opposite ends being pro- upon the pin 9'; but as said engaging dog11 
Vided with angled portions, which portions bears upon the lower side of disk 8 the roll 4 
are adapted to engage in notches in the edges will necessarily be revolved in the opposite 
of said dogs 14 and 14", the tendency of said direction. 
springs 15 and 15' being to maintain the re- The operation of the dogs 11 and 14 is mi 
leasing-dogs 14 and 14 parallel with the lon-nutely illustrated in Figs. 5, 6, and 7, in which 
gitude of the bar and in such a position that Fig. 5 shows the releasing-dog 14 out of notch 
their noses will project beyond the front edge 7 of disk 7 and the engaging dog 11 about to 
thereof, as clearly shown in Fig. 2 and sev-bear upon the pin 8 of the disk 8. 
eral of the other views. | Fig. 7 shows the bar 10 down to the end of 

16 represents a handle which is secured in its stroke, the pin 9' engaged in the succeed 
any Suitable manner to the inner side of bar ing notch of disk 7, and the nose of dog 14 
10 and which is of such length that it may below said pin 9'. 
extend through the slot 17 of case 1 and has Fig.6 represents the bar 10 as being raised, 
a linob 16 mounted thereon, by means of the engaging dog 11 swung outward and rid 
which the movable parts of the machine may ing over a pin-of disk 8, the nose of the re 
be operated. leasing-dog 14 depressed, and the pin 9' re 
With the parts in the positions shown in maining seated in the notch of disk 7. 

It will now be seen that the construction Fig. 2 it will be seen that by pressing down 
and arrangement of parts hereinbefore de ward upon knob 16' the bar 10 will descend, 

and as the nose of dog 14 comes in contact scribed and illustrated produce a station-in 
with the stop-pin 9' said pin will be forced dicator that is simple in construction and op 
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eration, one that may be easily manipulated, 
and one wherein the name of the stations may 
be changed at Will or the number increased 
or diminished, and the device as a whole ren 
dering a needed and beneficial service. 

Having thus fully set forth my invention, 
what I claim as new, and desire to secure by 
Letters Patent, is 

1. In a station-indicator, the combination 
of the frame, the flanged roll journaled in the 
upper end thereof, the corresponding roll jour 
naled in the lower portion thereof and capable 
of adjustment in the direction of the longitude 
of said frame, the endless name-bearing belt 
passing around said rolls, the slats secured to 
the circumference of one of said rolls, corre 
sponding slats mounted upon the inner face 
of said belt, one of said rolls being rigidly con 
nected with a disk having engaging notches 
in its face, also having rigid connection with 
a similar disk which is provided with pins cor 
responding in number and location with the 
notches of said first-named disk, means for 
engaging in the notches of the locking-disk, 
means for releasing said locking-disk from its 
locked condition, and means for Operating One 
of said rolls by engagement with one of the 
pins of said operating-disk, substantially as 
shown and described. 

2. In a station-indicator, the combination 
of the frame, the flanged roll journaled in the 
upper end thereof, the corresponding roll jour 
naled in openings extending longitudinally 
through said frame, the endless name-bearing 
belt passing around said rolls, the projections 
upon the surface of said first-named roll, the 
projections extending across the inner face of 
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said belt and adapted to engage with the pro 
jections of said roll, the notched disk mounted 
upon the axle of the roll in the upper part of 
the frame, a pin-bearing disk also mounted 
upon said axle, the spring-leaf carrying a stop 
pin mounted upon the edge of Said frame in 
such position that said pin may be engaged in 
the notches of said notched disk, the operat 
ing-bar extending between said disks; - said 
bar having a dog thereon adapted to engage 

with the pins of said pin-bearing disk, and the 
spring-depressed dog also mounted thereon 
and adapted to engage with said stop-pin to 
carry it out of the notches of its disk, and the 
parts adapted to operate for the purpose set 
forth. m 

3. In a device for operating a roll of a sta 
tion-indicator, the same consisting of a bar 10 
having spring-engaged releasing-dogs 14 and 
14 pivoted upon one side thereof and spring 
retained dogs 11 and 11 pivoted upon the 
other side thereof, a suitable handle secured 
to said bar, and guides to direct the move 
ments of said bar, all arranged substantially 
as shown and described. 

4. In a station-indicator, the combination 
of the case 1, the framework therein, the roll 
4 having strips 4 upon its surface, said roll 
being journaled in the upper portion of said 
frame, the endless name-bearing belt passing 
around said roll and a corresponding roll 
loosely supported in the lower portion of said 
frame, slats or strips upon the inner face of 
said belt adapted to mesh with the strips of 
said roll, the disks 7 and 8 secured to the axis 
of roll 4, the spring 9 having a stop-pin 9 
thereon and said spring secured to the side 
piece 3 of said frame in such position that its 
pin may engage in the notches of disk 7, the 
bar 10 extending parallel with the side of 
said frame, the spring-retained dogs 11, 11", 
14, and 14 pivoted thereon, the handle 16 se 
cured to said bar, said handle having a knob, 
16', adapted to project through an opening, 
17, in the case 1, and the plug 18 adapted to 
be alternately entered between a block, 20, 
and strips, 19 and 21, to reverse the revolu 
tion of roll 4, when said parts are operated 
substantially as shown and described, for the 
purpose set forth. 
In testimony whereof I affix my signature 

in presence of two witnesses. 
WILLIAM B. GODFREY. 

Witnesses: 
DAVID W. PEABODY, 
JOHN HORRELL. 
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