FIRE-RESISTANT ESSENTIALLY HALOGEN-FREE EPOXY COMPOSITION

A fire-resistant, essentially halogen-free one part epoxy resin composition, that emits very low amounts of smoke and toxic gas comprises: (a) 100 parts by weight of an organic epoxy compound having an epoxy functionality of at least 1; (b) about 2 to 180 parts by weight of an epoxy hardener; (c) about 0.5 to 40 parts by weight of a film-forming material; (d) about 0.5 to 30 parts by weight of a foaming agent; and (e) about 60 to 230 parts by weight of a substantially halogen-free fire resistant system that includes a mixture of: (1) a smoke suppressant selected from the group consisting of alkaline earth metal hydroxides, aluminum group hydroxides and mixtures thereof, and (2) a phosphorus-containing material preferably encapsulate red phosphore. The composition meets the fire, smoke density and toxic gas emission requirements of ATS 1000.001 specification.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th>AT</th>
<th>Austria</th>
<th>GB</th>
<th>United Kingdom</th>
</tr>
</thead>
<tbody>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GE</td>
<td>Georgia</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GN</td>
<td>Guinea</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GR</td>
<td>Greece</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>HU</td>
<td>Hungary</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>IE</td>
<td>Ireland</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IT</td>
<td>Italy</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>JP</td>
<td>Japan</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>KE</td>
<td>Kenya</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>KG</td>
<td>Kyrgyzstan</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>KP</td>
<td>Democratic People’s Republic of Korea</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>CI</td>
<td>Cote d’Ivoire</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>CZ</td>
<td>Czech Republic</td>
</tr>
<tr>
<td>CI</td>
<td>Cote d’Ivoire</td>
<td>DE</td>
<td>Germany</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>CN</td>
<td>China</td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>CZ</td>
<td>Czech Republic</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>DE</td>
<td>Germany</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>DK</td>
<td>Denmark</td>
</tr>
<tr>
<td>ES</td>
<td>Spain</td>
<td>FI</td>
<td>Finland</td>
</tr>
<tr>
<td>FR</td>
<td>France</td>
<td>GA</td>
<td>Gabon</td>
</tr>
<tr>
<td>MR</td>
<td>Martinania</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>NE</td>
<td>Niger</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>NO</td>
<td>Norway</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>PL</td>
<td>Poland</td>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>RO</td>
<td>Romania</td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>SD</td>
<td>Sudan</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>SI</td>
<td>Slovenia</td>
<td>SK</td>
<td>Slovakia</td>
</tr>
<tr>
<td>SN</td>
<td>Senegal</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>TG</td>
<td>Togo</td>
<td>TJ</td>
<td>Tadjikistan</td>
</tr>
<tr>
<td>TT</td>
<td>Trinidad and Tobago</td>
<td>UA</td>
<td>Ukraine</td>
</tr>
<tr>
<td>US</td>
<td>United States of America</td>
<td>UZ</td>
<td>Uzbekistan</td>
</tr>
<tr>
<td>VN</td>
<td>Viet Nam</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
BACKGROUND OF THE INVENTION

Field of the Invention

In general, this invention is directed to a fire-resistant, essentially halogen-free epoxy composition that emits low amounts of smoke and toxic gas while burning. The one-part composition is particularly useful in aerospace applications for bonding, sealing and/or insulating metal, plastic and composite parts.

Description of the Related Art

U.S. Patent No. 5,019,605 discloses a low density, self-extinguishing epoxy composition comprising:

(a) from 10 to 75 percent by weight of an organic epoxide compound having an epoxide functionality of at least 1;

(b) from 1 to 25 percent by weight of an epoxide hardener;

(c) from 20 to 50 percent by weight of a smoke suppressant;

(d) from 10 to 25 percent by weight of a low density filler; and

(e) from 1 to 10 percent by weight of an organic phosphorous-containing compound selected from the group consisting of alkyl phosphates, aryl phosphates, alkylphosphonates, arylphosphonates, and mixtures thereof.

The self-extinguishing composition, which contains from 3 to 10 percent by weight bromine, also provides smoke suppression and has excellent compressive strength.

More specifically, the epoxide composition, after
hardening, possesses (i) a non-flaming smoke density of less than about 100 after 90 seconds and less than about 200 after 240 seconds, and (ii) a flaming smoke density of less than about 100 after 90 seconds and less than about 200 after 240 seconds.

Other characteristics preferably demonstrated by the hardened epoxide compositions include:
(i) a burn rate of less than 150 mm;
(ii) a flame time of less than 15 seconds; and
(iii) a drip flame time of less than 3 seconds.

The epoxide compositions were apparently developed to satisfy Airbus Technical Specification (ATS) 1000.001 (Chapter 7), third issue, October, 1980 and FAR 25853 (a) and (b). However, the stringency of these specifications was subsequently increased to require smoke densities that do not exceed 150. Moreover, the bromine-containing component is potentially toxic.

U.S. Patent No. 4,145,369 discloses a flame-retardant epoxy composition comprising 100 parts by weight of a polyepoxide containing more than one epoxy group, 0.8 to 1.2 equivalents of an acid anhydride curing agent per equivalent of the polyepoxide, 0.5 to 5 parts by weight of an imidazole curing agent per 100 parts by weight of the polyepoxide, an aluminum trihydrate powder, and either red phosphorus powder or red phosphorus powder coated with a thermosetting resin. The appropriate amounts of these latter materials are determined with reference to the graph of Figure 1.

U.S. Patent No. 4,879,067 discloses a flame retardant of red phosphorus and a non-flammable resinous composition containing the same. The red phosphorus is provided as fine spherical particles free of pulverized angular faces. The particles can be coated with a thermosetting resin and/or a hydroxide of aluminum or zinc. A mixture of (i) an alkaline earth
metal hydroxide or an aluminium group hydroxide, and (ii) a phosphorus-containing material is not disclosed.

There is a continuing need for flame retardant compositions that do not include brominated materials or other potentially toxic ingredients and that can readily satisfy the more recent and stringent ATS 1000 specification.

SUMMARY OF THE INVENTION

This invention is directed to a fire-resistant, essentially halogen-free, one-part epoxy composition comprising:

(a) 100 parts by weight of an organic epoxide compound having an epoxide functionality of at least 1;
(b) from 2 to 180 parts by weight of an epoxide hardener;
(c) from 0.5 to 40 parts by weight of a film-forming material;
(d) from 0.5 to 30 parts by weight of a foaming agent; and
(e) from 60 to 230 parts by weight of an essentially halogen-free fire-resistant system that includes:

(1) a smoke suppressant selected from the group consisting of alkaline earth metal hydroxides, aluminium group hydroxides, and mixtures thereof; and
(2) a phosphorus-containing material.

When tested according to the ATS 1000 specification, the compositions of the invention display:

(i) a burn rate of less than 150 mm;
(ii) a flame time of less than 15 seconds;
(iii) a drip flame time of less than 3 seconds, when the hardened composition
is held in a vertical position and
ignited for 60 seconds; and
(iv) a non-flaming smoke density and a
flaming smoke density which are both
less than 150 after 240 seconds. (Thus,
the compositions are low smoke
emitting.)

Consequently, the inventive compositions at least
meet the ATS 1000 specification. Furthermore, the
essentially halogen-free epoxide compositions of the
invention are low toxic gas emitting. By "low toxic
gas emitting" it is meant that compositions of the
invention, when tested according to ATS 1000, have the
following profile:

- HF: less than 50 parts per million (ppm)
after 1.5 minutes and 4 minutes;
- HCl: less than 50 ppm after 1.5 minutes and
  less than 500 ppm after 4 minutes;
- HCN: less than 100 ppm after 1.5 minutes and
  less than 150 ppm after 4 minutes;
- SO₂: less than 50 ppm after 1.5 minutes and
  less than 100 ppm after 4 minutes;
- CO: less than 3000 ppm after 1.5 minutes and
  less than 3500 ppm after 4 minutes; and
- NO + NO₂: less than 50 ppm after 1.5 minutes
  and less than 100 ppm after 4 minutes.

The compositions of the invention may be provided
as a paste or a film that can be cured. The foaming
agent permits the volume of the composition to increase
during subsequent heat curing. The compositions of the
invention, especially when provided as a film, are
particularly useful as an edge sealer for void-
containing structures such as honeycomb and/or as a
means for joining the edges or borders of such
structures.
DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS

As used herein "fire-resistant" means that a hardened specimen of the epoxide composition will (i) either not burn at all when subjected to a heat or flame source or burn for no more than 15 seconds after the heat or flame source has been removed, and (ii) will have a smoke emission less than or equal to the ATS 1000 threshold as described above (i.e., the compositions are low smoke emitting). Thus, the hardened compositions of the invention pass the ATS 1000 specification.

As used herein, "essentially halogen-free" means that the compositions contain no more than a trace amount of halogen. Typical epoxide preparation techniques may result in a material that contains several halogen atoms or halogen-containing molecules. However, such materials are considered to be essentially halogen-free within the scope of the invention. Preferably, the compositions of the invention contain no more than about 50 parts of halogen per million parts of epoxy and, more preferably, no more than about 5 parts per million.

Any organic compound having an oxirane ring polymerizable by a ring opening reaction may be used as the organic epoxide in the compositions of the invention. Such materials, broadly called epoxides, include monomeric epoxy compounds and polymeric epoxy compounds and can be aliphatic, cycloaliphatic, aromatic or heterocyclic. Useful materials generally have at least two polymerizable epoxy groups per molecule and, more preferably, from two to four polymerizable epoxy groups per molecule.

The organic epoxide may vary from low molecular weight monomeric products to high molecular weight polymers and may also vary greatly in the nature of the backbone and any substituent groups. The molecular weight may vary from 58 to about 100,000 or more. The
backbone may be of any type and is essentially halogen-
free. Any substituents are also essentially halogen-
free and may otherwise be any group not having a
nucleophilic or an electrophilic moiety (such as an
active hydrogen atom) that is reactive with an oxirane
ring. Permissible substituents include ester groups,
ether groups, sulfonate groups, siloxane groups, nitro
groups, amide groups, nitrile groups, phosphate groups,
etc. Mixtures of various organic epoxides may also be
used in the compositions of the invention.

Preferred organic epoxides are selected from the
group consisting of alkylene oxides, alkenyl oxides,
glycidyl esters, glycidyl ethers, epoxy novolacs,
copolymers of acrylic acid esters of glycidol and
copolymerizable vinyl compounds, polyurethane
diglycidyl ethers of bisphenol A and epoxy
polyepoxides, and mixtures thereof. More preferably,
the organic epoxide is selected from the group
consisting diglycidyl ethers of bisphenol A and epoxy
novolacs.

Other useful organic epoxides include those
3,018,262, and Handbook of Epoxy Resins by Lee and
Neville, McGraw Hill Book Co., New York (1967), the
disclosures of which with respect to organic epoxides
are incorporated herein by reference.

Epoxide hardeners useful in the invention are
materials that react with the oxirane ring of the
organic epoxide to cause substantial crosslinking of
the epoxide. These materials contain at least one
nucleophilic or electrophilic moiety (such as an active
hydrogen atom) that cause the crosslinking reaction to
occur. Epoxide hardeners are distinct from epoxide
chain extension agents, which primarily become lodged
between chains of the organic epoxide and cause little,
if any, crosslinking. Epoxide hardeners as used herein
are also known in the art as curing agents, catalysts,
epoxy curatives, and curatives.

Epoxide hardeners useful in the invention include those which are conventionally used for curing epoxy resin compositions and forming crosslinked polymer networks. Such agents include aliphatic and aromatic primary amines, for example, di-(4-aminophenyl)sulfone, di-(4-aminophenyl)ethers, and 2,2-bis(4-aminophenyl)propane. Such compounds also include aliphatic and aromatic tertiary amines such as dimethylaminopropylamine and pyridine, which may act as catalysts to generate substantial crosslinking. Further, boron complexes, in particular boron complexes with monoethanolamine, imidazoles such as 2-ethyl-methylimidazole, guanidines such as tetramethylguanidine, substituted ureas such as toluene diisocyanate urea, dicyandiamide, and acid anhydrides such as the 4-methyltetrahydroxyphthalic anhydride, 3-methyltetrahydroxyphthalic acid anhydride and methylnorborneneephthalic acid anhydride, may be employed. Still other useful hardeners include polyamines, mercaptans and phenols.

Preferably, the epoxide hardener is selected from the group consisting of amines, acid anhydrides, guanidines, dicyandiamide and mixtures thereof. More preferably the epoxide hardener is a mixture of dicyandiamide and 2,4-di-(N'N'-dimethylureido)toluene of the respective formula:

\[ \text{H}_2\text{N}-\text{C}(-\text{NH})-\text{NH}-\text{CN} \]

and

\[
\begin{align*}
\text{CH}_3 & \quad \text{H} & \quad \text{O} \\
\text{N} & \quad \text{C} & \quad \text{N}(-\text{CH}_3)_2 \\
\text{N} & \quad \text{C} & \quad \text{N}(-\text{CH}_3)_2 \\
\text{H} & \quad \text{O} 
\end{align*}
\]
The amount of epoxide hardener that is required will vary depending on the particular hardener and epoxide. However, the hardener should be provided in an amount sufficient to cause substantially complete hardening of the composition within a desired length of time. About 2 to 180 parts by weight, based on 100 parts by weight of the organic epoxide, of an epoxide hardener is preferred. Even more preferred is the use of about 6 to 20 parts by weight of the epoxide hardener.

The compositions of the invention further comprise a film-forming material. Preferred film-forming materials are selected from the group consisting of butadiene/nitrile rubbers, carboxylated butadiene/nitrile rubbers (hereinafter referred to at times as "CBN" rubbers), amine-terminated butadiene/nitrile rubbers, polyether diamines, polyhydroxyethers, graft polymers having a rubbery polyacrylate core with a polyacrylate or polymethacrylate shell, polyvinyl acetals and mixtures thereof. More preferably, the film-forming material is a mixture of: (i) a polyhydroxyether compound such as a phenoxy resin, and (ii) a rubber component such as a CBN rubber.

The amount of the film-forming material present in the compositions of the invention will vary from about 0.5 to 40 parts by weight and, more preferably, from about 20 to 30 parts by weight, based on 100 parts by weight of the organic epoxide. The film-forming material used in examples 1 to 3 below comprises 6 parts by weight of a phenoxyresin and 20 parts by weight of a CBN.

Compositions according to the invention also include about 0.5 to 30 parts by weight, based on 100 parts by weight of the organic epoxide, of a foaming agent. Preferably the foaming agent is selected from
the group consisting of: (i) materials that liberate a
gas or a vapor upon heating, (ii) liquefied gases
encapsulated in a polymeric thermoplastic shell, and
(iii) mixtures thereof. More preferably, the
composition comprises about 2 to 8 parts by weight of a
foaming agent selected from the group consisting of:
(i) azobisisobutyronitriles, azodicarbonamides,
carbazides, hydrazides, non-azo chemical blowing agents
based on sodium borohydride or sodium
bicarbonate/citric acid,
dinitrosopentamethylenetetramine, (ii) liquefied gases
encapsulated in a polymeric thermoplastic shell, and
(iii) mixtures thereof.
Most preferably, the foaming agent is 4 to 6 parts
by weight of liquid isobutane encapsulated in
microspheres consisting of a thermoplastic shell such
as EXPANCEL available from Nobel Industries.
The compositions of the invention further comprise
about 60 to 230 parts by weight (and, more preferably,
about 100 to 200 parts by weight) based on 100 parts by
weight of the organic epoxide, of an essentially
halogen-free fire-resistant system comprising at least
the following two components:
(1) a smoke suppressant selected from the group
consisting of alkaline earth metal hydroxides,
aluminium group hydroxides and mixtures thereof; and
(2) a phosphorus-containing material.
The smoke suppressant maybe an aluminium group
hydroxide, magnesium hydroxide, or mixtures thereof.
As an example, the smoke suppressant may be a mixture
of up to 100% by weight aluminium hydroxide and up to
10% by weight magnesium hydroxide based on the total
weight of the smoke suppressant. Preferably, the
compositions of the invention include from 100 to 190
parts by weight of the smoke suppressant based on 100
parts by weight of the organic epoxide.
The phosphorous-containing material may be an
encapsulated red phosphorus powder. Preferably the composition includes from 0.5 to 10 parts by weight of the phosphorous-containing material based on 100 parts by weight of the organic epoxide.

However, the compositions of the invention may include other phosphorus-containing compounds such as those selected from the group consisting of alkyl phosphates, aryl phosphates, alkylphosphonates, aryl phosphonates and mixtures thereof. Such other phosphorus-containing compounds may provide up to 40 parts by weight based on 100 parts by weight of the organic epoxide.

The fire-resistant system may also include an optional boron-containing material, such as those selected from the group consisting of barium metaborates, calcium metaborates, zinc metaborates and mixtures thereof. These materials may provide up to 40 parts by weight based on 100 parts by weight of the organic epoxide.

Other optional ingredients that may be preferably incorporated into the compositions of the invention include wetting agents (preferably up to about 15 parts per 100 parts by weight of the organic epoxide) and low density fillers which are materials capable of reducing the density of the composition (preferably up to about 100 parts per 100 parts by weight of the organic epoxide). Useful wetting agents may be selected from the group consisting of titanates, silanes, zirconates, zircoaluminates and mixtures thereof. The wetting agent improves the mixability and processability of the composition and can also enhance the composition's handling characteristics. Useful wetting agents are disclosed in U.S. Patent No. 5,019,605. Low density fillers that may be used include hollow microspheres such as hollow glass microspheres.

Preferably, the compositions of the invention are first compounded into the form of an uncured paste that
is subsequently converted, when needed, into a film form by melt extrusion, lamination or calendaring. A particularly preferred essentially halogen-free, fire resistant epoxy composition according to the invention that is expandable during polymerization comprises:

(a) 100 parts by weight of an organic epoxide compound having an epoxide functionality of from 2 to 4;

(b) about 6 to 20 parts by weight of an epoxide hardener;

(c) about 20 to 30 parts by weight of a film-forming material;

(d) about 4 to 6 parts by weight of a foaming agent;

(e) about 100 to 200 parts by weight of a fire-resistant system comprising:

(1) about 100 to 190 parts by weight of an inorganic hydroxide smoke suppressant, and

(2) about 0.5 to 10 parts by weight of a phosphorus-containing material;

(f) optionally, up to 15 parts by weight of a wetting agent; and

(g) optionally, up to 100 parts by weight of an inorganic filler capable of reducing the density of the composition.

This composition, when provided as a paste or an uncured film, can be expanded by polymerization. The foaming agent provides an expansion rate of up to 400%, the expansion rate being the ratio of the volume of the cured product to the volume of the initial uncured product.

Further advantages and characteristics of the invention will be more clearly understood from the following non-limiting examples in which all parts refer to parts by weight and are based on 100 parts by
weight of the organic epoxide.

Examples 1 to 3

The compositions of examples (Ex.) 1 to 3 are described in Table 1, below. The compositions of examples 1 to 3 may be prepared in either a three-step or a four-step method as follows:

1. Prepare mixture A by dispersing the phenoxy resin in methyl ethyl ketone.

2. Prepare mixture B by introducing into a mixing vessel the following ingredients: epoxy novolac resin, mixture A, CBN, and triphenylphosphine. This operation is carried out under an inert atmosphere with mixing at a temperature of from 100 to 110°C for about one hour until a homogeneous blend is obtained.

3. As an optional intermediate step, prepare mixture C by combining the epoxide hardeners (in powder form) with the methylphosphonate (in liquid form) to facilitate incorporation of the hardener in Step 4.

4. Introduce into a mixing vessel the following components: mixture B, epoxy resin, hydrophobic fumed silica, silane compound, barium metaborate, aluminium hydroxide, red phosphorus, expansion agent, and mixture C (or its individual ingredients if optional Step 3 is not practiced). A homogenous composition is obtained by mixing for about three hours at a temperature less than or equal to 71°C.

Table 1

<table>
<thead>
<tr>
<th>Component</th>
<th>Ex. 1</th>
<th>Ex. 2</th>
<th>Ex. 3</th>
</tr>
</thead>
<tbody>
<tr>
<td>Polyhydroxyether (1)</td>
<td>6.0</td>
<td>6.0</td>
<td>6.0</td>
</tr>
<tr>
<td>CBN (2)</td>
<td>20.0</td>
<td>20.0</td>
<td>20.0</td>
</tr>
<tr>
<td>Epoxy novolac (3)</td>
<td>67.5</td>
<td>67.5</td>
<td>67.5</td>
</tr>
<tr>
<td>Triphenylphosphine</td>
<td>0.1</td>
<td>0.1</td>
<td>0.1</td>
</tr>
<tr>
<td>Ingredient</td>
<td>1</td>
<td>2</td>
<td>3</td>
</tr>
<tr>
<td>------------------------------------</td>
<td>---</td>
<td>---</td>
<td>---</td>
</tr>
<tr>
<td>Epoxy resin (4)</td>
<td>32.5</td>
<td>32.5</td>
<td>32.5</td>
</tr>
<tr>
<td>Silane compound (5)</td>
<td>3.0</td>
<td>3.0</td>
<td>3.0</td>
</tr>
<tr>
<td>Aluminium hydroxide (6)</td>
<td>148.0</td>
<td>165.0</td>
<td>165.0</td>
</tr>
<tr>
<td>Red phosphorus (7)</td>
<td>2.3</td>
<td>3.4</td>
<td>1.7</td>
</tr>
<tr>
<td>Barium metaborate (8)</td>
<td>19.0</td>
<td>0.0</td>
<td>0.0</td>
</tr>
<tr>
<td>Silica (9)</td>
<td>2.5</td>
<td>2.5</td>
<td>2.5</td>
</tr>
<tr>
<td>Hollow glass microspheres (10)</td>
<td>15.0</td>
<td>15.0</td>
<td>-15.0</td>
</tr>
<tr>
<td>Expansion agent (11)</td>
<td>6.7</td>
<td>5.3</td>
<td>5.3</td>
</tr>
<tr>
<td>Dicyandiamide (12)</td>
<td>5.5</td>
<td>5.5</td>
<td>5.5</td>
</tr>
<tr>
<td>Diurea compound (13)</td>
<td>2.5</td>
<td>2.5</td>
<td>2.5</td>
</tr>
<tr>
<td>Methylphosphonate (14)</td>
<td>3.5</td>
<td>3.5</td>
<td>3.5</td>
</tr>
</tbody>
</table>

Notes to Table 1:

1. Phenoxy resin available from Union Carbide Corp. under the trade designation PHENOXY PKHJ.
2. Carboxy-terminated nitrile/butadiene rubber available from BF Goodrich Co. under the trade designation Hycar CTBN 1300X8.
3. Epoxy resin available from Dow Chemical Co. under the trade designation DEN 438.
4. Epoxy resin available from Shell Chemical Co. under the trade designation EPIKOTE 828.
5. Gamma-glycidoxypropyltrimethoxy silane available from Dow Corning Co. under the trade designation Z6040.
6. SECURORC A, available from Incemin AG.
7. Microencapsulated red phosphorus powder available from Albright & Wilson Ltd. under the trade designation AMGARD CRP.
8. BUSAN 11 M2, available from Buckman Laboratories.
9. Hydrophobic fumed silica available from Cabot.
Corp. under the trade designation CAB-O-SIL TS 720.

(10) Average diameter of about 20 to 100 micrometers, available from 3M Co.

(11) Encapsulated isobutane available from Nobel Industries under the trade designation EXPANCEL 051 DU.

(12) Micronized dicyandiamide available from Omicron Chemical under the trade designation DICYANDIAMIDE CG 1200.

(13) 2,4-di(N',N'-dimethylureido)toluene epoxide hardener available from Omicron Chemical under the trade designation OMICURE 24.

(14) Dimethyl methylphosphonate available from Stauffer Chemicals under the trade designation DMMP.

Examples 1 to 3 were converted into bulk cured materials measuring 75 x 75 x 32 mm and then tested according to ATS 1000.001 with the results shown in Table 2 below.

<table>
<thead>
<tr>
<th>Test</th>
<th>Ex. 1</th>
<th>Ex. 2</th>
<th>Ex. 3</th>
</tr>
</thead>
<tbody>
<tr>
<td>Fire</td>
<td>(a)</td>
<td>(a)</td>
<td>(a)</td>
</tr>
<tr>
<td>Smoke density (b)</td>
<td>66</td>
<td>96</td>
<td>59</td>
</tr>
<tr>
<td>Toxic gas emission</td>
<td>(c)</td>
<td>(c)</td>
<td>(c)</td>
</tr>
</tbody>
</table>

Notes to Table 2:
(a) Self-extinguishing
(b) Flame smoke density measure after 240 seconds
(c) Met ATS 1000 requirements.

Examples 1 to 3 show that compositions according to the invention meet or exceed the fire, smoke density and toxic gas emission requirements of ATS 1000.001.
(The most recent embodiment of this requirement is now contained in Airbus Directive (ABD) 00031, Issue A, October, 1993.)

Various modifications are possible within the scope of the foregoing specification without departing from the spirit of the invention which is defined in the accompanying claims.
WHAT IS CLAIMED IS:

1. A fire-resistant, low smoke-emitting, and low toxic gases-emitting essentially halogen-free one-part epoxy composition comprising:
   (a) 100 parts by weight of an organic epoxide compound having an epoxide functionality of at least 1;
   (b) about 2 to 180 parts by weight of an epoxide hardener;
   (c) about 0.5 to 40 parts by weight of a film-forming material;
   (d) about 0.5 to 30 parts by weight of a foaming agent; and
   (e) about 60 to 230 parts by weight of an essentially halogen-free fire-resistant system that includes a mixture of:
      (1) a smoke suppressant selected from the group consisting of alkaline earth metal hydroxides, aluminium group hydroxides and mixtures thereof, and
      (2) a phosphorus-containing material;

wherein the hardened composition when tested according to ATS 1000, exhibits:
   (i) a burn rate of less than 150 mm;
   (ii) a flame time of less than 15 seconds;
   (iii) a drip flame time of less than 3 seconds when the hardened composition is held in a vertical position and ignited for 60 seconds;
   (iv) a non-flaming smoke density and a flaming smoke density which are both less than 150 after 240 seconds; and
   (v) a toxic gas emission profile as follows:
      HF: less than 50 ppm after 1.5 minutes and 4 minutes;
HCl: less than 50 ppm after 1.5 minutes and
less than 500 ppm after 4 minutes;
HCN: less than 100 ppm after 1.5 minutes and
less than 150 ppm after 4 minutes;
SO₂: less than 50 ppm after 1.5 minutes and
less than 100 ppm after 4 minutes;
CO: less than 3000 ppm after 1.5 minutes and
less than 3500 ppm after 4 minutes; and
NO + NO₂: less than 50 ppm after 1.5 minutes
and less than 100 ppm after 4 minutes.

2. A fire-resistant composition according to
claim 1, wherein said organic epoxide is selected from
the group consisting of alkylene oxides, alkenyl
oxides, glycidyl esters, glycidyl ethers, epoxy
novolacs, copolymers of acrylic acid esters of glycidol
and copolymerizable vinyl compounds, polyurethane
polyepoxides and mixtures thereof.

3. A fire-resistant composition according to
claim 2, wherein said organic epoxide has an epoxide
functionality of from 2 to 4.

4. A fire-resistant composition according to
claim 3, wherein said organic epoxide is selected from
the group consisting of diglycidyl ethers of bisphenol
A, epoxy novolacs and mixtures thereof.

5. A fire-resistant composition according to
claim 1, wherein said epoxide hardener is selected from
the group consisting of amines, acid anhydrides, boron
complexes, guanidines, dicyandiamide and mixtures
thereof.

6. A fire-resistant composition according to
claim 5, wherein said epoxide hardener is a mixture of
dicyandiamide and 2,4-di-(N',N'-dimethylureido)toluene.

7. A fire-resistant composition according to claim 1, wherein said film-forming material is selected from the group consisting of butadiene/nitrile rubbers, carboxylated butadiene/nitrile rubbers, carboxy-terminated butadiene/nitrile rubbers, amine-terminated butadiene/nitrile rubbers, polyether diamines, polyhydroxyethers, graft polymers having a rubbery polyacrylate core with a polyacrylate or polymethacrylate shell, polyvinyl acetics and mixtures thereof.

8. A fire-resistant composition according to claim 7, wherein said film-forming material is a mixture of a phenoxy resin and of a carboxy-terminated butadiene/nitrile.

9. A fire-resistant composition according to claim 1, wherein said foaming agent is selected from the group consisting of (i) chemicals liberating a gas or a vapor on heating, (ii) liquefied gases encapsulated in a polymeric thermoplastic shell, and (iii) mixtures thereof.

10. A fire-resistant composition according to claim 1, comprising from 2 to 8 parts by weight of a foaming agent selected from the group comprising of (i) azobisisobutyronitriles, azodicarbonamides, carbazides, hydrazides, non-azo chemical blowing agents based on sodium borohydride or sodium bicarbonate/citric acid, dinitrosopentamethylenetetramines, (ii) liquified gases encapsulated in a polymeric thermoplastic shell, and (iii) mixtures thereof.

11. A fire-resistant composition according to claim 10, wherein the foaming agent is a liquid
isobutane encapsulated in microspheres having a thermoplastic shell and provides about 4 to 6 parts by weight of the composition.

12. A fire-resistant composition according to claim 1, wherein said smoke suppressant is selected from the group consisting of (i) aluminium hydroxide and (ii) a mixture of 100% by weight of aluminium hydroxide and up to about 10% by weight of magnesium hydroxide.

13. A fire-resistant composition according to claim 12, comprising about 100 to 190 parts by weight of the smoke suppressant of claim 12.

14. A fire-resistant composition according to claim 1, wherein said phosphorus-containing material is encapsulated red phosphorus.

15. A fire-resistant composition according to claim 14, comprising about 0.5 to 10 parts by weight of said phosphorus-containing compound.

16. A fire-resistant composition according to claim 1, further comprising up to about 15 parts by weight of a wetting agent.

17. A fire-resistant composition according to claim 1, further comprising up to about 100 parts by weight of a filler capable of reducing the density of said composition.

18. A fire-resistant composition according to claim 1, further comprising up to about 40 parts by weight of a boron-containing material.

19. A fire-resistant composition according to
claim 1, further comprising up to about 40 parts by weight of other phosphorus-containing materials.

20. A fire resistant composition according to claim 1, comprising:

(a) 100 parts by weight of an organic epoxide compound having an epoxide functionality of from 2 to 4;
(b) about 6 to 20 parts by weight of an epoxide hardener;
(c) about 20 to 30 parts by weight of a film-forming material;
(d) about 4 to 6 parts by weight of a foaming agent;
(e) about 100 to 200 parts by weight of a fire-resistant system that includes a mixture of:
   (1) about 100 to 190 parts by weight of an inorganic hydroxide smoke suppressant and,
   (2) about 0.5 to 10 parts by weight of a phosphorus-containing material;
(f) 0 to about 15 parts by weight of a wetting agent;
(g) 0 to about 100 parts by weight of an inorganic filler capable of reducing the density of said composition;
(h) 0 to about 40 parts by weight of a boron-containing material; and
(i) 0 to about 40 parts by weight of other phosphorus containing materials;

wherein said composition is either (i) an uncured one-part paste, or (ii) an uncured film that is expandable by polymerization.
**INTERNATIONAL SEARCH REPORT**

**A. CLASSIFICATION OF SUBJECT MATTER**

<table>
<thead>
<tr>
<th>IPC</th>
<th>C08L63/00</th>
<th>C08K3/02</th>
<th>C08K3/22</th>
</tr>
</thead>
</table>

According to International Patent Classification (IPC) or to both national classification and IPC

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)

<table>
<thead>
<tr>
<th>IPC</th>
<th>C08K</th>
<th>C08L</th>
</tr>
</thead>
</table>

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US, A, 4 145 369 (Y. HIRA ET AL.) 20 March 1979 cited in the application see abstract; claims 1-4 see column 4, line 10 - column 5, line 54 see column 9, line 8 - line 13 ***</td>
<td>1-5, 12-16, 20</td>
</tr>
<tr>
<td>A</td>
<td>DATABASE WPI Week 8209, Derwent Publications Ltd., London, GB; AN 82-16587E &amp; JP, A, 57 012 037 (HITACHI KK) 21 January 1982 see abstract ***</td>
<td>1-3, 5, 7, 12, 13</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C. Patent family members are listed in annex.

**Date of the actual completion of the international search**

25 July 1994

**Date of mailing of the international search report**

30.08.94

Name and mailing address of the ISA

European Patent Office, P.B. 5818 Patentlaan 2 NL - 2280 HV Rijswijk

Tel. (+31-70) 340-2040, Tx. 31 651 epo nl, Fax (+31-70) 340-3016

Authorized officer

Krische, D
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>GB, A, 2 187 745 (THORN EMI ELECTRONICS LTD.) 16 September 1987 see claims 1-21 see page 2, line 13 - line 27; example 6</td>
<td>1-3, 5, 7, 12</td>
</tr>
<tr>
<td>A</td>
<td>EP, A, 0 290 095 (STAMICARBON B.V.) 9 November 1988 see claims 1-11; example 1 see column 2, line 25 - column 3, line 12</td>
<td>1-5, 12, 14, 15</td>
</tr>
<tr>
<td>A</td>
<td>EP, A, 0 388 037 (MINNESOTA MINING AND MANUFACTURING COMP.) 19 September 1990 see claims 1-36; examples 1-4 see page 2, line 19 - page 3, line 9 see page 4, line 28 - line 41 see page 5, line 47 - page 6, line 34 &amp; US, A, 5 019 605 (P. JANNIC) 28 May 1991 cited in the application</td>
<td>1-5, 12, 13, 16-20</td>
</tr>
<tr>
<td>A</td>
<td>EP, A, 0 500 009 (NIPPON ZEON CO., LTD.) 26 August 1992 see claims 1-9 see page 3, line 11 - page 5, line 22</td>
<td>1-5, 7, 9-11</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>--------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP-A- 54038520</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP-B- 56047683</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP-C- 1241390</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP-A- 53037819</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP-B- 56045281</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB-A- 1576879</td>
</tr>
<tr>
<td>GB-A-2187745</td>
<td>16-09-87</td>
<td>NONE</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP-A- 63286460</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU-B- 623494</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU-A- 4977890</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA-A- 2009829</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU-A- 4977890</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA-A- 2009829</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US-A- 5274006</td>
</tr>
</tbody>
</table>