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To all, whon, it may concern: 
Be it known that I, JoHNT. DICKEY, a citi 

Zen of the United States, residing at Hoboken, 
in the county of Hudson and State of New Jer 
sey, have invented certain new and useful Im 
provements in Apparatus for Covering Flexi 
ble Conduits with Rubberin Cementor Liquid 
Form or other Similar Elastic Liquids, of 
which the following is a specification. 
This invention relates to an improved ap 

paratus for covering flexible conduits with 
rubber in liquid form or similar elastic lic 
uids; and it consists of an apparatus for coat 
ing, drying, and cleaning flexible conduits 
while they are moved from one roller to an 
other. I attain these objects by the mechan 
ism illustrated in the accompanying draw 
ings, in which 

Figure 1 is a side elevation of my new de 
vice. Fig. 2 is a longitudinal section of same. 
Fig. 3 is a top view illustrating my new de 
vice. Fig. 4 is a horizontal section online 4 4 
in Fig. 2. Fig. 5 is a section on line 55 in 
Fig. 2. Figs. 6, 7, and Sare a side, front, and 
top view, respectively, of an adjustable coat 
ing-controlling device. Figs. 9 and 10 are the 
same provided with a clamp regulated by a 
Set-ScreW. 
Similarletters refer to similar parts through 

out the several views. 
The flanged cylinder b, with its shaft and 

pulleyi, is supported by the standards b'b'. 
Around said cylinder b is stored the flexible 
conduit to be covered with rubber compound. 
The coating apparatus C consists of a ves 

sel a, with its standards (l' d'. One side g, 
vertically extending, has an opening to which 
a hollow conical cylinder his fitted, the bearer 
of a stationary or adjustable pipe i, control 
ling and spreading the rubber compound over 
the surface of said flexible conduit. A rod d, 
extending across the vessel (t, is bearing two 
flat armsee, in which a guide-roller f is jour 
naled. 
The drying apparatus B consists of a table 

or plate K, its legs or standards KK'. A steam 
coil n, secured to the top of the former, is in 
cased by perforated sheet metal n. Brackets 
r' ', extending from said table or plate K, are 
bearing the guide-rollers O O. A cover 7, pro 
vided with slides SS, will inclose said parts, 
leaving ample space for an endless belt c, of 
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canvas and rubber, revolved by two flanged 
cylinders 22, one provided with a driving-pull 
ley whereas below the other a friction-roller 2' 
is journaled to the supporting-standards 22°. 
The endless belt c will rest on the guide-roll 
ers O () during its passage over the steam-coil 
n), a precaution taken to steady the move 
ment of the belt and to prevent the same from 
coming too near the heating-coil. 
The cleaning apparatus D consists of a 

vessel at', its standards it, arms extending 
from upper part, in which the guide-rollers u. 
are journaled same as the roller all, located in 
side of said vessel l', and a pair of brush-rol 
lers v 2, Setin rotary motion by their pulleys tit. 
The collecting-roller. A consists of a flanged 

cylinder b, its shaft and pulleyi supported 
by the standards b'b'. Said roller will serve 
to collect the flexible conduit after being coat 
ed, dryed, and cleaned. 
The coating-controlling device consists of 

a sleeve i, with an extending flat metal piece 
bent to the shape of a cylinder correspond 
ing in width with the flexible conduit to be 
guided through. A clamp *, with a set-screw, 
may be adapted to keep the so-formed cylin 
der in shape. (All shown in Figs. 6 to 10.) 
By my improved apparatus flexible conduits 8o 

can be covered with rubber or other suitable 
material in a very quick and effective manner. 
The flexible conduit being guided through 
the coating-pan partially filled with rubber in 
liquid form or similar elastic liquid will be 
coated by said material, its thickness being 
regulated by the spreading-tube secured to 
the conical outlet of said pan when moved 
toward the drying apparatus, through which 
it is guided by the endless belt, secured to the 
former by any desired fastening device. 
When reaching the cleaning apparatus, the 
flexible conduit will be sufficiently dry and 
hard to permit a cleaning or brushing, where 
after the flexible conduit being ready for use 
will be guided to the collecting-roller. 
What I claim as my invention, and desire 

to secure by Letters Patent, is 
1. In an apparatus for coveringflexible con 

duits with rubber in cement or liquid form or 
other similar elastic liquids, a coating-pan.com 
sisting of a vessel supported by standards, a 
guide-roller journaled to arms secured to a 
rod extending across said vessel, which has 
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one side extending, perforated, a hollow cyl- ards, guide and brush rollers extending across 5o 
inderpartially conical, partially straight pro 
vided with two slots or eyes, secured over said 
perforation for the purpose specified. 

2. In an apparatus for covering flexible con 
duits with rubber in cement or liquid form or 
other similar elastic liquids the combination 
of a coating-pan, a vessel supported by stand 
ards, a guide-roller journaled to arms secured 
to a rod extending across said vessel, having 
one side extending, perforated, a hollow cyl 
inder partially conical, partially straight the 
bearer of two slots or eyes, secured over said 
perforation, with a spreading device consist 
ing of a tube or pipe partially slit open inter 
sected by a cross-cut, forming two laps, bent 

25 

to a tube, its diameter regulated by a round 
clamp and its bolt, said pipe bearing two arms 
having their ends shaped to a hook, all sub 
stantially as set forth. 

3. In an apparatus for covering flexible con 
duits with rubber in cement or liquid form 
or other similar elastic liquids, a drying-pan 
consisting of a plate supported by standards, 
a steam-coil secured to the upper face of said 
plate, incased by perforated sheet metal, 
brackets extending from said plate near lon 
gitudinal edges, in which are journaled guide 
rollers, a cover having slides on both of its 
ends, which incases said apparatus, all sub 
Stantially as set forth. 

4. The combination in an apparatus for cov 
ering flexible conduits with rubber in cement 

35 

45 

or liquid form or other elastic liquids of a 
drying-pan, its plate supported by standards, 
a steam-coil secured to upper face of said 
plate, incased by perforated sheet metal, 
brackets extending from said plate near lon 
gitudinal edges in which guide-rollers are 
journaled, a cover having slides on both of 
its ends which incases said apparatus; with 
an endless belt supported by flanged rollers, 
journaled to brackets, a driving pulley se 
cured to shaft of one of said rollers, all sub 
Stantially as described. 

5. In an apparatus for covering flexible con 
duits with rubber in cement or liquid form 
or other similar elastic liquids a cleaning-pan 
consisting of a vessel provided with stand 

said vessel, the brush-bearing rollers rotated 
in same direction by means of driving-pulleys 
secured to their shafts, all substantially as 
specified. 

6. An apparatus for covering flexible con 
duits with rubber in liquid form or similar 
elastic liquids consisting of a coating-pan, 
having a vessel supported by standards, a 
guide-roller journaled to arms secured to a 
rod extending across said vessel, having one 
side extending, perforated, a partially 
straight, partially conical cylinder fitted to 
said perforation, two eyes secured to the 
former; a spreading device consisting of a 
pipe, partially slit open, intersected by a 
cross-cut forming two laps, bent to a tube, its 
diameter regulated by a round clamp and its 
bolt, the straight portion of the adjustable 
pipe fitted to the same portion of the station 
ary, hook-shaped arms extending from the 
former fitted in the eyes located on the cons 
ical portion of the latter; a drying-pan con 
sisting of a plate supported by standards, a 
steam-coil secured to upper face of said plate, 
incased by perforated sheet metal, brackets 
extending from former near its longitudinal 
edges in which guide-rollers are journaled, 
a cover with slides incasing said apparatus, 
an endless belt supported by rollers and its 
standards guiding the material already coated 
through the drying-pan; a cleaning-pan con 
sisting of a vessel, its standards, guide-roll 
ers and brush-rollers extending across said 
vessel the latter rotating in same direction 
by means of driving-pulleys; flanged rollers 
placed one in front of the coating-pan and 
One in the rear of the cleaning-pan, for sup 
porting the conduit before and after the op 
eration, and pulleys secured to the shafts 
thereof, substantially as described. 

In testimony whereof I have signed my 
name to this specification in the presence of 
two subscribing witnesses. 

JOHN T. DICKEY. 

Witnesses: 
MARY J. DICKEY, 
KAROLINE, RIKER. 
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