(51) International Patent Classification:
A61N 5/10 (2006.01)

(21) International Application Number:
PCT/JP2011/003165

(22) International Filing Date:
2 May 2011 (02.05.2011)

(25) Filing Language:
English

(26) Publication Language:
English

(30) Priority Data:
12/779,641 13 May 2010 (13.05.2010) US


(72) Inventor; and
(75) Inventor/Applicant (for US only): IVANOV, Yuri [---/US]; 12 Irving St, Arlington, Massachusetts, 02476 (US).

(74) Agents: SOGA, Michiharu et al; S. Soga & Co., 8th Floor, Kokusai Building, 1-1, Marunouchi 3-chome, Chiyoda-ku, Tokyo, 1000005 (JP).


[Continued on next page]
Published:

- with international search report (Art. 21(3))
[DESCRIPTION]

[Title of Invention]
Method for Determining Paths of Particle Beams Through 3D Tissue Volumes

[Technical Field]

[0001]
This invention relates generally treatment planning for radiation therapy, and more particularly to determining a path of an ionized particle beam through a 3D tissue volume.

[Background Art]

[0002]
In particle beam therapy, one problem is to determine a path for the beam that takes the least amount of time, and delivers the prescribed dose. The problem is formulated as follows. Given a 3D planning target volume (PTV), discretized to a large number of 3D locations in the volume where the beam stops to deliver the dose, a path planner needs to find the path through the beam-stop locations, such that each location is traversed only once. Each location represents an approximate small cube (mm$^3$) in a volume of tissue. The 3D locations that are traversed by the ionized beam can be controlled horizontally by magnets arranged in the $XY$ plane, and vertically by adjusting energy in the $Z$ direction (depth). Due to physical constraints of the treatment equipment, change of the beam depth is relatively slow. Hence movement of the beam in the $XY$ plane is preferred. Utilizing this observation, most conventional methods for path optimization reduce the complexity of the optimization task by treating each discrete slice of beam-stop locations independently of others, and only consider a set of 2D solutions, i.e., one per slice. This reduces the computational complexity of the task.

[0003]
However, even slice-by-slice exact solution in a direct formulation for any realistic size of the problem (-5,000-40,000 locations per slice) cannot be obtained in reasonable time. Several conventional methods determine the path for the beam using a well known traveling salesman problem (TSP). For example, some methods using a path planner that approximates the optimal path for the TSP problem. On the other hand, approximate solutions to the direct TSP formulation using a conventional TSP solver have the following disadvantages.

[0004]

< High Computational Complexity >

The exact solution to the TSP has a complexity of O(n!). Thus, a realistic problem of several thousand locations takes a prohibitive amount of time. Approximate solutions can be obtained in polynomial time, which still can be unacceptably long.

[0005]

< Difficulty in Enforcing Path Constraints >

The constraints in conventional traditional TSP solvers are usually expressed as a process of distance computation. The edge cost is determined such that every pair of nodes has some associated cost. Unfortunately, a path self-intersection constraint, important in radiation therapy, cannot be expressed using only pairs of nodes.

[0006]

Accordingly, it is desired to reduce amount of computational time spend on determining the path of the particle beam through a 3D tissue volume.

[Summary of the Invention]

[0007]

Considering the problem from the point of view of an actual treatment enables us to formulate path heuristics, which are typically difficult to enforce in
the conventional TSP solver. Our path heuristics enable an ultra-fast acceptable solution.

[0008]

The invention is based on a realization that there is no reason to find an optimal path connecting all locations in the slice, because the particle beam moves faster along only a selected direction, i.e., the X direction. Thus, the locations are grouped along that fast direction. Then, we find a path connecting all lines. Because we connect lines, instead of locations as in the prior art, our method is much faster than conventional methods.

[0009]

The method is purely in the form of a "construction." Optimization is not performed at any step, so the method works as fast as the covering path can be constructed, regardless of the implied search time in the space of all possible paths.

[0010]

The method partitions each slice of the generally complex treatment planning volume (TPV) into a set of smaller regions for which a path is constructed. Then the paths covering each region are merged to construct a continuous path through all regions.

[0011]

The slice is partitioned into a set of areas convexed into the fast (X) direction. This partitioning is based on a second realization, that for X-convex areas, lines are easily connected to into the paths. Each area is traversed using a tour, which includes a starting location, the path and a return to the starting location. The construction of the the tour is based on a third realization that the tours of different areas can be connected using any two neighboring points of each tour. Thus, after
having tours, we connect the tour using the two neighboring locations of each
tour.

[0012]

Alternatively, the connection between the lines can be optimized. However,
the main importance, is that optimization is done for lines, not for individual
locations as in the prior art.

[0013]

The features that make this construction possible, valid, and fast are listed
below.

[0014]

< Depth Partitioning >

Changing the treatment depth is a relatively slow process due to the
necessity of changing the energy of the particle beam. Thus, the full problem of a
3D volume traversal can be reduced to a set of independent slice traversals.

[0015]

< Horizontal Scan Preference >

In the scanning particle beam machines, it is often the case that movement of
the beam along a horizontal direction is faster than the vertical direction. Thus,
horizontal movement of the particle beam is preferred.

[0016]

< Volume Partitioning >

Complex slices are partitioned into regions. Taking into account the previous
location, convex partitioning is not strictly necessary, because the X direction is
faster, it is preferred to the Y direction. Thus, the regions only need to be convex in
the X direction, as described below.

[0017]
< Path Solutions >

As described below, a key strategy of the method is to determine a set of tours as an intermediate solution to each of the problems. Merging two tours results in a valid path, and therefore can be used for subsequent merges.

[Brief Description of the Drawings]

[0018]

[Fig. 1A]

Figure 1A is a schematic of a system 100 and a method for determining a path of a radiotherapy particle beam through a 3D treatment planning volume;

[Fig. 1B]

Figure 1B is a schematic of slice of a planning treatment volume and locations according to embodiments of the invention;

[Fig. 1C]

Figure 1C is pseudo code of a method for constructing a volume path according to embodiments of the invention;

[Fig. 2]

Figure 2 is pseudo code of a method for constructing a planar path according to embodiments of the invention;

[Fig. 3A]

Figure 3A is pseudo code of a method for partitioning a slice into X-convex regions according to embodiments of the invention;

[Fig. 3B]

Figure 3B is one of schematics of the partitioning according to embodiments of the invention;

[Fig. 3C]

Figure 3C is one of schematics of the partitioning according to embodiments of the invention;
[Fig. 3D]

Figure 3D is one of schematics of the partitioning according to embodiments of the invention;

[Fig. 4A]

Figure 4A is a schematic of line stacking according to embodiments of the invention;

[Fig. 4B]

Figure 4B is pseudo code of a method for convex path construction according to embodiments of the invention;

[Fig. 4C]

Figure 4C is a schematic of an even tour according to embodiments of the invention;

[Fig. 4D]

Figure 4D is a schematic of an odd tour according to embodiments of the invention;

[Fig. 4E]

Figure 4E is one of schematics of zipper construction according to embodiments of the invention;

[Fig. 4F]

Figure 4F is one of schematics of zipper construction according to embodiments of the invention;

[Fig. 4G]

Figure 4G is one of schematics of zipper construction according to embodiments of the invention;

[Fig. 4H]

Figure 4H is one of schematics of zipper construction according to embodiments of the invention;
Figure 41 is one of schematics of Type I and Type II opening and closing moves according to embodiments of the invention;

Figure 4J is one of schematics of Type I and Type II opening and closing moves according to embodiments of the invention;

Figure 4K is one of schematics of Type I and Type II opening and closing moves according to embodiments of the invention;

Figure 4L is one of schematics of Type I and Type II opening and closing moves according to embodiments of the invention;

Figure 5 is pseudo code of a method zipper base construction according to embodiments of the invention;

Figure 6 is one of schematics of bridging for tour construction according to embodiments of the invention;

Figure 7 is one of schematics of bridging for tour construction according to embodiments of the invention;

Figure 8A is one of schematics of consecutive and nonconsecutive outline locations in tours according to embodiments of the invention;

Figure 8B is one of schematics of consecutive and nonconsecutive outline locations in tours according to embodiments of the invention;
Figure 9A is one of schematics of non-convex and convex path merges according to embodiments of the invention;

Figure 9B is one of schematics of non-convex and convex path merges according to embodiments of the invention;

Figure 10A is one of schematics of a method for constructing a complete path according to embodiments of the invention;

Figure 10B is one of schematics of a method for constructing a complete path according to embodiments of the invention;

Figure IOC is one of schematics of a method for constructing a complete path according to embodiments of the invention;

Figure 10D is one of schematics of a method for constructing a complete path according to embodiments of the invention;

Figure 10E is one of schematics of a method for constructing a complete path according to embodiments of the invention;

Figure 10F is one of schematics of a method for constructing a complete path according to embodiments of the invention; and

Figure 11 is a schematic of a global path through the volume.

[Description of Embodiments]
Figure 1A shows a system and a method 200 for determining a path 150 of a radiotherapy particle beam 160 through a 3D treatment planning volume (TPV) 111, e.g., tissue of a patient 182. However, embodiments of the invention determine a path through any type of 3D and/or 2D volumes. The method 200 is executed by a processor 140 as known in the art. The TPV is partitioned into a set of slices. The slices are substantially coplanar. In practice, the slices are aligned according to the iso-energies of the beam.

Figure 1B shows one such slice 100 that is substantially orthogonal to the beam. That is, the slices are in the mostly $XY$ (planar) direction, and the beam is in a $Z$ (depth) order. Herein, the notation $\{.,\}$ designates sets.

The embodiments of the invention are based on a realization that, for any slice, the particle beam moves faster in one direction, i.e., the selected direction, then in another. Accordingly, the embodiments of the invention acquire the selected direction, group the locations of the in the lines along the selected direction, and connect the lines to form a path through the slice as described in more details below.

For example, in one embodiment, the selected direction is predetermined, in another embodiment the selected direction is received during an initialization stage. One embodiment stores a lookup table having different type of particle beams associated with the selected direction etc.
Each slice includes a set of locations 101 arranged in a grid where the beam stops to deliver a radiation dose. In actual practice, the locations are approximately spatially contiguous (mm$^3$) cubes of tissue.

A tour is determined independently for each slice, see Figures 10A-10F.

Then, the intra-slice tours are merged. Hence, the method is described for one slice. Then, using the set of paths for the individual slices, the same intra-slice path merging approach can be used to connect the intra-slices tours into a single complete path of the beam moving through the entire TPV.

< Volume Path Construction >

Figure 1C shows the pseudo code for the Method 1 for volume path construction. The method takes the volume of predetermined treatment locations arranged in a 3D volume $V$, and, as a first step, partitions the volume $F$ into a set of slices in $XY$ planes. As stated above, the slices generally follow the contour of iso-energies. The $Z$ direction is used for the initial partitioning. The $Z$ direction is along the direction of the beam.

In current practical applications, changing the energy of the beam is significantly slower than deflecting the beam with magnets arranged in the $XY$ plane. Thus, a change of beam position along the $Z$-direction induces a largest amount of time of transitions between treatment locations.
This observation enables us to dramatically reduce the computational complexity of the full problem of finding the path in the volume to finding a set of paths in each slice independently from one another.

[0029]

At the next step, the method constructs a set of paths, one for each substantially planar slice, by calling the MakePath function, described below.

[0030]

The paths for all slices are merged into a single path. For simplicity of this description, the method assumes that the slice solutions are arranged in some selected depth order of z. Thus, merging of the slice solutions into the global solution for the volume can proceed in this order.

[0031]

< Plane Path Construction>

Figure 2 shows the pseudo code for the Method 2 of plane path construction. The method makes repeated calls for independent plane path construction by calling MakePlanarPath. The operation of MakePlanarPath is similar to that of MakeVolumePath.

[0032]

The initial partitioning of the region is followed by constructing paths in each region, and merging of all paths into one path, which is returned by the method.

[0033]

< Partitioning >

The steps for partitioning of the generally complex disjointed and non-convex slice are shown in the pseudo code of Method 3 of Figure 3A, and schematically in Figures 3B-3D. This part of the method partitions the volume into a set of convex regions, each of which is used by the subsequent construction step.
Because movement in the $X$ direction is faster, the $X$ preferred over the $Y$ direction, the regions only need to be convex in the $X$ direction for convex, or **monotone** partitioning. In monotone partitioning as shown in the figures, any horizontal line has no more than two intersections with the boundary of each partition. As described herein, the method can easily handle regions that are convex in the $Jf$-direction. Thus, the partitioning has a goal of reducing the initial volume to a set of $X$-convex (or convex) regions.

The **Method 3** is shown in Figures 3B-3D. Input to the **Method 3** is shown in Figure 3B is a planar set of treatment locations arranged in a regular grid. First, the locations are grouped in raster scan lines (rows) by considering neighborhood relations between the locations, as shown in Figure 3C. If the next location has the same $Y$ value as the previous location, and the $X$ value is $X = X + dX$ for the previous location added to the line, then the next location is also added to the line, where $dX$'s are predetermined (small) distance between treatment locations. Otherwise, the location is added as a starting location of a new line to enforce line continuity. After this rasterization step is completed, the region is now converted to a set of lines or rows of locations, as shown in Figure 3C.

Finally, in several passes, the lines are grouped into regions, such that all regions are contiguous and **convex in the $X$ direction**. This is achieved by the repeat block of the **Method 3**. Starting with the first line ($k = 1$), the $k$th line ($L_k$) of the set of lines ($\{L\}_n$) is considered. Then, a line in the set $\{L\}_n$ with the $Y$ value of $Y + dY$ is located and examined for overlap with line $L_1$. If the set
overlaps, then the set is marked as belonging to the current region. The index $k$ is increased, and the process is repeated until no more candidate lines are found to continue the region.

[0037]

In the next step all marked lines are moved from the set $\{L\}_n$ into $R_i$. Subsequently, the search is repeated from line $L_1$ in the set of the remaining lines to construct the next region, until no more lines remain in the set $\{L\}_n$. The method produces a set of Jf-convex regions as shown in Figure 3D.

[0038]

< Line Stacking >

Line stacking is shown in Figures 4A. Beginning at a starting location 400, a subpath 410 passes through a sweep area 401, then a base area 402, and then a return area 403, each of which is constructed differently. The line stacking is implemented in Method 4 MakeXConvexPath shown in Figure 4B. The method uses several heuristics that allow the construction of an efficient path out of a collection of locations on lines gathered into a region $R_i$.

[0039]

The general structure of a raster tour is shown in Figure 4A. As the figure shows, the tour includes a "lawn-mower" raster sweep beginning at the starting location, followed by the tour base, and a tour return that brings the beam to the starting location 400. Each of these components is constructed differently. A generally clockwise traversal convention is used. That is, a tour starts at the top row, and begins left-to-right. Selecting a particular convention for a tour direction simplifies the tour merging strategy, described below. Of course, the direction can be generally counterclockwise.
[0040] **Return:** The return is the simplest part of the tour. We define the return path as a set of left-most locations in the region. Using the clock-wise traversal convention, the return is always directed from the bottom to the top.

[0041] **Sweep:** Again, using the clockwise traversal convention, the sweep always contains an odd number of rows. The sweep is constructed by traversing every odd line left-to-right, and every even line right-to-left. Thus, every last location of every odd line is adjacent to the last location of the following even line, and every second location of every even line is adjacent to the second location of the following odd one. This implies that the direction of the last line is left-to-right, and the bottom right location of the sweep region is the exit location.

[0042] **Base:** The base requires some care in its construction. The base has the remaining locations between the sweep and return areas. Because the sweep always contains an odd number of rows, the base can have either one or two rows. The base of one row is simply traversed right-to-left.

[0043] Figure 4C shows an even tour. The sweep formed by the first line connects to a single-line base, which returns to the first location of the top line. In contrast, adding a line to the region leads to a more complicated odd tour. The problem is that to connect to the return path, the base needs to move the beam from right to left spanning two lines.

[0044] Figure 4D shows an example of an odd tour. The base of the tour is constructed by a meandering right-to-left traversal of two rows. The base path is constructed by forming a "zipper," which requires two lines.
Given a general structure of a base, i.e., a completed zipper base is shown in Figures 4E-4H. The base is decomposed into the canonical zipper, and two parts that join the canonical zipper to the rest of the tour by implementing an entry path into the zipper and an exit path out of it. Due to this construction strategy, the base is traversed from right to left, the right-most locations are called an opening, while the left-most locations are called a closing.

The canonical zipper shape is shown in the center of the Figure 4F. In the conventional base traversal direction, the shape starts on the bottom line of the region. The ending of the canonical zipper depends on number of columns and can result in a diagonal move between the end of the zipper and the closing move.

To identify the zipper path, the method first identifies the overlapping part of the locations on both lines of the zipper base. Generally, this set of locations is the set from which the canonical zipper is constructed. However, some special cases are considered in constructing the zipper.

If the bottom line is longer on the right then the top line of the base, then the two rightmost locations of the zipper set are taken by the opening, as described below. Similarly, if the bottom line of the base is longer on the left, then the top line of the base, the two leftmost locations of the zipper set is taken by closing.

Depending on the geometry of the two lines of the zipper base, opening and closing can both be of one of two types:
(1) **Type I** opening and closing moves are applied in the case when the top line of the zipper base overhangs the bottom line on the left (Type I closing) or on the right (Type I opening); and

(2) **Type II** opening and closing moves are applied in the case when the top line of the zipper base does not overhang the bottom line on the left (Type II closing) or on the right (Type II opening).

[0050]

Examples of opening and closing moves of both types are shown in Figures 4I-4L, respectively, Type I zipper opening move, Type II zipper opening move; Type I zipper closing move; Type II zipper closing move. In the Figures, the partial rounded rectangle outlines the canonical zipper, while the dashed line delineates the boundary between opening and closing moves.

[0051]

Type II moves use part of the zipper to connect to the base entry and exit locations. The locations outlined with heavy strokes are the sources for the move, while shaded locations designate the move destinations. That is, the goal of the opening or the closing move is to connect the source location to the destination location.

[0052]

Figures 4E-4H show a complete zipper base construction, where the top line overhangs the bottom on the left (closing), but not on the right (opening). Therefore, the base is constructed using Type I closing and Type II opening. As any type II move, the opening consumes two rightmost locations of the zipper location set to provide an entry location into the base on the top right.

[0053]

The pseudo-code of the zipper base construction **Method 5** is shown in Figure 5. Given the base region, (Figure 4E), the method starts by splitting the two
rows r[1] and r[2] into opening, closing, and zipper sets by a call to SplitBase(r[1], r[2]), as shown in Figure 4F.

[0054]
This function finds locations in r[l] and r[2] that share their X-coordinate. This set forms the set of locations that are traversed in the pattern of a canonical zipper, P2. The remaining locations to the right of this set form the opening set, P3, while the locations on the left of the zipper set form the closing set, Pi. As a consequence of selecting the zipper set both Pi and P3 contain locations from only a single row.

[0055]
Next, by invoking Overhang(Pl), the method identifies the opening type as Type I or Type II. This is done by determining which row is contained in Pi. If the set contains only locations from row r[l], then Overhang(Pl) returns TRUE and opening Type I is selected. Otherwise, the two rightmost locations of P2 transferred to Pi, and the opening Type II is applied.

[0056]
Similarly, the appropriate type of closing is selected by considering the set P3 and the method proceeds to process the remaining zipper set P2. After all parts are constructed they are simply concatenated into the completed base.

[0057]
< Tour Merging.>

After all the regions found by partitioning according to Method 3 are processed by the Method 4, the subpaths of each convex region are merged into a plane path for each slice, and subsequently, the plane paths are merged into a
volume path. As stated above, the merging of the plane paths is in the selected z order.

[0058]

Both merges are performed by different applications of the same basic approach of region merging. Regions in each plane are merged by proximity. The closest regions are merged first, and the volume merge across planes is performed in the natural order in which the planes are arranged, from first to last in the Z (depth) direction. This is as reflected in Methods 2 and 1 by the invocation of the merge procedure.

[0059]

To connect two tours into one, we join or "bridge" tours at a location of lowest cost. The cost can be defined by a number of constraints, e.g., distance, presence of organ at risk, direction of the connection, etc. To determine such locations, several issues are considered:

(1) Only the locations on the periphery of each region need to be considered as possible locations where the paths will be merged;
(2) Two tours can be easily joined if a link between two consecutive locations on one path is broken and connected to two consecutive locations of the other path;
(3) The new merged region periphery locations include at most two sets of periphery locations of the merged tours; and
(4) The local directionality of the path around the bridge needs to be taken into account so that the two bridge edges do not cross.

[0060]

< Region Bridging >
Region bridging is shown in Figures 6 and 7. Figure 6 shows two merging candidate regions, and Figure 7 shows the completed bridging.

[0061]
The bridging method first identifies a pair of locations in each region such that the locations are:

a) on the periphery of the region;
b) consecutive in the path; and
c) closest to the corresponding pair of locations in the other region.

[0062]
To find such pairs, distances between all periphery (shaded) locations of one region and periphery locations of the other region are determined. Then, all distances between consecutive pairs of locations are summed, and the minimal distance is determined. The edges between the locations of the same regions corresponding to the minimal distance ($P_1^1, P_1^2, P_2^1$ and $P_2^2$) are removed, and replaced with cross-region connecting edges, a bridge, as shown in Figure 7.

[0063]
One complicating issue is the possibility that two locations that are consecutive in the outline may not be consecutive in the path. For example, Figures 8A and 8B show an even and an odd tours, respectively. The bottom row of the odd path cannot be broken at an arbitrary location because the meander section of the base has locations on the path alternating between the 2nd and 3rd rows, thereby breaking the sequential consistency of the outline. Thus the non-consecutive pairs are identified during the process of determining the region outline, and subsequently removed from consideration. In the illustrations non-consecutive pairs of boundary locations are identified by a dashed outline.
There is an ambiguity about the type of an outline the method maintains during operation. An example of this ambiguity is shown in Figures 9A-9B for non-convex path merge, and a convex path merge. After two paths are merged, the joint outline can include outlines of both regions, as shown in Figure 9A. This leads to the formation of complicated non-convex joint regions.

Another option is to redetermine the outline, maintaining the monotone convexity property of the original partitioning. This convex strategy works well in practice by reducing the number of calculations required for computing the outline distance matrix. However, in some degenerate circumstances, the solution obtained with this method can result in a complicated bridging pattern. The choice of the strategy can be given as an option to the method, as convex strategy always maintains the periphery set of a region which is compact and fast to determine. In contrast, the non-convex strategy can better accommodate highly partitioned volumes.

A summary of the steps of the method are shown in Figures 10A-10F. Starting with the TPV beam locations are identified in each slice of the volume (Figure 10A). The first step of the method identifies primitive horizontal raster scan lines (or rows of locations) that are subsequently used as traversal units (Figure 10B).
Using these lines, the method partitions the volume into convex regions, such that each region can be connected by a continuous "lawn mower" path from top to bottom (Figure IOC).

[0068]

For each such region, a tour is constructed so that a traversal direction is conventionally consistent, i.e., generally clockwise in Figure 10D).

[0069]

Then a candidate pair of edges in the two paths is identified and the paths are connected by bridging (Figure 10E).

[0070]

The complete planar path is shown in (Figure 10F), and Figure 11 shows the global 1100 path after the planar paths are merged. Because each layer includes a tour, the layer is fully covered by the paths of the tour, and there is no need to return to the previous layer after the previous layer has been traversed.

[Industrial Applicability]

[0071]

The method of this invention is applicable to many kinds of fields.
[CLAIMS]

[Claim 1]
A method for determining a path of a particle beam through a 3D planning treatment volume (PTV), wherein the PTV includes a set of slices in a depth order, wherein each slice includes a set of locations, comprising the steps of:

- grouping, for each slice, the set of locations into a set of lines along a selected direction, wherein each line is a straight line and includes a starting location and an ending location;
- connecting, for each slice, each line to one or two other lines, wherein the two lines are connected to either the starting location or the ending location of the each line to form a tour; and
- connecting the tours through the slices in the depth order to form the path of the particle beam.

[Claim 2]
The method of claim 1, wherein the locations are spatially contiguous cubes of tissue.

[Claim 3]
The method of claim 1, wherein the partitioning of the PTV is planar and in a depth order.

[Claim 4]
The method of claim 1, wherein the lines are constructed independently of each other.

[Claim 5]
The method of claim 1, further comprising:
- partitioning each slice monotonically into regions, wherein each region is convex in a selected horizontal direction;
stacking, in each region, the locations in the set of lines into a sweep area
including a starting location, a base area, and a return area;
traversing, in each region, the locations in the sweep area, then the base area,
and then the return area in a generally clockwise direction beginning and ending at
the starting location to construct a sub-path.
merging the subpaths in each region to construct the rout.

[Claim 6]
The method of claim 1, wherein the return area includes left-most location in
the region and the traversing is from bottom to top, and the sweep area includes an
odd number of rows and the traversing is in left to right in odd lines, and right to
left in even lines, and the base includes the remaining locations between the sweep
area and the return area.
Method 1: Volume path construction: \( P \leftarrow \text{MakeVolumePath} \)

**Input:** A planning treatment volume (PTV) stop locations \( V(x, y, z) \)

**Output:** Volume traversal path \( P \)

\{The \( P \) traverses the volume \( V \) such that each location is traversed once\}

1: Partition \( V \) into \( N_z \) planar slices \( \{S\}_z \) for every unique value of \( z \)

2: \( N_z \leftarrow ||\{S\}_z|| \)

3: **for** every slice \( s \) in \( \{S\}_z \) **do:**

4: \( P_z \leftarrow \text{MakePath}(s) \)

5: **end for**

\{Merge all planar paths\}

6: \( P \leftarrow P_1 \)

7: **for** \( z = 2, ..., N_z \) **do:**

8: \( P \leftarrow \text{MergePaths}(P_1, P_z) \)

9: **end for**

10: **return** \( P \)

Fig. 1C
Method 2: Planar path construction: $P \leftarrow \text{MakePlanarPath}(S)$

**Input:** A planar array of locations on the grid $S(x, y)$
**Output:** Planar path $P$

{Construct a path $P$ that spans the planar slice $S$}
{Partition $S$ into $N_r$ regions $\{R\}_n$ such that every $R_n$ is $X$-convex.}

1: $\{R\}_n \leftarrow \text{-ConvexPartition}(S)$
2: $N_r \leftarrow ||\{R\}_n||$
3: for every $r$ in $\{R\}_n$
4: $P_n \leftarrow \text{MakeXConvexPath}(r)$
5: end for
6: $P \leftarrow P_1$
7: for $n = 2, \ldots, N$ do
8: $P \leftarrow \text{MergePaths}(P_1, P_n)$
9: end for
10: return $P$

**Fig. 2**
Method 3: Convex partitioning: \( \{R\}_n \leftarrow \text{ConvexPartition}(S) \)

**Input**: A set of planar array of locations on the slice \( S(x, y) \).

**Output**: Set of convex regions \( \{R\}_n \).

\( \{ \text{Partition } S \text{ into a set of regions } \{R\}_n, \text{ such that every } R_n \text{ is } X \)-convex. \}

1: \( \{L\}_n \leftarrow \text{RasterizeSlice}(S) \).
   \( \{ \text{Gather lines into regions} \} \)

2: \( \{R\} \leftarrow \{\emptyset\} \)

3: \( k \leftarrow 1 \)

4: **repeat**

5: \( M = \text{PercolateDown}(\{L\}_n, L_1) \)

6: \( R_k = \text{GetMarked}(\{L\}_n, M) \)

7: \( \{L\}_n = \text{RemoveMarked}(\{L\}_n, M) \)

8: \( k \leftarrow k + 1 \)

9: **until** \( ||\{L\}_n|| = 0 \)

10: **return** \( \{R\}_n \)

**Fig. 3A**
Method 4: Convex path construction: \( T_n \leftarrow \text{MakeXConvexPath}(r) \)

**Input:** A convex planar raster array of lines \( r \)

**Output:** Path \( P_n \)

\[ \{ \text{Construct a path } P_n \text{ that spans the } X \text{-convex raster set } r \} \]

\begin{align*}
1: & \quad S \leftarrow \emptyset \{\text{Sweep}\} \\
2: & \quad B \leftarrow \emptyset \{\text{Base}\} \\
3: & \quad R \leftarrow \emptyset \{\text{Return}\} \\
4: & \quad N_l \leftarrow || \{i\} || \{\text{Count number of lines in } r\} \\
& \quad \{\text{Construct Return path}\} \\
5: & \quad \textbf{for } \text{ every } l \text{ in } \{r\} \text{ do} \\
6: & \quad \quad \text{Push}(R, l[1]) \\
7: & \quad \quad l[0] \leftarrow \emptyset \\
8: & \quad \textbf{end for} \\
& \quad \{\text{Construct Sweep path}\} \\
9: & \quad \textbf{for } n = 1, \ldots, (2 \lfloor N_l/2 \rfloor - 1) \text{ do} \\
10: & \quad \quad \text{if } n \text{ is Odd then} \\
11: & \quad \quad \quad \text{PushEach}(S, r[n]) \\
12: & \quad \quad \quad \text{else} \\
13: & \quad \quad \quad \quad \text{PushEach}(S, \text{Reverse}(r[n])) \\
14: & \quad \quad \textbf{end if} \\
15: & \quad \textbf{end for} \\
& \quad \{\text{construct Base path}\} \\
16: & \quad \textbf{if } N_l \text{ is Even then} \\
17: & \quad \quad B \leftarrow \text{Reverse}(r[N_l]) \\
18: & \quad \textbf{else} \\
19: & \quad \quad B \leftarrow \text{MakeZipperBase}(r[(N_l - 1) \ldots N_l]) \\
20: & \quad \textbf{end if} \\
& \quad \{\text{Merge paths}\} \\
21: & \quad \textbf{return } P_n \leftarrow \text{Concatenate}(S, B, R)
\end{align*}
Method 5, Zipper Base Construction: \( B \leftarrow \text{MakeZipperBase}(r) \)

**Input:** A two-line raster \( r \).

**Output:** Zipper base \( B \) covering raster \( r \).

\{Construct a zipper base \( B \) covering the two-line raster raster \( r \).\}

1. \([P1, P2, P3] \leftarrow \text{SplitBase}(r[1], r[2])\)

2. if Overhang\((P1)\) then
3. \quad \(O \leftarrow \text{MakeOpeningType}_I(P1)\)
4. else
5. \quad \([O, P2] \leftarrow \text{MakeOpeningType}_II(P1, P2)\) \{Two rightmost sites of \( P2 \) moved to \( P1 \). \}
6. end if

7. if Overhang\((P3)\) then
8. \quad \(C \leftarrow \text{MakeClosingType}_I(P3)\)
9. else
10. \quad \([C, P2] \leftarrow \text{MakeClosingType}_II(P3, P2)\) \{Two leftmost sites of \( P2 \) moved to \( P3 \). \}
11. end if

12. \(Z \leftarrow \text{Zipper}(P2)\) \{Remaining sites of \( P2 \) alternated to a zipper.\}

\{Merge paths\}
13. return \( B \leftarrow \text{Concatenate}(O, Z, C)\)

**Fig. 5**
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

INV. A61N5/10

ADD.

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

A61N

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>figure 10 paragraph [0062]</td>
<td></td>
</tr>
</tbody>
</table>

* Special categories of cited documents:
- **A** document defining the general state of the art which is not considered to be of particular relevance
- **E** earlier document but published on or after the international filing date
- **L** document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
- **O** document referring to an oral disclosure, use, exhibition or other means
- **P** document published prior to the international filing date but later than the priority date claimed

**T** later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

**X** document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

**Y** document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

**A** document member of the same patent family

Date of the actual completion of the international search

19 July 2011

Date of mailing of the international search report

08/08/2011

Name and mailing address of the ISA/
European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Fax: (+31-70) 340-3016

Authorized officer

Rodriguez Cossio, J
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>JP 2009066106A (TOSHIBA CORP) 2 April 2009 (2009-04-02) the whole document</td>
<td>1-6</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>---------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>US 2010072389 AI</td>
<td>25-03-2010</td>
<td>CN 101543663 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2009243891 A</td>
</tr>
<tr>
<td>EP 2177244 AI</td>
<td>21-04-2010</td>
<td>US 2010117002 A</td>
</tr>
<tr>
<td>JP 2009066106 A</td>
<td>02-04-2009</td>
<td>NONE</td>
</tr>
</tbody>
</table>