What is described is an apparatus for performance of a process for hydrogen chloride synthesis from chlorine and hydrogen or from chlorine and hydrocarbons with integrated heat recovery, wherein the combustion chamber and the heat exchanger are arranged in the steam drum of a shell boiler which works according to the waste heat boiler principle.
ABSTRACT

What is described is an apparatus for performance of a process for hydrogen chloride synthesis from chlorine and hydrogen or from chlorine and hydrocarbons with integrated heat recovery, wherein the combustion chamber and the heat exchanger are arranged in the steam drum of a shell boiler which works according to the waste heat boiler principle.
APPARATUS FOR HCL SYNTHESIS WITH STEAM RAISING

The present invention relates to an apparatus for HCl synthesis with steam raising, wherein chlorine and hydrogen or chlorine and hydrocarbons are used as starting materials. If need be, HCl fractions, air or inert components can also be comprised in the starting materials. The synthesis furnace and the heat exchanger incorporated downstream for the product cooling are parts of a steam generator.

Shell boilers are usually used for steam raising with fossil fuels. Moreover, hydrocarbon-containing gases, such as natural gas, or hydrocarbon-containing oil, such as for example heating oil, are for the most part used as the fuel. Firing with solid fuels such as hard coal has also long been known. Combustion temperatures of 700°C up to a maximum of approx. 1500°C normally occur here.

It is prior art that heat is also decoupled from hydrogen chloride-containing flue gases by means of a steam generator, but in the case of flame-tube or water-tube boilers under wholly different conditions from those described as follows.

In the first place, the complete reaction of educts is usually brought about with insulated steel combustion chambers lined with refractory material. Therefore, it does not involve a flame-tube boiler in the sense intended here, but rather a boiler incorporated downstream. In addition, the temperature is preferably maintained at a maximum of 1250°C, for example by targeted addition of cooling media, such as for example steam, water or inert gas.
The production of hydrogen chloride from chlorine and hydrogen or hydrogen-containing compounds takes place in cooled synthesis apparatuses, which for example are manufactured from corrosion-resistant materials such as synthetic resin-impregnated graphite. The formed hydrogen chloride gas is then cooled and in most cases absorbed in water in an integrated or downstream absorber, hydrochloric acid thereby being formed.

Chlorine and hydrogen are caused to react in a flame in special combustion chambers. The reaction heat (approx. 92 kJ/mol HCl) is cooled down via the cooled walls of the reaction chamber and by means of integrated or external heat exchangers.

For the purpose of saving energy, it is desirable to use the reaction heat arising in such a process economically, the generation of steam being preferred from the technical standpoint.

Chinese patent specification 93110518.8 describes a circuit variant, wherein the reaction heat is used to generate steam, partly via the wall of the synthesis furnace and partly from the further cooling of the reaction gases. A plurality of heat exchangers must be incorporated upstream for good heat utilisation. A heat-conductive and corrosion-resistant coating not described in detail is used as corrosion protection for the synthesis furnace.

In Chinese patent specification no. 2007200968895.9, an apparatus for the generation of hydrogen chloride with steam raising is described, wherein the synthesis furnace is disposed inside a steam boiler. The synthesis furnace is made of graphite. The steam boiler has an external circulation circuit, similar to a natural circulation evaporator. With this apparatus, it
is supposed to be possible to generate steam with a pressure of 0.1 to 0.2 MPa.

In patent specification DE 3807264, an apparatus is described which comprises a burner, a combustion chamber and an internal heat exchanger. Pressurised water flows through these components, said pressurised water taking up the reaction heat and releasing its heat in a steam generator located outside the actual incineration plant. The temperature of the coolant circuit is supposed to have temperatures of 170 to 230°C at pressures of 9 to 27 bar. Saturated steam with at least 7 bar is supposed to be generated with this plant.

The design as a water-tube boiler is expensive and complex (e.g. production tolerances), i.e. cost-intensive, and also has the following drawbacks:

1. Under conditions of use in practice, a non-uniform distribution of the boiling mixture leads to the Leidenfrost effect in the tubes and ultimately, through local overheating of the tube wall, to corrosion and short times in service. This problem exists independently of whether the evaporator is operated with natural circulation or with forced circulation.

2. An embodiment with thermal oil as a heat-transfer medium is problematic. On the one hand, a non-uniform distribution and overheating of the tube wall and of the oil likewise cannot be avoided here, and on the other hand the synthesis plant has to be placed in a tank for environmental reasons.
3. The efficiency of separated heat-transfer circuits for thermal decoupling is always poorer than direct evaporation.

4. The prior art is characterised by insufficient thermal coupling, since the product gas HCl is cooled down to only approx. 1000°C. Valuable energy therefore remains unused.

The prior art, therefore, is thermal decoupling from HCl-containing gases, up to 70% HCl, by means of steam boiler plants incorporated downstream and a temperature of at most 1250°C.

Both measures are necessary to prevent corrosion of the steel steam generator, in particular high-temperature corrosion.

The problem is to provide an apparatus which enables a reliable effective direct evaporation of water, for which purpose the heat of the exothermal reaction of chlorine and hydrogen is decoupled.

This problem is solved by the inventive apparatus for performing a method for hydrogen chloride synthesis from chlorine and hydrogen or from chlorine and hydrocarbons according to claim 1, which operates with an integrated heat recovery.

In the present invention, the flame tube and the combustion chamber are the same apparatus. In addition, an adiabatic combustion temperature of up to 2400°C can be permitted in the combustion chamber without corrosion occurring at the steam product.
According to the invention, for this purpose a special H₂-Cl₂ diffusion burner is located concentrically in the provided flame tube.

Both the combustion chamber and the heat exchanger are disposed in the steam drum of a shell boiler, which works according to the waste heat boiler principle.

The combustion chamber according to the invention can preferably be operated with a higher or lower internal pressure compared to the pressure outside the combustion chamber. The combustion chamber is designed such that the HCl synthesis can preferably be operated in a pressure range from 0.1 bar (abs.) to 7.0 bar (abs.), more preferably in a pressure range from 0.8 bar (abs.) to 5.0 bar (abs.), particularly preferably in a pressure range from 0.9 bar (abs.) to 4.0 bar (abs.).

All parts according to the invention that are contacted by hydrogen chloride are always in a temperature range inside which the corrosion is low, because these parts are all located inside the steam drum, which is operated at a temperature level at which the corrosion is low, e.g. even in the case of water vapour-containing mixtures.

The shell boiler preferably comprises a flame tube, reversing chambers and following tube-bundle heat exchangers, which are installed in a boiler body.

Guide elements are particularly preferably located between the boiler wall and the heat exchanger tubes, said guide elements ensuring a uniform circulation of the water in the boiler. Combustion chamber, heat exchanger tubes and guide elements can be disposed in such a way that the circulation of the surrounding
water and the rising of the steam are ensured (free convection). A circulatory pump is not required here.

The product cooling tubes can preferably be passed upwards into the steam space, so that overheating (drying) of the generated steam is possible. Overheating of the steam can preferably also be carried out by the fact that steam is generated with a pressure higher than the network pressure and then becomes relieved of pressure in the network.

The combustion chamber and the heat exchanger incorporated downstream for the product cooling are preferably made from a metallic material and are parts of a steam generator.

The combustion chamber and the heat exchanger incorporated downstream for the product cooling are preferably made of steel and are parts of a steam generator.

The main components are preferably disposed vertically, although a horizontal arrangement is in principle also possible.

The combustion chamber, the heat exchanger and the steam drum are preferably disposed eccentrically. Generally, however, an arrangement usual in the trade is preferred.

It is particularly preferable for an HCl synthesis burner to be provided at the mouth opening of the flame tube.

The combustion chamber according to the invention is preferably protected against corrosion with a coating
on a silazane base. The useful life of the combustion chamber (flame tube) is thus lengthened considerably.

Furthermore, it is preferable for the combustion chamber to be protected against corrosion by a deposition welding process. Nickel-based alloys or other standard welding compounds with an increased corrosion resistance serve as welding compounds. Nickel itself or tantalum may also be particularly preferred. The latter are applied according to the so-called cladding process, a special deposition welding process.

A further variant for the protection of the combustion chamber is the coating of the same with ceramic protective layers. Surprisingly, they have a beneficial effect on the useful life of the combustion chamber, although they cannot be constituted gas-tight. The reason for this must therefore be the insulating and heat-radiating property of the coating. This ceramic, not absolutely gas-tight coating is particularly preferably applied to previously determined areas particularly subject to temperature loads, in order to on the one hand achieve their overheating and on the other hand to achieve a better thermal load distribution over the whole internal wall of the combustion chamber. Metal oxides, borides and carbides can be used as ceramic coatings. The latter are preferably deposited by plasma spraying. With the latter-mentioned deposition process, however, it is also possible to deposit high-melting metals and metal alloys, in particular those that are resistant in chlorine atmospheres.

Such an effective corrosion protection, but especially one also based on gas-tightness, can of course be achieved if melts are applied on the inner side of
components at risk of corrosion. A melt that can be used particularly effectively is for example enamel.

Furthermore, it is preferable for use to be made of steam for heating the boiler space or gas firing for heating the combustion chamber space in order to prevent corrosion.

The operating temperature of the evaporator lies between 170 and 240°C. According to the invention, the HCl product gas is cooled to 200-1200°C, preferably to 200-500°C and particularly preferably to 250-350°C. Good heat utilisation is thus possible.

Compared to external evaporators heated with pressurised water, a high degree of efficiency is possible according to the invention (temperature difference between circuit water and evaporator no longer present) and the plant is therefore much less expensive.

It is particularly preferable for the flame tube to be corrugated, so that the convective heat transfer portion on the side facing the boiler is increased.

Furthermore, it is particularly preferable that the flame direction of the flame tube can be operated from bottom to top and from top to bottom. The other components are to be disposed correspondingly.

According to the invention, the combustion chamber and the heat exchanger can be constituted to pressure-shock resistant, i.e. they withstand pressures that can arise with the addition of arbitrary mixtures of hydrogen and chlorine.
For the commissioning of the apparatus, the latter can be preheated and brought to operating temperature with an auxiliary burner or with steam from the network.

Leakage monitoring can be carried out by measuring the water vapour pressure in the product. The mode of operation of the apparatus according to the invention is safe, since leakages are to be expected only in the direction of the product side. In addition, the leakage can be detected via a drop in pressure in the steam system.

For early detection of critical corrosion rates, a modified corrosion measuring probe is preferably installed in the combustion chamber space in the apparatus according to the invention. The principle of such a probe is that a material identical to the evaporator is caused to corrode in a controlled manner under the prevailing combustion space conditions and a conclusion is drawn as to the progress of the corrosion by means of the change in resistance associated therewith. If required, the combustion chamber is thus overhauled in good time and no unexpected damaging events occur.

The invention is explained in greater detail below with the aid of diagrammatic drawings which are not to scale. In the figures:

Fig. 1 shows an apparatus for performing the method according to the invention, wherein the reversing chamber of the shell boiler is provided with a following one-sided tube register.

Fig. 2 shows an apparatus for performing the method according to the invention, wherein the
reversing chamber of the shell boiler is provided with a following concentric tube register.

The apparatus for performing the method is a shell boiler which works according to the waste heat boiler principle. The latter comprises a boiler body with an outer shell (11) and an internal flame tube, which surrounds the combustion chamber.

Located at the mouth opening of the flame tube (12) is an HCl synthesis burner (1), which is provided with a gas inlet for hydrogen (14) and a gas inlet (15) for chlorine. The combustion chamber, which for example is made of steel and can be constituted with a corrosion-resistant coating, is preferably bounded by the combustion chamber wall (12). A modified corrosion measuring probe (10) is installed in the combustion space on the combustion chamber wall (12) in the region of the boiler space (9).

The flame direction of the flame (13) is represented from bottom to top. Located above the flame (13) is the reversing chamber (8) with a welded-on steam collecting vessel (7), which is provided with a steam outlet (6). The reversing chamber (8) is completely surrounded by boiler water. The boiler water level (5) is represented. The reversing chamber (8) is provided with a following tube register (4), which can be constituted either one-sided, as shown in figure 1, or concentrically, as shown in figure 2. The HCl product gas cooled down to 250-280°C is collected in a following collecting vessel (3) and delivered through the product outlet (2).
CLAIMS

1. An apparatus for performing a method for hydrogen chloride synthesis from chlorine and hydrogen or from chlorine and hydrocarbons with integrated heat recovery, characterised in that the combustion chamber and the heat exchanger are disposed in the steam drum of a shell boiler, which operates according to the waste heat boiler principle.

2. The apparatus according to claim 1, characterised in that the shell boiler comprises a flame tube or combustion chamber, reversing chambers and following tube-bundle heat exchangers, which are installed in a boiler body.

3. The apparatus according to one or more of the preceding claims, characterised in that combustion chamber and the heat exchanger are made from a metallic material.

4. The apparatus according to one or more of the preceding claims, characterised in that the combustion chamber and the heat exchanger are made of steel.

5. The apparatus according to claim 2, characterised in that an HCl synthesis burner is provided at the mouth opening of the flame tube.

6. The apparatus according to claim 1, characterised in that the combustion chamber is protected against corrosion with a coating on a silazane base.
7. The apparatus according to one or more of the preceding claims, characterised in that steam is used for heating or gas firing in order to prevent corrosion.

8. The apparatus according to one or more of the preceding claims, characterised in that the HCl product gas is cooled down to 300-400°C, preferably to 200-300°C and particularly preferably to 250-280°C.

9. The apparatus according to one or more of the preceding claims, characterised in that the combustion chamber, the heat exchanger and the steam drum are disposed eccentrically.

10. The apparatus according to one or more of the preceding claims, characterised in that the flame tube is corrugated.

11. The apparatus according to one or more of the preceding claims, characterised in that the flame direction of the flame tube is operated from bottom to top and from top to bottom.

12. The apparatus according to one or more of the preceding claims, characterised in that a modified corrosion measuring probe is installed in the combustion space.