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The present invention relates to new and Se 
ful improvements in folding tables and more 
particularly to a picnic type table provided With 
permanent Seats Which are foldable With the 
legs against the botton of the tale. 
An irportant object of the invention is to 

provide bench type seats it each side of the table 
and Supported on foldable table legs whereby 
the seats may remain attached to the table while 
the legs are folded. 

As other object is to provide novel locking 
Sea is hosting the legS in Open position and in 
Which the locking means is carried by and con 
cealed in the seats when the taole is in its open 
position. 
A further object is to provide a device of this 

character of simple and practical construction, 
which is strong and durable, neat, and attractive 
in appearance, relatively inexpensive to Yale 
factie and otherWise Well adapted for the gull 
poses for Which the Saine is intended, 

Otheir objects and advantages reside in the tie 
tails of construction and operation as Enore fully 
hereinafter described and claimed, reference he 
ing had to the accompanying drawings fining 
part, hereof, wherein like numerals refer to like 
paits throughout, and in which: 

Figure is a perspective view; 
figuie 2 is a transverse Secticial view; 
Figure 3 is a longitudinal Sectional view taken 

on a line 3-3 of Figure 2; 
Figure 4 is a botton plan view of the table in 

folded position; 
Figure 5 is a longitudinal sectional view taken 

on a line 5-5 of Figure 2, and 
Figare 6 is a transverse Sectional view taken on 

a line - Of Figure 4. 
Referring now to the drawings in detail, where 

in for the purpose of illustration. We have dis 
closed a preferred embodiment of our inven 
tion, the numera 5 designates a table top hav 
ing transverse battens adjacent each end and 
to which pairs of legs are hinged for folding up 
wardly under the top. 

Each pair of legs is provided with a cross bar 
projecting outwardly at each side of the table 

Q form a seat support. 
Each seat 9 comprises upper and lower planks 
and secured to each other by Golts and 

nuts 2 at their ends and by bolts and nuts 3 
at their center. The opposing faces of the planks 
are formed with longitudinal grooves providing 
a slot 4 between the center and end bolts and 
nuts which extend from edge to edge of the seats 
and in Which Shafts 5 formed at the ends of 
croSS bars 8 are Slidable and which support the 
Seats. The Outer ends of Shafts are formed 
with heads 6 positioned at the outer edges of 
the seats to hold the seats thereon. 

Locking bars are pivoted at one end in the 
slots by bolts and nuts 8 adjacent the inner 
ends of the slots and are Swingable into and Out 
of longitudinal position with respect to the seats 
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to engage the shafts 5 and hold the Sane locked 
from sliding movement in the outer ends of the 
slots to thus lock the legs in an open position. 

In the operation of the device, When the legs 
are open, as shown in Figure 3, the locking bars 

are SWung into a longitudinal position in slots 
4 and concealed between upper and lower planks 
0 and to hold the shafts 5 in the outer ends 

of the slotS, and thus lock the legs iii Open posi 
tion against inward and upward Swinging nove 
ment under the table top. The hinges 9 for the 
legs are positioned at the inner edges of the bat 
tens 6 and with the upper ends of the legs bear 
ing against the bottoms of the battens to pre 
went OutWard SWinging movement of the legS. 
When it is desired to fold the tale, locking 

bars are swung into a crosswise position, as 
shown in Figures 4 and 6 and shafts 5 gay tien 
slide inwardly in the slots 4 and legs 2 ray the 
Swing upwardly under the table, while still con 
nected to the seats. 

In view of the foregoing description take: 
conjunction with the accompanying drawings it, 
is helieved that a clear understanding of the co 
struction, operation and advantages of the de 
vice will be quite apparent to those skilled in this 
art. A more detailed description is accordingly 
deemed unnecessary. 

It is to be understood, howeyer, that even 
though there is herein shown and described a 
preferred embodiment of the invention the same 
is susceptible to certain changes fully compre 
hended by the spirit of the invention as herein 
described and the scope of the appended claims, 
Having described the invention, what is 

claimed as new is: 
1. A folding table comprising a top having 

pairs of legs adjacent each end of the top and 
foldable under the top, a transverse bar carried 
by each pair of legs, seats at each side of the 
table supported on said bars, said seats having 
slots in which the bars are slidable during fold 
ing movement of the legs, and locking means for 
the legs concealed in said slots and engaging the 
bars to hold the legs in open position. 

2. A folding table comprising a top having 
pairs of legs adjacent each end of the top and 
foldable under the top, a transverse bar carried 
by each pair of legs, a seat at each side of the 
table and having slots in which the ends of the 
bars are slidable, and a locking bar in each slot 
and holding said transverse bar stationary to 
lock the legs in open position. 
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