Title: ULTRASONIC MACHINING MODULE

Abstract: A device for use in a machining system, including an ultrasonic transducer, wherein the ultrasonic transducer is adapted to receive a tool bit; a housing adapted to be both compatible with the machining system and to receive the ultrasonic transducer, wherein the housing is operative to isolate all radial and other vibrations generated by the ultrasonic transducer except the axial vibrations transmitted to the tool bit; and a tool holder, wherein the tool holder and the top portion of the housing are mechanically coupled to one another.

Published: — with international search report (Art. 21(3))
TITLE OF THE INVENTION
ULTRASONIC MACHINING MODULE

CROSS-REFERENCE TO RELATED APPLICATIONS

[0001] This patent application claims the benefit of U.S. Provisional Patent Application Serial No. 61/312,738 filed on March 11, 2010 and entitled "Accessory Module for Applying Ultrasonic Energy to Machining Tools," the disclosure of which is hereby incorporated by reference herein in its entirety and made part of the present U.S. utility patent application for all purposes.

BACKGROUND OF THE INVENTION

[0002] The described invention related generally to systems for machining materials and more specifically to a system for machining materials into which an ultrasonic machining module has been incorporated, wherein the ultrasonic machining module is compatible with a variety of machining processes.

[0003] Machining, which is a collective term for drilling, milling, reaming, tapping, and turning, is an enabling technology that impacts virtually all aspects of manufacturing in the United States and elsewhere. With regard to a specific example, a milling machine is a machining tool used to machine solid materials. Milling machines are typically classified as either horizontal or vertical, which refers to the orientation of the main spindle. Both types range in size from small, bench-mounted devices to much larger machines suitable for industrial purposes. Unlike a drill press, which holds the workpiece stationary as the drill moves axially to penetrate the material, milling machines move the workpiece axially and radially against the rotating milling cutter, which cuts on its sides as well as its tip. Milling machines are used to perform a vast number of operations, from simple tasks (e.g., slot and keyway cutting, planing, drilling) to complex tasks (e.g., contouring, diesinking).
The accessories and cutting tools used on machine tools (including milling machines) are referred to in aggregate as "tooling". Milling machines often use CAT or HSK tooling. CAT tooling, sometimes called V-Flange Tooling, is the oldest and probably most common type used in the United States. CAT tooling was invented by Caterpillar Inc. of Peoria, Illinois, to standardize the tooling used on Caterpillar machinery. HSK tooling, sometimes called "Hollow Shank Tooling", is much more common in Europe where it was invented than it is in the United States. The holding mechanism for HSK tooling is placed within the hollow body of the tool and, as spindle speed increases, it expands, gripping the tool more tightly with increasing spindle speed.

Improving the machinability of certain materials is of significant interest to manufacturers of military equipment and commercial hardware, as well as to machine tool builders. More specifically, very advanced materials such as armor plates and composites are notoriously difficult to machine with standard methods. High-speed systems and ultra-hard tool bits are used for materials such as these, but provide only a marginal increase in tool life and productivity. Significant improvements in the machinability of materials have been achieved by implementing advanced technologies such as laser, waterjet, and EDM cutting. However, these processes are high in capital cost, limited in application, and differ too much to be used in standard machine shops. Also, their application is limited to certain types of cuts in materials.

Ultrasonic-assisted machining was developed in the United States in the 1950's and was used for machining materials that were considered to be difficult to machine at the time. The more modern process of ultrasonic machining (UM) involves the application of high power ultrasonic vibrations to "traditional" machining processes (e.g., drilling, turning, milling) for improving overall performance in terms of faster drilling, effective drilling of hard materials, increased tool life, and increased accuracy. This is typically accomplished by using high speed steel (HSS) drill bits affixed to a shrink fit collet that is bolted to an ultrasonic (US) transmission line. In this context, UM is not the existing ultrasonic-based slurry drilling process (i.e., impact machining) used for cutting extremely hard materials such as glass, ceramics, quartz. Rather, this
type of UM concerns methods for applying high power ultrasonics to drills, mills, reamers, taps, turning tools, and other tools that are used with modern machining systems.

[0007] Although the use of ultrasonics with modern machining systems provides significant and numerous benefits, there are certain technical challenges involved, not the least of which is the incorporation of ultrasonic energy into machining systems that were not originally designed to accommodate this type of energy output. Thus, there is an ongoing need for an ultrasonic machining module that is compatible with and that may be incorporated into existing machining systems.

SUMMARY OF THE INVENTION

[0008] The following provides a summary of certain exemplary embodiments of the present invention. This summary is not an extensive overview and is not intended to identify key or critical aspects or elements of the present invention or to delineate its scope.

[0009] In accordance with one aspect of the present invention, a device for use in a machining system is provided. This device includes a magnetostrictive or piezoelectric ultrasonic transducer, wherein the ultrasonic transducer is adapted to receive a tool bit; and a housing adapted to be both compatible with the machining system and to receive the ultrasonic transducer, wherein the housing is operative to isolate all vibrations generated by the ultrasonic transducer except the axial vibrations transmitted to the tool bit.

[0010] In accordance with another aspect of the present invention, another device for use in a machining system is provided. This device includes an ultrasonic transducer, wherein the ultrasonic transducer is adapted to receive a tool bit; a housing adapted to be both compatible with the machining system and to receive the ultrasonic transducer, wherein the housing is operative to isolate vibrations generated by the ultrasonic transducer while at the same time still transmitting axial vibrations to the tool bit; and a tool holder, wherein the tool holder and the top portion of the housing are mechanically coupled to one another.
In yet another aspect of this invention, still another device for use in a machining system is provided. This device includes an ultrasonic transducer; a housing adapted to be both compatible with the machining system and to receive the ultrasonic transducer, wherein the housing is operative to isolate all vibrations generated by the ultrasonic transducer except the axial vibrations transmitted to the tool bit; and a tool holder, wherein the tool holder and top portion of the housing are mechanically coupled to one another, and wherein the tool holder is compatible with either CAT or HSK machining systems. The ultrasonic transducer further includes: a shrink-fit collet or other type of connector adapted to receive a tool bit; a plurality of air inlets formed in the front mass thereof; and a plurality of cooling vanes formed circumferentially around the front mass thereof beneath the air inlets, wherein the cooling vanes are operative to force air through the air inlets when the device is in operation. The housing further includes a plurality of air outlets formed therein, wherein air forced through the air inlets by the cooling vanes enters the housing, passes over the ultrasonic transducer and exits the housing through the air outlets; and a spring-like feature formed radially therein, wherein the spring-like feature is operative to isolate vibrations generated by the ultrasonic transducer when the device is in operation.

Additional features and aspects of the present invention will become apparent to those of ordinary skill in the art upon reading and understanding the following detailed description of the exemplary embodiments. As will be appreciated by the skilled artisan, further embodiments of the invention are possible without departing from the scope and spirit of the invention. Accordingly, the drawings and associated descriptions are to be regarded as illustrative and not restrictive in nature.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings, which are incorporated into and form a part of the specification, schematically illustrate one or more exemplary embodiments of the invention and, together with the general description given above and detailed description given below, serve to explain the principles of the invention, and wherein:
FIG. 1 is a perspective view of an ultrasonic machining module in accordance with an exemplary embodiment of the present invention;

FIG. 2 is an elevated view of the ultrasonic machining module of FIG. 1;

FIG. 3 is a cross-sectional view of the ultrasonic machining module of FIG. 1; and

FIG. 4 is a cross-sectional exploded view of the ultrasonic machining module of FIG. 1.

DETAILED DESCRIPTION OF THE INVENTION

Exemplary embodiments of the present invention are now described with reference to the Figures. Reference numerals are used throughout the detailed description to refer to the various elements and structures. Although the following detailed description contains many specifics for the purposes of illustration, a person of ordinary skill in the art will appreciate that many variations and alterations to the following details are within the scope of the invention. Accordingly, the following embodiments of the invention are set forth without any loss of generality to, and without imposing limitations upon, the claimed invention.

The present invention provides a detachable and/or replaceable machining module capable of applying ultrasonic energy to machining tools while operating within existing machining systems such as, for example, a Haas Machining Center. This machining module can be adapted to fit existing machinery and, in exemplary embodiments, utilizes a standard CAT/HSK-mount system that houses an ultrasonic transducer and provides the necessary means for attaching common machining tools. With reference now FIGS 1-4, one or more specific embodiments of this invention shall be described in greater detail.

As best shown in FIGS. 3-4, an exemplary embodiment of machining module 10 includes three basic components: tool holder 20, housing 40, and ultrasonic transducer assembly 70. Tool holder 20 includes upper portion 22, which further includes primary bore 24 formed therein for attaching machining module 10 to the main spindle (e.g., CAT 40, 60 or HSK) of a
machining system (not shown). Lower portion 26 of tool holder 20 includes a plurality of secondary bores 28 that cooperate with similar structures in housing 40 to mechanically couple tool holder 20 to housing 40 using connectors 49 (i.e., centering bolts). In some embodiments of the present invention, tool holder 20 is shrink-fit to housing 20 in addition to or instead of being bolted thereto.

[0021] Again, as best shown in FIGS. 3-4, housing 40 includes a rigid cylindrical body 42 that further includes a centrally located aperture 44 that is adapted to receive tool holder 20, and a bottom opening 54, into which ultrasonic transducer assembly 70 is inserted. As best shown in FIG. 1, circumferential electrical contacts 56 (i.e., slip rings) are positioned on the exterior of housing 40. As will be appreciated by the skilled artisan, the use of other types of electrical contacts is possible with this invention. For example, a single contact 56 may be utilized or the contacts may extend through the spindle of the machining system, while still providing or maintaining the flow of cooling air through the spindle. The top or upper portion of housing 40 includes a plurality of apertures 46 that connect to a plurality of bores 48 that correspond to the placement of bores 28 in tool holder 20 when machining module 10 is assembled. A series of connectors 49 (see FIG. 2) are inserted into bores 48 and 28 for the purpose of bolting tool holder 20 to housing 40. As best shown by FIG. 4, a plurality of air outlets 50 is formed in housing 20. As described in greater detail below, air outlets 50 cooperate with specific structures on ultrasonic transducer assembly 70 to cool machining module 10 when in use, thereby reducing or eliminating the need for any separate or external system or apparatus for cooling piezoelectric ceramics 74.

As best illustrated by FIG. 4, housing 40 also includes circumferential region 52, which acts as a vibration isolating spring, and as such is characterized as a "spring-like structure". In the exemplary embodiment, region 52 includes a contoured and thinned section of the material from which housing 40 is manufactured. When machining module 10 is in use, region 52 permits a degree of flexion in housing 40, thereby absorbing and/or isolating acoustic energy generated by ultrasonic transducer assembly 70 and preventing unwanted vibration from
traveling backward or upward into the spindle or other mechanical components of the machining system. Axial vibration generated by ultrasonic transducer assembly 70 is not diminished by region 52; therefore, torque is still delivered to the tool bit or other item that is attached to front mass 76 and that is being used to machine a workpiece. Within the context of this invention, the term "tool bit" should be understood to mean drill bit or any other any item that is attached to front mass 76. Essentially, region 52 is operative to absorb and/or isolate most or all vibrational modes except the axial vibrations directed toward the workpiece.

[0023] Again, as best illustrated by FIG. 4, ultrasonic transducer assembly 70 includes back mass 72, front mass 76, and a plurality of piezoelectric ceramics 74 positioned between these two structures. A plurality of electrodes 75 are sandwiched between piezoelectric ceramics 74, and bolt 86 passes through back mass 72, ceramics 74, electrodes 75 and a portion of front mass 76. When tightened, bolt 86 is operative to apply compressive force to piezoelectric ceramics 74. Although not shown in the Figures, a series of electrical lead wires are typically attached to at least one of the electrodes 75. These wires exit the interior of housing 40 either through housing 40 or though tool holder 20 where they then connect to circumferential electrical contacts 56. Brush contacts or other types of electrical contacts may be used to provide electricity to machining module 10. Transducer assembly 70 typically operates at power levels ranging from 1kW-5 kW and amplitudes ranging from 25μm-150μm.

[0024] In the exemplary embodiment of machining module 10 shown in the Figures, ultrasonic transducer assembly 70 further includes a plurality of cooling members, fins or vanes 78 that are located circumferentially around front mass 76 just beneath a plurality of air inlets 80 that are also formed in front mass 76. When machining module 10 rotates, vanes 78, which simulate a compressor wheel, are operative to draw air upward and through air inlets 80. Air then flows through the interior of housing 40 across ceramics 74 for cooling purposes, and exits housing 40 though air outlets 50. As shown in the Figures, the front or bottom area of front mass 76 includes a tapered collet 82 that further includes bore 84, which is adapted to receive a drill bit, milling tool, or other item. As will be appreciated by the skilled artisan, a drill bit or other
item (not shown) may be attached to collet 82 using the process known as shrink-fitting. By heating the mass around bore 84 uniformly, it is possible to significantly expand the diameter of the bore. The shaft of a drill bit or other item is then inserted into the expanded bore. Upon cooling the mass around the bore shrinks back to its original diameter and frictional forces create a highly effective joint. In an exemplary embodiment, the bottom edge of housing 40 is attached to the top portion of front mass 76 using a shrink-fit process for facilitating removal of case 40 for repairing ultrasonic machining module 10. As will be appreciated by the skilled artisan, other means of attaching tooling items to front mass 76 and/or attaching housing 40 to transducer assembly 70 are possible and are compatible with the present invention.

[0025] In an exemplary embodiment, some or all of the metal components of ultrasonic machining module 10 are manufactured from A2 tool steel. Alternatively, D2, SS, 4140, and/or 350-M tool steel may be used. Regardless of the material used, front mass 76 and back mass 72 may both be manufactured from the same material as a means for reducing amplitude. In general terms, mixing of the mass of these components adjusts amplitude. In the exemplary embodiment shown in the Figures, total module length is about 7.5 inches (19.1 cm). However, the present invention is scalable and miniaturized variants of ultrasonic machining module 10 are compatible with medical and surgical systems and devices, among other applications.

[0026] While the present invention has been illustrated by the description of exemplary embodiments thereof, and while the embodiments have been described in certain detail, it is not the intention of the Applicant to restrict or in any way limit the scope of the appended claims to such detail. Additional advantages and modifications will readily appear to those skilled in the art. Therefore, the invention in its broader aspects is not limited to any of the specific details, representative devices and methods, and/or illustrative examples shown and described. Accordingly, departures may be made from such details without departing from the spirit or scope of the applicant's general inventive concept.
CLAIMS

What is claimed:

1. A device for use in a machining system, comprising:
   (a) an ultrasonic transducer, wherein the ultrasonic transducer is adapted to receive a tool bit; and
   (b) a housing adapted to be both compatible with the machining system and to receive the ultrasonic transducer, wherein the housing is operative to isolate all vibrations generated by the ultrasonic transducer except axial vibrations transmitted to the tool bit.

2. The device of claim 1, further comprising a tool holder, wherein the tool holder and the top portion of the housing are mechanically coupled to one another.

3. The device of claim 2, wherein the tool holder is compatible with either CAT or HSK machining systems.

4. The device of claim 1, wherein the ultrasonic transducer further includes a shrink-fit collet adapted to receive the tool bit.

5. The device of claim 1, wherein the ultrasonic transducer further comprises:
   (i) a front mass;
   (ii) a back mass;
   (iii) a plurality of piezoelectric ceramics positioned between the front mass and back mass;
   (iv) at least one electrode sandwiched between the piezoelectric ceramics; and
   (v) a bolt passing through the front mass, back mass, ceramics, and electrodes, wherein the bolt is operative to apply compressive force to the ceramics.

6. The device of claim 5, wherein the mass of the material of the back mass is substantially the same as the mass of the material of the front mass.
The device of claim 5, wherein the ultrasonic transducer further includes a plurality of air inlets formed in the front mass; a plurality of cooling vanes formed circumferentially around the front mass beneath the air inlets; and wherein the plurality of cooling vanes is operative to force air through the air inlets and into the housing when the device is in operation.

The device of claim 7, wherein the housing further includes a plurality of air outlets formed therein, and wherein air forced into the housing by the cooling vanes passes over the ultrasonic transducer and exits the housing through the air outlets.

The device of claim 1, wherein the housing further includes a spring-like feature formed radially therein, and wherein the spring-like feature is operative to isolate vibrations generated by the ultrasonic transducer when the device is in operation.

The device of claim 1, wherein the housing further includes at least one electrical contact mounted on the external surface thereof.

A device for use in a machining system, comprising:

(a) an ultrasonic transducer, wherein the ultrasonic transducer is adapted to receive a tool bit;

(b) a housing adapted to be both compatible with the machining system and to receive the ultrasonic transducer, wherein the housing is operative to isolate all vibrations generated by the ultrasonic transducer except axial vibrations transmitted to the tool bit; and

(c) a tool holder, wherein the tool holder and the top portion of the housing are mechanically coupled to one another.

The device of claim 11, wherein the tool holder is compatible with either CAT or HSK machining systems.
(13) The device of claim 11, wherein the ultrasonic transducer further includes a shrink-fit collet adapted to receive the tool bit.

(14) The device of claim 11, wherein the ultrasonic transducer further comprises:

(i) a front mass;
(ii) a back mass;
(iii) a plurality of piezoelectric ceramics positioned between the front mass and back mass;
(iv) at least one electrode sandwiched between the piezoelectric ceramics; and
(v) a bolt passing through the front mass, back mass, ceramics, and electrodes, wherein the bolt is operative to apply compressive force to the ceramics.

(15) The device of claim 14, wherein the ultrasonic transducer further includes a plurality of air inlets formed in the front mass; a plurality of cooling vanes formed circumferentially around the front mass beneath the air inlets; and wherein the plurality of cooling vanes is operative to force air through the air inlets and into the housing when the device is in operation.

(16) The device of claim 15, wherein the housing further includes a plurality of air outlets formed therein, and wherein air forced into the housing by the cooling vanes passes over the ultrasonic transducer and exits the housing through the air outlets.

(17) The device of claim 11, wherein the housing further includes a spring-like feature formed radially therein, and wherein the spring-like feature is operative to isolate all vibrations generated by the ultrasonic transducer when the device is in operation except axial vibrations transmitted to the tool bit.

(18) The device of claim 11, wherein the housing further includes at least one electrical contact mounted on the external surface thereof.
A device for use in a machining system, comprising:

(a) an ultrasonic transducer, wherein the transducer further includes:
   (i) a shrink-fit collet adapted to receive a tool bit;
   (ii) a plurality of air inlets formed in the front mass thereof; and
   (iii) a plurality of cooling vanes formed circumferentially around the front mass thereof beneath the air inlets, wherein the cooling vanes are operative to force air through the air inlets when the device is in operation; and

(b) a housing adapted to be both compatible with the machining system and to receive the ultrasonic transducer, wherein the housing is operative to isolate all vibrations generated by the ultrasonic transducer except axial vibrations transmitted to the tool bit; and wherein the housing further includes:
   (i) a plurality of air outlets formed therein, wherein air forced through the air inlets by the cooling vanes enters the housing, passes over the ultrasonic transducer and exits the housing through the air outlets; and
   (ii) a spring-like feature formed radially therein, wherein the spring-like feature is operative to isolate radial vibrations generated by the ultrasonic transducer when the device is in operation; and

(c) a tool holder, wherein the tool holder and top portion of the housing are mechanically coupled to one another, and wherein the tool holder is compatible with either CAT or HSK machining systems.

The device of claim 19, wherein the ultrasonic transducer further comprises:

(i) a front mass;
(ii) a back mass;
(iii) a plurality of piezoelectric ceramics positioned between the front mass and back mass;
(iv) at least one electrode sandwiched between the piezoelectric ceramics; and
(v) a bolt passing through the front mass, back mass, ceramics, and electrodes, wherein the bolt is operative to apply compressive force to the ceramics.
**INTERNATIONAL SEARCH REPORT**

**A. CLASSIFICATION OF SUBJECT MATTER**

**IPC(8) -** H02N 2/00 (2011.01)

**USPC -** 310/323.18

According to International Patent Classification (IPC) or to both national classification and IPC

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)

IPC(8) - H02N 2/00 (2011.01)

USPC - 310/323.12, 323.18, 323.19, 325; 451/165

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic database consulted during the international search (name of database and, where practicable, search terms used)

USPTO EAST System (US-PGPUB; USPAT; USOCR; FPRS; EPO; JPO; DERWENT), PatBase

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>3-6, 12-14</td>
</tr>
<tr>
<td>Y</td>
<td>US 6,924,585 B2 (GOODSON) 02 August 2005 (02.08.2005) entire document</td>
<td>5, 6, 14</td>
</tr>
<tr>
<td>A</td>
<td>US 6,204,592 B1 (HUR) 20 March 2001 (20.03.2001) entire document</td>
<td>1-20</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

<table>
<thead>
<tr>
<th>Special categories of cited documents:</th>
</tr>
</thead>
<tbody>
<tr>
<td>&quot;A&quot; document defining the general state of the art which is not considered</td>
</tr>
<tr>
<td>to be of particular relevance</td>
</tr>
<tr>
<td>&quot;E&quot; earlier application or patent but published on or after the international</td>
</tr>
<tr>
<td>filing date</td>
</tr>
<tr>
<td>&quot;L&quot; document which may throw doubts on priority claim(s) or which is</td>
</tr>
<tr>
<td>cited to establish the publication date of another citation or other</td>
</tr>
<tr>
<td>special reason (as specified)</td>
</tr>
<tr>
<td>&quot;O&quot; document referring to an oral disclosure, use, exhibition or other</td>
</tr>
<tr>
<td>means</td>
</tr>
<tr>
<td>&quot;P&quot; document published prior to the international filing date but later</td>
</tr>
<tr>
<td>than the priority date claimed</td>
</tr>
</tbody>
</table>

T later document published after the international filing date or priority |

date and not in conflict with the application but cited to understand the |

principle or theory underlying the invention

X document of particular relevance; the claimed invention cannot be |

considered novel or cannot be considered to involve an inventive |

step when the document is taken alone

Y document of particular relevance; the claimed invention cannot be |

considered to involve an inventive step when the document is |

combined with one or more other such documents, such combination |

being obvious to a person skilled in the art

* document member of the same patent family

**Date of the actual completion of the international search**

26 April 2011

**Date of mailing of the international search report**

05 MAY 2011

Name and mailing address of the ISA/US

Mail Stop PCT, Attn: ISA/US, Commissioner for Patents

P.O. Box 1450, Alexandria, Virginia 22313-1450

Facsimile No. 571-273-3201

Authorized officer: Blaine R. Copenheaver

PCT Helpdesk: 571-272-4300

PCT OSP: 571-272-7774

Form PCT/ISA 210 (second sheet) (July 2009)