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1. 
This invention relates to an ornamental handle 

for an umbrella, parasol, or like implement. 
Umbrella handles have heretofore been Various 

ly formed, frequently with a cord in the form of a 
loop which is attached to some part of the handle 
and may serve to encircle the arm. So that the 
handle may be used to suspend the implement 
from the wrist of the user. Usually this cord has 
no elasticity. It is of braided yarns and has little 
or no ornamental appeal. 
One of the objects of this invention is to pro 

vide a loop which will serve as an ornamental 
bracelet to be placed on the arm of the user and 
which will serve as a means for Suspending an 
umbrella, or like implement therefrom. 
Another object of the invention is to provide 

a bracelet handle which will have some elasticity 
and yet will be strong and durable and have a 
long-lasting life. 
Another object of the invention is to provide a 

construction by which an elastic metal band may 
be secured in looped form by a Secure attaching 
eaS 
Another object of the invention is to provide a, 

highly ornamental handle with the loop arranged 
symmetrically with reference thereto and extend 
ing in elongation of the handle. 
Another object of the invention is to provide a 

means for attaching the ends of the loop to the 
handle which will be so hidden from view as not 
to mar the highly ornamental appearance of the 
device. 
With these and other objects in View, the inven 

tion consists of certain novel features of construc 
tion as will be more fully described and par 
ticularly pointed out in the appended claims. 
In the accompanying dra WingS: 
Figure is a perspective view of the loop or 

bracelet upon the upper end of an umbrella handle 
which is shown fragmentally; 

Figure 2 is a section on line 2-2 of Figure 1 of 
a fragmental portion of the device ShoWn. On a 
larger Scale; 
Figure 3 is a perspective exploded view of vari 

ous portions of the device which are illustrated in 
Figure 1. 
In proceeding with this invention, we utilize a 

tubular structure formed by inner and Outer heli 
cally coiled channel members which are relatively 
movable so that the tube may be extended until 
the side walls of the channels engage and limit 
the extension. The ends of the loop are brought 
together in parallel arrangement and Secured in 
such position by means of a U member, each of 
the two arms extending into a tubular end of the 
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loop and there secured by having a recess in the 
arm with the stock of the inner helical coil being 
defected into the recess so as to lock it in position. 
A threaded stud may extend from this U to paSS 
through a ball or some ornament which is receSSed 
to receive the U, while a cap may be provided to 
cover the recess and fit snugly about the helically 
coiled bracelet. This stud may also be used for 
attachment to another portion of the handle On 
which the parts above described are to be 
mounted. 
With reference to the drawings, I have illus 

trated a loop which is formed from tWO helical 
metal coils, there being an outer helical coil 9, as 
shown in Figure 2, and an inner helical coil , 
as there shown. The Outer helical coil has its 
edges flanged inwardly, while the inner helical 
coil has its edges flanged outwardly, these flanges 
interlocking. The tube thus formed has extenda 
bility to the amount permitted by the flanges of 
the inner coil engaging the flanges of the Outer 
coil and Will be limited to this amount of ex 
pansion. There is sufficient elasticity So that the 
tubular loop Willi contract after So extended. 
The two ends of this tubular helical coil 5 and 
6 are hollow as at 7 and 8 so as to receive the 
arms 9 and 2 of the U nember 2 which haS 
a connecting bridging portion 22 between the arms 
9 and 2. This member 2 serves to Secure the 

portions f5 and 6 in generally parallel relation 
and assembled as shown in Figures 1, 2 and 3. 
The arms 9 and 26 are inserted into the tubular 
openings 7 and 8. The tube is expanded and 
the Outer helical coil Will thus expose the Stock 
of the inner helical coil Which is So Struck as to 
drive the portions 23 and 24 thereof into the open 
ings 25 and 26 of the arms and thus lock the arms 
and the ends 5 and 6 in assembled relation. 
A threaded stud 2 extends from the bridge 22 

of this U member 2 and may pass through some 
Ornament 28 which may be threaded as at 29 to 
receive it, or the stud may pass freely through an 
Ornament and be secured by some other leans. 
The ornament 28 is recessed as shown in Figure 2 
at 38 so as to receive the U member 2: therein, 
While a cap 3 having an opening 32 shaped to 
Snugly fit about the portions 5 and 6 may serve 
as a cap to embrace these portions and cover the 
recess 3G, as will be clearly seen in Figures 1 and 
2. It will be noted that there are projections 33 
which conform to the oval shape of the helically 
coiled tube so as to fit Snugly thereabout. It will 
also be noted that there is a further recess 34 of a 
shallow extent substantially the thickness of the 
cap 3. So that this cap will fit flush with the outer 
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surface of the ornament as shown at 35 to en 
hance the appearance of the device. 
The ornament 28 will ordinarily be of some non 

metallic material, such for instance as a resin 
plastic, while the other parts will be of metal. 
The cap and bracelet portion it will usually be of 
some plated or ornamented stock and be highly 
attractive in appearance, these being the partS 
Which are observable When in use. 
By the above construction a bracelet is provided 

which may embrace the wrist of the wearer and be 
highly ornamental while at the same time Serving 
as a means for Suspending an umbrella or parasol 
from the arm of the user. 
We claim: 
i. An implement handie comprising inner and 

Outer interlocked helically coilet Channel inen 
bers forming an elastic tube, said tube being dis 
posed in a loop with the end portions parallel and 
in adjacency, a member of U shape having a pair 
of arms, each arm extending into an open end of 
the loop, and means interlocking one of said 
coiled channel members and the arm extending 
thereinto, said U member having a bridging por 
tion between said arms and a threaded stud ex 
tending from Said bridging portion. 

2. An inplement handle as in claim 1 wherein 
an Ornament having a recess receives said U 
member and einbraces Said Stud which passes 
therethrough. 

3. An implement handle as in claim 1 wherein 
an Ornanent having a receSS receives Said U 
member and embraces Said Stud Which passes 
therethrough and a cap embracing said parallel 
portions of the loop engages said ornament and 35 
COWerS Said receSS. 
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4. 
4. An implement handle comprising inner and 

outer interlocked helically coiled channel mem 
bei's forming an elastic tube, said tube being dis 
posed in a icop With the end portions parallel and 
in adjacen gy, a heinber of U shape having a pair 
of ars, each arm extending into an open end of 
the loop, and means interlocking one of said coiled 
chaniel members and the arm extending there 
into, the interlocking means comprising a re 
ceSS in Said arm and the Stock of the inner chan 
nel member extending into the recess. 

5. An implement handle comprising an elastic 
tube having an inner helically coiled channel 
member with its side walls extending outwardly 
and an outer helically coiled channel member 
With its side Walls extending in Wardly, said side 
Walls being interlocked by reason of one member 
bridging the edges of the other member, said 
tube being disposed in a loop With the end por 
tions parallel and in adjacency, a member of U 
shape having a pair of artins, each artin extending 
into an open end of the loop, and means inter 
locking one of Said coiled channel members and 
the airn) extending thereinto. 

6. An implement handle as in claim 5 wherein 
the interlocking means connprises a recess in Said 
arin and the Stock of the inner channel member 
extending into the recess. 
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