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UNITED STATES PATENT OFFICE. 
GAIUS LEWIS MERRELL OF SYRACUSE, N. Y. 

MACHINE FOR CLEANING THE TOPS OF CANS. 

SPECIFICATION forming part of Letters Patent No. 436,836, dated September 23, 1890. 
Application filed April 20, 1888, Serial No. 27,367, (No model.) 

To all whom it may concern: 
Beit known that, GAIUS LEWISMERRELL, 

mounted one above the other, and upon the 
standards c' on the outside of the track at, I 

"-en---...-. 

of Syracuse, in the county of Onondaga, in the secure like guide-rails c, which are provided 55 
State of New York, have invented new and 
useful Improvements in Machines for Clean 
ing the Tops of Cans, of which the following, 
taken in connection with the accompanying 
drawings, is a full, clear, and exact descrip 
tion. 
-This invention relates to machines for clean 

ing cans previous to Sealing; and it consists 
in certain peculiarities of the construction 
and arrangement of the same, Substantially 
as will be hereinafter more fully set forth and 
claimed. 
In order to enable other's skilled in the art 

to which my invention pertains to make and 
use the same, I will now proceed to describe 
its construction and operation, referring to 
the accompanying drawings, in which 

Figure 1 is a top plan view of my machine; 
Fig. 2, a side elevation of the same; Fig. 3, a 
plan of one end of the machine, showing two 
brushes in use; Fig. 4, a transverse section of 
the same. Fig. 5 is a detail side view of the 
brush and its supporting-bracket. Fig. 6 is 
a plan of the mode of securing and adjusting 
this bracket. Fig. 7 shows the hood which is 
placed over the brush when water is used 
with it. Fig. 8 is a detail section of the ad 
justable guide-rail. Fig. 9 is a top plan view 
of the rail shown in Fig. 8, still further illus 
trating the same. Fig. 10 is an enlarged de 
tail of the bearing in which the arms fare 
secured; and Fig. 11 is an isometric view of 
the bracket supporting the brushes. 

C, represents the main frame of my ma 
chine, of suitable size and form, provided with 
a pair of rails, forming a track Ct', which ex 
tends from the feeding-table a'at one end of 
the main frame, doWIn one side, around the 
end, and up the other side of the machine 
to the point of discharge, as will be seen in 
the drawings. In each end of the machine 
is journaled a large sprocket-wheel b, over 
which runs an endless carrier-chain b', pro 
vided at suitable intervals with armst', which 
project over the track C. and serve, as shown, 
to carry the cans through the machine. On 
either side of the track a' and projecting 
above the same are standards, and to the in 
ner standards c', I secure the guide-rails c c, 

with slots c, through which are passed the 
clamping screws or bolts c, engaging the 
brackets c. When, after feeding cans of a 
given size through my machine, it is neces 
sary to feed cans of another size, it will be 
observed that these clamping screws or bolts 
c may be loosened and the outer rails cad 
justed to the desired distance from the inner . 
guide-rails c, and in order to allow this ad 
justment of the rails at the bend I prefer 
ably make the outer guide-rails of two sepa 
rate pieces joined together at the center and 
provide the same with a suitable aperture or 
opening, So that when the guide-rails are ad 
justed along their straight portion the curved 
part of the same can also be adjusted, as 
shown in Figs. 1 and 9. . . . . 
Upon the shaft of the rear sprocket-wheelb 

is secured a worm-wheeld, and in the bracket 
d on the frame is journaled a horizontal shaft 
d', provided with a Worm d, which engages 

65 

75 

and drives the worm-wheel, and through it 
imparts motion to the sprocket-wheels and 
their endless carriers, as will clearly appear 
by an inspection of the drawings. The bracket 
d", as will more clearly be noted in Fig. 6, is 
pivoted on the sprocket-wheel shaft, and is 
provided with a clamping-screwe, Working in 
a curved slot e' in the frame, so that the 
bracket may be readily set at an angle, and the 
shaft d is therefore supported at an angle 
transversely to the main frame, and this an 
gle is varied at pleasure by adjusting the piv 
oted bracket. 
is secured a pulleye, to which power is trans 
mitted in any suitable manner from any de-. 
sired motor. Hinged upon the shaft dis a 
bracket f, to opposite arms 

Upon one end of the shaft d 

f of which are 
secured the armsf, in the outer ends of which ... s 
is journaled a vertically-revolving brush f', 
driven by means of a sprocket-wheelf, con 
nected by a chain f with a similar wheel on 
the shaft d, as illustrated. The arms 

and revolve upon the tops of the line of cans 
as they are carried beneath it in the guide 

fare. 
of sufficient size to permit the brush to rest. 

95. 
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track, and thus all dirt and foreign matter of 
any kind are effectually cleaned off the tops of 
the cans previous to their being sealed The 
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bracket f8 swings on the shaft d as a pivot, 
and projecting downwardly from said bracket 
is the arm f, (shown in Figs. 5 and 10,) in 
which is secured a regulating-screwg'. 
extremity of said regulating-screw bears upon 
the arm d of the bracket d', (shown in Fig. 
11) and as the screw g’ is turned into the de 
pending projection f the said projection is 
forced away from the bracket d' and the 
brush is elevated. By this means it will be 
seen that the brush can be allowed to rest 
against the can-top with greater or less force, 
accordingly as the brush is elevated or de 
pressed. - 

The cans are filled with the material in 
tended, and as no perfect soldering or sealing 
of the can-top can be had unless all dirt is re 
moved and a clean surface of the can ex 
posed they are placed in this machine, and by 
means of the carrier-belt and its projecting 
arms are carried around beneath the brush, 
which is rapidly revolved and effectually 
cleans them preparatory to sealing. Two 
points will be noted in connection with the 
cleaning-brush, one of which is that it is re 
volved in a vertical position and the other 
that it is held at an angle to the line of mo 
tion of the cans. 
. In the use of the horizontally-revolving 
brushes often used in similar machines, the 
brushes do not have a chance to clear them 
selves, but soon become clogged and stiff with 
the matter brushed off the tops of the cans, 
particularly if the contents of the cans are of a 
sticky nature and a little is spilled over the 
can in filling it. My brush, revolving verti 
cally, has room. to throw off this matter and 
clear itself and at the same time more effect 
ually enters the circular indentation which 
usually surrounds the central opening of such 
cans. By placing the brush at an angle to 
the line of motion of the can, it will be under 
stood that as the carrier feeds the cans toward 
the brush the combined force of the two-that 

brush rests with a degree of force upon the 
can, revolve the same during the operation of 
the brush as the cans are fed thereto. By 
thus revolving the can by the combined action 
of the carrier and the brush, it will be ob 
served that a feature of great advantage ac 
crues, since the circular inlet-opening in the 
top of the can can be more effectually cleaned, 
and this revolving of the can is a feature of 
great advantage. Moreover, as the brush is at 
an angle to the line of motion of the carrier, the 
sharp edges of the central opening of the can 
pass entirely across the face of the brush and 
so wear the brush evenly and form no ridges, 
as is the case where this angular position is 
not adhered to, thereby greatly extending the 
life and usefulness of the brush. 
In order to prevent the cans being brushed 

from the carrier by the action of the verti 
cally-revolving brush, I provide guides for the 

The 
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cans, which extend a desired distance above 
the plane of the base of the cans and effectu 
ally prevent their dislodgment, 
I do not desire to confine myself to the use 

of one brush or to its particular location, as 
described, and seen in Figs. 1 and 2, as this 
may be varied with good effect withoutin any 
way departing from the spirit of my inven 
tion. Thus in Figs. 3 and 4 I have illustrated 
a somewhat modified form of machine em 
bodying exactly the same principles as the 
other. In this case the main frame, can-guide, 
sprocket-wheels, and endless carrier are made 
and used as previously described. The worm 
wheel and its worm-shaft and bracket are in 
this case placed upon the forward Sprocket, 
and the worm-shaft d may extend trans 
versely across the machine at right angles to 
its length. Two brushes f” are used-one on 
each end of the shaft-arranged and driven 
exactly as before described. It will be ob 
served that these brushes rest upon the line 
of passing cans upon the curve in which they 
are carried around the end of the machine, 
and that in consequence each brush revolves 
at an angle to the line of motion of the can 
just as described and produces the same re 
sult thereby. 
Two brushes are sometimes necessary when 

the nature of the contents of the cans renders 
them difficult to clean, &c., and in some cases 
I provide one of the brushes with a hood h, 
as in Fig. 7, having an opening or funnel h" 
on its upper side, through which water is 
supplied to the brush from any convenient 
source to aid in cleaning the can and prevent 
the brush from clogging, &c. When this is 
used, I provide the main frame beneath the 
track with a pan h, into which the water 
thrown off the brush falls and is conducted 
off, as desired. This form of machine, while 
quite different in appearance, is exactly the 
same in effect and operation as that first de 
scribed, and is in no sense a departure from is, the straightforward motion of the carrier 

and the rotation of the brush at an angle to 
the line of motion of the carrier-will, if the 

the spirit of my invention. - 
It is obvious that the bottom of the can 

guide may be solid instead of composed of 
the track shown; but I prefer the open con 
struction illustrated, as it permits all dirt 
and other matter to fall through, and there is 
nothing to interfere with the passage of the 
Cal. - 

The manner of adjusting the outer guide 
rail might be somewhat varied, and also, if 
desired, the inner guide-rail might be ada 
justable, or one guide-rail on either side of 
the track a might be used instead of the two 
now used; but such is not my preferred con 
struction of the parts. 
Having thus fully described my invention, 

what I claim as new, and desire to secure by 
Letters Patent, is 

1. In a machine for cleaning the tops of 
cans, the combination, with the guideway and 
the feed or carrier for moving the cans through 
the machine, of a vertically-revolving clean 
ing-brush set at an angle to the line of mo 
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tion of the carrier, substantially as and for 
the purpose specified. 

2. The combination, with a guideway, and a 
carrier for moving the cans, of a brush set at 
an angle to the line of motion of the carrier 
and adjustable thereto so as to brush off the 
cans at a greater or less angle to the line of 
motion of the carrier, substantially as and 
for the purpose specified. 

3. In a machine for cleaning the tops of 
cans, the combination, with the main frame, 
the guideway, and the can feed or carrier, of 
a revolving cleaning-brush, a hinged support 
for said brush for approximating the same to 
the can feed or carrier, and a screw for ad 
justing said hinged support to move the brush 
toward and away from the can-feed, substan 
tially as and for the purpose set forth. 

4. The combination of the supporting 
frame, a guideway for the cans, an adjust 
able guide-rail adjusting the guideway to 
any sized can, with a brush for cleaning the 
tops of the cans, substantially as and for the 
purpose set forth. 

5. The combination, with a brush set at an 
angle to the line of motion of the cans, of an 
adjustable guideway for the cans, substan 
tially as and for the purpose specified. 

6. In a machine for cleaning the tops of 
cans, the combination of the main support 
ing-frame provided with parallel bars or 
rails forming a guideway for the cans, one of 
which is slotted and provided with clamping 
screws, whereby said guideway may be ad 
justed to suit different-sized cans, substan 
tially as and for the purpose set forth, 

7. The combination, with the main sup 
porting-frame, of a support for the base of 
the cans, guide-rails above said support for 
guiding the cans, one of which guide-rails is 
adjustable to suit different-sized cans, and a 
feed or carrier for feeding the cans through 
said guide-rails, substantially as and for the 
purpose specified. 

8. In a machine for cleaning the tops of 
cans, the combination, with the main sup 
porting-frame provided with parallel bars 
forming a track upon which the cans move, 

of guide-rails upon each side of Said track, 
one of which guide-rails is slotted and pro- 5o 
vided with clamping-screws, whereby said 
rails may be adjusted to suit different-sized 
cans, substantially as and for the purpose 
specified. 

9. In a machine for cleaning the tops of 55 
cans, the combination, with the main support 
ing-frame, of guide-rails forming a U-shaped 
guideway for the cans, one of which guide 
rails is composed of two partshinged together 
at the curved central portion of the U and 6o 
adjustable toward and away from the oppo 
site guide-rail, substantially as and for the 
purpose specified. 

10. The combination, with a brush revolved 
to clean the tops of the cans, of a guideway 65 
for the can and a belt having arms actuated 
to feed the cans through the guideway, sub 
stantially as and for the purpose specified. 

11. In a machine for cleaning the tops of 
cans, the combination, with the main frame, of 7o 
the can guide, a pair of sprocket-wheels, and 
an endless carrier-chain passing over said 
wheels and provided with arms for engaging 
the cans and feeding the same through the 
guideway, substantially as and for the pur- 75 
pose specified. 

12. In a machine for cleaning the tops of 
cans, the combination, with a main frame, a 
can-guide, a pair of sprocket-wheels, and an 
endless-chain carrierpassing over said wheels, 8o 
of an adjustable bracket pivoted upon the 
shaft of one of the sprocket-wheels, an arm 
hinged to said bracket, and a revolving brush 
supported by said arm, whereby the angle of 
the brush is changed by adjusting the bracket, 85 
substantially as and for the purpose specified. 
Intestimony whereof Ihave hereunto signed 

my name, in the presence of two attesting wit 
nesses, at Syracuse, in the county of Onon 
daga, in the State of New York, this 16th day 9o 
of April, 1888. 

G. LEWIS MERRELL, 
Witnesses: 

FREDERICK H. GIBBS, 
ARTHUR E. PARSONS. 

  


