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COLOR SHIFTING CARBON-CONTAINING 
INTERFERENCE PIGMENTS 

BACKGROUND OF THE INVENTION 

1. The Field of the Invention 
The present invention is related generally to thin film 

optical coatings for producing color. More specifically, the 
present invention is related to multilayer thin film interfer 
ence coatings or flakes which exhibit color shifting proper 
ties with changes in angle of incident light or in viewing 
angle. 

2. The Relevant Technology 
Color shifting pigments and colorants have been used in 

numerous applications, ranging from automobile paints to 
anti-counterfeiting inkS for Security documents and cur 
rency. Such pigments and colorants exhibit the property of 
changing color upon variation of the angle of incident light, 
or as the viewing angle of the observer is shifted. The 
primary method used to achieve Such color shifting colo 
rants is to disperse Small flakes, which are typically com 
posed of multiple layers of thin films having particular 
optical characteristics, throughout a medium Such as paint or 
ink that may then be Subsequently applied to the Surface of 
an object. 
The color shifting properties of the colorant can be 

controlled through proper design of the optical coatings or 
films used to, form the flakes. Desired effects can be 
achieved through the variation of parameterS Such as thick 
neSS of the layerS forming the flakes and the index of 
refraction of each layer. The changes in perceived color 
which occur for different viewing angles or angles of inci 
dent light are a result of a combination of Selective absorp 
tion of the materials comprising the layerS and wavelength 
dependent interference effects. The absorption characteris 
tics of a material as well as interference phenomena are 
responsible for the basic color which is observed. The 
interference effects, which arise from the Superposition of 
the light waves that have undergone multiple reflections and 
transmissions within the multilayered thin film Structure, are 
responsible for the shifts in perceived color with different 
angles. 

Examples of color shifting thin films are disclosed in U.S. 
Pat. No. 4,705.356 to Berning et al. In one embodiment 
therein, a three layer metal(1)-dielectric-metal(2) Stack is 
disclosed in which metal(1) is a relatively thin, highly 
absorptive material, metal(2) is a highly reflecting, essen 
tially opaque metal, and the dielectric is a low index of 
refraction material. In an alternative embodiment, an all 
dielectric Stack is disclosed. These designs, however, require 
the use of So-called Subtractive colorant carrying Super 
Strates which utilize dyes to achieve the desired colors. 

Further improvements in the optical characteristics of thin 
film flakes which may be used in paints and inkS Such as for 
anti-counterfeiting applications are disclosed in U.S. Pat. 
No. 5,135,812 to Phillips et al. According to this patent, a 
Symmetrical optical multilayer film is composed either of 
transparent all-dielectric Stacks, or transparent dielectric and 
Semi-transparent metallic layered Stacks with an opaque 
reflector in the center of an optical Stack. In the case of an 
all-dielectric Stack, the optical coating is made of alternating 
layers of high and low refractive index materials. Suitable 
materials disclosed are Zinc Sulfide or titanium dioxide for 
the high indeX layers, and magnesium fluoride or Silicon 
dioxide for the low index layers. 

In U.S. Pat. No. 5,278.590 to Phillips et al., a symmetric 
three layer optical interference coating is disclosed which 
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2 
comprises first and Second partially transmitting absorber 
layers which have essentially the Same composition and 
thickness, and a dielectric Spacer layer located between the 
first and second absorber layers. The dielectric layer is 
composed of a material having a low index of refraction 
Such as magnesium fluoride. 

High chroma interference platelets for use in paints, 
including color shifting and nonshifting Single color 
platelets, are disclosed in U.S. Pat. No. 5,571,624 to Phillips 
et al. These platelets are formed from a symmetrical multi 
layer thin film Structure in which a first Semi-opaque layer 
Such as chromium is formed on a Substrate, with a first 
dielectric layer formed on the first Semi-opaque layer. An 
opaque reflecting metal layer Such as aluminum is formed on 
the first dielectric layer, followed by a second dielectric layer 
of the same material and thickness as the first dielectric 
layer. A Second Semi-opaque layer of the same material and 
thickness as the first Semi-opaque layer is formed on the 
Second dielectric layer. For the color Shifting designs, the 
dielectric materials utilized have an index of refraction leSS 
than 2.0. For the nonshifting designs, the dielectric materials 
are Selected to have an index of refraction greater than 2.0. 
The prior color shifting interference films and platelets 

which can be used in pigment compositions Such as those 
discussed above typically include metal reflector and 
absorber layers. In order to utilize Such pigment composi 
tions in the broadest variety of applications, it is desirable to 
eliminate metals which might be environmentally unstable, 
or otherwise reactive with a paint, ink, or other organic 
vehicle. While a wide variety of metals or metal compounds 
may be utilized to form pigments exhibiting color shifts, it 
is desirable to provide pigment products which are Substan 
tially devoid of metals or metal compounds, which are 
especially Suspect for toxic effects in food contact applica 
tions or other applications with a potential for exposure to 
human tissue. 

SUMMARY AND OBJECTS OF THE 
INVENTION 

It is an object of the invention to provide color shifting 
multilayer interference films that can be formed into inter 
ference flakes for use as a pigment or formed into foils. 
A further object of the invention is to provide color 

shifting interference films, foils, and flakes which have 
Substantial shifts in chroma and hue with a varying angle of 
view. 

It is yet another object of the invention to provide color 
shifting interference flakes which may be easily and eco 
nomically utilized in colorants Such as paints and inks for 
various applications. 
An additional object of the invention is to provide color 

shifting pigment compositions that are Substantially free of 
metals and metal compounds. 
To achieve the forgoing objects and in accordance with 

the invention as embodied and broadly described herein, a 
color shifting carbon-containing multilayer interference film 
is provided which may be used to produce flakes for use in 
pigment compositions or to produce foils having color 
shifting properties. The flakes can be interspersed into 
various pigment media Such as paints, inks, or cosmetic 
preparations, for Subsequent application to objects, papers, 
or people to achieve color variations upon changes in angle 
of incident light or viewing angle. The foils can be adhered 
directly to objects to provide color shifting properties. 

Three and five layer designs of the interference film 
include alternating layers of a dielectric material and carbon 
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in various configurations. The dielectric layers are formed to 
have an optical thickness at a design wavelength that pro 
vides a color shift as the angle of incident light or viewing 
angle changes. 

In a method of fabricating a color shifting interference 
film according to the present invention, the carbon and 
dielectric layers are formed on a web material by conven 
tional deposition processes to produce a particular film 
design. The film is then removed from the web material in 
the form of flakes or as a foil. The flakes can then be 
dispersed in a pigment medium to produce a color shifting 
pigment composition Such as a color shifting paint, ink, or 
cosmetic preparation. 

Alternatively, a color shifting interference pigment can be 
made by forming a first layer of a carbon or dielectric 
material on an upper Surface of a web material, and remov 
ing the first layer from the web material in order to produce 
a plurality of flakes. The flakes are then coated with one or 
more additional layers of carbon or dielectric material that 
Substantially Surround the flakes, with the adjacent addi 
tional layer being formed of a different material than the first 
layer. 

These and other aspects and features of the present 
invention will become more fully apparent from the follow 
ing description and appended claims, or may be learned by 
the practice of the invention as Set forth hereinafter. 

BRIEF DESCRIPTION OF THE DRAWINGS. 

In order to more fully understand the manner in which the 
above-recited and other advantages and objects of the inven 
tion are obtained, a more particular description of the 
invention will be rendered by reference to specific embodi 
ments thereof which are illustrated in the appended draw 
ings. Understanding that these drawings depict only typical 
embodiments of the invention and are not therefore to be 
considered as limiting of its Scope, the invention will be 
described and explained with additional Specificity and 
detail through the use of accompanying drawings in which: 

FIG. 1 is a schematic depiction of a three layer color 
shifting interference film according to one embodiment of 
the present invention; 

FIG. 2 is a schematic depiction of a five layer color 
shifting interference film according to another embodiment 
of the present invention; 

FIG. 3 is a schematic depiction of a three layer color 
shifting interference film according to an alternative 
embodiment of the present invention; 

FIG. 4 is a schematic depiction of a five layer color 
shifting interference film according to a further embodiment 
of the present invention; 

FIG. 5 is a graph plotting the overall reflectance for 
various three layer color shifting interference flakes accord 
ing to the present invention; 

FIG. 6 is a graph plotting the overall reflectance for 
various five layer color shifting interference flakes according 
to the present invention; 

FIG. 7 is a graph plotting the overall reflectance for 
various five layer color shifting interference flakes according 
to the present invention; and 

FIG. 8 is a graph plotting the overall reflectance for 
various three layer color shifting interference flakes accord 
ing to the present invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

The present invention is directed to multilayer interfer 
ence films which may be used to produce flakes or foils 
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4 
having color Shifting properties. The flakes can be inter 
spersed into various pigment media Such as paints, inkS, or 
cosmetic preparations, for Subsequent application to objects, 
papers, or people to achieve color variations upon changes 
in angle of incident light or viewing angle by an observer. 
The thin film layers described herein are typically made 

by methods well known in the art of forming thin coating 
structures, such as by physical vapor deposition (PVD) 
methods or chemical vapor deposition (CVD) methods. As 
discussed in greater detail below, the coating Structure is 
formed on a Substrate Such as a flexible web and is removed 
therefrom as thin film flakes, which can be added to a liquid 
medium Such as various pigment vehicles for use as a 
colorant with color shifting properties. A collection of Such 
thin film flakes added to a liquid medium produces a 
predetermined optical response from Visible radiant energy 
incident on a Surface of the Solidified medium. Alternatively, 
the coating Structure can be removed from the web in the 
form of foils. 

Generally, a foil is an asymmetric optical Stack Since the 
foil configuration is typically used as a hot Stamping foil 
where the Substrate is removed from the optical Stack by a 
heat activated adhesive. The adhesive can be either coated to 
the backside of the optical Stack or applied in the form of a 
UV activated adhesive to the surface to which the optical 
stack or foil will be affixed. Further details of making and 
using optical Stacks as hot Stamping foils can be found in 
U.S. Pat. No. 5,648,165, the disclosure of which is incor 
porated herein by reference. Alternatively, the foil configu 
ration can be used with the Substrate attached to the optical 
Stack. A particularly useful embodiment of an optical Stack 
affixed to a Substrate is described in copending U.S. patent 
application Ser. No. 09/351,102, filed on Jul. 8, 1999, and 
entitled “DIFFRACTIVE SURFACES WITH COLOR 
SHIFTING BACKGROUNDS” which is incorporated 
herein by reference, wherein a holographic optical element 
is formed on at least one of the Substrate Surfaces. 

In contrast, pigment flakes must have a symmetrical 
coating Structure So that the color is the same for either way 
the flakes are oriented to the observer. In this case, the 
coating Structure is made of a Symmetrical optical Stack So 
that when the optical Stack is removed from the Substrate as 
platelets or flakes (i.e., a pigment) the pigment flakes have 
the same color on both Sides. 

Various forms of carbon can be utilized in the present 
invention, including but not limited to, graphitic, 
carbonaceous, and amorphous carbon; vitreous carbon; 
diamond-like carbon; amorphous hydrogenated carbon Such 
as amorphous hydrogenated diamond-like carbon; carbon 
compounds, various combinations thereof, and the like. 
Other forms of carbon with different optical properties 
resulting from the method of deposition can also be utilized, 
Such as arc evaporated carbon, ion assisted carbon I, ion 
assisted carbon II, and the like. 
The carbon film layers in the flakes and foils of the 

invention have a refractive index (n) from about 1 to about 
2.6. Preferably, at least one of the carbon layers has a 
refractive indeX greater than about 1.5, more preferably 
greater than about 1.75, and most preferably greater than 
about 2. The carbon film layers have an absorption coeffi 
cient (C) greater than about 0.02, preferably greater than 
about 0.1, more preferably greater than about 1, and most 
preferably greater than about 2. Ideally, the refractive index 
and absorption coefficient values are nearly equal, Such that 
the ratio of refractive index to absorption coefficient (n/C) is 
about 1. Preferably, at least one of the carbon layers in the 
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flakes or foils has an absorption coefficient Such that the ratio 
of refractive index to absorption coefficient is from about 0.1 
to about 10, more preferably from about 0.5 to about 5, and 
most preferably from about 0.75 to about 1.25. The range of 
optical constants for various forms of carbon are Summa 
rized in Tables 3-9 below and compared in Example 6. 

This invention is based on the discovery that a multi-layer 
optical Stack of carbon and a dielectric material can be used 
to produce colored interference pigments with Substantial 
color shift or flop properties. The present film Structure 
differs from prior interference films by the absence of the 
combination of both a high and low refractive index dielec 
tric layer, as well as metal reflector and metal absorber 
layers. While not wishing to be bound by any theory, it is 
believed that the carbon layers of the optical Stack act as 
both a high index material and an absorber, and work in 
conjunction with the dielectric layers to produce color 
shifting effects. 

Referring to the drawings, wherein like Structures are 
provided with like reference designations, FIG. 1 depicts 
one embodiment of a three layer coating design in the form 
of an interference film 10 having color shifting characteris 
tics. The film 10 is formed on a web 12 of a flexible material 
Such as a polyester material (e.g., polyethylene terephthalate 
or PET). The film 10 has a first carbon layer 14, a first 
dielectric layer 16 on carbon layer 14, and a Second carbon 
layer 18 on dielectric layer 16. Each of these layers of film 
10 will be discussed in further detail below. 
The web 12 can be employed in a conventional roll coater 

apparatus and typically a release layer (not shown) of a 
Suitable type is formed on an upper Surface of web 12 prior 
to deposition of the interference film coating layers. The 
release layer allows interference film 10 to be removed as 
thin flakes or foils from web 12. The release layer may be an 
organic Solvent Soluble or water Soluble coating Such as 
acrylic resins, cellulosic propionates, (polyvinyl pyrrolidine) 
polyvinyl alcohol or acetate, and the like. 

The first carbon layer 14 of interference film 10 is 
deposited on web 12 by a conventional deposition process 
Such as electron beam evaporation, Sputtering, or by hydro 
carbon CVD reactions to form a layer of carbon. The carbon 
layer 14 is formed to have a suitable physical thickness from 
about 25 to about 1000 Angstroms (A), preferably from 
about 200-500 A, and more preferably from about 200–300 
A. When a PVD process is used, the carbon layer 14 can be 
formed from various carbon Sources Such as graphite, poco, 
or vitreous carbon. 

Alternatively, the various forms of carbon can be depos 
ited by a variety of CVD processes, such as those more fully 
described in U.S. Pat. No. 5,190,807, the disclosure of which 
is incorporated herein by reference. Additionally, useful 
forms of carbon and carbon compounds Such as Silicon 
oxycarbide, SiO, containing carbon black, combinations 
thereof, and the like, can be utilized. These carbon com 
pounds can be deposited by methods described in U.S. Pat. 
No. 5,356,471, the disclosure of which is incorporated 
herein by reference. 

In further alternative methods, the carbon film layers can 
be formed by modification of Solid polymeric thin films, 
Such as those composed of polyarylates, polyacrylonitrile, 
parylene, and the like, which have a high aromatic content. 
Such carbon films are formed by deposition of a solid 
polymer film and the Subsequent conversion of the polymer 
film to a carbon film by an energetic process, Such as thermal 
pyrolysis, ion bombardment, or the like. 

The first dielectric layer 16 is then formed on carbon layer 
14 by a conventional deposition process such as PVD, or by 

15 

25 

35 

40 

45 

50 

55 

60 

65 

6 
an SiO, Sol-gel process as more fully described in U.S. Pat. 
No. 5,858,078, the disclosure of which is incorporated 
herein by reference. 
The dielectric layer 16 is formed to have an effective 

optical thickness for imparting color shifting properties to 
interference film 10. The optical thickness is a well known 
optical parameter defined as the product nd, where n is the 
refractive index of the layer and d is the physical thickness 
of the layer. Typically, the optical thickness of a layer is 
expressed in terms of a quarter wave optical thickness 
(QWOT) which is equal to 4nd/), where ) is the wavelength 
at which a QWOT condition occurs. The dielectric layer 16 
is formed to have an optical thickness of a plurality of 
quarterwaves at a particular design wavelength. The optical 
thickness can range from about 2 QWOT to about 9 QWOT 
at a design wavelength of about 400-700 nm, and preferably 
from about 2 QWOT to about 6 QWOT at a design wave 
length of about 400-600 nm. The physical thickness of 
dielectric layer 16 is thus in a range from about 138 nm to 
about 1086 nm, and preferably from about 140 nm to about 
725 nm. 
The dielectric material utilized to form dielectric layer 16 

can have a “low” index of refraction, which is defined herein 
as an index of refraction of about 1.65 or less, or can have 
a “high” index of refraction, which is defined herein as an 
index of refraction of greater than about 1.65. Preferably, the 
dielectric materials utilized have an index of refraction from 
about 1.38 to about 2.3. Various dielectric materials that can 
be utilized include inorganic materials Such as metal oxides, 
metal fluorides, metal Sulfides, metal nitrides, metal 
carbides, combinations thereof, and the like, as well as 
organic dielectric materials. These materials are readily 
available and easily applied by physical or chemical vapor 
deposition processes. 

Nonlimiting examples of suitable low index dielectric 
materials that can be used include Silicon dioxide (SiO2), 
aluminum oxide (Al2O), and metal fluorides Such as mag 
nesium fluoride (MgF2), aluminum fluoride (AIF), cerium 
fluoride (CeF), lanthanum fluoride (LaF), Sodium alumi 
num fluorides (e.g., NaAlF or Nas Al-F), neodymium 
fluoride (NdF), Samarium fluoride (SmF), barium fluoride 
(BaF), calcium fluoride (CaF), lithium fluoride (LiF), 
combinations thereof, or any other low indeX material hav 
ing an index of refraction of about 1.65 or leSS. For example, 
organic monomers and polymers can be utilized as low 
index materials, including dienes or alkenes Such as acry 
lates (e.g., methacrylate), polymers of perfluoroalkenes, 
polytetrafluoroethylene (TEFLON), polymers of fluorinated 
ethylene propylene (FEP), parylene, p-Xylene, combinations 
thereof, and the like. Additionally, the foregoing materials 
include evaporated, condensed and croSS-linked transparent 
acrylate layers, which may be deposited by methods 
described in U.S. Pat. No. 5,877,895, the disclosure of which 
is incorporated herein by reference. 

Suitable high indeX dielectric materials include Zinc Sul 
fide (ZnS), zinc oxide (ZnO), zirconium oxide (ZrO2), 
titanium dioxide (TiO), indium oxide (In O), indium-tin 
oxide (ITO), tantalum pentoxide (Ta2O5), ceric oxide 
(CeO2), yttrium oxide (YO), europium oxide (Eu2O), 
iron oxides such as (II)diiron(III) oxide (FeO) and ferric 
oxide (Fe2O), hafnium nitride (HfN), hafnium carbide 
(HfC), hafnium oxide (H?O), lanthanum oxide (LaO), 
magnesium oxide (MgO), neodymium oxide (Nd2O), 
praseodymium oxide (PrO), Samarium oxide (Sm-O.), 
antimony trioxide (Sb2O), Silicon carbide (SiC), Silicon 
monoxide (SiO), silicon nitride (Si N), selenium trioxide 
(Se2O), tin oxide (SnO), tungsten trioxide (WO), com 
binations thereof, and the like. 
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Preferred dielectric materials for use in the present inven 
tion include SiO, materials Such as Silicon dioxide, Silicon 
monoxide, and combinations thereof, where X is between 1 
and 2. The SiO2 layers can be formed by depositing SiO in 
the presence of an O atmosphere. Other preferred dielectric 
materials include, MgF2, Al-O, and combinations thereof. 

The second carbon layer 18 of interference film 10 is 
deposited on dielectric layer 16 by a conventional deposition 
process such as PVD to complete the three layer interference 
film 10. The carbon layer 18 can be formed from the same 
Source and at the same thicknesses as discussed above for 
carbon layer 16. The film 10 is then subsequently removed 
from web 12 in the form of a plurality of color shifting 
interference flakes, which can be added to a pigment 
medium for use as a colorant with color Shifting properties. 
The pigment medium can include various polymeric com 
positions or organic binderS Such as, acrylic melamine, 
urethanes, polyesters, Vinyl resins, acrylates, methyl 
methacrylate, ABS resins, epoxies, Styrenes, mixtures 
thereof, as well as others well known to those skilled in the 
art Such as ink and paint formulations, especially those based 
on alkyd resins. Alternatively, the film 10 can be removed 
from web 12 in the form of a hot stamp foil. An additional 
alternative is to keep a Substrate in contact with the optical 
Stack for use in anti-counterfeit labels, as for example. 

FIG. 2 depicts a five layer coating design in the form of 
an interference film 20 having color shifting characteristics 
according to another embodiment of the invention. The film 
20 has a three layer internal coating Structure that corre 
sponds to film 10, including a carbon layer 14, a first 
dielectric layer 16, and another carbon layer 18. This internal 
coating Structure is interposed between a Second dielectric 
layer 22 and a third dielectric layer 24. The carbon and 
dielectric layers of film 20 can be formed from the same 
materials and in the same thickness ranges as discussed 
above for film 10. 
The film 20 is fabricated by forming dielectric layer 22 on 

a web 12 by a conventional deposition process such as PVD, 
followed by deposition of carbon layer 14, dielectric layer 
16, and carbon layer 18. The dielectric layer 24 is then 
formed on carbon layer 18 by a deposition process to 
complete film 20. The film 20 is then removed from web 12 
in order to produce a plurality of interference flakes, which 
can be added to a pigment medium for use as a colorant with 
color shifting properties, or a plurality of foils. 

FIG. 3 depicts a three layer coating design in the form of 
an interference film 30 having color shifting characteristics 
according to an alternative embodiment of the invention. 
The film 30 includes a first dielectric layer 32, a carbon layer 
34 on dielectric layer 32, and a second dielectric layer 36 on 
carbon layer 34. The carbon and dielectric layers of film 30 
can be formed from the same materials and in the same 
thickness ranges as discussed above for film 10. 

The film 30 is fabricated by forming dielectric layer 32 on 
a web 12 by a conventional deposition process, followed by 
deposition of carbon layer 34 and dielectric layer 36. The 
film 30 is then removed from web 12 in order to produce a 
plurality of interference flakes or foils. 

It should be noted that when SiO2 or another dielectric 
material with a similar refractive index is used to form the 
dielectric layers in film 30, the film will generally exhibit a 
reduced function as a color shifting pigment in paint or ink. 
This is because if the film were to be ground into a pigment 
and put into a pigment medium to form a paint or ink, the 
SiO2 layers would have nearly the same refractive indeX as 
the medium to a close approximation, leaving the ink or 
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8 
paint a grayish color of carbon. However, if a higher 
refractive index material were chosen for the dielectric 
layers, the color would still result because of the difference 
in refractive indices from the outer dielectric layerS and the 
Surrounding pigment medium. Further, if a higher refractive 
index medium were used, then SiO2 or another dielectric 
material having a lower refractive index than the medium 
might be preferred, in order to obtain the greatest difference 
in refractive index between the outer layer of the flake and 
the medium. 

In contrast, although the embodiment of film 20 shown in 
FIG. 2 would index match in the same manner as film 30, if 
SiO2 dielectric layers were used, the core optical Structure 
C/SiO/C of film 20 would remain as an interference func 
tional unit to give color. In this case, the outer SiO2 layers 
would function as a protective layer for the core optical 
Structure C/SiO/C. In a paint or ink composition that may 
be Subjected to abrasion in a delivery System, the SiO2 outer 
layers would prevent abrasion to the core optical Structure 
that gives rise to color. Thus, the color in the paint or ink 
composition would be more durable. 

FIG. 4 depicts a five layer coating design in the form of 
an interference film 40 having color shifting characteristics 
according to another embodiment of the invention. The film 
40 has a three layer internal coating Structure that corre 
sponds to film 30, including a a dielectric layer 32, a first 
carbon layer 34, and another dielectric layer 36. This internal 
coating Structure is interposed between a Second carbon 
layer 42 and a third carbon layer 44. The carbon and 
dielectric layers of film 40 can be formed from the same 
materials and in the same thickness ranges as discussed 
above for film 10. 

The film 40 is fabricated by forming carbon layer 42 on 
a web 12 by a conventional deposition process, followed by 
deposition of dielectric layer 32, carbon layer 34, and 
dielectric layer 36. The carbon layer 44 is then formed on 
dielectric layer 36 by a deposition process to complete film 
40. The film 40 is then removed from web 12 in order to 
produce a plurality of interference flakes, which can be 
added to a pigment medium for use as a colorant, or a 
plurality of foils. 

After a multilayer interference film of the types shown in 
FIGS. 1-4 has been formed on web 12, the interference film 
can be removed from web 12 by use of a solvent to form 
flakes or platelets which are sized to have a dimension on 
any Surface thereof ranging from about 2 to about 200 
microns. The flakes can be further reduced in size as desired. 
For example, the flakes can be Subjected to an air grind to 
reduce their Size to about 2–5 microns without destroying 
their desirable color characteristics. The color shifting flakes 
can then be dispersed into a pigment medium Such as a paint, 
ink, or cosmetic preparation for use in a conventional 

C. 

Alternatively, a color shifting interference pigment can be 
made according to the present invention by forming at least 
one first layer of a carbon or dielectric material on an upper 
Surface of a web material, and removing the first layer from 
the web in order to produce a plurality of flakes. The flakes 
are then coated with one or more additional layers of carbon 
or dielectric material that Substantially Surround the flakes, 
with the adjacent additional layer being formed of a different 
material than the first layer. For example, a flake Structure 
such as shown in FIG. 1 formed by this method would 
include a dielectric layer 16, with carbon layers 14 and 18 
forming a Substantially continuous carbon coating Surround 
ing dielectric layer 16. The flake Structure Such as shown in 
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FIG. 2 formed by this method would include dielectric 
layerS 22 and 24 forming a Substantially continuous coating 
Surrounding the carbon coating. In the alternative, a film 10, 
Such as shown in FIG. 1, could be formed on a web and 
removed as flakes, with dielectric layerS 22 and 24 forming 
a Substantially continuous coating Surrounding the flakes. 
Similarly, the flake structure shown in FIG. 3 formed by this 
method would include a carbon layer 34, with dielectric 
layerS 32 and 36 forming a Substantially continuous dielec 
tric coating Surrounding carbon layer 34. The flake Structure 
such as shown in FIG. 4 formed by this method would 
include carbon layerS 42 and 44 forming a Substantially 
continuous coating Surrounding the dielectric coating. In the 
alternative, a film 30, Such as shown in FIG. 3, could be 
formed on a web and removed as flakes, with carbon layers 
42 and 44 forming a Substantially continuous coating Sur 
rounding the flakes. 

In a further alternative embodiment to that shown in FIG. 
4, interference flakes formed from film 30 of FIG. 3 can be 
coated with an additional dielectric layer which substantially 
surrounds dielectric layers 32 and 36, with the additional 
dielectric layer having a refractive indeX that is different 
from the refractive index of dielectric layers 32 and 36. 

Suitable methods for coating the flakes with one or more 
layers are described in copending U.S. patent application 
Ser. No. 09/389,962, filed on Sep. 3, 1999, and entitled 
“METHODS AND APPARATUS FOR PRODUCING 
ENHANCED INTERFERENCE PIGMENTS which is 
incorporated herein by reference. 

The color shifting flakes can optionally be blended with 
other pigment flakes, particles, or dyes of different hues, 
chroma and brightness to achieve the color characteristics 
desired. For example, the flakes of the invention can be 
mixed with other conventional pigments, either of the inter 
ference type or noninterference type, to produce a range of 
other colors. The flakes of the invention can be combined 
with non-shifting high chroma or highly reflective platelets 
to produce unique color effects, Such as MgF/Al/MgF2 
platelets or SiO/Al/SiO platelets. Other suitable additives 
that can be mixed with the pigment compositions of the 
invention include lamellar pigments Such as aluminum 
flakes, graphite flakes, glass flakes, iron oxide flakes, boron 
nitride flakes, mica flakes, interference based TiO2 coated 
mica flakes, interference pigments based on multiple coated 
platelike Silicatic Substrates, metal-dielectric or all dielectric 
interference pigments, and the like, as well as non-lamellar 
pigments Such as aluminum powder, carbon black, ultrama 
rine blue, cobalt based pigments, organic pigments or dyes, 
rutile or Spinel based inorganic pigments, naturally occur 
ring pigments, inorganic pigments. Such as titanium dioxide, 
talc, china clay, and the like, as well as various mixtures 
thereof. For example, pigments Such as aluminum powder or 
carbon black can be added to control lightneSS and other 
color properties. 

By using the coating designs of the invention as shown in 
FIGS. 1-4, high chroma colorants can be produced in which 
variable color effects are noticeable to the human eye. Thus, 
an object colored with a paint containing the color shifting 
flakes of the invention will change color depending upon 
variations in the viewing angle or the angle of the object 
relative to the Viewing eye. While all of the coating designs 
of the invention have color-shifting properties as the angle 
of view changes, coating designs with lower indeX dielectric 
materials tend to have the most color flop or color change. 

The color characteristics of a colorant are achieved by 
utilizing a collection of thin film flakes of high chroma 
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10 
according to the invention which produce predetermined 
optical responses to radiation incident on the Surfaces of the 
flakes. The color shifting flakes of the invention have a wide 
range of color shifting properties, including large shifts in 
chroma (degree of color purity) and also large shifts in hue 
(relative color) with a varying angle of view. By way of 
example, pigment compositions utilizing the interference 
flakes according to the invention can have color shifts Such 
as magenta-to-green, gold-to-green, gold-to-cyan, etc. 
The color shifting flakes of the invention can be easily and 

economically utilized in colorants Such as paints and inks for 
various applications to objects and papers. Examples of Such 
objects and papers include motorized vehicles, currency and 
Security documents, household appliances, architectural 
Structures, flooring, Sporting goods, electronic packaging/ 
housing, toys, etc. 

In addition, the carbon based interference pigments and 
foils of the present invention are optimally Suited for use in 
applications where a metal or a metallic compound would be 
either environmentally unstable, or be otherwise undesirable 
due to regulatory restraints arising from the inherent toxicity 
of the metal or metal compound and the nature of the 
application. 
The following examples are given to illustrate the present 

invention, and are not intended to limit the Scope of the 
invention. 

EXAMPLE 1. 

A color Shifting interference film having a five layer 
design was fabricated according to the present invention by 
depositing a first dielectric layer composed of SiO, (4 
QWOT at 615 nm) on a 2 mil polyester web hardcoated with 
an organic release layer. Upon the first dielectric layer was 
deposited a carbon layer having a thickness of 250 A, 
followed by a second dielectric layer of SiO (4 QWOT at 
615 nm). Thereafter, another carbon layer having a thickness 
of 250 A was deposited on the Second dielectric layer, 
followed by deposition of a third dielectric layer of SiO, (4 
QWOT at 615 nm). Accordingly, the coating design of the 
film was SiO/C/SiO/C/SiO. 
The SiO, (SiO) layers were formed by electron beam 

deposition in an oxygen atmosphere at 2x10' torr. The 
carbon layers were formed by electron beam deposition at a 
pressure of 1x10 torr or less using an electron gun current 
of 0.3–0.4A at a voltage of 7 kV using a crucible made of 
copper. In both the SiO, and carbon depositions the distance 
from the Source to the Substrate was 76 cm. 

The film material was released from the polyester web by 
dissolving the hardcoat with an acetone Spray. This produced 
a plurality of flakes with the above coating design as the 
hardcoat dissolved away from the polyester web. These 
flakes, while Still in the acetone liquid, were ground to Size 
by placing the tip of a Branston ultraSonic horn into the 
liquid. After Several minutes, the grinding procedure was 
stopped. The flakes were filtered from the solvent, and then 
redispersed in an acrylic melamine binder at approximately 
25 wt-% to form a paint. This paint was then sprayed out 
onto a metal panel for color characterization. 

Using a Zeiss color-measuring instrument equipped with 
multi-angle geometries, the color parameters of the painted 
metal panel were measured as a function of viewing angle 
from the gloSS angle. Chroma values ranged from 36 to 67 
as the angle changed. The color of the painted metal panel 
was magenta at normal incidence viewing, and moved into 
red and then to yellow and finally to green at very high 
reflective angles. 
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It was found that because the carbon based interference 
designs are Somewhat transparent, the color properties of a 
paint Sample incorporating these carbon based pigments are 
good because of the additive effect of one pigment overlying 
another. In other words, the color properties of an anchor 
paint Sample incorporating Such pigments are Superior to 
that of the single flake foil from which the pigment was 
made. 

EXAMPLE 2 

A color Shifting interference film having a five layer 
design was fabricated according to the procedure described 
in Example 1, except that in the coating design the SiO2 
layers were 4 QWOT at 515 nm in all three layers. The 
carbon layers had a thickness of 250 A. The flakes produced 
from this film were dispersed in an acrylic melamine binder 
to form a paint, which was sprayed out onto a metal panel 
for color characterization. A clear Spray overcoat was then 
applied to portions of the painted metal panel. 
The color of the painted metal panel was gold at normal 

incidence viewing, and shifted to a cyan color at about a 45 
degree angle of view. 

Color characterization on the Zeiss instrument showed the 
painted metal panel to have chroma values of about 50-55, 
with higher chroma values of 55-60 for those areas that were 
covered with the clear Spray overcoat. 

EXAMPLE 3 

Theoretical color shifting flakes having three layer coat 
ing Structures according to the present invention were devel 
oped and had the following basic coating design: PET/C/ 
SiO/C/Air, with the SiO layer having a 4 QWOT at 550 
nm, and the carbon layerS ranging in thickness from 25 A up 
to 1,000 A. Four different flake structures with carbon layers 
having thicknesses of 25 A, 250 A, 500 A, and 1,000 A, 
respectively, were evaluated by plotting the overall reflec 
tance VS. wavelength of incident light. FIG. 5 is a graph 
showing the reflectance characteristics of each of the four 
flake Structures at varying wavelengths of incident light. AS 
shown in the graph of FIG. 5, while all of the flake structures 
had at least Some color Shift, the optimum carbon thickneSS 
appears to be 250 A when a silica dielectric layer is used. 
Although the overall reflectance is for the designs on a PET 
Substrate, these designs will have a similar reflectance if 
placed in a polymeric medium when the medium is on both 
Sides of the optical Stack. 

EXAMPLE 4 

Theoretical color shifting flakes having five layer coating 
Structures according to the present invention were developed 
and had the following basic coating design: PET/SiO/C/ 
SiO/C/SiO/Air, with the SiO layers having a 4 QWOT at 
550 nm, and the carbon layerS ranging in thickness from 25 
A up to 1,000 A. Four different flake structures with carbon 
layerS having thicknesses of 25 A, 250 A, 500 A, and 1,000 
A. respectively, were evaluated by plotting the overall 
reflectance VS. Wavelength of incident light. FIG. 6 is a graph 
showing the reflectance characteristics of each of the four 
flake Structures at varying wavelengths of incident light. AS 
shown in the graph of FIG. 6, while all of the flake structures 
had at least Some color Shift, the optimum carbon thickneSS 
appears to be 250 A when silica dielectric layers are used. 

EXAMPLE 5 

Theoretical color shifting flakes having five layer coating 
Structures according to the present invention were developed 
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and had the following basic coating design: PET/C/SiO/C/ 
SiO/C/Air, with the SiO, layers having a 4 QWOT at 550 
nm, and the carbon layerS ranging in thickness from 25 A up 
to 1,000 A. Four different flake structures with carbon layers 
having thicknesses of 25 A, 250 A, 500 A, and 1,000 A, 
respectively, were evaluated by plotting the overall reflec 
tance VS. Wavelength of incident light. FIG. 7 is a graph 
showing the reflectance characteristics of each of the four 
flake Structures at varying wavelengths of incident light. AS 
shown in the graph of FIG. 7, while all of the flake structures 
had at least Some color Shift, the optimum carbon thickness 
appears to be 250 A when silica dielectric layers are used. 
The refractive index data that was used to theoretically 

calculate the reflectance curves in FIGS. 5, 6, and 7 dis 
cussed above is given in Tables 1 and 2 below, where n is the 
real part of the refractive indeX and k is the extinction 
coefficient (i.e., imaginary part of the refractive index). The 
extinction coefficient is related to the absorption coefficient 
(C) by the following relationship: k=C.0/4II, where ) is the 
Vacuum wavelength. 

TABLE 1. 

Carbon Wavelength (nm) k 

350 1.75 1.20 
400 2.OO 1.15 
450 2.15 1.10 
500 240 1.OO 
6OO 2.55 0.95 
8OO 2.65 1.OO 

The SiO index was taken to be as follows: 

TABLE 2 

SiO, Wavelength (nm) k 

38O 1.47 O.OO 
436 1.47 O.OO 
48O 1.46 O.OO 
656 1.46 O.OO 
805 1.45 O.OO 

Based on the disclosure herein, it will be readily apparent 
to one having ordinary skill in the art of optical thin film 
design and deposition to appropriately modify the carbon 
layer thickness in the manner described in Examples 1 
through 5, when the deposited carbon has a different refrac 
tive indeX and absorption coefficient than that disclosed in 
Example 5. 

EXAMPLE 6 

The Significance of the carbon compounds having differ 
ent refractive indexes and dispersion values was illustrated 
by modeling the Simplest coating design structure, carbon/ 
dielectric/carbon. FIG. 8 is a graph showing the reflectance 
characteristics of this design Structure with various forms of 
carbon at varying wavelengths of incident light. The range 
of optical constants for the various forms of carbon are 
summarized in Tables 3-9 below. In particular, FIG. 8 
illustrates a theoretical performance for coating designs of 
the type C/SiO/C wherein the carbon has a physical thick 
ness of 30 nm and the SiO has a physical thickness of about 
350 nm (i.e., four quarter waves optical thickness for the 
reference wavelength of 508 nm). 
The curve labeled C1 in FIG. 8, which corresponds to 

graphite with the optical constants listed in Table 3, has the 
greatest dynamic range of overall reflection, and will exhibit 
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the largest observable color shift in reflection. At normal 
incidence, the design reflects 560 nm, a green color, and 
deletes the shifts toward shorter wavelengths (blue reflected 
color) as the angle of incident light increases. 

Other forms of carbon Such as diamond-like carbon, 
illustrated by curves C2 and C3 in FIG.8 with correspond 
ing optical constants listed in Table 4 and 5, wherein the 
absorption coefficient is low, i.e., less than about 0.1, exhibit 
a low dynamic color range as well as a gradual peak Slope 
between the overall reflection minimum, at about 450 nm, 
and the maximum at 508 nm. This results in less color and 
color Shift being exhibited with increases in angle of inci 
dence. 

The additional forms of carbon illustrated by curves 
C4-C7 in FIG. 8, with corresponding optical constants listed 
in Tables 6-9, Show an intermediate dynamic range of 
overall reflection spread between curves C1 and C2, C3. 

Refractive Absorption 
Wavelength (nm) Index Coefficient 

TABLE 3 

Graphite (C1) 

413 2.62 1.28 
516.6 2.66 1.33 
729.3 3.01 1.84 

TABLE 4 

Diamond-like Carbon' (C2) 

550 1.76 O.04 

"Assumes no dispersion in refractive index and absorption coefficient. 

TABLE 5 

Diamond-like Carbon (C3 

Refractive Absorption 
Wavelength (nm) Index Coefficient 

41.3.3 1.76 O.O61 
708.6 1.74 O.OO57 

TABLE 6 

Amorphous hydrogenated diamond-like carbon (C4 

Refractive Absorption 
Wavelength (nm) Index Coefficient 

400 2.408 O.853 
550 2.672 O.717 
700 2.815 0.579 

TABLE 7 

Ion Assisted Carbon I (C5 

Refractive Absorption 
Wavelength (nm) Index Coefficient 

400 2.007 O.242 
550 2.O29 O.121 
700 2.019 O.O62 
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TABLE 8 

Ion Assisted Carbon II (C6 

Refractive Absorption 
Wavelength (nm) Index Coefficient 

400 1831 O.121 
550 1.83 O.O45 
700 1822 O.O21 

TABLE 9 

Arc Evaporated Carbon (C7 

Refractive Absorption 
Wavelength (nm) Index Coefficient 

41.3.3 2.11 O.90 
563.6 2.38 O.82 
774.9 2.33 0.71 

The present invention may be embodied in other specific 
forms without departing from its Spirit or essential charac 
teristics. The described embodiments are to be considered in 
all respects only as illustrative and not restrictive. The Scope 
of the invention is, therefore, indicated by the appended 
claims rather than by the forgoing description. All changes 
which come within the meaning and range of equivalency of 
the claims are to be embraced within their Scope. 
What is claimed and desired to be secured by U.S. Letters 

Patent is: 
1. A color shifting multilayer interference film, compris 

ing: 
a first carbon layer, 
a first dielectric layer on the first carbon layer; and 
a Second carbon layer on the first dielectric layer; 

wherein the first dielectric layer has an optical thickness at 
a design wavelength that provides a color shift as the angle 
of incident light or viewing angle changes, and at least one 
of the carbon layers comprises a material Selected from the 
group consisting of graphite, Vitreous carbon, and combi 
nations thereof. 

2. The interference film of claim 1, wherein the first and 
Second carbon layers each have a physical thickness from 
about 25 A to about 1000 A. 

3. The interference film of claim 1, wherein the first and 
Second carbon layerS have the same physical thickness. 

4. The interference film of claim 1, wherein the first 
dielectric layer has an optical thickness from about 2 QWOT 
to about 9 QWOT at a design wavelength from about 400 
nm to about 700 nm. 

5. The interference film of claim 1, wherein the first 
dielectric layer has an index of refraction of about 1.65 or 
leSS. 

6. The interference film of claim 5, wherein the first 
dielectric layer comprises a material Selected from the group 
consisting of Silicon dioxide, aluminum oxide, magnesium 
fluoride, aluminum fluoride, cerium fluoride, lanthanum 
fluoride, Sodium aluminum fluorides, neodymium fluoride, 
Samarium fluoride, barium fluoride, calcium fluoride, 
lithium fluoride, and combinations thereof. 

7. The interference film of claim 5, wherein the first 
dielectric layer comprises a material Selected from the group 
consisting of acrylates, polymeric perfluoroalkenes, 
polytetrafluoroethylene, parylene, polymeric fluorinated 
ethylene propylene, and combinations thereof. 
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8. The interference film of claim 1, wherein the first 
dielectric layer has an index of refraction of greater than 
about 1.65. 

9. The interference film of claim 8, wherein the first 
dielectric layer comprises a material Selected from the group 
consisting of Zinc Sulfide, Zinc oxide, Zirconium oxide, 
titanium dioxide, indium oxide, indium-tin-Oxide, tantalum 
pentoxide, ceric oxide, yttrium oxide, europium oxide, iron 
oxides, hafnium nitride, hafnium carbide, hafnium oxide, 
lanthanum oxide, magnesium oxide, neodymium oxide, 
praseodymium oxide, Samarium oxide, antimony trioxide, 
Silicon carbide, Silicon nitride, Silicon monoxide, Selenium 
trioxide, tin oxide, tungsten trioxide, and combinations 
thereof. 

10. The interference film of claim 1, wherein the first 
dielectric layer has an index of refraction from about 1.38 to 
about 2.3. 

11. The interference film of claim 1, wherein the film is 
formed into a plurality of multilayer interference flakes. 

12. The interference film of claim 1, wherein the film is 
formed into a hot Stamp foil. 

13. The interference film of claim 1, wherein at least one 
of the carbon layerS has a refractive index greater than about 
1.5. 

14. The interference film of claim 1, wherein at least one 
of the carbon layerS has a ratio of refractive indeX to 
absorption coefficient from about 0.1 to about 10. 

15. A color Shifting pigment flake, comprising: 
a first carbon layer; 
a dielectric layer overlying the first carbon layer; and 
a Second carbon layer overlying the dielectric layer; 

wherein the dielectric layer has an optical thickness at a 
design wavelength that provides a color shift as the angle of 
incident light or viewing angle changes, and at least one of 
the carbon layerS comprises a material Selected from the 
group consisting of graphite, Vitreous carbon, and combi 
nations thereof. 

16. The pigment flake of claim 15, wherein the first and 
Second carbon layerS form a Substantially continuous coat 
ing Surrounding the dielectric layer. 

17. The pigment flake of claim 7, wherein the first and 
Second carbon layerS have the same physical thickness. 

18. The pigment flake of claim 15, wherein the dielectric 
layer has an optical thickness from about 2 QWOT to about 
9 QWOT at a design wavelength from about 400 nm to 
about 700 nm. 
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19. The pigment flake of claim 15, wherein the dielectric 

layer has an index of refraction of about 1.65 or less. 
20. The pigment flake of claim 19, wherein the dielectric 

layer comprises a material Selected from the group consist 
ing of Silicon dioxide, aluminum oxide, magnesium fluoride, 
aluminum fluoride, cerium fluoride, lanthanum fluoride, 
Sodium aluminum fluorides, neodymium fluoride, Samarium 
fluoride, barium fluoride, calcium fluoride, lithium fluoride, 
and combinations thereof. 

21. The pigment flake of claim 19, wherein the dielectric 
layer comprises a material Selected from the group consist 
ing of acrylate S, polymeric perfluoroalkene S, 
polytetrafluorethylene, parylene, polymeric fluorinated eth 
ylene propylene, and combinations thereof. 

22. The pigment flake of claim 15, wherein the dielectric 
layer has an index of refraction of greater than about 1.65. 

23. The pigment flake of claim 22, wherein the dielectric 
layer comprises a material Selected from the group consist 
ing of Zinc Sulfide, Zinc oxide, Zirconium oxide, titanium 
dioxide, indium oxide, indium-tin-oxide, tantalum 
pentoxide, ceric oxide, yttrium oxide, europium oxide, iron 
oxides, hafnium nitride, hafnium carbide, hafnium oxide, 
lanthanum oxide, magnesium oxide, neodymium oxide, 
praseodymium oxide, Samarium oxide, antimony trioxide, 
Silicon carbide, Silicon nitride, Silicon monoxide, Selenium 
trioxide, tin oxide, tungsten trioxide, and combinations 
thereof. 

24. The pigment flake of claim 15, wherein at least one of 
the carbon layerS has a refractive indeX greater than about 
1.5. 

25. The pigment flake of claim 15, wherein at least one of 
the carbon layerS has a ratio of refractive indeX to absorption 
coefficient from about 0.1 to about 10. 

26. A color Shifting pigment flake, comprising: 
a first carbon layer, 
a dielectric layer overlying the first carbon layer; and 
a Second carbon layer overlying the dielectric layer; 

wherein the first and Second carbon layers each have a 
physical thickness from about 200 A to about 500 A, the 
dielectric layer has an optical thickness at a design wave 
length that provides a color shift as the angle of incident 
light or viewing angle changes, and at least one of the carbon 
layers comprises a material Selected from the group con 
Sisting of graphite, Vitreous carbon, and combinations 
thereof. 


