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To all whom it may concern: 
Be it known that I, BENJAMIN BAILEY, of 

Yale, district of Yale, British Columbia, have 
invented a new and Improved Suspender-But 
ton, of which the following is a specification: 

In the accompanying drawing, Figure 1 rep 
resents a front view of a pair of suspenders, 
shown attached to my improved button. Eigs. 
2 and 3 are, respectively, a re.ir view and a 
vertical transverse section on line c 0, Fig. 2, 
of the button, in enlarged size; and Figs. 4 
and 5 are, respectively, a rear view and sec 
tion on line a ac, Fig. 4, of a button-fastening 
for the straps of suspenders. 

Similar letters of reference indicate corre 
sponding parts. 
The invention has reference to an improved 

button, that is applied to the pants without 
sewing, in reliable manner, for the purpose of 
securing thereto the suspenders in convenient, 
durable, and reliable manner; and the inven 
tion consists of a button With recess for at 
taching a spring-steel hook of the suspenders, 
the button being secured, by a hook-shaped 
shank, nicked plate, and concave spring-plate, 
to the waistband of the pants. 

In the drawing, A represents the button, to 
which the suspenders B are attached by means 
of spring-steel hooks C. 
The button A is secured to the pants with 

out sewing, by means of a hook-shaped shank, 
a, that is passed through a hole of the waist 
band of the pants. The shank a is secured to 
the button A in a suitable manner by a center 
plate, b, and retained on the waistband by a 
nicked plate, d, and concave spring-plate e. 
The shank a passes through a slot, d, of plate 

d, entering a recess, e, of spring-plate e, and, 
by its hook end, a second smaller recess, e”, 
of spring-plate e, so as to form a perfectly re 
liable and durable connection. 
By releasing the hook end of the shank a 

from the spring-plate the button may be read 
ily detached from the pants for being used 
Over again. 
The annular rim g of the button is provided 

at one point of its circumference with a recess, 
g", through which the spring-steel hook C of 
the suspenders is passed, the spring-hook be 
ing instantly put in and taken off, avoiding, 
by its use, the tearing out of the button-holes 
of the suspenders, and furnishing a more dura 
ble and superior connection of suspenders and 
buttons. 
The leather straps and elastics of the sus 

penders are connected at the different points 
by means of button-fastenings D, (shown in 
detail in Figs, 4 and 5,) which consist of a 
nicked metal backing-plate, face-button, and 
connecting clamp-hooks passed through the 
straps and driven into the button. 

I reserve the right to file a separate appli 
cation on the button-fastening. 

Eliaving thus described my invention, I claim 
as new and desire to secure by Letters Pat 
ent 
The combination, with button A, of the 

headed hooka, apertured plate b, slotted plate 
d, and open-slotted plate e e, having recesse’, 
substantially as and for the purpose specified. 

BENJAMIN BAILEY. 
Witnesses : 

Jose.PH WM. BURR, 
BENJAMIN DOUGLAS. 

  


