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The object of this, my present invention, 
is the provision of a combined tongue brush 
and Scrape; whereby the tongue of a human 
inlay be first scraped to loosen the accumu 
lations on the tongue and thereafter brushed 
to remove such accumulations and thoroughly 
clean the tongue. 
A further object of the invention is the 

provision of an article for this purpose that 
is characterized by simplicity in construc 
tion, cheapness to manufacture and thorough 
eficiency in practical use. 
A still further object is the provision of 

a device for this purpose in which the 
scraper may be used simultaneously with the 
brush or the scraper and brush may be inde pendently employed. 
To the attainment of the foregoing the in 

vention consists in the improvement herein 
after described and definitely claimed. 

in the drawing:- 
Figure i is a side elevation of one form 

of the improvement. 
Figure 2 is a plan view thereof. 
Figure 3 is a side elevation illustrating a 

slight modification. 
Figure 4 is a similar view showing a 

further modification. 
Figure 5 is a plan view of the device dis 

closed by Figure 3. 
Figure 6 is a side elevation of another form of the improvement. 
Figure T is a plan view thereof. 
Figure 8 is a plan view of the device illus 

trated by Figure 3, with parts in section. 
Figure 9 is a perspective view of a scraper 

disclosed by Figure S. 
As disclosed by the drawing the improve 

ment includes a handle 1 that is integrally 
formed at one of its ends with a widened por 
tion that affords a head 2. The handle and 
its head may be constructed of any desired 
material, the handle being of a size such as is 
usual in the construction of toothbrushes but 
the head and bristle carrying end being wider 
than that of a tooth brush. 

in the showing of Figures 1, 2, 3, 8 and 9 
the bristles 3 are of the usual type, the same 
being in the nature of strong hairs or bristles 
and in the showing of Figures 1 and 2 there 
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is let in a suitable transverse slot or depres 
sion in the outer end of the head 2 one of 
the fianges of an angle plate 4. The angle 
plate has its outer fange extended right 
angularly beyond the head 2 of the brush in 55 
an opposite direction from that provided 
with the bristles 3. 

In use the brush is turned so that the flange 
4 of the angle plate which provides the 
scraper blade is arranged over the tongue of 60 
the operator so that hardened substance 
thereon will be scraped or agitated to an 
extent that will permit of the ready removal 
thereof when the implement is inverted so 
that the bristles brush over the tongue. 

In Figures 4 and 5 the head 3 has one of 
its ends provided with a reduced rightangu 
larly disposed and downwardly extending 
flange whose edge is sharpened and which 
affords a scraper blade. On the face of the 70 
head 3’ from which the blade 7 extends there 
is secured either adhesively or by other means 
a body strip 8 from which projects a series 
of closely related longitudinal and transverse 
ly arranged rubber fingers 9. The elements 75 
9 take the place of the bristies and in this 
instance the device is canted to permit of the 
scraper being moved over the tongue and 
thereafter to bring the fingers or bristles 9 
against the tongue to clean the same. 
In Figures 6 and 7 the head 10 on the han 

dle 11 has its Outer end formed with a flange 
12 that affords a scraper blade and the face 
of the head 10 from which the blade 12 is 
projected has adhesively or otherwise secured 85 
thereto the inner flat face of a sponge rubber 
brush 13. It is to be noted that all of the 
brushes are concaved which materially facili 
tates the tongue cleaning operation. This is 
also true with respect to the bristles and the 90 
brush head disclosed by Figures 8 and 9. 
In Figures 3, 8 and 9 the head of the brush 

from its outer point is formed on its upper 
face with a transverse depression whose inner 
end wali is cut at an angle as indicated by 95 
the numeral 17 in Figure 3. Below the de 
pression the head 31 of the brush 32 is pro 
vided with a substantially rectangular pocket 
18. The pocket has its open end communi 
cating with the outer end of the brush head 00 
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and has arranged therein, at the side and 
adjacent to the rear wall thereof pins 19. 
These pins are designed to be engaged by 
hooks 20 formed on spring arms 21 which 
have their outer ends connected to a plate 22 
that is slidable in the pocket 18. 
The outer end of the plate 22 is rolled upon 

itself to provide barrels that are in contact 
with other barrels carried by the lower ends 
of a scraper blade 23. The outer edge of the 
blade 23 is beveled as at 24 to provide a sharp 
scraping edge. A pivot pin or bolt 25 passes 
through the barrels 26 on the plate and on 
the blade 23 respectively, and around the 
pivot bolt or rod 25 there is wound coiled 
springs 27 having one of their ends prefer 
ably fixed to inner barrels 28 and 29 carried 
respectively by the plate 22 and the blade 23. 
Instead of connecting the springs to the bar 
reis 28 and 29 the inner or confronting ends 
thereof may rest upon the plate 22, the op 
posite or upper ends of the said springs 27 
are bent to engage with the inner face of the 
blade 23 and swing the blade away from and 
at a right angular position with respect to the 
plate 22. The barrel 29 is formed with a 
depending finger 30. When the scraping 
blade is to be used the headed ends of the 
pivot bolt are grasped and both the plate 22 
and blade 23 are withdrawn from the pocket 
18. The plate is now reinserted in the pocket 
so that the spring hooks 20 will engage with 
the spring arms 21, the blade 23 being held 
at a right angle with respect to the brush 
head and the said plate 22. The depending 
finger 30 will contact with the outer end of 
the brush head 31, directly opposite the point 
of contact with the blade 23 and the said 
outer end of the brush head. The blade is 
thus rigidly held for scraping operation. 
After such operation and after the cleaning 
of the blade, the blade will be folded upon 
the plate 22 and both of these elements are 
reinserted in the pocket 18 and held therein 
in a manner as heretofore described. The 
beveled and sharpened edge of the blade is 
designed to underlie the angular inner wall 
17 provided by the pockets 18. 
While I have illustrated satisfactory em 

bodiments of my improved device my fea 
tures of invention are capable of extended 
amplification and I do not wish to be limited 
to the precise structure herein shown and de 
scribed and, therefore, hold myself entitled 
to make such changes therefrom as fairly fall 
within the scope of what I claim. 

Having described the invention, I claim: 
1. A device for the purpose set forth in 

cluding a head for a tongue cleaning brush, 
a scraper blade associated with said head, 
means for holding the blade flush with the 
outer face of the head, said means permit 
ting a slight movement of the blade outward 
of the head, spring means for influencing the 
blade to a right angle when so moved, and a 
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stop element carried by the blade to contact 
with the head for holding the blade at an 
angle with respect to the head. 

2. A tongue cleaning brush having its head 
provided with a pocket that enters from its 
outer end formed with a depression above 
the pocket whose end wall is cut at an angle, 
a plate slidably received in the pocket, 
spring arms carried by the plate and formed 
With hooks, pins in the pocket to be engaged 
by the hooks, a pivotally supported spring 
influenced blade on the outer end of the head 
having a beveled end to be received in the 
transverse angle wall of the head when in 
inactive position and having a depending 
lug to contact with the end of the brush head 
when the plate is moved slightly out of its 
pocket sufficiently to bring the sharpened 
edge of the blade away from the angle wall 
of the head and thereafter again moved into 
the pocket to bring the hooks to engage with 
the pins. 
In testimony whereof I affix my signature. y 

CORNELIUS P. BARRETT. 
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