Title: PROCESS FOR PREPARING ETHANOLAMINE WITH IMPROVED COLOUR

Abstract: The present invention relates to a process for preparing an ethanalamine having an improved colour quality. The process comprises contacting ethanalamine with an activated carbon free of one or more metals chosen from Re, Ru, Rh, Pd, Os, Ir, Pt and Ag. The contacting can be carried out at a temperature of from 100 to 200°C, and during a period sufficient to reduce the colour of the ethanalamine, in particular a period such that the colour index (as measured according to the ASTM standard D 1209) of the ethanalamine becomes equal to or less than 50 or 40 Pt/Cu. The contacting can be carried out during or after the stage of preparation of the ethanalamine, preferably during or after the stage of purification of the ethanalamine. The invention also relates to a process for manufacturing a triethanolamine (TEA) having an improved colour quality, comprising a stage (i) of synthesis of the TEA by contacting ammonia with ethylene oxide in aqueous medium, a stage (ii) of separation of a crude TEA from the aqueous medium and a stage (iii) of purification of the TEA by distillation. The process in addition comprises contacting the crude or purified TEA with an activated carbon free of one or more metals chosen from Re, Ru, Rh, Pd, Os, Ir, Pt and Ag, after the separation stage (ii), or during and after the purification stage (iii). The advantage of the claimed invention is to provide an ethanalamine which has an improved colour quality far more resistant over time, and which is obtained in the absence of any additive or metal catalyst known to contaminate the ethanalamine.
PROCESS FOR PREPARING ETHANOLAMINE WITH IMPROVED COLOUR

The present invention relates to a process for discolouring an ethanolamine, together with a process for manufacturing a triethanolamine (TEA) having an improved colour quality.

Ethanolamines are used in the preparation of numerous products such as dispersing agents, emulsifying agents, soaps, detergents and shampoos, and in particular in the cosmetics industry and the pharmaceutical industry.

It is known that a pure ethanolamine, obtained more particularly by distillation of a crude ethanolamine which has itself been prepared for example by reacting ammonia with ethylene oxide, can be immediately coloured, or conversely can be immediately colourless, but can in this case generally colour rapidly during its storage. The phenomenon of the colouring of ethanolamines is in particular described in "SRI International, Process Economics Program Report no. 193" of January 1991, pp. 6-9 and 6-10. It seems, however, that the phenomenon of the colouring of ethanolamines is difficult to explain and control, and that the various solutions proposed are generally not very satisfactory. The proposed solutions generally consist in using special materials such as stainless steels in the manufacture and storage of the ethanolamines, or else in using an additive that reduces or suppresses the colouring. However, in said last case the presence of an additive in the ethanolamines can affect the degree of purity of the latter and give rise to other toxicological problems linked to the use of the additive.

American patent US 3 819 710 discloses a process for improving the colour and the stability of the colour of ethanolamines. The process comprises a hydrogenation of crude ethanolamines obtained beforehand by reacting ammonia with ethylene oxide. The hydrogenation is carried out in the presence of hydrogen and a metallic
hydrogenation catalyst chosen from catalysts based on Raney nickel, platinum, palladium or ruthenium, at a relatively high temperature of from 60 to 130 °C.

American patent US 2 744 938 discloses a process for removing colour impurities from alklyphenol comprising a hydrogenation treatment of the alklyphenol. More particularly, the process comprises contacting an alcohol solution of the alklyphenol with an activated carbon at a temperature of from about 40° to about 150°C in the presence of hydrogen maintained in the contacting zone at a superatmospheric pressure sufficient to maintain said alcohol substantially in liquid phase.

American patent US 6 291 715 discloses a process for preparing alkanolamines having an improved colour quality. The process comprises a hydrogenation of the alkanolamines that is carried out in the presence of hydrogen and a supported metal catalyst, at a relatively high temperature of from 70 to 160 °C. The catalyst is chosen from heterogeneous hydrogenation catalysts comprising one or more metals chosen from rhenium, ruthenium, rhodium, palladium, osmium, iridium, platinum and silver, and supported on a solid support chosen from activated carbon, alpha-alumina, zirconium dioxide and titanium dioxide.

It turns out that one or the other of the processes described previously has the drawback of employing a specific, laborious and costly stage, so-called hydrogenation in the presence of hydrogen, which is carried out at a relatively high temperature and in the presence of a hydrogenation catalyst whose metallic elements can reappear in trace form in the alkanolamines. In addition, American patent 6 291 715 does not show any advantage in using a support other than another of those proposed for the hydrogenation catalyst.

American patent US 3 723 529 discloses a process for decolorizing “polyethylene polyamines”, such as triethylenetetramine, and higher homologues, such as tetraethylenepentamine, by treatment with active carbon at elevated temperatures followed by distillation. Furthermore, it was not suggested that such a process known for decolorizing “polyethylene polyamines” also was useful with similar effects for ethanolamines. On the contrary, there are some literatures which tend to show the opposite.

An extremely simple and inexpensive process that makes it possible to discolor an ethanolamine during or after its manufacture has been found. The process has the advantage of not contacting an ethanolamine with an additive or a catalyst capable of
allowing metallic elements dangerous to human health and the environment to escape into the ethanolamine. It has been found, surprisingly, that an ethanolamine, more particularly a triethanolamine (TEA), treated in this way according to the invention generally becomes colourless or, at any rate, exhibits a colour quality that is markedly improved and that is far more resistant over time.

The present invention relates first of all to a process for preparing an ethanolamine having an improved colour quality, characterised in that it comprises a contacting of an ethanolamine with an activated carbon free of one or more metals chosen from rhenium, ruthenium, rhodium, palladium, osmium, iridium, platinum and silver.

By "ethanolamine" is generally understood an ethanolamine or a mixture of two or more ethanolamines chosen in particular from monoethanolamine (MEA), diethanolamine (DEA) and preferably TEA. The process of the present invention is well suited to one or more ethanolamines, preferably TEA, in particular when it (they) is(are) prepared in a synthesis stage by reacting ethylene oxide with ammonia, preferably in aqueous medium, for example according to one of the synthesis processes described in "SRI International, Process Economics Program Report no. 193" of January 1991, pp. 6-1 to 6-9. The synthesis stage is generally carried out by contacting ethylene oxide with ammonia, for example in a molar ratio between ammonia and ethylene oxide of from 0.5/1 to 40/1, preferably from 1/1 to 10/1, in particular from 1.5/1 to 6/1. The synthesis stage takes place, preferably, in aqueous medium, so that the weight ratio between ammonia and water can be from 0.5/1 to 1/1. The synthesis stage is generally carried out at a temperature of from 0 to 150 °C, preferably from 20 to 100 °C, in particular from 40 to 80 °C, and under an absolute pressure that can be from 0.1 to 15 MPa, preferably from 0.2 to 5 MPa, in particular from 0.2 to 2 MPa. The synthesis stage is preferably carried out in aqueous medium and continuously. It generally leads to the formation of a so-called "crude" TEA comprising TEA and one or more other ethanolamines produced during the reaction, in particular MEA, DEA and optionally ethoxylated triethanolamines (TEAE), also called triethanolamine glycol ethers, in a mixture with the aqueous medium and optionally with one of the two agents in excess or not having reacted, such as ammonia. The process for preparing the TEA can then comprise one or more stages for first of all separating the crude TEA from the aqueous medium and optionally from one of the two reagents in excess or not having reacted.
such as ammonia, preferably by one or more distillations more particularly in series, then for purifying the TEA and in particular for isolating a so-called "purified" TEA from the crude TEA, in particular by separating the TEA from the other ethanolamines produced, such as those mentioned above, preferably by one or more distillations more particularly in series. The stages of separation and purification of the TEA can with advantage be carried out continuously. In a continuous preparation process, the water and any excess of one of the reagents, in particular ammonia, are generally separated continuously from the crude TEA and are with advantage returned continuously into the TEA synthesis stage.

The process of the present invention is particularly well suited to one of the TEAs prepared according to one of the processes mentioned above, in particular a crude TEA or, preferably, a purified TEA such as that described above, and which is in the form of a coloured TEA during or after its preparation. There is meant generally by a "coloured ethanolamine or TEA" an ethanolamine or a TEA having a colour index of more than 40 Pt/Co, preferably more than 50 Pt/Co according to ASTM standard D1209. Furthermore, there is generally meant by "purified TEA" a TEA having a content by weight of TEA equal to or more than 85%, preferably equal to or more than 90%, more particularly equal to or more than 99%, and being able to contain as main purity generally DEA in a content by weight of less than 15%, preferably less than 10%, more particularly less than 1% or even less than 0.2%.

The process of the invention is suited more generally to an ethanolamine having initially, prior to its contacting with the activated carbon, a colour index (according to ASTM standard D1209) of more than 40 Pt/Co, preferably more than 50 Pt/Co, and optionally a content by weight of metal, more particularly of iron, equal to or more than 6 parts by weight per million (ppm), preferably equal to or more than 8 or 10 ppm. The method of analysis for measuring the iron content in an ethanolamine such as TEA can be more particularly carried out by plasma emission spectrometry (ICP-AES) using a commercial reference spectrometer "Iris Advantage"® sold by Thermo Jarrel Ash (France), at a wavelength of 259.94 nm.

The process of the present invention is in particular characterised in that it comprises a contacting of an ethanolamine with an activated carbon which generally represents a substantially amorphous form of carbon. The activated carbon has in particular a large specific surface area, for example a specific surface area (according to
the BET N₂ method, in particular as described by Brunauer, Emmett and Teller in J. Am. Chem. Soc., 60, 309 (1938)) of from 500 to 5000 m²/g, preferably from 500 to 2500 m²/g, in particular from 700 to 2000 m²/g. The activated carbon generally has a highly porous structure and can have a total pore volume (according to the DIN 66134 method) of from 0.05 to 2.5 cm³/g, preferably from 0.2 to 2.5 cm³/g, in particular from 0.5 to 1.5 cm³/g. The activated carbon can be in the form of powder, granules or shaped products such as rings, cylindrical pellets or balls, and have a mean particle size (by weight) of from 0.1 to 5 mm, preferably from 0.2 to 3 mm, more particularly from 0.5 to 2 mm. It can have a bulk density of from 0.2 to 0.8 g/cm³, preferably from 0.3 to 0.6 g/cm³. It can have an abrasion number/index (according to the ASTM D 4058-87 method) of from 30 to 100, preferably from 50 to 90, and a hardness index/number (or crushing strength) of from 50 to 100 N, preferably from 90 to 98 N (in particular according to the method described by "Ullmann's Encyclopedia of Industrial Chemistry, 5th completely revised Ed., Vol. A 5, Chapter 6.3, p. 356, 2nd paragraph", in particular when the activated carbon is in granule form).

The active carbon used according to the invention is in particular free of one or more metals chosen from rhenium, ruthenium, rhodium, palladium, osmium, iridium, platinum and silver. By "free of one or more metals" is meant generally an active carbon containing less than 0.05%, preferably less than 0.01%, in particular less than 0.005% by weight of one or more of said metals, calculated as metal in the zero oxidation state. The active carbon used does not support a catalyst, more particularly a metal catalyst, or in particular a hydrogenation catalyst. Preferably, it is substantially free of any metal, in particular one deposited on it. By "free of any metal" is meant generally an activated carbon containing less than 0.05%, preferably less than 0.01%, in particular less than 0.005% by weight of one or more metals.

The activated carbon is generally prepared by the calcination of organic materials, in particular ones rich in carbon such as coal, lignite, wood, nutshell, peat, pitch, coal tar and coke. It can be prepared by a thermal activation process comprising, for example, a stage of the thermal decomposition or carbonisation of the raw material, then a stage of the controlled gasification or activation of the crude carbonisation product. The activated carbon can also be prepared by a chemical activation process comprising, for example, a stage of impregnation of the raw material, more particularly wood, by a chemical activation agent such as phosphoric acid or potash, or a Lewis acid
such as aluminium chloride, ferric chloride or zinc chloride, then a stage of heating of
the mixture thus obtained to a temperature of from 450 to 700 °C and a drying stage.

In the process of the present invention, the contacting of the ethanolamine with
the active carbon can be carried out at a temperature chosen in a range of from 10 to 200
°C, preferably from 15 to 100°C, notably from 20 to 80°C, in particular from 25 to 70
°C and more particularly from 30 to 60 °C. It can be carried out under any atmosphere
or an inert atmosphere, such as air or nitrogen, preferably a dehydrated atmosphere, in
particular an atmosphere free of hydrogen, and more particularly under an absolute
pressure of from $10^2$ Pa to 2 MPa, preferably from 0.1 to 0.3 MPa.

The contacting can be carried out in various ways, for example by adding the
activated carbon to the ethanolamine, or preferably by adding the ethanolamine to the
activated carbon. It is possible in particular to place the activated carbon is suspension
in the ethanolamine and then to preferably agitate the suspension thus created. It is
possible also to pass the ethanolamine through a fixed activated carbon bed, preferably
according to a descending stream. The contacting can be carried out discontinuously or
preferably continuously.

The contacting of the ethanolamine with the activated carbon can be carried for
a period sufficient to reduce the colour of the ethanolamine, preferably for a period such
that the ethanolamine become colourless, or more particularly a period such that the
colour index (according to the ASTM standard D 1209) of the ethanolamine becomes
equal to or less than 50 or 40 Pt/Co, preferably equal to or less than 30 Pt/Co, more
particularly equal to or less than 25 Pt/Co. In general, the mean residence time of the
ethanolamine contacted with the activated carbon depends on the temperature at which
the contacting is carried out, and on the initial colour index of the ethanolamine, prior to
the contacting with the activated carbon. The mean residence time can be chosen from a
range of from 10 minutes to 18 hours, preferably from 30 minutes to 12 hours, in
particular from 1 to 8 hours.

The activated carbon thus contacted with the ethanolamine can retain
progressively compounds contained in the ethanolamine, for example organic
compounds or metallic compounds, in particular iron. It is considered that when, in the
process of the invention, the initial mass of the activated carbon has increased by about
20 wt % through the accumulation of retained compounds, it is preferable to then
subject the activated carbon to a regeneration treatment, for example a treatment
comprising a stage of washing the activated carbon with water, at a temperature of from 20 to 150 °C, preferably from 40 to 100°C, followed by a stage of thermal treatment of the activated carbon thus washed, at a temperature of from 450 to 1000 °C approximately. It is thus possible by said treatment to remove partially or totally the compounds retained by the activated carbon and to re-use the activated carbon in a new contacting with an ethanolamine in order to improve the quality of the colour of the ethanolamine.

One of the advantages of the process according to the invention is not only the supplying of an ethanolamine of improved colour quality and in particular a colourless ethanolamine, as defined above, but also an ethanolamine whose improved colour quality is far more resistant over time and which in particular remains colourless for a long storage period.

Another advantage of the present process is the supplying of an ethanolamine whose content by weight of metal and in particular of iron is particularly reduced and becomes extremely low, for example less than 6 parts by weight per million (ppm), preferably equal to or less than 5 ppm or even less than 4 ppm.

The process of the invention can be used during or after the stage of preparation of the ethanolamine, more particularly during or after the stage of synthesis of the ethanolamine performed by reacting ethylene oxide with ammonia, preferably in aqueous medium. The process of the invention can be carried out preferably during or after the stage of purification of the ethanolamine, more particularly performed by one or preferably more than one distillation. In particular, the process of the invention can be used after having separated and isolated a crude ethanolamine from water and/or from one of the reagents in excess or not having reacted during the preparation of the ethanolamine, such as ammonia. It can be used more particularly during or after the stage of purification of the crude ethanolamine freed of water and optionally one of the reagents in excess and/or not having reacted, more particularly by one or more distillations, so as to separate and isolate substantially the MEA, the DEA and the TEA or a mixture of the latter. For example, the process of the invention can be used after the purification stage intended to separate and isolate the MEA and before that intended to separate and to isolate the DEA and the TEA or a mixture of TEA and DEA. The process of the invention can also be used after the purification stage intended to separate and to isolate the DEA and before that intended to separate and to isolate the TEA or a
mixture of TEA and DEA. The process of the invention can preferably be used after or at the end of the stage of purification of the ethanolamine, more particularly after or at the end of the stage of purification of the TEA or a mixture of TEA and DEA, in particular at the moment when the TEA or a mixture of TEA and DEA is isolated or more particularly stored in a storage zone, more particularly at a temperature extending from ambient temperature (about 20 °C) to 80 °C, preferably from 25 to 70 °C, more particularly from 30 to 60 °C.

The present invention also relates to a process for manufacturing a triethanolamine (TEA) having an improved colour quality, which process comprises the following stages:

(i) a stage of synthesis of the TEA by contacting ammonia with ethylene oxide in aqueous medium so as to form a crude TEA comprising monoethanolamine (MEA), diethanolamine (DEA) and (TEA), as a mixture with water and ammonia in excess and/or not having reacted,

(ii) a stage of separation of the crude TEA and the mixture of water and ammonia so as to isolate and to recover the crude TEA, and

(iii) a stage of purification of the TEA by distillation of the crude TEA to as to separate substantially the MEA and the DEA from the TEA and to isolate and recover a purified TEA containing at least 85% by weight of TEA,

which process is characterised in that, after the separation stage (ii) or during or after the purification stage (iii), the crude or purified TEA is contacted with an activated carbon free of one or more metals chosen from rhenium, ruthenium, rhodium, palladium, osmium, iridium, platinum and silver.

The process of the invention is preferably used continuously, so that the stages described above and the contacting of the crude or purified TEA with the activated carbon are carried out continuously. The separation stage (ii) and the purification stage (iii) are preferably performed by one or more distillations, more particularly in series, and in particular continuously.

In the process for manufacturing TEA, the contacting of the crude or purified TEA with the activated carbon can be carried out according to one of the preferred variants described above in the process for preparing an ethanolamine of improved colour quality. The crude or purified TEA can be initially coloured, prior to its
contacting with the activated carbon, and have a colour index (according to ASTM standard D 1209) of more than 40 Pt/Co, preferably more than 50 Pt/Co, and optionally a content by weight of metal, more particularly of iron, of more than 6 ppm, preferably more than 8 or 10 ppm. The method of analysis for measuring the iron content of the TEA can be that described above, namely plasma emission spectrometry (ICP-AES).

In the process for manufacturing TEA according to the invention, the contacting of the crude or purified TEA with the activated carbon can be carried out for a period sufficient to reduce the colour of the TEA, preferably a period such that the TEA becomes colourless, or more particularly a period such that the colour index (according to ASTM standard D 1209) becomes equal to or less than 50 or 40 Pt/Co, preferably equal to or less than 30 Pt/Co, more particularly equal to or less than 25 Pt/Co. The mean residence time of the crude or purified TEA contacted with the activated carbon can be chosen in a range of from 10 minutes to 18 hours, preferably from 30 minutes to 12 hours, in particular from 1 to 8 hours.

In the process for manufacturing TEA, the contacting with the activated carbon can be carried out at the earliest after stage (ii) for separating the crude TEA, that is to say once the crude TEA has been separated from the water and the ammonia, and in particular prior to stage (iii) for purification of the TEA. It can be carried out on the crude TEA substantially free of water and ammonia, and in particular prior to stage (iii) for purification of the crude TEA.

The contacting with the activated carbon can also be carried out during stage (iii) for purification of the TEA, that is to say at any moment of the purification of the TEA. In particular, it can be carried out after the moment when the MEA is first of all substantially separated from the crude TEA, and before the moment when the DEA is substantially separated from the TEA. It can in particular be carried out after the moment when the DEA is substantially separated from the TEA, and in particular before the moment when the TEA is purified of said latter impurities.

The contacting with the activated carbon can preferably be carried out after or at the end of stage (iii) for purification of the TEA, and consequently on the purified TEA containing less than 15%, preferably less than 10%, more particularly less than 1% or even less than 0.2% by weight of DEA. It can be carried out at the end of stage (iii) for purification of the TEA, before, during or after the purified TEA has been cooled to a temperature ranging from ambient temperature (about 20 °C) to 80 °C, preferably from...
25 to 70 °C, in particular from 30 to 60 °C, or else after the recovery of the purified and cooled TEA, for example in a zone for storing the latter, more particularly at a temperature ranging from ambient temperature (about 20 °C) to 80 °C, preferably from 25 to 70 °C, in particular from 30 to 60°C. The contacting with the activated carbon can be carried out in the zone for storing the purified TEA, which is more particularly taken from the storage zone so as to form a stream of purified TEA which then passes through a fixed bed of activated carbon and which can be finally returned in part or in toto to the storage zone. Any other, nonreturned part can be isolated in order to be sent to the customers.

One of the advantages of the process for manufacturing TEA is the supplying of a TEA of improved colour quality and in particular a colourless TEA as defined above, and also a TEA whose improved colour quality is far more resistant over time and which in particular remains colourless for a long storage period.

Another advantage of the present process for manufacturing TEA is the supplying of a TEA whose content by weight of metal and more particularly of iron is particularly reduced and becomes extremely low, for example less than 6 ppm, preferably equal to or less than 5 ppm or even equal to or less than 4 ppm.

The following examples illustrate the present invention.

**Example 1**

A purified and coloured TEA was manufactured continuously according to the following process. The process comprises a stage (i) for the synthesis of TEA by reacting ammonia with ethylene oxide in aqueous medium, in a molar ratio between ammonia and ethylene oxide of 2/1, at a temperature of 60 °C. A mixture of a crude TEA with water and ammonia not having reacted is thus obtained. The mixture is then subjected continuously to a stage (ii) for separation of the crude TEA, carried out by distillation in two distillation columns arranged in series, so as to separate first water and then ammonia from the crude TEA. A crude TEA freed of water and ammonia is thus obtained, which is then subjected continuously to a stage (iii) for purification of the TEA, carried out by distillation of the crude TEA in three distillation columns arranged in series, so as to separate successively the MEA and then the DEA and the TEAE substantially from the TEA, and to form a purified and coloured TEA. A sample of said purified and coloured TEA is taken: it has a content of TEA of more than 99 wt %, contains 6 ppm of iron (according to the plasma emission spectrometry method (ICP-
AES) described above) and has a colour index (according to ASTM standard D 1209) of 70 Pt/Co.

The TEA sample is treated according to the following process. At ambient temperature (20 °C), the TEA sample is taken according to a continuous stream at a flow rate of about 1 ml/min. The TEA stream is sent through a fixed bed of 46 g of an activated carbon known under the commercial reference "SGL 8x30"® and sold by Chemviron Carbon (France). The activated carbon is free of metals chosen from rhenium, ruthenium, rhodium, palladium, osmium, iridium, platinum and silver. It has a bulk density of 0.46 g/cm³ and is in the form of particles having a grain size distribution such that less than 15% by weight of the particles have a size equal to or more than 2.36 mm and less than 4% by weight of the particles have a size less than 0.6 mm. The activated carbon has a specific surface area (according to the N₂BET method described by Brunauer, Emmett and Teller in J. Am. Chem. Soc. 60, 309 (1938)) of 1000 m²/g, and has a hardness index/number of 95 N. The mean residence time of the TEA in contact with the activated carbon is about 2 hours. A purified TEA of improved colour quality is thus recovered continuously, having a purity of more than 99% by weight, a colour index (according to ASTM standard D 1209) of 30 Pt/Co and an iron content of 4 ppm (according to the plasma emission spectrometry method (ICP-AES) described above).

**Example 2**

Exactly the same procedure is adopted as in Example 1, except that in the last distillation a purified and coloured TEA is recovered containing 91 wt % of TEA, 3 wt % of DEA, 5 wt % of TEAE and 8 ppm of iron (according to the plasma emission spectrometry method (ICP-AES) described above) and having a colour index (according to ASTM standard D 1209) of 120 Pt/Co and that a sample of said TEA is thus isolated.

The sample is treated as in Example 1, except that the sample prepared in Example 2 is used. A purified TEA is thus obtained continuously, having an improved colour quality, exhibiting in particular a colour index (according to ASTM D 1209) of 50 Pt/Co, and having an iron content of 5 ppm (according to the plasma emission spectrometry method (ICP-AES) described above).
Claims:
1. Process for preparing an ethanolamine having an improved colour quality, characterised in that it comprises a contacting of an ethanolamine with an activated carbon free of one or more metals chosen from rhenium, ruthenium, rhodium, palladium, osmium, iridium, platinum and silver.

2. Process according to claim 1, characterised in that the ethanolamine is an ethanolamine or a mixture of two or more ethanolamines chosen from monoethanolamine (MEA), diethanolamine (DEA) and preferably triethanolamine (TEA).

3. Process according to claim 1 or 2, characterised in that the ethanolamine is prepared in a synthesis stage by reacting ethylene oxide with ammonia, preferably in aqueous medium.

4. Process according to any one of claims 1 to 3, characterised in that the ethanolamine has initially, prior to its contacting with the activated carbon, a colour index (according to ASTM standard D 1209) of more than 40 Pt/Co, preferably more than 50 Pt/Co, and optionally a content by weight of metal, preferably of iron, equal to or more than 6 parts per million (ppm), more particularly equal to or more than 8 ppm, in particular equal to or more than 10 ppm.

5. Process according to any one of claims 1 to 4, characterised in that the activated carbon has a specific surface area (N₂ BET) of from 500 to 5000 m²/g, preferably from 500 to 2500 m²/g, more particularly from 700 to 2000 m²/g.

6. Process according to any one of claims 1 to 5, characterised in that the contacting of the ethanolamine with the activated carbon is carried out at a temperature of from 10 to 200°C, preferably from 15 to 100 °C, more particularly from 20 to 80 °C.
7. Process according to any one of claims 1 to 6, characterised in that the contacting of the ethanolamine with the activated carbon is carried out for a period sufficient to reduce the colour of the ethanolamine, preferably for a period such that the colour index (according to ASTM standard D 1209) of the ethanolamine becomes equal to or less than 50 Pt/Co, preferably equal to or less than 40 Pt/Co, more particularly equal to or less than 30 Pt/Co.

8. Process according to any one of claims 1 to 7, characterised in that the mean residence time of the ethanolamine contacted with the activated carbon is chosen in a range of from 10 minutes to 18 hours, preferably from 30 minutes to 12 hours, more particularly from 1 to 8 hours.

9. Process according to any one of claims 1 to 8, characterised in that it is carried out during or after the stage of preparation of the ethanolamine, preferably during or after the stage of purification of the ethylene.

10. Process for manufacturing a triethanolamine (TEA) having an improved colour quality, which process comprises the following stages:

(i) a stage for synthesising TEA by the contacting of ethylene oxide with ammonia in aqueous medium, so as to form a crude TEA containing monoethanolamine (MEA), diethanolamine (DEA) and TEA, as a mixture with water and ammonia in excess and/or not having reacted,

(ii) a stage for separating the crude TEA and the mixture of water and ammonia, so as to isolate and recover the crude TEA, and

(iii) a stage for purifying the TEA by distillation of the crude TEA, so as to separate substantially the MEA and the DEA from the TEA, and to isolate and recover a purified TEA containing at least 85 wt % of TEA,

which process is characterised in that, after the separation stage (ii) or during or after the purification stage (iii), the crude or purified TEA is contacted with an activated carbon free of one or more metals chosen from rhenium, ruthenium, rhodium, palladium, osmium, iridium, platinum and silver.
AMENDED CLAIMS
[received by the International Bureau on 27 September 2004 (27.09.04);
original claims 1-10 replaced by new claims 1-10 (2 pages)]

1. Process for preparing an ethanolamine having an improved colour quality, characterised
in that it comprises a contacting of an ethanolamine with an activated carbon free of one
or more metals chosen from rhenium, ruthenium, rhodium, palladium, osmium, iridium,
platinum and silver, under an atmosphere free of hydrogen.

2. Process according to claim 1, characterised in that the ethanolamine is an ethanolamine
or a mixture of two or more ethanolamines chosen from monoethanolamine (MEA),
diethanolamine (DEA) and preferably triethanolamine (TEA).

3. Process according to claim 1 or 2, characterised in that the ethanolamine is prepared in a
synthesis stage by reacting ethylene oxide with ammonia, preferably in aqueous medium.

4. Process according to any one of claims 1 to 3, characterised in that the ethanolamine has
initially, prior to its contacting with the activated carbon, a colour index (according to
ASTM standard D 1209) of more than 40 Pt/Co, preferably more than 50 Pt/Co, and
optionally a content by weight of metal, preferably of iron, equal to or more than 6 parts
per million (ppm), more particularly equal to or more than 8 ppm, in particular equal to
or more than 10 ppm.

5. Process according to any one of claims 1 to 4, characterised in that the activated carbon
has a specific surface area (N₂ BET) of from 500 to 5000 m²/g, preferably from 500 to
2500 m²/g, more particularly from 700 to 2000 m²/g.

6. Process according to any one of claims 1 to 5, characterised in that the contacting of the
ethanolamine with the activated carbon is carried out at a temperature of from 10 to
200 °C, preferably from 15 to 100 °C, more particularly from 20 to 80 °C.
7. Process according to any one of claims 1 to 6, characterised in that the contacting of the ethanolamine with the activated carbon is carried out for a period sufficient to reduce the colour of the ethanolamine, preferably for a period such that the colour index (according to ASTM standard D 1209) of the ethanolamine becomes equal to or less than 50 Pt/Co, preferably equal to or less than 40 Pt/Co, more particularly equal to or less than 30 Pt/Co.

8. Process according to any one of claims 1 to 7, characterised in that the mean residence time of the ethanolamine contacted with the activated carbon is chosen in a range of from 10 minutes to 18 hours, preferably from 30 minutes to 12 hours, more particularly from 1 to 8 hours.

9. Process according to any one of claims 1 to 8, characterised in that it is carried out during or after the stage of preparation of the ethanolamine, preferably during or after the stage of purification of the ethylene.

10. Process for manufacturing a triethanolamine (TEA) having an improved colour quality, which process comprises the following stages:

(i) a stage for synthesising TEA by the contacting of ethylene oxide with ammonia in aqueous medium, so as to form a crude TEA containing monoethanolamine (MEA), diethanolamine (DEA) and TEA, as a mixture with water and ammonia in excess and/or not having reacted,

(ii) a stage for separating the crude TEA and the mixture of water and ammonia, so as to isolate and recover the crude TEA, and

(iii) a stage for purifying the TEA by distillation of the crude TEA, so as to separate substantially the MEA and the DEA from the TEA, and to isolate and recover a purified TEA containing at least 85 wt % of TEA,

which process is characterised in that, after the separation stage (ii) or during or after the purification stage (iii), the crude or purified TEA is contacted with an activated carbon free of one or more metals chosen from rhenium, ruthenium, rhodium, palladium, osmium, iridium, platinum and silver, under an atmosphere free of hydrogen.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC 7 C07C213/10 C07C215/12 C07C215/08

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC 7 C07C

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal, CHEM ABS Data

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 3 723 529 A (JAMES WILLIAM PITTS) 27 March 1973 (1973-03-27) cited in the application the whole document</td>
<td>1-10</td>
</tr>
<tr>
<td>Y</td>
<td>US 2 744 938 A (PETER URBAN JR.) 8 May 1956 (1956-05-08) cited in the application the whole document</td>
<td>1-10</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C. Patent family members are listed in annex.

* Special categories of cited documents:

**A** document defining the general state of the art which is not considered to be of particular relevance

**E** earlier document but published on or after the international filing date

**L** document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

**O** document referring to an oral disclosure, use, exhibition or other means

**P** document published prior to the international filing date but later than the priority date claimed

**T** later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

**X** document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

**Y** document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.

**S** document member of the same patent family

Date of the actual completion of the international search: 23 July 2004

Date of mailing of the international search report: 02/08/2004

Name and mailing address of the ISA

European Patent Office, P. B. 5818 Patentbuild 2
NL-2280 HJ Rijswijk
Tel. (+31-70) 940-2040, Tx. 31 651 epc nl
Fax. (+31-70) 340-3016

Authorized officer: Fitz, W.

Form PCT/SA/210 (second sheet) [January 2014]
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 4 737 243 A (ROBERT J. SIML) 12 April 1988 (1988-04-12) the whole document</td>
<td>1-10</td>
</tr>
<tr>
<td>A</td>
<td>US 2001/031897 A1 (GÜNTHER RUIDER) 18 October 2001 (2001-10-18) the whole document</td>
<td>1-10</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>---------------------------------------</td>
<td>----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>US 3723529</td>
<td>27-03-1973</td>
<td>NONE</td>
</tr>
<tr>
<td>US 6291715</td>
<td>18-09-2001</td>
<td>DE 19942300 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AT 253036 T</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 50042292 D1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1081130 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2001097934 A</td>
</tr>
<tr>
<td>US 2744938</td>
<td>08-05-1956</td>
<td>NONE</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2126794 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1106792 A,B</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69409040 D1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69409040 T2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0632013 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0764631 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 7017920 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 215614 B1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2116195 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1103639 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69415607 D1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69415607 T2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69429197 D1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69429197 T2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0638544 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0823415 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 7145114 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 213597 B1</td>
</tr>
<tr>
<td>US 4737243</td>
<td>12-04-1988</td>
<td>NONE</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AT 244696 T</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 50100353 D1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2203558 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2001294562 A</td>
</tr>
</tbody>
</table>