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To all whom it may concern: that the hinges are on. The loop of the rod 
Be it known that I, IRA. S. DOTEN, of 

Bristol, Kendall county, Illinois, have in 
vented certain Improvements in Devices for 
Closing Doors, of which the following is a 
specification: - 

This invention consists of an improved 
method of closing doors, the object of which 
is to so apply the power, that when the door 
is closed the power for holding it is greatest, 
and when the door is wide open, or nearly so, 
the power for closing it is least; hence wen 
the door commences to close it will begin 
slowly and will move with an accelerated mo 
tion. The invention consists in a novel ar 
rangement of bent rod, movable sleeve, cord, 
and weight, by means of which the door is 
closed, and which will also hold the door 
wide open, if desired; there being also a 
suitable adjusting-pin, all as hereinafter more 
fully described and definitely claimed. 

In the drawing accompanying this specifica 
tion, and forming a part thereof, A represents 
the dor, and B the frame of the same. C is 
a rod bent in a peculiar manner, and attached 
firmly to the door. D is a movable sleeve, 
which slides on the rod C. E. is a cord at 
tached at one end to the movable sleeve D. 

... This cord runs around a horizontal pulley, P, 
and over a vertical pulley, P', and has a 
weight, F, attached to the other end. The 
pulleys are mounted in frames ff, which 
are fastened to the door-frame or other suita 
ble part of the wall of the room, h is an 
adjusting-pin in the rod O. The bent rod C 
is fastened to the door near its top. This rod 
is bent somewhat i? the form of a wide 
“staple,” with a loop having nearly right 
angles, and of a width of loop corresponding 
to the width of the door, or a little less. On 
the leg of the bent rod nearest the hinge is 
made a small offset of, say, about one inch, 
which will bring the upper part of the rod at 
that point away from the door the distance 
corresponding with the offset. On the other 
leg of the rod is an offset corresponding with 
the other in distance from the end of the rod, 
but this offset is much greater, say from six 
to ten inches, which will carry the upper part 
of the rod, at that point, a correspondingly 
greater distance from the door than the other 
so that the horizontal part of the rod will 
stand at an inclination of several degrees to 
the plane of the side or face of the door, and 
having the part nearest the door, on the side 

or horizontal part of the same projects a short 
distance above the top of the door, and is 
made as straight as practicable, for the pur 
pose of allowing the movable sleeve D to slide 
easily upon it when the door is opened or 
shut, and the projection of the rod above the 
door is for the purpose of allowing the cord 
E, which is attached to the movable sleeve, 
to travel with the same, and clear the top 
edge of the door. The object of having the 
bent rod C made with a small offset on the 
part near the hinge is that the door may open 
to the widest extent practicable, without hav 
ing the rod strike the door-frame, and the 
object of having the greater offset in the other 
leg of the rod is that there may be room, 
When the door is closed, between the rod and 
pulley P, so that the weight and cord may 
Operate properly. Another reason for having 
a snall offset on the rod luear the hinge is 
that the point of attachment of the cord to 
the door, through the medium of the mova 
ble sleeve and rod, may, when the door is 
Wide open, be as near the hinge as necessary 
for holding the door open, when required. 
The adjusting-pin his for the purpose of pre 
venting the movable sleeve D from sliding 
too far on the rod when it is not wanted that 
the door should be left wide open. This ad 
justing-pin is movable, and several holes for it 
may be made in the rod at different points 
along the same, if desired. 
Among the advantages which this device 

has over springs and the like is, that the least 
part of the power is applied to start to close 
the door, and the greatest amount of power 
is applied to hold the door tightly closed, 
While with springs as usually arranged the 
reverse is the case. 
Having thus described my invention, what 

I claim as new, and desire to secure by Let 
ters Patent, is 

1. The bent rod C, in combination with the 
movable sleeve D, cord E, pulleys PP, and 
Weight F, when arranged, constructed, and 
operating for the purpose, and substantially 
in the manner hereinbefore specified. 

2. The adjusting-pin h, in combination with 
the bent rod C, and movable sleeve D, sub 
stantially in the manner described and shown, for the purpose specified. 

Witnesses: IRA. S. DOTEN. 
GEORGE G. HUNT, 
FRED. W. LESTER. 

  


