Abstract Title: Vehicle rear storage system

A vehicle storage assembly (24) for a vehicle cargo area (12) includes a base (34) defining a floor of the storage assembly (24) and a storage panel (30,32) attached to said base (34). At least a portion of the storage panel (30,32) is movable relative to the base (34) by a living hinge (66,68). The storage panel (30,32) is movable between a stowed position and a deployed position for dividing at least a portion of the vehicle cargo area (12).
This invention relates in general to motor vehicles and, more particularly, to a storage assembly for motor vehicle cargo areas and trunk compartments which reduces the risk that cargo will shift, slide, or roll about the cargo area and trunk compartment during the operation of the motor vehicle.

Most motor vehicles are provided with cargo areas and trunk compartments for transporting and storing cargo. Cargo areas and trunk compartments are generally defined by a horizontal load surface extending between the motor vehicle side panels and the rearmost seat and rear end of the motor vehicle. The cargo transported and stored on the load surface typically shifts, slides, or rolls about the load surface in response to the motion of the motor vehicle induced by accelerating, braking, and turning.

It is desirable to prevent cargo from shifting about the load surface in an effort to prevent cargo from spilling or from being damaged when being transported or stored. It is also often desirable to separate various cargo to prevent the various cargo from intermixing and/or damaging one another.

Of recent popularity are cargo nets. Such nets are usually formed from flexible elastic cords having hooks or other fasteners that cooperate with eyes strategically located in the motor vehicle cargo area or trunk compartment. Such nets are limited in their applications. They fail to provide a rigid structure for receiving fragile cargo. Fastening the net can require the motor vehicle operator or passenger to bend and stretch into the cargo area or trunk compartment. Moreover, deployment of the net may require tension over the cargo that can crush and damage fragile cargo.

Various organizing arrangements have been proposed for use in motor vehicle cargo areas and trunk compartments. Such arrangements include partitions or racks that divide the cargo area or trunk compartment into a plurality of discrete storage areas. Some arrangements include partitions that are collapsible to allow the arrangement to be folded and stored in a compact form. The partitions of some of these arrangements may be secured to the vehicle by metal hinges. These arrangements may be expensive to manufacture, especially in the secondary market, and may be cumbersome to assemble. Moreover, such arrangements may vibrate during operation of the vehicle generating
undesirable noise.

A storage apparatus is therefore needed that addresses the above problems and/or generally provides and improvement or alternative to existing arrangements. In particular a there is needed a storage apparatus that permits cargo to be transported and stored in a motor vehicle without shifting or spilling that does not generate undesirable noise during vehicle operation.

The present invention is directed towards a motor vehicle storage assembly that meets the foregoing needs.

According to the present invention there is provided a vehicle storage assembly as described in the accompanying claims.

In an embodiment of the invention there is provided a vehicle storage assembly, for a vehicle cargo area, which includes a base defining a floor of the storage assembly and a storage panel attached to said base. At least a portion of the storage panel is movable relative to the base by a living hinge. The storage panel is movable between a stowed position and a deployed position for dividing at least a portion of the vehicle cargo area.

The present invention will now be described by way of example only with reference to the following figures in which:

Fig. 1 is a rear perspective view of a motor vehicle cargo area with the motor vehicle cargo hatch opened for clarity and including a storage assembly in a deployed position in the motor vehicle cargo area, in accordance with an embodiment of the present invention;

Fig. 2 is a rear perspective view of the motor vehicle cargo area and storage assembly shown in Fig. 1 shown in a stowed position;

Fig. 3 is an enlarged perspective view of a portion of the storage assembly shown in Figs. 1 and 2 shown in a molded position;

Fig. 4 is an enlarged cross-sectional view of a portion of the storage assembly
shown in Fig. 3 taken along line 4-4;

Fig. 5 is an enlarged cross-sectional view of the portion of the storage assembly shown in Fig. 4 in an installed position; and

Fig. 6 is an enlarged cross-section view of a second embodiment of a portion of a storage assembly in accordance with the present invention.

Referring now to the drawings, there is illustrated in Fig. 1 a motor vehicle 10 having a cargo area or truck compartment 12 for storing and transporting cargo. The illustrated motor vehicle 10 and cargo area 12 are, in large measure, conventional in the art and are intended merely to illustrate one environment in which this invention may be used. Thus, the scope of this invention is not intended to be limited for use with the specific structure for the motor vehicle 10 or cargo area 12 illustrated in Fig. 1 or with motor vehicle cargo areas in general. On the contrary, as will become apparent below, this invention may be used in any desired environment for the purposes described below.

The cargo area 12 is generally bounded by opposing laterally spaced walls, each comprising interior components 14, 16 and a rear seat 18 or a wall of a trunk compartment, illustrated schematically in Fig. 1. A generally horizontal floor 20 or load surface is provided for supporting cargo. A cargo hatch or trunk lid 22 is generally provided to conceal the cargo area 12, however such is illustrated in an open position in Fig. 1 for clarity purposes.

A storage assembly, indicated generally at 24, is adapted to be retained in the cargo area 12. As illustrated, the storage assembly 24 generally includes a first cover panel 26 and a second cover panel 28, although such is not required. It will be appreciated that the storage assembly 24 may have any number of cover panels, including a single cover panel or no cover panel at all. As illustrated, the storage assembly 24 further includes a first storage panel 30 and a second storage panel 32, although such is not required. It will be appreciated that the storage assembly 24 may have any number of storage panels, including a single storage panel. The storage assembly 24 may further include a base 34 and a net 36.

The first cover panel 26 may be pivotably mounted to the base 34 by a first pin
member 35 and the second cover panel 28 may be pivotably mounted to the base 34 by a second pin member 37. However, it will be appreciated that the cover panels 26, 28 may be mounted to the base 34 or to any portion of the cargo area 12 in any manner. As illustrated, the first cover panel 26 is mounted to the base 34 about an axis A. As further illustrated, the cover panel 28 is mounted to the base 34 about an axis B. Each of the cover panels 26, 28 are pivotable to an open position, as shown in Fig. 1, in which each of the cover panels 26, 28 are generally perpendicular to the base 34. Each of the cover panels 26, 28 are also pivotable to a closed position, as shown in Fig. 2, in which each of the cover panels 26, 28 are generally parallel to the base 34. The first cover panel 26 may be further pivotable to an extended position as illustrated by phantom lines 26' in Fig. 1, although such is not required. It will be appreciated that either, both or neither of the cover panels 26, 28 may be pivotable to an extended position. The cover panels 26, 28 extend generally parallel to the base 34 and extend generally outwardly from the assembly 24 when in the extended position. It will be appreciated that the first cover panel 26 may extend outwardly from the assembly 24, such that the first cover panel 26 extends outwardly from the rear of the vehicle 10. In the extended position, articles (not shown) may be stored on top of the first cover panel 26 to be easily accessible to a user outside of the vehicle 10. In the open position, at least one of the cover panels 26, 28 divide the cargo area 12. At least one of the cover panels 26, 28 may include a locking mechanism 38. The locking mechanism 36 may selectively limit the rotation of at least one of the cover panels 26, 28. In a preferred embodiment, the locking mechanism 38 may prevent rotation of the cover panels 26, 28 from the closed position without disengagement of the locking mechanism 38. At least one of the cover panels 26, 28 may further include a handle 40. The handle 40 may assist a user in positioning at least one of the cover panels 26, 28 or the assembly 24 within the vehicle 10, as will be described herein. As illustrated, the first cover panel 26 may be contoured at outer opposing sides 26a and 26b to respectively form flanges 26c and recesses 26d, which will be described below. As further illustrated, the second cover panel 28 may also be contoured at outer opposing sides 28a and 28b to respectively form flanges 28c and recesses 28d, which will also be described below.

The storage panels 30, 32 may be pivotably mounted to the base 30 by at least one fastener 42, as will be described in more detail below. It will be appreciated that the
storage panels 30, 32 may be pivotably mounted to any portion of the cargo area 12. Each of the storage panels 30, 32 are pivotable to a deployed position, as shown in Fig. 1, in which each of the storage panels 30, 32 are generally perpendicular to the base 34. Each of the storage panels 30, 32 are also pivotable to a stowed position, in which each of the storage panels 30, 32 are generally parallel to the base 34, as will be described in further detail below.

The base 34 may be positioned within the cargo area 12, such that the base 34 is supported by a horizontal surface defining the cargo area, although such is not required. The base 34 may be formed integral to any horizontal portion of the motor vehicle 10 and additionally, or alternatively, may form a portion of the floor 20 of the cargo area 12. It will also be appreciated that the base 30 may rest on the floor 20 and may be removably secured to the floor 20. It will also be appreciated that the base 30 may include a plurality of rollers 44 rotatably attached thereto, although such is not required. The plurality of rollers 44 may allow the base 30 and assembly 24 to roll within the cargo area 12. The rollers 44 may roll against the floor 20 allowing a user to move the assembly 24 relative to the floor 20. For example, a user may desire to move the assembly 24 closer to the cargo hatch 22 to load or unload storage items (not shown) from the assembly 24. It may also be desirable to move the assembly 24 closer to the cargo hatch 22 and move the first cover panel 26 in the extended position, such that the first cover panel 26 extends generally extends outwardly from the assembly 24 and the cargo area 12 to act as a tray at the rear of the vehicle 10. It will be appreciated that the first cover panel 26 may extend outside of the cargo area 12 when the first cover panel 26 is in the extended position and the assembly is positioned near the rear of the cargo area 12. The rollers 44 may cooperate with a track, indicated schematically at 45, within the floor 20 to control the movement of the assembly 24, although such is not required. It will further be appreciated that the rollers 44 and/or the track 45 may include a locking mechanism (not shown) to limit the rotation of the rollers 44 relative to the assembly 24 to control the movement of the assembly 24. As best shown in Fig. 2, each of the plurality of rollers 44 may extend through the respective recesses 26d, 28d formed through the outer opposing sides of the cover panels 26, 28. Each of the flanges 26c and flanges 28c of the cover panels 26, 28 may extend about the respective rollers 44 to aesthetically cover portions of the respective rollers 44 and any associated
mechanism from view from the cargo area 12.

As illustrated in Fig. 1, the net 36 may include a frame member 46, although such is not required. The frame member 46 may extend about a portion of the periphery of the net 36. At least a portion of the frame member 46 may be used to attach the net 36 to the assembly 24. As illustrated, the net 36 extends between the first cover panel 26 and the second cover panel 28. As illustrated with reference to the second cover panel 28 in Fig. 1, a portion of the frame member 46 is received within an anchor member 48 of the second cover panel 28, although such is not required. It will be appreciated that the net 36 may be attached to the assembly 24 in any manner. In a preferred embodiment, the net 36 is attached to the first cover panel 26 and the second cover panel 28 to facilitate supporting the first cover panel 26 to the second cover panel 28 in the deployed position. In this embodiment, the net 36 may prevent either the first cover panel 26 or the second cover panel 28 from rotating outwardly away from one another when both cover panels 26, 28 are in the extended position.

Referring now to Fig. 3, a molded storage subassembly 49 including the base 34 and storage panels 30, 32 is shown prior to assembly in the storage assembly 24. The base 34 may include a first plurality of apertures 50 corresponding to the pins 35, 37 to facilitate mounting the respective cover panels 26, 28 to the base 34. The base 34 may also include a second plurality of apertures 52 corresponding to the respective plurality of fasteners 42 for securing each of the storage panels 30, 32 to the base 34. Each of the first storage panel 30 and the second storage panel 32 includes a plurality of apertures 54 corresponding to the respective plurality of fasteners 42 and plurality of apertures 52 to facilitate the attachment of the storage panels 30, 32 to the base 34. The base 34 may additionally include a third plurality of apertures 56 for facilitating the attachment of the plurality of rollers 44 to the base 34, although such is not required. The base 34 may include strengthening ribs 58 formed on a storage surface 59, although such is not required. In a preferred embodiment, the first storage panel 30, the second storage panel 32, and the base 34 are integrally formed as a molded subassembly 60. As illustrated in Fig. 3, the first storage panel 30 and the second storage panel 32 are in a molded position relative to the base 34, as will be described below.

Referring now to Fig. 4, a portion of the molded storage subassembly 49 is shown including the first storage panel 30 and the base 34. The molded subassembly 60
may be formed by any suitable molding technique, such as blow molding, injection molding, or twin sheet/compression molding. As illustrated, the first storage panel 30 is in the molded position relative to the base 34. An exemplary mold parting line for the subassembly 49 is indicated at line P. As illustrated, the subassembly 49 is formed of a base material 62 and an outer layer 64, although such is not required. It will be appreciated that the subassembly 49 may be formed from a single material or any number of materials formed together in any manner. It will be appreciated that any portion of the subassembly 60 may be formed from a laminate, such as a tri-laminate having a foam layer disposed between two hard layers. It will further be appreciated that the outer layer 64 may extend about only a portion of the subassembly 49. For example, the outer layer 64 may extend over only the portion of the subassembly 49 comprising the first storage panel 30 and the second storage panel 32. In a preferred embodiment, the outer layer 64 is a flexible material. In a more preferred embodiment, the outer layer 64 is a textile, polymer, or fabric, such as carpet, vinyl, rubber, cloth, thermoplastic olefin (TPO), or any other textile material or combination thereof. It will further be appreciated that although both the first storage panel 30 and the base 34 are each illustrated as hollow in Figs. 4 and 5, either of the first storage panel 30 and the base 34 may be molded as generally solid or generally hollow members in any combination with one another in accordance with the present invention.

A first living hinge 66 is formed between the first storage panel 30 and the base 34. The first living hinge 66 may be formed by a flexible portion of the first storage panel 30. The first living hinge 66 may be formed by a notch of relatively smaller thickness of the material comprising the first storage panel 30. It will be appreciated that the first living hinge 66 may be a notch formed in the base material 62. It will also be appreciated that the first living hinge 66 may be a portion of the first storage panel 30 having a lesser amount of base material 62 relative to the remaining portion of the first storage panel 30 or a portion of the first storage panel 30 that is essentially devoid of the base material 62. It will further be appreciated that the first living hinge 66 may be formed by a portion of the outer layer 64 that is adjacent to such a notch formed in, portion having a lesser amount of, or portion devoid of the base material 62.

A second living hinge 68 is formed in the first storage panel 30. The second living hinge 68 may be formed by a flexible portion of the first storage panel 30. The
second living hinge 68 may be formed by a notch of relatively smaller thickness of the material comprising the first storage panel 30. It will be appreciated that the second living hinge 68 may be a notch formed in the base material 62. It will also be appreciated that the second living hinge 68 may be a portion of the first storage panel 30 having a lesser amount of base material 62 relative to the remaining portion of the first storage panel 30 or a portion of the first storage panel 30 that is essentially devoid of the base material 62. It will further be appreciated that the second living hinge 68 may be formed by a portion of the outer layer 64 that is adjacent to such a notch formed in, portion having a lesser amount of, or portion devoid of the base material 62.

The first living hinge 66 facilitates attachment of the first storage panel 30 to the base 34. The second living hinge 68 divides the first storage panel 30 into an attachment portion 70 and a flange portion 72. As shown in Fig. 5, the first storage panel 30 is rotated about the living hinge 66, such that the first storage panel 30 extends generally perpendicular to the storage surface 59 of the base 34. The attachment portion 70 of the first storage panel 30 is positioned generally parallel to an end surface 74 of the base 34. The plurality of apertures 54 of the first storage panel 30 and the corresponding plurality of apertures 52 in the base 34 may be formed during the molding process or after the molding process before or after the first storage panel 30 is rotated perpendicular to the base 34. Regardless of the method of forming the apertures 52 and the apertures 54, the apertures 52 and the apertures 54 are aligned with one another, respectively, when the first storage panel 30 is positioned relative to the base 34 as shown in Fig. 5. The plurality of fasteners 42 are respectively inserted within the plurality of apertures 52 and plurality of apertures 54 to fixedly secure the first storage panel 30 to the base 34. The first storage panel 30 is then in the installed position relative to the base 34. In an alternate embodiment, it will be appreciated that the attachment portion 70 of the first storage panel 30 may be incorporated within the first living hinge 66.

As shown in Fig. 5, once the first storage panel 30 has been attached to the base 34, the flange portion 72 of the first storage panel 30 extends outwardly from the base 34 in a deployed position as previously shown in Fig. 1. As shown by phantom lines 72' in Fig. 5, the flange portion 72 of the first storage panel 30 may be pivoted about the second living hinge 68, so that the flange portion 72 of the first storage panel 30 extends
generally parallel to the base 34 in a stowed position. It may be desirable to pivot the
flange portion 72 of the first storage panel 30 to the stowed position so that the entire
storage assembly 24 may be stowed as illustrated in Fig. 2.

In a preferred embodiment, the first storage panel 30, the second storage panel
32, and the base 34 are integrally molded with the living hinge 66 disposed between the
first storage panel 30 and the base 34 and between the second storage panel 32 and the
base 34 in an orientation as shown in Fig. 3 and as described above for the first storage
panel 30. In an alternate embodiment, the first cover panel 26 and the second cover
panel 28 are also integrally molded with the base 34, in a manner similar to that
described above for the first storage panel 30. In this alternate embodiment, the base 34
is thus surrounded by four panels integrally formed thereto by a living hinge. It will be
appreciated that the base 34 may be integrally formed with or attached to any number of
panels in accordance with the present invention.

It will be appreciated that in an alternate embodiment, the first storage panel 30
may be formed separately from the base 34 without a living hinge formed between the
first storage panel 30 and the base 34. The first storage panel 30 may be attached to the
base 34 with fasteners in a manner similar to that described above. It will further be
appreciated that the second storage panel 32 may be formed and attached to the base 34
according to any of the methods described above for the first storage panel 30.

Referring now to Fig. 6, there is illustrated a second embodiment of a molded
storage subassembly, indicated generally at 149, in accordance with the present
invention. The storage subassembly 149 is similar to the storage subassembly 49 and
generally only the components that differ will be described herein. Many of the
components of the storage subassembly 149 as illustrated in Fig. 6 are similar in
structure and function to corresponding components of the storage subassembly 49 as
illustrated in Figs. 3 through 5. Therefore, such corresponding components are
indicated by similar reference number in these Figures, but with the components of the
storage subassembly 149 as illustrated in Fig. 6 having the addition of 100 to each
reference number.

The storage subassembly 149 includes a storage panel 130 and a base 134.
However, it will be appreciated that the storage subassembly 149 may include any
number of panels as described above for the storage subassembly 49. The storage panel
130 and the base 134 are formed integrally. A living hinge 166 is formed between the storage panel 130 and the base 134 that allows the storage panel 130 to pivot relative to the base 134 between the molded position as shown in Fig. 6, the deployed position indicated by phantom lines 130', and the stowed position indicated by phantom lines 130".

In accordance with the provisions of the patent statutes, the principle and mode of operation of this invention have been explained and illustrated in its preferred embodiment. However, it must be understood that this invention may be practiced otherwise than as specifically explained and illustrated without departing from its scope as defined in the accompanying claims.
CLAIMS

1. A vehicle storage assembly for a vehicle cargo area comprising:
   a base defining a floor of the storage assembly; and
   a storage panel attached to said base, at least a portion of said storage panel
   movable relative to said base by a living hinge, said storage panel movable between a
   stowed position and a deployed position for dividing at least a portion of the vehicle
   cargo area.

2. The vehicle storage assembly according to claim 1, wherein said base
   and said storage panel are formed integrally.

3. The vehicle storage assembly according to claim 2, wherein said living
   hinge is formed between said base and said storage panel.

4. The vehicle storage assembly according to any preceding claim, wherein
   said storage panel includes a flange portion and an attachment portion separated by said
   living hinge, wherein said flange portion is pivotable relative to said base about said
   living hinge.

5. The vehicle storage assembly according to claim 4, wherein said
   attachment portion is adapted to be fixedly attached to said base of the vehicle.

6. The vehicle storage assembly according to claim 5, wherein a second
   living hinge is formed between said base and said storage panel.

7. The vehicle storage assembly according to claim 6, wherein said second
   living hinge is adapted to be flexed to position said attachment portion adjacent said
   base to be fixedly attached thereto.

8. The vehicle storage assembly according to any preceding claim, wherein
said vehicle storage assembly includes a pair of storage panels attached to opposed ends of said base, at least a portion of each of said storage panels movable relative to said base by a living hinge, each of said storage panels movable between a stowed position and a deployed position for dividing at least a portion of the vehicle cargo area.

9. The vehicle storage assembly according to claim 8, wherein said pair of storage panels and said base are formed integrally.

10. The vehicle storage assembly according to any preceding claim, wherein said vehicle storage assembly includes a plurality of storage panels, each of said storage panels divided into a flange portion and an attachment portion by a living hinge, each of said attachment portions of said storage panels being adapted to be mounted to a base of a vehicle such that each of said flange portions, respectively, is positionable to a stowed position, and a deployed position for dividing at least a portion of the vehicle cargo area.

11. The vehicle storage assembly according to claim 10, wherein said flange portion of said storage panel is pivotally mounted such that said storage panel rotatable between said stowed position in which said flange portion of said storage panel is generally parallel to a load surface of said vehicle and a deployed position in which said flange portion of said storage panel is generally perpendicular to said load surface of said vehicle.

12. The vehicle storage assembly according to any preceding claim, wherein said vehicle storage assembly includes at least one cover panel adapted to be mounted to said base such that said cover panel is positionable to a closed position, and an open position for dividing at least a portion of the vehicle cargo area.

13. The vehicle storage assembly according to claim 12, wherein said cover panel extends across the vehicle cargo area generally perpendicular to said storage panel when said cover panel is in said open position and said storage panel is in said deployed position.
14. The vehicle storage assembly according to claim 12 or 13, wherein said cover panel extends across the vehicle cargo area generally parallel to said base and said storage panel when said cover panel is in said closed position and said storage panel is in said stowed position.

15. The vehicle storage assembly according to any one of claims 12 to 14, wherein said cover panel is further movable to an extended position in which said cover panel extends generally parallel to said base and extends outwardly from said storage assembly.

16. The vehicle storage assembly according to any one of claims 12 to 15, wherein said cover panel extends across one of the length and the width of the vehicle cargo area to divide the vehicle cargo area.

17. The vehicle storage assembly according to any one of claims 12 to 16, wherein said cover panel and said base are formed integrally.

18. The vehicle storage assembly according to any preceding claim, wherein said storage panel extends across one of the length and the width of the vehicle cargo area to divide the vehicle cargo area.

19. The vehicle storage assembly according to any preceding claim, wherein an interior component of a vehicle comprises said base.

20. The vehicle storage assembly according to any preceding claim, wherein said base is removably attached to an interior component of a vehicle.

21. A vehicle storage assembly substantially as hereinbefore described with reference to, and/or as shown in figures 1 to 5 or in figure 6.
**Patents Act 1977: Search Report under Section 17**

**Documents considered to be relevant:**

<table>
<thead>
<tr>
<th>Category</th>
<th>Relevant to claims</th>
<th>Identity of document and passage or figure of particular relevance</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>1 at least</td>
<td>US 6015178 A (Haack) See whole document</td>
</tr>
<tr>
<td>X</td>
<td>1 at least</td>
<td>US 6253943 B1 (Spykerman) See whole document</td>
</tr>
<tr>
<td>X</td>
<td>1 at least</td>
<td>US 4226348 A (Dottor) See whole document</td>
</tr>
<tr>
<td>X</td>
<td>1 at least</td>
<td>US 2004/0140334 A1 (Drane) See whole document</td>
</tr>
<tr>
<td>X</td>
<td>1 at least</td>
<td>GB 2384234 A (Maus) See whole document</td>
</tr>
<tr>
<td>X</td>
<td>1 at least</td>
<td>US 2003/0080125 A1 (Cassani) See whole document</td>
</tr>
</tbody>
</table>

**Categories:**

- **X**: Document indicating lack of novelty or inventive step
- **Y**: Document indicating lack of inventive step if combined with one or more other documents of same category
- **&**: Member of the same patent family
- **A**: Document indicating technological background and/or state of the art
- **P**: Document published on or after the declared priority date but before the filing date of this invention
- **E**: Patent document published on or after, but with priority date earlier than, the filing date of this application

**Field of Search:**

- Search of GB, EP, WO & US patent documents classified in the following areas of the UKC
- Worldwide search of patent documents classified in the following areas of the IPC
- The following online and other databases have been used in the preparation of this search report
  - WPI, EPODOC