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To all, whon, it may concern: 
Be it known that I, HENRY WEHRHAHN, a 

citizen of the United States, and a resident of 
the city of New York, borough of Brooklyn, 
State of New York, have invented new and 
useful Improvements in Metal Barrels, of 
which the following is a specification. 
My invention has for its object to provide 

a metal barrel which shall be simple and 
strong in construction and effective and dura 
ble in operation. 

In the accompanying drawings, Figure 1 is 
a side view of a barrel embodying my inven 

Fig. 2 is a vertical cross-section of the 
same, and Fig. 3 is a plan view of the end of 
the barrel. 
As illustrated in the drawings, A represents 

the end sections, and B the central section, of 
a barrel. The end sections are provided with 
an integral head C and a flange a between the 
head Cand shell of the section which enables 
the head to be set in from the extremity of 
the shell portion or section A. The ends of 
the central section B are formed into a flange 
extending outward from the shell, then in line 
with the wall of said shell, thereby forming 
an annular recess. The adjacent ends of the 
end sections are turned outward from the 
shell, then in the direction of the Wall of the 
shell, forming a flange having an annular 
shoulder engaging the corresponding adjacent 
recess formed in the ends of the central sec 
tion. The outer portions of said flanges are 
rolled together to form an annular hoop D 
set off from the recess and shoulder of the 
said flanges. 

By means of such construction rolling hoops 
adapted to support the shell and permit it to 
be rolled on its side without injury are pro 
vided and adapted to be arranged at the de 
sired place on the shell irrespective of the 
length of the sections composing the shell of 
the barrel and need not necessarily be ar 
ranged at the meeting line of said Sections. 
What I claim as new, and desire to secure 

by Letters Patent, is 
1. In a barrel, the combination of two ad 

jacent tubular sections, one of which is pro 
vided with a flanged end forming an annular 
recess, the other provided with a flanged end 
forming an annular shoulder engaging said 
recess, the extremities of said flanges being 
rolled together to form an annular hoop, sub 
stantially as shown and described. 

2. In a barrel, the combination of a central 
section having its ends provided with a flange 
forming an annular recess, of two end sec 
tions having their ends provided with a flange 
forming an annular shoulder engaging the 
recesses of the central section A, and rolling 
hoops formed of the interlocking edges of the 
flanges of Said central and end Sections, sub 
stantially as shown and described. 

In witness whereof here with subscribe my 
name in the presence of two witnesses. 

HENRY WEHRHAHN. 

Witnesses: 
ROBERT W. HARDIE, 
H. C. ROBERTS. 
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