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ABSTRACT OF THE DISCLOSURE 
A carbonator for a mixed drink dispensing machine 

including a cylindrical carbonator tank with an oval 
shaped access opening in the top thereof. An oval-shaped 
closure member seals with the access opening and Sup 
ports a water spray valve operable by a float disposed 
within the tank. A snifter valve is also connected to the 
closure member for venting the top of the carbonator 
tank, the snifter valve operable by a float disposed within 
the tank. A gas-dispening member is disposed in the bot 
tom of the carbonator tank for introducing carbon dioxide 
gas thereto. A continuously open conduit connects the top 
of the carbonator tank and the top of a syrup tank such 
that undesirable gases will pass from the carbonator tank 
to the syrup tank as the syrup is exhausted from the syrup 
tank. 

This application is a continuation of copending appli 
cation Ser. No. 370,008, filed May 25, 1964 and now 
abandoned. 

This invention relates to a device for carbonating water 
and more particularly to an improved carbonator for a 
machine for vending a carbonated soft drink or the like. 

In many installations it is desirable to vend a prede 
termined quantity of a carbonated drink in an open recep 
tacle such as a paper cup. The drink is comprised of a 
predetermined quantity of properly carbonated cold water 
and a predetermined quantity of cold syrup. Such a ma 
chine is described in U.S. Patent No. 2,747,782. The 
machine comprises a source of water under pressure, 
usually the municipal water supply, a container for car 
bon dioxide gas under pressure, a container for each of 
the syrups, a carbonator tank where the carbon dioxide is 
mixed with cold water, and a mixing and dispensing valve 
where the carbonated water and syrup are mixed in the 
proper proportions and dispensed into the paper cup. 
The carbonator tank and cooling coils for the water 

and syrup are preferably encased in an aluminum casting 
with refrigerant coils so as to efficiently cool the fresh 
water prior to carbonation, maintain the water cold after 
carbonation, and cool the syrup prior to mixing with the 
carbonated Water. It is necessary to place a means in the 
bottom of the carbonator tank for controlling the rate 
at which carbon dioxide is bubbled up through water 
in the carbonator, and the level of water within the car 
bonator must be controlled by a suitable float. The car 
bonator tank must be pressurized, yet suitable valving 
must be provided to initially fill the tank with water and 
carbon dioxide. As carbonated water is withdrawn, addi 
tional carbon dioxide and water must be automatically 
introduced to the tank. The float for operating the water 
valve should be as large as possible so as to securely 
close the water inlet valve against high water main pres 
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Sures. Thus an access opening must be provided in the 
carbonator tank so that the relatively large components 
can be inserted therein. Yet the access opening must be 
closed and tightly sealed against the relatively high pres 
Sure of the carbon dioxide. 

It is important that the water be carbonated to a high 
degree. Otherwise, the drink will be flat and insipid. The 
efficiency of the carbonator is increased by both spraying 
precooled water through an atmosphere of carbon di 
oxide at the top of the tank, and by bubbling carbon 
dioxide up through the column of water standing in the 
tank. The rate and degree of absorption of the carbon 
dioxide in the water can be increased by bubbling the car 
bon dioxide through the water with increased gas-water 
contact. 
A major portion of the carbon dioxide introduced to 

the carbonator over a period of time is absorbed in the 
Water and dispensed with the water to make drinks. How 
ever, certain undesirable gases which are contained in 
relatively small quantities in the original carbon dioxide 
Supply and in the water supply do not dissolve in the 
Water to a corresponding degree and, being lighter than 
carbon dioxide, these undesirable gases tend to accumu 
late in the top of the carbonator in sufficiently large quan 
tities to reduce the efficiency of carbonation as the water 
is Sprayed through the gas, and also adversely affect the 
taste of the carbonated water. Therefore, it is desirable 
to automatically and efficiently purge the undesirable 
gases from the top of the carbonator chamber. 

Accordingly, it is an object of this invention to provide 
a new and improved carbonator for a machine for dis 
pensing a predetermined quantity of a mixed drink in an 
Open Cup. 
Another object of the present invention is to provide 

a carbonator tank having a relatively large access open 
ing which will accommodate relatively large components 
which must be placed in the carbonator chamber, and an 
improved closure means for the opening which will effec 
tively Seal the carbonator tank against high pressures. 
Another object of the present invention is to provide 

an improved means for contacting carbon dioxide with 
Water in the carbonator tank. 
A further object of the present invention is to provide 

a simplified mechanism for automatically introducing 
fresh water to the carbonator. 
Another object of this invention is to provide an im 

proved system for automatically purging undesirable 
gases from the carbonator tank while maintaining the 
gas drive pressures in the carbonator tank and syrup 
Supply tank at substantially the same value. 
A still further object of the present invention is to 

provide a carbonator assembly wherein the water and 
syrup may be efficiently precooled in a single cooling 
unit, yet which has the advantages heretofore described. 
Many additional objects and advantages of the present 

invention will be evident to those skilled in the art from 
the following detailed description and drawings, wherein: 
FIGURE 1 is a perspective view, partially broken away 

and partially schematic, of a carbonator constructed in 
accordance with the present invention; 
FIGURE 2 is a sectional view of one component of 

the carbonator of FIGURE 1; and, 
FIGURE 3 is a sectional view taken along the major 

axis of the generally elliptical closure means of the car 
bonator of FIGURE 1. 
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mixing and dispensing valve. The fitting 118 is connected 
by the conduit 122 to the gas inlet of the syrup tank 
120. 
The gas-dispensing chamber 98 may be assembled out 

side the tank 12 then inserted through the access opening 
20 and placed in the bottom of the tank 12 with the pan 
portion 102 resting on the bottom wall 14. The flexible 
hose 94 can then be slipped over the lower end of the 
rigid conduit 90. As mentioned, the chamber 98 may have 
a maximum diameter corresponding to that of the inte 
rior of the tank 12 so long as the minimum diameter is 
such as to pass through the access opening 20. In this 
connection, the bracket 32 may be removed so as to per 
mit the various parts mounted on the lid to be inserted 
in the tank 12. The float 70 and float arm 72 are pivotal 
ly connected to the closure member 22 prior to insertion 
in the tank 12. Then the assembled closure structure as 
shown in FIGURE 3 is inserted through the oblong 
access opening 20, raised into position and the threaded 
bolt 30 tightened to draw the O-ring seal 28 of the clo 
sure member 22 against the interior face 18 of the top 
wall 16 to effect an initial seal. As the pressure within 
the tank 12 subsequently rises, the O-ring seal 28 will 
be pressed more tightly between the peripheral flange 26 
and perfect the seal between the closure member 22 and 
the top wall 16. 

Initially the tank 12 will be empty and the float 70 
will be lowered sufficiently to fully open both the spray 
nozzle 80 and the snifter valve 82. Water and carbon 
dioxide are then introduced at a rapid rate and the air 
in the tank 12 purged through the snifter valve 82. As 
the tank is initially filled, cool fresh water is sprayed 
into the tank and carbon dioxide is bubbled up through 
the water at a relatively high rate. When the water has 
raised the float 70 sufficiently high, the snifter valve 
closes. The water continues to rise until the float 70 
closes the spray nozzle 80. Carbon dioxide continues to 
bubble through the water until the pressures in the car 
bonator tank 12 and syrup tank 120 are at operating 
pressures Substantially equal the carbon dioxide source. 
The water in the carbonator tank will then be highly 
carbonated. When the mixing and dispensing valve is 
opened to dispense a drink, the gas pressure in the tank 
12 will drive carbonated water through the conduit 114 
to the mixing and dispensing valve. The same pressure 
will drive syrup from the syrup tank 120, for example, 
through the cooling coils 44 to the mixing and dispensing 
valve. As the carbonated water and syrup are mixed and 
dispensed, both the level of the water in the tank 12 
and the level of the syrup in the tank 120 will be lowered 
and additional carbon dioxide will pass through the stone 
112 and bubble up through substantially the entire cross 
section of the water in the tank 12. Also as the water 
level is lowered, the float 70 will lower to open the spray 
nozzle 80, and additional cool fresh water will pass 
through the nozzle 80, impinge on the resilient sealing 
means 78 and valve portion 76, and be deflected in a fine 
spray into the carbon dioxide present at the top of the 
tank 12 to facilitate carbonation of the water. Gases dele 
terious to the carbonation process or to the taste of the 
water pass through the fitting 118 and conduit 122 to 
the syrup supply tank 120 each time that a drink is dis 
pensed to purge the tank 12 of undesirable gases. 
From the above detailed description of a preferred em 

bodiment of the present invention, it will be evident that 
an improved carbonator assembly has been described. 
By reason of the novel closure means a more secure and 
reliable seal is provided to hold the relatively high pres 
sures involved. Yet the improved closure means em 
ploys only a single float to actuate both the snifter and 
water inlet spray nozzle valves. The single float may be 
of greater size and thereby provide a greater force for 
closing the valve against greater water pressures. The im 
proved gas-dispensing assembly 98 provides more efficient 
contact between the carbon dioxide and water because 
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6 
the carbon dioxide is spread over substantially the en 
tire cross section of the tank 12 and the contact volume is 
materially increased. Since the tank 12 is connected direct 
ly to a syrup supply tank, all carbon dioxide used to 
drive syrup from the supply tank must pass through the 
column of water standing in the tank 12. This increases 
the volume of carbon dioxide passed through the water 
to increase the degree of carbonation, equalizes the pres 
sures between the carbonated water and syrup tanks to 
insure that the desired ratio of the two liquids will be 
dispensed, and also purges the tank 12 of any undesirable 
gases which may accumulate in the top of the tank which 
would otherwise reduce the carbonation of the fresh 
water sprayed into the gas zone or affect the taste of the 
Water. 
What is claimed is: 
1. An improved carbonator for a mixed drink dispens 

ing machine or the like having a source of carbon dioxide 
under pressure, a Source of water under pressure, a syrup 
tank having a syrup outlet near the bottom and a gas in 
let near the top, and a mixing and dispensing valve, said 
carbonator comprising: 

a cylindrical carbonator tank having a vertically-dis 
posed longitudinal axis, a bottom wall, and a top 
wall with an interior face, 

an oval-shaped access opening in the top wall having 
one diametrical dimension greater than another, 

closure means for the access opening comprised of an 
oval-shaped member conformed to but larger than 
the access opening, the closure means having a seal 
ing lip portion extending into the carbonator tank 
and an annular resilient sealing means on the sealing 
lip portion for engaging the interior face of the top 
wall around the periphery of the access opening, 

bracket means connected to the carbonator tank on op 
posite sides of the access opening and extending 
across the access opening, 

tension means interconnecting the bracket means and 
the closure means for holding the resilient sealing 
means against the interior face of the top wall 
whereby the pressure in the carbonator tank will press 
the resilient sealing means against the interior face 
and perfect the seal between the carbonator tank and 
the closure means, 

Water spray valve means connected to the closure means 
for spraying water into the carbonator tank when 
opened, said spray valve means being adjusted to be 
operated by a float disposed within the carbonator 
tank and being adapted to be connected to the source 
of water under pressure, 

a snifter valve means connected to the closure means 
for venting the top of the carbonator tank when 
open, said snifter valve means being adapted to be 
operated by a float disposed within the carbonator 
tank, 

a float disposed in the carbonator tank and pivotally 
connected to the closure means by a float arm, said 
float arm, including means to operate both the spray 
valve means and the snifter valve means so as to 
operate the spray valve means when water in the 
carbonator tank is at one level and to operate the 
snifter valve means when the water is at a lower 
level, 

gas-dispensing means disposed in the carbonator tank 
adjacent to and resting on the bottom wall and con 
nected to the source of carbon dioxide by means of a 
conduit extending through the carbonator tank and 
said closure means to adjacent the bottom of the 
carbonator tank, said gas-dispensing means compris 
ing a nonporous, cup-shaped bottom portion and a 
flat, gas-permeable stone having a minimum diam 
eter less than the maximum diameter of the access 
opening and a maximum diameter less than the diam 
eter of said carbonator tank and resting on a lip por 
tion of said cup-shaped bottom portion to form the 
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upper wall of a gas chamber, a gas inlet in the side carbonator tank to the syrup tank as the syrup is 
of the cup-shaped bottom portion connected to said driven from the syrup tank. 
conduit whereby carbon dioxide gas introduced to 
the chamber will pass through the gas-permeable References Cited 
stone and bubble up through water in the carbonator UNITED STATES PATENTS 
tank, 

conduit means adapted to be connected to the mixing 
and dispensing valve for withdrawing water from ad 
jacent the bottom of the carbonator tank, and 

continuously open conduit means connecting only the 10 
top of the carbonator tank and the top of the syrup virh- Y - F w 
A. and forming the Sole path for gas flow to said RONALD R. WEAVER, Primary Examiner 
syrup tank whereby the carbonator tank and syrup U.S. C. XR 
tank will be at substantially the same pressure at all a A-X 4 Y. A 
times and undesirable gases will pass only from the 1599-275; 137-411; 222-146, 195, 397; 261-122, 140 

1,503,107 7/1924 Bastian. 
2,747,782 5/1956 Booth. 
2,838,205 6/1958 Booth. 
3,240,395 3/1966 Carver. 
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