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To all, Zuhon, it inctly concern: 
Beit known that we, REUBEN R. MCCLURG 

and JOHNW. PHILLIPS, citizens of the United 
States, residing at Doublehead, in the county 

5 of Chambers and State of Alabama, have in 
vented certain new and useful Improvements 
in Plow Clamp and Abutment and Scraper 
Holder; and we do hereby declare the follow 
ing to be a full, clear, and exact description 

IO of the invention, such as will enable others 
skilled in the art to which it appertains to 
make and use the same. 
Our invention is a plow-clamp, abutment, 

and scraper-holder; and it consists in the 
I5 novel construction and arrangement of its 

parts. - 

In the accompanying drawings, Figure 1 is 
a front view of our invention. Fig. 2 is alon 
gitudinal sectional view. Fig. 3 is an invert 

2o ed perspective view of the abutment. Fig. 4 
is an inverted perspective view of the scraper 
holder. - 
Our invention is described as follows: A 

is the plow-standard, provided with a slot C. 
25 near its lower end, Fig. 2. B is the plow 

point, which may be long or short, wide or 
narrow-in fact, it may be any kind of a 
plow-point. This plow-point is held in posi 
tion by means of a clamp C and an abutment 

3o D. The abutment consists of a plate pro 
vided with a slot d, arms e, and downwardly 
extending lugs f. The lugs ff work against 
each side of the plow-standard and keep the 
abutment from turning on the same. The 

35 lower faces e'e' of the arms e abut against 
the upper end b of the plow-point B and keep 
al plow-point from turning to the right or 
eft. 
In the drawings, Fig. 2, there is a little 

o space left between the lower face of the arms 
and the upper end of the plow-point to show 
that these pieces are not one. 
The clamp C is provided with a slot c, 

through which the bolt, c' works. Said bolt 
5 is provided with a bur and washer c. Clamp 
C is also provided with a tongue c, which 
works in the slot Cl. The purpose of this 
tongue is twofold. It may be brought down 
until its lower face is flush with the lower 

o faces e'e' of the arms e, in which case it as 
sists as an abutment in holding the plow 
point in place, and it also assists the bolt c' 
in keeping the clamp to its place. 
On the lover face and near the lower end 

of the plow-standard is secured, by means of 55 
the bolt c' and bur and washer c, a scraper 
holder E. Said scraper-holder is provided 
with a tongue g, which rests against the lower 
wall of the slot C. Said scraper-holder is also 
provided with four lugsh, which rest against 
the outer faces of the plow-standard. One 
or two scrapers may be used, in which case 
they are secured between the lower face of 
the plow-standard A and the inner face of 
the scraper-holder E. The scraper-holder 65 
may be also turned so that the tongue g may 
rest against the upper wall of the slot a. 
By the use of our invention we may con 

tinue the use of a plow-point until it is al 
most entirely worn out, and our plow-point 7 O 
does not necessarily need the usual perfora 
tion for the heel-bolt. 
Having described our invention, what we 

claim as new, and desire to secure by Letters 
Patent, is- 75 

1. The combination of the plow-standard 
A, provided with a slot a. abutment D, pro 
vided with the slotd, armse, and downwardly 
extending lugs f; clamp C, provided with the 
slotc.; plow-point B, adapted to work between 
the standard A and clamp C, and abut against 
the arms e, bolt c', nut and washer c, sub 
stantially as shown and described and for the 
purposes set forth. 

2. The combination of the plow-standard 85 
A, provided with a slot a. abutment D, pro 
vided with the slotd., arms e, and downwardly 
extending lugs f, clamp C, provided with the 
slot c, and tougue c, substantially as shown 
and described and for the purposes set forth. 

3. The combination of the plow-standard 
A, provided with a slot Ct. abutment D, pro 
vided with the slot d, arms e, and downwardly 
extending lugs f. clamp C, provided with the 
slot c. plow-point B, adapted to work between 95 
the standard A and clamp C, and a but against 
the arms e scraper-holder E, fitting against 
the lower face of the standard A, substan 
tially as shown and described and for the 
purposes set forth. 
In testimony whereof we affix our signa 

tures in presence of two witnesses. 
REUBEN R. MCCLURG. 
JOHN W. PHILLIPS. 

Witnesses: 
M. B. HURST, 
J. L. B. BARROW. 
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