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Description

[0001] The presentinvention relates toadunnage con-
verter and, more particularly, to a dunnage converter and
fan folded stock material therefor that enable improved
loading ability of the stock material.

[0002] Cushioning conversion machines convertsheet
stock material into a relatively more dense strip of dun-
nage product which is useful in providing cushioning in
packages. Typically, a conversion machine is mounted
to a stand so that the conversion machine is at a height
at which dunnage product produced by the machine may
be easily accessed, for example, at eye level of the op-
erator. Some conversion machine stands are equipped
with the capability of tilting the conversion machine rel-
ative to horizontal and other stands enable the conver-
sion machine to be swivelled in a horizontal plane.
[0003] Inthese prior conversion machines, sheet stock
material is drawn from a supply, such as a roll of sheet
stock material or a stack of fan folded sheet stock mate-
rial, and into an upstream end of the machine. Although
the sheet stock material usually follows a consistent path
as it travels from the supply to the upstream end of the
machine, when the conversion machine is operating at
relatively high speeds, for example, as when a void fill
product is being produced, or during starting and stop-
ping of the machine, the sheet stock material may expe-
rience ripples or undulations. Sometimes, these undula-
tions may initiate a tear in a lateral edge portion of the
sheet stock material, possibly causing a machine jam or
deleterious effects in the quality of the dunnage product.
[0004] Other machines are constructed in such a man-
ner that access to components inside the machine, for
example for assembly or servicing of the components, is
hindered by the particular orientation of the machine or
the complexity of the mounting arrangement of the com-
ponents therein.

[0005] Various packaging systems also have been de-
veloped in which access to, for example, a dunnage con-
version machine of the system is impeded by the partic-
ular arrangement of the system.

[0006] Thus, it would be desirable to provide a dun-
nage conversion machine and stand, as well as an im-
proved packaging system, which embodies stock mate-
rial guiding features in the stand, ease of access and
serviceability to components within the machine and/or
system, as well as improved overall ergonomics in such
machines and/or systems.

[0007] US 6,179,765 discloses an apparatus for con-
verting sheets of paper into cushioning dunnage. The
apparatus includes.a supply assembly, a conversion
mechanism, a cutting assembly and a cutting assembly
interlock device. The supply assembly supports the pa-
per which is to be converted. The conversion assembly
crumples single ply paper into cushioning dunnage and
the cutting assembly cuts the newly formed dunnage into
desired lengths, where the dunnage is allowed to fall into
a container to cushion an item within the container. The
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cutting assembly interlock device permits activation of
the cutting assembly only when the cutting assembly has
fully moved into the proper, cutting position.

[0008] WO 01/94107 discloses a dunnage conversion
machine for converting stock material into a dunnage
product.

[0009] The machine comprises a pulling assembly for
advancing a sheet material through the machine, the pull-
ing assembly including a pair of rotatable transfer mem-
bers each having a cylindrical outer surface and a plu-
rality of grippers extending from the cylindrical surface,
the transfer members being in opposition to one another
to define a dunnage transfer region therebetween, and
being cooperative when rotating to advance the sheet
material through the transfer region, the distal edge of
the grippers being substantially semi-oval or semi-circu-
lar so that the transfer region defined by the transfer
members in opposition to one another has a substantially
oval or circular shaped cross-section.

[0010] U.S. Patent No. 5,203,761 discloses an appa-
ratus for fabricating discrete segments of cushioned web
material for use as dunnage.

[0011] The apparatus comprises a pulling assembly
for advancing a web material through the apparatus, the
pulling assembly including a pair of rotatable transfer
members each having an outer surface and a plurality of
protruding elements extending from the outer surface,
the transfer members being in opposition to one another
to define a dunnage transfer region therebetween, and
being cooperative when rotating to advance the web ma-
terial through the transfer region.

[0012] According to afirst aspect of the invention there
is provided a dunnage conversion machine for converting
sheet material into a dunnage product, comprising:

a pulling assembly for advancing the sheet material
through the machine;

the pulling assembly including a pair of rotatable
transfer members each having a cylindrical outer
surface and a plurality of grippers extending from the
cylindrical surface, the transfer members being in
opposition to one another to define a dunnage trans-
fer region therebetween, and being cooperative
when rotating to advance the sheet material through
the transfer region,

the distal edge of the grippers being substantially
semi-oval or semi-circular so that the transfer region
defined by the transfer members in opposition to one
another has a substantially oval or circular shaped
cross-section;

characterised in that the grippers are provided with
finger-like projections protruding from their distal
edges.

[0013] According to a second aspect of the invention
there is provided a dunnage conversion machine for con-
verting sheet material into a dunnage product, compris-

ing:



[0014]
and form a part hereof.
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a pulling assembly for advancing the sheet material
through the machine;

the pulling assembly including a pair of rotatable
transfer members each having an outer surface and
a plurality of protruding elements extending from the
outer surface, the transfer members being in oppo-
sition to one another to define a dunnage transfer
region therebetween, and being cooperative when
rotating to advance the sheet material through the
transfer region;

characterised in that the outer surface of the transfer
members is concave so that the transfer region de-
fined by the transfer members in opposition to one
another has a substantially oval or circular shaped
cross-section.

The following drawings are appended hereto

Fig. 1 is a front perspective view of a dunnage con-
version machine and a stand.

Fig. 2 is arear perspective view of the dunnage con-
version machine and stand of Fig. 1.

Fig. 3isafrontperspective view of the stand of Fig. 1.
Fig. 4 is an exploded front perspective view of the
stand of Fig. 1, showing in greater detail the compo-
nents which make up the stand.

Fig. 5 is a perspective view of a stock supply in the
form of a stack of fan-folded sheet stock material for
use in the dunnage conversion machine and stand
of Fig. 1.

Fig. 6 is a front perspective view of the dunnage con-
version machine and stand of Fig. 1, with the dun-
nage conversion machine shown pivoted to a serv-
icing/loading position, and with a cover of the dun-
nage conversion machine removed for viewing com-
ponents of the machine.

Fig. 7 is arear perspective view of the dunnage con-
version machine and upper portion of the stand of
Fig. 1, with a hood and a swing open guide panel of
the conversion machine shown in an open position.
Fig. 8 is a side elevational view of the dunnage con-
version machine of Fig. 1, showing the internal com-
ponents of the machine, and showing In phantom
lines a frame, cover and hood of the conversion ma-
chine.

Fig. 9 is a right side perspective view of the dunnage
conversion machine of Fig. 1, with the hood thereof
in an open position to permit viewing of the internal
components of the machine.

Fig. 10 is a left side perspective view of the dunnage
conversion machine of Fig. 1, with the hood thereof
in an open position to permit viewing of the internal
components of the machine, the pulling assembly
not forming part of the invention.

Fig. 11 is a perspective view of a pulling mechanism
of the dunnage conversion machine of Fig. 1, the
pulling mechanism being shown mounted to a frame
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of the dunnage conversion machine and not forming
part of the invention.

Fig. 12 is a top plan view of the pulling assembly not
forming part of the invention of the dunnage conver-
sion machine of Fig. 1.

Fig. 13is an end elevational view of the pulling mech-
anism of Fig. 11 and a constriction member as seen
from the upstream end of the dunnage conversion
machine.

Fig. 14 is an end elevational view of a severing as-
sembly of the dunnage conversion machine of Fig. 1.
Fig. 15 is a perspective view of the severing assem-
bly of Fig. 14.

Fig. 16 is a perspective view of an output chute and
a portion of the severing assembly of the conversion
machine as seen from a downstream end of the dun-
nage conversion machine.

Fig. 17 is a side elevational view of a packaging sys-
tem incorporating a dunnage conversion machine.
Fig. 18 is a perspective view of a packaging system
incorporating the dunnage conversion machine.
Fig. 19is a perspective view of yet another packaging
system incorporating a dunnage conversion ma-
chine.

Fig. 20 is a front perspective view of a dunnage con-
version machine and a stand.

Fig. 21 is a front perspective view of the stand of Fig.
20.

Figs. 22-26 illustrate sequentially several views of
an exemplary technique for inserting a stack of fan
folded sheet stock material into the stand of Figs. 20
and 21.

Fig. 27 is a front perspective view of the dunnage
conversion machine and upper portion of the stand
of Figs. 20 and 21, with the dunnage conversion ma-
chine shown pivoted to a servicing/loading position,
with a cover of the dunnage conversion machine re-
siding between a pair of upright guide members of
the stand and therefore hidden from view.

Fig. 28 is a front perspective view of the dunnage
conversion machine and upper portion of the stand
of Figs. 20 and 21, with the dunnage conversion ma-
chine shown pivoted to a servicing/loading position,
with a cover of the dunnage conversion machine re-
siding between a pair of upright guide members of
the stand and therefore hidden from view, and with
a hood of the conversion machine shown in an open
position.

Fig. 29 is a perspective view of a mounting mecha-
nism enabling the dunnage conversion machine to
be selectively pivoted relative to the stand from an
operaiing position to a servicing/loading position.
Fig. 30 is a side view of the Fig. 29 mounting mech-
anism, showing the position of the mechanism when
the dunnage conversion machine is in an operating
position.

Fig. 31 is a side view of the Fig. 29 mounting mech-
anism, showing the position of the mechanism when
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the dunnage conversion machine is in a servic-
ing/loading position.

Fig. 32is a perspective view of a baled stack of sheet
stock material.

Fig. 33 is a side view of the baled stack of Fig. 32 as
viewed from the line 33-33 in Fig. 32.

Fig. 34 is a bottom perspective view of the baled
stack of Fig. 32.

Fig. 35 is a bottom perspective view of the stack of
sheet stock material forming part of the baled stack
of Fig. 32.

Fig. 36 is a perspective view of a baled stack of sheet
stock material.

Fig. 37 is a side of the baled stack of Fig. 36 as
viewed from the line 37-37 in Fig.36.

Fig. 38 is a perspective view of a baled stack of sheet
stock material.

Fig. 39 is a bottom perspective view of a stack of
sheet stock material.

Fig. 40is a perspective view of a baled stack of sheet
stock material.

Fig. 41 is a schematic perspective view of a pulling
mechanism not forming a part of the invention and
a forming section, with sheet stock material being
shown trained around a constant entry roller and
passing through the forming section.

Fig. 42 is a schematic perspective view of a pulling
mechanism not forming part of the invention and a
forming section.

Fig. 43 is a schematic perspective view of a forming
section.

Fig. 44 is a schematic perspective view of a pulling
mechanism not forming part of the invention and a
forming section.

Fig. 45 is a schematic perspective view of a pulling
mechanism not forming part of the invention and a
forming section.

Fig. 46 is a schematic top plan view of a constriction
member, and an upstream pulling mechanism and
a downstream pulling mechanism, with sheet stock
material being shown advanced therethrough.

Fig. 47 is a schematic perspective view of a pulling
mechanism of a dunnage conversion machine in ac-
cordance with the present invention.

Fig. 48 is a schematic perspective view of another
pulling mechanism of a dunnage conversion ma-
chine in accordance with the present invention.
Fig. 49 is a schematic perspective view of still a pull-
ing mechanism not forming part of the present in-
vention.

Fig. 50 is a schematic top plan view of another pulling
mechanism not forming part of the presentinvention.
Fig. 51 is a schematic front elevational view of the
pulling mechanism of Fig. 50 as viewed from the line
51-51 in Fig. 50.

Fig. 52 is a schematic perspective view of a pulling
mechanism not forming part of the invention, a form-
ing section and stack of sheet stock material, with
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the sheet stock material being shown trained around
a constant entry roller and passing through the form-
ing section.

Fig. 53 is a schematic perspective view of the pulling
mechanism, forming section and stack of sheet stock
material of Fig. 49, as well as an expanding device.

[0015] Referring now to the drawings in detail and in-
itially to Figs. 1to 4, there is shown a dunnage conversion
machine 10 and a stand 12. The dunnage conversion
machine 10 converts a sheet-like stock material, such as
one or more layers of recyclable and reusable Kraft pa-
per, into a strip of dunnage including, for example, a rel-
atively narrow three dimensional strip or rope of a gen-
erally cylindrical shape. The machine 10 has an upstream
end 14 at which sheet stock material is supplied to the
machine 10, and a downstream end 16 from which the
machine 10 discharges dunnage product. As used here-
in, the terms upstream and downstream refer to a travel
path of sheet stock material, illustrated at 15 (Fig. 8), as
it passes from the stand 12 to the outlet of the dunnage
conversion machine 10 as a strip of dunnage product.
The dunnage product is used as an environmentally re-
sponsible protective packaging material typically used
as void fill or cushioning during shipping. The stand 12
is oriented in a generally vertical manner and includes a
base 18 and a pair of upright guide members 22 to which
the machine’s frame is mounted. The bottom corners of
the base 18 include wheels 26 so that the stand 12 and
machine 10 may be moved easily.

[0016] A stock supply 27 supplies sheet stock material
to the upstream end 14 of the machine 10. In the illus-
trated embodiment, the stock supply 27 is separate from
the machine 10 and includes a stack of fan-folded sheet
stock material such as that shown in Fig. 5, which rests
on the base 18 of the stand 12 between the upright guide
members 22.

[0017] It will be appreciated that the stock supply 27
may be any desired type for supplying sheet material to
the conversion machine 10. For example, as an alterna-
tive, the stock supply 27 may be in the form of a roll of
sheet stock material mounted on an axle and suitably
supported at its ends by the stand 12. Alternatively, the
axle of the stock roll may be supported on a separate
cart and be disposed adjacent or next to the stand 12.
The advantage to fan-folded sheet stock material, in con-
trast to a stock roll of sheet material, is that there is min-
imal or no inertia to overcome. Also, increased operating
speeds are possible, and edge-tension problems are
minimized, when the fan-folded stock material is used
instead of rolled stock material. Also, although in the il-
lustrated embodiment the fan-folded stock material com-
prises asingle ply of the sheet material, multi-ply arrange-
ments, such as two-ply or three-ply arrangements, may
alternatively be used in the present invention. The
number of plies of the sheet material may vary depending
upon the characteristics of the dunnage conversion ma-
chine being used and/or the desired qualities of the dun-
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nage product being created.

[0018] Each upright guide member 22 includes an in-
ner side wall 30, an outer side wall 32 spaced from the
inner side wall 30 by a gap G. a front wall 34, and a rear
wall 36. The rear walls 36 span the gap between the inner
and outer side walls 30 and 32 and connect the rear edg-
es thereof. Similarly, the front walls 34 span the gap G
between the inner and outer side walls 30 and 32 and
connectthe front edges thereof. The front walls 34 extend
inwardly beyond the respective inner side walls 30 to
form a pair of respective front guide surfaces 44. A trans-
verse support member 48 is connected to and extends
between the guide members 22 at the upper most end
of the guide members 22.

[0019] Referring to Figs. 3 and 4, a pair of vertically
extending catches 52 are hingedly connected via hinges
54 at or near the corner formed by the respective inner
side walls 30 and rear walls 36 of the upright guide mem-
bers 22. The inner side walls 30 each include a vertical
slot or opening 60 sized for receipt there through of the
respective catches 52. The catches 52 are pivotable be-
tween an open position in which the catches 52 retracted
intothe respective slots 60, and a closed position in which
the catches 52 extend inwardly towards one another such
rear guide surfaces 64 are oppositely disposed from the
front guide surfaces 44 of the front walls 34. The catches
52 are spring biased towards their closed positions.
[0020] When a stack of fan folded sheet stock material
(Fig. 5) having a width slightly less than the distance be-
tween the upright guide channels 22 (and slightly greater
than the distance between the innermost edges of the
catches 52) and a depth slightly less than the distance
between the front and rear guide surfaces 44 and 64 is
inserted from the rear of the stand 12 between the guide
members 22, the catches 52 deflect outwardly relative
to one another and retract into their respective vertical
slots 60. This enables the fan folded sheet stock material
to be pushed toward the front guide surfaces 44 of the
guide members 22. Once the stack of fan folded sheet
stock material abuts the front guide surfaces 44, the
catches 52 spring back to their original biased positions,
thereby capturing the stack of fan folded sheet stock ma-
terial between the front guide surfaces 44 and the rear
guide surfaces 64. The front and rear guide surfaces 44
and 64 prevent or at least reduce the likelihood of the
stack of fan folded sheet stock material from tipping either
rearwardly or forwardly out from the stand 12, while the
inner side walls 30 of the respective guide members 22
prevent or at least reduce the likelihood of the stack of
fan folded sheet stock material from moving laterally with-
in the stand 12. It has been found that this is particularly
useful when the stand is moved from one location to an-
other on the wheels 26.

[0021] Referring now to Figs. 3, 4 and 6, the dunnage
conversion machine 10 is mounted to the stand 12 via a
pair of hinge plates 80. Each hinge plate 80 includes a
transversely extending hinge pin 82 which is rotatably
supported in a suitable manner at its opposite ends in
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the inner and outer side walls 30 and 32 of the respective
upright guide members 22. The hinge plates 80 include
at one end thereof a T-shaped flange 88 to which the
dunnage conversion machine 10 is suitably mounted,
and at the opposite end thereof a transversely extending
pivot pin 92, which couples the hinge plate 80 to one end
of a gas compression spring 96 to enable relative pivotal
movement between the hinge plate 80 and the gas com-
pression spring 96. At the opposite end of the gas com-
pression spring 96, there is provided a transversely ex-
tending pivot pin 98 which is supported in a suitable man-
ner at its opposite ends by the inner and outer side walls
30 and 32 of the respective guide members 22.

[0022] The hinge plates 80, and consequently the dun-
nage conversion machine 10 mounted thereto, may be
pivoted between a dunnage conversion machine oper-
ating position (Figs. 1 and 2) and a dunnage conversion
machine service/loading position (Fig. 6). The gas com-
pression spring 96 dampens sudden movement of the
dunnage conversion machine 10 between its operating
position and service/loading position.

[0023] As is shown in Figs. 1 and 2, the hinge plates
80 fully retract between the inner and outer side walls 30
and 32 of the respective upright guide members 22 when
the dunnage conversion machine 10 is in its operating
position. When the dunnage conversion machine 10 is
moved from the operating position to the service/loading
position, and accordingly the hinge plate 80 is pivoted
about the hinge pin 82, the hinge plate 80 exerts a pulling
force on the gas compression spring 96 through the pivot
pin 92. Once the pulling force exceeds the resistance
provided by the gas compression spring 96, the hinge
plate 80 can be pivoted and the dunnage conversion ma-
chine 10 may be pivoted to the service/loading position.
[0024] As is shown in Fig. 4, the rear walls 36 of the
guide members 22 have slots 106 which accommodate
the hinge plates 80 when the dunnage conversion ma-
chine 10is in the service/loading position. The perimeters
of the slots 106 are reinforced via respective reinforcing
brackets 108 which fit between the inner and outer side
walls 30 and 32 and are suitably connected to the inner
surface of the rear walls 36. Each hinge plate 80 has a
relief portion or cut-out 112, enabling the hinge plate 80
to be pivoted such that the top surface of its T-shaped
flange 88 is approximately perpendicular relative to the
horizontal as is illustrated in Fig. 6.

[0025] Eachhinge plate 80 includes a plurality of trans-
versely extending adjustment holes 120 disposed on a
circumference spaced a radial distance from the trans-
verse hinge pin 82. Each adjustment hole120 in the re-
spective hinge plates 80 corresponds to a position to
which the dunnage conversion machine 10 may be ro-
tated. In the illustrated exemplary embodiment, each
hinge plate 80 has three adjustment holes 120, wherein
one adjustment hole 120 corresponds to the dunnage
conversion machine operating position, another adjust-
ment hole 120 corresponds to the dunnage conversion
machine servicing/loading position, and an intermediate
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adjustment hole 120 corresponds to a position interme-
diate the dunnage conversion machine operating posi-
tion and the dunnage conversion machine servic-
ing/loading position.

[0026] A spring actuated actuator pin 124 is provided
in each upright guide member 22 (only one is shown in
the Figures) and is spring biased in the corresponding
adjustment hole 120 when the adjustment hole 120 and
actuator pin 124 are brought into alignment. The actuator
pin 124 thereby secures the dunnage conversion ma-
chine 10 in the desired position. To move the dunnage
conversion machine 10 to a different position, the actu-
ator pin 124 is pulled out from its corresponding adjust-
ment hole 120 and the dunnage conversion machine 10
is pivoted until a different adjustment hole 120 aligns with
the actuator pin 124, whereupon the actuator pin 124
automatically snaps back into a different adjustment hole
120 to secure the dunnage conversion machine 10 in its
different (new) position.

[0027] As is shown in Fig. 6, when the dunnage con-
version machine 10 is pivoted to its servicing/loading po-
sition, internal components of the dunnage conversion
machine 10 which may otherwise be difficult to gain ac-
cess to, are more easily accessible by an operator or
user. In any event, the multiple positions to which the
dunnage conversion machine 10 may be positioned pro-
vide multiple points of access to service the machine 10.
Also, as is further described below, initial feeding of sheet
stock into the dunnage conversion machine 10 is simpli-
fied when the dunnage conversion machine is in its serv-
icing/loading position.

[0028] Referring now to Figs. 1, 7 and 8, the dunnage
conversion machine 10 includes a frame 150 which is
mounted to the stand 12, several conversion sub-assem-
blies mounted to the frame 150 which convert the sheet
stock material into a dunnage product, a hood 154 which
covers various of the conversion sub-assemblies, and
an infeed paper guide assembly 158 which simplifies
loading and/or splicing sheet stock material. The dun-
nage conversion machine 10 also includes a cover 162
at the downstream end thereof which covers various of
the conversion sub-assemblies and has secured thereto
various control features of the dunnage conversion ma-
chine 10.

[0029] The frame 150 includes a pair of side walls 170,
upstream and transversely extending upstream and
downstream walls 172 and 174 connected at their lateral
edges to the side walls 170. As is shown in Fig. 8, the
upstream wall 172 is shorter in height than the down-
stream wall 174. The side walls 170 are parallel to each
other and perpendicular to the upstream and down-
stream walls 172 and 174. The frame 150 also includes
a transversely extending internal support wall 180 which
extends in an upstream-downstream manner from the
bottom of the upstream wall 172 to the downstream wall
174 so astoform a T-shaped configuration with the down-
stream wall 174. A pair of laterally spaced side arms 184
project perpendicularly from the respective side walls 170
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and a guide panel 190 is connected at its lateral edges
to the respective side arms 184. The illustrated guide
panel 190 is perforated to reduce weight of same. A con-
stant entry roller 196 is rotatably mounted at its lateral
ends to the distal ends of the respective side arms 184.
The constant entry roller 196 provides a constant entry
path to the converting sub-assemblies of the dunnage
conversion machine 10.

[0030] The infeed paper guide assembly 158 includes
a pair of side arms 200 and a guide panel 204 which is
connected at its lateral edges to the side arms 200. The
illustrated guide panel 204 is perforated to reduce the
weight of same. One end of the respective side arms 200
is mounted at 202 for pivotable movement to the respec-
tive side walls 170. The pivot connection 202 enables
the infeed paper guide assembly 158 to be pivoted from
an open position as shown in Fig. 7 and a closed position
as shownin Fig. 8. Inthe closed position, the infeed paper
guide assembly 158 resides between the side walls 170
of the frame 150. In the open position, the infeed paper
guide assembly 158 is about 180° from its closed posi-
tion.

[0031] A transversely extending guide bar 210 is
mounted at its ends to the respective side walls 170 and
has an axis coincident with that of the pivot connection
202. A gap is provided between the guide bar 210 and
the guide panel 204 of the infeed paper guide assembly
158 through which the sheet stock material passes, as
is illustrated in Fig. 8.

[0032] At the opposite or distal end of the side arms
200, a guide roller 214 is rotatably supported at its op-
posite ends to the respective side arms 200. An interme-
diate transversely extending guide bar 220, which is dis-
posed between the guide bar 210 and guide roller 214,
is mounted at its lateral ends to the respective side walls
170 of the frame 150. The side arms 200 of the infeed
paper guide assembly 158 include respective recessed
portions 222 which are sized to receive therein the ends
of the guide bar 220 when the infeed paper guide assem-
bly 158 is in its closed position (Fig. 8). Fig. 8 shows the
travel path 15 of the stock material as it passes through
the dunnage conversion machine 10. From the stock sup-
ply 27, the sheet stock material passes between the guide
roller 202 and the panel 204. The sheet stock material
then passes between the guide bar 220 and the guide
panel 204 and is then trained around the guide roller 214.
From the guide roller 214 the sheet stock material passes
alongside or underneath the guide panel 190 and to the
constant entry roller 196. The constant entry roller 196,
in turn, guides sheet stock material downstream to the
converting components of the dunnage conversion ma-
chine 10.

[0033] The sheet stock material is substantially con-
tained by the upright guide members 22 of the stand 12
and the dunnage conversion machine 10 so that loops
or undulations exhibited by the sheet stock material dur-
ing operation of the machine 10 are prevented or at least
minimized. Advantageously, the travel path 15 of the
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sheet stock material is maintained substantially inside
the machine 10 or in close proximity to the machine 10
so that little or no paper loops form external to the ma-
chine 10.

[0034] Referring now to Fig. 7, the infeed paper guide
assembly 158 may be pivotedinto an open position there-
by to provide access to the gap between the guide roller
202 and the guide panel 204. To load sheet stock material
into the machine 10, sheet stock material is initially fed
from the stock supply 27 therebelow and through the gap.
A sufficient length of sheet stock material is pulled
through the gap to reach the constant entry roller 196.
The infeed paper guide assembly 158 may then be swung
back or pivoted about its pivot connection 202 to its
closed position, whereby the sheet stock material is
urged by the guide roller 214 into the corner formed by
the side arms 184 and the side arms 200 and is trained
around the guide roller 214. Also, in its open position, the
infeed paper guide assembly 158 provides a surface up-
on which a new sheet stock material may be spliced to
an almost expired sheet stock material. After splicing is
performed, the infeed paper guide assembly 158 need
merely be pivoted about its pivot connection 202 so that
the guide roller 214 pushes the sheet stock material into
its travel path 15.

[0035] From the constant entry roller 196, the sheet
stock material passes to the converting sub-assemblies
of the dunnage conversion machine 10. The dunnage
conversion machine 10 includes a forming section 326
and a pulling assembly 328 powered (energized) by a
motor 330, for example a rotary electric motor. Down-
stream of the pulling assembly 328, there is provided a
severing assembly 334 for severing a continuous strip of
dunnage formed by the forming section 326 into a desired
length pad, and a valve 336 for preventing objects from
entering the downstream end of the machine 10. The
forming section components, the pulling assembly 328,
the severing assembly 334, and the valve 336 are mount-
ed to the frame 150 of the dunnage conversion machine
10. The operation of the dunnage conversion machine
10 may be controlled by a known controller (not shown).
[0036] In operation of the dunnage conversion ma-
chine 10, the stock supply assembly 327 supplies sheet
material to the forming section 326. The illustrated form-
ing section 326 includes a first (upstream) pair of side
guide bars 344, a second (downstream) pair of side guide
bars 345, an upper guide plate 346, and a constriction
member 348. The side guide bars 344 and 345 are
mounted to the guide panel 190 of the frame 150 and the
upper guide plate 346, in turn, is mounted to the top ends
of the side guide bars 344 and 345. The constriction
member 348 is mounted to the upstream wall 172 of the
frame 150.

[0037] The upstream side guide bars 344 are spaced
apart relatively wider than the downstream side guide
bars 345 such that as sheet stock material is passed
through the two pairs of side guide bars 344 and 345,
the side edges of the sheet stock material are folded or
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rolled inwardly towards one another so that the inwardly
folded edges form multiple substantially longitudinally ex-
tending resilient crumpled portions of sheet material, thus
preforming and streamlining the sheet material. The side
guide bars 344 and 345 coact with the upper guide plate
346 and the guide panel 190 to guide the sheet material
to the constriction member 348 (Figs. 12 and 13). The
constriction member 348, which may also be called a
gathering member, further forms or shapes the sheet ma-
terial and performs the additional function of directing the
formed strip of dunnage into the pulling assembly 328.
The constriction member 348 may alternatively be used
as the forming section 326 without the side guide bars
344 and 345. Other types of forming components may
be employed, such as those disclosed in commonly
owned U.S. Patent Application No. 2002/0091053, and
U.S. Patent Nos. 5,947,886 and 5,891,009.

[0038] The pulling assembly 328 not forming part of
the present invention is located downstream of the form-
ing section 326 and includes a first transfer assembly
359 including a first set of translating grippers 360, and
a second transfer assembly 361 including a second set
of cooperating and. opposing translating grippers 362.
The translating grippers 360 and 362 are translated along
respective circular paths.

[0039] The pulling assembly 328 performs at leastone
and preferably two functions in the operation of the dun-
nage conversion machine 10. One function is a feeding
function whereby the opposing sets of translating grip-
pers 360 and 362 progressively transversely engage the
strip of dunnage on opposite transverse sides thereof to
pull the dunnage strip through the forming section 326
and in turn the sheet material from the stock supply as-
sembly 327. The second function preferably performed
by the pulling assembly 328 is a connecting function
whereby the opposing sets of translating grippers 360
and 362 deform the strip of dunnage on opposite sides
thereof to form a connected strip of dunnage. Of course,
other mechanisms may be employed to "connect" the
dunnage strip, i.e., to operate on the dunnage strip in
such a manner that it will retain its void fill and/or cush-
ioning properties as opposed to reverting to the original
flat form of the sheet material. For example, known con-
necting mechanisms include mechanisms that crease
the sheet material to enable the sheet material to hold
its three-dimensional shape. The opposing sets of trans-
lating grippers 360 and 362 enable gradual transverse
engagement and progressive advancement of the strip
of dunnage across the full width of the strip so as to pre-
vent, or at least reduce the likelihood of, tearing of the
sheet stock material.

[0040] The pulling assembly 328 is shown in greater
detail in Figs. 11 to 13. The pair of transfer assemblies
359 and 361 define there between a dunnage transfer
region 413 (Figs. 12 and 13) through which the strip of
dunnage from the forming section 326 passes. The trans-
fer assemblies 359 and 361 are driven by a pulling as-
sembly drive motor 330. The transfer assembly 361 in-
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cludes a drive gear 422 mounted to an axle and the trans-
fer assembly 359 includes a driven gear 420 mounted to
an axle, the axles being parallel and laterally spaced rel-
ative to one another. The drive gear 422 of the transfer
assembly 361 coacts with the driven gear 420 of the
transfer assembly 359 to drive the transfer assembly 359
in a direction opposite that of the transfer assembly 361.
The coacting gears 420 and 422 are the same size and,
consequently, the speed at which the transfer assemblies
359 and 361 rotate is the same.

[0041] In the illustrated example, the opposing sets of
grippers 360 and 362 respectively include a first set of
uniformly circumferentially spaced apart grippers
540-547 and a second opposing set of uniformly circum-
ferentially spaced apart grippers 550-557 (Fig. 12). The
lllustrated grippers 540-547 and 550-557 are secured to
respective hubs which, in turn, are mounted to the re-
spective axles 480 and 482 for rotation therewith. The
opposing sets of grippers 360 and 362 together form the
above mentioned dunnage transfer region 413 (Figs. 12
and 13) through which the strip of dunnage is gradually
transversely engaged, advanced, and released. The
dunnage transfer region 413 extends from about a region
566 upstream from the laterally spaced axles to about a
region 568 downstream from the laterally spaced axles.
[0042] Thegrippers540-547 and 550-557 of the pulling
assembly 328 each have a somewhat V-shaped, or out-
wardly opening, aperture. On opposite sides of the out-
wardly opening aperture are contact portions (i.e., the
arms that form the V-shape opening), which include arm
portions (i.e., side contact portions) which are bridged by
a base portion (i.e, a central contact portion). The aper-
tures of opposing grippers 540-547 and 550-557 together
form a gap there between which gradually becomes nar-
rower as the grippers 540-547 and 550-557 progressively
move towards each other. The narrowing of the gap be-
tween the grippers 540-547 and 550-557 eventually
reaches a minimal gap size by which the strip of dunnage
is fully transversely engaged or captured by the opposing
grippers 540-547 and 550-557. In other words, the arm
portions of the opposing grippers 540-547 and 550-557
move laterally towards (i.e, "close in" on) each other and
the base portions of the opposing grippers 540-547 and
550-557 move transversely towards (i.e., close in" on)
each other altogether to grip or capture the strip of dun-
nage there between.

[0043] Once the opposing grippers 540-547 and
550-557 have transversely engaged the strip of dunnage,
the opposing grippers 540-547 and 550-557 maintain a
grip on the strip of dunnage for the duration of their travel
through the dunnage transfer region 413. During pas-
sage through the transfer region 413 the strip of dunnage
is crimped and/or deformed on opposite sides thereof.
At the downstream end of the pulling assembly 328, and
more particularly the downstream end of the dunnage
transfer region 413, the opposing sets of grippers 360
and 362 gradually diverge away from each other to re-
lease the strip of dunnage.
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[0044] The quantity and/or type of grippers 540-547
and 550-557 employed may be other than that shown in
the several Figures depending on, for example, the de-
sired circumferential spacing between the grippers, the
desired point at which the strip of dunnage is engaged
by the grippers (e.g., relatively longer grippers may en-
gage the strip of dunnage sooner and/or further upstream
than relatively shorter grippers), the geometric configu-
ration of the grippers (e.g., the outwardly opening aper-
tures may be semicircular or semi-oval in shape to
achieve the lateral and transverse capturing), or the type
of engagement desired by the grippers (e.g., whether it
is desired to have the strip of dunnage connected by the
grippers). Also, the grippers 540-547 of one transfer as-
sembly 359 may be longitudinally offset by a gap in re-
lation to the grippers 550-557 of the other opposing trans-
fer assembly 361. Also, the pulling assembly 328 may
function as a feeding assembly and/or a connecting as-
sembly. The illustrated pulling assembly 328 both pulls
the sheet material (i.e., feeds the sheet material) through
the forming section 326 and progressively crimps and/or
kinks (i.e, connects) the strip of dunnage at regular inter-
vals as it passes through the pulling assembly 328. Other
means of connecting may also be employed, as alluded
to above.

[0045] In the illustrated pulling assembly 328, the op-
posing grippers are shown as each having an aperture.
Alternatively, there may be provided opposed grippers
wherein only one of the grippers includes an aperture.
The gripper including the aperture operates to gather and
laterally capture therein the dunnage strip as the oppos-
ing gripper without the aperture moves along with the
aperture gripper through the transfer region. The oppos-
ing grippers may have different shapes (for example,
semicircle or semi-oval) and/or size apertures.

[0046] From the pulling assembly 328 the continuous
strip of dunnage travels downstream to the severing as-
sembly 334. The severing assembly 334 is shown in Figs.
1410 16. The severing assembly 334 severs, as by cutting
or tearing, the strip of dunnage into a section of a desired
length. The severing assembly 334 may be any desired
type for severing the strip of dunnage. The illustrated
severing assembly 334 includes a guillotine blade as-
sembly 574 powered by a rotary motor 576 (Fig. 8) via a
motion-transmitting assembly 578. In the illustrated em-
bodiment, the blade of the blade assembly 574 is serrat-
ed. A complete rotation of a crank 580 of the motion-
transmitting assembly 578 causes the guillotine blade
assembly 574 to move from a ready-to-sever, or open,
position (Figs. 14 and 15) to a severed, or closed, position
whereby the dunnage strip is severed, and then back to
aready-to-sever position. The on the fly severing provid-
ed by the severing assembly 334 enables rapid contin-
uous severing of the strip of dunnage as it emerges from
the pulling assembly 328.

[0047] The valve 336 is located downstream from the
severing assembly 334. The valve 336 is shown in Fig.
16. The valve 336 includes a rectangular shaped outlet
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chute 582, a door 584 pivotably mounted to and/or in the
chute 582, and a position sensor (not shown). The door
584 is spring biased or gravity biased to an inclined po-
sition wherein the door 584 extends from an upstream
end of the chute 582 (near the severing assembly 334)
to a downstream end of the chute 582. When the door
584 isinits spring biased position, the chute 582 and the
inclined door 584 form a relatively narrow opening at the
downstream end of the chute 582 to prevent objects from
entering same. The door 584 may be swung open by a
strip of dunnage passing through the chute 582. The sev-
ering assembly 334 is activated to sever the strip of dun-
nage upon the position sensor sensing that a strip of dun-
nage exists in the chute 582. It will be appreciated that
other valves for example an inclined conveyor suitably
coupled to the pulling assembly motor 330, may be used
to prevent foreign objects from entering the exit chute of
the machine 10.

[0048] As above indicated, the conversion machine 10
may be operated by a controller. The controller, for ex-
ample, may cause the pulling assembly drive motor 330
to be energized when a foot pedal is depressed by the
operator. The machine 10 may produce a pad for as long
as the pedal is depressed. When the pedal is released
the controller may cease operation of the pulling assem-
bly, drive motor 330 and effect operation of the severing
assembly motor 576 to sever the strip of dunnage. Other
control means may be provided such as that described
in U.S. Patent Nos. 5,897,478 and 5,864,484.

[0049] ReferringagaintoFig.8,theframe 150 provides
a compact L-shape configuration for the conversion sub-
assembilies. In particular, the pulling assembly motor 330
is mounted to the frame 150 so that its axis is parallel to
one leg of the L-shape configuration, and the severing
assembly motor 576 is mounted to the frame 150 so that
its axis is parallel to the other leg of the L-shape config-
uration.

[0050] Referring again to Figs. 7-10, the conversion
sub-assemblies are covered by the hood 154 and the
cover 162. The hood 154 is connected to the downstream
wall 174 of the frame 150 by a transversely extending
hinge 600. The hinge 600 enables the hood 154 to be
pivoted between a closed position shown in Fig. 8 and
an open position shown in Figs. 7, 9 and 10. The hood
154 includes an arcuate shaped top wall 602, a pair of
side walls 604 depending from the lateral edges of the
top wall 602, and an upstream wall 606 depending from
the upstream edge of the top wall 602. As is shown in
Fig. 8, the side walls 604 of the hood 154 have respective
angled edge portions which extend from the hinge 600
to the corner defined by the side arms 200 and the side
arms 184. The side walls 604 of the hood 154 are laterally
spaced slightly wider than the side arms 184 and the side
walls 170 of the frame 150 so that when the hood 154 is
pivoted to its closed position, the side arms 184 and the
upper portions of the side walls 170 are contained within
the side walls 604 of the hood 154. In its closed position
(Fig. 8), the hood 154 protects such components as the
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forming section 326 and the pulling assembly 328 of the
dunnage conversion machine 10 from debris and foreign
objects. In the open position (Figs. 7, 9 and 10), such
components are easily accessible and therefore may be
easily assembled to the frame 150 and/or easily serviced.
[0051] The cover 162 is mounted to the downstream
wall 174 of the frame 150. As is shown In Fig. 8, the cover
162 includes a top wall 622 which has an arcuate shape
contour having the same radius as the arcuate shape of
the top wall 602 of the hood 154. Depending from the top
wall 622 are a pair of side walls 624 and a downstream
end wall 626. A bottom wall 628 is connected at its lateral
edges to the respective side walls 624 and at its top edge
to the downstream end wall 626. As is shown in Figs. 1
and 8, the bottom wall 628 is substantially parallel to the
bottom edge of the side walls 170 of the frame 150. The
cover 162 protects such components as the severing as-
sembly 334 and the valve 336 of the dunnage conversion
machine 10 from debris and foreign objects. Also, the
cover 162 is lightweight owing to its relatively small size
and therefore may be easily removed for assembling
and/or servicing the components contained by the cover
162.

[0052] The cover 162 also is ergonomically advanta-
geous as is illustrated in Fig. 1, the cover 162 contains
a control panel 640 for controlling the dunnage conver-
sion machine 10, an emergency stop button 642 for ceas-
ing operation of the dunnage conversion machine 10,
and an on-off switch 644 for turning the dunnage conver-
sion machine on and off. An outlet opening 650 is pro-
vided in the cover 162 through which the strip of dunnage
passes from the valve 336 of the dunnage conversion
machine 10. Advantageously, the downstream end wall
626 of the cover 162 faces downwardly at an angle of
about 45 degrees relative to horizontal. At such an angle,
the cover 162 enables the control panel 640, the emer-
gency stop button 642 and the on-off switch 644 to be
easily accessed while discharging the strip of dunnage
through the outlet 650 in close proximity, and therefore
reach, to such components.

[0053] Referring now to Figs. 17-19, there are shown
three different packaging systems 700, 702, and 704 em-
bodying the dunnage conversion machine 10. As is
shown in Fig. 17, the dunnage conversion machine 10
is mounted to a stand 710 which is oriented in a generally
vertical manner. The stand 710 includes a base 712 and
an uprightframe 714 to which the machine 10is mounted.
The machine 10 has an upstream end 716 at which sheet
stock material is supplied to the machine 10 and a down-
stream end 718 from which the machine 10 discharges
dunnage pads. The stand 710 has an L-shaped config-
uration such that when the base 712 is positioned below
a working surface 730, for example, a conveyor or, as
shown in Fig. 17, a table, the downstream end 718 of the
machine 10 extends over the working surface 730. The
bottom corners of the base 712 include wheels 732 so
that the stand 710 and the machine 10 may be moved
easily. The upright frame 714 of the stand 710 includes
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a pair of upright guide members between which a stack
of fan folded sheet stock material 740 is guided to the
upstream end 716 of the dunnage conversion machine
10. As was noted above, the sheet stock material alter-
natively may be provided in the form of a stock roll sup-
ported either by the stand 710 or by a cart disposed next
to or adjacent the stand 710.

[0054] The packaging system 702 shown in Fig. 18
includes a pair of packaging stations 760, each of which
includes a dunnage conversion machine 762. The dun-
nage conversion machine 762 is similar to the dunnage
conversion machine 10 illustrated and described above
except that the dunnage conversion machine 762 does
not include the infeed paper guide assembly 158. The
downstream ends of the respective dunnage conversion
machines 762 are disposed above respective packaging
surfaces 766. The upstream ends of the respective dun-
nage conversion machines 762, in turn, extend upwardly
towards respective elevated loading stations 768 includ-
ing respective stock supply assemblies 770. Each stock
supply assembly 770 is accessible from an elevated
gangway 772.

[0055] The stock supply assembly 770 supplies sheet
stock material to the upstream end of the dunnage con-
version machine 762 by means of, for example, a stock
supply roll or the as-shown stack of fan folded stock ma-
terial. The stack of fan folded sheet stock material is guid-
ed at the lateral edges thereof by respective laterally
spaced guideposts 780 of the stock supply assembly
770. The sheet stock material is trained over an upper
transversely extending guide bar 790 supported at its
ends by the respective upright guideposts 780. From the
guide bar 790 the sheet stock material is trained over an
intermediate guide bar 792. The intermediate guide bar
792 is mounted at its ends to respective side support
members 794 which are mounted to and project perpen-
dicularly from the upright guideposts 780. The sheet
stock material passes from the intermediate guide bars
792tothe constantentry roller of the dunnage conversion
machine 762 and passes to the downstream conversion
sub-assemblies of the dunnage conversion machine 762
in a manner similar to that described above in reference
to the dunnage conversion machine 10. Located at the
opposite side of the gangway 772 from the stock supply
assemblies 770 are several storage locations 796 for the
fan folded sheet stock material.

[0056] Advantageously, the packaging system 702
separates the packaging stations 760 from the loading
stations 768 so that the packaging and loading tasks may
be performed independently. Moreover, the fan-folded
sheet stock material is stored out of the way from the
packaging stations 760.

[0057] The packaging system 704 of Fig. 19 includes
a dunnage conversion machine 800 similar to the dun-
nage machine 10 except that it does not include the in-
feed paper guide assembly 158. The dunnage conver-
sion machine 800 is suspended from and connected to
a structural member 802 of, for example, a warehouse
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roof. More particularly, the dunnage conversion machine
800 is supported by an inverted U-shaped bracket 804.
The base 806 of the U-shaped bracket 804 is mounted
to the distal end of the structural member 802 and the
laterally spaced apart legs 808 of the U-shaped bracket
804 depend from the base portion 806 and are mounted
to the respective sides of the dunnage conversion ma-
chine 800. Upstream from the dunnage conversion ma-
chine 800 and mounted to the structural member 802 are
a pair of sheet stock material guideways 814 and 816.
Each guideway 814 and 816 provides an opening
through which the sheet stock material travels before en-
tering the dunnage conversion machine 800. Below the
structural member 802 there is provided a supply of sheet
stock material 820 which in the illustrated embodiment
is in the form of a stack of fan-folded sheet stock material.
The stack of fan-folded sheet stock material 820 rests on
a stand 822 which includes a pair of guideposts 826 be-
tween which the sheet stock material is guided to the
downstream guideway 816. Advantageously, the dun-
nage conversion machine 800 is suspended so as to be
out of the way of any packaging stations there below and
the stock supply 820 upstream therefrom.

[0058] Referringnow toFigs.20and21,there is shown
a dunnage conversion system 900 including a dunnage
conversion machine or dunnage conversion machine
head 910 and a stand 912. Except as described herein,
the dunnage conversion machine 910 and the stand 912
are substantially the same as the afore described dun-
nage conversion machine 10 and the stand 12. In the
several Figures, like reference numerals represent like
components or features.

[0059] The stand 912 of the dunnage conversion sys-
tem 900 includes a pair of upright guide members 922
to which the dunnage conversion machine 910 is mount-
ed. Each upright guide member 922 includes an inner
side wall 930, an outer side wall 932 spaced from the
inner side wall 930 by a gap G, a front wall 934, and a
rear wall 936. The front and rear walls 934 and 936 span
the gap G between the Inner and outer side walls 930
and 932 and extend inwardly beyond the respective inner
side walls 930 to form respective front and rear guide
surfaces 944 and 946. Front and rear transverse support
members 948 and 950 are connected to and extend be-
tween the guide members 922 at the upper most end of
the guide members 922. Unlike the stand 12, the stand
912 does not include vertically extending catches 52.
[0060] Figs.22-26 illustrate sequentially an exemplary
method of loading a stack of fan folded sheet stock ma-
terial (Fig. 5) between the guide members 922, as viewed
from the top of the stack. The width of the stack is slightly
less than the distance between the inner side walls 930
and slightly greater than the distance between the inner-
most edges of the front and rear guide walls 944 and
946. Initially, the stack is inserted sideways between the
guide members 922 (Fig. 22). In the illustrated embodi-
ment, the right side of the stack is inserted between the
guide members 922, for example. The stack is then tilted
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clockwise until diagonally opposite corners, for example
the right front corner and the rear left corner in the illus-
trated embodiment, are in between the guide members
922, as shown in Fig. 23. The right side of the stack is
then moved towards the right inner side wall 930 so that
the right rear corner of the stack dears the right rear guide
wall 946 (Fig. 24). The stack is then moved further to-
wards the right inner side wall 930 sufficient enough to
enable the left front corner of the stack to clear the left
front guide wall 944. The stack is then tilted clockwise
until the sides of the stack are within the inner side walls
930, and the front and rear of the stack are within the
front and rear guide walls 944 and 946 of the guide mem-
bers 922 (Fig. 25). The stack is then shifted laterally to
the left to approximately center the stack between the
inner side walls 930 (Fig. 26). As a result, the fan folded
sheet stock material is captured between the inner side
walls 930 and the front and rear guide walls 944 and 946.
The front and rear guide walls 944 and 946 prevent or at
least reduce the likelihood of the stack from tipping either
rearwardly or forwardly out from the stand 912, while the
inner side walls 930 of the respective guide members
922 prevent or at least reduce the likelihood of the stack
from moving laterally within the stand 912. It has been
found that this is particularly useful when the stand is
moved from one location to another on the wheels 26.
[0061] Although in the illustrated embodiment the
stack is inserted between the guide members 922 by first
inserting the right side of the stack, it will be appreciated
that alternative methods may be employed to insert the
stack. For example, the left side of the stack may be
inserted first, followed by tilting the stack counterclock-
wise. Also, it will be appreciated that any stack of fan
folded sheet stock material may be inserted between the
guide members 922. For example, as is further described
below in reference to Figs. 32-39, the stack of sheet stock
material may be in the form of a bale that, once inserted
into the stand, may be debaled to release same for feed-
ing into and converting by the conversion machine 910.
[0062] Referring now to Figs. 20, 21 and 27-31, the
dunnage conversion machine or dunnage conversion
machine head 910 is mounted to the stand 912 via a
hinge 978 and a pair of mounting mechanisms 980 (hid-
den from view in Figs. 20, 27 and 28). The hinge 978 and
mounting mechanisms 980 enable the dunnage conver-
sion machine 910 to be selectively pivoted from an op-
erating position shown in Fig. 20 to a servicing/loading
position shown in Figs. 27 and 28. The dunnage conver-
sion machine 910 is pivotable towards the front of the
system 900 so as to suspend at least partially in front of
the stand 912. In contrast, the earlier described dunnage
conversion machine 10 is pivotable towards the rear of
the stand 12.

[0063] As is shown in Fig. 21, the hinge 978 extends
transversely between the guide members 922 of the
stand 912 at the uppermost and frontmost corner thereof.
More particularly, the hinge 978 has one end mounted
to or formed by the front transverse support member 948
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of the stand 912 and the other end mounted to a flange
(not shown) projecting rearwardly from the bottom of the
transverse wall 174 of the frame 150 of the dunnage con-
version machine 910.

[0064] Each mounting mechanism 980 includes a
mounting bracket 984, a gas compression spring 988,
and a guide bracket 992. Each mounting bracket 984 has
projecting therefrom a pair of upright mounting posts 996.
The dunnage conversion machine 910 is mounted to the
mounting posts 996 via a pair of flanges (not shown) pro-
jecting inwardly from the bottoms of the side walls 170
of the conversion machine frame 150. A pivot pin 1000
couples the forward end of the mounting bracket 984 to
the upper end of the gas compression spring 988 to en-
able relative pivotal movement between the mounting
bracket 984 and the gas compression spring 988. The
gas compression springs 988 extend downward from the
mounting bracket 984 and are moveable between the
inner and outer side walls 930 and 932 of the respective
upright guide members 922. The bottom end of the gas
compression spring 988 is mounted to a transversely ex-
tending pivot pin 1004 that is rotatably supported in a
suitable manner at its opposite ends by the inner and
outer side walls 930 and 932.

[0065] Projecting from the side of the mounting bracket
984 is a pivot pin 1008 that couples the rear end of the
mounting bracket 984 to the upper end of the guide brack-
et 992 to enable relative pivotal movement between the
mounting bracket 984 and the guide bracket 992. The
guide brackets 992, like the gas compression springs
988, extend downward from the mounting bracket 984
between the inner and outer side walls 930 and 932 of
the respective upright guide members 922. Each guide
bracket 992 is arcuate in shape and includes an arcuate
shape slot 1012 therein. When the dunnage conversion
machine 910 is pivoted relative to the stand 912 about
the hinge 978, the guide brackets 992 slide along the
opposite ends of the guide rod 1016 to guide such pivotal
movement. The opposite ends of the guide rod 1016 are
rotatably supported by respective reinforcing brackets
1020 that are sandwiched between and suitably connect-
ed to the inner and outer side walls 930 and 932 of the
respective upright guide members 922.

[0066] The dunnage conversion machine 910 is pivot-
able to a wide range of angular displacements relative
to the stand 912, the range being limited by the distance
the guide brackets 992 can travel on the guide rod 1016,
which is when the terminal ends of the arcuate slots 1012
in the guide brackets 992 reach the guide rod 1016. A
turning knob 1026 or similar mechanism may be suitably
connected to the dunnage conversion machine 910
and/or one or both of the mounting mechanisms 980 to
lock the dunnage conversion machine 910 at a desired
angular displacement relative to the stand 912, or to un-
lock the dunnage conversion machine 910 to enable piv-
otal movement of the dunnage conversion machine 910
relative to the stand 912.

[0067] In the illustrated exemplary dunnage conver-
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sion system 900, the dunnage conversion machine 910
is selectively lockable in an operating position (Fig. 20),
and two different servicing/loading positions, one of
which is shown in Figs: 27 and 28, by means of the guide
rod 1016 and the guide brackets 992. Specifically, the
guide rod 1016 is rotatably adjustable between a pivot
enabling position and a pivot disabling or locking position.
The knob 1026 (Figs. 20 and 21), which in the illustrated
embodiment is accessible from the side of the stand 912,
is suitably connected to the guide rod 1016 to provide for
such rotatable movement.

[0068] Referringto Fig. 29, the slot 1012 of each guide
bracket 992 has three arcuate indentations 1030, 1032
and 1034, each having a radius slightly larger than the
radius of the guide rod 1016, and a relatively narrower
track portion 1038 extending between the indentations
1030, 1032 and 1034. The arcuate indentations 1030,
1032 and 1034 correspond respectively to the three dif-
ferent positions in which the dunnage conversion ma-
chine 910 may be selectively locked and unlocked. As
will be appreciated, the guide rod 1016 is rotatable when
the center axis of the guide rod 1016 is substantially col-
linear with the center axis of one of the arcuate indenta-
tions 1030, 1032 and 1034 of the slot 1012. The opposite
ends of the guide rod 1016 include respective arcuate
segment notches 1044 therein. The axial width of each
notch 1044 in the guide rod 1016 is slightly larger than
the width of the guide bracket 992 to enable the radially
inner arcuate portion of the guide bracket 992 to slide
therein.

[0069] Inthe pivot enabling position (Fig. 29), the guide
rod 1016 is rotated such that the notches 1044 of the
guiderod 1016 are aligned with the inner arcuate portions
of the guide brackets 992, enabling the guide brackets
992 to freely slide to and fro along the opposite ends of
the guide rod 1016 and, accordingly, enabling the dun-
nage conversion machine 910 to be pivoted relative to
the stand 912. In the pivot disabling or locking position,
the guide rod 1016 is rotated such that the notches 1044
of the guide rod 1016 are out of alignment with respect
to the inner arcuate portion of the guide bracket 992 and
the outer diameter of the guide rod 1016 is in the path of
and therefore blocks movement of the inner arcuate por-
tion of the guide bracket 992. In the locking position, the
guide rod 1016 prevents pivotal movement of the dun-
nage conversion machine 910 relative to the stand 912.
[0070] When the guide rod 1016 is rotated in the in-
dentation 1030 to block movement of the guide brackets
992, the dunnage conversion machine 910 is in an op-
erating position, atop the stand 912 (Fig. 20). Fig. 30
shows the gas compression spring 988 and the guide
brackets 992 in their respective positions when the dun-
nage conversion machine 910is in the operating position.
In the operating position, the gas compression springs
988 are compressed, and the weight of the dunnage con-
version machine 910 is carried substantially by the guide
brackets 992 in compression, as well as by the hinge 978
in the front of the stand 912 and the tops of the upright
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guide members 922 of the stand 912.

[0071] When the guide rod 1016 is rotated in the in-
dentation 1032 to block movement of the guide brackets
992, the dunnage conversion machine 910 is in an inter-
mediate tilted servicing/loading position. When the guide
rod 1016 is rotated in the indentation 1034 to block move-
ment of the guide brackets 992, the dunnage conversion
machine 910 is in a fully tilted servicing/loading position
(Figs. 27 and 28). Fig. 31 shows the gas compression
spring 988 and the guide brackets 992 in their respective
positions when the dunnage conversion machine 910 is
in the fully tilted servicing/loading position. In such posi-
tion, the gas compression springs 988 are extended, and
the weight of the dunnage conversion machine 910 is
carried substantially by the guide brackets 992 in tension,
and by the hinge 978 in the front of the stand 912.
[0072] Together, the gas compression springs 988 and
the guide brackets 992 of the mounting mechanisms 980
simplify pivotal movement of the dunnage conversion
machine 910 relative to the stand 912. The gas compres-
sion springs 988, for example, bias the dunnage conver-
sion machine 910 to impart a somewhat weightlessness
to the dunnage conversion machine 910 when the dun-
nage conversion machine 910 is pivoted relative to the
stand 912. The guide brackets 992, meanwhile, guide
movement of the mounting brackets 984 and conse-
quently the dunnage conversion machine 910 along the
guide rods 1016, as the dunnage conversion machine
910 is pivoted relative to the stand 912. The gas com-
pression springs 988 and the guide brackets 992 move
between the planes of the inner and outer side walls 930
and 932 of the respective upright guide members 922
and, as is shown in Fig. 21, the gas compression springs
988 and the guide brackets 992 fully retract between the
inner and outer side walls 930 and 932 when the dunnage
conversion machine 910 is in its operating position.
[0073] Referringto Fig. 20, when the dunnage conver-
sion machine 910 is In its operating position, the dunnage
conversion machine 910, and more particularly the con-
verting sub-assemblies thereof, which lie substantially in
the plane of the side arms 184, are disposed above the
top plane of the upright guide members 922 of the stand
912, and are inclined in the upstream to downstream di-
rection at about 45 degreesrelative to horizontal. Accord-
ingly, the upstream end of the dunnage conversion ma-
chine 910 is out of the way from the packaging area
around the system 900, while the downstream end of the
dunnage conversion machine 910, and more particularly
the outlet 650 thereof, is conveniently oriented towards
the front or upstream end of the system 900 for easy
access to a strip of dunnage discharged from the outlet
650.

[0074] Referring to Figs. 27 and 28, by tilting the dun-
nage conversion machine 910 forward to one of its serv-
icing/loading positions, access to the dunnage conver-
sion machine 910 for servicing and/or loading same is
simplified. In this regard, the multiple servicing/loading
positions provide multiple points of access. For example,
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whenthe dunnage conversion machine 910 is in the serv-
icing/loading position illustrated in Figs. 27 and 28, the
dunnage conversion machine 910 is at least partially in-
verted and is disposed substantially below the top plane
of the stand 912. The angular displacement of the side
arms 184 is about 135 degrees from their operating po-
sition, or 180 degrees from the horizontal. Thus, with the
hood 154 opened, an operator or user may easily access
internal components of the dunnage conversion machine
910, such as the converting sub-assembilies. Also, initial
feeding of sheet stock into the dunnage conversion ma-
chine 910 is simplified when the dunnage conversion ma-
chine 910is in a servicing/loading position, as the feeding
end or upstream region 566 of the pulling assembly 328
(Figs. 12 and 13) faces the front of the dunnage conver-
sion system 900. Thus, a user or operator has substan-
tially horizontal access to the pulling assembly 328 to
feed sheet stock material into same from the front of the
dunnage conversion system 900, and more particularly
from the front of the stand 912. Also, feeding and routing
the sheet stock material around the constant entry roller
196 and the guide roller 1064 is simplified, as substan-
tially all of the travel path of the sheet stock material is
accessible from the front of the dunnage conversion sys-
tem 900.

[0075] As will be appreciated, the forward tilting dun-
nage conversion machine 910 s tiltable to positions lower
than that obtainable by the earlier described rearward
tilting dunnage conversion machine 10. This is facilitated
by the cover 162 being less in width than the width be-
tween the upright guide members 922 of the stand 912,
thus enabling the cover 162 to fit therebetween and the
dunnage conversion machine 910 to be tilted until the
downstream wall 174 of the frame 150 abuts or extends
parallel to the upright guide members 922.

[0076] Details of the dunnage conversion machine 910
are shown in Figs. 27 and 28. The dunnage conversion
machine 910 is substantially the same as the afore de-
scribed dunnage conversion machine 10 (see Figs. 7-16,
for example), except as described herein. In the several
Figures, like reference numerals represent like compo-
nents or features.

[0077] The dunnage conversion machine 910 includes
a transversely extending infeed paper guide plate 1060
which is connected at its lateral edges to the side walls
170 of the frame 150 of the dunnage conversion machine
910. The upstream end of the guide plate 1060 has a lip
1062. A guide roller 1064 is disposed at the downstream
end of the guide plate 1060 and is rotatably supported
at its opposite ends by the side walls 170. Unlike the
dunnage conversion machine 10, the dunnage conver-
sion machine 910 does not include the pivotable infeed
guide assembly 158, or the guide bars 202 and 220.
[0078] The path of the sheet stock material through the
dunnage conversion machine s illustrated in partin Figs.
27 and 28. From the stock supply 27, the sheet stock
material passes through the opening in the bottom of the
frame 150 and alongside the guide plate 1060 and the
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lip 1062 thereof. The sheet stock material is then trained
around the guide roller 1064. From the guide roller 1064,
the sheet stock material passes alongside or underneath
the guide panel 190 extending transversely between the
side arms 184. The sheet stock material is then trained
around the constant entry roller 196. The constant entry
roller 196, in turn, guides sheet stock material down-
stream to the converting components of the dunnage
conversion machine 910 in a manner similar to that de-
scribed above with reference to the dunnage conversion
machine 10.

[0079] The sheet stock material is substantially con-
tained by the upright guide members 922 of the stand
912 and the dunnage conversion machine 910 so that
loops orundulations exhibited by the sheet stock material
during operation of the machine 910 are prevented or at
least minimized. Advantageously, the travel path of the
sheet stock material is maintained substantially Inside
the machine 910 or in close proximity to the machine 910
so that little or no paper loops form external to the ma-
chine 910.

[0080] Turning now to Figs. 32 to 38 and Fig. 40, there
is shown four exemplary baled stacks of fan folded sheet
stock material 1100, 1102, 1104 and 1106. The baled
stacks 1100, 1102, 1104 and 1106 may be used in con-
nection with either of the dunnage conversion machines
10 and 910 disclosed herein, or in connection with any
suitable dunnage conversion machine or system. The
baled stacks 1100, 1102, 1104 and 1106 may be easily
stored and/or transported and, as is described below,
easily loaded into the dunnage conversion machines
stands 12 and 912 to which the dunnage conversion ma-
chines 10 and 910 are mounted. Also, the baled stacks
of sheet stock material 1100, 1102, 1104 and 1106 may
be easily spliced to another stack of sheet stock material.
[0081] The baled stack 1100 includes a stack of fan
folded sheet stock material 1110, a jacket 1112 and a
pair of transversely spaced bale ties 1120. The stack of
sheet stock material 1110 includes one or more plies of
sheet stock material that are fan folded into a rectangular
stack. The series of folds together form a sequence of
rectangular pages which are piled accordion style one
on top ofthe other to form the stack of sheet stock material
1110. The stack of sheet stock material 1110 has a top
1130, bottom 1132, front side 1134, rear side 1136, left
side 1138 and right side 1140. For further details relating
to an exemplary stack of sheet stock material, and the
means for forming same, reference may be had to U.S.
Patent Nos. 5,387,173 and 5,882,767, both of which are
assigned to the assignee of the present invention.
[0082] The jacket 1112 maintains the stack of sheet
stock material 1110 in a compressed form. The jacket
1112 may be made of any suitable flexible material, for
example, cardboard or plastic. The jacket 1112 includes
a front bottom flap or tab 1150, a front panel 1152, a top
panel 1154, a rear panel 1156, and a rear bottom flap or
tab 1158 separated by four transversely extending fold
lines 1160 (Fig. 33). The fold lines 1160 facilitate folding
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of the jacket 1112 from a substantially planar pre-folded
configuration to the folded configuration shown in Figs.
32-34.

[0083] The jacket 1112 is secured to the stack of sheet
stock material 1110 by the bale ties 1120. The bale ties
1120 may be made of any suitable material, for example,
nylon or wire. As is shown in Fig. 32, the top panel 1154
of the jacket 1112 includes a pair of rectangular shaped
openings 1180. The bale ties 1120 extend longitudinally
across the openings 1180 approximately at the center
thereof. The width of the openings 1180 is slightly wider
than the width of the human hand, enabling the bale ties
1120 extending thereacross to be conveniently grasped
via the openings 1180.

[0084] AsisshowninFigs. 32 and 34, the width of the
jacket 1112 is substantially the same as the width of the
stack of sheet stock material 1110, and the jacket 1112
does not cover the left or right sides 1138 and 1140 of
the stack of sheet stock material 1110. Also, as is shown
in Figs. 32-34, the front and rear bottom tabs 1150 and
1158 of the jacket 1112 extend under the bottom 1132
of the stack of sheet stock material 1110 to cover only a
portion thereof, leaving exposed a transverse middle sec-
tion of the bottom 1132 of the stack of sheet stock material
1110.

[0085] An adhesive layer 1190, for example glue or a
double sided adhesive tape, is applied to the bottom 1132
of the stack of sheet stock material 1110. The adhesive
layer 1190 is indicated by dashed lines in Figs. 34 and
35. Arelease liner 1192, which is longer than the strip of
adhesive 1190, covers the adhesive layer 1190. The ad-
hesive layer 1190 and the release liner 1192 are disposed
diagonally relative to the rectangular perimeter of the bot-
tom 1132 of the stack of sheet stock material 1110. The
adhesive layer 1190 is disposed approximately at the
center of the bottom 1132 of the stack of sheet stock
material 1110. The free ends of the release liner 1192
extend beyond the perimeter of the bottom 1132 of the
stack of sheet stock material 1110 and form a pair of
flexible pull straps 1198. When the stack of sheet stock
material 1110is secured inthe jacket 1112, the pull straps
1198 are captured between the front side 1134 and rear
side 1136 of the stack of sheet stock material 1110 and
the respective front and rear panels 1152 and 1156 of
the jacket 1112.

[0086] Toload the baled stack 1100 into the stand 912,
for example, the bale ties 1120 are grasped via the open-
ings 1180 and the baled stack 1100 is lifted and inserted
between the upright guide members 922 of the stand 912
in the manner described above with reference to Figs.
22-26, for example, such that the baled stack 1100 rests
on the base 18 of the stand 912. Alternatively. the baled
stack 1100 may be stacked atop another stack of sheet
stock material, for example, when it is desired to splice
the two stacks together. Also, any desired quantity of
baled stacks 1100 may be stacked one on top of the
other, such quantity being limited to the height available
between the base 18 of the stand 912 and the dunnage
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conversion machine 910 thereabove.

[0087] After the baled stack 1100 is loaded into the
stand 912, the bale ties 1120 are cut and slid from un-
derneath the jacket 1112 of the baled stack 1100. The
front panel 1152, rear panel 1156 and/or the top panel
1154 of the jacket 1112 are then pulled upwardly and/or
outwardly away from the stack of sheet stock material
1110, as illustrated for example by the arrows in Fig. 33,
thereby to slide and remove the front and rear bottom
tabs 1150 and 1158 of the jacket 1112 from underneath
the stack of sheet stock material 1110. Once the front
and rear bottom tabs 1150 and 1158 are removed from
beneath the stack of sheet stock material 1110, the stack
of sheet stock material 1110 falls slightly, that is a dis-
tance equal to the thickness of the jacket 1112, to the
base 18 of the stand 912, or if a stack of sheet stack
material already resides in the stand 912, then to such
stack.

[0088] The jacket 1112is then removed from the stand
912, thereby exposing the pull straps 1198 of the release
liner 1192. In the illustrated embodiment, the jacket 1112
is wider than the span between the upright guide mem-
bers 922 of the stand 912. Thus, the jacket 1112 may
need to be tilted or otherwise manipulated to be removed
from the stand 912. It will be appreciated that the jacket
1112 may have a width less than the span between the
upright guide members 922 of the stand 912, in which
case no such tilting or manipulation would be necessary.
[0089] Ifthe stack of sheet stock material 1110 is load-
ed atop another stack of sheet stock material, and it is
desired to splice the upper stack 1110 to the lower stack,
either one of the pull straps 1198 may be pulled to remove
therelease liner 1192 from between the upper stack 1110
and the lower stack thereby to expose the adhesive layer
1190 on the bottom of the upper stack 1110. The weight
of the upper stack of sheet stock material 1110 com-
presses together the bottom or trailing end page of the
upper stack 1110 and the top or leading end page of the
lower stack of sheet stock material. The adhesive layer
1190, compressed therebetween, adhesively bonds
such pages to effect a splicing of the trailing end page of
sheet stock material of the upper stack 1110 to the lead-
ing end page of sheet stock material of the lower stack.
[0090] Figs. 36 and 37 show another embodiment of
a baled stack of fan folded sheet stock material 1102.
Except as described herein, the baled stack 1102 is sub-
stantially the same as the afore described baled stack
1100. Inthe several Figures, like reference numerals rep-
resent like components or features.

[0091] The baled stack 1102 includes a jacket having
two jacket pieces 1204 that together maintain the stack
of sheet stock material 1110 in its compressed form. As
is shown in Fig. 36, the width of the jacket pieces 1204
is narrower than the width of the stack of sheet stock
material 1110 and, like the afore described baled stack
1100, the jacket pieces 1204 do not cover the left or right
sides 1138 and 1140 of the stack of sheet stock material
1110.
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[0092] Each jacket piece 1204 includes a top panel
1220, an intermediate panel 1222, and a bottom flap or
tab 1224, separated by two transversely extending fold
lines 1230 and 1232. As is shown in Fig. 37, the inter-
mediate panels 1222 of the jacket pieces 1204 cover the
front side 1134 and rear side 1136 of the stack of sheet
stock material 1110. The top panels 1220 extend longi-
tudinally in opposite relation to one another to cover lon-
gitudinally spaced portions of the top 1130 of the stack
of sheet stock material 1110, and are longitudinally
spaced by a relatively narrow transverse gap. Like the
front and rear bottom tabs 1150 and 1158 of the jacket
1112, the bottom tabs 1224 of the jacket pieces 1204
extend under the bottom 1132 of the stack of sheet stock
material 1110 to cover only a portion thereof, leaving ex-
posed a transverse middle section of the bottom 1132 of
the stack of sheet stock material 1110.

[0093] The top panels 1220 of each jacket piece 1204
include a generally oval shaped opening 1240 sized suf-
ficiently to receive therethrough the human hand. The
top panels 1220 also include a pair of transversely
spaced longitudinally extending perforations or tear lines
1244, indicated by dashed lines in Fig. 36. The tear lines
1244 facilitate tearing of the top panels 1220 to form a
pair of handles 1248 for handling the baled stack of sheet
stock material 1102, as is further described below. The
jacket pieces 1204 are secured to the stack of sheet stock
material 1110 by the bale ties 1120. The bale ties 1120
are spaced laterally outward from the tear lines 1244.
[0094] Anadhesive layer 1190 is applied to the bottom
1132 of the stack of sheet stock material 1110, and a
release liner 1192 covers the adhesive layer 1190 and
also forms a pair of straps 1198. When the stack of sheet
stock material 1110 is secured in the jacket pieces 1204,
the pull straps 1198 are captured between, respectively,
the front side 1134 and rear side 1136 of the stack of
sheet stock material 1110 and the intermediate panels
1222 of the jacket pieces 1204.

[0095] Toload the baled stack 1102 into the stand 912,
for example, the top panels 1220 are tom along the tear
lines 1244 to form the pair of upright handles 1248. The
handles 1248 are grasped via the openings 1240 and
the baled stack 1102 is lifted and inserted between the
upright guide members 922 of the stand 912 in the man-
ner described above, for example, such that the baled
stack 1102 rests on the base 18 of the stand 912. Alter-
natively, the baled stack 1102 may be stacked atop an-
other stack of sheet stock material, for example, when it
is desired to splice the two stacks together. Once the
baled stack 1102 is loaded into the stand 912, the bale
ties 1120 are cut and slid from underneath the jacket
pieces 1204 of the baled stack 1102. The top panel 1220
and/orintermediate panel 1222 of each jacket piece 1204
are then pulled upwardly and/or outwardly away from the
stack of sheet stock material 1110, as illustrated for ex-
ample by the arrows in Fig. 37, thereby to slide and re-
move the bottom tabs 1224 of the jacket pieces 1204
from undemeath the stack of sheet stock material 1110.
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Once the bottom tabs 1224 are removed from beneath
the stack of sheet stock material 1110, the stack of sheet
stock material 1110 falls slightly, that is a distance equal
to the thickness of the jacket pieces 1204, to the base
18 of the stand 912, or to the stack of sheet stock material
below the stack 1110.

[0096] The jacket pieces 1204 are then removed from
the stand 912, thereby exposing the pull straps 1198 of
the release liner 1192. In the illustrated embodiment, the
jacket pieces 1204 have a width less than the span be-
tween the upright guide members 922 of the stand 912.
Thus, the jacket pieces 1204 may be removed from the
stand 912 without the need to tilt or otherwise manipulate
the jacket pieces 1204. In an alternative embodiment,
the jacket pieces 1204 have a width that is wider than
the span between the upright guide members 922 of the
stand 912 and, accordingly, the jacket pieces 1204 may
need such tilting to be removed therefrom.

[0097] As with the previously described embodiment,
if it is desired to splice the upper stack 1110 to the lower
stack, either one of the pull straps 1198 may be pulled
to remove the release liner 1192 from between the upper
stack 1110 and the lower stack and expose the adhesive
layer 1190. The adhesive layer 1190, compressed ther-
ebetween, splices together the trailing end page of sheet
stock material of the upper stack 1110 and the leading
end page of sheet stock material of the lower stack.
[0098] Fig. 38 shows another embodiment of a baled
stack of fan folded sheet stock material 1104. Except as
described herein, the baled stack 1104 is substantially
the same as the afore described baled stacks 1100 and
1102. Inthe several Figures, like reference numerals rep-
resent like components or features.

[0099] Thebaledstack 1104 includes aone-piece jack-
et 1260 that covers the stack of sheet stock material 1110
in a manner similar to that of the jacket 1112 of the baled
stack 1100. In this regard, the jacket 1260 has panels
and fold lines similar to those of the jacket 1112. The
jacket 1260 also has longitudinal tear lines and top panel
openings similar to those of the jacket pieces 1204. The
jacket 1260 additionally includes a tear line 1262 that
extends transversely between the tear lines 1244. To-
gether, thelongitudinal tear lines 1244 and the transverse
tear line 1262 facilitate tearing of the top panel 1154 to
form a pair of handles 1248 for handling the baled stack
of sheet stock material 1104.

[0100] Toloadthe baled stack 1104 into the stand 912,
for example, the top panel 1154 is tom along the tear
lines 1244 and 1262 to form the pair of upright handles
1248. The baled stack 1104 is then loaded into the stand
912 via the handles 1248 in a manner similar to that de-
scribed above with reference to the baled stack 1102.
The bale ties 1120 are cut, and the jacket 1262 is re-
moved in substantially the same manner that the jacket
1112 of the baled stack 1100 is removed. The stack of
sheetstock material 1110 may be spliced to a lower stack
alsoin a manner substantially the same as that described
above with respect to the baled stacks 1100 and 1102.
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[0101] Turning now to Fig. 39, there is shown an alter-
native manner by which the adhesive layer 1190 and the
release liner 1192 may be applied to the stack of sheet
stock material 1110 in each of the baled stacks 1100,
1102, 1104 and 1106 (described below), or on any other
suitable stack of sheet stock material. The adhesive layer
1190 is adhered to the bottom 1132 of the stack of sheet
stock material 1110 at approximately the center thereof.
Unlike the orientation in the Fig. 35 embodiment, in which
the adhesive layer 1190 is disposed diagonally relative
to the rectangular perimeter of the bottom 1132 of the
stack 1110, the orientation of the adhesive layer 1190 in
the Fig. 39 embodiment is such that the adhesive layer
1190 is disposed substantially parallel to the front and
rear sides 1134 and 1136 of the stack 1110.

[0102] Therelease liner 1192 covers the adhesive lay-
er 1190 and hasits free ends folded over the intermediate
covering portion, for example at about right angles to the
intermediate covering portion. Like the Fig. 35 embodi-
ment, the free ends of the release liner 1192 extend be-
yond the perimeter of the bottom 1132 of the stack of
sheet stock material 1110 and form a pair of flexible pull
straps 1198. When the stack of sheet stock material 1110
is secured in a jacket, the pull straps 1198 are captured
between the front side 1134 and rear side 1136 of the
stack of sheet stock material 1110 and the corresponding
adjacent panels of the jacket. The stack of sheet stock
material 1110 is spliced to another stack of sheet stock
material in a manner similar to that of the afore described
Fig. 35 embodiment, that is either one of the pull straps
1198 may be pulled to remove the release liner 1192
from between the upper stack 1110 and the lower stack
and expose the adhesive layer 1190. The adhesive layer
1190, compressed therebetween, splices together the
trailing end page of sheet stock material of the upper
stack 1110 and the leading end page of sheet stock ma-
terial of the lower stack.

[0103] Fig. 40 shows another embodiment of a baled
stack of fan folded sheet stock material 1106. Except as
described herein, the baled stack 1106 is substantially
the same as the afore described baled stacks 1100, 1102
and 1104. Inthe several Figures, like reference numerals
represent like components or features.

[0104] The baled stack 1106 includes a stack of fan
folded sheet stock material 1110, a jacket 1270 and a
pair of transversely spaced bale ties 1120. The jacket
1270 includes a base flap or tab 1274 and an upright flap
or tab 1276 separated by a transversely extending fold
line 1278. Together, the base flap 1274 and upright flap
1276 form an L-shaped jacket 1270. In the illustrated
exemplary embodiment, the base flap 1274 has substan-
tially the same width and length as the top 1130 and
bottom 1132 of the stack of sheet stock material 1110,
and the upright flap 1276 has substantially the same
width and height as the front side 1134 and rear side
1136 of the stack of sheet stock material 1110. It will be
appreciated that the base flap 1274 and upright flap 1276
need not necessarily extend the full extent of the adjacent
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side of the stack of sheet stock material 1110.

[0105] The jacket 1270 maintains the stack of sheet
stock material 1110 in its compressed form and is se-
cured to the stack of sheet stock material 1110 by the
bale ties 1120. As is preferred, the base flap 1274 of the
jacket 1270 extends under the bottom 1132 of the stack
of sheet stock material 1110 and the upright flap 1276 is
disposed adjacent either the front side 1134 as shown,
or the rear side 1136. Although not shown in the illustrat-
ed embodiment, corner pieces made of plastic for exam-
ple may be inserted between the bale ties 1120 and the
stack of sheet stock material 1110 at the corners thereof,
for example, at the corners of the stack of sheet stock
material 1110 that are not covered by the jacket 1270.
Such corner pieces protect the stack of sheet stock ma-
terial 1110 from any deleteriously effects from the bale
ties 1120 for example.

[0106] An adhesive layer 1190 (not shown in Fig. 40)
is applied to the bottom 1132 of the stack of sheet stock
material 1110 of the baled stack of sheet stock material
1106, with a release liner 1192 covering same, such as
is shown in Figs. 35 or 39. One of the straps 1198 of the
release liner 1192 are captured between the front side
1134 of the stack of sheet stock material 1110 and the
upright flap 1276 of the jacket 1270. The other strap 1198
remains free or may be omitted.

[0107] Toloadthe baled stack 1106 into the stand 912,
for example, the bale ties 1120 are grasped, for example,
by inserting the hand under same, and the baled stack
1106 is lifted and inserted between the upright guide
members 922 of the stand in the manner described above
with reference to Figs. 22-26, for example, such that the
baled stack 1106 rests on the base 18 of the stand 912.
Alternatively, the baled stack 1106 may be stacked atop
another stack of sheet stock material, for example, when
it is desired to splice the two stacks together. Once the
baled stack 1106 is loaded into the stand 912, the bale
ties 1120 are cut and slid from underneath the jacket
1270 of the baled stack 1106. The base flap 1274 and/or
upright flap 1276 of the jacket 1270 are then pulled up-
wardly and/or outwardly away from the stack of sheet
stock material 1110, as illustrated for example by the
arrows in Fig. 40, thereby to slide and remove the base
flap 1274 of the jacket 1270 from underneath the stack
of sheet stock material 1110. Once the base flap 1274
isremoved from beneath the stack of sheet stock material
1110, the stack of sheet stock material 1110 falls slightly,
that is a distance equal to the thickness of the jacket
1270, to the base 18 of the stand 912, or to the stack of
sheet stock material below the stack 1110.

[0108] The jacket 1270 is then removed from the stand
912, thereby exposing the pull straps 1198 of the release
liner 1192. If it is desired to splice the upper stack 1110
to the lower stack, either one of the pull straps 1198 may
be pulled to remove the release liner 1192 from between
the upper stack 1110 and the lower stack and expose
the adhesive layer 1190. The adhesive layer 1190, com-
pressed therebetween, splices together the trailing end
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page of sheet stock material of the upper stack 1110 and
the leading end page of sheet stock material of the lower
stack.

[0109] It will be appreciated that various of the compo-
nents and/or features of the baled stacks of sheet stock
material 1100, 1102, 1104 and 1106 and/or the stack of
sheet stock material 1110 may be combined to form al-
ternative baled stacks of sheet stock material. For exam-
ple, the jacket 1112 of the baled stack 1100 of Figs. 32-34
may have a relatively narrower width than the width of
the stack of sheet stock material that it covers. Also, the
jacket 1112 of the baled stack 1100 may alternatively
comprise two separate jacket pieces such as the jacket
pieces illustrated in Fig. 36. In another embodiment, the
jacket pieces 1204 of the baled stack 1102 of Figs. 36
and 37 each include, in lieu of the oval shaped openings
1240, openings that form rectangular shaped openings
similar to those shown in Fig. 32. The tear lines 1244
may be spaced inwardly from the rectangular shaped
openings. The stack of sheet stock material 1110 in any
of the baled stacks 1100, 1102, 1104 and 1106 may be
equipped with the adhesive layer 1190 and release liner
1192 in either the diagonal or the parallel orientations
discussed above. In an alternative embodiment, the ad-
hesive layer 1190 and the release liner 1192 are disposed
on the top of the stack of sheet stock material 1110. Still
further, the baled stacks 1100, 1102, 1104 and 1106 al-
ternatively may not include such an adhesive layer 1190
and release liner 1192, for example, in applications in
which splicing is not necessary or desired. Still further,
the stack of sheet stock material 1110 may be partially
surrounded by a jacket and without the bale ties, for ex-
ample, in applications in which the jacketed stack itself
may be transported and/or inserted into a stand.

[0110] Turning now to Figs. 41-53, there are shown
several pulling assemblies and/or forming sections suit-
able for use in dunnage conversion machines such as
the aforedescribed dunnage conversion machines 10,
762, 800, and 910, for feeding, connecting, pulling, gath-
ering and/or crumpling sheet stock material. As will be
appreciated, the embodiments shown in Figs. 41-53 may
be supported and/or driven in any suitable manner, orin
a manner similar to that disclosed above for the pulling
assembly 328 and the forming section 326. Accordingly,
the support structure and surrounding components are
not described in detail. In the several figures, like refer-
ence numerals represent like components or features.
[0111] Fig.41showsa pulling assembly 1300 not form-
ing part of the invention and a forming section 1302. A
constant entry roller 196 is located upstream of the form-
ing section 1302. Upstream from the constant entry roller
196 is a supply of sheet stock material, which may be in
the form of a stack of fan-folded sheet stock material
1308 as shown, or a roll of sheet stock material.

[0112] Theforming section 1302 includes a pair of side
guide bars 345 and a constriction member 1310. The
constriction member 1310, which is also referred to as a
gathering member, includes a tapered or funnel portion
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1314 and a tube 1316, which together give the constric-
tion member 1310 a funnel shape. The illustrated tube
1316is cylindrical in shape, although it willbe appreciated
that the tube 1316 may take on other shapes, such as
having an oval shaped cross section. In the illustrated
exemplary embodiment, the tapered portion 1314 and
the tube 1316 form an integral structure and the down-
stream portion of the tapered portion 1314 that transitions
into the tube 1316 preferably has a smooth radius. The
constriction member 1310 may be made of any suitable
material, for example plastic or metal.

[0113] The pulling assembly 1300 is located down-
stream of the forming section 1302 and includes a first
transfer assembly 1320 including a first set of translating
grippers 1322, and a second transfer assembly 1330 in-
cluding a second set of cooperating and opposing trans-
lating grippers 1332. The grippers 1322 and 1332 are
translated along respective circular paths. In the illustrat-
ed example, each transfer assembly 1320 and 1330 in-
cludes four grippers 1322 and 1332 that are uniformly
circumferentially spaced apart. The grippers 1322 of the
first transfer assembly 1320 and the grippers 1332 of the
second transfer assembly 1330 can be rotated in phase
or out of phase (as shown) with respect to one another.
The grippers 1322 and 1332, as shown, each have a
somewhat semicircular or semi-oval shaped outwardly
opening aperture. However, the grippers 1322 and 1332
can be replaced by the previously described grippers.
More generally, any of the herein described grippers can
be used interchangeably.

[0114] During operation of the dunnage conversion
machine, sheet stock material is trained around the con-
stant entry roller 196 and passed between the pair of side
guide bars 345. The side guide bars 345 preform and
streamline the sheet stock material (shown in dashed
lines between the side guide bars 345) and guide the
sheet stock material to the constriction member 1310 in
a manner similar to that described above in reference to
Figs. 9 and 13. In an alternative embodiment, the side
guide bars 345 may be omitted from the forming section
1302, in which case the constriction member 1310 initially
guides the sheet stock material from the constant entry
roller 196.

[0115] The tapered portion 1314 and the tube 1316 of
the constriction member 1310 further form or shape the
sheet stock material and perform the additional function
of directing the formed strip of dunnage into the pulling
assembly 1300. As sheet stock material is passed
through the tapered portion 1314, friction forces exerted
on the sheet stock material from the wall of the tapered
portion 1314 retard movement of some portions of the
sheet material while allowing other portions to advance
more easily. Thereby facilitating inward crumpling of the
sheet stock material.

[0116] The pulling assembly 1300, like the above de-
scribed pulling assembly 328, performs at least one and
preferably two functions in the operation of the dunnage
conversion machine. One function is a feeding function
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whereby the opposing sets of translating grippers 1322
and 1332 prog ressively transversely engage the strip of
dunnage on opposite transverse sides thereof to pull the
dunnage strip through the forming section 1302 and in
turn the sheet material from the supply of sheet stock
material. The second function preferably performed by
the pulling assembly 1300 is a connecting function
whereby the opposing sets of translating grippers 1322
and 1332 deform the strip of dunnage on opposite sides
thereof to form a connected strip of dunnage. Of course,
other mechanisms may be employed to connect the dun-
nage strip, as was mentioned above.

[0117] Itwill be appreciated that various features of the
pulling assembly 1300 and forming section 1302 may be
altered to achieve different characteristics in the feeding
and forming of the dunnage strip. For example, the trans-
fer assemblies 1320 and 1330 of the pulling assembly
1300 may have fewer or a greater number of grippers
1322 and 1332, or the geometry of the grippers 1322 and
1332 may be different than that which is shown. Also,
the length or diameter of the tube 1316, or the length or
the degree of taper of the tapered portion 1314 of the
forming section 1302 may be modified to effect different
characteristics in the feeding and formation of the dun-
nage strip.

[0118] Fig. 42 shows another embodiment of a forming
section 1340, which forming section 1340 is shown for
example in combination with the pulling assembly 1300
of Fig. 41. The forming section 1340 is similar to the afore-
described forming section 1302, except that it includes
a flattened tapered or funnel portion 1344 that functions
as both a pre-former and a former.

[0119] Theforming section 1340 includes the flattened
tapered portion 1344 and a tube 1348. Like the above
described tube 1316, the as shown tube 1348 is cylindri-
cal in shape, although it will be appreciated that the tube
1348 may take on other shapes, such as having a oval
shaped cross section. The flattened tapered portion 1344
includes generally triangular shaped top and bottom
walls 1350 and 1352, and a pair of generally rectangular
shaped side walls 1354 and 1356 that are connected at
their top and bottom edges to the top and bottom walls
1350 and 1352 and taper inwardly towards one another
in an upstream to downstream manner. At their upstream
end, the top and bottom walls 1350 and 1352 and the
side walls 1354 and 1356 together form a rectangular
shaped inlet opening 1360 while the downstream end
transitions into and is integrally connected to the tube
1348. The wide dimension of the rectangular shaped inlet
opening 1360 is aligned with the plane of the sheet stock
material from the constant entry roller 196 (not shown in
Fig. 42). If desired, the angled corners between the walls
can be rounded, and the walls may also be rounded such
that the flattened tapered portion 1344 has an oval cross-
sectional shape, as is illustrated for example in Fig 43.
[0120] During operation of the dunnage conversion
machine, sheet stock material is trained around the con-
stant entry roller 196 and passes through the rectangular
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shaped inlet opening 1360 of the forming section 1340.
The flattened tapered portion 1344 of the forming section
1340 preforms and streamlines the sheet stock material
and guides the sheet stock material to the tube 1348.
The flattened tapered portion 1344 and the tube 1348
together form or shape the sheet stock materialand direct
the formed strip of dunnage into the pulling assembly
1300. As sheet stock material is passed through the flat-
tened tapered portion 1344, friction forces exerted on the
sheet stock material from the walls 1350, 1352, 1354 and
1356 of the flattened tapered portion 1344 retard move-
ment of some portions of the sheet material while allowing
other portions to advance more easily, thereby facilitating
inward crumpling of the sheet stock material.

[0121] Fig. 44 shows another embodiment of a forming
section 1380, which forming section 1380 is shown for
example in combination with the pulling assembly 1300
of Fig. 41. In the Fig. 44 embodiment, the forming section
1380 includes an annular array of rollers 1390 and 1392,
wherein the rollers 1390 and 1392 collectively define an
aperture or opening 1386 through which the sheet stock
material passes. In the illustrated exemplary embodi-
ment there are four rollers, thatis, vertically spaced apart
and substantially parallel top and bottom rollers 1390 and
laterally spaced apart and substantially parallel side roll-
ers 1392. Each roller 1390 and 1392 preferably is gen-
erally cylindrical in shape and rotatably supported in a
suitable manner at its opposite ends by brackets 1396.
The brackets 1396 may be made to be adjustable so that
the spacing between parallel rollers such as the top and
bottom rollers 1390, for example, can be increased or
decreased as desired for a particular converting applica-
tion.

[0122] During operation of the dunnage conversion
machine, sheet stock material is trained around the con-
stant entry roller 196 and passes through the aperture
1386 of the forming section 1380. The rollers 1390 and
1392 together form, shape and streamline the sheet
stock material into a strip of dunnage and guide the
formed strip of dunnage into the pulling assembly 1300.
[0123] In the illustrated embodiment, the rollers 1390
and 1392 are the same size and shape. It will be appre-
ciated thatthe rollers 1390 and 1392 may have a different
size and/or shape. Also, although in the illustrated em-
bodiment the top and bottom rollers 1390 are spaced
apart about the same distance as the laterally spaced
side rollers 1392, it will be appreciated that such spacing
may be larger or smaller depending on, for example, the
particular converting application. Also, although In the
illustrated embodiment there is shown only a single ap-
erture 1386, an additional aperture may be formed by an
additional array of rollers, which additional aperture may
be longitudinally spaced from (for example, upstream or
downstream from) the first aperture 1386. Also, such ad-
ditional aperture may be different in shape and size from
the first aperture 1386. For example, in an embodiment,
the additional aperture may be smaller and positioned
downstream from the first aperture 1386 so that the strip
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of dunnage passing through the first aperture 1386 is
further formed, shaped and streamlined, and/or reduced
in cross section, as it passes through the additional ap-
erture. Still further, it will be appreciated that the number
of rollers that form a given aperture need not be limited
to four as illustrated. For example, the forming section
1380 may include three or more rollers as desired. The
presently claimed invention contemplates such alterna-
tives in the shape, size, quantity and spacing between
the rollers and/or the apertures formed thereby.

[0124] Fig. 45 shows yet another embodiment of a
forming section 1400, which forming section 1400 is
shown for example in combination with the pulling as-
sembly 1300 of Fig. 41. The forming section 1400 is sim-
ilar to the aforedescribed forming section 1380, except
that the rollers 1412 and 1414 have a concave outer sur-
face and the top and bottom rollers 1412 are longitudi-
nally spaced apart from the side rollers 1414. The con-
cave shape oftherollers 1412 and 1414 facilitates inward
rolling of the sheet stock material as same passes be-
tween the.rollers 1412 and 1414. Although not illustrated,
the brackets 1420 supporting the rollers 1412 and 1414
may be made to be longitudinally adjustable so that the
longitudinal spacing between different sets of rollers may
be increased or decreased as desired for a particular
converting application. Also, although the illustrated ex-
emplary forming section 1400 includes two sets of rollers
1412 and 1414, the forming section may include any
number of sets of rollers. For example, in an alternative
embodiment the forming section 1400 may include four
sets of rollers, wherein first and second sets of top and
bottom rollers are alternated with first and second sets
of side rollers.

[0125] Turning now to Fig. 46, there is shown an ex-
ample in which there are first and second pulling assem-
blies 1430 and 1432 longitudinally spaced apart from one
another. That is, the second pulling assembly 1432 is
downstream from the first pulling assembly 1430. Shown
upstream from the first pulling assembly 1430 is a con-
striction member 1440 similar in construction to and sim-
ilarinthe manner of operation as the aforedescribed con-
striction member 348 shown in Fig. 12.

[0126] Each pulling assembly 1430 and 1432 includes
a pair of transfer assemblies 1450 and 1460, and each
transfer assembly 1450 and 1460 includes a set of trans-
lating grippers 1452 and 1462. The transfer assemblies
1450 and 1460 and grippers 1452 and 1462 thereof are
similar in construction and function in a manner similar
to the transfer assemblies 1320 and 1330 and grippers
1322 and 1332 thereof of the aforedescribed pulling as-
sembly 1300.

[0127] The first and second pulling assemblies 1430
and 1432 can operate at different speeds. The transfer
assemblies 1450 and 1460 of the second pulling assem-
bly 1432 may rotate at a slower speed than the transfer
assemblies 1450 and 1460 of the first pulling assembly
1430, thereby to cause the strip of dunnage formed by
the first pulling assembly 1430 to be crumpled longitudi-
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nally between the first and second pulling assemblies
1430 and 1432. Such longitudinal crumpling canincrease
the stiffness of the strip of dunnage produced by the first
pulling assembly 1430.

[0128] Thetransferassemblies 1450 and 1460 of each
pulling assembly 1430 and 1432 may be driven inde-
pendently of each other, for example via respective in-
dependent drive mechanisms, to achieve the differing
speeds. Alternatively, the transfer assemblies 1450 and
1460 of each pulling assembly 1430 and 1432 can be
coupled together in a suitable manner by a speed reducer
to effect differing speeds. It will be appreciated that the
transfer assemblies 1450 and 1460 and the grippers
1452 and 1462 of each transfer assembly 1450 and 1460
may have differing characteristics that, for example, pull
the sheet material (that is, feed the sheet material)
through the constriction member 1440 and progressively
crimp and/or kink (that is, connect) the strip of dunnage
at regular intervals as it passes through the respective
pullingassemblies 1430 and 1432. For example, the grip-
pers 1452 and 1462 of the first pulling assembly 1430
may have a different size geometry or aperture than the
grippers 1452 and 1462 of the second pulling assembly
1432, thereby to provide for example a connecting func-
tion. Alternatively, or additionally, the transfer assemblies
1450 and 1460 of the first pulling assembly 1430 may be
laterally spaced from one another at a greater distance
than that of the transfer assemblies 1450 and 1462 of
the second pulling assembly 1432, thereby to effect, for
example, different transverse crimping on the strip of
dunnage.

[0129] Referring now to Figs. 47 and 48, there are
shown two embodiments of pulling assemblies 1470,
1472, respectively, of a dunnage conversion machine in
accordance with the present invention. The pulling as-
sembly 1470 includes a pair of transfer assemblies 1476,
each including a set (four in the illustrated embodiment)
of translating grippers 1482. The grippers 1482 are sim-
ilar to the grippers 1322 and 1332 of the transfer assem-
blies 1320 and 1330 described above, except that the
grippers 1482 are provided with finger-like projections
1478 protruding from their inner edges.

[0130] During operation of the dunnage conversion
machine, the transfer assemblies 1476 gather and later-
ally capture the sheet stock material passing through the
dunnage transfer region 1484 there between in a manner
similar to the aforedescribed transfer assemblies 359 and
361,1320 and 1330,1450 and 1460. The projections
1478 provide a more positive grip on the sheet stock ma-
terial and therefore improve the pulling effect of the pull-
ing assembly 1470. The projections 1478 may also func-
tion as stitching or perforating fingers that perforate the
sheet stock material as it is advanced between the trans-
fer assemblies 1476. The projections 1478 can have
sharp edges for penetrating the sheet stock material and
can be of a length sufficient enough to stitch together
overlapped portions of the sheet stock material. Such
stitching aids in retaining the shape of the strip of dun-
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nage after the strip of dunnage is released by the transfer
assemblies 1476_

[0131] The pulling assembly 1472 (Fig. 48) includes a
pair of transfer members 1490 each having a concave
outer surface and a plurality of protruding elements 1494.
The size, shape, quantity and/or arrangement of the pro-
truding elements 1494 will depend on, for example, the
particular converting application. The transfer members
1490 gather and laterally capture the sheet stock material
passing there between in a manner similarto the afore-
described transfer assemblies 359 and 361, 1320 and
1330, 1450 and 1460, and 1470. The protruding ele-
ments 1494 frictionally engage the sheet stock material
to provide a more positive grip on same and therefore
improve the pulling effect of the pulling assembly 1472.
The protruding elements 1494 may also function as
stitching or perforating fingers that perforate the sheet
stock material as it is advanced between the transfer
members 1490. The protruding elements 1494 can have
pointed ends for penetrating the sheet stock material and
can be of a length sufficient enough to stitch together
overlapped portions of the sheet stock material. Such
stitching aids in retaining the shape of the strip of dun-
nage after the strip of dunnage is released by the transfer
members 1490.

[0132] AsisshowninFig.48, the pair of concave trans-
fer members 1490 define there between a dunnage
transfer region 1496 having a substantially oval or circu-
lar shaped cross section. Consequently, as the transfer
members 1490 urge the strip of dunnage through the
transfer region 1496, the transfer members 1490 trans-
form the strip of dunnage into having a generally cylin-
drical or tubular shape.

[0133] The pulling assembly 1474 (Fig. 49) does not
form part of the invention and includes a pair of transfer
members 1500 each having a cylindrical outer surface
and a plurality of protruding elements 1504. The transfer
members 1500 gather and laterally capture the sheet
stock material passing there between in a manner similar
to the aforedescribed transfer assemblies 359 and 361,
1320 and 1330, 1450 and 1460, 1470 and 1472. The
protruding elements 1504 frictionally engage the sheet
stock material to provide a more positive grip on same
and therefore improve the pulling effect of the pulling as-
sembly 1474. Like the protruding elements 1494 of the
pulling assembly 1472, the protruding elements 1504
may also function as stitching or perforating fingers that
perforate the sheet stock material as it is advanced be-
tween the transfer members 1500. The protruding ele-
ments 1504 can have pointed ends for penetrating the
sheet stock material and can be of a length sufficient
enough to stitch together overlapped portions of the
sheet stock material. Such stitching aids in retaining the
shape of the strip of dunnage after the strip of dunnage
is released by the transfer members 1500.

[0134] It is noted that the pair of cylindrical transfer
members 1500 define there between a dunnage transfer
region 1506 having a substantially rectangular shaped
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cross section. Consequently, as the transfer members
1500 urge the strip of dunnage through the transfer region
1506, the transfer members 1500 transform the strip of
dunnage into having a generally flatter or narrower hor-
izontal dimension than vertical dimension. Like the afore-
described protruding elements 1494 of the pulling as-
sembly 1472, the size, shape, quantity and/or arrange-
ment of the protruding elements 1504 of the pulling as-
sembly 1474 will depend on, for example, the particular
converting application.

[0135] Turning now to Figs. 50 and 51, there is shown
another example of a pulling assembly 1520 not forming
part of the present invention. The pulling assembly 1520
includes a first transfer assembly 1522 and a second
transfer assembly, which also is referred to as a gripper,
in the form of a channel 1530 positioned opposite the
first transfer assembly 1522. The as shown transfer as-
sembly 1522 is similar in construction and functions in a
manner similarto the transferassemblies 1320 and 1330,
and 1450 and 1460. The transfer assembly 1522 includes
a plurality of grippers 1534 that are preferably uniformly
circumferentially spaced and preferably have a semi-oval
or semi- circular shaped aperture 1536. In the illustrated
exemplary embodiment, the transfer assembly 1522 in-
cludes four grippers 1534. The other gripper, or channel
1530, also has an aperture 1540 (i.e., cross sectional
shape) that in the illustrated exemplary embodiment is
substantially the same size and shape as viewed from
the side (Fig. 51) as the apertures 1536 of the grippers
1534. The channel 1530 preferably has a smooth sur-
face. The transfer assembly 1522 and the channel 1530
of the pulling assembly 1520 define there between a dun-
nage transfer region 1542 having a substantially oval or
circular shaped cross section, as is illustrated in Fig. 51.
[0136] During operation of the dunnage conversion
machine, the transfer assembly 1522, and the channel
1530 opposite therefrom, cooperate to gather and later-
ally capture the sheet stock material and draw same
through the transfer region 1542 located between the
transfer assemblies 1522 and 1530 to convert the sheet
stock material into a strip of dunnage. It will be appreci-
ated that the transfer assembly or channel 1530 may be
slotted to receive the outermost portion of the transfer
assembly 1522, thereby to provide for greater overlap
and thus continuity between the transfer assembly 1522
and the channel 1530.

[0137] Referring now to Fig. 52, there is shown an em-
bodiment of a forming section 1550 and a pulling assem-
bly 1564 similar to the forming section 1302 and pulling
assembly 1300 shown in Fig. 41, except that the forming
section 1550 does not include the pair of side guide bars
345. Another difference between the embodiments
shown in Fig. 52 and Fig. 41 is that the supply of fan
folded sheet stock material 1552 in Fig. 52 has a smaller
width than the supply of sheet stock material 1308 in Fig.
41. In a similar fashion, the constant entry roller 1556
corresponds in width to the forming section 1550, and
therefore is less in width than the constant entry roller
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196 in the embodiment of Fig. 41.

[0138] Because of the reduced size of the supply of
sheet stock material 1552 and the constant entry roller
1556, the example shown in Fig. 52 may be installed into
a cushioning conversion machine having a smaller hous-
ing than that of a cushioning conversion machine for the
Fig. 41 example. A reduction in the size of a cushioning
conversion machine provides various advantages such
as lower shipping costs, easier delivery, more efficient
service procedures, decreased need for storage space,
etc.

[0139] IntheFig.52 example, the supply of sheet stock
material 1552 includes a single ply of sheet stock material
that is folded, for example in half, upon itself along the
length of the sheet stock material so that, in effect, the
single ply sheet stock material has two superimposed
portions or flat layers joined at a longitudinally extending
edge fold, for example the left edge in Fig. 52. The lon-
gitudinally folded sheet stock material is fan folded into
arectangular stack, and the series of folds together form
a sequence of rectangular pages which are piled accor-
dion style one on top of the other to form the stack of
sheet stock material. For further details relating to an
exemplary stack of longitudinally and fan-folded sheet
stock material, and the means for forming same, refer-
ence may be had to U.S. Patent Nos. 5,387,173;
5,882,767; 6,015,374; and 6,168,847, all of which are
assigned to the assignee of the present invention.
[0140] During operation of a dunnage conversion ma-
chine incorporating the reduced width supply of sheet
stock material 1552 and constant entry roller 1556, the
single-ply two-layer fan folded sheet stock material is
trained around the constant entry roller 1556 and advanc-
es to the tapered or funnel portion 1558 of the forming
section 1550. The forming section 1550 guides, forms
and shapes the sheet stock material and directs the
formed strip of dunnage into the pulling assembly 1564.
[0141] The Fig. 53 embodiment is similar to that of Fig.
52, exceptin the Fig. 53 embodiment the forming section
1570 thereof includes an expanding device 1576 that is
operative to open up, or "expand", the single-ply two-
layer fan folded sheet stock material, thereby forming an
expanded strip of flat folded sheet material, before pas-
sage through the tapered portion 1558. As a result, the
flat layers are separated from one another, thereby in-
troducing loft into the then expanded material which now
takes on a three dimensional shape as it enters the ta-
pered portion 1558 of the forming section 1550.

[0142] Amethod of operating any ofthe aforedescribed
dunnage conversion machines 10, 762, 800, and 910 is
now described. Any of the dunnage conversion machine
may be adapted to include software control of ramping-
up speeds (for example, during start-up) and ramping
down speeds (for example, during shut down), and also
the different speeds at which the machine can operate
during a dunnage converting process.

[0143] The dunnage conversion machine (i.e., also re-
ferred to herein as a dunnage converter) includes con-
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troller software that is pre-programmed to operate at a
specific motor start-up speed, three operating speeds,
and a specific shut down ramp speed. In an alternative
embodiment, the controller software of the dunnage con-
verter is programmed by an end user to operate the dun-
nage converter at any desired motor start-up speed, any
desired operating speed, or any desired shut down ramp
speed. As will be appreciated, the operating speeds of
the motor will be based on the characteristics of the motor
and/or other drive components of the dunnage converter.
Since different end users may have different packaging
requirements, this would allow each end user to program
its own machine in a manner most suitable for the end
users converting applications.

[0144] Although the invention has been shown and de-
scribed with respect to a certain preferred embodiments,
equivalent alterations and modifications will occur to oth-
ers skilled in the art upon reading and understanding this
specification and the annexed drawings. In particular re-
gard to the various functions performed by the above
described integers (components, assemblies, devices,
compositions, etc.), the terms (including a reference to
a "means") used to describe such integers are intended
to correspond, unless otherwise indicated, to any integer
which performs the specified function of the described
integer (i.e., that is functionally equivalent), even though
not structurally equivalent to the disclosed structure
which performs the function In the herein illustrated ex-
emplary embodiment or embodiments of the invention.
In addition, while a particular feature of the invention may
have been described above with respect to only one of
several illustrated embodiments, such feature may be
combined with one or more other features of the other
embodiments, as may be desired and advantageous for
any given or particular application.

Claims

1. A dunnage conversion machine (10) for converting
sheet material into a dunnage product, comprising:

a pulling assembly (1470) for advancing the
sheet material through the machine (10);

the pulling assembly (1470) including a pair of
rotatable transfer members (1476) each having
a cylindrical outer surface and a plurality of grip-
pers (1482) extending from the cylindrical sur-
face, the transfer members (1476) being in op-
position to one another to define a dunnage
transfer region (1484) therebetween, and being
cooperative when rotating to advance the sheet
material through the transfer region (1484),
the distal edge of the grippers (1482) being sub-
stantially semi-oval or semi-circular so that the
transfer region (1484) defined by the transfer
members (1476) in opposition to one another
has a substantially oval or circular shaped cross-
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section; characterised in that the grippers
(1482) are provided with finger-like projections
(1478) protruding from their distal edges.

2. A dunnage conversion machine (10) for converting

sheet material into a dunnage product, comprising:

a pulling assembly (1472) for advancing the
sheet material through the machine;

the pulling assembly (1472) including a pair of
rotatable transfer members (1490) each having
an outer surface and a plurality of protruding el-
ements (1494) extending from the outer surface,
the transfer members (1490) being in opposition
to one another to define a dunnage transfer re-
gion (1496) therebetween, and being coopera-
tive when rotating to advance the sheet material
through the transfer region (1496);
characterised in that the outer surface of the
transfer members (1490) is concave so that the
transfer region (1496) defined by the transfer
members (1490) in opposition to one another
has a substantially oval or circular shaped cross-
section.

A dunnage conversion machine as set forth in any
preceding claim, wherein the transfer members
(1476; 1490) are mounted for rotation about parallel
axes.

A dunnage conversion machine as set forth in any
preceding claim, comprising a forming assembly
(1302; 1340; 1380; 1400; 1550; 1570) for shaping
the sheet material into a continuous strip of dunnage,
and the pulling assembly (1470; 1472) is positioned
downstream of the forming assembly (326; 1302;
1340; 1380; 1400; 1550;1570) for pulling the sheet
material through the forming assembly (326; 1302;
1340; 1380; 1400; 1550; 1570)

A dunnage conversion machine as set forth in claim
4, wherein the forming assembly (1302; 1340; 1550)
includes a funnel portion (1314; 1344; 1370; 1558)
through which the sheet stock material passes for
shaping the sheet stock material into the strip of dun-
nage and directing the formed strip to the pulling as-
sembly (1470; 1472).

A dunnage conversion machine as set forth in claim
4, wherein the forming assembly (1380; 1400) in-
cludes an annular array of rollers (1390; 1392; 1412;
1414) through which the sheet stock material passes
for shaping the sheet stock material into the strip of
dunnage and directing the formed strip to the pulling
assembly (1470; 1472).
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Patentanspriiche

Eine Polsterumwandlungsmaschine (10) zur Um-
wandlung von bahnférmigem Ausgangsmaterial in
ein Polsterprodukt, aufweisend:

eine Zugvorrichtung (1470) zum Einziehen des
bahnférmigen Ausgangsmaterials in die Ma-
schine (10);

die Zugvorrichtung (1470) umfasst ein Paar von
rotierenden Ubergabeelementen (1476), wobei
jedes eine zylindrische dufere Oberflache und
eine Vielzahl von Greifern (1482) hat, die sich
von der zylindrischen Oberflache erstrecken,
die sich einander gegeniiber befindenden Uber-
gabeelemente (1476) definieren dazwischen ei-
nen Polsterprodukt-Ubergabebereich (1484),
und arbeiten beim Drehen zusammen, um das
bahnférmige Ausgangsmaterial in den Uberga-
bebereich (1484) einzuziehen,

das distale Ende der Greifer (1482) ist im We-
sentlichen halb-oval oder halbkreisférmig, so
dass der Ubergabebereich (1484), welcher
durch die sich einander gegenuber befindenden
Ubergabeelemente (1476) definiert wird, einen
im Wesentlichen ovalen oder kreisférmig ge-
formten Querschnitt hat;

dadurch gekennzeichnet, dass

die Greifer (1482) mit fingerartigen Vorspriingen
(1478) ausgestattet sind, die aus ihren distalen
Enden herausragen.

2. Eine Polsterumwandlungsmaschine (10) zur Um-

wandlung von bahnférmigem Ausgangsmaterial in
ein Polsterprodukt, aufweisend:

eine Zugvorrichtung (1472) zum Einziehen des
bahnférmigen Ausgangsmaterials durch die
Maschine (10);

die Zugvorrichtung (1472) umfasst ein Paar von
rotierenden Ubergabeelementen (1490), wobei
jedes eine dullere Oberflache und eine Vielzahl
von hervorstehenden Elementen (1494) haben,
die sich von der auReren Oberflache erstrecken,
die sich einander gegeniiber befindenden Uber-
gabeelemente (1490) definieren dazwischen ei-
nen Polsterprodukt-Ubergabebereich (1496),
und arbeiten beim Drehen zusammen, um das
bahnférmige Ausgangsmaterial durch den
Ubergabebereich (1496) einzuziehen,
dadurch gekennzeichnet, dass

die duRere Oberflache der Ubergabeelemente
(1490) konkav ist, so dass der Ubergabebereich
(1496), der durch die sich einander gegeniiber
befindenden Ubergabeelemente (1490) defi-
niert wird, einen im Wesentlichen ovalen oder
kreisférmig geformten Querschnitt hat;
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Eine Polsterumwandlungsmaschine gemal einem
der vorhergehenden Anspriiche, wobei die Uberga-
beelemente (1476, 1490) zur Drehung um parallele
Achsen gelagert sind.

Eine Polsterumwandlungsmaschine gemal einem
der vorhergehenden Anspriiche, aufweisend eine
Formungsvorrichtung (1302; 1340; 1380; 1400;
1550; 1570) zum Formen des bahnférmigen Aus-
gangsmaterials in einen durchgehenden Streifen
von Polster, und die Zugvorrichtung (1470; 1472)
wird nachgelagert von der Formungsvorrichtung
(326; 1302; 1340; 1380; 1400; 1550; 1570) positio-
niert, um das bahnférmige Ausgangsmaterial durch
die Formungsvorrichtung (326; 1302; 1340; 1380;
1400; 1550; 1570) einzuziehen.

Eine Polsterumwandlungsmaschine gemal An-
spruch 4, wobei die Formungsvorrichtung (1302;
1340; 1550) einen Trichterteil (1314; 1344; 1370;
1558) umfasst, durch welches ein bahnférmiges
Ausgangsmaterial 18uft, um das bahnférmige Aus-
gangsmaterial in den Streifen aus Polster zu formen
und den geformten Streifen in die Zugvorrichtung
(1470; 1472) zu lenken.

Eine Polsterumwandlungsmaschine gemaR An-
spruch 4, wobei die Formungsvorrichtung (1380;
1400) eine ringartige Anordnung von Rollen (1390;
1392; 1412; 1414) umfasst, durch welche das bahn-
férmige Ausgangsmaterial Iauft, um das bahnférmi-
ge Ausgangsmaterial in den Streifen aus Polster zu
formen und den geformten Streifen in die Zugvor-
richtung (1470; 1472) zu lenken.

Revendications

Machine de conversion de matelassure (10) pour
convertir un matériau en feuille en un produit de ma-
telassure, comprenant :

un ensemble de traction (1470) pour faire avan-
cer le matériau en feuille dans la machine (10) ;
'ensemble de traction (1470) comprenant une
paire d’éléments de transfert rotatifs (1476)
ayant chacun une surface externe cylindrique
et une pluralité de dispositifs de préhension
(1482) s’étendant a partir de la surface cylindri-
que, les éléments de transfert (1476) étant en
opposition 'un par rapport a l'autre afin de définir
une région de transfert de matelassure (1484)
entre eux, et étant coopératifs lorsqu’ils tournent
pour faire avancer le matériau en feuille dans la
région de transfert (1484),

le bord distal des dispositifs de préhension
(1482) étant sensiblement semi-ovale ou semi-
circulaire de sorte que la région de transfert
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(1484) définie par les éléments de transfert
(1476) en opposition I'un par rapport a I'autre, a
une section transversale sensiblement de forme
ovale ou circulaire ;

caractérisée en ce que les dispositifs de pré-
hension (1482) sont prévus avec des saillies en
forme de doigt (1478) faisant saillie de leurs
bords distaux.

2. Machine de conversion de matelassure (10) pour

convertir un matériau en feuille en un produit de ma-
telassure, comprenant :

un ensemble de traction (1472) pour faire avan-
cer le matériau en feuille dans la machine ;
I'ensemble de traction (1472) comprenant une
paire d’éléements de transfert rotatifs (1490)
ayant chacun une surface externe et une plura-
lité d’éléments en saillie (1494) s’étendant a par-
tir de la surface externe, les éléments de trans-
fert (1490) étant en opposition I'un par rapport
a l'autre afin de définir une région de transfert
de matelassure (1496) entre eux et étant coo-
pératifs lorsqu’ils tournent pour faire avancer le
matériau en feuille dans la région de transfert
(1496) ;

caractérisée en ce que la surface externe des
éléments de transfert (1490) est concave de sor-
te que la région de transfert (1496) définie par
les éléments de transfert (1490) en opposition
I'un par rapport a l'autre, a une section transver-
sale sensiblement de forme ovale ou circulaire.

Machine de conversion de matelassure selon l'une
quelconque des revendications précédentes, dans
laquelle les éléments de transfert (1476 ; 1490) sont
montés pour tourner autour d’axes paralléles.

Machine de conversion de matelassure selon 'une
quelconque des revendications précédentes, com-
prenant un ensemble de formage (1302 ; 1340 ;
1380 ; 1400 ; 1550 ; 1570) pour former le matériau
en feuille en une bande continue de matelassure, et
I'ensemble de traction (1470 ; 1472) est positionné
en aval de I'ensemble de formage (326 ; 1302 ;
1340 ;1380 ; 1400 ; 1550 ; 1570) pour tirer le maté-
riau en feuille dans I'ensemble de formage (326 ;
1302 ; 1340 ; 1380 ; 1400 ; 1550 ; 1570).

Machine de conversion de matelassure selon la re-
vendication 4, dans laquelle I'ensemble de formage
(1302 ; 1340 ; 1550) comprend une partie d’enton-
noir (1314 ;1344 ;1370 ; 1558) a travers laquelle le
matériau de pate a papier en feuille passe pour for-
mer le matériau de pate a papier en feuille en bande
de matelassure et diriger la bande formée vers I'en-
semble de traction (1470 ; 1472).
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Machine de conversion de matelassure selon la re-
vendication 4, dans laquelle 'ensemble de formage
(1380 ; 1400) comprend un réseau annulaire de rou-
leaux (1390 ; 1392 ; 1412 ; 1414) a travers lequel le
matériau de pate a papier en feuille passe pour for-
mer le matériau de pate a papier en feuille en bande
de matelassure et diriger la bande formée vers I'en-
semble de traction (1470 ; 1472).
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Fig. 3
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