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To all dhom, it may concern: 
Beit known that I, ADOLPHUS G. PEINE, 

a citizen of the United States of America, 
and resident of Chicago, Cook county, Illi. 

5 nois, have invented a certain new an 
ful Improvement in Waistbands for Gar 
ments, of which the following is a specifica 
tion. - 

My invention relates to waistbands for 
0 garments in general. : - . ::... : ::::: 

It relates more particularly to the con 
struction of waistbands for trousers. 

Generally stated, the object of my inven 
tion is to provide a novel and highly effi 

15 cient construction of waistband comprising 
means for tightening or loosening the same 
Without objectionably changing the appear 
ance thereof. - 
A special object is to provide an adjust 

20 able waistband of such construction that 
the adjusting means are covered by belt 
straps, the latter being preferably what are 
commonly known as tunnel straps, as will 
hereinafter more fully appear. 

25. It is also an important object of my in 
vention to provide a construction of Waist 
band , which will admit of a substantial 
tightening thereof without producing ob 
jectionable or unsightly folds in the cloth 

30 at each side of the band. 
It is also an object to provide certain de 

tails and novel features of construction 
tending to increase the general efficiency of 
an adjustable Waistband of this particular 

35 character. 
To these and other useful ends my inven 

tion consists in matters hereinafter set forth 
and claimed. . . 
In the accompanying drawings-Figure 1. 

40 is a perspective of the upper or waistband 
portion of a garment embodying the prin 
ciples of my invention. Fig. 2 is an enlarged 
longitudinal section of the waistband online 
2-2 in Fig. 1. Fig. 3 is a vertical trans 

45 verse section of the band on line 3-3 Fig. 2. 
Fig. 4 is an enlarged fragmentary view of 
one of the adjustable portions of the Waist 
band and adjacent parts of the garment, 
showing the so-called tunnel strap broken 

50 away to bring into view the adjustable con 
nection between the ends of the two sections 
of the waistband, as well as the lapping por 
tions of the lining thereof. 
As thus illustrated, the waistband A is 

55 made in sections, the ends of the sections 

use 

coming together or meeting at each side of 
the Waistband, and the different sections be ing preferably integral with the outer cloths 
of the body of the garment. i. i... . 
The ends of the waistband sections are 60 

covered or concealed, at each side of the 
band, by the So-called tunnel straps B, which 
latter are adapted to receive a belt and are 
preferably formed from integral portions of 
the cloth of the garment. Referring more 65. 
particularly to Figs. 2 to 4 inclusive, which 
show the joint or connection between the 
two ends of the Waistband at one side there 
of, it will be seen that the end portions a 
and a of the band have the outside cloth 70 
thereof separated or spaced apart for nearly 
the entire width of the tunnel strap B, the 
cloth of the portion a extending, however, 
a slight distance within the said strap. 
This tunnel strap is formed from an inte- 75 
gral portion of the cloth of the garment, 
and preferably has its upper edge sewed to 
the lining a of the end portion at of the 
band. The vertical edges of the said strap 
B are finished in any suitable manner, and 80 
the front edge is left loose or open from the 
top downward to a point substantially at al., 
whereby a sufficient opening is provided for 
an ordinary belt; but at its rear edge the 
strap B is left loose or unattached from its 85 
upper edge downward to a point Substan 
tially at a, whereby the entire width of 
the end portion a of the band is received 
within said strap B, and whereby a sort of 
telescoping connection is provided between 90 
the end portions of the two sections of the 
band. It will be seen that the lining a of 
the end portion a of the band extends a 
short distance back of the end portiona, 
and that the latter is provided with a lin- 95 
ing a that extends for a short distance be-, 
yond the vertical edge a' of this end portion 
of the band, in front of the lining a”, where 
by the two portions of the lining are dis 
posed in lapped relation to each other. The 
buckle C is secured upon the outer surface 
of the end portion a of the band, and the 
end portion a is provided with a buckle 
strap c, whereby an adjustable connection is 
provided between the adjacent end portions 
a, and a of the two sections of the band at 
one side thereof. It will be understood, of 
course, that a similar construction is em 
ployed for the band at the other side of the 
garment. ... ... : . . . . . . . 
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As illustrated, my invention takes the 
form of a waistband for a pair of trousers, 
but it is obvious that it can be used as the 
waist band of other garments. The belt D. 
may be of any suitable character and is 
threaded through the tunnel straps B in the 
ordinary and well-known manner. 
The adjustment of the band is produced 

by tightening or loosening the buckle straps 
6, and it is evident that the band can be 
tightened considerably by means of these 
buckle straps, one at each side of the gar 
ment, without producing an objectionable 
and unsightly folding or puckering of the 
cloth. This is by reason of the fact that 
when the buckle straps C are tightened, the 
separate sections of the band are simply 
drawn nearer together at their ends, and 
practically no folding or puckering of the 
cloth is produced, as the end of one section 
of the band simply slides over or upon the 
end portion of another section of the band. 
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Whatever adjustment is produced, and 
whatever effect is produced upon the cloth 
and lining of the band, are all covered and 
fully concealed by the broad tunnel straps, 
and hence the adjustment produces no ob 
jectionable or unsightly change or altera 
tion in the appearance of the band. The 
said tunnel straps thus serve a double pur 
pose, as they not only serve their usual 
purpose as straps for an ordinary belt, but 
also serve to cover the adjusting means for 
the band. - 

Preferably the lining a? of the end por 
tion a is allowed to remain unattached, 
where it crosses from one end of the band to 
the other, but is attached at its corner E to 
the lining of the end portion a, practically 
at a point in rear of and a little above the 
point a, and is also attached to the band at 
a point practically directly behind the point 
a. The lining a extends downward in front 
of the lining a, and has a substantially ver 
tical edge as that extends downward a dis 
tance. In other words, the lining or facing 
of the end portion a preferably extends 
downward and continues in this direction to 
form a lining or material for the hip pocket 
F, which latter is of the ordinary and usual 
form of construction. - 
What I claim as my invention is: 
1. A waistband for garments, comprising 

a band made in sections, an adjustable con 
nection between said sections, adapted to be 
adjusted to fix the size of the waistband, 
said connection comprising a buckle and 
strap at each side of said band, respectively 
fixed to different sections thereof, permit 
ting the sections to be disconnected from 
each other and a tunnel strap for each side 
of the band, covering the said connection, 
adapted also to hold a belt in place. 
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2. A waistband for garments, comprising 
a band made in sections, non-elastic connec 
tions between said sections, means whereby 
said sections may be adjusted to fix the size 
of the waistband, by which the adjacent ends 
of the sections may be drawn together to 
tighten the band, or separated to enlarge the 
band, and belt straps overlying the said con 
nections, concealing the ends of the sections 
without interfering with the adjustment of 
said means. 

3. A waistband for garments, comprising 
a band made in sections, separable connec 
tions between said sections, adapted to be 
adjtisted to fix the size of the waistband, and 
belt straps overlying the said connections, 
each strap being attached at its upper end 80 
to only one of said sections, permitting ad 
justment of the adjacent sections by said 
connections. - 

4. A waistband for garments, comprising 
means of adjustment for the band, fixed 
thereto, and tunnel straps disposed over said 
means, covering the adjustable portions of 
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the band, whereby said straps have the 
double function of concealing said adjust 
able portions and holding a belt. in place, 
which straps are attached to the band at the 
upper ends thereof. - - 

5. A waistband for garments, comprising 
a band made in sections, an adjustable con 
nection between said sections, adapted to be 95 
adjusted to fix the size of the waistband, said 
connection comprising a buckle and strap at 
each side of said band, respectively fixed to 
different sections thereof, permitting the sec 
tions to be disconnected from each other, 
and a tunnel strap for each side of the 
band, covering the said connection, adapted 
also to hold a belt in place, each bucklebe 
ing disposed immediately in front of the ad 
jacent tunnel strap. 

6. A waistband for garments, comprising 
a band made in sections, an adjustable con 
nection between said sections, adapted to be 
adjusted to fix the size of the waistband, said 
connection comprising a buckle and strap at 110 
each side of said band, respectively fixed to 
different sections thereof, permitting the 
sections to be disconneeted from each other, 
and a tunnel strap for each side of the band, 
covering the said connection, adapted also to 115 
hold a belt in place, each tunnel strap being 
secured at its upper end to one section only, 
but covering the loose end of the section ad 
jacent thereto. - 
Signed by me at Chicago, Illinois, this 120 

25th day of April, 1912. 
ADOLPHUS G. PEINE. 
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Witnesses: 
GEO. F. ScHMIDT, 
H. D. TUITE. 

Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 
Washington, D. C.’ 

  


