The present invention relates to a contents reception device and method, a contents transmission device and method, a program, and a recording medium, whereby a Push-type NRT service can be realized.

“Ch. 4” is taken as a broadcasting channel for normal broadcasting, and “Ch. 5” and “Ch. 6” are taken as broadcasting channels for NRT. The broadcasting channel “Ch. 5” is multiplexed on logical channels “VC5-1”, “VC5-2”, and “VC5-3”. The logical channel “VC5-1” is assigned to a single Push-type NRT broadcasting service, and “VC5-2” is assigned to a Pull-type NRT broadcast. The logical channel “VC5-3” is assigned to another Push-type NRT broadcasting service. Three FLUTE sessions are provided to “VC5-2”.

The abstract continues with more technical details related to the invention.
Fig. 6

Content File
FLUTE/ALC/LET
NRT

UDP
IP
PMT
PAT
NRT-IT
VCT

DSM-CC
Section
TS

STREAMING
Video Coding
Audio Coding
Caption Coding

Physical layer
FIG. 7

TS_id
NUMBER OF CHANNELS

(DESCRIPTION IN INCREMENTS OF CHANNELS)
CHANNEL NAME
CHANNEL NUMBER
SERVICE TYPE -> NRT
Program_number
Source_id

...

DESCRIPTION IN (INCREMENTS OF CHANNELS)

...

...

STRUCTURE OF VCT
FIG. 8

Source_id
NUMBER OF CONTENTS

(Description in increments of contents)
content_item_id
DISTRIBUTION SCHEDULE
CONTENTS EXPIRATION DATE
CONTENTS NAME
CONTENTS TRANSMISSION LOCATION INFORMATION
(IPaddress/port_number/TSI)

...

DESCRIPTION IN (INCREMENTS OF CONTENTS)

...

STRUCTURE OF NRT-IT
FIG. 10

START OF Pull TYPE NRT BROADCAST RECEPTION AND PLAYBACK PROCESSING

RECEIVE META DATA, CONTROL INFORMATION, AND SO FORTH REGARDING NRT BROADCAST S11

GENERATE LIST OF RECEIVABLE NRT CONTENTS S12

DISPLAY ECG S13

ACCEPT SELECTION OF CONTENTS S14

HAS BROADCAST START POINT IN TIME OF THE CONTENTS COME? S15

NO

YES

DOWNLOAD THE CONTENTS S16

DISPLAY LIST OF THE DOWNLOADED CONTENTS S17

ACCEPT SELECTION OF A CONTENT S18

PLAY THE CONTENT S19

END
FIG. 14

| TS_id   |
| CHANNEL NAME |
| CHANNEL NUMBER |
| SERVICE TYPE → NRT |
| Program_number |
| Source_id |

---

(DESCRIPTION IN INCREMENTS OF CHANNELS) (DESIGNATOR)

---

DESCRIPTION IN (INCREMENTS OF CHANNELS)

---

STRUCTURE OF VCT

---

271

272-1

272-2
FIG. 15

Source_id
NUMBER OF CONTENTS

(description in increments of contents)
content_item_id
CONTENT VERSION
DISTRIBUTION SCHEDULE
CONTENT EXPIRATION DATE
CONTENT NAME
CONTENT TRANSMISSION LOCATION INFORMATION
(IPaddress/port_number/TSI)

(description in increments of contents)

STRUCTURE OF NRT-IT
FIG. 16

Syntax

```
NRT_information_table_section0{
    table_id
    section_syntax_indicator
    private_indicator
    reserved
    section_length

    source_id
    reserved
    version_number
    current_next_indicator
    section_number
    last_section_number
    protocol_version
    for (i=0;i<N;i++) {
        descriptor()
    }

    num_items_in_section
}
```

No. of Bits

<table>
<thead>
<tr>
<th>Field</th>
<th>Bits</th>
</tr>
</thead>
<tbody>
<tr>
<td>table_id</td>
<td>8</td>
</tr>
<tr>
<td>section_syntax_indicator</td>
<td>1</td>
</tr>
<tr>
<td>private_indicator</td>
<td>1</td>
</tr>
<tr>
<td>reserved</td>
<td>2</td>
</tr>
<tr>
<td>section_length</td>
<td>12</td>
</tr>
<tr>
<td>source_id</td>
<td>16</td>
</tr>
<tr>
<td>reserved</td>
<td>2</td>
</tr>
<tr>
<td>version_number</td>
<td>5</td>
</tr>
<tr>
<td>current_next_indicator</td>
<td>1</td>
</tr>
<tr>
<td>section_number</td>
<td>8</td>
</tr>
<tr>
<td>last_section_number</td>
<td>8</td>
</tr>
<tr>
<td>protocol_version</td>
<td>8</td>
</tr>
<tr>
<td>descriptor</td>
<td></td>
</tr>
<tr>
<td>num_items_in_section</td>
<td>8</td>
</tr>
</tbody>
</table>
FIG. 17

```
for (j=0; j<num_items_in_section; j++) {
    reserved
    content_item_id
    content_version
    first_availability_time
    last_availability_time
    ETM_location
    expiration_time_defined
    reserved
    playback_length_in_seconds
    if (expiration_time_defined) {
        expiration_time
    }
    content_size
    content_title_length
    content_title_text()
    reserved
    descriptors_length
    for (i=0; i<N; i++) {
        descriptor()
    }
}
CRC_32
```
### FIG. 18

<table>
<thead>
<tr>
<th>Syntax</th>
<th>No. of Bits</th>
</tr>
</thead>
<tbody>
<tr>
<td>push_NRT_descriptor()</td>
<td></td>
</tr>
<tr>
<td>341 – descriptor_tag</td>
<td>8</td>
</tr>
<tr>
<td>descriptor_length</td>
<td>8</td>
</tr>
<tr>
<td>push_NRT_service_title_length</td>
<td>8</td>
</tr>
<tr>
<td>342 – push_NRT_service_title_text()</td>
<td>8 × N</td>
</tr>
<tr>
<td>343 – delivery_interval</td>
<td></td>
</tr>
<tr>
<td>344 – total_size_limit</td>
<td>16</td>
</tr>
<tr>
<td>url_length</td>
<td>8</td>
</tr>
<tr>
<td>345 – registration_url</td>
<td>8 × N</td>
</tr>
</tbody>
</table>
FIG. 24

START OF Push-TYPE NRT BROADCASTING SERVICE REGISTRATION PROCESSING

RECEIVE META DATA, CONTROL INFORMATION, AND SO FORTH REGARDING NRT BROADCAST S101

GENERATE LIST OF Push-TYPE NRT BROADCASTING SERVICES S102

ACCEPT SELECTION OF A SERVICE S103

STORE Source_id OF THIS SERVICE S104

END
FIG. 25

START OF Push-TYPE NRT BROADCAST RECEPTION AND PLAYBACK PROCESSING

RECEIVE META DATA, CONTROL INFORMATION, AND SO FORTH REGARDING NRT BROADCAST S121

DOWNLOADING SCHEDULE GENERATION PROCESSING S122

HAS BROADCAST START POINT-IN-TIME OF THE CONTENTS COME? S123

NO

YES

DOWNLOAD THE CONTENTS S124

OVERWRITING? S125

NO

S126

NEWLY RECORD

S127

RECORD BY OVERWRITING

DISPLAY LIST OF THE DOWNLOADED CONTENTS S128

ACCEPT SELECTION OF A CONTENT S129

PLAY THE CONTENT S130

END
FIG. 26

START OF DOWNLOADING SCHEDULE GENERATION PROCESSING

S141

OBTAIN NRT-IT BASED ON Source_Id

S142

CHECK FOR DESCRIPTION REGION IN INCREMENTS OF CONTENTS

S143

OBTAI N content_item_id AND CONTENTS VERSIONS

S144

IS THE SAME CONTENT RECORDED?

YES

S145

HAS DOWNLOADING OF THE SAME CONTENT BEEN SCHEDULED?

NO

S146

OBTAI N DISTRIBUTION SCHEDULE

S147

SCHEDULE DOWNLOADING OF THIS CONTENT

S148

IS THERE NEXT DESCRIPTION REGION IN INCREMENTS OF CONTENTS?

NO

RETURN

YES
FIG. 27

START OF BROADCAST WAVES TRANSMISSION PROCESSING

OBTAIN BROADCASTING SCHEDULE

OBTAIN INFORMATION RELATING TO A CONTENT

IS THIS Push-TYPE NRT BROADCAST CONTENT?

YES

GENERATE NRT-IT FOR Push-TYPE BROADCAST

NO

GENERATE NRT-IT FOR Pull-TYPE BROADCAST

GENERATE VCT

GENERATE ADDITIONAL DATA

MULTIPLEX

MODULATE

TRANSMIT

END
FIG. 29

```xml
<rss version="2.0">
  <channel>
    <title>News Headline by XYZ</title>
    <link/>--
    <description/>--
    <item>
      <enclosure url="http://XYZ.com/newsHeadline/title1.mp4" length="123456789" type="video/mp4"/>
    </item>
    ...
  </channel>
</rss>
```
FIG. 31

RSS 01

<title>News Headline by XYZ</title>

<link>\ldots</link>

<description>\ldots</description>

<pubDate>Tue, 10 Jun 2003 09:00:00 GMT</pubDate>

<enclosure>
    url=http://XYZ.com/newsHeadline/title01.mp4
    length=123456789
    type=video/mp4
</enclosure>

<item>
    ... 
</item>

</channel>

</rss>
FIG. 32

RSS 02
<channel>
<title>RSS Channel Title</title>
<link>http://example.com/rss/channel.xml</link>
<description>RSS Channel Description</description>
<pubDate>Tue, 10 Jun 2003 10:00:00 GMT</pubDate>
<skipHours>0</skipHours>
<skippingHours>0</skippingHours>
<enclosure>
<url>http://example.com/rss/enclosure.mp4</url>
<length>12345678</length>
</enclosure>
<item>
<title>Item Title</title>
<link>http://example.com/rss/item.xml</link>
<description>Item Description</description>
<pubDate>Tue, 10 Jun 2003 10:00:00 GMT</pubDate>
</item>
</channel>
FIG. 34

Group Information

GROUP ID
GROUP TYPE
NUMBER OF GROUPS/PROGRAMS
GROUP ID OF PARENT GROUP
TITLE NAME
OUTLINE
GENRE
KEYWORD
TITLE MEDIA (THUMBNAIL, ETC.)

FIG. 35

Program Information

GRID
GROUP ID
AV ATTRIBUTE
TITLE NAME
OUTLINE
GENRE
KEYWORD
TITLE MEDIA (THUMBNAIL, ETC.)
FIG. 36
Purchase Information

Purchase ID
GROUP ID/PROGRAM ID
FEE
\[...

FIG. 37
License Information

LICENSE ID
CRID
Purchase ID
UTILIZATION CONDITIONS
\[...

FIG. 38
Program Location

CRID
REFERENCE URL OF PROGRAM
Purchase ID
\[...
FIG. 39

Download Control Information
CRID
BROADCASTING SCHEDULE
FIG. 40

START OF NRT BROADCAST RECEPTION PROCESSING

S201

OBTAIN ECG META DATA

S202

DETERMINE GROUP ID

S203

DETERMINE GROUP TYPE

S204

GENERATE DOWNLOADING SCHEDULE

S205

DOWNLOAD DATA OF PROGRAM

S206

CORRELATE THE DATA OF PROGRAM WITH THE GROUP ID AND THE GROUP TYPE

S207

NO

S208

YES

Push-TYPE NRT BROADCAST?

S209

RECORD

S208

RECORD BY OVERWRITING

END
FIG. 41

- CPU
- ROM
- RAM
- INPUT/OUTPUT INTERFACE
- DRIVE
- STORAGE UNIT
- OUTPUT UNIT
- INPUT UNIT
- REMOVABLE MEDIUM

700
701
702
703
704
705
706
707
708
710
711
CONTENT RECEPTION DEVICE AND METHOD, CONTENTS TRANSMISSION DEVICE AND METHOD, PROGRAM, AND RECORDING MEDIUM

TECHNICAL FIELD

[0001] The present invention relates to a contents reception device and method, a contents transmission device and method, a program, and a recording medium, and specifically relates to a contents reception device and method, a contents transmission device and method, a program, and a recording medium, whereby a Push-type NRT service can be realized.

BACKGROUND ART

[0002] In recent years, reception of multi-channel, or high-resolution television broadcast has become commonplace due to the spread of digital broadcasting.

[0003] On the other hand, technological study and method determination for enabling not only television broadcast but also a further advanced broadcasting service that viewer demand are being undertaken, taking advantage of a band available for digital broadcasting.

[0004] Examples of a function that viewers demand include on-demand viewing and listening for allowing a viewer to view contents whenever desired. However, it has been thought difficult to realize on-demand viewing and listening in one-way transmission broadcasting instead of bidirectional transmission broadcasting.

[0005] Therefore, in order to enable on-demand viewing and listening in one-way transmission broadcasting, an NRT service for playing a broadcasted content after temporarily recording in storage has been studied, assuming that a reception terminal would have large-capacity storage. The NRT (Non-RealTime) service is a service, which does not assume viewing and listening in real time, for transmitting a content as data using broadcast signals without viewing and listening of the content in sync with the broadcast point-in-time of the content.

[0006] Specifically, with the NRT service, unlike conventional recording reservation of a broadcast program content or the like, for example, in the event that the transmission band of a signal according to broadcast waves in great, recording (downloading) can be completed in a shorter time. Alternatively, for example, in the event that the transmission band of a signal according to broadcast waves is small, downloading is completed in a longer time.

[0007] Also, in recent years, content providing methods have diversified. For example, conventionally, it has been mainstream for a user to request a desired content, and the content thereof is provided. However, in recent years, a providing method called Push-type distribution has been employed wherein the server side one-sidedly distributes a content to a user even if there is no request (e.g., see PTL 1).

[0008] With the NRT service as well, there can be conceived the two methods of a method for a user selecting an individual content, and then receiving and accumulating this, and a method for a user registering a particular content group to be viewed, and then a terminal automatically receiving and accumulating these contents. The former method is, for example, referred to as a Pull-type NRT service, and the latter method is, for example, referred to as a Push-type NRT service.

CITATION LIST

Patent Literature


SUMMARY OF INVENTION

Technical Problem

[0010] With regard to the Pull-type NRT service, a realizing method has already been assumed, but with regard to Push-type NRT service, no realizing method has been assumed.

[0011] The present invention has been made in light of such a situation, and enables Push-type NRT service to be realized.

Solution to Problem

[0012] A first aspect of the present invention is a contents reception device including: control information reception means configured to receive control information relating to broadcasting of a content with a transmission rate unsynchronized with a playback rate, based on a signal to be transmitted as a broadcast wave; downloading schedule generating means configured to generate a downloading schedule that is reserved information for receiving and recording contents to be broadcasted with a logical channel corresponding to registration information set beforehand, based on the control information; downloading means configured to receive each of the contents and to record in a recording medium, based on the downloading schedule; and playback means configured to play a content recorded in the recording medium with the playback rate.

[0013] The control information relating to broadcasting of contents may include: predetermined descriptive data in which, in the event of taking the transmission path of the broadcast wave signal of the frequency band as a physical channel, information relating to a logical channel obtained by dividing the physical channel into a plurality of transmission paths using a predetermined method is described; and metadata in which information relating to a content to be transmitted with each of the logical channels is described.

[0014] The downloading schedule generating means may generate a downloading schedule for receiving and recording all of the contents to be broadcasted with the logical channel corresponding to the registration information, of a plurality of logical channels included in the physical channel.

[0015] The downloading schedule generating means may generate the downloading schedule by determining the broadcasting start point-in-time of the contents, and also determining location information for determining the data of the contents, of data to be transmitted by the logical channels, based on description of the metadata.

[0016] The downloading means may receive the contents by receiving, based on the downloading schedule, the broadcast wave of a frequency band corresponding to the physical channel at the broadcasting start point-in-time of the contents, extracting a transport packet of a logical channel corresponding to the registration information, of transport packets to be transmitted by the physical channel, based on description of the predetermined descriptive data, and determining the data of the contents based on the location information.

[0017] The transport packet of the logical channel may be structured so as to include an IP packet, with the location information including information for determining a file
transmission session of the data of the contents to be transmitted by the IP packet; and with the downloading means determining the data of the contents based on description of transmission control data obtained by the file transmission session being determined.

[0018] The downloading means may determine an address file described in the RSS format or ATOM format, based on description of the transmission control data, and determine the data of the contents based on the address file.

[0019] Based on description of the predetermined descriptive data and the meta data, of the logical channels, a logical channel for providing a Push-type service for receiving a content to be viewed and listened to may be determined regardless of a user request; with a list of logical channels for providing the Push-type service being presented to a user to accept registration of the Push-type service by the user; and with information for determining the logical channel of the registered Push-type service being stored as the registration information.

[0020] The downloading schedule generating means may generate a downloading schedule for receiving and recording a content determined by the predetermined descriptive data, which is of a plurality of logical channels included in the physical channel, a content to be transmitted by the logical channel corresponding to the registration information.

[0021] The downloading means may include overwriting determining means configured to determine whether or not the received content is overwritten on a content recorded in the recording medium.

[0022] An expiration date may be set to the contents recorded by the downloading means based on description of the meta data; with the contents of which the expiration date has elapsed being eliminated.

[0023] The first aspect of the present invention is a contents reception method including the steps of: receiving control information relating to broadcasting of a content with a transmission rate unsynchronized with a playback rate, based on a signal to be transmitted as a broadcast wave; generating a downloading schedule that is reserved information for receiving and recording contents to be broadcasted with a logical channel corresponding to registration information set beforehand, based on the control information; receiving each of the contents and recording in a recording medium, based on the downloading schedule; and playing a content recorded in the recording medium with the playback rate.

[0024] The first aspect of the present invention is a program causing a computer to serve as a contents reception device including: control information reception means configured to receive control information relating to broadcasting of a content with a transmission rate unsynchronized with a playback rate, based on a signal to be transmitted as a broadcast wave; downloading schedule generating means configured to generate a downloading schedule that is reserved information for receiving and recording contents to be broadcasted with a logical channel corresponding to registration information set beforehand, based on the control information; downloading means configured to receive each of the contents and to record in a recording medium, based on the downloading schedule; and playback means configured to play a content recorded in the recording medium with the playback rate.

[0025] With the first aspect of the present invention, control information relating to broadcasting of a content with a transmission rate unsynchronized with a playback rate is received based on a signal to be transmitted as a broadcast wave, a downloading schedule that is reserved information for receiving and recording contents to be broadcasted with a logical channel corresponding to registration information set beforehand is generated based on the control information, each of the contents and recording in a recording medium is recorded based on the downloading schedule, and a content recorded in the recording medium is played with the playback rate.

[0026] A second aspect of the present invention is a contents transmission device including: contents information obtaining means configured to obtain information relating to a content to be broadcasted with a transmission rate unsynchronized with a playback rate, from a broadcasting schedule created beforehand; determining means configured to determine whether or not the content is a content of a Push-type service for receiving a content to be viewed and listened to regardless of a user request; first control information generating means for describing, in the event that the content is a content of the Push-type service, information representing that the content is a content of the Push-type service, along with information relating to the content, in first control information generated as information relating to a content to be broadcasted by a predetermined logical channel; second control information generating means configured to generate second control information describing information for determining each of the logical channels in a physical channel serving as a transmission path of a broadcast wave signal of a predetermined frequency band; multiplexing means configured to multiplex the first control information and the second control information with the data of the content, and also to multiplex data to be broadcasted by a plurality of the logical channels as data to be broadcasted by a single physical channel; and broadcast wave transmission means configured to modulate the multiplexed data to transmit as a broadcast wave.

[0027] The second aspect of the present invention is a contents transmission method including the steps of: obtaining information relating to a content to be broadcasted with a transmission rate unsynchronized with a playback rate, from a broadcasting schedule created beforehand; determining whether or not the content is a content of a Push-type service for receiving a content to be viewed and listened to regardless of a user request; describing, in the event that the content is a content of the Push-type service, information representing that the content is a content of the Push-type service, along with information relating to the content, in first control information generated as information relating to a content to be broadcasted by a predetermined logical channel; generating second control information describing information for determining each of the logical channels in a physical channel serving as a transmission path of a broadcast wave signal of a predetermined frequency band; multiplexing the first control information and the second control information with the data of the content, and also multiplexing data to be broadcasted by a plurality of the logical channels as data to be broadcasted by a single physical channel; and modulating the multiplexed data to transmit as a broadcast wave.

[0028] The second aspect of the present invention is a program causing a computer to serve as a contents transmission device including: contents information obtaining means configured to obtain information relating to a content to be broadcasted with a transmission rate unsynchronized with a playback rate, from a broadcasting schedule created beforehand; determining means configured to determine whether or not the content is a content of a Push-type service for receiving a
content to be viewed and listened to regardless of a user request; first control information generating means for describing, in the event that the content is a content of the Push-type service, information representing that the content is a content of the Push-type service, along with information relating to the content, in first control information generated as information relating to a content to be broadcasted by a predetermined logical channel; second control information generating means configured to generate second control information describing information for determining each of the logical channels in a physical channel serving as a transmission path of a broadcast wave signal of a predetermined frequency band; multiplexing means configured to multiplex the first control information and the second control information with the data of the content, and also to multiplex data to be broadcasted by a plurality of the logical channels as data to be broadcasted by a single physical channel; and broadcast wave transmission means configured to modulate the multiplexed data to transmit as a broadcast wave.

[0029] With the second aspect of the present invention, information relating to a content to be broadcasted with a transmission rate unsynchronized with a playback rate is obtained from a broadcasting schedule created beforehand, determination is made whether or not the content is a content of a Push-type service for receiving a content to be viewed and listened to regardless of a user request, and in the event that the content is a content of the Push-type service, information representing that the content is a content of the Push-type service is described, along with information relating to the content, in first control information generated as information relating to a content to be broadcasted by a predetermined logical channel; second control information generating means for describing information for determining each of the logical channels is generated in a physical channel serving as a transmission path of a broadcast wave signal of a predetermined frequency band, the first control information and the second control information are multiplexed with the data of the content, and also data to be broadcasted by a plurality of the logical channels is multiplexed as data to be broadcasted by a single physical channel, and the multiplexed data is modulated to transmit as a broadcast wave.

Advantageous Effects of Invention

[0030] According to the present invention, Push-type NRT service can be realized.

BRIEF DESCRIPTION OF DRAWINGS

[0031] FIG. 1 is a diagram illustrating a configuration example of a broadcasting system according to an embodiment of the present invention.

[0032] FIG. 2 is a diagram illustrating an example of an ECG.

[0033] FIG. 3 is a diagram illustrating an example of an EPG.

[0034] FIG. 4 is a diagram illustrating an example of a contents list.

[0035] FIG. 5 is a diagram illustrating an example of a played content image.

[0036] FIG. 6 is a diagram for describing a protocol stack in broadcast wave signals including an NRT broadcast and a normal broadcast.

[0037] FIG. 7 is a diagram illustrating a structure example of a VCT.

[0038] FIG. 8 is a diagram illustrating a structure example of an NRT-IT.

[0039] FIG. 9 is a diagram for describing the data structure of a content to be transmitted using a FLUTE session.

[0040] FIG. 10 is a flowchart for describing an example of Pull-type NRT broadcast reception and playback processing.

[0041] FIG. 11 is a diagram for describing an example of a Push-type NRT broadcast according to the present invention.

[0042] FIG. 12 is a diagram for describing a method wherein data making up a content is received by a reception device 41 with an NRT broadcast.

[0043] FIG. 13 describes an example wherein the content of a Push-type NRT broadcast is accumulated at the reception device 41.

[0044] FIG. 14 is a diagram illustrating another structure example of the VCT.

[0045] FIG. 15 is a diagram illustrating another structure example of the NRT-IT.

[0046] FIG. 16 is a diagram for describing an example of the syntax of the NRT-IT in FIG. 15.

[0047] FIG. 17 is a diagram for describing the example of the syntax of the NRT-IT in FIG. 15.

[0048] FIG. 18 is a diagram for describing an example of the syntax of "Push-type NRT metadata information".

[0049] FIG. 19 is a block diagram illustrating a configuration example of the reception device in FIG. 1.

[0050] FIG. 20 is a diagram illustrating an image example displayed on the screen of a display.

[0051] FIG. 21 is a diagram illustrating a GUI example for accepting registration of a Push-type NRT broadcasting service.

[0052] FIG. 22 is a diagram illustrating another example the contents list.

[0053] FIG. 23 is a diagram illustrating another example the played content image.

[0054] FIG. 24 is a flowchart for describing an example of Push-type NRT broadcasting service registration processing.

[0055] FIG. 24 is a flowchart for describing an example of Push-type NRT broadcast reception and playback processing.

[0056] FIG. 26 is a flowchart for describing an example of downloading schedule generation processing.

[0057] FIG. 27 is a flowchart for describing an example of broadcast wave transmission processing.

[0058] FIG. 28 is a diagram for describing an example of a case where a file making up a content is obtained using an address file described in a RSS format.

[0059] FIG. 29 is a diagram illustrating an example of the address file described in the RSS format used for the example in FIG. 28.

[0060] FIG. 30 is a diagram for describing a method for enabling a new content to be transmitted and viewed at the reception device 41 without causing the reception device 41 to newly receive the VCT and NRT-IT.

[0061] FIG. 31 is a diagram illustrating an example of an address file described in the RSS format used for the example in FIG. 30.

[0062] FIG. 32 is a diagram illustrating an example of the address file described in the RSS format used for the example in FIG. 30.

[0063] FIG. 33 is a diagram for describing a protocol stack in broadcast wave signals including an NRT broadcast in a method adapted to the ARIB standard.

[0064] FIG. 34 is a diagram illustrating a structure example of a group attribute table.
FIG. 35 is a diagram illustrating a structure example of a program attribute table.

FIG. 36 is a diagram illustrating a structure example of a purchase attribute table.

FIG. 37 is a diagram illustrating a structure example of a license attribute table.

FIG. 38 is a diagram illustrating an example of a program location (Program Location) table.

FIG. 39 is a diagram illustrating a structure example of downloading control information.

FIG. 40 is a diagram for describing an example of NRT broadcast reception processing.

FIG. 41 is a block diagram illustrating a configuration example of a personal computer.

DESCRIPTION OF EMBODIMENTS

Hereafter, embodiments of the present invention will be described with reference to the drawings.

FIG. 1 is a diagram illustrating a configuration example of a broadcasting system according to an embodiment of the present invention. As illustrated in this drawing, a broadcasting system 1 is configured of a transmission device 21 installed in a broadcasting station 11, and a reception device 41 installed in a user home 12 or the like. Note that, in reality, a reception device is installed in each of user homes.

For example, a predetermined frequency band (e.g., 6 MHz) of broadcast waves is assigned to a single broadcast channel, the assigned frequency band thereof is taken as a single broadcast channel, and channel tuning is performed by a broadcast channel being selected by the reception device 41. Also, with digital broadcasting, multiple logical channels may also be provided so as to be multiplexed on a single broadcast channel.

The transmission device 21 is a device for transmitting broadcast waves, and is configured so as to transmit normal broadcast signals and NRT broadcast signals. Here, a normal broadcast is a broadcast assuming viewing and listening in real time at the reception device 41 which has received the signals of this broadcast, and is a broadcast on the assumption that a content is viewed and listened to in sync with the broadcast point-in-time of the content. On the other hand, an NRT broadcast is a broadcast, which does not assume viewing and listening in real time, for transmitting a content as data using signals according to broadcast waves without viewing and listening to the content in sync with the broadcast point-in-time of the content.

With NRT broadcasting, unlike conventional recording reservation of a broadcast program content, for example, in the event that the transmission band of signals according to broadcast waves is great, i.e., in the event that the transmission rate is high, recording (downloading) can be completed in shorter time. Alternatively, for example, in the event that the transmission band of signals according to broadcast wave is small, i.e., in the event that the transmission rate is low, downloading of a content is completed in longer time. On the other hand, with normal broadcasting, a broadcast content is viewed and listened to in real time, and accordingly, transmission of the content is performed for generally the same transmission time as the playback time of the content.

That is to say, with NRT broadcasting, a content to be broadcasted as digital data may be transmitted from the transmission device 21 to the reception device 41 with a transmission rate greatly different from the playback rate thereof. On the other hand, with normal broadcasting, content to be broadcasted as digital data cannot be transmitted from the transmission device 21 to the reception device 41 with a transmission rate greatly different from the playback rate thereof.

With the broadcasting system 1, a content made up of signals that the transmission device 21 transmits, which has broadcasted with NRT broadcasting, is received by the reception device 41, and is recorded and accumulated in a recording medium (storage) which the reception device 41 has. Subsequently, the content broadcasted with NRT broadcasting is viewed and listened to by the user of the reception device 41 playing the content recorded in the recording medium.

With NRT broadcasting, there are conceived two methods of a method for the user selecting an individual content, and then receiving and accumulating this, and a method for the user performing registation for viewing and listening to a particular content group, and then the reception device 41 automatically receiving and accumulating these contents. Now, let us say that the former method will be referred to as Pull-type NRT broadcasting, and the latter method will be referred to as Push-type NRT broadcasting. Note that Pull-type NRT broadcasting will also be referred to as Subscription-type NRT broadcasting, for example.

First, the Pull-type NRT broadcasting will be described.

With NRT broadcasting, data structured to include meta data referred to as PSIP (Program and System Information Protocol) data, control information, and so forth is periodically received by the reception device 41. The reception device 41 generates a list of contents that can be received with NRT broadcast based on the meta data included in the PSIP data, control information, and so forth. This contents list is referred to as an ECG (Electronic Contents Guide). Note that the details of the PSIP data are described in the ATSC (Advanced Television Systems Committee) standard.

FIG. 2 is a diagram illustrating an example of an ECG displayed on the screen. With the example in this drawing, a list of contents that can be received with NRT broadcasting is displayed as an NRT program list along with the broadcasting start point-in-time of each of these contents. Note that, with the example in FIG. 2, "XXXXX" displays the title of each content, and the broadcasting start point-in-time of this content is displayed with description such as "1/30 15:00 (represents January 30, 15:00)" or the like.

Alternatively, contents that can be received with NRT broadcasting may be displayed as an EPG (Electronic Program Guide). FIG. 3 is a diagram illustrating an example of an EPG displayed on the screen. This drawing illustrates an EPG of programs broadcasted in a channel called "NRT#1", a channel called "NRT#2", and a channel called "RT#1".

Here, the channel called "NRT#1", and the channel called "NRT#2" are taken as NRT broadcast channels, and the channel called "RT#1" is taken as a normal broadcast channel.

Let us say that each of rectangular frames displayed in FIG. 3 represents the broadcast time zone of each program (or content). Accordingly to this EPG, with the normal broadcast channel "RT#1", it is represented that at a time zone displayed with a rectangular frame, the corresponding program (or content) can be viewed and listened to. On the other hand, with the NRT broadcast channels "NRT#1" and
“NRT/2”, it is represented that at a time zone displayed with a rectangular frame, the corresponding program (or content) can be downloaded.

[0085] The user of the reception device 41 displays the ECG in FIG. 2 or the EPG in FIG. 3 on the screen of a display or the like, and for example, operates a GUI to select a desired NRT broadcast content. The reception device 41 executes, at the broadcasting start point-in-time of the selected content, downloading of this content. However, with the NRT, downloading processing is executed by the reception device 41 receiving a broadcast wave signal, and recording data corresponding to this signal in a recording medium.

[0086] Subsequently, a list of contents downloaded by the reception device 41 is displayed on the screen, for example, as a contents list illustrated in FIG. 4. FIG. 4 is a diagram illustrating an example of a contents list displayed on the screen. Note that, with the example in FIG. 4, let us say that “XXXX” displays the title of each content.

[0087] The user of the reception device 41 displays the contents list in FIG. 4 on the screen of the display or the like, and, for example, operates a GUI to select a content to be viewed and listened to. Thus, the selected content is played, and as illustrated in FIG. 5, the image of the content is displayed on the screen of the display. With this example, an image of a person who is playing golf is displayed as a content image.

[0088] In this way, the NRT broadcast content is received and viewed and listened to.

[0089] FIG. 6 is a diagram for describing a protocol stack in broadcast wave signals including an NRT broadcast and a normal broadcast.

[0090] As illustrated in FIG. 6, the lowest hierarchy is taken as “Physical Layer (physical layer)”, and the broadcast wave frequency band assigned to this channel corresponds to this. The upper hierarchy adjacent to “Physical Layer” is taken as “TS (Transport Stream)”. With “TS”, a packet in the upper hierarchy is divided into fixed-length packets called transport packets and transmitted, and continuity of the transport packets becomes a transport stream.

[0091] That is to say, all of the signals to be transmitted with the frequency band corresponding to a single broadcast channel are transmitted by a transport packet having header information corresponding to the broadcast channel thereof, and so forth.

[0092] The upper hierarchy adjacent to the transport stream is taken as “Section” or “PES (Packetized Elementary Stream)”. For example, like a normal broadcast content, data to be played in real time is transmitted as packets of “PES”. Also, data of file transfer, data of control information, and so forth are transmitted as packets of “Section”.

[0093] As illustrated in FIG. 6, in response to the type of a packet of “PES”, “Caption Coding”, “Audio Coding”, and “Video Coding” are stipulated as the upper hierarchies of “PES”. “Caption Coding” is a packet to store data relating to captions of an image, “Audio Coding” is a packet to store audio data, and “Video Coding” is a packet to store image data.

[0094] In FIG. 6, “PSIP” and “PSI (Program Specific Information)” are displayed as upper hierarchies adjacent to “Section”. “PSIP” is a hierarchy including later-described VCT, NRT-IT, and so forth. “PSI (Program Specific Information)” is a hierarchy including PAT (Program Association Table), PMT (Program Map Table), and so forth.

[0095] Also, in FIG. 6, “DSM-CC (Digital Storage Media Command and Control)” is displayed as an upper hierarchy adjacent to “Section”. “DSM-CC” is used as an adaption layer for transmitting an IP packet on MPEG2-TS of a broadcast stream. Note that “DSM-CC” is stipulated as ISO standard.

[0096] “Interactive Data Coding” is displayed as an upper hierarchy adjacent to “DSM-CC”. A streaming broadcast is realized by data stored in “Interactive Data Coding”, “Caption Coding”, “Audio Coding”, and “Video Coding”. That is to say, these pieces of data are received, whereby a normal broadcast program can be received and played.

[0097] Also, “IP” is displayed as an upper hierarchy adjacent to “DSM-CC”. “IP” displayed here is the same as IP in the protocol stack of TC/IP, and IP packets are determined by an IP address. As illustrated in FIG. 6, an NRT broadcast is configured with the IP packets. It goes without saying that an NRT broadcast is not communication but presented as a broadcast, and originally, there is no need to use the protocol stack of TCP/IP that is a communication protocol, but IP packets are formally used at the time of performing downloading of contents.

[0098] An upper hierarchy adjacent to “IP” is taken as “UDP”, and “FLUTE/ALC (Asynchronous Layered Coding Protocol)/LCT (Layered Coding Transport (Building Block))” is displayed as an upper hierarchy thereof. Specifically, with NRT broadcasting, a packet for specifying the port of UDP in TCP/IP communication is transmitted, and a session according to FLUTE (File Delivery over Unidirectional Transport) is established, for example. Subsequently, data making up the content is determined by the session of FLUTE. FLUTE is a communication protocol whereby data distribution can be performed using one-way transmission path (e.g., transmission path only in the downward direction), whereby transmission of an arbitrary file can be performed.

[0099] Note that the details of FLUTE are stipulated as RFC3926.

[0100] In this way, with NRT broadcasting, a single physical channel having a transmission bandwidth corresponding to the transmission rate (e.g., 20 Mbps) of a transport packet of “TS” may be multiplexed into multiple logical channels. Specifically, for example, in the event that the transmission path of a broadcast wave signal of a single broadcast channel to which a frequency band of 6 MHz is assigned is taken as a physical channel, the physical channel thereof is divided into multiple transmission paths, whereby multiple logical channels can be provided.

[0101] Information relating to each of such logical channels is described in a VCT that is control information relating to logical channels to be generated for each physical channel. The details of the VCT will be described later with reference to FIG. 7, “Program_number” for each logical channel is determined based on the VCT, and “PSI” is determined based on “Program_number”. Subsequently, a predetermined identifier appended to a transport packet of “TS” is determined based on “PAT” and “PMT” of “PAT”. A transport packet to which an identifier thus determined is appended is extracted, whereby the data of a single logical channel can be determined. In this way, a single transport stream can be identified as the packets of multiple logical channels, whereby a single physical channel can be multiplexed to multiple logical channels.

[0102] Each of the logical channels thus multiplexed will be referred to as a virtual channel (Virtual Channel). With
NRT broadcasting, a single logical channel can be multiplexed by multiple FLUTE sessions.

With normal broadcasting, a single physical channel (e.g., a single broadcast channel) is arranged to correspond to a single logical channel, and is not multiplexed to multiple channels like NRT broadcasting. Accordingly, with NRT broadcasting, unlike the case of normal broadcasting, multiple contents can also be broadcasted (transmitted) using a single broadcast channel at the same time.

Next, the VCT (Virtual Channel Table) and the NRT-IT (NRT Information Table) included in the above PSIP data will be described.

The VCT is a table made up of a descriptor for enabling each of virtual channels (logical channels) to be identified with the reception device 41. FIG. 7 is a diagram illustrating an example of the VCT.

With the example in the drawing, “TS_id”, “Number of channels”, a description region 72-1 in increments of channels, a description region 72-2 in increments of channels, and so on are described in a description region 71 in the VCT. “TS_id” is taken as an ID for identifying a transport stream, where, in reality, a predetermined character, a numeric value, or the like is described. Thus, it can be identified of which physical channel (broadcast channel) the VCT is. “Number of channels” is described as a numeric value representing the number of logical channels included in the physical channel determined by “TS_id”, or the like.

Information relating to a single logical channel is described in each of the description region 72-1 in increments of channels, description region 72-2 in increments of channels, and so on. These description regions are provided according to the numeric value described in “Number of channels”. For example, in the event that the number of logical channels included in the corresponding physical channel is 3, a numeric value “3” is described in “Number of channels”. Subsequently, the description region 72-1 in increments of channels, description region 72-2 in increments of channels, and description region 72-3 in increments of channels are described.

“Channel name”, “Channel number”, “Service type”, “Program number”, “Source_id”, and so on are described in the description region 72-1 in increments of channels. With “Channel name” and “Channel number”, a predetermined character and a numeric value that represent each thereof are described. For example, “Channel name” of the description region 72-1 in increments of channels is described with “XX station NRT first channel” or the like, and Channel number is described with “5-1” or the like. Also, “Channel name” of the description region 72-1 in increments of channels is described with “XX station NRT second channel” or the like, and Channel number is described with “5-2” or the like.

“Service type” is described with information for identifying whether this logical channel is a logical channel corresponding to normal broadcasting, or a logical channel corresponding to NRT broadcasting. For example, in the event that the logical channel corresponding to the description region 72-1 in increments of channels is a logical channel of NRT broadcasting, “Service type” is described with “NRT”.

“Program_number” is used for determining PSI (Program Specific Information) necessary for determining the data of this logical channel.

“Source_id” is taken as an ID for identifying this logical channel, where, in reality, a predetermined character, a numeric value, or the like is described. That is to say, the description region 72-1 in increments of channels is a region where information relating to a single logical channel determined by “Source_id” is described.

Similarly, information relating to a single logical channel determined by “Source_id” is also described in each of the description region 72-2 in increments of channels, and so on.

The VCT is thus structured.

As described above, with NRT broadcasting, a separate content may be broadcasted with each of multiple logical channels. Information relating to a content to be transmitted with each of logical channels is described in the NRT-IT which is control information generated for each logical channel.

The NRT-IT is a table made up of a descriptor for enabling each of NRT broadcast contents to be broadcasted with each of logical channels to be identified at the reception device 41. FIG. 8 is a diagram illustrating an example of the NRT-IT.

With the example in the drawing, with a description region 91 of the NRT-IT, “Source_id”, “Number of contents”, a description region 92-1 in increments of contents, a description region 92-2 in increments of contents, and so on are described. “Source_id” is the same as described above with reference to FIG. 7, and is taken as an ID for identifying a logical channel, where, in reality, a predetermined character, a numeric value, or the like is described. Thus, this NRT-IT can be correlated with one of logical channels described in the description region 72-1 in increments of channels, the description region 72-2 in increments of channels, and so on, in FIG. 7. “Number of contents” is described as a numeric value representing the number of contents to be broadcasted at a predetermined unit time with a logical channel determined by “Source_id”, or the like.

Information relating to a single content is described in each of the description region 92-1 in the increments of contents, description region 92-2 in increments of contents, and so on. The described regions are provided according to a numeric value described in the above “Number of contents”. For example, in the event that the number of contents to be broadcasted at unit time with the corresponding logical channel is 5, a numeric value “5” is described in “Number of contents”. Subsequently, the description region 92-1 in increments of contents, description region 92-2 in increments of contents, and so on through description region 92-5 in increments of channels are described.

“Contents expiration date”, “Contents name”, “Contents transmission location information”, and so on are described in the description region 92-1 in increments of contents. “content_item_id” is taken as an ID for identifying the corresponding content, and in reality, a predetermined character, a numeric value, or the like is described. That is to say, the description region 92-1 in increments of contents is a region where information relating to a single content determined by this “content_item_id” is described.

With “Distribution schedule”, information representing the broadcasting start point-in-time and broadcasting end point-in-time of the corresponding content is described. Note that this content is an NRT broadcast content, and thus, according to the broadcasting start point-in-time and broad-
casting end point-in-time, time when this content can be viewed and listened to is not represented, but point-in-time when downloading of this content is to be started, and point-in-time when downloading of the content ends are represented.

0120 With “Contents expiration date”, information for determining point-in-time serving as the expiration date of the corresponding content is described. A content of which the expiration data has elapsed is arranged to be prevented from being played by being eliminated from the recording medium of the reception device 41, or the like.

0121 With “Contents name”, characters such as the tile of the corresponding content, or the like, are described.

0122 With “Contents transmission location information”, an IP address, a UDP port number, and an identifier “TSI (Transport Session Identifier)” for determining a FLUTE session, described above with reference to FIG. 6, are described. This “Contents transmission location information” is determined, whereby, of data to be transmitted with the logical channel determined by “Source_id”, the data of a single content data determined by “content_item_id” can be identified.

0123 Similarly, information relating to a single content determined by “content_item_id” is also described in each of the description region 92-2 in increments of contents, and so on.

0124 The NRT-IT is thus structured.

0125 In this way, the VCT is obtained, whereby information relating to each of logical channels of broadcast channels can be obtained, and the NRT-IT is obtained, whereby information relating to a content to be broadcast with each logical channel can be obtained.

0126 FIG. 9 is a diagram for describing the data structure of a content to be transmitted using FLUTE sessions. The data obtained with FLUTE sessions makes up a FLUTE session stream such as illustrated on the lower side of the drawing. The FLUTE session stream is, in reality, made up of multiple files divided into a predetermined size, and an identifier called “TOI (Transport Object Identifier)” is appended to each of the multiple files. According to this TOI, transmission sequence of each of the multiple files is arranged to be determined. With this example, a file of which the “TOI” is 0 is taken as “FDT”, a file of which the “TOI” is 1 is taken as “FILE#1”, and a file of which the “TOI” is 2 is taken as “FILE#2”, and so on.

0127 Of the multiple files making up the FLUTE session stream, the file of which the “TOI” is 0 is taken as an FDT (File Delivery Table). The FDT is a table where information relating to each of other files making up the FLUTE session stream is described. With the example in FIG. 9, a description region 112-1 that is information in increments of files within a FLUTE session, and a description region 112-2, and so on, that is information in increments of files within the FLUTE session are described in a description region 111 of the FDT.

0128 With the description region 112-1 that is information in increments of files within a FLUTE session, “TOI”, “content_type”, “File name”, and so forth are described. “TOI” is taken as information for identifying a file within a FLUTE session, and in reality, a predetermined numeric value is described therein. That is to say, the description region 112-1 that is information in increments of files within a FLUTE session is a region where information relating to a single file determined by this “TOI” is described.

0129 With “content_type”, information for determining a file format (the type of data) of a file determined by “TOI” is described. In the event that the corresponding file is, for example, a file of image data, “content_type” is taken as “video” or the like, and in the event that the corresponding file is a file of audio data, “content_type” is taken as “audio” or the like.

0130 With “File name”, the name of the corresponding file is described. “File name” may be described as a URL.

0131 Similarly, with each of the description region 112-2, and so on, that is information in increments of files within a FLUTE session, information relating to a single file determined by “TOI” is described.

0132 The data of a content to be transmitted with a predetermined FLUTE session is thus structured.

0133 Next, Pull-type NRT broadcast reception and playback processing according to the reception device 41 will be described with reference to the flowchart in FIG. 10.

0134 In step S11, the reception device 41 receives meta data, control information, and so forth, relating to the NRT broadcast.

0135 At this time, for example, PSIP data is received. Note that, as described above, the PSIP data is taken as data that is structured so as to include the VCT, NRT-IT, or the like, and is periodically received by the reception device 41. Also, as described with reference to FIG. 7 and FIG. 8, the VCT is obtained, whereby information regarding each of the logical channels of the broadcast channels can be obtained. Further, the NRT-IT is obtained, whereby information regarding a content to be broadcast with each logical channel can be obtained.

0136 In step S12, the reception device 41 generates a list of contents that can be received with NRT broadcasting, based on the VCT and NRT-IT included in the PSIP data.

0137 In step S13, the reception device 41 displays an ECG corresponding to the list generated in step S12 on the display. At this time, for example, an ECG image such as illustrated in FIG. 2 is displayed. Alternatively, in step S13, an EPG such as illustrated in FIG. 3 may be displayed.

0138 In step S14, the reception device 41 accepts selection of a content by the user based on the ECG displayed in step S13. At this time, for example, an NRT broadcast content that the user intends to view and listen to is selected.

0139 In step S15, the reception device 41 determines whether or not the broadcasting start point-in-time of the content accepted in the processing in step S14 has come, and awaits until determination is made that the broadcasting start point-in-time has come. In step S15, in the event that determination is made that the broadcasting start point-in-time has come, the processing proceeds to step S16.

0140 In step S16, the reception device 41 downloads the content.

0141 At this time, the tuning channel of the reception device 41 is set to a broadcast channel of the content accepted in step S14. Subsequently, based on the VCT received in step S11, the reception device 41 determines data to be transmitted with a logical channel where the corresponding content is broadcasted. Further, the reception device 41 determines, based on the NRT-IT received in step S11, a FLUTE session where this content is transmitted, and obtains each of files making up the FLUTE session stream thereof. Upon the broadcasting end point-in-time having come, obtaining of all of the files making up the FLUTE session stream is completed at the reception device 41, and thus, downloading of the content is completed.

0142 Upon downloading being completed, the reception device 41 records data made up of the files obtained as
described above in a recording medium as a single content. At this
time, the metadata of this content included in the information received in step S11 is also recorded in a manner
related to the latest political and economic information, and for example, the content accumulated in the reception device 41 is succes-
sively updated with the latest content. Also, the content may be eliminated after being accumulated only for predeter-
mined time. Also, for example, an arrangement may be made wherein the storage size (storage capacity) of the reception device 41 necessary for receiving presentation of “News Clip” service is specified, and with regard to the amount exceeding the storage size thereof, the content is overwritten and updated.

[0154] Presentation of such a service is received, whereby the user can view and listen to the news regarding the latest political and economic information all the time.

[0155] With Push-type NRT broadcasting, let us say that a Push-type NRT broadcasting service such as described above is provided, for example, by each of broadcasting stations or the like. Such a service may be free or charged for. Subsequently, the user of the reception device 41 selects a desired service and registered in the reception device 41.

[0156] With the present invention, let us say that a logical channel corresponding to each service of Push-type NRT broadcasting is provided. That is to say, in the event that there are three Push-type NRT broadcasting services, this means that there are three logical channels.

[0157] A Push-type NRT broadcasting example according to the present invention will be described with reference to FIG.
11. FIG. 11 represents an example wherein normal broadcasting and NRT broadcasting are performed with three broadcast channels of “Ch. 4”, “Ch. 5”, and “Ch. 6”. “Ch. 4” is taken as a broadcast channel of normal broadcasting, and “Ch. 5” and “Ch. 6” are taken as broadcast channels of NRT. Note that, with this drawing, the horizontal direction in the drawing represents the frequency of broadcast waves, and the vertical direction in the drawing represents time.

[0158] Also, the content such as the type of a content to be broadcasted with each channel is represented by hatching or the like in the drawing. With this example, a normal broadcast content, a Pull-type NRT broadcast content, a Push-type NRT broadcast content, and a broadcast idle period are represented by hatching or the like in the drawing.

[0159] With the example in FIG. 11, “Ch. 5” is multiplexed in three logical channels. With this example, the broadcast channel “Ch. 5” is multiplexed in a logical channel “VC5-1”, a logical channel “VC5-2”, and a logical channel “VC5-3”. Note that, in the drawing, each of rectangular frames displayed in each of the logical channels “VC5-1” through “VC5-3” represents the broadcast time zone of each content.

[0160] The logical channel “VC5-1” is a logical channel assigned to a single Push-type NRT broadcasting service. The logical channel “VC5-2” is a logical channel assigned to a Pull-type NRT broadcasting service. The logical channel “VC5-3” is a logical channel assigned to another Push-type NRT broadcasting service. Also, with this example, with the logical channel “VC5-3”, a time zone servicing as channel idle is included.

[0161] With the logical channel “VC5-2”, three FLUTE sessions are provided. That is to say, with a Pull-type NRT broadcast to be broadcasted with the logical channel “VC5-
2”, three contents can be broadcasted at the same time.
Also, with the example in FIG. 11, “Ch. 6” is multiplexed into two logical channels. With this example, broadcast channel “Ch. 6” is multiplexed in a logical channel “VC6-1”, and a logical channel “VC6-2”. Note that, in the drawing, each of rectangular frames displayed in each of the logical channels “VC6-1” through “VC6-2” represents the broadcast time zone of each content.

The logical channel “VC6-1” is a logical channel assigned to a single Push-type NRT broadcasting service. The logical channel “VC6-2” is a logical channel assigned to a Pull-type NRT broadcasting service.

With the logical channel “VC6-1”, two FLUTE sessions are provided. That is to say, with a Push-type NRT broadcasting service to be provided with the logical channel “VC6-1”, two contents can be broadcasted at the same time.

In this case, the PSIP data periodically transmitted with the broadcast channel “Ch. 5” includes one VCT where “TS_id” for identifying a transport stream of the physical channel of “Ch. 5”. Also, the PSIP data thereof also includes three NRT-ITs where “Source_id” for identifying the logical channel “VC5-1”, logical channel “VC5-2”, and logical channel “VC5-3” are described, respectively.

Similarly, the PSIP data periodically transmitted with the broadcast channel “Ch. 6” includes one VCT where “TS_id” for identifying a transport stream of the physical channel of “Ch. 6”. Also, the PSIP data thereof also includes two NRT-ITs where “Source_id” for identifying the logical channel “VC6-1”, and logical channel “VC6-2” are described, respectively.

For example, the logical channel “VC5-1” is assigned to “News Clip” of an XX broadcast station, and the logical channel “VC5-3” is assigned to “Weather forecast” of an XX broadcast station. The logical channel “VC6-1” is assigned to “News Clip” of an XX broadcast station.

Also, with the example in FIG. 11, “Ch. 4” is not divided into multiple logical channels. The normal broadcast logical channel “VC4-1” is substantially the same as the physical channel.

As described above, the reception device 41 periodically receives the PSIP data, whereby data to be transmitted with each logical channel can be identified based on the VCT. Accordingly, for example, the reception device 41 in which “Weather forecast” service of XX broadcast station is registered automatically downloads all of the contents to be transmitted at the logical channel “VC5-3”.

On the other hand, in the event receiving a content (program) transmitted as a normal broadcast, the content is determined based on the VCT and EIT (Event Information Table).

In this way, according to the present invention, contents can be broadcasted with Push-type NRT broadcasting, Pull-type NRT broadcasting, and normal broadcasting.

With Push-type NRT broadcasting, an individual content selected by the user is not provided, but a content is unilaterally provided to the user, and accordingly, it has been difficult to realize Push-type NRT broadcasting with the same broadcasting system as the Pull-type NRT broadcasting and normal broadcasting. Therefore, with the present invention, the reception device 41 in which Push-type NRT broadcasting service is registered is configured so as to automatically download all of the contents to be transmitted with a logical channel corresponding to the service thereof. Thus, Push-type NRT broadcasting can be realized with the same broadcasting system as the Pull-type NRT broadcasting and normal broadcasting.

FIG. 12 is a diagram for describing a method for the reception device 41 receiving data making up a content with NRT broadcasting. In this drawing, a transmission band of a transport stream (TS) corresponding to one broadcast channel is illustrated with a cylinder 201. Now, let us say that the vertical direction in the drawing represents time.

Also, in FIG. 12, a logical channel (virtual channel: VC) multiplexed in the transport stream of the cylinder 201 is illustrated with a cylinder 202. Note that, with this example, the number of the logical channels (virtual channel: VC) multiplexed in the transport stream is one, but in reality, multiple logical channels may be multiplexed.

Further, in FIG. 12, FLUTE sessions included in the logical channel corresponding to the cylinder 202 are illustrated with a cylinder 203-1 and a cylinder 203-2. That is to say, the two FLUTE sessions are included in the logical channel corresponding to the cylinder 202. Data making up a content to be received and accumulated (recorded) by the reception device 41 is transmitted as a file of the FLUTE sessions of the cylinder 203-1 and cylinder 203-2.

Now, let us say that the reception device 41 is set so as to receive a content A through a content C to be broadcasted with the logical channel corresponding to the cylinder 202 of the broadcast channel of the transport stream corresponding to the cylinder 201, which are NRT broadcast contents.

As described above, the reception device 41 periodically receives the PSIP data, and accordingly can periodically obtain the VCT and NRT-IT. Let us say that, first a VCT 210, and NRT-IT 211, and an NRT-IT 212 have been received. The reception device 41 references description of the VCT 210, whereby “source_id” for identifying the logical channel where the content A and content B to be received and accumulated are transmitted can be determined. Subsequently, base on “source_id” thereof, the reception device 41 can determine the NRT-IT 211 regarding this logical channel.

Note that the NRT-IT 212 is an NRT-IT corresponding to another logical channel that is not illustrated in the drawing.

Further, the reception device 41 determines, of the description of the NRT-IT 211 thereof, a description region in increments of contents where information regarding the content to be received and accumulated is described. Now, with the example in FIG. 12, let us say that information regarding the content to be broadcasted at a time zone illustrated with an arrow 205 of the FLUTE session illustrated with a cylinder 203-1 is described in the first received NRT-IT 211. Also, let us say that information regarding the content at a time zone illustrated with an arrow 206 of the FLUTE session illustrated with a cylinder 203-2 is also described in the first received NRT-IT 211.

In this case, based on “source_id” of the content A and content B, a description region in increments of contents where information regarding the contents thereof is described is determined. Subsequently, the reception device 41 references the determined description region in increments of contents to determine an identifier “TSI” for determining an IP address, a UDP port number, and a FLUTE session included in “Contents transmission location information”.

Subsequently, the reception device 41 determines a file of the FLUTE session illustrated with the cylinder 203-1, and extracts an FDT. Subsequently, the reception device 41
obtains, base on the FDT, each of files of data making up the content A, thereby receiving and accumulating the content A.

Also, similarly, the reception device 41 determines a file of the FLUTE session illustrated with the cylinder 203-2, and extracts FDT. Subsequently, the reception device 41 obtains, base on the FDT, each of files of data making up the content B, thereby receiving and accumulating the content B.

The reception device 41 periodically receives the PSIIP data, whereby the VCT and NRT-IT are updated. In this case, let us say that a VCT 220, and an NRT-IT 221 and NRT-IT 222 have newly been received and updated. Let us say that information regarding a content to be broadcasted at a time zone illustrated with an arrow 207 of the FLUTE session illustrated with the cylinder 203-1 is described in the updated NRT-IT 221.

The reception device 41 can determine, in the same way as with the above case, “source_id” for identifying a logical channel where the content C to be received and accumulated is transmitted by referencing the description of the VCT 220. Subsequently, the reception device 41 can determine, based on “source_id” thereof, the NRT-IT 221 regarding this logical channel.

Note that the NRT-IT 222 is an NRT-IT corresponding to another logical channel not illustrated in the drawing.

In this case, based on the “content_item_id” of the content C, a description region in increments of contents where the information thereof regarding the content is described is determined. Subsequently, the reception device 41 references the determined description region in increments of contents to determine an identifier “TSI” for determining an IP address, a UDP port number, and a FLUTE session included in “Contents transmission location information”.

Subsequently, the reception device 41 determines a file of the FLUTE session illustrated with the cylinder 203-1, and extracts an FDT. Subsequently, the reception device 41 obtains, base on the FDT, each of files of data making up the content C, thereby receiving and accumulating the content C.

Next, description will be made regarding an example wherein a Push-type NRT broadcast content is accumulated at the reception device 41, with reference to FIG. 13. In this drawing, in the same way as with the case of FIG. 12, a transport stream (TS), a logical channel (virtual channel: VC), and a FLUTE session are illustrated with a cylinder. Now, in this drawing, let us say that the horizontal direction in the drawing represents time.

As described above, with the reception device 41, in the event that a predetermined Push-type NRT broadcasting service has been registered, all of the contents to be transmitted with a logical channel assigned to this service are automatically received and accumulated by the reception device 41.

With the example in FIG. 13, “content 1” that is a content to be transmitted with one FLUTE session, “content 2” through “content 4” that are contents to be transmitted with another FLUTE session are received and accumulated. “content 1” is a content to which a version is appended, whereby the latest content is arranged to be overwritten all the time. “content 2” through “content 4” are accumulated until point-in-time specified as “Expiration date” elapses, and upon point-in-time specified as “Expiration date” elapsing, “content 2” through “content 4” are arranged to be eliminated.

With the example in FIG. 13, first, a first version of the content “content 1” is received and accumulated. Note that, in the drawing, the first version of the content “content 1” is represented such as “content 1 (v1)”. “content 1” is arranged so that the same version is repeatedly broadcasted. Now, let us say that the reception device 41 has received and accumulated the first broadcast. In this case, the reception device 41 is configured so as to receive or accumulate the second broadcast.

Subsequently, upon the second version of the content “content 1” being broadcasted, the reception device 41 receives and accumulates the content thereof. That is to say, the already accumulated (recorded) “content 1 (V1)” is overwritten with “content 1 (V2)”. Here as well, the reception device 41 is configured to receive and accumulate the second broadcast assuming that the first broadcast has been received and accumulated.

Also, during reception of “content 1 (V1)”, the reception device 41 starts reception of “content 2”, and upon reception of “content 2” being completed, accumulates “content 2”. “content 2” is arranged so that the same broadcast is repeatedly broadcasted twice. Now, let us say that the reception device 41 has received and accumulated the first broadcast. In this case, the reception device 41 is configured so as to receive and accumulate the second broadcast.

Similarly, the reception device 41 receives and accumulates “content 3”. Subsequently, further, the reception device 41 also receives and accumulates “content 4”.

As described above, “content 2” and “content 3” are accumulated until point-in-time specified as “Expiration date” elapses, and upon point-in-time specified as “Expiration date” elapsing, “content 2” and “content 3” are arranged to be eliminated. In FIG. 13, point-in-time specified as “Expiration date” is described as “expire”.

Note that elimination of a content may be performed at point-in-time specified as “Expiration date”, or contents of which “Expiration dates” have elapsed may be eliminated together with a predetermined time interval, for example. Further, for example, in the event that display of a list of accumulated contents has been instructed, contents of which “Expiration dates” have elapsed may be eliminated together.

In this way, a Push-type NRT broadcast content may successively be updated in response to its version, or may also be, in the same way as with the case of Pull-type NRT broadcasting, accumulated until expiration date elapses.

As described above, with the present invention, one service of Push-type NRT broadcasting is assigned to one logical channel. Subsequently, with the present invention, information necessary for realizing Push-type NRT broadcasting is disposed in the position of a broadcast signal where information in increments of logical channels can be stored. Specifically, description of information necessary for realizing Push-type NRT broadcasting is arranged to be added to the description regions 72-1, 72-2, and so on in increments of channels of the VCT described with reference to FIG. 7. Alternatively, description of information necessary for realizing Push-type NRT broadcasting is arranged to be added to a description regions 91 of the NRT-IT described with reference to FIG. 8.

In the event that description of information necessary for realizing Push-type NRT broadcasting is arranged to be added to the description region in increments of channels of the VCT, the VCT is structured as illustrated in FIG. 14. FIG. 14 is a diagram illustrating an example of the VCT used for the present invention.
With the example in this drawing, “TS_id”, “Number of channels”, description region 272-1 in increments of channels, description region 272-2 in increments of channels, and so on are described in the description region 271 of the VCT.

“TS_id” is taken as an ID for identifying a transport stream, and in reality, a predetermined character or numeric value or the like is described. Thus, it can be identified which physical channel (broadcast channel) the VCT is included. “Number of channels” is described as a numeric value representing the number of logical channels included in the physical channel determined by “TS_id”.

Information regarding one logical channel is described in each of the description region 272-1 in increments of channels, description region 272-2 in increments of channels, and so on. This description region is provided according to the numeric value described in the above “Number of channels”. For example, in the event that the number of logical channels included this physical channel is 3, a numeric value “3” is described in “Number of channels”. Thus, the description region 272-1 in increments of channels, description region 272-2 in increments of channels, and description region 272-3 in the increments of channels are described.

“Channel name”, “Channel Number”, “Service type”, “Program_number”, “Source_id”, “Push-type NRT meta information”, and so on are described in the description region 272-1 in increments of channels. With “Channel name” and “Channel Number”, predetermined characters and numeric value representing these are described, respectively. For example, “Channel name” of the description region 272-1 in increments of channels is described as “XX station NRT first channel” or the like, and Channel number is described as “5-1” or the like. Also, “Channel name” of the description region 272-1 in increments of channels is described as “XX station NRT second channel” or the like, and Channel number is described as “5-2” or the like.

With “Service type”, information for identifying whether the corresponding logical channel is a logical channel corresponding to normal broadcasting, or a logical channel corresponding to NRT broadcasting is described. For example, in the event that the logical channel corresponding to the description region 272-1 in increments of channels is an NRT broadcast logical channel, “Service type” is described as “NRT”.

“Source_id” is taken as an ID for identifying the corresponding logical channel, and in reality, a predetermined character or numeric value or the like is described. That is to say, the description region 272-1 in increments of channels is a region where information regarding one logical channel determined by “Source_id” is described.

“Push-type NRT meta information” is taken as information necessary for realizing Push-type NRT broadcasting, and the following information is described, for example.

Push-type NRT meta information, information representing that the corresponding logical channel is a logical channel corresponding to a Push-type NRT broadcasting service, and the service name of this Push-type NRT broadcasting service are described. Further, the outline of this Push-type NRT broadcasting service may be described. Also, with “Push-type NRT meta information”, a storage size (storage capacity) necessary for receiving presentation of this Push-type NRT broadcasting service, and the minimum interval (temporal interval) of contents distribution in this Push-type NRT broadcasting service are described. Further, with “Push-type NRT meta information”, for example, in the event that this Push-type NRT broadcasting service is provided for pay, a URL for connecting to an Internet server for performing various types of registration prior to processing such as accounting or the like, and so forth are described.

Similarly, information regarding one logical channel determined by “Source_id” is also described in each of the description region 272-2 in increments of channels, and so on.

The VCT according to the present invention is thus structured.

In the event that description of information necessary for realizing Push-type NRT broadcasting is added to the description region 91 of the NRT-IT, the NRT-IT is structured as illustrated in FIG. 15. FIG. 15 is a diagram illustrating an example of the NRT-IT used for the present invention.

With the example in this drawing, “Source_id”, “Number of contents”, “Push-type NRT meta information”, description region 292-1 in increments of contents, description region 292-2 in increments of contents, and so on are described in the description region 91 of the NRT-IT.

“Source_id” is the same as described above with reference to FIG. 14, taken as an ID for identifying a logical channel, and in reality, a predetermined character or numeric value or the like is described therein. Thus, one of the logical channels described in the description region 272-1 in increments of channels, description region 272-2 in increments of channels, and so on can be correlated with the corresponding NRT-IT. “Number of contents” is described as a numeric value representing the number of contents to be broadcasted at a predetermined unit time with a logical channel determined by “Source_id”, or the like.

“Push-type NRT meta information” is taken as information necessary for realizing Push-type NRT broadcasting, and the same information as described above with reference to FIG. 14 is described therein.

Specifically, with “Push-type NRT meta information”, information representing that the corresponding logical channel is a logical channel corresponding to the Push-type NRT broadcasting service, and the service name of this Push-type NRT broadcasting service are described. Further, the outline of this Push-type NRT broadcasting service, and so forth may be described. Also, with “Push-type NRT meta information”, a storage size (storage capacity) necessary for receiving presentation of this Push-type NRT broadcasting service, and the minimum interval (temporal interval) of contents distribution in this Push-type NRT broadcasting service are described. Further, with “Push-type NRT meta information”, for example, in the event that this Push-type NRT broadcasting service is provided for pay, a URL for connecting to an Internet server for performing various types of registration prior to processing such as accounting or the like, and so forth are described.

Information regarding one content is described in each of the description region 292-1 in increments of contents, description region 292-2 in increments of contents, and so on. These described regions are provided according to a numeric value described in the above “Number of contents”. For example, in the event that the number of contents to be broadcasted at unit time with the corresponding logical channel is 5, a numeric value “5” is described in “Number of contents”. Subsequently, the description region 292-1 in increments of contents, description region 292-2 in incre-
ments of contents, and so on through description region 292-5 in increments of channels are described.

[0216] “content_item_id”, “Contents version”, “Distribution schedule”, “Contents expiration date”, “Contents name”, “Contents transmission location information”, and so on are described in the description region 292-1 in increments of contents.

[0217] “content_item_id” is taken as an ID for identifying the corresponding content, and in reality, a predetermined character, a numeric value, or the like is described. That is to say, the description region 292-1 in increments of contents is a region where information relating to a single content determined by this “content_item_id” is described.

[0218] With “Contents version”, information representing the version of the corresponding content is described. For example, in the event that there are the first version (content 1 (V1)) and second version (content 1 (V2)) contents described above with reference to FIG. 13, “content 1 (V1)” and “content 2 (V2)” are the same in “content_item_id”. Therefore, “Contents version” is described as information for identifying contents to which the same “content_item_id” is appended, but of which the versions differ.

[0219] With “Distribution schedule”, information representing the broadcasting start point-in-time and broadcasting end point-in-time of the corresponding content is described. Note that this content is an NRT broadcast content, and thus, according to the broadcasting start point-in-time and broadcasting end point-in-time, time when this content can be viewed and listened to is not represented, but point-in-time when downloading of this content is to be started, and point-in-time when downloading of the content ends are represented.

[0220] With “Contents expiration date”, information for determining point-in-time serving as the expiration date of the corresponding content is described. A content of which the expiration date has elapsed is arranged to be prevented from being played by being eliminated from the recording medium of the reception device 41, or the like.

[0221] With “Contents name”, characters, such as the title of the corresponding content, or the like, are described.

[0222] With “Contents transmission location information”, an IP address, a UDP port number, and an identifier “FSI (Transport Session Identifier)” for determining a FLUTE session, described above with reference to FIG. 6, are described. This “Contents transmission location information” is determined, whereby, of data to be transmitted with the logical channel determined by “Source_id”, the data of a single content data determined by “content_item_id” can be identified.

[0223] Similarly, information relating to a single content determined by “content_item_id” is also described in each of the description region 292-2 in increments of contents, and so on.

[0224] The NRT-IT according to the present invention is thus structured.

[0225] As described above, information necessary for realizing Push-type NRT broadcasting may be described in the VCT, or may be described in the NRT-IT. Hereafter, description will be made regarding an example in the event that information necessary for realizing Push-type NRT broadcasting is described in the NRT-IT.

[0226] An example of the syntax of the NRT-IT according to the present invention will be described with reference to FIG. 16 and FIG. 17. Note that FIG. 16 and FIG. 17 are a continuous syntax, where the first row “for (j=0; j<... (“ in FIG. 17 is continued as the next row of the last row “; num_ item_in_section” in FIG. 16.

[0227] A range illustrated with a frame 291 in FIG. 16 and FIG. 17 corresponds to the description region 291 in FIG. 15. Also, a range illustrated with a frame 292-1 in FIG. 17 corresponds to the description region 292-1 in increments of contents in FIG. 15. Note that, with the example in FIG. 16 and FIG. 17, in order to simplify description, the number of description regions in increments of contents is determined to be one. With the syntax illustrated in the drawings, each of descriptors to be described in the corresponding description regions is defined along with the number of bits (No. of Bits).

[0228] In FIG. 16, an 8-bit descriptor described in a region 310 is taken as an ID for determining the type of this information, and a predetermined value is stored therein. According to this descriptor, determination is made that this information is the NRT-IT.

[0229] In FIG. 16, information illustrated as a 16-bit descriptor described in a region 311 corresponds to “Source_id” described with reference to FIG. 15.

[0230] In FIG. 16, information illustrated as a descriptor described in a region 312 corresponds to “Push-type NRT meta information” described with reference to FIG. 15. Note that this detail will be described later with reference to FIG. 18.

[0231] In FIG. 16, information illustrated as an 8-bit descriptor described in a region 313 corresponds to “Number of contents” described with reference to FIG. 15.

[0232] In FIG. 17, information illustrated as a 14-bit descriptor described in a region 314 corresponds to “content_ item_id” described with reference to FIG. 15.

[0233] In FIG. 17, information illustrated as an 8-bit descriptor described in a region 315 corresponds to “Contents version” described with reference to FIG. 15.

[0234] In FIG. 17, information illustrated as a descriptor described in a region 316 corresponds to “Distribution schedule” described with reference to FIG. 15.

[0235] In FIG. 17, information illustrated as a descriptor described in a region 317 corresponds to “Contents expiration date” described with reference to FIG. 15.

[0236] In FIG. 17, information illustrated as a descriptor described in a region 318 corresponds to “Contents name” described with reference to FIG. 15.

[0237] In FIG. 17, information illustrated as a descriptor described in a region 319 corresponds to “Contents transmission location information” described with reference to FIG. 15.

[0238] FIG. 18 is a diagram illustrating an example of the syntax of “Push-type NRT meta information” to be described in the region 312 in FIG. 16.

[0239] Note that, in the event that information necessary for realizing Push-type NRT broadcasting is arranged to be described in the NRT-IT, this drawing is an example of the syntax of “Push-type NRT meta information” to be described in the region 312 in FIG. 16. On the other hand, in the event that information necessary for realizing Push-type NRT broadcasting is arranged to be described in the VCT, this drawing is an example of the syntax of “Push-type NRT meta information” to be described in the description region 272-1 in increments of channels, description region 272-2 in increments of channels, and so on in FIG. 14.
With the syntax illustrated in this drawing, each of descriptors to be described in the corresponding description region is defined along with the number of bits (No. of Bits).

According to an 8-bit descriptor described in a region 341 in FIG. 18, it is represented that the corresponding channel is a logical channel corresponding to the Push-type NRT broadcasting service.

According to a descriptor described in a region 342 in FIG. 18, the service name of the corresponding Push-type NRT broadcasting service is described.

According to a descriptor described in a region 343 in FIG. 18, the minimum interval (temporal interval) of content distribution in the corresponding Push-type NRT broadcasting service is represented.

According to a descriptor described in a region 344 in FIG. 18, a storage size (capacity size) necessary for receiving presentation of the corresponding Push-type NRT broadcasting service is represented.

In the event that the corresponding Push-type NRT broadcasting service is provided for pay, according to a descriptor described in a region 345 in FIG. 18, a URL for connecting to an Internet server for performing various types of registration prior to processing such as accounting or the like is described.

FIG. 19 is a block diagram illustrating a configuration example of the reception device 41 in FIG. 1. In this drawing, a signal based on broadcast waves received via an unshown antenna or the like is arranged to be supplied to a terminal 401.

A tuner 402 is configured to extract a signal corresponding to a predetermined broadcast channel from the signal output from the terminal 401, and to output to a TSDemux 403 as a digital signal, based on the control of a controller 409.

The TSDemux 403 generates transport packets from the digital signal output from the tuner 402. Subsequently, the TSDemux 403 extracts transport packets to which a predetermined identifier is appended, and outputs the transport packets thereof as the data of a predetermined logical channel, based on the control of the controller 409.

In the event that the corresponding logical channel is a normal broadcast logical channel, the TSDemux 403 outputs the data of this logical channel to a video decoder 404 or audio decoder 405.

The video decoder 404 and audio decoder 405 are configured to decode encoded image data and encoded audio data, and to output image signals and audio signals to a terminal 401 and a terminal 411, respectively.

The terminal 410 and terminal 411 are connected to a display and a speaker made up of a television receiver or the like, for example.

On the other hand, in the event that the corresponding logical channel is an NRT broadcast logical channel, the TSDemux 402 outputs the data of this logical channel to a FLUTE processor 407.

The FLUTE processor 407 obtains files determined with the FLUTE session out of the data supplied as the data of this logical channel, and records data made up of these files in a storage 408 as content data. Note that meta data generated at the controller 409 may be recorded in the storage 408 in a manner correlated with the content data, for example.

The storage 408 is, for example, a recording medium such as an HDD (Hard Disk Drive) or the like, and records content data, and other than this, information necessary at the reception device 41.

A file container Demux 406 is configured to read out content data to be played from the storage 408, and to output to the video decoder 404 and audio decoder 405, based on the control of the controller 409. For example, in the event that an NRT broadcast content recorded in the storage 408 is played, the file container Demux 406 is configured to read out the data of the content thereof from the storage 408 based on the control of the controller 409.

The controller 409 is configured, for example, so as to include a processor, memory, and so forth, and controls each unit of the reception device 41. The controller 409 accepts, for example, the signals of a tuning channel command, specification of a content to be downloaded, specification of a content to be played, and so forth by the user, which are supplied via an unshown remote controller or the like. Also, the controller 409 generates, for example, display data of a GUI (Graphical User Interface) according to need, and outputs to the terminal 410 via the video decoder 404.

FIG. 20 is a diagram illustrating an example of images displayed on the screen of the display connected to the receptions device 41.

The image illustrated in this drawing is taken as a GUI for displaying a list of the Push-type NRT broadcasting services by the reception device 41. The example in FIG. 20 illustrates a state in which a GUI component displayed as “NRT” is selected by a cursor 451. Here, an icon 452 and an icon 453 are displayed on the lower side in the drawing of the GUI component displayed as “NRT”.

“News Clip” is displayed on the right side in the drawing of the icon 452, and the icon 452 is arranged to be an icon corresponding to a Push-type NRT broadcasting service “News Clip”. Also, “Weather Forecast” is displayed on the right side in the drawing of the icon 453, and the icon 453 is arranged to be an icon corresponding to a Push-type NRT broadcasting service “Weather Forecast”.

For example, in the event that the user has operated the remote controller or the like to select the icon 452, an image such as illustrated in FIG. 21 is displayed on the screen of the display. The image illustrated in the drawing is taken as a GUI for accepting registration of the Push-type NRT broadcasting service “News Clip”. For example, upon a button 261 in FIG. 21 being operated, registration of the Push-type NRT broadcasting service “News Clip” is performed at the reception device 41.

The reception device 41 which has performed registration of the Push-type NRT broadcasting service “News Clip” is configured to receive and accumulate the content of “News Clip”. Subsequently, a list of contents downloaded by the reception device 41 is displayed on the screen as a contents list illustrated in FIG. 22, for example. Now, with the example in FIG. 22, let us say that “XXXX” displays the title of each content, and information included in the meta data of this content, and so forth.

The user of the reception device 41 displays the contents list in FIG. 22 on the screen of the display or the like, and selects a content to be viewed and listened to by operating the GUI, for example. Thus, the selected content is played, and as illustrated in FIG. 23, the image of the content is displayed on the screen of the display. With this example, an image where a situation of a town has been shot is displayed as the image of the content.
Next, description will be made regarding Push-type NRT broadcasting service registration processing by the reception device 41, with reference to the flowchart in FIG. 24.

In step S101, the controller 409 of the reception device 41 controls the tuner 402 to receive meta data, control information, and so forth regarding NRT broadcasting.

At this time, for example, the PSIP data is received. Note that, as described above, the PSIP data is data structured so as to include the VCT, NRT-IT, and so forth, and is arranged to be periodically received by the reception device 41.

In step S102, the controller 409 generates a list of Push-type NRT broadcasting services.

At this time, “Push-type NRT meta information” described above with reference to FIG. 15 is checked regarding each of the NRT-ITs received in step S101. Subsequently, with “Push-type NRT meta information”, determination is made according to, for example, an 8-bit descriptor described in the region 341 in FIG. 18 whether or not the corresponding logical channel is a logical channel corresponding to the Push-type NRT broadcasting service. In the event that determination is made that the corresponding logical channel is a logical channel corresponding to the Push-type NRT broadcasting service, the service name of this Push-type NRT broadcasting service is obtained based on “Channel name”, “Channel number”, and the descriptor of the region 342 in FIG. 18 of this logical channel.

In this way, logical channels corresponding to the Push-type NRT broadcasting service are determined based on each of the NRT-ITs received in step S101. Consequently, a list of the Push-type NRT broadcasting services is generated and displayed as a GUI such as described above with reference to FIG. 20.

In step S103, the controller 409 accepts selection of a service by the user based on the Push-type NRT broadcasting service list generated in the processing in step S102. At this time, a predetermined Push-type NRT broadcasting service is selected.

In step S104, the controller 409 stores “Source_id” corresponding to the Push-type NRT broadcasting service selected in the processing in step S103. Here, “Source_id” may be determined based on the NRT-IT received in step S101.

Also, at this time, based on the descriptor described in the region 344 in FIG. 18, a storage size necessary for receiving presentation of the corresponding Push-type NRT service is determined, and a storage region of the storage 408 is reserved.

Further, for example, in the event that this Push-type NRT broadcasting service is provided for pay, a URL for connecting to an Internet server for performing various types of registration or the like prior to processing such as accounting or the like is determined by the descriptor described in the region 345 in FIG. 18. Subsequently, based on this URL, the reception device 41 accesses the Internet server, and paid viewing and listening contract processing is executed.

In this way, the Push-type NRT broadcasting service registration processing is executed. As described above, with the present invention, a logical channel corresponding to each service of Push-type NRT broadcasting is provided, and accordingly, “Source_id” for determining a logical channel corresponding to a registered Push-type NRT broadcasting service is stored.

Next, Push-type NRT broadcast reception and playback processing by the reception device 41 will be described with reference to the flowchart in FIG. 25.

In step S121, the controller 409 of the reception device 41 controls the tuner 402 to receive meta data, control information, and so forth regarding NRT broadcasting.

At this time, for example, the PSIP data is received. Note that, as described above, the PSIP data is data structured so as to include the VCT, NRT-IT, and so forth, and is arranged to be periodically received by the reception device 41. Subsequently, at timing when the PSIP data is received, downloading schedule generation processing in step S122 is arranged to be executed.

In step S122, the controller 409 executes the downloading schedule generation processing, which will be described later with reference to FIG. 26. Thus, downloading of a Push-type NRT broadcast content is reserved.

Now, a detailed example of the downloading schedule generation processing in step S122 in FIG. 25 will be described with reference to the flowchart in FIG. 26.

In step S141, the controller 409 obtains the NRT-IT based on “Source_id” stored in the processing in step S104 in FIG. 24. Specifically, of the NRT-ITs included in the PSIP data received in step S121, the NRT-IT corresponding to “Source_id” stored in the processing in step S104 is extracted and obtained.

In step S142, the controller 409 checks the description region in increments of contents of the NRT-IT obtained in the processing in step S141. At this time, for example, the description content of the description region 292-1 in increments of contents in FIG. 15 is checked.

In step S143, the controller 409 obtains “content_item_id” and “Contents version” described in the description region in increments of contents checked in step S142.

In step S144, the controller 409 determines whether or not the same content is recorded in the storage 408. Specifically, determination is made whether or not a content having the same “content_item_id” and the same “Contents version” has already been received and accumulated. In the event that determination is made in the step S144 that the same content is not recorded in the storage 408, the processing proceeds to step S145.

In step S145, the controller 409 determines whether or not downloading of the same content is schedule. For example, such as “content 1 (V1)” described above with reference to FIG. 13, in the event that the same content is repeatedly broadcasted twice, it is sufficient just to perform downloading in either one or the other of the broadcasts. Therefore, in step S145, determination is made whether or not downloading of the same content is scheduled. In the event that determination is made in step S145 that the same content is not scheduled, the processing proceeds to step S146.

In step S146, the controller 409 obtains “Distribution schedule” described in the description region in increments of contents checked in step S142. Thus, the broadcasting start point-in-time and the broadcasting end point-in-time of the corresponding content are obtained.

In step S147, the controller 409 schedules downloading of the content corresponding to the description region in increments of contents checked in step S142.

Now, in the event that determination is made in step S144 that the same content is recorded in the storage 408, processing in step S145 through step S147 is skipped. Also, in the event that determination is made in step S145 that down-
loading of the same content is scheduled, the processing in step S146 and step S147 is skipped.

[0287] In step S148, the controller 409 determines whether or not there is the next description region in increments of contents out of the NRT-ITs obtained in the processing in step S141. With the example in FIG. 15, there is the description region 292-2 in increments of contents next to the description region 292-1 in increments of contents, and accordingly, determination is made in step S148 that there is the next description region in increments of contents, and the processing returns to step S142.

[0288] Subsequently, in step S142, the description content of the description region 292-2 in increments of contents is checked, and the processing in step S143 through step S147 is repeatedly executed.

[0289] In this way, until determination is made in step S148 that there is no next description region in increments of contents, the processing in step S142 through step S148 is repeatedly executed. In the event that determination is made in step S148 that there is no next description region in increments of contents, the downloading schedule generation processing ends.

[0290] Along with the end of the processing in FIG. 26, for example, the downloading schedule of the Push-type NRT broadcast content is stored in the internal memory of the controller 409, or like. The downloading schedule is structured as a list of information for determining the physical channel, logical channel, and FLUTE session of the content to be downloaded, for example. That is to say, the downloading schedule is, for example, in the same way as conventional recording reservation information or the like, reservation information for the reception device 41 automatically executing downloading.

[0291] Hereafter, the reception device 41 performs downloading of contents in accordance with this downloading schedule.

[0292] Description will return to FIG. 25. After the processing in step S122, the processing proceeds to step S123. In step S123, the controller 409 determines whether or not the broadcasting starting point-in-time of the content in the downloading schedule generated in the processing in step S122 has elapsed, and waits until determination is made that the broadcasting starting point-in-time has elapsed. In the event that determination is made in step S123 that the broadcasting starting point-in-time has elapsed, the processing proceeds to step S124.

[0293] In step S124, the controller 409 controls the tuner 402, TSDemux 403, and FLUTE processor 407 to download the content.

[0294] At this time, the tuning channel of the tuner 402 of the reception device 41 is set to a broadcast channel corresponding to the physical channel specified in the downloading schedule. Also, the TSDemux 403 outputs the data of the logical channel specified in the downloading schedule to the FLUTE processor 407. Subsequently, the FLUTE processor 407 obtains the file of the FLUTE session specified in the downloading schedule. Upon the broadcasting end point-in-time of the content having come, obtaining of all the files making up the FLUTE session stream is completed at the reception device 41, whereby downloading of the content is completed.

[0295] In step S125, the controller 409 determines whether or not an already recorded content is overwritten with the content downloaded in the processing in step S124. For example, in the event that a content of which the "content_item_id" is the same as with an already recorded content, but the "Contents version" differs therefrom has been downloaded, determination is made that the already recorded content is overwritten.

[0296] Further, in step S125, based on a storage size necessary for accepting presentation of the corresponding Push-type NRT broadcasting service specified by the descriptor described in the region 344 in FIG. 18, determination is made whether to perform overwriting. Specifically, in the event that there is a need to record the data of the content exceeding a predetermined storage size, determination is made that the already recorded content is overwritten. In this case, for example, of already recorded contents, the oldest content is overwritten with the content downloaded in the processing in step S124.

[0297] In the event that determination is made in step S125 that the already recorded content is overwritten with the downloaded content, the processing proceeds to step S127, and the content downloaded in the processing in step S124 is overwritten and recorded. Thus, the version of this content is updated.

[0298] On the other hand, in the event that determination is made in step S125 that the already recorded content is not overwritten with the downloaded content, the processing proceeds to step S126, and the content downloaded in the processing in step S124 is newly recorded in the storage 408.

[0299] Note that, when a content is recorded, the meta data of this content included in the information received in step S121 may also be recorded in a manner correlated with this content. Note that the meta data is made up of, for example, "Contents name", "Distribution schedule", "Contents expiration date" and so forth described in the NRT-IT.

[0300] Here, description has been made regarding an example in the event that one content is downloaded, but in reality, multiple contents are downloaded in accordance with the downloading schedule.

[0301] Now, for example, in the event that the user of the reception device 41 has canceled the registration of the corresponding Push-type NRT broadcasting service in the middle of the processing, hereafter, downloading of contents is not performed.

[0302] In step S128, the controller 409 displays the contents list recorded in the processing in step S126 or step S127. At this time, for example, an image such as illustrated FIG. 22 is generated and displayed on the display.

[0303] Note that, as described above, an expiration date is set to each of the contents, and contents of which the expiration date has elapsed are arranged so as not to be included in the contents list displayed in step S128. The expiration date can be determined based on "Contents expiration date" described with reference to FIG. 15.

[0304] In step S129, the controller 409 accepts selection of a content by the user based on the contents list displayed in the processing in step S128. At this time, for example, of the NRT broadcast contents already recorded in the storage 408, a content that the user intends to view and listen to is selected.

[0305] In step S130, the controller 409 controls the file container Demux 406 to pay the content selected in the processing in step S129. Thus, for example, as illustrated in FIG. 23, the image of the content is displayed on the display.

[0306] Note that, in the event that the registered Push-type NRT broadcasting service is provided for pay, the data of logical channels corresponding to this service are all encoded...
and broadcasted. However, an arrangement is made wherein a key for decoding the data of the logical channels corresponding to this service is transmitted to the reception device 41 registered in this service as an EMM packet beforehand. Accordingly, with the reception device 41 registered in this service, encoded data is decoded using the key transmitted and stored beforehand, whereby the content can be viewed and listened to.

[0307] In this way, the Push-type NRT broadcast reception and playback processing by the reception device 41 is executed. In this way, with the present invention, the reception device 41 in which the Push-type NRT broadcasting service is registered is configured to automatically download all the contents to be transmitted with a logical channel corresponding to the service thereof. Accordingly, the Push-type NRT service can be realized without performing a large-scaled modification such as existing facilities, standards, or the like.

[0308] Also, the broadcast waves of an NRT broadcast received by the reception device 41 according to the present invention are transmitted by a transmission device 21. The transmission device 21 is configured so as to include a multiplexing unit for generating signals where meta information, data such as control information, and the data of a content are multiplexed, for example.

[0309] The data of the content is data made up of image data and audio data, subjected to compression encoding by an AV encoder for encoding video data and audio data, for example, using the MPEG system.

[0310] Data such as meta information, control data, and so forth is data made up of the PSI/PSI data or the like, for example.

[0311] The transmission device 21 generates a VCT and an NRT-IT corresponding to a predetermined broadcasting schedule, and generates data made up of the PSI/PSI data including the VCT and NRT-IT, or the like as additional data. Subsequently, the transmission device 21 generates signals where the additional data and the data of a content are multiplexed at the multiplexing unit, modulates the signals thereof, and outputs as broadcast waves.

[0312] Broadcast wave transmission processing according to NRT broadcasting by the transmission device 21 will be described with reference to the flowchart in FIG. 27.

[0313] In step S161, a control unit of the transmission device 21 obtains a broadcasting schedule. Now, let us say that later-described information regarding a content to be broadcasted is included in the broadcasting schedule.

[0314] In step S162, the control unit of the transmission device 21 obtains the information regarding a content to be broadcasted. Now, let us say that the information regarding a content includes “content_item_id”, “Distribution schedule”, “Contents expiration date”, “Contents name”, information representing whether a Push-type content or a Pull-type content, and so forth.

[0315] In step S163, the control unit of the transmission device 21 determines whether or not the content according to the information obtained in the processing in step S162 is a Push-type NRT broadcast content. Note that, in reality, the processing in step S163 is executed regarding each of multiple contents described in the broadcasting schedule.

[0316] In the event that determination is made in step S163 that the content according to the information obtained in the processing in step S162 is a Push-type NRT broadcast content, the processing proceeds to step S164.

[0317] In step S164, the control unit of the transmission device 21 generates an NRT-IT for Push-type broadcasting. At this time, for example, the NRT-IT described above with reference to FIG. 15 is generated.

[0318] In the event that determination is made in step S163 that the content according to the information obtained in the processing in step S162 is not a Push-type NRT broadcast content, the processing proceeds to step S165.

[0319] In step S165, the control unit of the transmission device 21 generates an NRT-IT for Pull-type broadcasting. At this time, for example, the NRT-IT described above with reference to FIG. 8 is generated.

[0320] In step S166, the control unit of the transmission device 21 generates a VCT.

[0321] In step S167, the control unit of the transmission device 21 generates additional data made up of the PSI/PSI data including the VCT and NRT-IT, or the like.

[0322] In step S168, the multiplexing unit of the transmission device 21 generates signals where the additional data and the data of the content are multiplexed, based on the broadcasting schedule. Note that, at this time, simultaneously with multiplexing of the additional data, and the data of the content, data to be transmitted by multiple logical channels are multiplexed as data to be transmitted by one physical channel.

[0323] In step S169, the transmission device 21 modulates the signals generated in the processing in step S168, and in step S170 outputs the broadcast waves of the signals modulated in the processing in step S169.

[0324] In this way, the broadcast wave transmission processing according to NRT broadcasting is executed.

[0325] Note that, with the processing described above with reference to FIG. 24 through FIG. 27, description has been made assuming that information necessary for realizing Push-type NRT broadcasting (e.g., “Push-type NRT meta information”) is described in the NRT-IT. However, it goes without saying that the information necessary for realizing Push-type NRT broadcasting may be described in the VCT as described with reference to FIG. 14.

[0326] In this way, according to the present invention, the Push-type NRT service can be realized without performing a large-scaled modification such as existing facilities and standards and so forth.

[0327] Incidentally, with the example described above with reference to FIG. 14, the information necessary for realizing Push-type NRT broadcasting has directly been described in the VCT, but such information may be described in another piece of control information.

[0328] For example, with the VCT in FIG. 14, “normal/NRT identification information” is described instead of “Push-type NRT meta information” to be described in the description region 272-1 in increments of channels, description region 272-2 in increments of channels, and so on. “normal/NRT identification information” is taken as information representing whether the corresponding logical channel is a normal broadcast logical channel or NRT broadcast logical channel. Subsequently, in the event that the corresponding logical channel is an NRT broadcast logical channel, an SMT (Service Map Table) is received by the reception device 41 in addition to the VCT. Subsequently, the information necessary for realizing Push-type NRT broadcasting (e.g., “Push-type NRT meta information”) is described in the SMT.

[0329] In this case, for example, the SMT is generated for each physical channel.
For example, as described above with reference to FIG. 14, “TS_id” is taken as an ID for identifying a transport stream, and in reality, a predetermined character or numeric value or the like is described therein. Thus, it can be identified which physical channel (broadcast channel) the VCT is included. For example, based on this “TS_id”, the SMT is determined.

Also, as described above, “Channel name”, “Channel number”, “Service type”, “Program_number”, “Source_id”, “Push-type NRT meta information”; and so on are described in the description region 272-1 in increments of channels of the VCT.

“Source_id” is taken as an ID for identifying the corresponding logical channel, and in reality, a predetermined character or numeric value or the like is described therein. That is to say, the description region 272-1 in increments of channels is a region where information regarding one logical channel determined by this “Source_id” is described.

Similarly, information regarding each logical channel determined by “Source_id” is also described in the description region 272-2 in increments of channels, and so on.

Also, with the example in FIG. 15, “Source_id”, “Number of contents”, “Push-type NRT meta information”, description region 292-1 in increments of contents, description region 292-2 in increments of contents, and so on are described in the description region 291 of the NRT-IT.

“Source_id” is the same as described above with reference to FIG. 14, taken as an ID identifying a logical channel, and in reality, a predetermined character or numeric value or the like is described. Thus, one of logical channels described in the description region 271-1 in increments of channels, description region 271-2 in increments of channels, and so on in FIG. 14 can be correlated with the corresponding NRT-IT.

Accordingly, the NRT-IT is generated in increments of logical channels.

Information regarding each of the NRT-ITs corresponding to multiple “Source_id” is described in the above SMT. Subsequently, information necessary for realizing Push-type NRT broadcasting regarding a content described in the description region in increments of contents of each of multiple NRT-ITs is described in the SMT.

That is to say, the SMT is, in the same way as with the VCT, transmitted as predetermined description data where information regarding a logical channel is described. Also, the NRT-IT may be taken as an example of the meta data of a content to be broadcasted with a logical channel.

In this way, for example, all the contents to be broadcasted with one logical channel may be received as a Push-type NRT broadcast content. Further, for example, an arrangement may be made wherein, of the contents to be broadcasted with one logical channel, a content to be broadcasted at a predetermined time zone is received as a Pull-type NRT broadcast content, and a content to be broadcasted at another time zone is received as a Push-type NRT broadcast content.

With a broadcasting system 1 according to the present invention, the VCT and SMT may be arranged and transmitted in this way.

Also, description has been made so far regarding an example wherein a description region in increments of contents is provided to the NRT-IT, and “Contents transmission location information” regarding each content is described. As described above, “Contents transmission location information” is determined, whereby of data to be transmitted with a logical channel determined by “Source_id”, the data of one content determined by “content_item_id” can be identified.

Specifically, if a FLUTE session is determined by “Contents transmission location information”, and data making up a FLUTE session stream is obtained. The FLUTE session stream is, in reality, made up of multiple files divided into a predetermined size, and each of these multiple files is appended with “TID”. With the above example, description has been made wherein based on the FDT that is a file of which the “TOI” is 0, the data of a content to be transmitted with a predetermined FLUTE session is obtained.

Note that the FLUTE session can be taken as an example of file transmission sessions used for transmission of contents data, and the FDT is control information of the file transmission sessions, and can be taken as an example of transmission control data.

However, in recent years, viewing and listening to contents have been frequently performed using a personal computer or the like without using audio-video equipment such as a television receiver or the like. Accordingly, if viewing and listening to contents at the reception device 41 can be performed, for example, by a method corresponding to obtaining of contents using the Internet, convenience improves. For example, an arrangement may be made wherein an address file in which the address information of a file making up the corresponding content is described is determined based on the FDT, and a file making up this content is obtained based on the address information described in the address file.

For example, application software such as a browser is installed into the reception device 41. Subsequently, the RSS reader function of the browser is used to enable an address file described with the RSS to be analyzed.

This address file is described with the RSS (RDF Site Summary) used for the Internet, for example. The RSS is an XML (eXtensible Markup Language) sentence format where meta data such as a website title or summary or the like is described in a structuring manner.

FIG. 28 is a diagram for describing an example in the event that a file making up a content is obtained using an address file described in the RSS format. As described above, “Contents transmission location information” regarding each content is described in the description region in increments of contents of the NRT-IT. With this example, information called “content_item_id=http://example.com/NRT/rss.xml”, and information called “IP_address/Port/TSI=xx/xx/xx” which are described in the NRT-IT are represented. “IP_address/Port/TSI=xx/xx/xx” represents “Contents transmission location information”, where in reality, an IP address, a port number, and a TSI are described as “xx/xx/xx”.

Thus, the FLUTE session is determined, and data making up the FLUTE session stream is obtained. “TID” is appended to each of multiple files of the FLUTE session stream, and an FDT of which the “TOI” is 0 is obtained. With this example, an XML sentence beginning with “<file>” is described in a region 501 that is a part of the description region of the FDT.

With the region 501, “Content-Location=http://XYZ.com/newHeadline/rss.xml” is described. This represents that the address file in the RSS format called “XYZ.com/newHeadline/rss.xml” is determined by the description of the region 501. Subsequently, according to description
called "TOI"="1"", the identifier of the address file to be determined is represented. That is to say, this represents that a file of which the "TOI" is 1 is the address file. Further, according to description called "Content-Type="application/rss+xml"", it is represented that the address file is described in the RSS format.

[0350] The reception device 41 obtains a file of which the "TOI" is 1 as an address file, references the tag of an XML sentence beginning with "<enclosure" described in the address file, thereby obtaining the address information of a target content file. With this example, this is described as "url=http://XYZ.com/newsheadline/title.mp4 ... ". Thus, a region 502 that is a part of the description of the FDT is determined.

[0351] With the region 502, "Content-Location=http://XYZ.com/newsheadline/title.mp4" is described. This represents that according to the description of the region 502, a content file in the MPEG4 (mp4) format called "XYZ.com/newsheadline/title.mp4 ... " is determined. Subsequently, according to description called "TOI="2"", the identifier of the address file to be determined is represented. That is to say, this represents that the content file is a file of which the "TOI" is 2. Further, according to description called "Content-Type="video/mp4"", it is represented that the file thereof is a file subjected to compression encoding in the MPEG4 (mp4) format.

[0352] Subsequently, the reception device 41 obtains a file of which the "TOI" is 2 as a content file, and decodes the file subjected to compression encoding in the MPEG4 format, whereby this content can be played.

[0353] Thus, the reception device 41 can be configured as a personal computer in which application software such as a browser is installed, or the like, for example.

[0354] FIG. 29 is a diagram illustrating an example of an address file described in the RSS format. In this drawing, description called "<title>News headline by XYZ</title>" in the region 502 represents that the title of a content determined by this address file is "News headline by XYZ".

[0355] Also, with a region 522, an XML sentence beginning with "<item>" is described. Description called "<enclosure url=http://XYZ.com/newsheadline/title01.mp4 length="123456789" type="video/mp4">" in the region 522 is description regarding an "enclosure" element stipulated as the RSS description format. The "enclosure" element is originally an element indicating a medium appended to a distribution object to be distributed in the RSS, but in this case, this element is used as information for determining an XML sentence beginning with "<file>".

[0356] That is to say, "url=http://XYZ.com/newsheadline/title01.mp4" of the "enclosure" element is used for determining "Content-Location=http://XYZ.com/newsheadline/title01.mp4" described in the region 502 of the FDT in FIG. 28. Also, "length="123456789" of the "enclosure" element is description representing the byte length of this content file. Also, "type="video/mp4" of the "enclosure" element is description representing that this content file is a moving image (video) file compressed in the MPEG4 format.

[0357] Note that, in the same way as with the region 522 in the address file, if multiple XML sentences beginning with "<item>" are described, multiple content files can be determined by this address file.

[0358] As described above, the present invention enables an arrangement wherein application software such as a browser or the like is installed in the reception device 41, whereby an address file described in the RSS can be analyzed using the RSS reader function of the browser. Accordingly, for example, according to the same device and method as with the case of browsing of a web page with the Internet, whereby contents can be received, viewed, and listened to. Note that a method for viewing and listening to contents using an address file described in the RSS format can be applied to both of Push-type NRT broadcasting and Pull-type NRT broadcasting.

[0359] For example, downloading of a content in step 516 in FIG. 10 or step 5124 in FIG. 25 may be performed by a content file being obtained such as described above with reference to FIG. 28 and FIG. 29. That is to say, an arrangement may be made wherein an address file is determined based on the FDT, files making up the corresponding content are obtained based on the address information described in the address file, whereby downloading of the content is performed. Also, in such a case, the data of a content that the transmission device 21 transmits is structured, as described above, so as to include an address file in addition to the FDT and a content file.

[0360] Incidentally, with the example described above with reference to FIG. 12, description has been made wherein the reception device 41 periodically receives the PSIP data, and accordingly, the VCT and NRT-IT can periodically be obtained. Subsequently, with the example in FIG. 12, description has been made wherein the VCT 210, NRT-IT 211, and NRT-IT 212 are first received, and a logical channel where the content A and content B are transmitted, and a FLUTE session file thereof are determined. Further, description has been made wherein the VCT 220, NRT-IT 221, and NRT-IT 222 are newly received and updated, and a logical channel where the content C is transmitted, and a FLUTE session file thereof are determined based on the VCT 220, and NRT-IT 221.

[0361] That is to say, with the above example, in the event of newly transmitting a content, there is a need to generate PSIP data, and to cause the reception device 41 to newly receive the VCT and NRT-IT beforehand.

[0362] However, with a method for viewing and listening to a content using an address file described in the RSS format, a new content can be transmitted and received at the reception device 41 without causing the reception device 41 to newly receive the VCT and NRT-IT.

[0363] Specifically, after causing the reception device 41 to receive the VCT and NRT-IT, and determining a logical channel and a FLUTE session, the FDT is to be transmitted with the FLUTE session of this logical channel, and the content of the address file is modified at predetermined timing. Thus, a new content can be transmitted and received at the reception device 41 without causing the reception device 41 to newly receive the VCT and NRT-IT.

[0364] FIG. 30 is a diagram for describing a method for enabling a new content to be transmitted and viewed and listened to at the reception device 41 without causing the reception device 41 to newly receive the VCT and NRT-IT. The vertical axis in this drawing represents time, and an arrow S represents the updating cycles of the VCT and NRT-IT. Note that the updating cycles of the VCT and NRT-IT are equal to the transmission cycle of the PSIP data.

[0365] In FIG. 30, with the FLUTE session of the logical channel determined by the reception device 41 based on the VCT and NRT-IT, "FDT instance01", "RSS 01", and "Content file 01" are repeatedly transmitted during nine o'clock (09:00:00) to ten o'clock (10:00:00). Here, "FDT instance01"
is an FDT file of which the TOI is 0. “RSS 01” is an address file described in the RSS format determined by “FDT instance01”. “Content file 01” is a content file determined by “FDT instance01” and “RSS 01”.

[0366] Also, with the FLUTE session of the logical channel determined by the reception device 41 based on the VCT and NRT-IT, “FDT instance02”, “RSS 02”, and “Content file 02” are repeatedly transmitted after ten o’clock (10:00:00). Here, “FDT instance02” is an FDT file of which the TOI is 0, “RSS 02” is an address file described in the RSS format determined by “FDT instance02”, “Content file 02” is a content file determined by “FDT instance02” and “RSS 02”.

[0367] That is to say, with the example in FIG. 30, the FLUTE sessions of the logical channels determined by the reception device 41 based on the VCT and NRT-IT are the same, but FDTs, address files, and content files change with time.

For example, in the event that “Content file 01” is a file of the content D, and “Content file 02” is a file of the content E, the reception device 41 can receive the content D during nine o’clock to ten o’clock, and receive the content E after ten o’clock.

[0369] FIG. 31 and FIG. 32 are diagrams illustrating an example of an address file described in the RSS format used for the example in FIG. 30.

[0370] FIG. 31 is an address file corresponding to “RSS 01” in FIG. 30. A region 541 and a region 542 in this drawing are regions where the same content as with the region 521 and region 522 in FIG. 29 are described respectively, and accordingly, detailed description thereof will be omitted.

[0371] With the example in FIG. 31, unlike the case of FIG. 29, a region 543 is provided. With the region 543, “<pubDate>Tue, 10 Jun 2003 09:00:00 GMT</pubDate>” is described. This represents that the corresponding address file was generated at nine o’clock Jun. 10 (Tuesday), 2003 (GMT (Greenwich Mean Time)).

[0372] Also, with the example in FIG. 31, unlike the case of FIG. 29, a region 544 is provided. With the region 544, “<skipHours>=<hour>-<hour><skipHours>” is described. This is a description relating to “skipHours” element stipulated as the RSS description format. The “skipHours” element is description for specifying a time zone for prohibiting crawl, and crawl is prohibited during a time zone corresponding to a numeric value described in a portion surrounded with “hour” tags. The case in FIG. 31 represents that no file is updated (crawled) during one hour from nine o’clock Jun. 10, 2003.

[0373] The reception device 41 receives the VCT and NRT-IT at point-in-time corresponding to the upper edge portion of the arrow S in FIG. 30, and determines a logical channel and a FLUTE session. Thus, the reception device 41 automatically obtains “FDT instance01” when nine o’clock comes, and based on this obtains the address file illustrated in FIG. 31. The reception device 41 which obtained the address file illustrated in FIG. 31 references a region corresponding to the region 502 (FIG. 28) in “FDT instance01” to obtain “Content file 01”. Subsequently, during one hour thereafter, i.e., until ten o’clock comes, “Content file 01” is not obtained. Also, the reception device 41 which obtained the address file illustrated in FIG. 31 automatically obtains (crawls) a content file after elapse of one hour from nine o’clock.

[0374] When ten o’clock comes, description of the FDT to be transmitted with the corresponding FLUTE session is modified. That is to say, when ten o’clock comes, “FDT instance02” is transmitted as a file of which the TOI is 0. “FDT instance02” is obtained by the reception device 41 regardless of description relating to the “skipHours” element. This is because the FDT is a file to be automatically obtained in the FLUTE session of the logical channel that the reception device 41 determines based on the VCT and NRT-IT.

[0375] Accordingly, the reception device 41 automatically obtains “FDT instance02” when ten o’clock comes. Also, as described above, when ten o’clock comes, the reception device 41 automatically performs processing for obtaining a content file based on the description content of the address file illustrated in FIG. 31. Obtaining of a file here is performed based on description relating to the “skipHours” element in FIG. 31.

[0376] That is to say, when ten o’clock comes, the reception device 41 also obtains the address file illustrated in FIG. 32 based on the description of “FDT instance02”. This is because the address file determined by “FDT instance02” is “RSS 02”.

[0377] FIG. 32 is the address file corresponding to “RSS 02” in FIG. 30. In FIG. 32, the description of the region 541, and the description of the region 542 are each the same as with the case in FIG. 31, and accordingly, detailed description thereof will be omitted.

[0378] In FIG. 32, with the region 543, “<pubDate>Tue, 10 Jun 2003 10:00:00 GMT</pubDate>” is described. This represents that the corresponding address file was generated at ten o’clock Jun. 10 (Tuesday), 2003 (GMT (Greenwich Mean Time)). With the region 544, “<skipHours>=<hour>-<hour><skipHours>” is described. This represents that no file is updated (crawled) during one hour from ten o’clock.

[0379] Accordingly, the reception device 41 which obtained the address file illustrated in FIG. 32 references the region corresponding to the region 502 (FIG. 28) in “FDT instance02” to obtain “Content file 02”. Subsequently, during one hour thereafter, i.e., until eleven o’clock comes, “Content file 02” is not obtained. Also, the reception device 41 which obtained the address file illustrated in FIG. 32 automatically obtains (crawls) a file after elapse of one hour from ten o’clock.

[0380] Accordingly, subsequently, the reception device 41 obtains “FDT instance02” regardless of description relating to the “skipHours” element. This is because the FDT is a file to be automatically obtained in the FLUTE session of the logical channel that the reception device 41 determines based on the VCT and NRT-IT.

[0381] Also, the reception device 41 which obtained the address file illustrated in FIG. 32 performs, as described above, when eleven o’clock comes, processing for automatically obtaining a content file based on the description content of the address file illustrated in FIG. 32. Obtaining of a file here is performed based on description relating to the “skipHours” element in FIG. 32.

[0382] That is to say, when eleven o’clock comes, the reception device 41 also obtains the address file illustrated in FIG. 32 based on the description of “FDT instance02”. This is because the address file determined by “FDT instance02” is “RSS 02”. Subsequently, the reception device 41 references the region corresponding to the region 502 (FIG. 28) in “FDT instance02” to obtain “Content file 02” again. In this case, consequently, the content file obtained at ten o’clock, and the content file obtained at eleven o’clock are the same content (“Content file 02”).
In this way, a new content can be transmitted and received at the reception device 41 without causing the reception device 41 to newly receive the VCT and NRT-IT. For example, an arrangement may be made wherein news flash is displayed on the display of the reception device 41 as an image of a web page, and the image is automatically updated with a predetermined time interval.

Specifically, for example, downloading of a content in step S16 in FIG. 10 or step S124 in FIG. 25 may be performed by a content file being obtained such as described above with reference to FIG. 30 through FIG. 32. That is to say, an arrangement may be made wherein an address file is determined based on the FDT, and files making up the corresponding content are obtained based on the address information described in the address file. Alternatively, downloading of a content may be performed by a content file being repeatedly obtained based on information for controlling a file obtaining time zone described in the address file thereof (e.g., description regarding the “skipHours” element).

Thus, a new NRT broadcast content can be transmitted, viewed, and listened to without generating the PSIP data including the VCT and NRT-IT. Accordingly, for example, with a broadcasting station or the like, each time a new NRT broadcast content is transmitted, there is no need to generate the PSIP data including the VCT and NRT-IT, whereby a more diversified broadcasting schedule can be scheduled.

Description has been made so far regarding an example in the event of using an address file described in the RSS format, but an address file described in the ATOM format may be employed.

With regard to the above examples, description has been made regarding an embodiment whereby Push-type NRT broadcasting can be realized using a method principally adapted to ATSC (Advanced Television Systems Committee) standard. However, for example, Push-type NRT broadcasting may be realized using a method adapted to ARIB (Association of Radio Industries and Businesses) standard.

In the event of NRT broadcasting of a method adapted to the ARIB standard, programs to be broadcasted are classified into a group.

Here, the groups are taken as a unit in the event of representing programs to be broadcasted in series together. Also, the groups are structured by being hierarchized, and for example, can be structured so that one group is taken as a parent group, and multiple child groups are included in the parent group thereof. The groups can be taken as a logical channel where physical channels are multiplexed, which will be described later.

Programs have generally the same meaning, and for example, multiple programs are included in one group.

In the event of NRT broadcasting of a method adapted to the ARIB standard, it is assumed that the user of the reception device 41 makes a viewing and listening contract of NRT broadcasting to pay its fee as a rule. That is to say, only a user who has paid his/her fee is allowed to view and listen to a program which is an object of this viewing and listening contract.

For example, an arrangement may be made wherein a file of image data or audio data or the like making up a program is encoded and broadcasted, and with the reception device 41 of the user who paid a fee, the license of a received program is obtained, and the file of this program is decoded.

In the event of NRT broadcasting of a method adapted to the ARIB standard, information such as the above group, program, license, and so forth is arranged so as to be transmitted as ECG meta data, and received by the reception device 41.

FIG. 33 is a diagram for describing a protocol stack in broadcast signals including an NRT broadcast of a method adapted to the ARIB standard. The NRT broadcasting of the method adapted to the ARIB standard is called satellite down-load broadcasting.

As illustrated in FIG. 33, the lowest hierarchy is taken as “physical layer”, and the frequency band of broadcast waves assigned for satellite down-load broadcasting corresponds to this. An upper hierarchy adjacent to “physical layer” is taken as “slot”. “slot” is taken as a time-division transmission band, and for example, 48 slots are assigned to one broadcast channel.

An upper hierarchy adjacent to “slot” is taken as “TLV (Type Length Value)”. With “TLV”, the packet of the upper hierarchy is divided into variable-length packets called TLV packets and transmitted, and the continuity of the TLV packets will be referred to as a TLV stream.

That is to say, signals to be transmitted in the transmission band corresponding to one broadcast channel are all transmitted by TLV packets having header information corresponding to the broadcast channel thereof, and so forth. In other words, in the event of NRT broadcasting of the method adapted to the ARIB standard, the transmission rate of a TLV stream is assigned for each physical channel (broadcast channel).

“IIP (Multicast)”, “Header compression IIP (Multicast)”, “TLV-NIT (Network Information Table)”, and “AMT (Address Map Table)” are described as upper hierarchies adjacent to “TLV”. “IIP (Multicast)” is taken as an IP packet in a Multicast form. “Header compression IIP (Multicast)” is to eliminate transmission overhead by compressing the header of an IP packet. For example, this is taken as an IP packet to which header information is appended, which corresponds to a protocol wherein instead of transmitting all of the header information of all the packets, a full-header packet is transmitted in an intermittent manner, and with other packets, the headers are replaced with a compressed header and transmitted, and the header information is restored on the reception side.

“TLV-NIT (Network Information Table)” and “AMT (Address Map Table)” are taken as hierarchies wherein information used for identifying an identifier appended to a TLV packet is transmitted based on an IP address, a port number, and so forth. With “TLV-NIT” and “AMT”, the multiplexed state of TLV packets and so forth such as a list of a multicast group of multiplexed IP packets, or the like are described. The reception device 41 references “TLV-NIT” and “AMT” to determine an identifier appended to a TLV packet, whereby a target IP packet can be extracted.

An upper hierarchy adjacent to “IIP (Multicast)”, “Header compression IIP (Multicast)” is taken as “UDP”, and “Data transmission protocol” is displayed as an upper hierarchy thereof. “Data transmission protocol” is taken as a hierarchy corresponding to a predetermined protocol for transmitting a file in which “ECG meta data” and “TSS” are stored. Based on this data transmission protocol, a later-described download header will be generated.

“TSS (Timestamped TS)” is a hierarchy where encoded image data, audio data and so forth are divided into
fixed-length transport packets (TS packets), and a packet obtained by adding timestamp information to a predetermined position of a TS packet is transmitted. “Video Coding (encoded image data)”, “Audio Coding (encoded audio data)”, and “Caption Coding (encoded caption data)”, are described as upper hierarchies adjacent to “TSS”.

0402] “ECG meta data” is taken as a hierarchy where data making up later-described ECG meta data is divided into fixed-length packets, and transmitted.

0403] With a “TSS” hierarchical packet, or “ECG meta data” hierarchical packet, attribute information such as identification information, an encoding system, a block number, and so forth of a file to be stored is added thereto as a download header, which is taken as the payload of a UDP packet.

0404] In this way, with satellite broadcast, broadcast that is NRT broadcasting of the method adapted to the ARIB standard, one broadcast channel (as if it were, physical channel) having a transmission band corresponding to the transmission rate of a TLV packet of “TLV” can be multiplexed into multiple logical channels called a group.

0405] Information regarding each of such logical channels is described in a group attribute table that is control information regarding a logical channel (group) to be generated for each broadcast channel, and a purchase attribute table that is control information corresponding to a user’s viewing and listening contract. The group attribute table and purchase attribute table are each information included in the ECG meta data, and details will be described later.

0406] Based on the group attribute table and purchase attribute table, “Group ID” that is the identifier of a group included in a program to be downloaded is determined, and based on “Group ID”, “CRID” that is the identifier of the program is determined. Subsequently, based on “CRID”, the IP address and port number of an IP packet to be received are determined. Further, an identifier appended to a TLV packet is determined by referencing “TLV-NIT” and “AMT”, and a target IP packet is extracted.

0407] Note that a predetermined IP address and port number are arranged to be appended to an IP packet in which the ECG meta data is stored. The IP address and port number of the ECG meta data is stored in the reception device 41 beforehand.

0408] That is to say, the reception device 41 determines an identifier appended to the TLV packet by referencing “TLV-NIT” and “AMT” on the already stored IP address and port number, whereby an IP packet of the ECG meta data can be extracted. Based on the group attribute table and purchase attribute table thus obtained, as described above, “Group ID” that is the identifier of a group in which the program to be downloaded is determined.

0409] Next, the ECG meta data will be described. The ECG meta data includes the group attribute table, program attribute table, program location table, purchase attribute table, license attribute table, and download control information table.

0410] FIG. 34 is a diagram illustrating an example of the group attribute table (Group Information) used for the present invention. The group attribute table is generated for each group. In the event of NRT broadcasting of the method adapted to the ARIB standard, the reception device 41 which receives a Push-type NRT broadcast is configured so as to receive all of the programs included in the group corresponding to the Push-type NRT broadcast thereof.

0411] With the example in this drawing, “Group ID”, “Group type”, “Number of groups/programs”, “Parent group ID”, “Title name”, “Outline”, “Genre”, “Keyword”, “Title media”, and so forth are described in the group attribute table.

0412] “Group ID” is taken as an identifier for determining the corresponding group.

0413] With “Group type”, for example, sales conditions of a program belonging to the corresponding group, and so forth are described. For example, in the event that the program belonging to this group is a series broadcast ten times, information representing whether this program is a program sold as a set of ten, or a program sold by each time, is described.

0414] Also, with “Group type”, information representing whether or not the program belonging to the corresponding group is a Push-type NRT broadcast program, is described. In the event of NRT broadcasting of the method adapted to the ARIB standard, the Push-type NRT broadcasting and the Pull-type NRT broadcasting differ not in the download method, but in a data storing method after downloading.

0415] That is to say, in the event of NRT broadcasting of the method adapted to the ARIB standard, the downloaded program data is recorded in a recording medium in a manner correlated with “group ID” and “group type”. In the event of NRT broadcasting of the method adapted to the ARIB standard, for example, data obtained by downloading a Push-type NRT broadcast program is arranged to be overwritten when another program belonging to the same group is downloaded. On the other hand, when data obtained by downloading a Pull-type NRT broadcast program, such overwriting is not performed.

0416] That is to say, the reception device 41 determines whether or not the data of a newly downloaded program is overwritten and recorded, based on “Group ID” and “Group type”. Thus, in the event that the user has made a Push-type NRT broadcast viewing and listening contract, hereafter, the data of the program will be automatically overwritten and recorded in a recording medium of the reception device 41.

0417] Thus, for example, the user who made a Push-type NRT broadcast viewing and listening contract of “Weather forecast” can view and listen to the latest forecast all the time.

0418] With “Number of groups/programs”, the number of groups (child groups) belonging to the corresponding group, and programs belonging to the corresponding group are described.

0419] With “Parent group ID”, in the event that there is a parent group of the corresponding group, “Group ID” of the parent group thereof is described.

0420] With “Outline”, “Genre”, and “Keyword”, the title, outline, genre, and keyword of the corresponding group are described, respectively.

0421] With “Title media”, for example, the thumbnail image data of a program belonging to the corresponding group is appended.

0422] The group attribute table is thus structured.

0423] FIG. 35 is a diagram illustrating an example of the program attribute table (Program Information) used for the present invention. The program attribute table is generated for each program.

0424] With the example in this drawing, “CRID (Contents Reference ID)”, “Group ID”, “AV attribute”, “Title name”, “Outline”, “Genre”, “Keyword”, “Title media”, and so forth are described in the program attribute table.

0425] “CRID” is taken as an identifier for determining the corresponding program.
With "Group ID", "Group ID" of a group to which the corresponding program belongs is described.

With "AV attribute", for example, information representing whether or not the corresponding program is a program with captions, and so forth are described.

With "Title name", "Outline", "Genre", and "Keyword", the title, outline, genre, and keyword of the corresponding group are described, respectively.

With "Title media", for example, the thumbnail image data of a program belonging to the corresponding group is appended.

The group attribute table is thus structured.

FIG. 36 is a diagram illustrating an example of the purchase attribute table (Purchase Information). With the example in this drawing, "Purchase ID", "Group ID/program ID", "Fee", and so forth are described in the purchase attribute table. The purchase attribute table is generated for each viewing and listening contract of a group or program (content).

"Purchase ID" is taken as an identifier for determining the corresponding viewing and listening contract.

With "Group ID/program ID", with regard to a group or program which is an object of the corresponding viewing and listening contract, "Group ID" and "Program ID (i.e., CRID)" are described.

With "Fee", fee to be paid along with an NRT broadcast viewing and listening contract is described.

The purchase attribute table is thus structured.

FIG. 37 is a diagram illustrating an example of the license attribute table (License Information). With the example in this drawing, "License ID", "CRID", "Purchase ID", "Utilization conditions", and so forth are described in the license attribute table. The license attribute table is generated for each viewing and listening contract of a program (content).

"License ID" is the identifier of a license corresponding to the corresponding viewing and listening contract, and is also, for example, the address information of a storage region in which a key for decoding an encoded program file is stored.

For example, the reception device 41 which obtained "License ID" accesses a broadcasting station server or the like to be connected via a network based on the address thereof. That is to say, the above address is for determining a predetermined storage region of the broadcasting station server, and a key for decoding the file of an encoded program is stored in the storage region thereof.

The reception device 41 transmits "Purchase ID" and own identification information and so forth to receive authentication of the server at the time of accessing the broadcasting station server, for example. In the event of succeeding in authentication, the reception device 41 is configured so as to obtain the key for decoding the file from the server.

With "CRID", the "CRID" of a program that can be viewed and listened to according to the corresponding viewing and listening contract, is described.

With "Purchase ID", the "Purchase ID" of a viewing and listening contract corresponding to the corresponding license is described.

With "Utilization conditions", information representing the number of decodable times of the file of a program according to the corresponding license (the number of playable times of a content) and so forth is described.

The license attribute table is thus structured.
by determining a broadcasting schedule described in the download control information. Thus, for example, the downloading schedule of an NRT broadcast program is stored in the internal memory of the controller 409.

[0458] The reception device 41 downloads a file making up the program in accordance with the downloading schedule, and determines an address where the decoding key is stored, using the license ID described in the license attribute table obtained based on “Purchase ID”. Subsequently, the reception device 41 accesses the above address via a network to obtain the decoding key, and decodes and plays the encoded file, for example.

[0459] In this way, Push-type NRT broadcasting may be realized using the method adapted to the Arib standard.

[0460] Next, description will be made regarding NRT broadcast reception processing in the event that an NRT broadcast is received at the reception device 41 using the method adapted to the Arib standard, with reference to the flowchart in FIG. 40.

[0461] In step S201, the reception device 41 obtains the ECG meta data. At this time, the reception device 41 references “TLV-NIT” and “AMT” based on the already stored IP address and port number, thereby determining the identifier appended to the TLV packet. Subsequently, the reception device 41 extracts the IP packet of the ECG meta data from the determined TLV packet, thereby obtaining the ECG meta data.

[0462] In step S202, the reception device 41 determines “Group ID”. At this time, the reception device 41 obtains the purchase attribute table, license attribute table, and program location table included in the ECG meta data, based on the stored “Purchase ID”. Subsequently, the reception device 41 determines “Group ID” included in the purchase attribute table.

[0463] In step S203, the reception device 41 obtains the group attribute table based on “Group ID” determined in the processing in step S202, and determines “Group type” thereof.

[0464] In step S204, the reception device 41 generates a downloading schedule. At this time, the reception device 41 obtains the download control information based on the URL described in the program location table obtained along with the processing in step S202. The reception device 41 determines the broadcasting schedule described in the download control information, thereby determining the broadcasting start point-in-time and broadcasting end point-in-time, broadcast channel, IP address, port number, and so forth of the program. Thus, for example, the downloading schedule of an NRT broadcast program is stored in the internal memory of the controller 409, or the like, for example.

[0465] In step S205, the reception device 41 downloads the data of the program based on the downloading schedule generated in the processing in step S204.

[0466] In step S206, the reception device 41 correlates the data of the program downloaded in the processing in step S205 with “Group ID” and “Group type” determined in the processing in step S202 and step S203.

[0467] In step S207, the reception device 41 determines whether or not the program downloaded in the processing in step S205 is a Push-type NRT broadcast program. At this time, based on “Group type” correlated in the processing in step S206, determination is made whether or not this program is a Push-type NRT broadcast program.

[0468] In the event that determination is made in step S207 that the program downloaded in the processing in step S205 is a Push-type NRT broadcast program, the processing proceeds to step S208.

[0469] In step S208, the reception device 41 overwrites and records the data of the program.

[0470] On the other hand, in the event that determination is made in step S207 that the program downloaded in the processing in step S205 is not a Push-type NRT broadcast program, the processing proceeds to step S209.

[0471] In step S209, the reception device 41 does not overwrite but records the data of the program.

[0472] That is to say, in step S208 or step S209, the data of the downloaded program is recorded in the recording medium in a manner correlated with “Group ID” and “Group type”.

[0473] Here, the data obtained by downloading the Push-type NRT broadcast program is arranged to be overwritten when another program belonging to the same group is downloaded (processing in step S208). For example, the data of previously recorded program, which is the data of a program correlated with the same “Group ID” and “Group ID” determined in the processing in step S202, is overwritten with the data of the program downloaded in the processing in step S205. On the other hand, when the data obtained by downloading a Pull-type NRT broadcast program, the above overwriting is not performed (processing in step S209).

[0474] That is to say, the reception device 41 is configured so as to determine whether or not the data of a newly downloaded program is overwritten and recorded, based on “Group ID” and “Group type” (processing in step S207). Thus, in the event that the user has made a Push-type NRT broadcast viewing and listening contract, hereafter, the data of the program is automatically overwritten and recorded in the recording medium of the reception device 41.

[0475] Note that the above series of processing may be executed by hardware, or may be executed by software. In the event that the above series of processing is executed by software, a program making up the software thereof is installed from a network or recording medium into a computer embedded in dedicated hardware. Also, this program is installed from a network or recording medium into a general-purpose personal computer 700 illustrated in FIG. 41, for example, which is capable of executing various types of functions by installing various types of programs.

[0476] In FIG. 41, a CPU (Central Processing Unit) 701 executes various types of processing in accordance with a program stored in ROM (Read Only Memory) 702, or a program loaded from a storage unit 708 to RAM (Random Access Memory) 703. Data necessary for the CPU 701 executing various types of processing, and so forth are also stored in the RAM 703 as appropriate.

[0477] The CPU 701, ROM 702, and RAM 703 are mutually connected via a bus 704. This bus 704 is also connected with an input/output interface 705.

[0478] The input/output interface 705 is connected with an input unit 706 made up of a keyboard, a mouse, and so forth, a display made up of an LCD (Liquid Crystal display) and so forth, and an output unit 707 made up of a speaker and so forth. Also, the input/output interface 705 is connected with a storage unit 708 configured of a hard disk and so forth, and a communication unit 709 configured of a modem, a network interface card such as a LAN card or the like, and so forth. The communication unit 709 performs communication processing via a network including the Internet.
The input/output interface 705 is also connected with a drive 710 according to need, on which a removable medium 711 such as a magnetic disk, optical disc, magneto-optical disk, semiconductor memory, or the like is mounted as appropriate. Subsequently, a computer program read out from the removable medium thereof is installed into the storage unit 708 according to need.

In the event of executing the above series of processing by software, a program making up the software thereof is installed from a network such as the Internet or the like, or a recording medium made up of the removable medium 711.

Note that this recording medium includes not only a recording medium configured of the removable medium 711 made up of a magnetic disk (including floppy disk (registered trademark)), optical disc (including CD-ROM (Compact Disk-Read Only Memory), DVD (Digital Versatile Disk)), magneto-optical disk (including MD (Mini-Disk) (registered trademark)), semiconductor memory, or the like, in which the program is recorded, illustrated in FIG. 41, which is distributed for distributing the program to a user, separate from a device main frame, but also a recording medium made up of a ROM 702, or a hard disk included in the storage unit 708, or the like, in which the program is recorded, which is distributed to a user in a state embedded in the device main frame beforehand.

Note that the series of processing described above in the present Specification include not only processing to be performed in a time-oriented manner along the described sequence but also processing to be executed in parallel or individually even though not necessarily to be executed in a time-oriented manner.

Also, embodiments of the present invention are not restricted to the above embodiments, and various modifications may be made without departing from the essence of the present invention.

REFERENCE SIGNS LIST

1 broadcasting system, 21 transmission device, 41 reception device, 401 terminal, 402 tuner, 403 TS Demux, 404 video decoder, 405 audio decoder, 406 file container Demux, 407 FLUTE processor, 408 storage, 409 controller, 410 terminal, 411 terminal

1.-13. (canceled)

14. A contents transmission device comprising:

contents information obtaining means configured to obtain information relating to a content to be broadcasted with a transmission rate unsynchronized with a playback rate, from a broadcasting schedule created beforehand;

determining means configured to determine whether or not said content is a content of a Push-type service for receiving a content to be viewed and listened to regardless of a user request;

first control information generating means configured to describe, in the event that said content is a content of said Push-type service, information representing that said content is a content of said Push-type service, along with information relating to said content, in first control information generated as information relating to a content to be broadcasted by a predetermined logical channel;

second control information generating means configured to generate second control information describing information for determining each of said logical channels in a physical channel serving as a transmission path of a broadcast wave signal of a predetermined frequency band;

multiplexing means configured to multiplex said first control information and said second control information with the data of said content, and also to multiplex data to be broadcasted by a plurality of said logical channels as data to be broadcasted by a single physical channel;

and broadcast wave transmission means configured to modulate said multiplexed data to transmit as a broadcast wave.

15. A contents transmission method comprising the steps of:

obtaining information relating to a content to be broadcasted with a transmission rate unsynchronized with a playback rate, from a broadcasting schedule created beforehand;

determining whether or not said content is a content of a Push-type service for receiving a content to be viewed and listened to regardless of a user request;

describing, in the event that said content is a content of said Push-type service, information representing that said content is a content of said Push-type service, along with information relating to said content, in first control information generated as information relating to a content to be broadcasted by a predetermined logical channel;

generating second control information describing information for determining each of said logical channels in a physical channel serving as a transmission path of a broadcast wave signal of a predetermined frequency band;

multiplexing said first control information and said second control information with the data of said content, and also multiplexing data to be broadcasted by a plurality of said logical channels as data to be broadcasted by a single physical channel; and

modulating said multiplexed data to transmit as a broadcast wave.

16. A program causing a computer to serve as a contents transmission device comprising:

contents information obtaining means configured to obtain information relating to a content to be broadcasted with a transmission rate unsynchronized with a playback rate, from a broadcasting schedule created beforehand;

determining means configured to determine whether or not said content is a content of a Push-type service for receiving a content to be viewed and listened to regardless of a user request;

first control information generating means for describing, in the event that said content is a content of said Push-type service, information representing that said content is a content of said Push-type service, along with information relating to said content, in first control information generated as information relating to a content to be broadcasted by a predetermined logical channel;

second control information generating means configured to generate second control information describing information for determining each of said logical channels in a physical channel serving as a transmission path of a broadcast wave signal of a predetermined frequency band;

multiplexing means configured to multiplex said first control information and said second control information...
with the data of said content, and also to multiplex data to be broadcasted by a plurality of said logical channels as data to be broadcasted by a single physical channel; and broadcast wave transmission means configured to modulate said multiplexed data to transmit as a broadcast wave.

17. (canceled)

* * * * *