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To all, whon it inval/ concern: 
Beit known that we, MICHELMICHELS and 

JOSEPH PAULY, citizens of the United States 
of America, residing at Chicago, in the county 
of Cook and State of Illinois, have invented 
certain new and useful Improvelments in 
Locks, of which the following is a specifica 
tion, reference being had therein to the ac 
companying drawings. 
This invention relates to locks, and more 

particularly to a secret and alarm lock. 
The object of the invention is to provide a 

lock of simple, inexpensive, and durable con 
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struction that requires a special knowledge 
of the manner of its operation to lock, and un 
lock it, and one that will cause an alarm to 
be sounded in the locking and unlocking Op 
erations and when unauthorized perSons at 
tempt to operate it, 
The invention consists in the details of con 

struction and combinations of parts herein 
after fully described, and pointed out in the 
appended claims. 
In the accompanying drawings, illustrating 

our invention, Figure 1 is a face view of the 
lock with the front plate removed and the bolt 
shot. Fig.2 is a similar view with the bolt re 
tracted, and Figs. 3 and 4 are vertical trans 
verse sections illustrating in different posi 
tions the devices for Securing the bolt When 
advanced. 

Referring to said drawings, A indicates the 
lock-casing comprising front and rear plates 
a and a? and the rectangular frame C, having 
face-plate C. 

Bindicates, as a whole, a spling-latch of fa 
miliar construction. 
C indicates a sliding bolt located in an ap 

erture in the face-plate a and provided with 
a shank C, having a sliding connection with 
guides cc, secured to the rear plate C. The 
said shank is provided with two shoulders c' 
c', which are located on either side of and en 
gage with a transverse shaftD, (hereinafter 
referred to,) by means of which the extent of 
movement of said bolt and shank is limited. 
A' indicates the key-hole of the lock, and A 

a key located therein. In Fig. 2 the bolt is 
shown retracted with the key ready to shoot 
the same, and in Fig. 1 the bolt is shown shot 
and the key in the position it will assume as 

Soon as the bolt is advanced. For the pur 
pose of shooting said bolt the shank is pro 
vided with a downwardly-projecting shoulder 
C, which is engaged and advanced by the bit 
of the key. Before shooting the bolt, how 
ever, the bit of the key lifts the tumbler E, 
that engages with a notch c in the upper face 
of the shank. The said tumbler E is carried 
by a Spring-arm E, that serves to hold it in en 
gagement with the notch c. The said spring 
arm E' is secured to a pine upon the rear 
plate and is provided with a downwardly-pro 
jecting fingere', located in the path of the bit 
of the key. After the boltis shot and the key 
is turned farther it allows the fingere' to de 
scend under the influence of the spring-arm 
E", whereby the tumbler E will engage with 
another notch C in the shank C. The key 
can then be turned farther and removed. 
The parts of the lock will then be in the posi 
tion shown in Fig. 1, except that the swing 
ing detent C° will be in the position shown in 
dotted lines. If a person unacquainted with 
the working of the lock should try to un 
lock the same or retract the bolt, the key 
would undoubtedly be turned from left to 
right on top and would simply clear the shoul 
der C° of the shank, lift the finger e' of the 
spring-arm E and press back the detent C°, 
which is held by a spring a', as shown in Fig. 
1. In turning the key as above described, 
however, the bit engages the lower armf of 
a lever F, pivoted to the front plate a. The 
other arm f of this lever F engages a pro 
jection f on the spring-arm F of the ham 
merf, So that as the bit of the key turns the 
lever F on its pivot the lammer is drawn back 
and is then thrown against the bell F. An 
alarm is thus Sounded and shows that some 
One is attempting to retract the bolt. If the 
key is now turned in an opposite direction, it 
will pass by the detent C° and finger e' and 
will again engage the lower armf of the le 
ver and ring the bell again in an obvious man 
ner. It will thus be seen that the key can 
be turned in either direction without moving 
the bolt. A Spring f, Secured to the face 
plate, Serves to limit the movement of the 
arm f of the lever on One side of the projec 
tion f, while a spring g, secured to a post G, 
limits its movement on the other side. 
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The detent C is pivoted to the shank near 
its rear end and is the means by which the 
bolt is retracted. Said detent is provided on 
its face end with a projection c. The detent 
is shown in dotted lines in Fig. 1 in the posi 
tion it will assume when the bolt is shot. To 
retract the bolt, the key is turned in the same 
direction in which to shoot the bolt, but only 
to the position shown in Fig. 1. In turning 
the key into this position its bit will engage 
the detent and carry it to the position shown 
in full lines, whereupon the detent will fall 
down until the projection cengages with the 
said bit, as shown in Fig. 1. The said bit also 
lifts the finger e' and removes the tumbler 
from notch c", so that by turning the key 
back the bolt will be retracted. The bit will 
engage the detent until the bolt is retracted, 
as shown in Fig. 2, said bit and detent being 
shown in dotted lines. When the key is 
turned farther, the detent is released and is 
thrown against the bell F by the spring a', 
against which it is retracted, as shown in 
dotted lines in Fig. 2. The detent thus 
sounds an alarm and then falls back to the 
position shown in full lines in Fig. 2. De 
vices are also provided by means of which 
the bolt can be locked when it is shot, so that 
it cannot be retracted even by the key, and 
comprise, broadly, a locking-pin G', that en 
gages with an opening or recess c' in the 
shank C when the bolt is shot. The said 
locking-pin G' slides back and forth through 
an opening g’ in the post G, and is located to 
engage said opening or recess c' in the shank 
when the bolt is shot. The rear end of said 
locking-pin projects through the post G and 
is acted upon by a spring g, which serves to 
press its other end into said recess or open 
ing. The shaft D is supported in bearings in 
the front and rear plates and the post G, and 
carries a cam d, engaging with a finger or 
projection g in the locking-pin, so that by 
turning the shaftD the locking-pin can be re 
tracted or allowed to enter the opening c, as 
shown in Figs. 3 and 4. 
G* indicates a spring-arm carrying a ham 

merg'. This said spring-arm G* is acted 
upon by a wiper-wheel d', mounted upon the 
shaft D, so that as said shaft is turned the 
wiper-wheel alternately retracts and allows 
the hammer to strike the bell F. By this 
construction an alarm will also be given when 
the shaft D is turned to retract the locking 

pin G', so that an unauthorized person would 
be detected when interfering with the lock. 
We claim as our invention 
1. A lock having an alarm mechanism com 

prising a bell, a hammer carried by a spring 
arm, a projection located on said spring-arm 
between its ends, and a pivoted lever having 
one arm located to engage said projection and 
the other arm located in the path of the bit 
of the key, that when the bit turns said lever 
on its pivot said lever will engage the pro 
jection on the spring-arm and push back said 
spring-arm and then allow it to spring for 
Ward and throw the hammer against the bell. 

2. A lock having an alarm mechanism com 
prising a bell, a hammer carried by a Spring 
arm, a projection on said arm, a pivoted lever 
having one arm located to engage said pro 
jection and the other arm located in the path 
of the bit of the key, and springs g and f', 
engaging said lever and serving to hold it in 
engagement with the said projection. 

3. A lock comprising a bolt, a detent piv 
oted thereto and located in the path of the bit 
of the key, and a spring acting upon said de 
tent and serving to throw it against a bell or 
similar alarm mechanism. 

4. A lock comprising a bolt, a locking-pin, 
a shaft having a calm engaging and operating 
said pin, a wiper-wheel on said shaft, and a 
spring-arm located in engagement with said 
wiper-wheel, said spring-arm carrying a ham 
mer which sounds an alarm. 

5. A lock comprising a bolt having a shank 
provided with shoulders c', a locking-pin for 
holding said bolt immovable, a shaft for op 
erating said locking -pin, said shaft being 
mounted in bearings on the lock-casing and 
located between said shoulders on the shank 
to limit the movement of said bolt in being 
retracted and being shot. 

6. A lock comprising a bolt, a post G, located 
adjacent thereto, alocking-pin upon said post, 
a spring g, engaging said locking-pin, a lug 
upon said locking-pin, and a calm engaging 
said lug and carried by a shaft located in 
bearings on the iock-casing. 
In testimony whereof weaffix our signatures 

in presence of two witnesses. 
MICHEI MICHELS. 
JOSEPH PAULY. 

Witnesses: 
WM. H. LOTZ, 
HARRY COBB KENNEDY. 
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