Title: BLADE AND BEARING ASSEMBLY

Abstract: A blade and bearing assembly for a jug having a lower aperture defined by a throat. The assembly comprising: a head element and a base element; a shaft being rotatable mounted within the assembly, the shaft passing though the head element for receiving a blade element; wherein, in use, the head element and the base element are brought into clamping engagement with respect to the jug for retaining the assembly in the throat of the jug.

FIG. 2
BLADE AND BEARING ASSEMBLY

FIELD OF THE INVENTION

The invention relates to food and beverage blenders and more particularly to the blade and bearing assembly of a removable blender jug.

The invention has been developed primarily as a blade and bearing assembly of a removable blender jug and will be described hereinafter with reference to this application. However, it will be appreciated that the invention is not limited to this particular field of use.

BACKGROUND OF THE INVENTION

Any discussion of the prior art throughout the specification should in no way be considered as an admission that such prior art is widely known or forms part of the common general knowledge in the field.

Food and beverage blenders are commonly used in homes and commercial establishments. Typically, a blender comprises a base within which is a motor. An external female coupling of the motor cooperates with a male coupling located on an underside of the blender jug. When the jug is properly seated on the blender, the couplings cooperate so that the motor can turn the blades that are located within the jug. The blades are associated with a shaft that extends between the jug's male coupling and the blades. The shaft must be supported for rapid and reliable rotating motion by bearings or bushings.
OBJECTS OF THE INVENTION

It is an object of the present invention to overcome or ameliorate at least one of the disadvantages of the prior art, or to provide a useful alternative.

It is an object of the invention in a preferred form to provide a blade and bearing assembly that can be assembled with a cooperating jug. In preferred embodiments, the bearing and blade assembly is not removable by a normal domestic user.

SUMMARY OF THE INVENTION

According to an aspect of the invention there is provided a blade and bearing assembly for a jug having a lower aperture defined by a throat, the assembly comprising:

- a head element and a base element;
- a shaft being rotatable mounted within the assembly, the shaft passing though the head element for receiving a blade element;
- wherein, in use, the head element and the base element are brought into clamping engagement with respect to the jug for retaining the assembly in the throat of the jug.

Preferably, releasing the base element from clamping engagement with respect to the jug, thereby enabling the assembly to be removed from the jug.

Preferably, one or more fasteners couple the head element and the base element together; wherein, in use, tightening the fasteners brings the head element and the base element into clamping engagement with respect to the jug.
Preferably, the assembly further includes a bearing set supported within the assembly; wherein the bearing set rotatably supporting the shaft. More preferably, the bearing set is supported within the assembly by an upper bearing seat and a lower bearing seat. Most preferably, the bearing set is retained with respect to the shaft by a bearing fastener element. Releasing the base element from clamping engagement with respect to the jug, preferably enables access to the bearing set and bearing seats.

 Preferably, the shaft passes though the base element for receiving a coupling component.

 Preferably, the head element has an upper surface portion for improving sealing engagement with an upper seal. More preferably, the upper surface portion is in the form of a metallic plate. Most preferably, the upper seal is secured between the blade element and the upper surface portion.

 Preferably, the base element is a rigid base element.

 Preferably, the head element is a blade holder head element.

**BRIEF DESCRIPTION OF THE DRAWING FIGURES**

In order that the invention be better understood, reference is now made to the following drawing figures in which:

FIG. 1 is a side elevation, partially sectioned to reveal a blade and bearing assembly;

FIG. 2 is a close up view of the blade and bearing assembly depicted in FIG. 1;

FIG. 3 is a cross section view of a blade holder; and

FIG. 4 is a perspective view, cross sectioned, of a seal.
BEST MODE AND OTHER EMBODIMENTS

As shown in FIG. 1, a removable blender jug 10 comprises a glass or polymeric vessel 11 with an optional handle 12. In this example, the lower extent of the vessel 13 is bowl shaped. It may however have any practical shape. The lowermost portion of the vessel comprises an opening defined by a throat 14. A blade and bearing assembly 15 extends through the throat 14. The blade and bearing assembly 15 further comprises a male coupling component 16 that extends below the blade and is adapted to cooperate with a rotating female coupling that is driven by the blender's motor. Rotation of the coupling 16 is transmitted to the blades 17 by a central shaft 18.

As shown in FIG. 2, the blade and bearing assembly 15, further comprises a blade holder 20. The blade holder 20 has an upper and slightly enlarged head 21 that abuts against a circumferential seal 22. The seal 22 prevents fluid from escaping into the area between the outer edge of the head 23 and the circumferential shoulder 24 that surrounds the upper extent of the throat. The blade holder 20 also has a hub portion 25 that extends below the head 21. The hub or body portion 25 has openings 26 for receiving fasteners 27 that extend into the hub from below. The fasteners, for example, pan head fasteners 27 extend through a metal or rigid bearing plate 28. The bearing plate 28 abuts against a lower surface 29 of the throat 14. To better locate and stabilise the bearing plate 28, the lower surface of the throat is provided with a circumferential rib 30, within which the bearing plate 28 is seated. An O-ring or seal 31 is located close to the rib 30 and between the bearing plate 28 and the throat 14. Accordingly, the fasteners 27, when tightened, clamp the blade holder into the area of the throat 14 and prevent it from being withdrawn
unless the fasteners 27 and bearing plate 28 are removed. Under normal circumstances, this will be done by a technician or a repair person and not by the end user. In preferred embodiments, the head 21 is covered and protected by a blade holder plate fabricated from sheet metal.

As shown in FIG. 3, the blade holder plate 40 covers the entirety of the upper surface of the blade holder. Further, the blade holder plate comprises a vertical wall or bore 42 through which protrudes the shaft 18. The blade holder plate 40 also wraps around the upper edge 41 of the head 21, also covering the outer peripheral edge 42 of the head. In preferred embodiments, the blade holder plate 40 also comprises an inwardly directed or horizontal rim 43 that is essentially embedded in a circumferential slot in the head by the process of over moulding. That is, the metallic blade holder plate is inserted into the mould in which the blade holder is formed. The moulding process permanently bonds the blade holder plate 40 to the blade holder 20. The integration of these parts reduces noise and vibration, is simpler and more hygienic than some assemblies, having few gaps in which to trap food.

With reference to FIG. 2 and FIG. 4, it can be seen that the central shaft 18 comprises an upper threaded portion 45 that cooperates with a blade nut 46 clamps the blades against a circumferential shoulder 47 formed on the shaft 18.

A toroidal or other spacer 48 is interposed between the lowermost blade 49 and the upper V-seal 50. The upper V-seal 50 comprises a horizontal flange with a central opening 51 and a tapered wiper portion 52. The tip of the wiper portion 52 seals against the metallic blade holder plate 40. The shaft 18 is
supported for rotation by a bearing set 60. The bearing set 60 is supported within the blade holder hub by an upper bearing seat 61 and a lower bearing seat 62. In cross section, the lower bearing seat 62 is essentially "L" shaped. The upper bearing seat 61 is also essentially "L" shaped but also includes an integral "Y" seal 63. The integral "Y" seal 63 has a tapered wiper portion that impinges on the outer surface of the shaft 18 and further prevents liquids from contacting the bearing set 60. Combining the upper bearing seat with the "Y" seal 63 reduces cost, is compact and simplifies assembly. The bearing set 60 is retained by a circlip (or other fastener) that is retained in a circumferential groove in the shaft 18. The male coupling component 16 is retained on a lower extent of the shaft by a threaded fastener 72. In preferred embodiments, a "V" seal 73 is interposed between an upper surface of the male coupling 16 and the bearing plate 28.

As shown in FIG. 4, the upper bearing seat 61 includes an integral "Y" seal 63 having a tapering seal rim 63a whose inner tip 64b makes sealing contact with an outer surface of a shaft 18. The upper bearing seat 61 also comprises a vertically extending lip 80 that engages with a recess formed in the underside of the head 21 of the blade holder 20. The integration of the seal and the bearing seat has manufacturing advantages relating to cost and reworking of problematic assemblies.

In an embodiment, it will be appreciated that, the blade and bearing assembly is located within the opening defined by a throat 14 of a jug 10, and the jug is clamped between a head element 21 and a base element 28. By way of example only, fasteners 27, when tightened, clamp the assembly into the area of the throat 14. The assembly, includes a bearing set 60 located between the
head element 21 and the base element 28 for supporting rotation of the shaft 18. The shaft being received though the head element and the base element. The head element 21 can, by way of example, include an upper surface portion for improving sealing engagement with an upper "V" seal 50. The upper surface portion is typically in the form of a metallic plate 40. A bearing set 60 is supported within the blade holder hub by an upper bearing seat 61 and a lower bearing seat 62. The bearing set 60 is retained with respect to the shaft by a bearing fastener.

It will be further appreciated that, by removing the base element: the blade and bearing assembly can be removed; and/or access can be made to the bearing set and/or bearing seats.

It will be appreciated that a disclosed embodiment provides a useful alternative blade and bearing assembly. It will be further appreciated that a disclosed embodiment provides a blade and bearing assembly that can be assembled with a cooperating jug.

While the present invention has been disclosed with reference to particular conventional details of construction, these should be understood as having been provided by way of example and not as limitations to the scope of the invention.

Although the invention has been described with reference to specific examples, it will be appreciated by those skilled in the art that the invention may be embodied in many other forms.
Reference throughout this specification to "one embodiment" or "an embodiment" means that a particular feature, structure or characteristic described in connection with the embodiment is included in at least one embodiment of the present invention. Thus, appearances of the phrases "in one embodiment" or "in an embodiment" in various places throughout this specification are not necessarily all referring to the same embodiment, but may. Furthermore, the particular features, structures or characteristics may be combined in any suitable manner, as would be apparent to one of ordinary skill in the art from this disclosure, in one or more embodiments.

In the claims below and the description herein, any one of the terms comprising, comprised of or which comprises is an open term that means including at least the elements/features that follow, but not excluding others. Thus, the term comprising, when used in the claims, should not be interpreted as being limitative to the means or elements or steps listed thereafter. For example, the scope of the expression a device comprising A and B should not be limited to devices consisting only of elements A and B. Any one of the terms including or which includes or that includes as used herein is also an open term that also means including at least the elements/features that follow the term, but not excluding others. Thus, including is synonymous with and means comprising.

Similarly, it is to be noticed that the term coupled, when used in the claims, should not be interpreted as being limitative to direct connections only. The terms "coupled" and "connected", along with their derivatives, may be used. It should be understood that these terms are not intended as synonyms for each other. Thus, the scope of the expression a device A coupled to a device B"
should not be limited to devices or systems wherein an output of device A is
directly connected to an input of device B. It means that there exists a path
between an output of A and an input of B which may be a path including other
devices or means. "Coupled" may mean that two or more elements are either
in direct physical, or that two or more elements are not in direct contact with
each other but yet still co-operate or interact with each other.

As used herein, unless otherwise specified the use of the ordinal adjectives
"first", "second", "third", etc., to describe a common object, merely indicate
that different instances of like objects are being referred to, and are not
intended to imply that the objects so described must be in a given sequence,
either temporally, spatially, in ranking, or in any other manner.

As used herein, unless otherwise specified the use of terms "horizontal",
"vertical", "left", "right", "up" and "down", as well as adjectival and adverbial
derivatives thereof (e.g., "horizontally", "rightwardly", "upwardly", etc.),
simply refer to the orientation of the illustrated structure as the particular
drawing figure faces the reader, or with reference to the orientation of the
structure during nominal use, as appropriate. Similarly, the terms "inwardly"
and "outwardly" generally refer to the orientation of a surface relative to its
axis of elongation, or axis of rotation, as appropriate.

Similarly it should be appreciated that in the above description of exemplary
embodiments of the invention, various features of the invention are
sometimes grouped together in a single embodiment, figure, or description
thereof for the purpose of streamlining the disclosure and aiding in the
understanding of one or more of the various inventive aspects. This method of
disclosure, however, is not to be interpreted as reflecting an intention that the claimed invention requires more features than are expressly recited in each claim. Rather, as the following claims reflect, inventive aspects lie in less than all features of a single foregoing disclosed embodiment. Thus, the claims following the Detailed Description are hereby expressly incorporated into this Detailed Description, with each claim standing on its own as a separate embodiment of this invention.

Furthermore, while some embodiments described herein include some but not other features included in other embodiments, combinations of features of different embodiments are meant to be within the scope of the invention, and form different embodiments, as would be understood by those in the art. For example, in the following claims, any of the claimed embodiments can be used in any combination.

In the description provided herein, numerous specific details are set forth. However, it is understood that embodiments of the invention may be practiced without these specific details. In other instances, well-known methods, structures and techniques have not been shown in detail in order not to obscure an understanding of this description.

Thus, while there has been described what are believed to be the preferred embodiments of the invention, those skilled in the art will recognize that other and further modifications may be made thereto without departing from the spirit of the invention, and it is intended to claim all such changes and modifications as fall within the scope of the invention. For example, any formulas given above are merely representative of procedures that may be
used. Functionality may be added or deleted from the block diagrams and
operations may be interchanged among functional blocks. Steps may be
added or deleted to methods described within the scope of the present
invention.

It will be appreciated that an embodiment of the invention can consist
essentially of features disclosed herein. Alternatively, an embodiment of the
invention can consist of features disclosed herein. The invention illustratively
disclosed herein suitably may be practiced in the absence of any element
which is not specifically disclosed herein.
THE CLAIMS DEFINING THE INVENTION ARE AS FOLLOWS:

1. A blade and bearing assembly for a jug having a lower aperture defined by a throat, the assembly comprising:
   a head element and a base element;
   a shaft being rotatable mounted within the assembly, the shaft passing though the head element for receiving a blade element;
   wherein, in use, the head element and the base element are brought into clamping engagement with respect to the jug for retaining the assembly in the throat of the jug.

2. The assembly according to claim 1, wherein releasing the base element from clamping engagement with respect to the jug, thereby enabling the assembly to be removed from the jug.

3. The assembly according to any one of the preceding claims, wherein one or more fasteners couple the head element and the base element together;
   wherein, in use, tightening the fasteners brings the head element and the base element into clamping engagement with respect to the jug.

4. The assembly according to any one of the preceding claims, further including a bearing set supported therein; wherein the bearing set rotatably supporting the shaft.

5. The assembly according to claim 4, wherein bearing set is supported within the assembly by an upper bearing seat and a lower bearing seat.
6. The assembly according to claim 4 or claim 5, wherein the bearing set is retained with respect to the shaft by a bearing fastener element.

7. The assembly according to any one of claims 4 to 6, wherein releasing the base element from clamping engagement with respect to the jug, enables access to the bearing set and bearing seats.

8. The assembly according to any one of the preceding claims, wherein the shaft passes though the base element for receiving a coupling component.

9. The assembly according to any one of the preceding claims, wherein the head element has an upper surface portion for improving sealing engagement with an upper seal.

10. The assembly according to claim 9, wherein the upper surface portion is in the form of a metallic plate.

11. The assembly according to claim 9 or claim 10, wherein the upper seal is secured between the blade element and the upper surface portion.

12. The assembly according to any one of the preceding claims, wherein the base element is a rigid base element.

13. The assembly according to any one of the preceding claims, wherein the head element is a blade holder head element.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

A47J 43/07 (2006.01)  A47J 43/046 (2006.01)

According to International Patent Classification (IPC) or to both national classification and IPC.

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

WPI & EPODOC: IPC & ECLA A47J 43/046, A47J 43/07 - 43/09 and KEYWORDS base, throat, secure, clamp, screw, shaft, bearing, seal, and similar terms.

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Relevant to claim No.</td>
</tr>
</tbody>
</table>

Documents are listed in the continuation of Box C

Further documents are listed in the continuation of Box C

See patent family annex

Date of the actual completion of the international search
2 November 2012

Date of mailing of the international search report
02 November 2012

Name and mailing address of the ISA/AU

AUSTRALIAN PATENT OFFICE
PO BOX 200, WODEN ACT 2606, AUSTRALIA
Email address: pct@ipaustralia.gov.au
Facsimile No.: +61 2 6283 7999

Authorised officer

Kevin Restrick
AUSTRALIAN PATENT OFFICE
(ISO 9001 Quality Certified Service)
Telephone No. 02622561 16

Form PCT/ISA/2 0 (fifth sheet) (July 2009)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>CN 201948848 U (DESHENG WU) 31 August 2011 \ Abstract retrieved from ESPACE, and figure 4</td>
<td>1, 2, 4, 5, 6, 8, 9, 11, 12, 13</td>
</tr>
<tr>
<td>X</td>
<td>US 2008/0198688 A1 (PENG) 21 August 2008 \ Whole document, in particular paragraphs 36 - 39 and figures 2 and 3</td>
<td>1, 2, 4, 8, 9, 11, 12, 13</td>
</tr>
<tr>
<td>X</td>
<td>US 2003/0214877 A1 (LIN) 20 November 2003 \ Whole document, in particular paragraphs 12 - 18 and figures 1 and 2</td>
<td>1 - 5, 7 - 10, 12, 13</td>
</tr>
<tr>
<td>P.X</td>
<td>WO 2012/066229 A1 (SEB S.A.) 24 May 2012 \ Abstract and figure 3</td>
<td>1 - 9, 11 - 13</td>
</tr>
</tbody>
</table>
This Annex lists known patent family members relating to the patent documents cited in the above-mentioned international search report. The Australian Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

<table>
<thead>
<tr>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Publication Number</td>
<td>Publication Date</td>
</tr>
<tr>
<td>CN 201948848 U</td>
<td>31 Aug 2011</td>
</tr>
</tbody>
</table>

End of Annex