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(57) ABSTRACT 

An electrical rotating apparatus is provided that has variable 
impedance. This is achieved by connecting one of the 
polyphase components of the apparatus in a mesh connec 
tion. The Spanning value, L, of Such a mesh connection may 
be varied by changing the harmonic content Supplied by an 
inverter component. Also provided is a method for connect 
ing an inverter to a motor, wherein a Switching arrangement 
permits the Simple alteration between various mesh connec 
tions of different Span value, changing thereby the Volts/ 
Hertz ratio of the motor. 
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Figure 1 
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Figure 2 
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Figure 3 
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Figure 4 
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Figure 5 
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Figure 6 
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Figure 7 

5 phase mesh with spanning value of 2 
relative Jinding voltage of 1.92 

5 phase mesh Jith spanning value of 1 
relative winding voltage of 1.18 

Figure 8 

7 phase mesh Lith spanning value of 3 
relative winding voltage of 1.95 

>ix 
7 phase mesh with spanning value of 2 

relative Jinding voltage of 1.56 

X) 
7 phase mesh with spanning value of 1 

relative winding voltage of 2.87 
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Figure 9 
9 phase mesh with spanning value of 4 

relative Jinding voltage of 1.97 

}{ 
9 phase mesh Jith spanning value of 3 

relative Jinding voltage of 1.73 

9 phase mesh with spanning value of 2 
relative winding voltage of 1.29 

O 
S phase mesh with spanning value of 1 

relative winding voltage of 0.68 
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Figure 10 

11 phase mesh uith spanning value of 5 
relative Jinding voltage of 1.98 

3k 
11 phase mesh with spanning value of 1 

relative Jinding voltage of 1.82 

3k 
11 phase mesh uith spanning value of 3 

relative Jinding voltage of 1.51 

C. 
11 phase mesh uith spanning value of 2 

relative Jinding voltage of 1.28 

O 
11 phase mesh with spanning value of 1 

relative Jinding voltage of 2.56 
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Figure 11 

13 phase mesh with spanning value of 6 
relative winding voltage of 1.99 

13 phase mesh with spanning value of 5 
relative winding voltage of 1.87 

13 phase mesh with spanning value of 4 
relative uinding voltage of 1.65 

13 phase mesh with spanning value of 3 
relative winding voltage of 1.33 

13 phase mesh Lith spanning value of 2 
relative Jinding voltage of 2.93 

13 phase mesh Jith spanning value of i 
relative inding voltage of 2.48 
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Figure 12 

15 phase mesh Luith spanning value of 7 
relative uinding voltage of 1.99 

15 phase mesh uith spanning value of 6 
relative winding voltage of 1.90 

15 phase mesh with spanning value of 5 
relative winding voltage of 1.73 

15 phase mesh with spanning value of 4 
relative uinding voltage of 1. 49 

15 phase mesh Jith spanning value of 3 
relative Jinding voltage of 1.18 

15 phase mesh uith spanning value of 2 
relative uinding voltage of 2.81 

15 phase mesh with spanning value of 1 
relative winding voltage of 2. 12 
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MESH CONNECTED ELECTRICAL ROTATING 
MACHINE WITH SPAN CHANGING 

BACKGROUND OF THE INVENTION 

0001. The present invention is related to U.S. application 
Ser. No. 60/286,862 filed Apr. 26, 2001, and to U.S. appli 
cation Ser. No. 09/713,654, filed Nov. 15 2000. 
0002 The present invention relates to motors and their 
inverter drives. In particular it related to methods and 
apparatus for connecting polyphase devices. 
0003. An alternating current motor is commonly driven 
by an inverter. An inverter is a device capable of Supplying 
alternating current of variable Voltage and variable fre 
quency to the alternating current motor, allowing for control 
of machine Synchronous Speed and thus of machine Speed. 
The inverter may also be used with alternating current 
generators, and can cause an alternating current motor to act 
as a generator for braking applications. An alternating cur 
rent motor may be an induction motor, a Synchronous motor 
with either a wound rotor or permanent magnet rotor, or a 
brushless DC motor. 

0004. In many cases, the cost of the inverter is consid 
erably greater than the cost of the motor being Supplied. It 
is thus necessary to minimize the size of the inverter power 
electronics in order to control System cost. 
0005. Whereas the alternating current machine itself may 
have Substantial Overload capability, and may carry currents 
of the order of five to ten times full rated current for periods 
measured in minutes, the overload capability of the inverter 
electronics is Severely limited. Exceeding the Voltage or 
current ratings of the inverter electronics will Swiftly cause 
device failure. Commonly, inverter electronics is Specified 
Such that it can tolerate 150% of nominal full load current 
for 1 minute, and for any given motor, and inverter will be 
Selected which has the same nominal current capability as 
that of the motor. 

0006 Voltage is set internally by the inverter system or 
by the rectified Supply Voltage. Voltage overload is normally 
not specified, and will cause near instantaneous destruction 
of Semiconductor elements. The Voltage ratings of the Semi 
conductors instead Set the maximum output Voltage of the 
inverter System, and an inverter will be Selected which has 
a maximum output voltage that matches the operating Volt 
age of the motor at full Speed. 
0007 With any reasonably sized inverter, Substantial 
motor overload capabilities remain untapped. 
0008 Electrical rotating machinery presents impedance 
that changes with mechanical load and rotational Velocity. 
AS the Speed of the electrical rotating machine is increased, 
the Voltage produced by a generator, or the Voltage required 
by a motor will tend to increase proportionally. For example, 
in an induction motor, in order to maintain a constant 
magnetic field Strength as the applied frequency is changed, 
a constant ratio of applied Voltage to frequency is main 
tained. For permanent magnet machines, the back-emf pro 
duced by the motor will increase as rotor Speed increases, 
again requiring increased Voltage in order to drive the 
machine. Even direct current machines (not covered by the 
present invention) require increased voltage as speed is 
increased, if magnetic field Strength is maintained as a 
COnStant. 
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0009. In general, the required voltage is expressed in 
terms of Volts/Hertz. 

0010. In many traction application, there is limited avail 
able electrical power. Thus requirements for high overload 
capability can only be met at low Speed, where high torque 
is required for Starting, but reduced Speed means that 
mechanical power output is still low. Such low Speed torque 
requirements require high current to flow though the motor, 
but do not require high operating Voltage. It is thus possible 
to trade high Speed operating capability for low speed 
overload capability at the design Stage of a motor drive 
System. 

0011. By increasing the number of series turns in the 
motor windings, higher slot current may be achieved with 
the same terminal current, thus permitting the same inverter 
to provide greater overload current to the motor. This 
increase in overload capability comes at a Substantial cost. 
The increased number of Series turns means that the motor 
operating Voltage is increased, operation at high Speed is 
prevented. Most motors are designed for dual Voltage opera 
tion, through the expedient of operating various Subcircuits 
of the motor in Series or parallel connection. The change 
between Series and parallel connection may be accomplished 
though Suitable contactor arrangements, permitting the 
motor to be operated with a higher number of Series turns at 
low speed, and a lower number of Series turns at high Speed. 
For a simple three phase alternating current machine System, 
Such a System would require at least two Single-pole three 
phase contactors, and would only offer a factor of 1.7 
increase in low speed overload capability. With three con 
tactors, a factor of two change is possible. 
0012. The change in series turns may be considered a 
change in alternating current machine impedance, or current 
verSuS Voltage relation. Normally, an alternating current 
machine will have a fixed relationship between Synchronous 
Speed and impedance, characterized by the Volts/Hertz ratio. 
For a given inverter and machine frame, a machine wound 
with a higher Volts/Hertz ratio will have a lower maximum 
Speed, but higher peak low Speed torque. 
0013. It is thus necessary to provide for an alternating 
current machine drive System in which the alternating cur 
rent machine presents a variable Volts/Hertz ratio to the 
inverter. For high speed operation, the Volts/Hertz ratio 
would be adjusted to a low value, in order to maintain a 
Suitable alternating current machine operational Voltage. For 
low speed operation, the Volts/Hertz ratio would be adjusted 
to a higher value, So as to permit high overload torque 
operation. 

BRIEF SUMMARY OF THE INVENTION 

0014. From the foregoing it will be appreciated that a 
need as arisen for electrical rotating apparatus that has 
variable impedance. 

0015. In accordance with one embodiment of the present 
invention, an electrical rotating apparatus is disclosed that 
comprises two polyphase circuit elements, each having N 
phases. The first polyphase circuit element, which may be, 
for example, an inverter, has N outputs, and the Second 
polyphase circuit element comprises N Single-phase Sub 
elements. Each Sub-element comprises an even- and an 
odd-numbered terminal. The odd-numbered terminals are 
individually connected electrically to the N outputs of the 
first circuit element in a first Sequence. The Sequence is in 
either ascending or descending order of phase angle. The 
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even-numbered terminals are individually connected elec 
trically to the odd-numbered terminals in a mesh connection 
in a Second Sequence, which has been shifted in relation to 
the first Sequence according to a Spanning value, L. 

0016. In accordance with a second embodiment of the 
present invention, an electrical rotating apparatus is dis 
closed that comprises two polyphase circuit elements, each 
having N phases, and an N-pole, N-way switch having 2N 
terminals. The first polyphase circuit element, which may 
be, for example, an inverter, has N outputs, and the Second 
polyphase circuit element comprises N Single-phase Sub 
elements. Each Sub-element comprises an even- and an 
odd-numbered terminal. The odd-numbered terminals are 
individually connected electrically to the N outputs of the 
first circuit element in a first Sequence. The Sequence is in 
either ascending or descending order of phase angle. The 
N-poles of the Switch are also individually connected elec 
trically to the N outputs of the first circuit element in a first 
sequence. The N ways of the Switch are individually con 
nected electrically to the even-numbered terminals in a mesh 
connection in a Second Sequence, which has been shifted in 
relation to the first Sequence according to a spanning value, 
L., which may be Selected according to the operation of the 
Switch. 

0.017. In accordance with a third embodiment of the 
present invention, a drive System is provided for driving the 
N Single phase Sub-elements of a first polyphase circuit 
element in which each Sub-element having an odd-num 
bered and an even numbered terminal that comprises a 
Second polyphase circuit element, an N-pole, N-way Switch 
having 2N terminals, and a terminal block. The Second 
polyphase circuit element, which may be, for example, an 
inverter, has N outputs. The terminal block has 2N terminals 
comprising a first Set of N terminals for connection to each 
odd-numbered terminal and a second set of N terminals for 
connection to each even-numbered terminal. The first Set of 
N terminals is individually connected electrically to the N 
outputs of the Second circuit element in a first Sequence. The 
Sequence is in either ascending or descending order of phase 
angle. The N-poles of the Switch are also individually 
connected electrically to the N outputs of the Second circuit 
element in a first sequence. The N ways of the Switch are 
individually connected electrically to the second set of N 
terminals in a Second Sequence, which has been shifted in 
relation to the first Sequence according to a spanning value, 
L., which may be Selected according to the operation of the 
Switch. 

0.018. In accordance with a fourth embodiment of the 
present invention, a mesh-connected electrical rotating 
apparatus having a variable Spanning number, L, is disclosed 
which comprises a terminal block for connection to a first 
polyphase circuit element, a Second polyphase element and 
an N-pole, N-way switch. The first polyphase circuit ele 
ment, which may be, for example, an inverter, has N outputs. 
The terminal block has N terminals for connection to the N 
outputs of the first polyphase circuit element in a first 
Sequence based on the phase angle order of the first 
polyphase element. The Second polyphase circuit element 
comprises N Single-phase Sub-elements. Each Sub-element 
comprises an even- and an odd-numbered terminal. The 
odd-numbered terminals are individually connected electri 
cally to the N terminals of the terminal block in a first 
sequence. The N-poles of the Switch are also individually 
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connected electrically to the N terminals of the terminal 
block in a first sequence. The N ways of the Switch are 
individually connected electrically to the even-numbered 
terminals in a Second Sequence, which has been shifted in 
relation to the first Sequence according to a spanning value, 
L., which may be Selected according to the operation of the 
Switch. 

0019. A technical advantage of the present invention is 
that high torque overload may be provided at low Speeds 
whilst Sufficient Voltage is also provided for high-Speed 
applications. 
0020. A further technical advantage of the present inven 
tion is that the Spanning value L may be altered in a 
particularly simple Switching arrangement to obtain a 
change in operational VoltS/HZ ratio. 
0021. A further technical advantage of the present inven 
tion is that altering the Spanning value L by changing the 
harmonic applied by the inverter to the mesh connection 
provides a change in Volts/HZ ratio through a logical change 
of the output synthesized by the inverter. This means that the 
motor may have a fixed electrical connection to the inverter. 
A yet further technical advantage is that the change in 
harmonic content may be obtained in a Smooth fashion, 
Successively passing through various admixtures of har 
monic components. 
0022. A further technical advantage of the present inven 
tion is that by changing the Spanning value L, the same 
machine pole count is maintained. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWING 

0023 For a more complete understanding of the present 
invention and the technical advantages thereof, reference is 
made to the following description taken with the accompa 
nying drawings, in which: 
0024 FIG. 1 is a diagrammatic representation of a motor 
Stator and windings 
0025 FIG. 2 is a diagrammatic representation of con 
nections possible with a 9-phase polyphase device. 
0026 FIG. 3 is a diagrammatic representation of the 
connections and mesh diagrams for a 7-phase polyphase 
device. 

0027 FIG. 4 is a diagrammatic representation of how 
polyphase devices and a Switch may be interconnected. 
0028 FIG. 5 is a diagrammatic representation of a rotary 
Switch. 

0029 FIG. 6 is a diagrammatic representation of a slider 
Switch. 

0030 FIG. 7-12 are diagrammatic representations of the 
mesh connections possible for various phase values. 

DETAILED DESCRIPTION OF THE 
INVENTION 

0031. In the present invention a high phase order induc 
tion machine is used with each phase terminal Separately 
connected to an inverter output. The windings of the induc 
tion machine are wound as full span connected windings, 
and the motor terminals are connected with a mesh connec 
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tion to produce a low impedance output. The inverter is 
capable of operating with a variable phase Sequence that 
changes the effective impedance of the motor. 
0032. In a mesh connected machine, the voltage applied 
to a given winding, which is measured from one terminal of 
the winding to another, will in general be different from the 
Supply Voltage fed to the machine. The reason for this is that 
the Supply will be from a machine of different connection, 
and thus the relevant Voltage measurements will give dif 
ferent results. Specific identified phase-to-phase Voltages 
will always be the same for two connected high phase order 
machines, however the Voltage placed acroSS a winding or 
Switching element will likely be different. 
0033. The following equations relate the voltage placed 
acroSS the windings of a mesh connected machine to the 
Voltages applied to the machine terminals as measured 
between the terminal and neutral. These are the equations 
which relate the output voltages of a Star connected Supply 
to the winding Voltages of a mesh connected motor, and can 
be inverted to relate a mesh connected Supply to a Star 
connected motor. The equations could be used twice to 
describe a mesh connected Supply connected to a mesh 
connected motor. 

Wk = vax Ree" ) (1) 

0034) Equation 1 describes the line to neutral voltage of 
the Supply, where m is the number of phases in a balanced 
Supply, K is the particular phase of interest, and may range 
from 0 to m-1, () is the frequency of the alternating current 
in radians per unit time, t is time, h is the harmonic order 
being generated, and VMAX is the peak Voltage of the output 
waveform. The equation is written using Standard complex 
exponentiation form, in which the constant e is raised to a 
complex number. In this case, the exponent is a purely 
imaginary value, thus the result of the exponentiation has 
constant periodicity over time. Only the real portion of this 
periodic function is used. 

0035. The terms in the exponent include a function of 
time, which results in the periodic nature of the Voltage with 
time, and a constant rotation term, which results in the phase 
difference between the various phases. 
0.036 Rearranging Equation 1, clearly separating the 
constant and periodic terms, gives: 

2K 

Wk Re?vaxe" ef) (2) 

0037. It is clearly seen that each phase differs from the 
other phases only by the constant rotation term, and that the 
periodic term does not depend in any way upon the particu 
lar phase. 

0.038. The voltage across the particular winding K as a 
function of the Voltage applied to its two ends is given by 
Equation 3. 
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0039 The voltages applied to winding Kare simply that 
of phase K and phase K+L, where L is the Spanning value 
for the particular mesh connection, which represents the 
number of inverter output phases between the first and 
Second terminal of each Single phase winding. The greater 
the Spanning value, the greater the Voltage placed upon a 
winding for a given inverter output Voltage. Expanding 
Equation 3 using the terms in Equation 2 gives: 

... .2K 2h(K--L) 4 

Revixe" ef) Re vase he "G") (4) 

0040. Equation 4 may be rearranged as follows: 

Revise" (eir 24 h) (5) 

0041 Equation 7 is the desired result, separating the 
exponential term into constant and periodic portions of the 
various variables. Of particular interest is that the term 
VA, the periodic term, and the constant rotation term all 
remain as in the original equation, but an additional term is 
added. This term depends upon the applied harmonic h, the 
Spanning value L, the number of phases m, but is indepen 
dent of the particular phase K and is also independent of 
frequency () or time t. 

0042 Equation 7 shows that the voltage applied to a 
winding depends upon the Voltage output of the Supply, but 
it also depends upon the harmonic order hand the Spanning 
value L. By changing the Spanning value, as for example by 
connecting the machine using a different mesh connection, 
the Voltage applied to the winding will change even if the 
Voltage output of the Supply remains constant. 

0043. These equations demonstrate that for a given 
machine, the VoltS/HZ ratio of the machine may be changed 
by altering either the harmonic applied by the inverter to the 
mesh connection, or by altering the Spanning value L of the 
mesh connection between the inverter and the rotating 
machine. 

0044) The advantage of changing the harmonic applied 
by the inverter to the mesh connection is that the change in 
VoltS/HZ ratio may be obtained through a logical change of 
the output synthesized by the inverter. This means that the 
motor may have a fixed electrical connection to the inverter. 
This technique is disclosed in my co-pending application 
09/713,654, filed Nov. 15, 2000, entitled “High Phase Order 
Induction Machine with Mesh Connection'. 

0045. Furthermore, the change in harmonic content may 
be obtained in a Smooth fashion, Successively passing 
through various admixtures of harmonic components. Thus 
there is no Sudden discontinuity in drive when Switching 
between harmonic operating States. Disadvantages of this 
technique are that it requires a machine capable of operation 
with harmonic drive; e.g. a pole count changing alternating 
current machine, or a Synchronous machine with variable 
pole count rotor, or a permanent magnet machine with a 
rotor which reacts both to the fundamental and the harmonic 
components of the drive waveform. An additional disadvan 
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tage with a pole count changing alternating current machine 
is that the basic efficiency of Such a machine will go down 
as the pole area is reduced. However the elimination of 
mechanical contactorS is a benefit. 

0046. The advantage of changing the spanning value L is 
that the same machine pole count is maintained. Thus 
methods that change the Spanning value L are applicable to 
machines with fixed pole counts. This includes Some wound 
rotor alternating current machines, as well as most Synchro 
nous machines, permanent magnet machines, and brushleSS 
DC machines. Furthermore, for alternating current machine 
operation, pole area is maintained, which increases machine 
efficiency. Finally, changing the Spanning value L generally 
permits a greater number of possible Volts/Hz ratios to be 
obtained from the same machine. Disadvantages of chang 
ing the Spanning value L are that a mechanical contactor 
arrangement must be used to physically change the electrical 
connectivity of the mesh connection, and that power to the 
motor must be interrupted in order to change the mesh 
connection. 

0047. In a rotating electrical machine, each phase wind 
ing Set can be described by two terminals. There may be a 
larger number of terminals, but these are always grouped in 
Series or parallel groups, and the entire Set can be charac 
terized by two terminals. In a Star connected machine, one 
of these terminals is driven by the inverter or power Supply, 
while the other terminal is connected to the machine neutral 
point. All current flows through one terminal, through the 
neutral point into other windings, and though the driven 
terminals of the other phases. In a mesh-connected machine, 
these two terminals are connected directly to two different 
Supply points. An example of how this may be done is shown 
in FIG. 1, in which the stator slots 4 are shown as straight 
lines running down the inside of the Stator, and inverter 
terminals 2, are shown as circles, alongside which is marked 
phase angles of each of the inverter terminals. Electrical 
connections 3 between the winding terminals in Stator slots 
4 and inverter terminals 2 are represented by dashed lines. 
Two winding halves are displayed opposite one another, and 
are actually joined to one another, although this is not 
shown. The configuration describes a 9 phase machine 
connected with an L=4 connection-identical to FIG. 2e. 

0.048. In contrast to three phase systems, in which there 
are only three inverter terminals and six motor windings 
terminals, in a high phase count System with N phases, there 
are N inverter terminals and 2N motor windings terminals. 
There are thus a Substantial number of choices for how an N 
phase System may be mesh connected. This set of choices is 
greatly reduced by rotational Symmetry requirements, Spe 
cifically each winding must be connected to two inverter 
terminals with the same electrical angle difference between 
them as for every other winding. 
0049. A simple graphical schematic of the permissible 
inverter to motor windings connections may thus be 
described, for a polyphase motor having N phases. FIG. 2 
shows N evenly spaced points and a center point. Each of 
these points represents an inverter terminal 2, to which one 
of the terminals of each of one or more motor windingS 1 
may be connected. Permissible connections of the N phase 
windings are either from the center point, to each of the N 
points on the circle (this being the Star connection shown as 
FIG. 2a) or from each of the N points to another point 
distant in the clockwise direction. 
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0050 FIG. 2 shows all permissible connections for a 9 
phase System from L=1 to L=4 as well as the Star connection. 
Noted on the Star connection diagram are the relative phase 
angles of the inverter phases driving each terminal. For a 
given inverter output Voltage, measured between an output 
terminal and the neutral point, each of these possible con 
nections will place a different Voltage on the connected 
windings. For the Star connection, the Voltage across the 
connected windings is exactly equal to the inverter output 
Voltage. However, for each of the other connections, the 
Voltage acroSS a winding is given by the vector difference in 
voltage of the two inverter output terminals to which the 
winding is connected. When this phase difference is large, 
then the Voltage acroSS the winding will be large, and when 
this phase difference is Small, then the Voltage acroSS the 
winding will be small. It should be noted that the inverter 
output Voltage stays exactly the same in all these cases, just 
that the Voltage difference acroSS a given winding will 
change with different connection spans. The equation for the 
Voltage acroSS a winding is given by: 

Revise" (eir 3-34.) (6) 
(7) Re(VMAxl #hell.) 

0051 where A is the phase angle difference of the inverter 
output terminals driving the winding, and V is the output 
to neutral Voltage of the inverter. 

0.052 Thus, referring to FIG. 2, when L=1, the phase 
angle difference is 40 degrees, and the Voltage acroSS a 
winding is 0.684Vout. When L=2, the phase angle difference 
is 80 degrees, and the Voltage across the winding is 
1.29Vout. When L=3, the phase angle difference is 120 
degrees, and the Voltage acroSS the winding is 1.73Vout. 
Finally, when L=4, the phase angle difference is 160 
degrees, and the Voltage across the winding is 1.97Vout. For 
the same inverter output Voltage, different connections place 
different Voltage across the windings, and will cause differ 
ent currents to flow in the windings. The different mesh 
connections cause the motor to present different impedance 
to the inverter. In other words, the different mesh connec 
tions allow the motor to use the power Supplied by the 
inverter in different rations of Voltage and current, Some 
ratios being beneficial to maximize the torque output (at the 
expense of available speed), and Some ratios to maximize 
the Speed output (at the expense of maximum available 
torque). 

0053 As shown in FIG. 2, the inverter outputs may be 
represented as points on a unit circle, with the relative 
positions of the points representing the phase angle of this 
inverter output. The winding of the motor is composed of 
individual Single phase windings, each of which as two 
terminals. The Single phase windings are represented by line 
Segments, and are the Single phase Sub-elements described 
above. The end points of these line Segments represent the 
terminals of the windings. When one terminal of each 
winding is connected to the origin, and the other terminal is 
connected to an inverter output as represented by a point on 
the unit circle, then a Star connection may be represented. 
When line Segments are connected between points on the 
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unit circle, then a mesh connection is represented. An M 
phase Symmetrical mesh connection will be represented by 
a diagram which has M fold rotational Symmetry. 
0.054 Each of the mesh connections may be represented 
by the Spanning value L, which represents the number of 
inverter output phases between the first and Second terminal 
of each Single phase winding. The greater the Spanning 
value, the greater the Voltage placed upon a winding for a 
given inverter output Voltage. Changes in Spanning value 
may be considered a rotation of the connection between 
Second terminals of each Single phase winding and the 
inverter output terminals. 
0.055 FIG. 3A shows how these connections are made in 
a 7-phase polyphase circuit element. Seven Single-phase 
elements 302 are shown, each having a terminal at each end 
(for the sake of clarity, these terminals are not shown) 
labelled 1-7 and 8-14; connecting wires 304 link the ends of 
the Single phase Sub-elements as shown to form a mesh 
connection in which L=1. FIGS. 3B and 3C show the 
connections for L=2 and L=3, respectively; for the Sake of 
clarity, labels have been omitted from FIGS. 3B and 3C. 
The corresponding mesh diagrams are shown in FIGS. 3D, 
3E and 3F. 

0056 Referring now to FIG. 4, which shows a general 
Schematic of the present invention, a polyphase circuit 
element 402 is connected to another polyphase circuit ele 
ment 406. Polyphase circuit element 406 is mesh connected 
via Switch 414. In order better to exemplify the present 
invention, polyphase circuit elements 402 and 406 are each 
shown as having Seven phases; this is not intended to limit 
the Scope of the present invention, and polyphase circuit 
elements having values for phase number of other than 
Seven are contemplated. The Seven-phase circuit element 
406 may be considered to consist of seven individual 
Single-phase Sub-elements. Each Such Sub-element has two 
terminals, represented in FIG. 4 by the terminal set 408 
labeled 1-7 and the terminal set 410 labeled 8-14, and so 
there is a single phase circuit element between terminals 1 
and 8, 2 and 9, etc (for the sake of clarity, the individual 
circuit elements are not shown in FIG. 4). These labels 
correspond to is those used in FIG. 3. Describing the 

Terminal Terminal Terminal 
Set O Set 

404 4O6 416 

1. 1. A. 
2 3 B 
3 5 C 
4 7 D 
5 9 E 
6 11 F 
7 13 G 

sub-elements as having even-numbered (410) and odd 
numbered (408) terminals is not intended to limit the scope 
of the present invention, but instead to illustrate how con 
nections are made. It is to be understood that the terms 
“even-numbered” and "odd-numbered” are interchangeable, 
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and that “odd-numbered” may be used instead of “even 
numbered” and Vice versa. Each terminal of the Single-phase 
Sub-element is connected to another terminal of another 
Single-phase Sub-element via a Switch 414 to form a mesh 
connection. Switch 414 has two sets of terminals 416, 
labeled A-G, and 418, labeled a-g. The Switch alters how the 
Sub-elements of polyphase circuit element 406 are con 
nected to each other, and thereby Sets the Spanning value, L. 
The connections between polyphase circuit element 404 and 
the mesh connected polyphase circuit element 406 are 
shown in Table 1. Referring to the first row of Table 1, the 
first three columns of the table indicate that terminal 1 of 
terminal set 404, terminal 1 of polyphase circuit element 406 
and terminal A of terminal set 416 are directly connected to 
each other, and the last two columns indicate that terminal 
a of terminal set 418 and terminal 8 of polyphase circuit 
element 406 are also directly connected to each other, as 
shown in FIG. 4. The remaining columns (Terminal set 418) 
indicate how Switch 414 changes the connectivity between 
terminal sets 416 and 418, thereby altering the value for L. 
Note that for the column headed “*”, each Sub-element of 
polyphase circuit element 406 is “short-circuited'; that is, 
terminal 1 on 406 is connected to terminal 8 on 406, and So 
on. Under most normal operating conditions, this position of 
the Switch will not be used, and its selection will be 
prevented. This it may be seen that connections are made to 
terminal Set 416 in a Sequence, and the Sequence is phase 
angle order. In this disclosure, the order is ascending order, 
but descending order is also within the Scope of the present 
invention. It may be seen from Table 1 that the operation of 
the Switch shifts the Sequence, but does not change the 
relative order of the connections. Many Switch types are 
available which are able to shift the connectivity described 
above. For example the Switch may be a rotary Switch or a 
Slider Switch; it may be mechanical or electronic. The Switch 
may be described as an N-pole N-way Switch, in which all 
of the N poles share the same Set of ways, and that each pole 
goes to one way at a time, and that by rotation or sliding 
different poles are connected to different ways, always 
keeping the Same relative order. The Switch may have an 
interlock to prevent Selection of the A to a option. In one 
embodiment 402 is an inverter and 406 is a motor. 

TABLE 1. 

Switching Details 

Terminal Terminal 
Terminal Set 418 Set O 

* L = 1 L = 2 L = 3 L = 3 L = 2 L = 1 418 4O6 

al b C d e f S. A. 8 
b C d e f S. al B 1O 
C d e f S. al b C 12 
d e f S. al b C D 14 
e f S. al b C d E 2 
f S. al b C d e F 4 
S. al b C d e f G 6 

0057 Table 1 show that 7 possible connections are pos 
sible, one is undesirable (marked with a “*”) and the 
remaining Six have a two-fold Symmetry. Thus the minimum 
number of positions for the Switch is just 3. Table 1 shows 
that a plurality of ordered phases is connected to terminal Set 
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404, the plurality of ordered phases consisting of the phase 
outputs from 402 in ascending or descending order of phase 
angle. 

0.058 Switch 414 of FIG. 4 may be any type of switch 
that is capable of altering the mesh connection in the manner 
disclosed. One example of a rotary Switch embodiment of 
Switch 414 is shown in FIG. 5, which shows a circular or 
cylindrical rotor 112 having fixed electrical terminals A to G. 
These are electrically connected to contact areas 114 on the 
outside Surface, which are Separated from each other by an 
insulating region 116. Cylindrical rotor 112 is rotatable 
around its axis in either a clockwise or anticlockwise direc 
tion. A further Set of terminals a to g contact areas 114 via 
wipers, brushes, cable, braid, or other flexible means 118. 
Thus terminal A is connected to terminal b. This is the L=1 
configuration as shown in Table 1. If the Switch is rotated 
one place clockwise, then the L=2 mesh connection is 
obtained. To prevent the A to a and B to b, etc connection, 
a stop 119 is used. Such a segmented cylinder, in which there 
is a plurality of Segments insulated from one another, is akin 
to the commutator of a brush DC motor, the details of which 
are well known in the art. Similarly, the contact points or 
brushes are well known in the art. This contactor arrange 
ment is capable of coupling each Second terminal of each 
Single phase winding in turn to the various output terminals 
of the inverter, with each rotational position of the Seg 
mented cylinder giving a different mesh connection. Varia 
tions of this arrangement are possible: a set of ordered 
winding terminals can be arranged in a first circle, and the 
terminals of the ordered phases of a Second device arranged 
in a Second circle; the two circles are concentric to one 
another and the terminals of the first device are positioned to 
contact the terminals of the Second device. Means to rotate 
one of the circles to Selectively connect the Second set of 
ordered winding terminals of the first device with the 
ordered terminals of the Second device are provided. 

0059 An example of a slider Switch embodiment of 
Switch 414 is shown in FIG. 6, which shows a slider Switch 
having a fixed Set of terminals 122, and a movable set of 
terminals 124. The fixed set of terminals is electrically 
connected to contact areas 128. Terminal Set 124 connects to 
contact areas 128 via wipers or brushes 126. Thus terminal 
A is connected to terminal b. This is the L=1 configuration 
as shown in Table 1. If the Switch is moved one place 
upwards, then the L=2 mesh connection is obtained. 

0060 Thus the switch 414 enables the Volts/Hertz ratio of 
the mesh connected machine to be simply changed by 
rotating the Segmented cylinder or sliding the Slider to the 
appropriate position. 

0061 Also contemplated by the present invention is a 
device comprising 402 and a Switch 414; 406 in FIG. 4 is 
then replaced by a terminal block. Thus a unit comprising an 
inverter and Switch is contemplated. This may be used to 
connect directly to any polyphase motor or other polyphase 
device. 

0.062 Also contemplated by the present invention is a 
device comprising switch 414 and 406; 404 is then replaced 
by a terminal block. Thus a unit comprising a motor and a 
Switch is contemplated, which may be powered by a 
polyphase inverter. 
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EXAMPLES 

0063 Specific examples are offered to enhance the dis 
closure and understanding of the present invention. These 
examples should in no way be considered limiting. These 
examples may be considered best mode descriptions, in So 
far as the optimal motor for any given application will vary 
considerable with the mechanical requirements of the appli 
cation. These descriptions will focus upon the differences 
between the present invention and the prior art, and as Such 
will not focus upon details which are both well known in the 
art, and unchanged by the present invention, for example 
bearings or motor housing materials. 
0064. To better illustrate the scope of the present inven 
tion, Tables 2 to 7 and FIGS. 7 to 12 indicate the possible 
mesh connections and Voltages for 5 to 15 phase devices. In 
the Tables, the value for V is the voltage across the windings 
when 1.0 volt is applied by a Star connected Source. 

TABLE 2 

5 Phase Mesh Connections. 

L = 1; L = 2; 
W = 1176 W = 1.902 

402 406 1st 4062nd 4062nd 
Terminal Phase Angle Terminal Terminal Terminal 

1. O.O 1. 8 (3) 10 (5) 
2 72.O 3 10 (5) 2 (7) 
3 144.0 5 2 (7) 4 (9) 
4 216.0 7 4 (9) 6 (1) 
5 288.0 9 6 (1) 8 (3) 

0065 

TABLE 3 

7 Phase Mesh Connections. 

L = 1; L = 2; L = 3; 
W = 0.868 W = 1.564 W = 1.9SO 

402 406 1st 4062nd 4062nd 4062nd 
Terminal Phase Angle Terminal Terminal Terminal Terminal 

1. O.O 1. 10 (3) 12 (5) 14 (7) 
2 51.4 3 12 (5) 14 (7) 2 (9) 
3 102.9 5 14 (7) 2 (9) 4 (11) 
4 1543 7 2 (9) 4 (11) 6 (13) 
5 205.7 9 4 (11) 6 (13) 8 (1) 
6 257.1 11 6 (13) 8 (1) 10 (3) 
7 3O8.6 13 8 (1) 10 (3) 12 (5) 

0.066) 

TABLE 4 

9 Phase Mesh Connections. 

L = 1; L = 2; L = 3; L = 4; 
402 406 1st V = 0.684 W = 1.286 W = 1.732 V = 1970 
Ter- Phase Ter- 4062nd 4062nd 4062nd 4062nd 
minal Angle minal Terminal Terminal Terminal Terminal 

1. O.O 1. 12 (3) 14 (5) 16 (7) 18 (9) 
2 40.O 3 14 (5) 16 (7) 18 (9) 2 (11) 
3 8O.O 5 16 (7) 18 (9) 2 (11) 4 (13) 
4 12O.O 7 18 (9) 2 (11) 4 (13) 6 (15) 
5 16O.O 9 2 (11) 4 (13) 6 (15) 8 (17) 
6 2OO.O 11 4 (13) 6 (15) 8 (17) 10 (1) 
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TABLE 4-continued 

9 Phase Mesh Connections. 

L = 1; L = 2; L = 3; L = 4; 
402 406 1st V = 0.684 W = 1.286 W = 1.732 V = 1970 
Ter- Phase Ter- 4062nd 4062nd 4062nd 4062nd 

minal Angle minal Terminal Terminal Terminal Terminal 

7 24O.O 13 6 (15) 8 (17) 10 (1) 12 (3) 
8 28O.O 15 8 (17) 10 (1) 12 (3) 14 (5) 
9 32O.O 17 10 (1) 12 (3) 14 (5) 16 (7) 

0067 

TABLE 5 

11 Phase Mesh Connections. 

L = 1; L = 2; L = 3; L = 4; L = 5: 
W = 0.563 W = 1.081 W = 1.511 W = 1.819 W = 1.980 

402 Phase 406 1st 4062nd 4062nd 4062nd 4062nd 4062nd 

Terminal Angle Terminal Terminal Terminal Terminal Terminal Terminal 

1. O.O 1. 14 (3) 16 (5) 18 (7) 20 (9) 22 (11) 
2 32.7 3 16 (5) 18 (7) 20 (9) 22 (11) 2 (13) 
3 65.5 5 18 (7) 20 (9) 22 (11) 2 (13) 4 (15) 
4 98.2 7 20 (9) 22 (11) 2 (13) 4 (15) 6 (17) 
5 130.9 9 22 (11) 2 (13) 4 (15) 6 (17) 8 (19) 
6 1636 11 2 (13) 4 (15) 6 (17) 8 (19) 10 (21) 
7 1964 13 4 (15) 6 (17) 8 (19) 10 (21) 12 (1) 
8 229.1 15 6 (17) 8 (19) 10 (21) 12 (1) 14 (3) 
9 261.8 17 8 (19) 10 (21) 12 (1) 14 (3) 16 (5) 
1O 2.94.5 19 10 (21) 12 (1) 14 (3) 16 (5) 18 (7) 
11 327.3 21 12 (1) 14 (3) 16 (5) 18 (7) 20 (9) 

0068) 

TABLE 6 

13 Phase Mesh Connections. 

L = 1; L = 2; L = 3; L = 4; L = 5: L = 6; 
W = 0.478 W = 0.929 W = 1.326 W = 1.646 V = 1.87O W = 1.985 

402 Phase 406 1st 4062nd 4062nd 4062nd 4062nd 4062nd 4062nd 

Terminal Angle Terminal Terminal Terminal Terminal Terminal Terminal Terminal 

1. O.O 1. 16 (3) 18 (5) 20 (7) 22 (9) 24 (11) 26 (13) 
2 27.2 3 18 (5) 20 (7) 22 (9) 24 (11) 26 (13) 2 (15) 
3 55.4 5 20 (7) 22 (9) 24 (11) 26 (13) 2 (15) 4 (17) 
4 83.1 7 22 (9) 24 (11) 26 (13) 2 (15) 4 (17) 6 (19) 
5 110.8 9 24 (11) 26 (13) 2 (15) 4 (17) 6 (19) 8 (21) 
6 138.5 11 26 (13) 2 (15) 4 (17) 6 (19) 8 (21) 10 (23) 
7 166.2 13 2 (15) 4 (17) 6 (19) 8 (21) 10 (23) 12 (25) 
8 1938 15 4 (17) 6 (19) 8 (21) 10 (23) 12 (25) 14 (1) 
9 221.5 17 6 (19) 8 (21) 10 (23) 12 (25) 14 (1) 16 (3) 
1O 249.2 19 8 (21) 10 (23) 12 (25) 14 (1) 16 (3) 18 (5) 
11 276.9 21 10 (23) 12 (25) 14 (1) 16 (3) 18 (5) 20 (7) 
12 3O4.6 23 12 (25) 14 (1) 16 (3) 18 (5) 20 (7) 22 (9) 
13 332.3 25 14 (1) 16 (3) 18 (5) 20 (7) 22 (9) 24 (11) 
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0069 

TABLE 7 

15 Phase Mesh Connections. 

L = 1; L = 2; L = 3; L = 4; L = 5: L = 6; L = 7: 
W = 0.416 W = 0.813 W = 1176 W = 1.486 W = 1.732 V = 1.902 V = 1989 

402 Phase 406 1st 4062nd 4062nd 4062nd 4062nd 4062nd 4062nd 4062nd 
Terminal Angle Terminal Terminal Terminal Terminal Terminal Terminal Terminal Terminal 

1. O.O 1. 18 (3) 20 (5) 22 (7) 24 (9) 26 (11) 28 (13) 30 (15) 
2 24.0 3 20 (5) 22 (7) 24 (9) 26 (11) 28 (13) 30 (15) 2 (17) 
3 48.0 5 22 (7) 24 (9) 26 (11) 28 (13) 30 (15) 2 (17) 4 (19) 
4 72.O 7 24 (9) 26 (11) 28 (13) 30 (15) 2 (17) 4 (19) 6 (21) 
5 96.O 9 26 (11) 28 (13) 30 (15) 2 (17) 4 (19) 6 (21) 8 (23) 
6 12O.O 11 28 (13) 30 (15) 2 (17) 4 (19) 6 (21) 8 (23) 10 (25) 
7 144.0 13 30 (15) 2 (17) 4 (19) 6 (21) 8 (23) 10 (25) 12 (27) 
8 168.0 15 2 (17) 4 (19) 6 (21) 8 (23) 10 (25) 12 (27) 14 (29) 
9 192.0 17 4 (19) 6 (21) 8 (23) 10 (25) 12 (27) 14 (29) 16 (1) 
1O 216.0 19 6 (21) 8 (23) 10 (25) 12 (27) 14 (29) 16 (1) 18 (3) 
11 24O.O 21 8 (23) 10 (25) 12 (27) 14 (29) 16 (1) 18 (3) 20 (5) 
12 264.O 23 10 (25) 12 (27) 14 (29) 16 (1) 18 (3) 20 (5) 22 (7) 
13 288.O 25 12 (27) 14 (29) 16 (1) 18 (3) 20 (5) 22 (7) 24 (9) 
14 312.O 27 14 (29) 16 (1) 18 (3) 20 (5) 22 (7) 24 (9) 26 (11) 
15 336.O 29 16 (1) 18 (3) 20 (5) 22 (7) 24 (9) 26 (11) 28 (13) 
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1) Inverter Fed Induction Machine with Switching 
Arrangement 

0070 Well known in the art is the inverter fed induction 
motor. In the classic arrangement, a conventional three 
phase induction motor is Supplied with alternating current by 
an inverter. The inverter synthesizes alternating current of 
the proper Voltage and frequency to operate the motor in a 
desired mechanical output State, adjusting frequency, Volt 
age, or current as necessary to control motor torque or Speed. 
0071. With the present invention, an inverter may still 
feed an induction motor, however additional performance 
and flexibility of operation may be obtained. As a specific 
example, a 13-phase inverter is used to Supply a 13-phase 
induction motor. 

0.072 The 13 phase inverter is composed of components 
well known in the art, including a rectifier to Supply DC 
power to other components, a DC link filter to maintain 
constant DC voltage, precharge and control circuitry, and 
output halfbridges. All of these components are well known 
in the art. LeSS well known in the art are the Specifics of high 
phase order operation; these are disclosed in U.S. Pat. No. 
6,054,837. In brief, additional output half bridges are used, 
13 in the case of the present example. The inverter output 
has 13 Separate phases, each with a phase angle displace 
ment of 1/13 full cycle, as contrasted to the output of a 
conventional inverter, with 3 Separate phases and a phase 
angle displacement of 1/3 full cycle. 
0073. The example 13-phase motor is a 4 pole, 26 slot 
machine, with 6.5 Slots per pole. Conventional lap windings 
are used, with a 1 to 7 span. There are a total of 26 coils. 
Turns per coil are Selected using conventional calculation for 
flux per pole and drive frequency; the winding is considered 
concentrated with a 13/14 span. The 1 to 7 and the 14 to 20 
windings are in the same phase, and placed electrically in 
Series, as are the 12 other Series pairs of the same relative 
slot displacement. The net result is a winding with 13 
individual Series circuits, each of which is at an electrical 
angle of 1/13 full cycle apart, each with two available 
terminals, numbered 1 to 26 in order to correspond to the 
Slots associated with the termination. 

0074 The two-coil, two-terminal winding sets are as 
follows, along with the relative electrical angles of the 
windings: 

TABLE 8 

Winding Electrical 
Pair Angle 

Designation (Degrees) 

1:7, 14:20 O 
2:8, 15:21 27.7 
3:9, 16:22 55.4 

4:10, 17:23 83.1 
5:11, 18:24 110.8 
6:12, 19:25 138.5 
7:13, 20:26 166.2 
8:14, 21:1 1938 
9:15, 22:2 221.5 

10:16, 23:3 249.2 
11:17, 24:4 276.9 
12:18, 25:5 3O4.6 
13:19, 26:6 332.3 

0075. These coil sets may be connected in the 6 possible 
different Symmetric mesh connections that may be used with 
this motor, each presenting a different impedance to the 
inverter. For example, the L=1 mesh connection may be 
used. AS the highest impedance mesh connection, current 
requirements from the inverter are reduced, however the 
Voltage requirements are increased. This connection is thus 
Suitable for low speed operation. AS the Spanning value L is 
increased to the maximum of 6, the machine impedance is 
reduced, current requirements are increased, and Voltage 
requirements reduced. This mesh connection would be most 
Suitable for high-Speed operation. 
0076. The machine may be adjusted between these mesh 
connections through the use of a 13 pole, 13 way, shared 
way Switch. Such a switch has 13 pole terminals and 13 way 
terminals, and in one position connects, for example, pole 1 
to way 2, pole 2 to way 3, pole 13 to way 1, etc. The Switch 
is electrically connected is to the motor such that the O 
winding terminal 1 is connected to pole 1, 27.7 winding 
terminal 2 is connected to pole 2, etc. The Switch is further 
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connected Such that 27.7 winding terminal 21 is connected 
to way 1, 55.4° winding terminal 22 is connected to way 2, 
etc. In Switch position 1, where pole 1 connects to way 1, 
pole 2 to way 2, etc., the motor will be connected in an L=1 
mesh connection. In Switch position 2, the motor will be 
connected in an L=2 mesh connection, etc., with the result 
ing changes in machine impedance. 

2) Inverter Fed Synchronous Machine with 
Switching Arrangement 

0077. A 13-phase inverter and motor winding are used, as 
above. However the rotor is not a shorted cage as would be 
used in an induction motor, but instead a permanent magnet 
rotor, possibly with a shorting cage for Starting. Standard 
Synchronous motor control techniques are used, however for 
different operating Speed regimes, different mesh connec 
tions are Selected in order to best utilize the inverter. 

0078 3) Generator Fed Resistor Mesh with Switching 
Arrangement 

0079 A set of 7 resistance heaters, each rated 10 Ohms, 
is Supplied with electrical power by a 7 phase generator rated 
at 100 volts per phase line to neutral. Each resistor has two 
terminals. The resistors are numbered 1 to 7, and the 
terminals of each resistor are A and B. Terminal A of each 
resistor is connected to a corresponding pole of a 7 pole, 7 
way, shared way switch. Terminal B of each resistor is 
connected to a corresponding way of the Switch, and is 
additionally electrically connected to the corresponding out 
put terminal of the generator. In Switch position 1, terminal 
A and B of the same resistor are electrically connected 
together, leaving no closed circuit path is for current to flow. 
This is an off position. 
0080. In Switch position 2, the L=1 mesh connection is 
realized. The Voltage placed acroSS each resistor is 86.8 
volts, and the power delivered to each resistor is 753 watts. 
0081. In Switch position 3, the L=2 mesh connection is 
realized. The Voltage placed acroSS each resistor is 156 volts, 
and the power delivered to each resistor is 2445 watts. 
0082 In Switch position 4, the L=3 mesh connection is 
realized. The Voltage placed acroSS each resistor is 195 volts, 
and the power delivered to each resistor is 3802 watts. 

4) Brushless DC Machine with Array of Terminals 
Permitting Installation Time Selection of Mesh 

Connection. 

0083) A 13 phase brushless DC drive is used. This is 
topologically a 13 phase inverter, however full DC link 
Voltage is placed acroSS each winding in turn as appropriate, 
and commutation signals are Supplied by a rotor position 
detector. A 13 Stator as described in 1) above is used, and the 
rotor is a permanent magnet rotor. In this configuration, no 
Switching element is used to permit the dynamic change of 
mesh connection. Instead a Suitable mesh connection is 
Selected at the time of machine installation and commission. 
Winding terminals are electrically connected together and 
connected to the inverter terminals, as is Suitable for the 
service of the machine. For example, a motor which will 
only See low speed operation will be wired using an L=1 
mesh connection, to reduce inverter current capability 
requirements, whereas a motor which will see high-speed 
operation will be wired using an L=3 mesh connection, in 
order to reduce inverter Voltage requirements. 

Apr. 24, 2003 

0084 Thus it is apparent that there has been provided, in 
accordance with embodiments of the present invention, 
rotating induction devices Satisfying the advantages Set forth 
above. Although the invention has been described in detail, 
it should be understood that various changes, Substitutions 
and alterations may be made herein. 
0085 Thus this mesh connection technique is applicable 
to alternating current machines, to wound rotor Synchronous 
machines, as well as to permanent magnet machines and 
brushless DC motors. It can be used both for motors and for 
generators, maintaining, for example, a relatively constant 
output Voltage over a large range of generator operating 
Speeds. This mesh connection technique may even be used 
for polyphase resistive loads, essentially altering the imped 
ance of the resistive load by changing its connectivity. 
0086 The change in Volts/Hz ratio essentially permits a 
dynamic tradeoff between machine Voltage and current 
requirements. At low speed, where winding Voltage require 
ments are low, a low span mesh connection may be benefi 
cially used. This low Span mesh connection presents a high 
Voltage to the inverter, and lowers the current requirements 
placed upon the inverter by a corresponding amount. Exam 
ined from the other Side of the connection, the low Span 
mesh connection draws low current at high Voltage from the 
inverter, and causes high current at low Voltage to flow 
through the windings of the machine. 
0087 AS has been disclosed above, two polyphase 
devices may be interconnected using a mesh connection. By 
changing the Spanning value of this mesh connection, the 
impedance that each device presents to the other may be 
altered, providing various benefits. This change in mesh 
connection may be described in a different yet functionally 
equivalent fashion. Rather than considering an N phase 
polyphase device being connected with 2N Sets of connec 
tions to the 2*N terminals of a second N phase polyphase 
device, we consider a single N phase polyphase device, with 
2*N sets of terminals, internally connected in a mesh 
connection, to form N terminal nodes. The impedance of this 
N phase device with its N terminal nodes will vary as the 
mesh connection utilized varies. 

0088 An N phase device may be considered as being 
composed of N two terminal Single-phase circuit elements. 
To form the composite N phase device, these circuit ele 
ments are connected together, in, for example, an N phase 
Star connection or an N phase mesh connection. Once these 
circuit elements are connected together, then only N con 
nections need be made to an external circuit. For example, 
a 10-phase motor will have 10 Separate coil Sets. Each coil 
set will have two ends, for a total of 20 coil ends which must 
all be connected in order to provide a current path through 
each of these coils. One could provide each of these 20 coil 
ends a connection to a Source of electrical power, eg. an 
inverter output terminal, requiring 20 inverter output termi 
nals. However there are two other options. 
0089. The first option is to select one terminal from each 
of the coil Sets, an connect these 10 terminals together, 
leaving 10 terminals which must be connected to inverter 
output terminals. This is the classic Star connection. Current 
will flow from an inverter output terminal, through the 
corresponding winding, to the neutral or Star point. The 
current will then flow through other phases and back to the 
inverter System. With a properly balanced Star connection, 
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the total of the current through all of the phases is Zero, with 
current flowing into Some phases and out of others, and the 
Star point will remain neutral. 
0090 The second option is the mesh connection. With the 
mesh connection, these 20 coil ends are connected in pairs, 
forming 10 terminal nodes. These 10 terminal nodes are then 
connected to inverter output terminals. The current through 
each winding flows from one of its terminals, through the 
winding, to the other terminal. At each of these 10 terminal 
nodes, there are three circuit elements connected, the 
inverter terminal, and two windings. The current flowing out 
of each of the inverter terminals is equal to the Sum of the 
current flowing into the two connected motor windings. If 
current happens to be flowing out of one motor winding, and 
into the other motor winding, then the net current through 
the inverter terminal may be substantially smaller than that 
through the connected windings. 

0.091 The voltage placed across the N two terminal 
circuit elements of an N phase device internally connected 
using a mesh connection is given by the equations above, 
and depends upon the number of phases, the harmonic order, 
and the Spanning value. The Switching element described 
above may be considered a device used to change the 
Spanning value of a mesh connected N phase device, without 
reference to any connected high phase order elements. 
0092. In other words, the spanning value of a motor may 
be changed without reference to an inverter or generator. In 
this case, the Switching element acts to connect the N first 
terminals of the N two terminal circuits of an N phase device 
to the N Second terminals of Said two terminal circuits. The 
variable position of the Switching element corresponds to 
different Second terminal connections for each first terminal. 
Each Switching element position corresponds to a different 
Spanning value, and is thus a different N phase composite 
impedance. 

0093. It may be seen that these two descriptions are 
equivalent. Once a mesh connected N phase device is 
connected to another N phase device, each phase node 
consists of one phase node from each device, and each phase 
node of the mesh connected device consists of two terminals 
of two Single phase elements, connected together. In a 
concrete example, it does not matter if this is described as a 
motor phase terminal electrically connected via a Switching 
element to another motor phase terminal and thence elec 
trically connected to an inverter terminal, or a motor phase 
terminal electrically connected via a Switching element to an 
inverter terminal and thence electrically connected to 
another motor phase terminal. 
0094. As a mesh connected N phase polyphase device 
may be considered as having N terminal nodes, it is entirely 
possible to interconnect two N phase polyphase devices, 
each with a variable mesh connection. 

0.095 This mesh connection technique is applicable to 
alternating current machines, to wound rotor Synchronous 
machines, as well as to permanent magnet machines. It can 
be used both for motors and for generators, maintaining, for 
example, a relatively constant output Voltage over a large 
range of generator operating Speeds. This mesh connection 
technique may even be used for polyphase resistive loads, 
essentially altering the impedance of the resistive load by 
changing its connectivity. 
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0096. The use of the mechanically Switched mesh con 
nection permits an extremely large variation in machine 
Volts/Hertz ratio. As shown by the equations presented, for 
a balanced N phase system, where N is odd, (N-1)/2 different 
Volts/Hertz ratios are possible. There is no physical reason 
preventing the use of spanning values greater than L=(N- 
1)/2. However it will be found that these additional mesh 
connections are equivalent to mesh connections less than or 
equal to L=(N-1)/2, for example, in a 9 phase System, the 
L=5 mesh connection is equivalent to the L=4 mesh con 
nection, and the L=6 is equivalent to L=3. The possible 
range is quite large, for example, with a 17 phase machine, 
the Volts/Hertz ratio may be changed by a factor of 5.4:1, in 
8 Steps. With higher phase counts, even larger changes in 
Volts/Hertz ratio are possible. Useful capabilities are avail 
able even from Small phase count machines. For example, in 
a 5 phase machine, there are two possible VoltS/Hertz ratios, 
permitting a change of 1.6:1. With a 7 phase machine, the 
ratio change is 2.2:1 in three StepS. 

0097 Most generally, the concept is a mechanical Switch 
which may be used to change the impedance which a mesh 
connected high phase order device presents to another high 
phase order device. For the motor examples that we have 
been considering, the mesh connected device is the motor, 
and it is connected to an inverter. The mesh-connected 
device could be an array of S resistors, or a magnetic 
induction heater. The power Supply could be an inverter, a 
high phase order generator, or mains power properly phase 
shifted with transformers. The mesh-connected device could 
be a generator, and the other device could be an array of 
resistors. You could even have two mesh connected devices, 
each with its own mesh changing Switching device, con 
nected together. 

0098. A high phase order device is any device which is 
composed of Similar Sub-units, each of which is a Single 
phase alternating current device, all of which are operated 
with different phases of alternating current. 

0099. A particularly important use of this invention is to 
connect a Star connected inverter to a mesh connected motor, 
using the Switching device to change the particular mesh 
connection that the motor uses, to change the impedance that 
the motor presents to the inverter. 

0100. One could use this invention to connect a high 
phase order generator to a Star connected load. Changing the 
mesh connection would change the impedance of the gen 
erator, and could be used to change the output Voltage being 
Supplied to the load. The load could be Star connected, for 
example a rectifier being used to charge batteries, or it could 
be a mesh connected load. 

0101 One does not need an inverter for a generator, 
unless that generator requires a Source of quadrature current. 
An induction generator would require Some Source of 
quadrature current, which could be an inverter, a Synchro 
nous motor, or a Suitable capacitor bank. When an appro 
priate generator is connected to an inverter, the inverter has 
Substantial control of the generator power output. 

0102) The winding or circuits described herein do not 
limit other circuit elements which may be used or attached 
to the present System. Multiples of the present invention may 
be utilized in a Single device, for example a motor with an 
18 phase winding may be operated using the method of the 
present invention as two 9 phase windings with Suitable 
mesh connections, both wound upon the same Stator. 
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0103). Other examples are readily ascertainable by one 
skilled in the art and can be made without departing from the 
Spirit and the Scope of the present invention as defined by the 
following claims: 
What is claimed is: 

1. An electrical rotating apparatus comprising: 
a) a first polyphase circuit element having N phases and 
N outputs; 

b) a Second polyphase circuit element having N Single 
phase Sub-elements, each Sub-element having an odd 
numbered and an even numbered terminal, and wherein 
each odd-numbered terminal is connected electrically 
to one of the N outputs in a first Sequence, wherein the 
first Sequence is in order of phase angle, and wherein 
each even-numbered terminal is connected electrically 
in a mesh connection to one of the N odd-numbered 
terminals in a Second Sequence, wherein the Second 
Sequence is shifted from Said first Sequence according 
to a Spanning value, L, of the mesh connection. 

2. The electrical rotating apparatus of claim 1 in which 
Said first polyphase circuit element is an inverter. 

3. The electrical rotating apparatus of claim 2 in which 
Said N outputs comprise a fundamental component. 

4. The electrical rotating apparatus of claim 2 in which 
Said N outputs comprise a harmonic component. 

5. The electrical rotating apparatus of claim 4 in which 
Said harmonic component provides a new order of phase 
angle, thereby affecting a change in the mesh connection. 

6. The electrical rotating apparatus of claim 1 in which 
Said Second polyphase circuit element is Selected from the 
group consisting of alternating current machines, wound 
rotor Synchronous machines, permanent magnet machines, 
generators, and polyphase resistive loads. 

7. An electrical rotating apparatus comprising: 
a) a first polyphase circuit element having N phases and 
N outputs; 

b) a Second polyphase circuit element having N Single 
phase Sub-elements, each Sub-element having an odd 
numbered and an even numbered terminal, and wherein 
each odd-numbered terminal is connected electrically 
to one of the N outputs in a first Sequence, wherein the 
first Sequence is in order of phase angle; 

c) a N-pole, N-way switch wherein the N-poles are 
electrically connected to Said N power output phases in 
a first Sequence, and the N-ways are electrically con 
nected to each even-numbered terminal So that Said 
Second polyphase circuit element is mesh connected, 
and wherein Said Switch shifts Said phase angle order 
according to a Spanning value, L, of the mesh connec 
tion. 

8. The electrical rotating apparatus of claim 7 in which 
Said first polyphase circuit element is an inverter. 

9. The electrical rotating apparatus of claim 7 in which 
Said Second polyphase circuit element is Selected from the 
group consisting of alternating current machines, wound 
rotor Synchronous machines, permanent magnet machines, 
generators, and polyphase resistive loads. 

10. The electrical rotating apparatus of claim 7 in which 
Said Switch is Selected from the group consisting of: 

rotary Switches, Slider Switches, mechanical Switches, is 
and electronic Switches. 
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11. A drive system for driving the N single phase Sub 
elements of a first polyphase circuit element each Sub 
element having an odd-numbered and an even numbered 
terminal comprising: 

a) a second polyphase circuit element having N phases 
and N outputs; 

b) a terminal block having 2N terminals comprising a first 
set of N terminals for connection to each odd-numbered 
terminal and a Second Set of N terminals for connection 
to each even-numbered terminal, in which the first Set 
of N terminals is electrically connected to said N 
outputs; 

c) a N-pole, N-way switch wherein the N-poles are 
electrically connected to Said N outputs in phase angle 
order, and the N-ways are electrically connected to Said 
Second set of N terminals, and wherein Said Switch 
shifts Said phase angle order So that a spanning number, 
L., may be varied. 

12. The drive system of claim 11 in which said second 
polyphase circuit element is an inverter. 

13. The drive system of claim 11 in which said first 
polyphase circuit element is Selected from the group con 
Sisting of: alternating current machines, wound rotor Syn 
chronous machines, permanent magnet machines, genera 
tors, and polyphase resistive loads. 

14. The drive system of claim 11 in which said Switch is 
Selected from the group consisting of rotary Switches, Slider 
Switches, mechanical Switches, and electronic Switches. 

15. A mesh-connected electrical rotating apparatus having 
a variable Spanning number, L, comprising: 

a) a terminal block having N terminals for connection to 
a first polyphase drive System having N phases and N 
outputs; 

b) a Second polyphase circuit element having N Single 
phase Sub-elements, each Sub-element having an odd 
numbered and an even numbered terminal, in which 
Said odd-numbered terminals are electrically connected 
to said N terminals; 

c) a N-pole, N-way switch wherein the N-poles are 
electrically connected to Said N terminals, and the 
N-ways are electrically connected to Said even-num 
bered terminals, and wherein Said Switch shifts Said 
phase angle order So that Said Second polyphase circuit 
element is mesh connected and a Spanning number, L, 
may be varied. 

16. mesh-connected electrical rotating apparatus of claim 
15 in which Said first polyphase circuit element is an 
inverter. 

17. The mesh-connected electrical rotating apparatus of 
claim 15 in which said Second polyphase circuit element is 
Selected from the group consisting of: alternating current 
machines, wound rotor Synchronous machines, permanent 
magnet machines, generators, and polyphase resistive loads. 

18. The mesh-connected electrical rotating apparatus of 
claim 15 in which said Switch is Selected from the group 
consisting of rotary Switches, slider Switches, mechanical 
Switches, and electronic Switches. 


