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1. Claim. 

This invention relates to appliances used in 
retaining the hair in the condition in which it 
has been dressed, such devices being called hair 
clasps or clips. 
Such devices are usually made of metal, pol 

ished, plated, enamelled or otherwise finished. 
It is therefore an object of the invention to pro 

vide a clip having its outer portion completely 
COWered with natural hair, similar in color and 
shade to that of the hair of the Wearer. 
A further feature is in the provision of an 

easily operated catch whereby the clip may be 
firmly Secured in operative position, and as read 
ily removed when desired. 
These and other advantageous objects are at 

tained by the novel construction and arrange 
ment of simple parts hereinafter described and 
shown in the annexed drawing, forming a mate 
rial part of this disclosure, and in which: 

Figure 1 is a partial plan view of one form of 
the clip as in clasped position. 

Figure 2 is a side elevational view of the same. 
Figure 3 is a similar view of the same in a free 

unclasped position. 
Figure 4 is a partial plan view of another form 

Of the device as clasped. 
Figure 5 is a side elevational view of the same. 
Figure 6 is a like view of the same in a free 

position. 
Figure 7 is another partial plan view of further 

modification in construction. 
Figure 8 is a side elevational view thereof. 
Figure 9 is a similar view showing the tongue 

member unclasped. 
Figure 10 is a perspective view of a finished 

clip, its Outer bar element being partially en 
cased with a hair covering. 

Ordinarily, hair clips are found difficult to 
clasp, and more difficult to unclasp, particularly 
by the Wearer, who is obliged to work by touch 
rather than Sight, a mirror not always being avail 
able or sufficient light. 

It is also regarded as objectionable to display 
a metal bar in the hair, as it is plainly distin 
guishable. 
The present invention seeks to overcome these 

disadvantages by the production of a clip easy 
to affix or remove by contact with the fingers and 
which is capable of complete invisibility. 

All the Several devices shown in the drawing 
consist of a strip of spring material fashioned to 
present an inner bow-shaped member 5, prefer 
ably die struck to produce a central longitudinal 
reenforcing rib 6. 
One end of this member is integrally connected 

(Cl. 132-31) 

by a U shaped bend 7 to an outer member or 
clamp bar 8, corresponding in curvature With 
the inner member, but spaced from it so as to 
receive locks of hair therebetween. 
The outer bar 8 is also shaped at its free end 

to produce a generally hook-shaped bend or loop 
9, and further formed, as in Figures 1 to 3, to 

constitute a catch, having a hump 20, a receSS 
2 and a protruding lip 22 directed towards the 
bar 8. 
The inner member 5 has a closely doubled end 

23, Smoothly rounded and adapted to be forcibly 
pressed past the hump 20 to seat in the recess 
2 on the lip 22. 

Obviously, a moderate pressure only is required 
to engage the ends of the clasp, and likewise, a 
slight outward pressure against the hump 20 
serves to liberate the inner member. 

Figures 4 to 6 show the same general structure 
of the clip except at the clasp contacts. In this 
style the free end of the loop member 9 is struck 
to produce a narrow concave catch 25 extending 
towards the opposite end of the bar, while the cor 
responding end 26 of the inner member 5 is 
reduced in Width and shaped to Suit the under 
side of the catch 25, being readily engaged or 
disengaged by a moderate lateral movement. 
The variations seen in Figures 7 to 9 consist 

in forming the inner end of the bend 9 into a 
segment of a circle, as at 30, and making a sharp 
ly angled incision 3 in its end, the end 32 of the 
inner member 5 being shaped for engagement 
therein by direct pressure. 
To release the catch it is only required to preSS 

the loop 9 outwardly whereupon the inner 
member is released. 
In all these several clips the clamp bars 8 have 

fine serrations 35 on either or both its longitudi 
nal edges, continuing to points midway the 
loops 7--9, and are provided at their extremi 
ties with means as fine perforations 36 to secure 
the ends of a strand of hair 37, the same to be 
closely coiled around the bar 8, forming a mask 
or covering 38 by which the bar is rendered sub 
stantially invisible, the wearer's own hair being 
preferably used to wind upon the bar. 
While certain preferred embodiments of this 

device have been shown and described, it will be 
understood that changes in the form, arrange 
ments, proportions, sizes and details thereof may 
be made without departing from the Scope of the 
invention as defined in the appended claim. 

Having thus described the invention, what is 
claimed as new and desired to secure by Letters 
Patent, is:- 
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2 2,106,561 
In a hair clip having inner and outer bow 

shaped resilient members integrally connected at 
One end by a U-shaped loop, an in reaching curved 
hook on the opposite free end of said outer mem 
ber, the terminal portion of said hook contain 
ing a Substantially triangular opening, a prong 
On the free end of said inner member engageable 
in the mentioned opening, a longitudinal re 

enforcing rib on said inner member, serrations 
On both longitudinal edges of Said outer member, 
a strand of hair closely coiled around said outer 
member to entirely cover it, said hair engaging in 
the Serrations, and means to secure the ends of 5 
said hair strands. 

FRANK BETTER. 


