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To all whom it may concern: 
Be it known that we, DANIEL B. SANDER 

SON and DANIEL H. LINSCOTT, both of Lewis 
ton, in the county of Androscoggin and State 
of Maine, have invented certain new and use 
hereby declare that the following is a full, 
clear, and exact description thereof, which will 
enable others skilled in the art to which it ap 
pertains to make and use the same, reference 
being had to the accompanying drawings, and 
to the letters of reference marked thereon, 

ful Improvements in Clothes-Pins; and we do. 

By this construction-that is, the arrange 
ment of the two recesses a y, and of the hooked 
ends a a-two advantages are gained, viz., first, 
the hooks a a will prevent the pin from being 
driven down upon the line beyond the ends 
of the wires, which makes it very difficult to 
remove the pin without perforating or tearing 
the fabric held by it; and, second, the upper 
smaller recess gy will accommodate itself to a 

which form a part of this specification, and in 
which 

Figure 1 is a side elevation. Fig. 2 is a 
similar view of our improved clothes-pin clamp 
ing a piece of linen on the line; and Fig. 3 
represents our improved clothes-pin as used 
on a thin line, or for clamping thin fabric. On all 
ordinary line. 

Similar letters of reference indicate corre 
sponding parts in all the figures. 
Our improved clothes pin or clamp is made 

of a single piece of galvanized or plated wire, 
bent, by suitable appliances or machinery, 
into the shape represented in the several fig 
ures of the drawing, viz: We first bend the 
piece of wire which is to form the clothes-pin 
in the middle, so as to form a spring loop or 
eye, A.; next, the wire is bent so as to form 
two straight legs or prongs, (denoted by BB,) 
parallel to each other; next, each of these 
legs is bent, as shown at b b, in all upward di. 
rection; next, two recesses (denoted by a and 
gy, respectively) are formed, one above the 
other, by making a double bend or bow in 
each of the legs; and, finally, the ends or 
points of these are bent so as to form hooks 
at a crossing and sliding upon each other, as 
shown. 

smaller line than the main recessa, or it will 
serve to fasten thinner or finer fabric on an 
ordinary line, which would not be held suffi 
ciently tight by the jaws of the larger recessa. 
We are aware of the patent to Eastman, 

June 27, 1876, which is for a clothes-pin the 
general construction of which somewhat re 
sembles ours. It omits, however, the hooked 
crossed ends a a, which are the principal ad 
vantage of our invention, and, in fact, con 
stitute our improvement. 
Having thus described our improvement, we 

claim and desire to secure by Letters Patent 
of the United States 
As an improved article of manufacture, the 

wire clothes-pin herein described, having the 
spring-loop A, doubled legs or prongs BB, 
crossing each other, inner double jaws or re 
cesses a and gy, and double bent terminal 
hooks at a, crossing each other, substantially 
as and for the purpose herein shown and speci 
fied. - 

In testimony that we claim the foregoing as 
our own we have hereto affixed our signatures 
in presence of two witnesses. 

DANIEL B. SANDERSON. 
DANIEL H. LINSCOTT. 

Witnesses: . . -- 

A. R. SAVAGE, 
L., H. HUTCHINSON. 

  


