(51) International Patent Classification:  
E21B 34/06 (2006.01)

(21) International Application Number:  
PCT/US20 13/076270

(22) International Filing Date:  
18 December 2013 (18.12.2013)

(25) Filing Language:  
English

(26) Publication Language:  
English

(30) Priority Data:  

(71) Applicant (for all designated States except US):  
EXXONMOBIL UPSTREAM RESEARCH COMPANY  
[US/US]; CORP-URC-SW359, P.O. Box 2189, Houston,  
TX 77252-2189 (US).

(72) Inventors:  
MORROW, Timothy, I.  
[US/US]; 9806 Moonscape View, Humble, TX 77396  
(US).  
TOLMAN, Randy, C. [US/US]; 1903 Magnolia Estates  
Dr., Spring, TX 77386 (US).  
ANGELA SUMMER, Renzo, M. [US/US]; 506 W.  
23rd St., Houston, TX 77008 (US).  
DEFFENBAUGH, Max [US/US]; 401 Count Road  
513, Cali, NJ 07830 (US).  
DISKO, Mark, M. [US/US]; 612 Woodglen Rd., Glen  
Gardner, NJ 08826 (US).

(74) Agents:  
JAMES, Rick, F. et al; Exxonmobil Upstream  
Research Company, CORP-URC-SW359, P.O. Box 2189,  
Houston, TX 77252-2189 (US).

(81) Designated States (unless otherwise indicated, for every  
kind of national protection available):  
AE, AG, AL, AM, AO, AT, AU, AZ, BA, BB, BG, BH,  
BN, BR, BW, BY, BZ, CA, CH, CL, CN, CO, CR, CU,  
CZ, DE, DK, DM, DO, DZ, EC, EE, EG, ES, FI,  
GB, GD, GE, GH, GM, GT, HN, HR, HU, ID, IL, IN,  
IR, IS, JP, KE, KG, KN, KP, KR, KZ, LA, LC,  
LK, LR, LS, LT, LU, LY, MA, MD, ME, MG,  
MK, MN, MW, MX, MY, MZ, NA, NG, NI, NO,  
NZ, OM, PA, PE, PG, PH, PL, PT, QA, RO, RS,  
RU, RW, SA, SC, SD, SE, SG, SK, SL, SM, ST,  
SV, SY, TH, T1, TM, TN, TR, TT, TZ, UA,  
UG, US, UZ, VC, VN, ZA, ZM, ZW.

(84) Designated States (unless otherwise indicated, for every  
kind of regional protection available):  
ARIPO (BW, GH, GM, KE, LR, LS, MW, MZ, NA,  
RW, SD, SL, SZ, TZ, UG, ZM, ZW), Eurasian  
(Am, AZ, BY, KG, KZ, RU, TJ, TM), European  
(AL, AT, BE, BG, CH, CY, CZ, DE, DK,  
EE, ES, FI, FR, GB, GR, HR, HU, IE, IS, IT,  
LT, LU, LV, MC, MK, MT, NL, NO, PL, PT, RO,  
RS, SE, SI, SK, SM, TR), OAPI (BF, BJ, CF,  
CG, CI, CM, GA, GN, GQ, GW, KM, ML,  
MR, NE, SN, TD, TG).

Published:  
— with international search report (Art. 21(3))

(54) Title: REMOTELY ACTUATED SCREENOUT RELIEF VALVES AND SYSTEMS AND METHODS INCLUDING THE SAME

(57) Abstract: Remotely actuated screenout relief valves, systems and methods are disclosed herein. The methods include providing a proppant slurry stream that includes proppant to a casing conduit that is defined by a casing string that extends within a subterranean formation. The methods further include detecting an operational parameter that is indicative of a screenout event within the casing conduit. Responsive to the detecting, the methods include providing a flush fluid stream to the casing conduit, opening the remotely actuated screenout relief valve, and displacing the proppant from the casing conduit into the subterranean formation with the flush fluid stream via the remotely actuated screenout relief valve. The methods may further include closing the remotely actuated screenout relief valve. The systems include hydrocarbon wells that include the remotely actuated screenout relief valve and/or hydrocarbon wells that include controllers that are configured to perform at least a portion of the methods.
REMOTE ACTUATED SCREENOUT RELIEF VALVES AND SYSTEMS AND METHODS INCLUDING THE SAME

Cross-Reference to Related Applications

[0001] This application claims the benefit of U.S. Provisional No. 61/909,161 filed November 26, 2013, and is herein incorporated by reference in its entirety.

Field of the Disclosure

[0002] The present disclosure is directed generally to remotely actuated screenout relief valves, and more particularly to hydrocarbon wells that include and/or utilize the remotely actuated screenout relief valves and/or methods of operating the remotely actuated screenout relief valves.

Background of the Disclosure

[0003] Certain subterranean formations that include hydrocarbon fluids may require stimulation prior to production of the hydrocarbon fluids therefrom. This stimulation may take a variety of forms, an illustrative, non-exclusive example of which is hydraulic fracturing. In hydraulic fracturing, a portion of the subterranean formation may be pressurized above a fracture pressure thereof, which may facilitate the generation of fractures within the subterranean formation. These fractures may increase a fluid permeability of the subterranean formation and/or may function as a fluid conduit that may convey the hydrocarbon fluids from the subterranean formation into a hydrocarbon well that extends within the subterranean formation.

[0004] In certain subterranean formations, the generated fractures may retract, shrink, and/or collapse when the pressure within the subterranean formation is decreased, and it may be desirable to restrict and/or prevent this collapse. This may be accomplished by locating a proppant within the fractures. The proppant may provide a porous medium through which the hydrocarbon fluids may flow while also preventing collapse of the fractures.

[0005] The proppant may be flowed into the fractures as a proppant slurry stream via the hydrocarbon well. The proppant slurry stream may include the proppant, which is a particulate and/or other solid, and a fluid, such as water and/or other liquid. Generally, the proppant slurry stream flows from the hydrocarbon well into the fractures via one or more openings that may be present within a casing string that extends within the hydrocarbon well and/or within a wellbore thereof. These openings may include and/or be orifices and/or perforations that may be present within the casing string prior to the casing string being
located within the subterranean formation and/or that may be formed within the casing string
subsequent to the casing string being located within the subterranean formation.

[0006] If one or more of these openings is restricted, blocked, and/or occluded during
flow of the proppant slurry stream through the hydrocarbon well, the proppant may collect
within the hydrocarbon well and/or within a casing conduit that is defined by the casing
string, generating a "screenout" event. Such a screenout event may be costly and/or time-
consuming to overcome, as removal of the proppant from the casing conduit may require
significant operational resources. Thus, it may be desirable to prevent occurrence of the
screenout event and/or respond to occurrence of the screenout event in a more efficient
manner. The time and/or expense to overcome a screenout event may be increased when the
screenout event prevents flow of fluid through a horizontal portion of the casing conduit to
the subterranean formation if the casing conduit does not include a mechanism for enabling,
or re-establishing, this fluid flow to the subterranean formation. Thus, there exists a need for
remotely actuated screenout relief valves and/or for systems and methods including the same.

Summary of the Disclosure

[0007] Remotely actuated screenout relief valves and systems and methods including the
same are disclosed herein. The methods include providing a proppant slurry stream that
includes proppant to a casing conduit that is defined by a casing string that extends within a
subterranean formation. The methods further include detecting an operational parameter that
is indicative of a screenout event within the casing conduit. Responsive to detecting the
operational parameter, the methods include providing a flush fluid stream to the casing
conduit, opening the remotely actuated screenout relief valve, and displacing the proppant
from the casing conduit into the subterranean formation with the flush fluid stream via the
remotely actuated screenout relief valve. The methods may further include closing the
remotely actuated screenout relief valve.

[0008] In some embodiments, the methods may include ceasing the providing the
proppant slurry stream. In some such embodiments, the ceasing occurs prior to the providing
the flush fluid stream. In some embodiments, the ceasing is responsive to a manual ceasing
input, and in some embodiments the ceasing is responsive to the detecting an operational
parameter that is indicative of a screenout event.

[0009] In some embodiments, the methods further include determining a location of the
screenout event within the casing conduit. In some embodiments, the casing string includes a
plurality of remotely actuated screenout relief valves that may be spaced apart along a length
of the casing string, and the methods further include selecting a respective one of the plurality
of remotely actuated screenout relief valves to be opened. In some embodiments, the selecting may be based, at least in part, on the determined location of the screenout event.

[0010] In some embodiments, the methods further include providing a cross-linking gel stream to the casing conduit. In some embodiments, the cross-linking gel stream is provided prior to the flush fluid stream. In some embodiments, the cross-linking gel stream is provided subsequent to the flush fluid stream. In some embodiments, the flush fluid stream is provided both prior to and subsequent to the cross-linking gel stream.

[0011] In some embodiments, the methods further include flowing a perforation device into the casing conduit. In some embodiments, the flowing includes flowing the perforation device with the flush fluid stream. In some embodiments, the methods further include perforating the casing string with the perforation device to create a perforation through which fluid and/or proppant from the casing string may flow into the subterranean formation.

[0012] In some embodiments, the methods further include determining that the proppant has been displaced from the casing conduit. In some embodiments, the remotely actuated screenout relief valve is closed responsive to determining that the proppant has been displaced from the casing conduit.

[0013] In some embodiments, the methods further include resuming the providing the proppant slurry stream. In some embodiments, the resuming is subsequent to the perforating the casing string and/or to the closing the remotely actuated screenout relief valve. In some embodiments, the methods further include providing a ball sealer to the casing conduit. In some embodiments, the ball sealer is utilized to seal or otherwise restrict fluid flow through the perforation.

[0014] The systems include hydrocarbon wells that include the remotely actuated screenout relief valve and/or hydrocarbon wells that include controllers that are configured to perform at least a portion of the methods. The systems also include a wellbore, which extends between a surface region and a subterranean formation, and a casing string that extends within the wellbore and defines a casing conduit. The systems further include a proppant supply system, which is configured to provide a proppant slurry stream to the casing conduit, and a detector that is configured to detect a wellbore parameter that is indicative of a screenout event.

[0015] In some embodiments, the systems include a wireless communication network that includes a plurality of nodes. In some embodiments, the controller is in wireless communication with the wireless communication network. In some embodiments, the detector is in wireless communication with the wireless communication network. In some
embodiments, the remotely actuated screenout relief valve is in wireless communication with the wireless communication network. In some embodiments, the wireless communication network, the detector, and the remotely actuated screenout relief valve form a portion of a screenout response system. In some embodiments, the screenout response system is an automatic screenout response system that is configured to automatically detect and respond to the screenout event.

**Brief Description of the Drawings**

[0016] Fig. 1 is a schematic representation of illustrative, non-exclusive examples of a hydrocarbon well that may include and/or utilize the systems and methods according to the present disclosure for providing screenout relief.

[0017] Fig. 2 is a schematic fragmentary cross-sectional view of an illustrative, non-exclusive example of a portion of a hydrocarbon well that includes a remotely actuated screenout relief valve according to the present disclosure.

[0018] Fig. 3 is another schematic fragmentary cross-sectional view of an illustrative, non-exclusive example of a portion of a hydrocarbon well that includes a remotely actuated screenout relief valve according to the present disclosure.

[0019] Fig. 4 is another schematic fragmentary cross-sectional view of illustrative, non-exclusive examples of a portion of a hydrocarbon well that includes a remotely actuated screenout relief valve according to the present disclosure.

[0020] Fig. 5 is another schematic fragmentary cross-sectional view of illustrative, non-exclusive examples of a portion of a hydrocarbon well that includes a remotely actuated screenout relief valve according to the present disclosure.

[0021] Fig. 6 is another schematic fragmentary cross-sectional view of illustrative, non-exclusive examples of a portion of a hydrocarbon well that includes a remotely actuated screenout relief valve according to the present disclosure.

[0022] Fig. 7 is a schematic representation of illustrative, non-exclusive examples of a node of a wireless communication network that may be utilized with and/or included in the systems and methods according to the present disclosure.

[0023] Fig. 8 is a flowchart depicting methods according to the present disclosure of responding to a screenout event.

**Detailed Description and Best Mode of the Disclosure**

[0024] Figs. 1-7 provide illustrative, non-exclusive examples of remotely actuated screenout relief valves 50 according to the present disclosure, of components of remotely actuated screenout relief valves 50, and/or of casing strings 30 and/or hydrocarbon wells 20
that may include and/or utilize remotely actuated screenout relief valves 50. Elements that serve a similar, or at least substantially similar, purpose are labeled with like numbers in each of Figs. 1-7, and these elements may not be discussed in detail herein with reference to each of Figs. 1-7. Similarly, all elements may not be labeled in each of Figs. 1-7, but reference numerals associated therewith may be utilized herein for consistency. Elements, components, and/or features that are discussed herein with reference to one or more of Figs. 1-7 may be included in and/or utilized with any of Figs. 1-7 without departing from the scope of the present disclosure.

[0025] In general, elements that are likely to be included in a given (i.e., a particular) embodiment are illustrated in solid lines, while elements that are optional to a given embodiment are illustrated in dashed lines. However, elements that are shown in solid lines are not essential to all embodiments, and an element shown in solid lines may be omitted from a particular embodiment without departing from the scope of the present disclosure.

[0026] Fig. 1 is a schematic representation of illustrative, non-exclusive examples of a hydrocarbon well 20 that may include and/or utilize the systems and methods according to the present disclosure. Hydrocarbon well 20 includes a wellbore 22 that extends between a surface region 24 and a subterranean formation 28 that is present within a subsurface region 26. Wellbore 22 may include and/or define a heel 36 and a toe 34. Heel 36 also may be referred to herein as a transition region 36 between a (substantially) vertical portion of wellbore 22 and a (substantially) horizontal portion of wellbore 22. Toe 34 also may be referred to herein as a terminal end 34 of wellbore 22 and/or as a downhole end 34 of wellbore 22. Wellbore 22 also may be described as defining an uphole direction 96 and a downhole direction 98. Upole direction 96 is directed along a (longitudinal) length of wellbore 22 toward surface region 24. Conversely, downhole direction 98 is directed along the (longitudinal) length of wellbore 22 away from surface region 24.

[0027] A casing string 30 extends within wellbore 22 and defines a casing conduit 32. The casing string may be defined by a plurality of lengths of casing 38 and may include and/or be operatively attached to one or more remotely actuated screenout relief valves 50. Remotely actuated screenout relief valve 50 also may be referred to herein as relief valve 50, remotely actuated valve 50, and/or valve 50.

[0028] As used herein, the phrase "casing string" may include and/or be any suitable tubular structure that may be located, may extend, and/or may be placed within wellbore 22 to create and/or define casing conduit 32. As illustrative, non-exclusive examples, casing string 30 also may be referred to herein as and/or may be a wellbore casing 30, tubing 30,
and/or a liner 30. Similarly, casing conduit 32 also may be referred to herein as and/or may be a wellbore conduit 32, a tubing conduit 32, and/or a liner conduit 32.

[0029] Hydrocarbon well 20 also includes and/or is in fluid communication with a proppant supply system 40. Proppant supply system 40 is configured to provide a proppant 45 to casing conduit 32. Often, proppant 45 may be combined with a fluid 43 to form a proppant slurry stream 42, which may be flowed through the casing conduit. The proppant slurry stream may be generated within proppant supply system 40 and provided to the casing conduit. Additionally or alternatively, proppant 45 and fluid 43 may be separately provided to casing conduit 32 and may combine therein to form proppant slurry stream 42.

[0030] Hydrocarbon well 20 further includes a detector 80. Detector 80 is configured to detect an operational parameter that is indicative of a screenout event within hydrocarbon well 20 and/or within casing conduit 32 thereof.

[0031] As used herein, the phrase "screenout event" may refer to a velocity reduction, pressure increase, proppant collection, compaction, aggregation, and/or concentration of particulate material, such as proppant 45, within a region of casing conduit 32 such that fluid flow through the region of casing conduit 32 is or may potentially become limited, restricted, blocked, and/or occluded, resulting in an actual or potential increase in wellbore pressure during pumping. This may include limiting fluid flow longitudinally along casing conduit 32 and/or limiting fluid flow from casing conduit 32, through perforations 62, and into subterranean formation 28. Additionally or alternatively, the phrase "screenout event" also may refer to a condition in which continued injection of proppant 45 and/or proppant slurry stream 42 into casing conduit 32 requires the use of injection pressures that are in excess of (or higher than) safe injection pressures for hydrocarbon well 20 and/or for one or more components thereof. The term screenout event refers not only to a completed screenout event but also a predicted screenout event, observed potential for a screenout event, and a screenout event that is occurring.

[0032] Remotely actuated screenout relief valve 50 may include any suitable structure that is configured to selectively transition between an open configuration and a closed configuration. In the open configuration, valve 50 permits, provides for, and/or allows fluid communication between casing conduit 32 and subterranean formation 28. In the closed configuration, valve 50 restricts, blocks, and/or occludes fluid communication between the casing conduit and the subterranean formation.

[0033] As an illustrative, non-exclusive example, remotely actuated screenout relief valve 50 may include and/or be an electrically powered valve 50. As another illustrative, non-
exclusive example, valve 50 may include and/or be a battery powered valve 50. As yet another illustrative, non-exclusive example, valve 50 may include an actuator 58 that is configured to selectively transition the valve between the open configuration and the closed configuration. When valve 50 includes actuator 58, the actuator may include and/or be an electrically powered actuator, a battery-powered actuator, a pneumatically powered actuator, and/or a hydraulically powered actuator.

[0034] Remotely actuated screenout relief valve 50 further may include a flow restrictor 52. Flow restrictor 52, when present, may be configured to restrict fluid flow through valve 50 when valve 50 is in the open configuration. For example, flow restrictor 52 may restrict fluid flow through valve 50 to maintain at least a threshold pressure differential across valve 50 when valve 50 is in the open configuration and a fluid is flowing therethrough.

[0035] Remotely actuated screenout relief valve 50 may be present and/or located at any suitable location within hydrocarbon well 20. As an illustrative, non-exclusive example, valve 50 may be located proximal to toe 34 of wellbore 22, as illustrated in solid lines in Fig. 1. As another illustrative, non-exclusive example, valve 50 may be located downhole (or in downhole direction 98) from heel 36 of wellbore 22. As yet another illustrative, non-exclusive example, one or more valves 50 may be located between heel 36 and toe 34, as illustrated in dashed lines in Fig. 1. As another illustrative, non-exclusive example, hydrocarbon well 20 may include a plurality of valves 50 that may be spaced apart along at least a portion of a longitudinal length of casing string 30.

[0036] Remotely actuated screenout relief valve 50 may be located within hydrocarbon well 20 in any suitable manner. As an illustrative, non-exclusive example, valve 50 may be operatively attached to one or more lengths of casing 38. As another illustrative, non-exclusive example, valve 50 may be located between a respective pair of lengths of casing 38. As yet another illustrative, non-exclusive example, valve 50 may function as and/or may be a coupling that operatively attaches the respective pair of lengths of casing 38 to one another.

[0037] Detector 80 may include any suitable structure that may be configured to detect the operational parameter that is indicative of the screenout event. As illustrative, non-exclusive examples, detector 80 may include and/or be a downhole pressure detector and/or a downhole acoustic detector. Illustrative, non-exclusive examples of the operational parameter include a wellbore pressure, a wellbore pressure differential, and/or a density of proppant 45 and/or proppant slurry stream 42 within casing conduit 32.

-7-
As illustrated in dashed lines in Fig. 1, hydrocarbon well 20 further may include a flush fluid supply system 46. Flush fluid supply system 46 may be configured to provide a flush fluid stream 48 and/or a cross-linking gel stream 49 to casing conduit 32, as discussed in more detail herein.

As also illustrated in dashed lines in Fig. 1, hydrocarbon well 20 may include a controller 90. Controller 90 may be adapted, configured, designed, and/or programmed to control the operation of at least a portion of hydrocarbon well 20. As an illustrative, non-exclusive example, controller 90 may control the operation of the portion of hydrocarbon well 20 based, at least in part, on the operational parameter that is detected by detector 80. As another illustrative, non-exclusive example, controller 90 may control the operation of the portion of hydrocarbon well 20 by performing methods 100, which are discussed in more detail herein.

As a more specific but still illustrative, non-exclusive example, controller 90 may control the operation of remotely actuated screenout relief valve 50. This may include opening valve 50 responsive to the operational parameter indicating a screenout event and/or opening valve 50 to permit proppant 45 to be displaced from casing conduit 32. Additionally or alternatively, this also may include closing valve 50 subsequent to the proppant being (at least substantially) displaced from the casing conduit.

Controller 90 may be present at any suitable location within hydrocarbon well 20 in which the controller is in communication with (i.e., at least able to send control signals to) the valve(s) 50 and/or other portions of the hydrocarbon well to be controlled. As an illustrative, non-exclusive example, controller 90 may be present within surface region 24. As another illustrative, non-exclusive example, controller 90 may be present within wellbore 22. As yet another illustrative, non-exclusive example, controller 90 may be operatively attached to, integral with, and/or may form a portion of remotely actuated screenout relief valve 50.

It is within the scope of the present disclosure that controller 90 may be configured to generate a control signal that may be utilized to control the operation of valve 50. As an illustrative, non-exclusive example, valve 50 may be configured to transition between the open configuration and the closed configuration responsive to receipt of the control signal. Illustrative, non-exclusive examples of the control signal include any suitable electrical control signal, acoustic control signal, hydraulic control signal, wireless control signal, and/or electromagnetic control signal.
[0043] As further illustrated in dashed lines in Fig. 1, hydrocarbon well 20 also may include and/or be utilized with a wireless communication network 70. Wireless communication network 70 may include a plurality of nodes 72 that may be operatively attached to, may form a portion of, and/or may be spaced apart along the longitudinal length of casing string 30. Nodes 72 may be in wireless data communication with one another and/or may be configured to transfer, convey, and/or relay any suitable wireless signal therebetween.

[0044] As an illustrative, non-exclusive example, controller 90 may be configured to convey a control signal to remotely actuated screenout relief valve 50 via one or more of the plurality of nodes 72. Thus, remotely actuated screenout relief valve 50 and/or controller 90 may be referred to herein as being in wireless data communication with the plurality of nodes 72, as being in wireless communication with one another, and/or as being in wireless communication with one another via the plurality of nodes 72.

[0045] As another illustrative, non-exclusive example, controller 90 may be configured to receive a data signal from detector 80 via one or more of the plurality of nodes 72. As yet another illustrative, non-exclusive example, controller 90 and/or detector 80 may form a portion of, be integral with, and/or be operatively attached to one or more of the plurality of nodes 72. Thus, detector 80 may be referred to herein as being in wireless data communication with the plurality of nodes 72 and/or with controller 90.

[0046] When hydrocarbon well 20 includes wireless communication network 70, nodes 72, detector 80, and remotely actuated screenout relief valve 50, these components collectively may be referred to herein as a screenout response system 29, which optionally may include and/or be an automatic screenout response system 29. Automatic screenout response system 29 may be configured to automatically respond to a screenout event within hydrocarbon well 20 and/or casing conduit 32 thereof. As an illustrative, non-exclusive example, detector 80 may detect the operational parameter that is indicative of the screenout event. Automatic screenout response system 29 then may be adapted, configured, designed, constructed, and/or programmed to control the operation of automatic screenout relief valve 50 based, at least in part, on the operational parameter (or a value of the operational parameter).

[0047] As also illustrated in dashed lines in Fig. 1, hydrocarbon well 20 further may include and/or be utilized with a perforation device 60, which may be located within casing conduit 32. Perforation device 60 may be configured to create one or more perforations 62 within casing string 30. It is within the scope of the present disclosure that perforation device
60 may include and/or be any suitable structure. As an illustrative, non-exclusive example, perforation device 60 may include and/or be a wireline-attached perforation device 60 that is attached to a wireline 64.

[0048] As another illustrative, non-exclusive example, perforation device 60 may include and/or be an autonomous perforation device 60. Autonomous perforation device 60 may be configured to be located within casing conduit 32 from, or proximal to, surface region 24, and to be flowed through casing conduit 32 with any suitable fluid flow. The autonomous perforation device may not include and/or be attached to wireline 64. Instead, the autonomous perforation device may be configured to autonomously, or automatically, detect and/or determine its location within casing conduit 32 and to create and/or generate one or more perforations 62 when the autonomous perforation device reaches a target, or desired, location within casing conduit 32. Generally, autonomous perforation devices 60 may be single-use perforation devices that may not be configured to generate additional perforations within casing string 30 subsequent to generation of the one or more perforations 62.

[0049] Perforation device 60, whether a wireline-attached perforation device or an autonomous perforation device, may be flowed into casing conduit 32 from surface region 24 with the fluid flow. However, and during a screenout event, fluid flow through casing conduit 32 may be restricted and/or blocked. This may prevent the perforation device from being located within the target location within casing conduit 32. Thus, and prior to creating additional perforations within casing string 30, it may be necessary to remove and/or relieve the screenout event from the casing conduit.

[0050] As discussed in more detail herein, a screenout event may be associated with perforation 62 and/or may be associated with plugging, blocking, occluding, and/or restricting fluid flow through perforation 62 during supply of proppant slurry stream 42 to casing conduit 32. As such, and as illustrated in Fig. 1, one or more remotely actuated screenout relief valves 50 may be located downhole from perforation device 60 and/or perforation 62 that is created thereby. This may permit proppant 45, which may be associated with and/or may be contributing to the screenout event, to be removed from casing conduit 32 via opening of valve 50, re-establishing fluid flow within casing conduit 32 and/or permitting perforation device 60 to flow through the casing conduit.

[0051] As further illustrated in dashed lines, hydrocarbon well 20 also may include and/or be utilized with a ball sealer 66. Ball sealer 66 may be located within, present within, and/or flowed into casing conduit 32, such as to seal perforation 62, as discussed in more detail herein.
[0052] Figs. 2-6 are schematic cross-sectional views of illustrative, non-exclusive examples of a portion of a hydrocarbon well 20 that includes a remotely actuated screenout relief valve 50 according to the present disclosure. Figs. 2-6 illustrate process flows that may be utilized with and/or performed in hydrocarbon wells 20 according to the present disclosure. It is within the scope of the present disclosure that any of the process flows, features, and/or components that are discussed herein with reference to Figs. 2-6 may be utilized with, performed in, and/or included in hydrocarbon wells 20 of Fig. 1.

[0053] Hydrocarbon wells 20 of Figs. 2-6 include a wellbore 22 that extends within a subterranean formation 28. A casing string 30 extends within wellbore 22 and defines a casing conduit 32. Casing string 30 includes one or more perforations 62, and remotely actuated screenout relief valve 50 is located downhole from perforations 62. The remotely actuated screenout relief valve is configured to selectively control fluid flow therethrough, as discussed in more detail herein.

[0054] As illustrated in Fig. 2, valve 50 initially may be in a closed configuration 54, and a proppant slurry stream 42 may be provided to casing conduit 32. The proppant slurry stream may flow from the casing conduit, through perforations 62, into subterranean formation 28. Generally, this flow of proppant slurry stream 42 into subterranean formation 28 may be utilized to create stimulated regions 68 within the subterranean formation and/or to prevent collapse of previously created fractures within stimulated regions 68.

[0055] However, and should flow of proppant slurry stream 42 through one or more perforations 62 become blocked, restricted, and/or occluded, proppant 45 (and/or other particulate material) from proppant slurry stream 42 may collect within casing conduit 32. As illustrated in Fig. 3, this proppant 45 may contribute to the occurrence, generation, and/or presence of a screenout event 44 within casing conduit 32.

[0056] In hydrocarbon wells that do not include hydraulically actuated screenout relief valve 50, this screenout event may completely block fluid flow through casing conduit 32. Thus, and in the hydrocarbon wells that do not include valve 50, it may be necessary to cease the supply of proppant slurry stream 42 to the casing conduit and subsequently remove proppant 45 from the casing conduit. This is a labor-intensive and equipment-intensive process that may significantly increase the overall costs associated with fracturing and/or stimulation of the subterranean formation.

[0057] In contrast, and as illustrated in Fig. 4, hydrocarbon wells 20 that include remotely actuated screenout relief valves 50 according to the present disclosure may respond to the screenout event by transitioning valve 50 to open configuration 56. This may permit
proppant 45 to flow through valve 50 and into subterranean formation 28, thereby removing and/or relieving the screenout event from the casing conduit.

[0058] As also illustrated in Fig. 4, responsive to detecting the screenout event, the systems and methods according to the present disclosure may cease supply of the proppant slurry stream and instead may provide a flush fluid stream 48 and/or a cross-linking gel stream 49 to the casing conduit. Flush fluid stream 48 may be an at least substantially particulate-free fluid stream that may flush proppant 45 from the casing conduit. Cross-linking gel stream 49 may be selected to at least temporarily gel within subterranean formation 28, thereby at least temporarily restricting flow of proppant 45 from subterranean formation 28 into casing conduit 32, such as subsequent to the proppant being removed from the casing conduit.

[0059] Once the proppant has been (at least substantially) removed from casing conduit 32, such as being displaced into the subterranean formation with flush fluid stream 48 via remotely actuated screenout relief valve 50, and as illustrated in Fig. 5, one or more ball sealers 66 may be flowed through the casing conduit with flush fluid stream 48 and/or may be flowed into contact with the one or more perforations 62 that were present within casing string 30. A perforation device 60 also may be flowed through casing conduit 32 with flush fluid stream 48 and utilized to create one or more additional perforations 62 within casing string 30.

[0060] As illustrated in Fig. 6, remotely actuated screenout relief valve 50 further may be returned and/or transitioned to closed configuration 54, thereby restricting and/or preventing fluid flow therethrough. In addition, proppant slurry stream 42 again may be provided to casing conduit 32. The proppant slurry stream may flow through additional perforations 62 into subterranean formation 28, such as to create one or more stimulated regions 68 therein.

[0061] Fig. 7 is a schematic representation of illustrative, non-exclusive examples of a node 72 of a wireless communication network 70 that may be utilized with and/or included in the systems and methods according to the present disclosure. As illustrated in dashed lines in Fig. 7, node 72 may be located internal and/or external to a casing conduit 32 that is defined by a casing string 30 that may form a portion of a hydrocarbon well 20.

[0062] Node 72 may include a plurality of different structures. As an illustrative, non-exclusive example, node 72 may include a power source 74, such as a battery, that may be configured to power the operation of and/or to provide an electric current to node 72. As another illustrative, non-exclusive example, node 72 additionally or alternatively may include a transmitter 76 that may be configured to generate and/or to transmit a wireless signal to
another node 72 of wireless communication network 70. As yet another illustrative, non-exclusive example, node 72 additionally or alternatively may include a receiver 78 that may be configured to receive a wireless signal from another node 72 of wireless communication network 70 and/or from controller 90. As additional illustrative, non-exclusive examples, node 72 may include detector 80 and/or controller 90.

[0063] Fig. 8 is a flowchart depicting methods 100 according to the present disclosure of responding to a screenout event. Methods 100 include providing a proppant slurry stream containing a proppant to a casing conduit at 105 and detecting an operational parameter at 110. Methods 100 may include determining a location of a screenout event at 115 and/or ceasing the providing the proppant slurry stream at 120 and include providing a flush fluid stream to the casing conduit at 125. Methods 100 further may include providing a cross-linking gel stream to the casing conduit at 130 and/or selecting a remotely actuated screenout relief valve at 135, and methods 100 include opening the remotely actuated screenout relief valve at 140 and displacing the proppant from the casing conduit into the subterranean formation at 152. Methods 100 further may include flowing a perforation device into the casing conduit at 155, perforating a casing string that defines the casing conduit at 160, and/or determining that the proppant has been displaced from the casing conduit at 165. Methods 100 further include closing the remotely actuated screenout relief valve at 170 and may include resuming the providing the proppant slurry stream at 180 and/or providing a ball sealer to the casing conduit at 185.

[0064] Providing the proppant slurry stream at 105 may include providing the proppant slurry stream to the casing conduit that is defined by the casing string. The casing string may extend within a wellbore that extends between a surface region and a subterranean formation, and the providing at 105 may include providing from the surface region, such as by pumping the proppant slurry stream into the casing conduit. It is within the scope of the present disclosure that the proppant slurry stream may include and/or be any suitable slurry stream, such as a slurry stream that includes a liquid and a proppant. Under these conditions, the providing at 105 may include providing the liquid and also providing the proppant. This may include providing the liquid and the proppant as a single proppant slurry stream and/or providing the liquid and the proppant as separate streams that combine within the casing conduit to form the proppant slurry stream. Additional illustrative, non-exclusive examples of the proppant slurry stream are disclosed herein.

[0065] Detecting the operational parameter at 110 may include detecting any suitable operational parameter that may indicate, suggest, correlate with, correspond to, and/or be
indicative of the screenout event. As an illustrative, non-exclusive example, the detecting at 110 may include detecting a wellbore pressure and/or detecting that the wellbore pressure is greater than a threshold screenout pressure. As another illustrative, non-exclusive example, the detecting at 110 may include detecting a wellbore pressure differential and/or detecting that the wellbore pressure differential is greater than a threshold wellbore screenout pressure differential. The wellbore pressure differential may be a difference between a first pressure, which may be detected uphole from the screenout event, and a second pressure, which may be detected downhole from the screenout event. As yet another illustrative, non-exclusive example, the detecting at 110 may include detecting a density of the proppant and/or of the proppant slurry stream within the casing conduit and/or detecting that the density of the proppant and/or of the proppant slurry stream is greater than a threshold screenout density. Additional illustrative, non-exclusive examples of the operational parameter are disclosed herein.

[0066] The detecting at 110 may include detecting in any suitable manner and/or at any suitable location. As an illustrative, non-exclusive example, the detecting at 110 may include detecting with a detector, illustrative, non-exclusive examples of which are disclosed herein. As additional illustrative, non-exclusive examples, the detecting at 110 may include detecting in (or within) the casing conduit, detecting in (or within) a heel of the casing string, detecting in (or within) a toe of the casing string, detecting uphole from the remotely actuated screenout relief valve, detecting downhole from the remotely actuated screenout relief valve, detecting proximal to (or within) the surface region, detecting in (or within) a liner conduit of a liner that extends within the wellbore, and/or detecting in (or within) a tubing string that extends within the wellbore.

[0067] Determining the location of the screenout event at 115 may include determining the location of the screenout event in any suitable manner. As an illustrative, non-exclusive example, the hydrocarbon well may include a plurality of detectors, and the determining at 115 may include determining which of the plurality of detectors is detecting the operational parameter that is indicative of the screenout event. As another illustrative, non-exclusive example, a location within the casing string of perforation(s) that may be associated with the screenout event may be (at least approximately) known, and the determining at 115 may include determining which perforation(s) are associated with the screenout event.

[0068] It is within the scope of the present disclosure that the determining at 115 may include determining an exact and/or a precise location of the screenout event within the casing conduit. However, it is also within the scope of the present disclosure that the
determining at 115 may include determining an approximate location of the screenout event within the casing conduit and/or determining a sub-portion of the casing conduit that includes the screenout event. As a further example, the determining at 115 may include determining a node 70 and/or screenout relief valve 50 that is uphole from, closest to, and/or otherwise proximate the screenout event.

[0069] Ceasing the providing the proppant slurry stream at 120 may include ceasing in any suitable manner. As an illustrative, non-exclusive example, the ceasing at 120 may include automatically ceasing the providing the proppant slurry stream responsive to the detecting at 110. As another illustrative, non-exclusive example, the ceasing at 120 also may include manually ceasing the providing the proppant slurry stream, such as responsive to a manual ceasing input. As yet another illustrative, non-exclusive example, the ceasing at 120 may include ceasing a flow of the proppant slurry stream into the casing conduit. As another illustrative, non-exclusive example, the ceasing at 120 may include closing a proppant supply valve to restrict the flow of the proppant slurry stream into the casing conduit. The ceasing at 120 may be initiated subsequent to the detecting at 110 and/or may be initiated responsive to the detecting at 110.

[0070] Providing the flush fluid stream to the casing conduit at 125 may include providing any suitable flush fluid stream in any suitable manner. As an illustrative, non-exclusive example, the providing at 125 may include providing a fluid stream that does not include proppant. As another illustrative, non-exclusive example, the providing at 125 may include providing a liquid stream. As yet another illustrative, non-exclusive example, the providing at 125 may include providing water.

[0071] It is within the scope of the present disclosure that the providing at 125 may include providing a volume of the flush fluid stream that is sufficient to displace at least a threshold fraction of the proppant from the casing conduit. Illustrative, non-exclusive examples of the threshold fraction of the proppant include at least 70 volume percent, at least 75 volume percent, at least 80 volume percent, at least 85 volume percent, at least 90 volume percent, at least 95 volume percent, at least 97.5 volume percent, at least 99 volume percent, or 100 volume percent of the proppant that is present within the casing conduit prior to the providing at 125.

[0072] Additionally or alternatively, it is also within the scope of the present disclosure that the providing at 125 may include providing at least a threshold volume of the flush fluid stream. As an illustrative, non-exclusive example, a portion of the casing conduit that is uphole from the screenout event may define an uphole casing conduit volume, and the
threshold volume of the flush fluid stream may be selected to be greater than the uphole casing conduit volume. As illustrative, non-exclusive examples, the threshold volume of the flush fluid stream may be at least 100%, at least 105%, at least 110%, at least 115%, at least 120%, at least 125%, at least 130%, at least 140%, at least 150%, at least 160%, at least 170%, at least 180%, at least 190%, or at least 200% of the uphole casing conduit volume.

[0073] It is within the scope of the present disclosure that the providing at 125 may be initiated at any suitable time and/or may be performed with any suitable sequence within methods 100. As an illustrative, non-exclusive example, the providing at 125 may be initiated and/or performed subsequent to the ceasing at 120. As another illustrative, non-exclusive example, the providing at 125 may be initiated and/or performed subsequent to the detecting at 110 and/or may be initiated and/or performed responsive to the detecting at 110. As yet another illustrative, non-exclusive example, the providing at 125 may include manually initiating the providing the flush fluid stream, such as responsive to receipt of a flush fluid stream manual input. As another illustrative, non-exclusive example, the providing at 125 also may include automatically initiating the providing the flush fluid stream, such as responsive to the detecting at 110.

[0074] Providing the cross-linking gel stream to the casing conduit at 130 may include providing any suitable cross-linking gel stream in any suitable manner. As an illustrative, non-exclusive example, and as discussed, the providing at 130 may include providing the cross-linking gel stream to retain proppant from the proppant slurry stream within the subterranean formation. As another illustrative, non-exclusive example, the providing at 130 further may include flowing the cross-linking gel stream from the casing conduit and into the subterranean formation. As yet another illustrative, non-exclusive example, the providing at 130 further may include cross-linking the cross-linking gel stream within the subterranean formation to form a cross-linked gel network external to the casing conduit and/or within the subterranean formation.

[0075] It is also within the scope of the present disclosure that the providing at 130 may include providing at least a threshold volume of the cross-linking gel stream to the casing conduit. Under these conditions, the providing at 130 further may include selecting the threshold volume of the cross-linking gel stream. As an illustrative, non-exclusive example, the threshold volume of the cross-linked gel stream may be selected such that the cross-linked gel network at least temporarily retains the proppant external to the casing conduit and/or within the subterranean formation.
[0076] It is within the scope of the present disclosure that the providing at 130 may be initiated at any suitable time and/or may be performed with any suitable sequence within methods 100. As an illustrative, non-exclusive example, the providing at 130 may be initiated and/or performed subsequent to the providing at 125. As another illustrative, non-exclusive example, the providing at 130 may be initiated and/or performed prior to the providing at 125. As an illustrative, non-exclusive example, methods 100 may include providing the flush fluid stream via the providing at 125, subsequently providing the cross-linking gel stream via the providing at 130, and subsequently repeating the providing at 125 to displace a portion of and/or the entire cross-linking gel stream from the casing conduit and into the subterranean formation. As another illustrative, non-exclusive example, the providing at 130 may be initiated subsequent to the detecting at 110 and/or may be initiated responsive to the detecting at 110.

[0077] As discussed, the hydrocarbon well may include a plurality of remotely actuated screenout relief valves, such as valves 50, that may be spaced apart along a longitudinal length of the casing string. Under these conditions, the opening at 140 may include opening a respective one of the plurality of remotely actuated screenout relief valves, and methods 100 further may include selecting the respective one of the plurality of remotely actuated screenout relief valve at 135.

[0078] The selecting at 135 may be based upon any suitable criteria. As an illustrative, non-exclusive example, the respective one of the plurality of screenout relief valves may be selected based upon the location of the screenout event within the casing conduit, such as was determined during the determining at 115. As another illustrative, non-exclusive example, the selecting at 135 may include selecting such that the respective one of the plurality of remotely actuated screenout relief valves is downhole from (or located in a downhole direction from) the screenout event.

[0079] Opening the remotely actuated screenout relief valve at 140 may include opening the remotely actuated screenout relief valve to permit the flush fluid stream to (at least partially) displace the proppant from the casing conduit. This may include flowing the proppant from the casing conduit through, or via, the remotely actuated screenout relief valve and/or establishing fluid communication between the casing conduit and the subterranean formation through, or via, the remotely actuated screenout relief valve.

[0080] It is within the scope of the present disclosure that the opening at 140 may be initiated at any suitable time and/or may be performed with any suitable sequence within methods 100. As an illustrative, non-exclusive example, the opening at 140 may be initiated
and/or performed prior to the providing at 125. As another illustrative, non-exclusive example, the opening at 140 may be initiated and/or performed subsequent to the providing at 125. As yet another illustrative, non-exclusive example, the opening at 140 may be initiated and/or performed concurrently with the providing at 125. As another illustrative, non-exclusive example, the opening at 140 may be initiated and/or performed subsequent to the detecting at 110 and/or may be initiated and/or performed responsive to the detecting at 110.

[0081] The opening at 140 may be initiated in any suitable manner. As an illustrative, non-exclusive example, the opening at 140 may include opening responsive to receipt of a relief valve manual open input, such as may be provided by an operator of the hydrocarbon well. As another illustrative, non-exclusive example, the opening at 140 additionally or alternatively may include automatically opening the remotely actuated screenout relief valve responsive to the detecting at 110.

[0082] The systems and methods disclosed herein may permit and/or facilitate quick and/or rapid opening of the remotely actuated screenout relief valve. As an illustrative, non-exclusive example, the opening at 140 may include opening the remotely actuated screenout relief valve within a threshold time of the detecting at 110. Illustrative, non-exclusive examples of the threshold time include threshold times of less than (or within) 5 seconds, less than 10 seconds, less than 15 seconds, less than 20 seconds, less than 25 seconds, less than 30 seconds, less than 40 seconds, less than 50 seconds, or less than 60 seconds. Additionally or alternatively, the opening at 140 also may include opening the remotely actuated screenout relief valve prior to complete blockage of the casing conduit by the screenout event and/or prior to complete blockage of fluid flow through, or past, the screenout event within the casing conduit.

[0083] The opening at 140 further may include supplying, at 145, an open control signal to the remotely actuated screenout relief valve. Under these conditions, the opening at 140 may include opening responsive to receipt of the open control signal by the remotely actuated screenout relief valve. Illustrative, non-exclusive examples of the open control signal include an electric open control signal, an acoustic open control signal, a hydraulic open control signal, a wireless open control signal, and/or an electromagnetic open control signal.

[0084] When methods 100 include the supplying at 145, methods 100 further may include generating the open control signal and conveying the open control signal to the remotely actuated screenout relief valve. As an illustrative, non-exclusive example, the generating may include generating the open control signal at, near, and/or within the surface region. As another illustrative, non-exclusive example, the generating may include
generating the open control signal within the casing conduit. As yet another illustrative, non-exclusive example, the hydrocarbon well may include a wireless communication network that includes a plurality of nodes, and the conveying may include conveying the open control signal with, or via, the plurality of nodes. Illustrative, non-exclusive examples of the wireless communication network and/or of the plurality of nodes are disclosed herein.

[0085] The opening at 140 also may include maintaining, at 150, an elevated pressure within the casing conduit relative to the subterranean formation. This may include maintaining during the providing at 125, maintaining subsequent to the opening at 140, and/or maintaining during, or until, the closing at 170. As an illustrative, non-exclusive example, the remotely actuated screenout relief valve may include a flow restrictor, and the maintaining at 150 may include maintaining with the flow restrictor. As another illustrative, non-exclusive example, the maintaining at 150 also may include maintaining at least a threshold pressure differential across the remotely actuated screenout relief valve subsequent to the opening at 140 and prior to the closing at 170. An illustrative, non-exclusive example of the threshold pressure differential may include and/or be a pressure differential that is sufficient to retain a ball sealer seated on a perforation that is present within the casing string subsequent to the opening at 140 and prior to the closing at 170.

[0086] Displacing proppant from the casing conduit into the subterranean formation at 152 includes displacing the proppant with the flush fluid stream via the remotely actuated screenout relief valve. In other words, the opening of the remotely actuated screenout relief valve provides a flow path for proppant within the casing conduit to be displaced into the subterranean formation, and the flush fluid stream may provide a motive force to drive or otherwise assist this displacement.

[0087] Flowing the perforation device into the casing conduit at 155 may include flowing any suitable perforation device, illustrative, non-exclusive examples of which are disclosed herein, into the casing conduit. As an illustrative, non-exclusive example, the flowing at 155 may include flowing with the flush fluid stream and/or flowing concurrently with the providing at 125.

[0088] Perforating the casing string at 160 may include creating and/or generating one or more perforations within the casing string. It is within the scope of the present disclosure that the perforating at 160 may be initiated at any suitable time and/or may be performed with any suitable sequence within methods 100. As illustrative, non-exclusive examples, the perforating at 160 may be initiated and/or performed prior to the closing at 170 and/or subsequent to the closing at 170.
[0089] Determining that the proppant has been displaced from the casing conduit at 165 may include determining in any suitable manner. As an illustrative, non-exclusive example, the determining at 165 may include determining that the operational parameter is no longer indicative of the screenout event. As more specific but still illustrative, non-exclusive examples, the determining at 165 may include determining that the wellbore pressure is less than the threshold screenout pressure, determining that the wellbore pressure differential is less than the threshold wellbore screenout pressure differential, determining that the density of the proppant and/or of the proppant slurry stream within the casing conduit is less than the threshold screenout density, determining that the threshold volume of the flush fluid stream has been provided to the casing conduit, and/or determining that the threshold volume of the cross-linking gel stream has been provided to the casing conduit. When methods 100 include the determining at 165, methods 100 further may include automatically initiating the closing at 170 responsive to and/or based, at least in part, on the determining at 165.

[0090] Closing the remotely actuated screenout relief valve at 170 may include closing subsequent to the proppant being (at least substantially) displaced from the casing conduit and may be accomplished in any suitable manner. As an illustrative, non-exclusive example, the closing at 170 may include restricting, blocking, limiting, and/or occluding fluid communication between the casing conduit and the subterranean formation via the remotely actuated screenout relief valve. As another illustrative, non-exclusive example, the closing at 170 may include manually closing the remotely actuated screenout relief valve responsive to receipt of a relief valve manual close input. As yet another illustrative, non-exclusive example, the closing at 170 may include automatically closing the remotely actuated screenout relief valve, such as responsive to the determining at 165, as discussed herein.

[0091] The closing at 170 further may include supplying, at 175, a close control signal to the remotely actuated screenout relief valve. Under these conditions, the closing at 170 may include closing responsive to receipt of the close control signal by the remotely actuated screenout relief valve. Illustrative, non-exclusive examples of the close control signal include an electric close control signal, an acoustic close control signal, a hydraulic close control signal, a wireless close control signal, and/or an electromagnetic close control signal.

[0092] When methods 100 include the supplying at 175, methods 100 further may include generating the close control signal and conveying the close control signal to the remotely actuated screenout relief valve. As an illustrative, non-exclusive example, the generating may include generating the close control signal at, near, and/or within the surface region. As another illustrative, non-exclusive example, the generating may include
generating the close control signal within the casing conduit. As yet another illustrative, non-exclusive example, the hydrocarbon well may include the wireless communication network that includes the plurality of nodes, and the conveying may include conveying the close control signal with, or via, the plurality of nodes.

[0093] Resuming the providing the proppant slurry stream at 180 may include flowing the proppant slurry stream into the casing conduit. The resuming at 180 further may include flowing the proppant slurry stream from the casing conduit into the subterranean formation via the perforation that was created during the perforating at 160. Providing the ball sealer to the casing conduit at 185 may include providing any suitable ball sealer to the casing conduit to limit, block, occlude, and/or restrict fluid flow through the perforation.

[0094] In the present disclosure, several of the illustrative, non-exclusive examples have been discussed and/or presented in the context of flow diagrams, or flow charts, in which the methods are shown and described as a series of blocks, or steps. Unless specifically set forth in the accompanying description, it is within the scope of the present disclosure that the order of the blocks may vary from the illustrated order in the flow diagram, including with two or more of the blocks (or steps) occurring in a different order and/or concurrently. It is also within the scope of the present disclosure that the blocks, or steps, may be implemented as logic, which also may be described as implementing the blocks, or steps, as logics. In some applications, the blocks, or steps, may represent expressions and/or actions to be performed by functionally equivalent circuits or other logic devices. The illustrated blocks may, but are not required to, represent executable instructions that cause a computer, processor, and/or other logic device to respond, to perform an action, to change states, to generate an output or display, and/or to make decisions.

[0095] As used herein, the term "and/or" placed between a first entity and a second entity means one of (1) the first entity, (2) the second entity, and (3) the first entity and the second entity. Multiple entities listed with "and/or" should be construed in the same manner, i.e., "one or more" of the entities so conjoined. Other entities may optionally be present other than the entities specifically identified by the "and/or" clause, whether related or unrelated to those entities specifically identified. Thus, as a non-limiting example, a reference to "A and/or B," when used in conjunction with open-ended language such as "comprising" may refer, in one embodiment, to A only (optionally including entities other than B); in another embodiment, to B only (optionally including entities other than A); in yet another embodiment, to both A and B (optionally including other entities). These entities may refer to elements, actions, structures, steps, operations, values, and the like.
As used herein, the phrase "at least one," in reference to a list of one or more entities should be understood to mean at least one entity selected from any one or more of the entity in the list of entities, but not necessarily including at least one of each and every entity specifically listed within the list of entities and not excluding any combinations of entities in the list of entities. This definition also allows that entities may optionally be present other than the entities specifically identified within the list of entities to which the phrase "at least one" refers, whether related or unrelated to those entities specifically identified. Thus, as a non-limiting example, "at least one of A and B" (or, equivalently, "at least one of A or B," or, equivalently "at least one of A and/or B") may refer, in one embodiment, to at least one, optionally including more than one, A, with no B present (and optionally including entities other than B); in another embodiment, to at least one, optionally including more than one, B, with no A present (and optionally including entities other than A); in yet another embodiment, to at least one, optionally including more than one, A, and at least one, optionally including more than one, B (and optionally including other entities). In other words, the phrases "at least one," "one or more," and "and/or" are open-ended expressions that are both conjunctive and disjunctive in operation. For example, each of the expressions "at least one of A, B and C," "at least one of A, B, or C," "one or more of A, B, and C," "one or more of A, B, or C" and "A, B, and/or C" may mean A alone, B alone, C alone, A and B together, A and C together, B and C together, A, B and C together, and optionally any of the above in combination with at least one other entity.

In the event that any patents, patent applications, or other references are incorporated by reference herein and (1) define a term in a manner that is inconsistent with and/or (2) are otherwise inconsistent with, either the non-incorporated portion of the present disclosure or any of the other incorporated references, the non-incorporated portion of the present disclosure shall control, and the term or incorporated disclosure therein shall only control with respect to the reference in which the term is defined and/or the incorporated disclosure was present originally.

As used herein the terms "adapted" and "configured" mean that the element, component, or other subject matter is designed and/or intended to perform a given function. Thus, the use of the terms "adapted" and "configured" should not be construed to mean that a given element, component, or other subject matter is simply "capable of performing a given function but that the element, component, and/or other subject matter is specifically selected, created, implemented, utilized, programmed, and/or designed for the purpose of performing the function. It is also within the scope of the present disclosure that elements, components,
and/or other recited subject matter that is recited as being adapted to perform a particular function may additionally or alternatively be described as being configured to perform that function, and vice versa.

**Industrial Applicability**

[0099] The systems and methods disclosed herein are applicable to the oil and gas industry.

[00100] It is believed that the disclosure set forth above encompasses multiple distinct inventions with independent utility. While each of these inventions has been disclosed in its preferred form, the specific embodiments thereof as disclosed and illustrated herein are not to be considered in a limiting sense as numerous variations are possible. The subject matter of the inventions includes all novel and non-obvious combinations and subcombinations of the various elements, features, functions and/or properties disclosed herein. Similarly, where the claims recite "a" or "a first" element or the equivalent thereof, such claims should be understood to include incorporation of one or more such elements, neither requiring nor excluding two or more such elements.

[00101] It is believed that the following claims particularly point out certain combinations and subcombinations that are directed to one of the disclosed inventions and are novel and non-obvious. Inventions embodied in other combinations and subcombinations of features, functions, elements and/or properties may be claimed through amendment of the present claims or presentation of new claims in this or a related application. Such amended or new claims, whether they are directed to a different invention or directed to the same invention, whether different, broader, narrower, or equal in scope to the original claims, are also regarded as included within the subject matter of the inventions of the present disclosure.
CLAIMS

1. A method of responding to a screenout event within a hydrocarbon well, the method comprising:
   providing a proppant slurry stream containing a proppant to a casing conduit that is defined by a casing string that extends within a subterranean formation;
   detecting an operational parameter that is indicative of a screenout event within the casing string;
   responsive to the detecting the operational parameter that is indicative of the screenout event:
   providing a flush fluid stream to the casing conduit;
   opening a remotely actuated screenout relief valve; and
   displacing proppant from the casing conduit into the subterranean formation with the flush fluid stream via the remotely actuated screenout relief valve; and
   closing the remotely actuated screenout relief valve.

2. The method of claim 1, wherein the detecting the operational parameter that is indicative of the screenout event includes detecting a wellbore pressure that is greater than a threshold screenout pressure.

3. The method of claim 1, wherein the detecting the operational parameter that is indicative of the screenout event includes detecting a wellbore pressure differential that is greater than a threshold wellbore screenout pressure differential.

4. The method of claim 3, wherein the wellbore pressure differential is a difference between a first pressure, which is detected uphole from the screenout event, and a second pressure, which is detected downhole from the screenout event.

5. The method of claim 1, wherein the detecting the operational parameter that is indicative of the screenout event includes detecting a density of the proppant slurry stream within the casing conduit that is greater than a threshold screenout density.

6. The method of claim 1, wherein the opening the remotely actuated screenout relief valve includes supplying an open control signal to the remotely actuated screenout relief valve.
valve and opening the remotely actuated screenout relief valve responsive to receipt of the open control signal.

7. The method of claim 6, wherein the open control signal includes at least one of an electrical open control signal, an acoustic open control signal, a hydraulic open control signal, a wireless open control signal, and an electromagnetic open control signal.

8. The method of claim 6, wherein the supplying the open control signal includes at least one of:
   (i) generating the open control signal within a surface region and conveying the open control signal to the remotely actuated screenout relief valve; and
   (ii) generating the open control signal within the casing conduit and conveying the open control signal to the remotely actuated screenout relief valve.

9. The method of claim 8, wherein the hydrocarbon well includes a wireless communication network that includes a plurality of nodes, and further wherein the conveying the open control signal includes conveying the open control signal via the plurality of nodes.

10. The method of claim 1, wherein the closing the remotely actuated screenout relief valve includes supplying a close control signal to the remotely actuated screenout relief valve and closing the remotely actuated screenout relief valve responsive to receipt of the close control signal.

11. The method of claim 10, wherein the close control signal includes at least one of an electrical close control signal, an acoustic close control signal, a hydraulic close control signal, a wireless close control signal, and an electromagnetic close control signal.

12. The method of claim 10, wherein the supplying the close control signal includes at least one of:
   (i) generating the close control signal within a surface region and conveying the close control signal to the remotely actuated screenout relief valve; and
   (ii) generating the close control signal within the casing conduit and conveying the close control signal to the remotely actuated screenout relief valve.
13. The method of claim 12, wherein the hydrocarbon well includes a wireless communication network that includes a plurality of nodes, and further wherein the conveying the close control signal includes conveying the close control signal via the plurality of nodes.

14. The method of claim 1, wherein the method includes ceasing the providing the proppant slurry stream.

15. The method of claim 14, wherein the method includes providing the flush fluid stream subsequent to the ceasing the providing the proppant slurry stream.

16. The method of claim 1, wherein the method further includes flowing a perforation device into the casing conduit with the flush fluid stream and perforating the casing string with the perforation device to generate a perforation.

17. The method of claim 16, wherein the method further includes providing a ball sealer to the casing conduit to restrict fluid flow through the perforation.

18. The method of claim 1, wherein the providing the flush fluid stream includes providing a volume of the flush fluid stream that is sufficient to displace at least 85 volume percent of the proppant from the casing conduit.

19. The method of claim 1, wherein the method further includes providing a cross-linking gel stream to the casing conduit.

20. The method of claim 19, wherein the method includes providing the flush fluid stream to the casing conduit, providing the cross-linking gel stream to the casing conduit, and repeating the providing the flush fluid stream to the casing conduit to displace the cross-linking gel stream from the casing conduit and into the subterranean formation.

21. The method of claim 1, wherein the hydrocarbon well includes a plurality of remotely actuated screenout relief valves, and further wherein the opening the remotely actuated screenout relief valve includes opening a respective one of the plurality of remotely actuated screenout relief valves.
22. The method of claim 21, wherein the method further includes selecting the respective one of the plurality of remotely actuated screenout relief valves, wherein the method further includes determining a location of the screenout event within the casing conduit, wherein the selecting is based, at least in part, on the location of the screenout event within the casing conduit, and further wherein the selecting includes selecting such that the respective one of the plurality of remotely actuated screenout relief valves is downhole from the screenout event.

23. The method of claim 1, wherein the flush fluid stream is different from the proppant slurry stream.

24. A system for responding to a screenout event, the system comprising:
   a wellbore that extends within a subterranean formation;
   a casing string that extends within the wellbore and defines a casing conduit;
   a proppant supply system that is configured to provide a proppant slurry stream containing a proppant to the casing conduit;
   a remotely actuated screenout relief valve that is configured to selectively transition between an open configuration, in which the valve permits fluid communication between the casing conduit and the subterranean formation, and a closed configuration, in which the valve restricts fluid communication between the casing conduit and the subterranean formation;
   a detector that is configured to detect an operational parameter that is indicative of a screenout event; and
   a controller that is programmed to control the operation of the remotely actuated screenout relief valve using the method of claim 1.

25. A hydrocarbon well, comprising:
   a wellbore that extends within a subterranean formation;
   a casing string that extends within the wellbore and defines a casing conduit;
   a proppant supply system that is configured to provide a proppant slurry stream containing a proppant to the casing conduit;
   a remotely actuated screenout relief valve that is configured to selectively transition between an open configuration, in which the valve permits fluid communication between the casing conduit and the subterranean formation, and a closed configuration, in which the valve restricts fluid communication between the casing conduit and the subterranean formation;
a detector that is configured to detect an operational parameter that is indicative of a screenout event; and

a controller that is programmed to control the operation of the remotely actuated screenout relief valve based, at least in part, on the operational parameter.

26. The well of claim 25, wherein the controller is programmed to open the remotely actuated screenout relief valve responsive to the operational parameter indicating a screenout event to permit the proppant to be displaced from the casing conduit.

27. The well of claim 25, wherein the controller is programmed to close the remotely actuated screenout relief valve subsequent to the proppant being at least substantially displaced from the casing conduit.

28. A hydrocarbon well, comprising:

a wellbore that extends within a subterranean formation;

a casing string that extends within the wellbore and defines a casing conduit;

a proppant supply system that is configured to provide a proppant slurry stream containing a proppant to the casing conduit; and

an automatic screenout response system that is configured to automatically respond to a screenout event within the hydrocarbon well, wherein the automatic screenout response system includes:

(i) a plurality of nodes that are spaced apart along a length of the casing string;

(ii) a wireless communication network that provides wireless data communication among the plurality of nodes;

(iii) a detector that is in wireless data communication with the plurality of nodes, wherein the detector is configured to detect an operational parameter that is indicative of a screenout event; and

(iv) a remotely actuated screenout relief valve that is in wireless data communication with the plurality of nodes, wherein the remotely actuated screenout relief valve is configured to selectively transition between an open configuration, in which the remotely actuated screenout relief valve permits fluid communication between the casing conduit and the subterranean formation, and a closed configuration, in which the remotely actuated screenout relief valve restricts fluid communication between the casing conduit and the subterranean formation, and further wherein the automatic screenout response system is
configured to control the operation of the remotely actuated screenout relief valve based, at least in part, on the operational parameter.

29. The well of claim 28, wherein the hydrocarbon well further includes a perforation device that is located within the casing conduit.

30. The well of claim 29, wherein the casing string includes a perforation that is formed by the perforation device, wherein the screenout event is associated with the perforation, and further wherein the remotely actuated screenout relief valve is located downhole from the perforation.
100
Provide proppant slurry stream

105
Detect operational parameter

110
Determine location of screenout event

115
Cease providing proppant slurry stream

120
Provide flush fluid stream

125
Provide cross-linking gel stream

130
Select remotely actuated screenout relief valve

135
Open remotely actuated screenout relief valve

140
Supply open control signal

145
Maintain elevated pressure

150
Flow perforation device into casing conduit

155
Perforate casing string

160
Determine that proppant has been displaced

165
Close remotely actuated screenout relief valve

170
Supply close control signal

175
Resume providing proppant slurry stream

180
Provide ball sealer to casing conduit

185
FIG. 8
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC(8) - E21B 34/06 (2014.01)
USPC - 166/373

According to International Patent Classification (IPC) or to both national classification and IPC.

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC(8) - E21B 21/00, 23/00, 34/06, 43/04, 43/25, 43/26, 43/267 (2014.01)
USPC - 166/90.1, 177.5, 250.01, 280.1, 281, 308.1, 373, 386

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

CPC - E21B 33/124, 34/08, 43/25, 43/267 (2014.02)

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

PatBase, Google Patents, Google

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 2004/0084190 A1 (HILL et al) 06 May 2004 (06.05.2004) entire document</td>
<td>1,3,14,15,18,21,23</td>
</tr>
<tr>
<td>Y</td>
<td>US 5,234,055 A (CORNETTE) 10 August 1993 (10.08.1993) entire document</td>
<td>19</td>
</tr>
</tbody>
</table>

* Special categories of cited documents:
  *A* document defining the general state of the art which is not considered to be of particular relevance
  *E* earlier application or patent but published on or after the international filing date
  *L* document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  *O* document referring to an oral disclosure, use, exhibition or other means
  *P* document published prior to the international filing date but later than the priority date claimed
  *T* later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  *X* document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  *Y* document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
  *&* document member of the same patent family

Date of the actual completion of the international search: 15 April 2014

Date of mailing of the international search report: 30 APR 2014

Authorized officer: Blaine R. Copenheaver

PCT OSP: 571-272-7774