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To all whom it may concern: 
Be it known that I, JAMES KEILLY, of San 

Francisco, in the State of California, have in 
vented an Improvement in Metal Wedges, of 
which the following is a specification: 
My invention relates to a new construction 

of a wedge adapted to be used in connection 
with any suitable driver for use in excavatiug 
and grading, to break off and remove masses 
of earth; and it consists in making a hollow 
wedge, or one with an aperture in its upper 
end, adapted to receive an iron head to take 
the blows of the driver, which is capable of 
being removed after the wedge is driven into 
the ground and a lever substituted for it, and 
by the combined action of the lever and the 
wedge the mass of earth is pried or broken 
off, 

In the accompanying drawing, Figure 1 is 
a perspective view of the wedge and its re 
movable head. Fig. 2 is a separate perspec 
tive view of the wedge, and Fig. 3 a similar 
view of the lever, 
E represents the Wedge, constructed pref. 

erably of cast metal, and used in connection 
with any suitable driver for excavating pur. 
poses, but more particularly designed to be. 
used with a wedge-driving machine for which 

I am about to apply for Letters Patent, and 
is cast with an opening in its head or broad 
end, and a wood or iron head, F, with a stem 
of the same size as the hole, is placed in it to 
receive the blows of the drop, and to protect 
the wedge from being battered or injured by the 
blows. This head Fis removed when the wedge 
is driven into the earth, and a lever or handle, 
G, made with a broad end to fit the wedge, 
is employed in operating it to pry and break 
off the mass of earth in front of the line of 
wedges; and by the use of these parts the 
work of grading banks, excavating for build 
ings, ditching, and similar operations, is done 
with saving in the time and labor, and with 
the employment of fewer laborers than in the 
old method of digging. 
Having thus fully described my invention, 

What I claim therein as new, and desire to 
secure by Letters Patent, is 
The cast-metal wedge E, having a hollow 

end, in combination with the loose head F 
and loose lever G, substantially as described 
and shown. 
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