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This invention relates to new and improved 
devices whereby eyeglasses can be Secured in 
folded condition on the clothing of the user, for 
example, on the front of a dress or blouse or the 
like. 
One object of the invention is the provision of 

such a device in the form of an ornamental clasp 
or pin which, when not in use, forms a decoration 
for the garment on which it is Secured. 
Another object of the invention is to construct 

the said device so that the same securely holds 
the eyeglasses in place, yet is not injurious to the 
lenses or the frame of said eyeglasses. 
Stii another object of the invention is to con" 

struct the device so that the same is Securely 
fastenable on a garment or the like. 

For further comprehension of the invention, 
and of the objects and advantages thereof, ref 
erence will be had to the following description 
and accompanying drawings, and to the ap 
pended claim in which the various novel features 
of the invention are more particularly Set forth. 

In the accompanying drawings forming a na 
terial part of this discloSure: 

Fig. 1 is a frontal view of a pair of eyeglasses 
secured in a device of the invention. 

Fig. 2 is an enlarged rear view of Said device. 
Fig. 3 is an enlarged side elevation of the de 

vice in open condition. 
Fig. 4 is a sectional view on line 4-4 of Fig. 2. 
Fig. 5 is a fragmentary enlarged sectional view 

online 5-5 of Fig. 2. 
Fig. 6 is a fragmentary enlarged sectional view 

online 6-6 of Fig. 2. 
Fig. 7 is a perspective view of a modified form 

of the invention. 
Fig. 8 is a plan view of the device of Fig. 7 in 

open condition. 
Fig. 9 is a fragmentary enlarged sectional view 

Online 9-9 Of Fig. 8. 
Fig. 10 is a detached perspective view of a por 

tion of the device of Fig. 7. 
Fig. 11 is a perspective view of another form 

of the invention. 
Fig. 12 is a rear view of the device of Fig. 11. 
Fig. 13 is an enlarged sectional view on line 
3-3 of Fig. 12. 
The holder, according to the first form of the 

present invention illustrated in Figs. to 6 con 
prises a clasp 20 for supporting a pair of eye 
glasses 5 having a frame 6, lenses 7 and ear 
pieces 8. According to the invention the ear 
pieces 8 are folded against the frame 6 which 
at its center or nose portion is engaged along 
with said ear pieces Within the clasp 20. 
The clasp 20 comprises basically a flat sheet 
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2 
like rear member 2? and arcuate sheet-like front 
member 22. Laterally, see Figs. and 2, the 
members 2f and 22 are provided with concavely 
arcuate side edges 23 of such curvature that 
the upper edges 24 of the members are wider 
than the lower edges 25. As best shown in Fig. 
1, the described formation of clasp 20 is adapted 
to the configuration of the nose portion of the 
eyeglasses 5, the members 2 and 22 not over 
lapping the lenses 7. 

It will be understood that members 2 and 22 
may be formed of any desired material such as 
metal or plastic and may have any desired or 
namental design imprinted thereon. For ex 
ample, the said members may, if desired, be of 
the same material as the frame 6 and may have 
thereon the same design as the latter. 
At their lower ends the members 2 and 22 

are hinged together, as best shown in Figs. 2, 
4, 5 and 6. The lower edge 25 of rear member 
2 is provided with a cutout 26 across which ex 
tends a pivot rod 27. Extending from the lower 
edge of front member 22 into the cutout 26 are 
a pair of lugs or ears 28 through which pivot 
rod 2 also projects. Wound on rod 27 is a coil 
Spring 3) having One end engaged in a well 3 
in the upper edge of cutout 26 and the other end 
engaged in a Well 32 in the under edge 25 of front 
member 22. 
The construction is such that the spring 30 

tends to move the members to the closed posi 
tion shown in Fig. 4. In order to maintain the 
clasp in closed condition the upper edge 24 of 
each member 2f, 22 is provided with an exten 
Sion 33, that on the front member being slightly 
larger than the one on the rear member and 
being provided with a lip 34 to engage over the 
latter, which is provided with a thin upper por 
tion 35 for this purpose, see Figs. 2 and 4. It 
Will readily be seen, therefore, that when the lip 
34 is engaged over the thinned portion 35 of the 
rear extension 33 the eyeglasses 5 are securely 
engaged within the clasp 20. 

In order to protect the frame 6 and the ear 
pieces 8 from the members 2 and 22 and to 
provide a tight grip on said parts, a pad 36 of 
Sponge rubber or felt or the like is secured to 
the inner face of each member 2f, 22 by cement, 
or the like. 

In Order to Secure the clasp 20 on a garment 
Such as a dress Or the like, the rear face of rear 
member 2 has secured thereto a safety catch 
pin 37 of ordinary construction. Said pin com 
prises a bar 38 secured to member 2 and having 
projecting outward from one end thereof a pair 
of ears 40 which support a pivot for a pin 4 í. At 
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the other end of bar 38 there is provided an ear 
42 on which are rotatably mounted a pair of 
members 43. The ear 42 and the members 43 
are provided each with an open end slot 44 in 
which the end of pin 4 can be engaged, the 
members 43 being rotated to lock the pin in 
place. This construction is of a familiar Sort 
and is deemed to need no further description. 

It will be seen, therefore, that the clasp 20 
can be safely secured to a garment. Such as a 
dress or the like and by the means described Will 
securely hold a pair of eyeglasses therein. 
A modified form of the invention is illustrated 

in Figs. 7-10. According to this form of the in 
wention there is provided a strap 45 of meshed 
metallic material. 
priate width to engage over the nose portion of 
an eyeglass frame and has Secured to one face 
thereof a pad 46 of sponge rubber or felt or the 
like. At either end the strap 45 is bound in a 
metal channel member 47 or 48, Said members 
each having teeth 50 on the ends of the Side 
walls thereof which engage in the mesh of the 
strap. 
The channel member 4 has Secured to One 

side wall thereof a safety catch pin 5 like, in all 
respects, to the pin 37 described above. Secured 
to the base of said member is a T-shaped latch 
member 52. The other channel member 48 is 
provided with a T-shaped slot in the one side 
wall thereof, the upright of the T extending 
transversely across the base of the channel. 
The construction is such that the die Vice can 

be secured to a dress Ol' the like by the pin 5 
and can be formed into a loop to Secure a pair of 
eyeglasses in place, the loop being Secured by the 
engagement of the t-shaped latch member 52 
in the upright of the T-shaped slot 53. 
A third form of the invention is illustrated in 

Figs. 11, 12 and 13. According to this form of 
the invention there are provided two Semi-cylin 
drical members 54 and 55 each having a pad 56 
of sponge rubber or felt or the like Secured to 
the interior face thereof. At their one ends the 
members 54 and 55 are provided With tails 57 
and 58, respectively, which embrace a pivot rod 
6C and thus hinge the said members together. 
Secured on the tails 57 or 58, whichever is more 
convenient, is a safety catch bar pin 6 like in all 
respects the pin 37 described above. 

It will be seen that due to the Said hinge ar 
rangement the members 56 and 55 form a cylin 
der engageable over the nose portion of an eye 
glass frame. In order to Secure the cylinder on 
the frame, a catch member 62 is Secured to the 
member 55 at the free end thereof as by rivets 
63 and has an extrusion or Stud S4 adapted to 
engage in a well or hole 65 in the member 54 
near the free end of the latter. It will readily 
be seen that the said cylinder is effectively locked 
in closed position by the engagement of Said 
stud in Said hole. 

The strap is of an appro 
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4. 
It is to be understood that a device of this 

kind provides a convenient ornamental means 
for holding the eyeglasses attached to a perSon's 
garment and thus to prevent damaging and mis 
placement of the glasses. 
While I have illustrated and described the 

preferred embodiments of my invention, it is to 
be understood that I do not limit myself to the 
precise constructions herein disclosed and the 
right is reserved to all changes and modifications 
coming within the scope of the invention as de 
fined in the appended claim. 

Having thus described my invention, what I 
claim as new, and desire to Secure by United 
States Letters Patent is: 
A device for securing a pair of framed eye 

glasses on a garment by pin means which com 
prises a strap of mesh metallic material, a chan 
nel member formed with its side portions bind 
ing one end of the strap of mesh metallic mate 
rial and its base portion extending along the end 
edge of said strap, a second channel member 
similarly binding the other end of Said Strap, a 
side wall of both of said channel members hav 
ing teeth engaged in the mesh of the Strap, a 
pair of soft resilient material secured to one face 
of said strap, a T-shaped latch menber project 
ing from the base of one of said channel mem 
bers in the plane of the grasped end of the imesh 
of the metallic naaterial and perpendicular to 
one plane of Said base, and a T-shaped slot in 
One side wall of the other channel member, the 
upright of said T-shaped slot extending across 
the base of the channel member, Said Trshaped 
latch member engageable in Said T-shaped slot 
to secure the strap loop fashioned above the n0Se 
portion of the eyeglass frame. 

MARIE NEMSER. 
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