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Description
TECHNICAL FIELD

[0001] The present application relates to the technical
field of batteries, and in particular, to an electrode as-
sembly, a battery cell, a battery, and a manufacturing
method and device for the electrode assembly.

BACKGROUND

[0002] Arechargeable battery, which may be called as
a secondary battery, refers to a battery that can be used
continuously through the way of recharging by activating
an active material after discharging. Rechargeable bat-
teries are widely used in electronic devices, such as mo-
bile phones, laptop computers, battery cars, electriccars,
electric airplanes, electric ships, electric toy cars, electric
toy ships, electric toy airplanes, electric tools, and so on.
[0003] Inthe development of battery technology, in ad-
dition to the issue of battery performance, the safety of
the battery also needs to be considered. Therefore, how
to improve the safety of the battery is an urgent problem
to be solved in the battery technologies.

[0004] US2014201982A1 provides a lithium-ion sec-
ondary battery, which includes a positive electrode plate,
a negative electrode plate, and a separator. The positive
electrode plate includes a positive electrode collector
plate and a positive electrode active material layer
formed on the surface of the positive electrode collector
plate. The negative electrode plate includes a negative
electrode collector plate and a negative electrode active
material layer formed on the surface of the negative elec-
trode collector plate. The separator is disposed between
the positive electrode plate and the negative electrode
plate. The positive electrode plate, the negative electrode
plate, and the separator are stacked and wound, and
each of them includes a flat portion disposed along a
plane and bearing an external load and a curved portion
formed to be curved. The positive electrode active ma-
terial layer includes a flat region corresponding to the flat
portion and a curved region corresponding to the curved
portion. The density of the positive electrode active ma-
terial layer in at least a portion of the curved region is
higher than the density of the positive electrode active
material layer in the flat region.

SUMMARY

[0005] Embodiments of the presentapplication provide
an electrode assembly, a battery cell, a battery, and a
manufacturing method and device for the electrode as-
sembly, which can effectively reduce lithium plating. The
scope of the invention is defined by appended claims 1
and 15.

[0006] Afirstaspectofthe presentapplication provides
an electrode assembly, including a negative electrode
plate and a positive electrode plate, where the negative
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electrode plate and the positive electrode plate are lam-
inated and wound to form a winding structure having a
straight area, the negative electrode plate includes aneg-
ative active material layer located in the straight area,
the positive electrode plate includes a positive active ma-
terial layer located in the straight area and disposed op-
posite to the negative active material layer in a first di-
rection, and the first direction is perpendicular to an axial
direction of the winding structure; where the negative ac-
tive material layer includes a negative electrode main
body portion and negative electrode edge portions locat-
ed on both sides of the negative electrode main body
portion in the axial direction, in the first direction, at least
a part of the negative electrode main body portion and
at least a part of the negative electrode edge portion both
overlap with the positive active material layer, an active
substance capacity per unit area of the negative elec-
trode main body portion is greater than an active sub-
stance capacity per unit area of the negative electrode
edge portion; and/or, the positive active material layer
includes a positive electrode main body portion and pos-
itive electrode edge portions located on both sides of the
positive electrode main body portion in the axial direction,
inthefirstdirection, atleast a part of the positive electrode
main body portion and at least a part of the positive elec-
trode edge portion both overlap with the negative active
material layer, an active substance capacity per unitarea
of the positive electrode main body portion is less than
an active substance capacity per unit area of the positive
electrode edge portion.

[0007] In the above solution, the active substance ca-
pacity per unit area of the negative electrode main body
portion is greater than the active substance capacity per
unit area of the negative electrode edge portion, so that
the negative electrode main body portion is less prone
to lithium plating than the negative electrode edge por-
tion. When the active substance capacity per unit area
of the negative electrode edge portion meets configura-
tion requirements, that is, the active substance capacity
per unit area of the negative electrode edge portion
reaches a first preset value, since the active substance
capacity per unitarea of the negative electrode main body
portion is greater than the active substance capacity per
unit area of the negative electrode edge portion, that is,
the active substance capacity per unit area of the nega-
tive electrode main body portion is greater than the first
preset value, which is equivalent to increasing the active
substance capacity per unit area of the negative elec-
trode main body portion and a CB value of the negative
electrode main body portion, it is difficult to occur lithium
plating inthe negative electrode main body portion, there-
by reducing the risk of lithium plating in the middle area
of the negative active material layer in a first direction.
[0008] The active substance capacity per unit area of
the positive electrode main body portion is less than the
active substance capacity per unit area of the positive
electrode edge portion, so that a part that the negative
active material layer overlaps the positive electrode main
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body portion is less prone to lithium plating than a part
that the negative active material layer overlaps the neg-
ative electrode edge portion. When the active substance
capacity per unit area of the positive electrode edge por-
tion meets the configuration requirements, that is, the
active substance capacity per unit area of the positive
electrode edge portion reaches a second preset value,
since the active substance capacity per unit area of the
positive electrode main body portion is less than the ac-
tive substance capacity per unit area of the positive elec-
trode edge portion, that is, the active substance capacity
per unit area of the positive electrode main body portion
is less than the second preset value, which is equivalent
to reducing the active substance capacity per unit area
of the positive electrode main body portion and a CB
value of the part that the negative active material layer
overlaps the positive electrode main body portion, it is
difficultto occur lithium plating in the part that the negative
active material layer overlaps the positive electrode main
body portion, thereby reducing the risk of lithium plating
in the middle area of the negative active material layer
in the first direction.

[0009] The negative active material layer includes the
negative electrode main body portion and the negative
electrode edge portion, and the positive active material
layer includes the positive electrode main body portion
and the positive electrode edge portion; and in the first
direction, the at least a part of the negative electrode
main body portion overlaps the at least part of the positive
electrode main body portion, and the at least a part of
the negative electrode edge portion overlaps the at least
part of the positive electrode edge portion.

[0010] In the above solution, since the active sub-
stance capacity per unit area of the negative electrode
main body portion is greater than the active substance
capacity per unit area of the negative electrode edge por-
tion, the active substance capacity per unit area of the
positive electrode main body portion is less than the ac-
tive substance capacity per unit area of the positive elec-
trode edge portion, in the first direction, the atleast a part
of the negative electrode main body portion overlaps the
at least part of the positive electrode main body portion,
and the negative electrode main body portion is less
prone to lithium plating, which further reduces the risk of
lithium plating in the middle area of the negative active
material layer in the first direction.

[0011] According to the present invention, in the first
direction, the negative electrode main body portion com-
pletely overlaps the positive electrode main body portion.
[0012] In the above solution, in the first direction, the
negative electrode main body portion completely over-
laps the positive electrode main body portion, which may
further reduce the risk of lithium plating in the negative
electrode main body portion.

[0013] According to the invention, the gram capacity
of an active material of the negative electrode main body
portion is greater than the gram capacity of an active
material of the negative electrode edge portion.
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[0014] In the above solution, the gram capacity of the
active material of the negative electrode main body por-
tion is greater than the gram capacity of the active ma-
terial of the negative electrode edge portion, that is, by
increasing the gram capacity of the active material of the
negative electrode main body portion, the active sub-
stance capacity per unit area of the negative electrode
main body portion can be increased, so as to realize that
the active substance capacity per unit area of the nega-
tive electrode main body portion is greater than the active
substance capacity per unit area of the negative elec-
trode edge portion.

[0015] In some embodiments, a ratio of the weight of
the active material of the negative electrode main body
portion to the weight of the negative electrode main body
portion is greater than a ratio of the weight of the active
material of the negative electrode edge portion to the
weight of the negative electrode edge portion.

[0016] In the above solution, the ratio of the weight of
the active material of the negative electrode main body
portion to the weight of the negative electrode main body
portion is greater than the ratio of the weight of the active
material of the negative electrode edge portion to the
weight of the negative electrode edge portion, that is, by
increasing a proportion of the active material of the neg-
ative electrode main body portion, the active substance
capacity per unitarea of the negative electrode main body
portion can be increased, so as to realize that the active
substance capacity per unit area of the negative elec-
trode main body portion is greater than the active sub-
stance capacity per unit area of the negative electrode
edge portion.

[0017] In some embodiments, the gram capacity of an
active material of the positive electrode main body portion
is greater than the gram capacity of an active material of
the positive electrode edge portion.

[0018] In the above solution, the gram capacity of the
active material of the positive electrode main body portion
is smaller than the gram capacity of the active material
of the positive electrode edge portion, thatis, by reducing
the gram capacity of the active material of the positive
electrode main body portion, the active substance ca-
pacity per unit area of the positive electrode main body
portion can be reduced, so as to realize that the active
substance capacity per unit area of the positive electrode
main body portion is less than the active substance ca-
pacity per unit area of the positive electrode edge portion.
[0019] In some embodiments, the positive electrode
main body portion includes a first positive electrode coat-
ing layer and a second positive electrode coating layer
laminated and arranged in the firstdirection; and the gram
capacity of an active material of the first positive electrode
coating layer is less or equal to the gram capacity of the
active material of the positive electrode edge portion, and
the gram capacity of an active material of the second
positive electrode coating layer is less than the gram ca-
pacity of the active material of the first positive electrode
coating layer.
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[0020] In the above solution, the positive electrode
main body portion includes a first positive electrode coat-
ing layer and a second positive electrode coating layer
laminated and arranged in the first direction. Since the
gram capacity of the active material of the first positive
electrode coating layer is less than or equal to the gram
capacity of the active material of the positive electrode
edge portion, and the gram capacity of the active material
of the second positive electrode coating layer is less than
the gram capacity of the active material of the first positive
electrode coating layer, so that the gram capacity of the
active material of the positive electrode main body portion
is less than the gram capacity of the active material of
the positive electrode edge portion, thereby making the
active substance capacity per unit area of the positive
electrode main body portion less than the active sub-
stance capacity per unit area of the positive electrode
edge portion.

[0021] In some embodiments, a ratio of the weight of
the active material of the positive electrode main body
portion to the weight of the positive electrode main body
portion is less than a ratio of the weight of the active
material of the positive electrode edge portion to the
weight of the positive electrode edge portion.

[0022] In the above solution, the ratio of the weight of
the active material of the positive electrode main body
portion to the weight of the positive electrode main body
portion is greater than the ratio of the weight of the active
material of the positive electrode edge portion to the
weight of the positive electrode edge portion, that is, by
reducing a proportion of the active material of the positive
electrode main body portion, the active substance ca-
pacity per unit area of the positive electrode main body
portion can be reduced, so as to realize that the active
substance capacity per unit area of the positive electrode
main body portion is less than the active substance ca-
pacity per unit area of the positive electrode edge portion.
[0023] In some embodiments, a thickness of the pos-
itive electrode main body portion is less than a thickness
of the positive electrode edge portion.

[0024] Inthe above technical solution, by reducing the
thickness of the positive electrode main body portion to
make the thickness of the positive electrode main body
portion less than the thickness of the positive electrode
edge portion, so that the active substance capacity per
unit area of the positive electrode main body portion less
than the active substance capacity per unit area of the
positive electrode edge portion can also be realized. In
addition, since the thickness of the positive electrode
main body portionis less than the thickness of the positive
electrode edge portion, the thickness of the positive elec-
trode plate in the area where the positive electrode main
body portion is located is relatively thin, which increases
an expansion resistance threshold of this area to reduce
the possibility of lithium plating.

[0025] In some embodiments, the negative electrode
main body portion and the negative electrode edge por-
tion are continuously distributed in the axial direction.
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[0026] In the above solution, the negative electrode
main body portion and the negative electrode edge por-
tion are continuously distributed in the axial direction, that
is, the negative active material layer of the negative elec-
trode plate is uninterrupted in the axial direction, which
is beneficial to increase the capacity of the battery cell.
[0027] In some embodiments, the positive electrode
main body portion and the positive electrode edge portion
are continuously distributed in the axial direction.
[0028] In the above solution, the positive electrode
main body portion and the positive electrode edge portion
are continuously distributed in the axial direction, that is,
the positive active material layer of the positive electrode
plate is uninterrupted in the axial direction, which is ben-
eficial to increase the capacity of the battery cell.
[0029] A second aspect of the embodiments of the
present application provides a battery cell, including a
shell and the electrode assembly according to any one
of the embodiments of the above first aspect; and the
electrode assembly being accommodated in the shell.
[0030] A third aspect of the embodiments of the
present application provides a battery, including a box
body, and the battery cell according to any one of the
embodiments of the above second aspect; and the bat-
tery cell being accommodated in the box body.

[0031] A fourth aspect of the embodiments of the
present application provides a power consumption de-
vice, including the battery according to any one of the
embodiments of the above third aspect.

[0032] Afifth aspect of the embodiments of the present
application provides a manufacturing method for an elec-
trode assembly, including: providing a negative electrode
plate and a positive electrode plate; laminating and wind-
ing the negative electrode plate and the positive elec-
trode plate to form a winding structure; where the winding
structure has a straight area, the negative electrode plate
includes a negative active material layer located in the
straight area, the positive electrode plate includes a pos-
itive active material layer located in the straight area and
disposed opposite to the negative active material layer
in a first direction, and the first direction is perpendicular
to an axial direction of the winding structure; where the
negative active material layer includes a negative elec-
trode main body portion and negative electrode edge por-
tions located on both sides of the negative electrode main
body portion in the axial direction, in the first direction, at
least a part of the negative electrode main body portion
and at least a part of the negative electrode edge portion
both overlap with the positive active material layer, an
active substance capacity per unit area of the negative
electrode main body portion is greater than an active sub-
stance capacity per unit area of the negative electrode
edge portion; and/or, the positive active material layer
includes a positive electrode main body portion and pos-
itive electrode edge portions located on both sides of the
positive electrode main body portion in the axial direction,
inthefirstdirection, atleast a part of the positive electrode
main body portion and at least a part of the positive elec-
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trode edge portion both overlap with the negative active
material layer, an active substance capacity per unitarea
ofthe positive electrode main body portion is greater than
an active substance capacity per unit area of the positive
electrode edge portion.

[0033] A sixth aspect of the embodiments of the
present application provides a manufacturing device for
an electrode assembly, including a providing apparatus,
configured to provide a positive electrode plate and a
negative electrode plate; an assembling apparatus, con-
figured to laminate and wind the negative electrode plate
and the positive electrode plate to form a winding struc-
ture; where the winding structure has a straight area, the
negative electrode plate includes a negative active ma-
terial layer located in the straight area, the positive elec-
trode plate includes a positive active material layer locat-
ed in the straight area and disposed opposite to the neg-
ative active material layer in a first direction, and the first
direction is perpendicular to an axial direction of the wind-
ing structure; where the negative active material layer
includes a negative electrode main body portion and neg-
ative electrode edge portions located on both sides of
the negative electrode main body portion in the axial di-
rection, in the first direction, atleast a part of the negative
electrode main body portion and at least a part of the
negative electrode edge portion both overlap with the
positive active material layer, an active substance capac-
ity per unit area of the negative electrode main body por-
tion is greater than an active substance capacity per unit
area of the negative electrode edge portion; and/or, the
positive active material layerincludes a positive electrode
main body portion and positive electrode edge portions
located on both sides of the positive electrode main body
portion in the axial direction, in the first direction, at least
a part of the positive electrode main body portion and at
least a part of the positive electrode edge portion both
overlap with the negative active material layer, an active
substance capacity per unit area of the positive electrode
main body portion is less than an active substance ca-
pacity per unit area of the positive electrode edge portion.

BRIEF DESCRIPTION OF DRAWINGS

[0034] To describe the technical solutions in the em-
bodiments of the present application more clearly, the
following briefly describes the accompanying drawings
required for the embodiments. Apparently, the accom-
panying drawings in the following description show mere-
ly some embodiments of the present application, and per-
sons of ordinary skill in the art may still derive other draw-
ings from these accompanying drawings without creative
efforts.

FIG. 1 is a schematic structural diagram of a vehicle
provided by some embodiments of the present ap-
plication;

FIG. 2 is an exploded view of a battery provided by
some embodiments of the present application;
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FIG. 3 is a schematic structural diagram of a battery
module provided by some embodiments of the
present application;

FIG. 4 is an exploded view of a battery cell provided
by some embodiments of the present application;
FIG. 5 is a schematic structural diagram of an elec-
trode assembly provided by some embodiments of
the present application;

FIG. 6 is a partial view of a positive electrode plate,
a separator, and a negative electrode plate after be-
ing expanded shown in FIG. 5;

FIG. 7 is an A-A cross-sectional view of the electrode
assembly shown in FIG. 5;

FIG. 8is apartial cross-sectional view of an electrode
assembly provided by some embodiments of the
present application;

FIG.9is apartial cross-sectional view of an electrode
assembly provided by yet other embodiments of the
present application;

FIG. 10 is a partial cross-sectional view of an elec-
trode assembly provided by still other embodiments
of the present application;

FIG. 11 is a flowchart of a manufacturing method for
an electrode assembly provided by some embodi-
ments of the present application;

FIG. 12 is a flowchart of a manufacturing method for
an electrode assembly provided by yet other embod-
iments of the present application; and

FIG. 13 is a schematic block diagram of a manufac-
turing device for an electrode assembly provided by
some embodiments of the present application.

[0035] In the drawings, the drawings are not drawn to
actual scale.
[0036] Description of signs: 10-box body; 11-first por-

tion; 12-second portion; 13-accommodating space; 20-
battery cell; 21-shell; 211-housing; 212-cover body; 213-
sealed space; 22-electrode assembly; 221-negative
electrode plate; 2211-negative electrode current collec-
tor; 2212-negative active material body; 2213-negative
active material layer; 2213a-negative electrode main
body portion; 2213b-negative electrode edge portion;
222- positive electrode plate; 2221-positive electrode
current collector; 2222-positive active material body;
2223-positive active material layer; 2223a-positive elec-
trode main body portion; 2223b-positive electrode edge
portion; 2223c-first positive electrode coating layer;
2223d-second electrode positive coating layer; 223-sep-
arator; 224-straight area; 225-bending area; 23-positive
electrode terminal; 24-negative electrode terminal; 25-
pressure relief mechanism; 30-battery module; 31-bus-
bar component; 100-battery; 200-controller; 300-motor;
1000-vehicle; 2000-manufacturing device; 2100-provid-
ing apparatus; 2200-assembling apparatus; Z-axial di-
rection; and X-first direction.
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DESCRIPTION OF EMBODIMENTS

[0037] To make the objectives, technical solutions and
advantages of the embodiments of the present applica-
tion clearer, the following clearly describes the technical
solutions in the embodiments of the present application
with reference to the accompanying drawings in the em-
bodiments of the present application. Apparently, the de-
scribed embodiments are merely some but not all of the
embodiments of the present application. All the other em-
bodiments obtained by those of ordinary skill in the art
based on the embodiments of the present application
without any inventive effort shall fall within the scope of
protection of the present application.

[0038] Unless otherwise defined, all technical and sci-
entific terms used in the present application have the
same meanings as those commonly understood by those
skilled in the art to which the present application belongs.
The terms used in the specification of the present appli-
cation are merely for the purpose of describing specific
embodiments, but are not intended to limit the present
application. The terms "including" and "having" and any
variations thereof in the specification and the claims of
the present application as well as the foregoing descrip-
tion of the accompanying drawings are intended to cover
non-exclusive inclusions. The terms "first", "second" and
the like in the specification and the claims of the present
application as well as the above drawings are used to
distinguish different objects, rather than to describe a
specific order or primary-secondary relationship.

[0039] The phrase "embodiments" referred to in the
present application means that the descriptions of spe-
cific features, structures, and characteristics in combina-
tion with the embodiments are included in at least an
embodiment of the present application. The phrase at
various locations in the specification does not necessarily
refer to the same embodiment, or an independent or al-
ternative embodiment exclusive of another embodiment.
[0040] In the description of the present application, it
should be noted that unless otherwise explicitly specified
and defined, the terms "mounting”, "connecting”, "con-
nection" and "attaching" should be understood in a broad
sense, for example, they may be a fixed connection, a
detachable connection, or an integrated connection; may
be a direct connection and may also be an indirect con-
nection via an intermediate medium, or may be commu-
nication between the interiors of two elements. Those of
ordinary skill in the art may appreciate the specific mean-
ings of the foregoing terms in the present application ac-
cording to specific circumstances.

[0041] In the present application, the term "and/or" is
only an association relation describing associated ob-
jects, which means that there may be three relations. For
example, A and/or B may represent three situations: A
exists alone, both A and B exist, and B exists alone. In
addition, the character "/" in the present application gen-
erally indicates that the associated objects before and
after the character are in an "or" relation.
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[0042] In the embodiments of the present application,
same components are denoted by same reference nu-
merals, and detailed description of the same components
is omitted in different embodiments for brevity. It should
be understood that dimensions such as thicknesses,
lengths and widths of various components in embodi-
ments of the present application shown in the drawings,
as well as dimensions of the overall thickness, length and
width of an integrated apparatus are merely illustrative,
and should not constitute any limitation to the present
application.

[0043] Inthe presentapplication, "a plurality of* means
two or more (including two).

[0044] In the present application, battery cells may in-
clude lithium-ion secondary batteries, lithium-ion primary
batteries, lithium-sulfur batteries, sodium/lithium-ion bat-
teries, sodium-ion batteries or magnesium-ion batteries,
and the like, which are not limited by the embodiments
of the present application. The battery cells may be cy-
lindrical, flat, cuboid or in another shape, which is not
limited by the embodiments of the present application.
The battery cell is generally divided into three types ac-
cording to the way of packaging: a cylindrical battery cell,
a prismatic battery cell and a pouch battery cell, which
are not limited by the embodiments of the present appli-
cation.

[0045] The battery mentioned in the embodiments of
the present application refers to a single physical module
thatincludes one or more battery cells to provide a higher
voltage and capacity. For example, the battery men-
tioned in the present application may include a battery
module or a battery pack. The battery generally includes
a box body for enclosing one or more battery cells. The
box body may preventliquid or other foreign matters from
affecting the charging or discharging of the battery cells.
[0046] The battery cellincludes an electrode assembly
and an electrolytic solution, and the electrode assembly
is composed of a positive electrode plate, a negative elec-
trode plate and a separator. The operation of the battery
cell mainly relies on the movement of metal ions between
the positive electrode plate and the negative electrode
plate. The positive electrode plate includes a positive
electrode current collector and a positive active material
body. The positive active material body is coated on a
surface of the positive electrode current collector, and
the positive electrode current collector that is not coated
with the positive active material body protrudes from the
positive electrode current collector coated with the pos-
itive active material body, and the positive electrode cur-
rent collector that is not coated with the positive active
material body is used as a positive electrode tab. As an
example, in a lithium-ion battery, the material of the pos-
itive electrode current collector may be aluminum, and
the positive electrode active material may be lithium co-
balt oxides, lithium iron phosphate, ternary lithium or lith-
ium manganate, and the like. The negative electrode
plate includes a negative electrode current collector and
a negative active material body. The negative active ma-
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terial body is coated on a surface of the negative elec-
trode current collector, and the negative electrode current
collector that is not coated with the negative active ma-
terial body protrudes from the negative electrode current
collector coated with the negative active material body,
and the negative electrode current collector that is not
coated with the negative active material body is used as
a negative electrode tab. The material of the negative
electrode current collector may be copper, and the neg-
ative active material may be carbon or silicon, and the
like. In order to ensure that no fusing occurs when a large
current passes through, there are a plurality of positive
electrode tabs which are laminated together, and there
are a plurality of negative electrode tabs which are lam-
inated together. A material of the separator may be poly-
propylene (PP) or polyethylene (PE), or the like. In addi-
tion, the electrode assembly may be a coiled structure
or a laminated structure, and the embodiments of the
present application are not limited thereto.

[0047] Withthe development of the battery technology,
it is necessary to consider many design factors, such as
energy density, cycle life, discharge capacity, charge-
discharge rate and other performance parameters. In ad-
dition, the safety of the battery should also be considered.
[0048] For lithium-ion batteries, during charging, lithi-
um ions are deintercalating from the positive electrode
and intercalated into the negative electrode; during dis-
charging, lithium ions are deintercalating from the nega-
tive electrode and intercalated into the positive electrode.
When a lithium-ions battery is charging, abnormalities
may occur that may result in lithium plating. For example,
the phenomenon of lithium plating is caused by abnor-
malities such as insufficient space for lithium to be inter-
calated into the negative electrode, excessive resistance
to lithium ion migration, or lithium ions detaching from
the positive electrode too quickly but not being able to
be intercalated into the negative electrode in equal quan-
tities, which means that lithium ions that cannot be inter-
calated into the negative electrode can only gain elec-
trons on the surface of the negative electrode, resulting
in the formation of elementary substance lithium.
[0049] The inventor found that, in a battery cell, the
electrode assembly has a large expansion force in the
middle area of the electrode plate in a straight area, mak-
ing electrolyte infiltration difficult and thus causing the
negative electrode plate in the area to be prone to phe-
nomenon of lithium plating.

[0050] In view of this, the embodiments of the preset
application provide an electrode assembly, including a
negative electrode plate and a positive electrode plate,
where the negative electrode plate and the positive elec-
trode plate are laminated and wound to form a winding
structure having a straight area, the negative electrode
plate includes a negative active material layer located in
the straight area, the positive electrode plate includes a
positive active material layer located in the straight area
and disposed opposite to the negative active material
layer in a first direction, and the first direction is perpen-
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dicular to an axial direction of the winding structure;
where the negative active material layer includes a neg-
ative electrode main body portion and negative electrode
edge portions located on both sides of the negative elec-
trode main body portion in the axial direction, in the first
direction, at least a part of the negative electrode main
body portion and at least a part of the negative electrode
edge portion both overlap with the positive active material
layer, an active substance capacity per unit area of the
negative electrode main body portion is greater than an
active substance capacity per unit area of the negative
electrode edge portion; and/or, the positive active mate-
rial layer includes a positive electrode main body portion
and positive electrode edge portions located on both
sides of the positive electrode main body portion in the
axial direction, in the first direction, at least a part of the
positive electrode main body portion and at least a part
of the positive electrode edge portion both overlap with
the negative active material layer, an active substance
capacity per unit area of the positive electrode main body
portion is less than an active substance capacity per unit
area of the positive electrode edge portion. The electrode
assembly of this structure can effectively reduce the risk
of lithium plating and improve the safety of the battery.
[0051] The technical solution described in embodi-
ments of the present application is applicable to a battery
and a power consumption device using the battery.
[0052] The power consumption device may be vehi-
cles, mobile phones, portable devices, notebook com-
puters, ships, spacecraft, electric toys, electric tools, and
the like. The vehicle can be fuel vehicles, gas vehicles
or new energy vehicles; new energy vehicles can be pure
electric vehicles, hybrid vehicles or extended range ve-
hicles, and the like; the spacecrafts include airplanes,
rockets, space shuttles and spaceships, or the like; the
electric toys include fixed or mobile electric toys, such as
game consoles, electric vehicle toys, electric ship toys
and electric airplane toys, or the like; the electric tools
include metal cutting power tools, grinding power tools,
assembly power tools and railway power tools, such as
electric drills, electric grinders, electricwrenches, electric
screwdrivers, electric hammers, impact drills, concrete
vibrators, and electric planers, and the like. The embod-
iment of the present application does not impose special
restrictions on the above power consumption devices.
[0053] For the convenience of description, the follow-
ing embodiments take a vehicle as an example of the
power consumption device for description.

[0054] Please refer to FIG. 1. FIG. 1 is a schematic
structural diagram of a vehicle 1000 provided by some
embodiments of the present application. A battery 100
is provided inside the vehicle 1000, and the battery 100
may be provided at the bottom, head, or tail of the vehicle
1000. The battery 100 may be used for power supply of
the vehicle 1000, for example, the battery 100 may be
used as an operating power source of the vehicle 1000.
[0055] The vehicle 1000 further includes a controller
200 and a motor 300. The controller 200 is configured to
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control the battery 100 to supply power to the motor 300,
for example, for starting, navigating, and working power
requirements during driving of the vehicle 1000.

[0056] In some embodiments, the battery 100 may
serve not only as an operation power source of the ve-
hicle 1000, but also as a driving power source of the
vehicle 1000, replacing or partially replacing fuel or nat-
ural gas to provide driving power for the vehicle 1000.
[0057] Please refer to FIG. 2. FIG. 2 is an exploded
view of the battery 100 provided by some embodiments
of the present application. The battery 100 includes a
box body 10 and a battery cell 20 (not shown in FIG. 2),
and the battery cell 20 is accommodated in the box body
10.

[0058] The boxbody 10 is configured to accommodate
the battery cell 20, and the box body 10 may have various
structures. In some embodiments, the box body 10 may
include a first portion 11 and a second portion 12, the
first portion 11 and the second portion 12 are mutually
covered, and the first portion 11 and the second portion
12 jointly define an accommodating space 13 for accom-
modating the battery cell 20. The second portion 12 may
be a hollow structure with one end open, the first portion
11 is a plate-shaped structure, the first portion 11 covers
an opening side of the second portion 12, to form the box
body 10 with the accommodating space 13. The first por-
tion 11 and the second portion 12 may also be hollow
structures with one side open, and the opening side of
the first portion 11 covers the opening side of the second
portion 12 to form the box body 10 with the accommo-
dating space 13. Of course, the first portion 11 and the
second portion 12 may have various shapes, such as a
cylinder, a cuboid, and the like.

[0059] In the battery 100, there may be one or more
battery cells 20. If there are a plurality of battery cells 20,
the plurality of battery cells 20 can be connected in series
orin parallel orin parallel-series. The parallel-series con-
nection refers to that the plurality of battery cells 20 are
connected both in series and in parallel. The plurality of
battery cells 20 can be directly connected in series or in
parallel or in parallel-series, and then an entirety formed
by the plurality of battery cells 20 can be accommodated
in the box body 10. Of course, the plurality of battery cells
20 may also be connected in series first, or in parallel or
in parallel-series to form a battery module; then a plurality
of battery modules are connected in series or in parallel
or in parallel-series to form as an entirety, and accom-
modated in the box body 10.

[0060] In some embodiments, please refer to FIG. 3,
FIG. 3is schematic structural diagram of a battery module
30 provided by some embodiments of the present appli-
cation. The plurality of battery cells 20 are connected in
series, or in parallel, or in parallel-series first to form the
battery module 30. The plurality of battery modules 30
are then connected in series or in parallel or in parallel-
series to form as the entirety, and accommodated in the
box body 10.

[0061] The plurality of battery cells 20 in the battery
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module 30 may be electrically connected through a bus-
bar component 31, so as to realize the connection of the
plurality of battery cells 20 in the battery module 30 in
parallel, or in series or in parallel-series. Exemplarily, the
busbar component 31 is a metal conductor.

[0062] Please refer to FIG. 4, FIG. 4 is an exploded
view of the battery cell 20 according to some embodi-
ments of the present application. The battery cell 20 pro-
vided by the embodiment of the present application in-
cludes a shell 21 and an electrode assembly 22, and the
electrode assembly 22 is accommodated in the shell 21.
[0063] In some embodiments, the shell 21 may also
be used to contain electrolytes, such as electrolyte solu-
tions.

[0064] Insome embodiments, the shell 21 may include
a housing 211 and a cover body 212. The housing 211
is a hollow structure with one side open. The cover body
212 covers an opening of the housing 211 and forms a
sealed connection to form a sealed space 213 for ac-
commodating the electrode assembly 22 and the elec-
trolyte.

[0065] When assembling the battery cell 20, the elec-
trode assembly 22 may be put into the housing 211 first,
and the housing 211 is filled with the electrolyte, and then
the cover body 212 covers the opening of the housing
211.

[0066] The housing 211 may have various shapes,
such as a cylinder, a cuboid, or the like. The shape of
the housing 211 may be determined according to a spe-
cific shape of the electrode assembly 22. For example,
if the electrode assembly 22 has a cylindrical structure,
a cylindrical housing may be selected; if the electrode
assembly 22 has a cuboid structure, a cuboid flat housing
may be selected. Of course, the cover body 212 may
also have various structures, for example, the cover body
212 has a plate-shaped structure, a hollow structure with
one end open, or the like. Exemplarily, in FIG. 4, the
housing 211 has a cuboid structure, the cover body 212
has a plate-shaped structure, and the cover body 212
covers the opening at the top of the housing 211.
[0067] In some embodiments, the battery cell 20 may
further include a positive electrode terminal 23, a nega-
tive electrode terminal 24 and a pressure relief mecha-
nism 25. The positive electrode terminal 23, the negative
electrode terminal 24 and the pressure relief mechanism
25 are all mounted on the cover body 212. The positive
electrode terminal 23 and the negative electrode terminal
24 are both used to electrically connect to the electrode
assembly 22 to output the electric energy generated by
the electrode assembly 22. The pressure relief mecha-
nism 25 is used to relieve the pressure inside of the bat-
tery cell 20 when the internal pressure or temperature of
the battery cell 20 reaches a predetermined threshold.
[0068] Exemplarily, the pressure relief mechanism 25
may be a component such as an explosion-proof valve,
a rupture plate, a gas valve, a pressure relief valve, or a
safety valve, and the like.

[0069] It should be noted that, in the battery cell 20,
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there may be one or more electrode assemblies 22 ac-
commodated in the shell 21. Exemplarily, in FIG. 4, there
are two electrode assemblies 22.

[0070] Next, the specific structure of the electrode as-
sembly 22 will be described in detail with reference to
the drawings.

[0071] Please refer to FIG. 5, FIG. 5 is a schematic
structural diagram of the electrode assembly 22 provided
by some embodiments of the present application. The
electrode assembly 22 includes a negative electrode
plate 221 and a positive electrode plate 222, and the
negative electrode plate 221 and the positive electrode
plate 222 are laminated and wound to form a winding
structure.

[0072] Exemplarily, the electrode assembly 22 has a
flat winding structure.

[0073] Itshould be noted that the winding structure has
an axial direction Z (not shown in FIG. 5), and the axial
direction Z of the winding structure is the arrangement
direction of the winding axis of the winding structure,
which can also be understood as a width direction of the
positive electrode plate 222 and the negative electrode
plate 221. When the negative electrode plate 221 and
the positive electrode plate 222 are wound after being
laminated by a winding member (located at a winding
core position of the winding structure), an extension di-
rection of the winding member is the arrangement direc-
tion of the winding axis of the winding structure.

[0074] The electrode assembly 22 may further include
a separator 223 for isolating the positive electrode plate
222 from the negative electrode plate 221 to reduce the
risk of a short circuit between the positive electrode plate
222 and the negative electrode plate 221.

[0075] Where, the separator 223 is provided with a
large number of penetrating apertures to ensure the free
passage of electrolyte ions. Exemplarily, a material of
the separator 223 may be polypropylene (PP) or poly-
ethylene (PE), and the like.

[0076] In the actual manufacturing process, the nega-
tive electrode plate 221, the separator 223, and the pos-
itive electrode plate 222 may be laminated together, and
then wound integrally to form a winding structure.
[0077] According to the invention, the winding struc-
ture has a straight area 224. The straight area is the area
where the winding structure has a straight structure, that
is, the negative electrode plate 221, the positive electrode
plate 222, and the separator 223 in the straight area 224
are basically straight and parallel to each other. It is un-
derstandable that, in the straight area 224, a surface of
each layer of the negative electrode plate 221, a surface
of each layer of the positive electrode plate 222, and a
surface of each layer of the separator 223 are all plane
surfaces.

[0078] The negative electrode plate 221 in the straight
area 224 and the positive electrode plate 222 in the
straight area 224 are alternately superimposed in a first
direction X, that is, in the straight area 224, in the first
direction X, they are arranged in a way that a layer of the
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negative electrode plate 221, a layer of the positive elec-
trode plate 222, and a layer of the negative electrode
plate 221 are arranged in sequence.

[0079] According to the invention, the winding struc-
ture further includes a bending area 225, the bending
area 225 is connected to the straight area 224, and the
bending areas 225 is provided to the opposite two ends
of the straight area 224. The bending area 225 is the area
in the winding structure having a bending structure, that
is, the negative electrode plate 221, the positive electrode
plate 222, and the separator 223 in the bending area 225
are all bent. Itis understandable that, in the bending area
225, a surface of each layer of the negative electrode
plate 221, a surface of each layer of the positive electrode
plate 222, and a surface of each layer of the separator
223 are all curved surfaces. Exemplarily, the curved sur-
face is an arc surface.

[0080] In some embodiments, please refer to FIG. 6,
FIG. 6 is a partial view of the positive electrode plate 222,
the separator 223, and the negative electrode plate 221
after being expanded shown in FIG. 5. The negative elec-
trode plate 221 includes a negative electrode current col-
lector 2211 and negative active material bodies 2212
coated on both sides of the negative electrode current
collector 2211 in the thickness direction. The positive
electrode plate 222 includes a positive electrode current
collector 2221 and positive active material bodies 2222
coated on both sides of the positive electrode current
collector 2221 in the thickness direction.

[0081] According to the invention, please refer to FIG.
7, FIG. 7 is an A-A cross-sectional view of the electrode
assembly 22 shown in FIG. 5. The negative electrode
plate 221 includes a negative active material layer 2213
located in the straight area 224 (refer to FIG. 5), the pos-
itive electrode plate 222 includes a positive active mate-
rial layer 2223 located in the straight area 224 and dis-
posed opposite to the negative active material layer 2213
in a first direction X, and the first direction X is perpen-
dicular to the axial direction Z of the winding structure.
The first direction X referred to herein is consistent with
the thickness direction of the negative active material lay-
er 2213.

[0082] The negative active material layer 2213 in-
cludes a negative electrode main body portion 2213aand
negative electrode edge portions 2213b located on both
sides of the negative electrode main body portion 2213a
in the axial direction Z, in the first direction X, at least a
part of the negative electrode main body portion 2213a
and at least a part of the negative electrode edge portion
2213b both overlap with the positive active material layer
2233, an active substance capacity per unit area of the
negative electrode main body portion 2213a is greater
than an active substance capacity per unit area of the
negative electrode edge portion 2213b.

[0083] Since the active substance capacity per unit ar-
ea of the negative electrode main body portion 2213a is
greater than the active substance capacity per unit area
of the negative electrode edge portion 2213b, so that the
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negative electrode main body portion 2213ais less prone
to lithium plating than the negative electrode edge portion
2213b. When the active substance capacity per unitarea
of the negative electrode edge portion 2213b meets the
configuration requirements, that is, the active substance
capacity per unit area of the negative electrode edge por-
tion 2213b reaches a first preset value, since the active
substance capacity per unit area of the negative elec-
trode main body portion 2213a is greater than the active
substance capacity per unit area of the negative elec-
trode edge portion 2213b, that is, the active substance
capacity per unitarea of the negative electrode main body
portion 2213a is greater than the first preset value, which
is equivalent to increasing the active substance capacity
per unit area of the negative electrode main body portion
2213a, increasing a CB (Cell Balance) value of the neg-
ative electrode main body portion 2213a, and increasing
an expansion resistance threshold of the area where the
negative electrode main body portion 2213a in the neg-
ative electrode plate 221 is located, it is difficult to occur
lithium plating in the negative electrode main body portion
2213a, thereby reducing the risk of lithium plating in the
middle area of the negative active material layer 2213 in
the first direction X.

[0084] It should be noted that the negative active ma-
terial layer 2213 is the part of the negative electrode ac-
tive material body 2212 of the negative electrode plate
221 in the straight area 224. The structure of the part of
the negative active material body 2212 in the straight
area 224 and the structure of the part of the negative
active material body 2212 in the bending area 225 may
be the same, or different. The positive active material
layer 2223 is the part of the positive active material body
2222 of the positive electrode plate 222 in the straight
area 224. The structure of the part of the positive active
material body 2222 in the straight area 224 and the struc-
ture of the part of the positive active material body 2222
in the bending area 225 may be the same, or different.
[0085] In the embodiment of the present application,
the CB (Cell Balance) value of the negative electrode
main body portion 2213ais Q1/Q2, where Q1 is an active
substance capacity per unit area of the negative elec-
trode main body portion 2213a, and Q2 is an active sub-
stance capacity per unit area of a part that the positive
active material layer 2223 overlaps the negative elec-
trode main body portion 2213a in the first direction X.
[0086] In some embodiments, the negative electrode
main body portion 2213a and the negative electrode
edge portion 22133b are continuously distributed in the
axial direction Z, that is, the negative active material layer
2213 of the negative electrode plate 221 is uninterrupted
in the axial direction Z, which is beneficial to increase the
capacity of the battery cell 20. Of course, in other em-
bodiments, the negative electrode main body portion
2213a and the negative electrode edge portion 2213b
may also be spaced apart in the axial direction Z.
[0087] Accordingtotheinvention,there are manyways
to realize that the active substance capacity per unit of
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the negative electrode main body portion 2213ais great-
er than the active substance capacity per unit area of the
negative electrode edge portion 2213b.

[0088] According to the invention, the gram capacity
of an active material of the negative electrode main body
portion 2213a is greater than the gram capacity of an
active material of the negative electrode edge portion
2213b. That is, by increasing the gram capacity of the
active material of the negative electrode main body por-
tion 2213a, the active substance capacity per unit area
of the negative electrode main body portion 2213a can
be increased, so as to realize that the active substance
capacity per unitarea of the negative electrode main body
portion 2213a is greater than the active substance ca-
pacity per unitarea of the negative electrode edge portion
2213b.

[0089] The gram capacity refers to a ratio of the ca-
pacitance released by the active material to the mass of
the active material.

[0090] Inthe presentembodiment, the thickness of the
negative electrode main body portion 2213a may be
equal to the thickness of the negative electrode edge
portion 2213b. An active material of the negative elec-
trode main body portion 2213a may be different from an
active material of the negative electrode edge portion
2213b. For example, the active material of the negative
electrode main body portion 2213a is silicon, and the
active material of the negative electrode edge portion
2213b is graphite.

[0091] Of course, there may be other ways to realize
that the active substance capacity per unit area of the
negative electrode main body portion 2213a is greater
than the active substance capacity per unit area of the
negative electrode edge portion 2213b.

[0092] In some embodiments, a ratio of the weight of
the active material of the negative electrode main body
portion 2213a to the weight of the negative electrode
main body portion 2213a is greater than a ratio of the
weight of the active material of the negative electrode
edge portion 2213b to the weight of the negative elec-
trode edge portion 2213b. That is, by increasing the pro-
portion of the active material of the negative electrode
main body portion 2213a, the active substance capacity
per unit area of the negative electrode main body portion
2213a can be increased, so as to realize that the active
substance capacity per unit area of the negative elec-
trode main body portion 2213a is greater than the active
substance capacity per unit area of the negative elec-
trode edge portion 2213b.

[0093] Exemplarily, the compositions of the negative
electrode main body portion 2213a and the negative elec-
trode edge portion 2213b may both include an active ma-
terial, a conductive agent, and a binder, and the active
material of the negative electrode main body portion
2213a and the active material of the negative electrode
edge portion 2213b may be the same.

[0094] In the embodiment of the present application,
as the active substance capacity per unit of the negative
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electrode main body portion 2213a is greater than the
active substance capacity per unit area of the negative
electrode edge portion 2213b, the positive active material
layer 2223 may have various structures.

[0095] In some embodiments, the positive active ma-
terial layer 2223 includes a positive electrode main body
portion 2223a and positive electrode edge portions
2223b located on both sides of the positive electrode
main body portion 2223a in the axial direction Z, in the
first direction X, at least a part of the positive electrode
main body portion 2223a and at least a part of the positive
electrode edge portion 2223b both overlap with the neg-
ative active material layer 2213, an active substance ca-
pacity per unit area of the positive electrode main body
portion 2223a is equal to an active substance capacity
per unit area of the positive electrode edge portion 2223b.
[0096] In other embodiments, please refer to FIG. 8,
FIG. 8 is a partial cross-sectional view of the electrode
assembly 22 provided by some embodiments of the ap-
plication. The positive active material layer 2223 includes
the positive electrode main body portion 2223a and the
positive electrode edge portions 2223b located on both
sides of the positive electrode main body portion 2223a
in the axis direction Z, in the first direction X, at least a
part of the positive electrode main body portion 2223a
and a least a part of the positive electrode edge portion
2223b both overlap with the negative active material layer
2213, and an active substance capacity per unit area of
the positive electrode main body portion 2223a is less
than an active substance capacity per unit area of the
positive electrode edge portion 2223b.

[0097] The active substance capacity per unit area of
the positive electrode main body portion 2223a is less
than the active substance capacity per unit area of the
positive electrode edge portion 2223b, so that a part that
the negative active material layer 2213 overlaps the pos-
itive electrode main body portion 2223a is less prone to
lithium plating than a part that the negative active material
layer 2213 overlaps the negative electrode edge portion
2213b. When the active substance capacity per unitarea
of the positive electrode edge portion 2223b meets the
configuration requirements, that is, the active substance
capacity per unit area of the positive electrode edge por-
tion 2223b reaches a second preset value, since the ac-
tive substance capacity per unit area of the positive elec-
trode main body portion 2223a is less than the active
substance capacity per unit area of the positive electrode
edge portion 2223b, that is, the active substance capacity
per unit area of the positive electrode main body portion
2223a is less than the second second value, which is
equivalent to reducing the active substance capacity per
unit area of the positive electrode main body portion
2223a and a CB value of the part that the negative active
material layer 2213 overlaps the positive electrode main
body portion 22233, it is difficult to occur lithium plating
in the part that the negative active material layer 2213
overlaps the positive electrode main body portion 2223a,
thereby reducing the risk of lithium plating in the middle
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area of the negative active material layer 2213 in the first
direction X.

[0098] In some embodiments, the positive electrode
main body portion 2223a and the positive electrode edge
portion 2223b are continuously distributed in the axial
direction Z, that is, the positive active material layer 2223
of the positive electrode plate 222 is uninterrupted in the
axial direction Z, which is beneficial to increase the ca-
pacity of the battery cell 20. Of course, in other embod-
iments, the positive electrode main body portion 2223a
and the positive electrode edge portion 2223b may also
be spaced apart in the axial direction Z.

[0099] In some embodiments, in the first direction X,
the at least a part of the negative electrode main body
portion 2213a overlaps the at least part of the positive
electrode main body portion 2223a, and the at least a
part of the negative electrode edge portion 2213b over-
laps the atleast part of the positive electrode edge portion
2223b.

[0100] Since the active substance capacity per unit ar-
ea of the negative electrode main body portion 2213a is
greater than the active substance capacity per unit area
of the negative electrode edge portion 2213b, the active
substance capacity per unit area of the positive electrode
main body portion 2223a is less than the active substance
capacity per unit area of the positive electrode edge por-
tion 2223b in the first direction X, the at least a part of
the negative electrode main body portion 2213a overlaps
the at least part of the positive electrode main body por-
tion 2223a, and the negative electrode main body portion
2213a is less prone to lithium plating, which further re-
duces the risk of lithium plating in the middle area of the
negative active material layer 2213 in the first direction X.
[0101] It should be noted that, in the first direction X,
the at least part of the negative electrode main body por-
tion 2213a overlaps with the at least part of the positive
electrode main body portion 2223a, that is, a projection
of the negative electrode main body portion 2213a in the
first direction X at least partially overlaps and a projection
of the positive electrode main body portion 2223a in the
first direction X. In the first direction X, the at least part
of the negative electrode edge portion 2213b overlaps
with the atleast part of the positive electrode edge portion
2223b, thatis, a projection of the negative electrode edge
portion 2213b in the first direction X at least partially over-
laps a projection of the positive electrode edge portion
2223b in the first direction X.

[0102] In some embodiments, in the first direction X,
the negative electrode main body portion 2213a com-
pletely overlaps the positive electrode main body portion
2223a, so as to further reduce the risk of lithium plating
in the negative electrode main body portion 2213a. Of
course, in the first direction X, the negative electrode
edge portion 2213b may also completely overlap the pos-
itive electrode edge portion 2223b.

[0103] In the embodiment of the present application,
there are many ways to further realize that the active
substance capacity per unit area of the positive electrode
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mainbody portion 2223a s less than the active substance
capacity per unit area of the positive electrode edge por-
tion 2223b.

[0104] Insome embodiments, please continue to refer
to FIG. 8, the gram capacity of the active material of the
positive electrode main body portion 2223a is less than
the gram capacity of the active material of the positive
electrode edge portion 2223b. That is, by reducing the
gram capacity of the active material of the positive elec-
trode main body portion 2223a, the active substance ca-
pacity per unit area of the positive electrode main body
portion 2223a can be reduced, so as to realize that the
active substance capacity per unit area of the positive
electrode main body portion 2223a is less than the active
substance capacity per unit area of the positive electrode
edge portion 2223b.

[0105] In the present embodiment, a thickness of the
positive electrode main body portion 2223a may be equal
to a thickness of the positive electrode edge portion
2223b, and the active material of the positive electrode
main body portion 2223a may be different from the active
material of the positive electrode edge portion 2223b.
For example, the active material of the positive electrode
main body portion 2223a is lithium iron phosphate, and
the active material of the positive electrode edge portion
2223b is ternary lithium.

[0106] In some embodiments, please refer to FIG. 9,
FIG. 9 is a partial cross-sectional view of the electrode
assembly 22 provided by yet other embodiments of the
present application. The positive electrode main body
portion 2223a includes a first positive electrode coating
2223c and a second positive electrode coating 2223d.
The gram capacity of an active material of the first positive
electrode coating layer 2223c is less than or equal to the
gram capacity of the active material of the positive elec-
trode edge portion 2223b, and the gram capacity of an
active material of the second positive electrode coating
layer 2223d is less than the gram capacity of the active
material of the first positive electrode coating layer 2223c,
so that the gram capacity of the active material of the
positive electrode main body portion 2223a is less than
the gram capacity of the active material of the positive
electrode edge portion 2223b, thereby making the active
substance capacity per unit area of the positive electrode
main body portion 2223a less than the active substance
capacity per unit area of the positive electrode edge por-
tion 2223b.

[0107] Where, the first positive electrode coating layer
2223c may be an active material layer containing active
materials, or an inactive material layer containing non-
active materials. For example, the first positive electrode
coating layer 2223c is a metal conductive layer, which
only plays a role of conducting electricity.

[0108] Exemplarily, as shown in FIG. 9, the total thick-
ness of the first positive electrode coating layer 2223¢c
and the second positive electrode coating layer 2223d
may be equal to the thickness of the positive electrode
edge portion 2223b. The gram capacity of the active ma-
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terial of the first positive electrode coating layer 2223¢c
may be equal to the gram capacity of the active material
of the positive electrode edge portion 2223b, the active
material of the first positive electrode coating layer 2223c
may be the same as the active material of the positive
electrode edge portion 2223b, and the active material of
the first positive electrode coating layer 2223c may be
different from the active material of the second positive
electrode coating layer 2223d.

[0109] Itshould be note that the first positive electrode
coating layer 2223c and the second positive electrode
coating layer 2223d are laminated and arranged in the
first direction X. The first positive electrode coating layer
2223c may be coated on the positive electrode current
collecting body 2221, and the second positive electrode
coating layer 2223d may be coated on one side of the
first positive electrode coating layer 2223c facing away
from the positive electrode current collecting body 2221.
The second positive electrode coating layer 2223d may
be coated on the positive electrode current collecting
body 2221, and the first positive electrode coating layer
2223c may be coated on one side of the second positive
electrode coating layer 2223d facing away from the pos-
itive electrode current collecting body 2221.

[0110] Of course, there are other ways to realize that
the active substance capacity per unit area of the positive
electrode main body portion 2223a is less than the active
substance capacity per unit area of the positive electrode
edge portion 2223b.

[0111] In some embodiments, a ratio of the weight of
the active material of the positive electrode main body
portion 2223a to the weight of the positive electrode main
body portion 2223a is less than a ratio of the weight of
the active material of the positive electrode edge portion
2223b to the weight of the positive electrode edge portion
2223b. That is, by reducing a proportion of the active
material of the positive electrode main body portion
2223a, the active substance capacity per unit area of the
positive electrode main body portion 2223a can be re-
duced, so as to realize that the active substance capacity
per unit area of the positive electrode main body portion
2223a is less than the active substance capacity per unit
area of the positive electrode edge portion 2223b.
[0112] Exemplarily, the compositions of the positive
electrode main body portion 2223a and the positive elec-
trode edge portion 2223b may both include an active ma-
terial, a conductive agent, and a binder, and the active
material of the positive electrode main body portion
2223a and the active material of the positive electrode
edge 2223b may be the same.

[0113] In other embodiments, please refer to FIG. 10,
FIG. 10 is a partial cross-sectional view of the electrode
assembly 22 provided by still other embodiments of the
present application. The thickness of the positive elec-
trode main body portion 2223a is less than the thickness
of the positive electrode edge 2223b.

[0114] By reducing the thickness of the positive elec-
trode main body portion 2223a to make the thickness of
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the positive electrode main body portion 2223a less than
the thickness of the positive electrode edge portion
2223b can also realize that the active substance capacity
per unit area of the positive electrode main body portion
2223ais less than the active substance capacity per unit
area of the positive electrode edge portion 2223b. In ad-
dition, since the thickness of the positive electrode main
body portion 2223a is less than the thickness of the pos-
itive electrode edge portion 2223b, the thickness of the
positive electrode plate 222 in the area where the positive
electrode main body portion 2223q is located is relatively
thin, which increases an expansion resistance threshold
of this area to reduce the occurrence of lithium plating.

[0115] In the present embodiment, the material of the
positive electrode main body portion 2223a is the same
as the material of the positive electrode edge portion
2223b. It can be understood that the composition of the
positive electrode main body portion 2223a is the same
as the composition of the positive electrode edge portion
2223b, and the proportion of each component in the pos-
itive electrode main body portion 2223a is the same as
the proportion of each component in the positive elec-
trode edge portion 2223b. For example, the compositions
of the positive electrode main body portion 2223a and
the positive electrode edge portion 2223b both include
an active material, a conductive agent, and a binder, the
active material, where the conductive agentand the bind-
er of the positive electrode main body portion 2223a are
the same as the active material, the conductive agent
and the binder of the positive electrode edge portion
2223Db, the proportion of the active material in the positive
electrode main body portion 2223a is the same as the
proportion of the active material of the positive electrode
edge portion 2223b, the proportion of the conductive
agent in the positive electrode main body portion 2223a
is the same as the proportion of the conductive agent of
the positive electrode edge portion 2223b, and the pro-
portion of the binder in the positive electrode main body
portion 2223a is the same as the proportion of the binder
of the positive electrode edge portion 2223b.

[0116] It should be noted that, in the embodiment of
the presentapplication, in the positive active material lay-
er 2223, as the active substance capacity per unit area
of the positive electrode main body portion 2223a is less
than the active substance capacity per unit area of the
positive electrode edge portion 2223b, in the negative
active material layer 2213, the active substance capacity
per unit area of the negative electrode main body portion
2213a may be equal to the active substance capacity per
unit area of the negative electrode edge portion 2213b.
[0117] Please refer to FIG. 11. FIG. 11 is a flowchart
of a manufacturing method for the electrode assembly
22 provided by some embodiments of the present appli-
cation. The manufacturing method of the electrode as-
sembly 22 includes:

S100: providing a negative electrode plate 221 and
a positive electrode plate 222;
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S200: laminating and winding the negative electrode
plate 211 and the positive electrode plate 222 to form
a winding structure;

where the winding structure has a straight area 224,
the negative electrode plate 221 includes a negative
active material layer 2213 located in the straight area
224, the positive electrode plate 222 includes a pos-
itive active material layer 2223 located in the straight
area 224 and disposed opposite to the negative ac-
tive material layer 2213 in a first direction X, and the
first direction X is perpendicular to an axial direction
Z of the winding structure.

[0118] The negative active material layer 2213 in-
cludes a negative electrode main body portion 2213aand
negative electrode edge portions 2213b located on both
sides of the negative electrode main body portion 2213a
in the axial direction Z, in the first direction X, at least a
part of the negative electrode main body portion 2213a
and at least a part of the negative electrode edge portion
2213b both overlap with the positive active material layer
2223, an active substance capacity per unit area of the
negative electrode main body portion 2213a is greater
than an active substance capacity per unit area of the
negative electrode edge portion 2213b; and/or, the pos-
itive active material layer 2223 includes a positive elec-
trode main body portion 2223a and positive electrode
edge portions 2223b located on both sides of the positive
electrode main body portion 2223a in the axial direction
Z, in the first direction X, at least a part of the positive
electrode main body portion 2223a and at least a part of
the positive electrode edge portion 2223b both overlap
with the negative active material layer 2213, an active
substance capacity per unit area of the positive electrode
main body portion 2223ais less than an active substance
capacity per unit area of the positive electrode edge por-
tion 2223b.

[0119] In some embodiments, please refer to FIG. 12,
FIG. 12 is a flowchart of a manufacturing method for the
electrode assembly 22 provided by yet other embodi-
ments of the present application. A separator 223 is fur-
ther provided to isolate the positive electrode plate 222
from the negative electrode plate 221, and the negative
electrode plate 221 and the separator 223 and the pos-
itive electrode plate 222 are laminated and wound to form
a winding structure.

[0120] It should be noted that for the related structure
of the electrode assembly 22 manufactured by the above
embodiment providing the manufacturing method for the
electrode assembly 22 may refer to the electrode assem-
bly 22 provided in the above respective embodiments.
[0121] Please refer to FIG. 13. FIG. 13 is a schematic
block diagram of a manufacturing device 2000 of the elec-
trode assembly 22 provided by some embodiments of
the present application. The manufacturing device 2000
includes a providing apparatus 2100 and an assembling
apparatus 2200. The providing apparatus 2100 is con-
figured to provide a positive electrode plate 222 and a
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negative electrode plate 221. The assembling apparatus
2200 is configured to laminate and wind the negative
electrode plate 221 and the positive electrode plate 222
to form a winding structure.

[0122] Where, the winding structure has a straightarea
224, the negative electrode plate 221 includes a negative
active material layer 2213 located in the straight area
224, the positive electrode plate 222 includes a positive
active material layer 2223 located in the straight area 224
and disposed opposite to the negative active material
layer 2213 in a first direction X, and the first direction X
is perpendicular to an axial direction Z of the winding
structure.

[0123] The negative active material layer 2213 in-
cludes a negative electrode main body portion 2213a and
negative electrode edge portions 2213b located on both
sides of the negative electrode main body portion 2213a
in the axial direction Z, in the first direction X, at least a
part of the negative electrode main body portion 2213a
and at least a part of the negative electrode edge portion
2213b both overlap with the positive active material layer
2223, an active substance capacity per unit area of the
negative electrode main body portion 2213a is greater
than an active substance capacity per unit area of the
negative electrode edge portion 2213b; and/or, the pos-
itive active material layer 2223 includes a positive elec-
trode main body portion 2223a and positive electrode
edge portions 2223b located on both sides of the positive
electrode main body portion 2223a in the axial direction
Z, in the first direction X, at least a part of the positive
electrode main body portion 2223a and at least a part of
the positive electrode edge portion 2223b both overlap
with the negative active material layer 2213, an active
substance capacity per unit area of the positive electrode
main body portion 2223a is less than an active substance
capacity per unit area of the positive electrode edge por-
tion 2223b.

[0124] In some embodiments, the providing apparatus
2100 is further configured to provide a separator 223,
configured to isolate the positive electrode plate 222 from
the negative electrode plate 221, and the negative elec-
trode plate 221, the separator 223, and the positive elec-
trode plate 222 are laminated and wound to form a wind-
ing structure.

[0125] It should be noted that for the related structure
of the electrode assembly 22 manufactured by the above
manufacturing device 2000 for the electrode assembly
22 provided by the above embodiment, please refer to
the electrode assembly 22 provided in the above respec-
tive embodiments.

[0126] In addition, the embodiment of the present ap-
plication further provides a method for testing the CB
value of the electrode assembly 22, and steps for testing
the CB value are as follows:

Step 1): Test an average discharge capacity of a
single-sided positive active material layer. Take the
positive electrode plate in above embodiments, and
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use a punching mold to obtain small wafers contain-
ing the single-sided positive active material layer.
Assemble six identical CR2430 button cells in an ar-
gon protected glove box using lithium metal plates
as counter electrodes, a Celgard membrane as a
separator and a solution of EC+DMC+DEC (vinyl
carbonate, dimethyl carbonate, diethyl carbonate in
a 1:1:1 volume ratio) dissolved in LiPF6 (1 mol/L) as
electrolyte. @ leave the battery to stand for 12 hours
after the assembly, @ perform constant current
charging at a charging current of 0.1 C until the volt-
age reaches the upper cut-off voltage x1V, then
maintain the voltage x1V for constant voltage charg-
ing until the currentis 50 uA, (3) stand for 5 minutes,
@ finally perform constant current discharge at a dis-
charging current of 0.1 C until the voltage reaches
the lower cut-off voltage y1V, ® stand for 5 minutes,
repeat steps @ to ® and record the discharge ca-
pacity of the 2nd cycle. The average of the discharge
capacities of the six button cells is the average dis-
charge capacity of the single-sided positive active
material layer. For example, when the positive active
material is lithium iron phosphate (LFP), the upper
cut-off voltage x1V=3.75V and the lower cut-off volt-
age yl V=2V. When the negative active material is
lithium nickel cobalt manganese oxide (NCM), the
upper cut-off voltage x1V=4.25V and the lower cut-
off voltage y1V=2.8V.

Step 2): Test an average charge capacity of the sin-
gle-sided negative active material layer. Take the
negative electrode plate in above embodiments and
use the punching mold to obtain small wafers con-
taining the single-sided negative active material lay-
er with a same area as the positive electrode wafers
in the above step 1). Assemble six CR2430 button
cells in an argon protected glove box using lithium
metal plates as counter electrodes, a Celgard mem-
brane as a separator and a solution of
EC+DMC+DEC (vinyl carbonate, dimethyl carbon-
ate, diethyl carbonate in a 1:1:1 volume ratio) dis-
solved in LiPF6 (1 mol/L) as electrolyte. @ leave the
battery to stand for 12 hours after the assembly, @
constant current discharge at a discharging current
of 0.05C until the voltage reaches the lower cut-off
voltage y2mV, (3) then constant current discharge
at a discharging current of 50 uA until the voltage
reaches the lower cut-off voltage y2mV, @ stand for
5 minutes, (5) then constant current discharge at a
discharging current of 10 uA until the lower cut-off
voltage y2mV is reached, ® stand for 5 minutes, @
finally constant current charge at 0.1C charging cur-
rent for constant current charging until the final volt-
age reaches the upper cut-off voltage x2 V, ® stand
for 5 minutes, repeat steps @ to ® and record the
charging capacity for the second cycle. The average
of the charge capacities of the six button cells is the
average charge capacity of the single-sided negative
active material layer. For example, when the nega-
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tive active material is graphite, the upper cut-off volt-
age x2V=2V and the lower cut-off voltage y2V=5mV.
When the negative active material is silicon, the up-
per cut-off voltage x2V=2V and the lower cut-off volt-
age y2V=5mV.

Step 3): Calculation of the CB value based on the
CB value=average charge capacity (mAh) of the
above single-sided negative active material layer/av-
erage discharge capacity (mAh) of the above single-
sided positive active material layer.

Claims

An electrode assembly (22), comprising a negative
electrode plate (221) and a positive electrode plate
(222), wherein the negative electrode plate (221) and
the positive electrode plate (222) are laminated and
wound to form a winding structure, the winding struc-
ture comprises a straight area (224) and a bending
area (225), the negative electrode plate (221) com-
prises a negative active material body (2212), the
negative active material body (2212) comprises a
first negative active material layer (2213) located in
the straight area (224) and a second negative active
material layer located in the bending area (225), the
positive electrode plate (222) comprises a positive
active material body (2222), the positive active ma-
terial body (2222) comprises a first positive active
material layer (2223) located in the straight area
(224) and disposed opposite to the first negative ac-
tive material layer (2213) in a first direction and a
second positive active material layer located in the
bending area (225), and the first direction is perpen-
dicular to an axial direction of the winding structure;
wherein the electrode assembly (22) satisfies atleast
one of the following (1)-(2):

(1) the first negative active material layer (2213)
comprises a negative electrode main body por-
tion (2213a) and negative electrode edge por-
tions (2213b) located on both sides of the neg-
ative electrode main body portion (2213a) in the
axial direction, in the first direction, at least a
part of the negative electrode main body portion
(2213a) and at least a part of the negative elec-
trode edge portion (2213b) both overlap with the
first positive active material layer (2223), an ac-
tive substance capacity per unit area of the neg-
ative electrode main body portion (2213a) is
greater than an active substance capacity per
unit area of the negative electrode edge portion
(2213b);

(2) the first positive active material layer (2223)
comprises a positive electrode main body
(2223a) portion and positive electrode edge por-
tions (2223b) located on both sides of the pos-
itive electrode main body (2223a) portion in the
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axial direction, in the first direction, at least a
part of the positive electrode main body (2223a)
portion and at least a part of the positive elec-
trode edge portion both overlap with the first
negative active material layer (2213), an active
substance capacity per unit area of the positive
electrode main body (2223a) portion is less than
an active substance capacity per unit area of the
positive electrode edge portion (2223b).

The electrode assembly according to claim 1, where-
in the first negative active material layer (2213) com-
prises the negative electrode main body portion
(2213a) and the negative electrode edge portion
(2213b), and the first positive active material layer
(2223) comprises the positive electrode main body
portion (2223a) and the positive electrode edge por-
tion (2223b); and

in the first direction, the at least a part of the negative
electrode main body portion (2213a) overlaps the at
least part of the positive electrode main body portion
(2223a), and the at least a part of the negative elec-
trode edge portion (2213b) overlaps the at least part
of the positive electrode edge portion (2223b).

The electrode assembly according to claim 2, where-
in in the first direction, the negative electrode main
body portion (2213a) completely overlaps the posi-
tive electrode main body portion (2223a).

The electrode assembly (22) according to any one
of claims 1-3, wherein the gram capacity of an active
material of the negative electrode main body portion
(2213a)is greater than the gram capacity of an active
material of the negative electrode edge portion
(2213b).

The electrode assembly (22) according to any one
of claims 1-3, wherein a ratio of the weight of the
active material of the negative electrode main body
portion (2213a) to the weight of the negative elec-
trode main body portion (2213a) is greater than a
ratio of the weight of the active material of the neg-
ative electrode edge portion (2213b) to the weight
of the negative electrode edge portion (2213b).

The electrode assembly (22) according to any one
of claims 1-5, wherein the gram capacity of an active
material of the positive electrode main body portion
(2223a) is less than the gram capacity of an active
material of the positive electrode edge portion
(2223b).

The electrode assembly (22) according to claim 6,
wherein the positive electrode main body portion
(2223a) comprises a first positive electrode coating
layer and a second positive electrode coating layer
laminated and arranged in the first direction; and
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the gram capacity of an active material of the first
positive electrode coating layer is less or equal to
the gram capacity of the active material of the posi-
tive electrode edge portion (2223b), and the gram
capacity of an active material of the second positive
electrode coating layer is less than the gram capacity
of the active material of the first positive electrode
coating layer.

The electrode assembly (22) according to any one
of claims 1-5, wherein a ratio of the weight of the
active material of the positive electrode main body
portion (2223a) to the weight of the positive electrode
main body portion (2223a) is less than a ratio of the
weight of the active material of the positive electrode
edge portion (2223b) to the weight of the positive
electrode edge portion (2223b).

The electrode assembly (22) according to any one
of claims 1-5, wherein a thickness of the positive
electrode main body portion (2223a) is less than a
thickness of the positive electrode edge portion
(2223b).

The electrode assembly (22) according to any one
of claims 1-9, wherein the negative electrode main
body portion (2213a) and the negative electrode
edge portion (2213b) are continuously distributed in
the axial direction.

The electrode assembly (22) according to any one
of claims 1-10, wherein the positive electrode main
body portion (2223a) and the positive electrode edge
portion (2223b) are continuously distributed in the
axial direction.

A battery cell (20), comprising a shell (21) and the
electrode assembly (22) according to any one of
claims 1-11; and
the electrode assembly (22) being accommodated
in the shell (21).

A battery (100), comprising a box body and the bat-
tery cell (20) according to claim 12; and the battery
cell (20) electrode assembly (22) being accommo-
dated in the box body.

A power consumption device, comprising the battery
(100) according to claim 13.

A manufacturing method for an electrode assembly
(22), comprising:

providing a negative electrode plate (221) and
a positive electrode plate (222);

laminating and winding the negative electrode
plate (221) and the positive electrode plate (222)
to form a winding structure;
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wherein the winding structure comprises a
straight area (224) and a bending area (225),
the negative electrode plate (221) comprises a
negative active material body (2212), the nega-
tive active material body (2212) comprises a first
negative active material layer (2213) located in
the straight area (224) and a second negative
active material layer located in the bending area
(225), the positive electrode plate (222) com-
prises a positive active material body (2222), the
positive active material body (2222) comprises
a first positive active material layer (2223) locat-
ed in the straight area (224) and disposed op-
posite to the first negative active material layer
(2213) in a first direction and a second positive
active material layer located in the bending area
(225), and the first direction is perpendicular to
an axial direction of the winding structure;
wherein the electrode assembly (22) satisfies at
least one of the following (1)-(2):

(1) the first negative active material layer
(2213) comprises a negative electrode main
body portion (2213a) and negative elec-
trode edge portions (2213b) located on both
sides of the negative electrode main body
portion (2213a) in the axial direction, in the
first direction, at least a part of the negative
electrode main body portion (2213a) and at
least a part of the negative electrode edge
portion (2213b) both overlap with the first
positive active material layer (2223), an ac-
tive substance capacity per unit area of the
negative electrode main body portion
(2213a) is greater than an active substance
capacity per unit area of the negative elec-
trode edge portion (2213b);

(2) the first positive active material layer
(2223) comprises a positive electrode main
body (2223a) portion and positive electrode
edge portions (2223b) located on both sides
of the positive electrode main body portion
(2223a) in the axial direction, in the first di-
rection, at least a part of the positive elec-
trode main body portion (2223a) and atleast
a part of the positive electrode edge portion
(2223b) both overlap with the first negative
active material layer (2213), an active sub-
stance capacity per unit area of the positive
electrode main body portion (2223a) is less
than an active substance capacity per unit
area of the positive electrode edge portion
(2223b).

Patentanspriiche

Elektrodenanordnung (22), umfassend eine negati-
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ve Elektrodenplatte (221) und eine positive Elektro-
denplatte (222), wobei die negative Elektrodenplatte
(221) und die positive Elektrodenplatte (222) derart
laminiert und gewickelt sind, dass sie eine Wick-
lungsstruktur bilden, wobei die Wicklungsstruktur ei-
nen geraden Bereich (224) und einen gebogenen
Bereich (225) umfasst, wobei die negative Elektro-
denplatte (221) einen negativen Aktivmaterialkérper
(2212) umfasst, wobei der negative Aktivmaterial-
kérper (2212) eine erste negative Aktivmaterial-
schicht (2213), welche sich in dem geraden Bereich
(224) befindet, und eine zweite negative Aktivmate-
rialschicht umfasst, welche sich in dem gebogenen
Bereich (225) befindet, wobei die positive Elektro-
denplatte (222) einen positiven Aktivmaterialkérper
(2222) umfasst, wobei der positive Aktivmaterialkor-
per (2222) eine erste positive Aktivmaterialschicht
(2223), welche sich in dem geraden Bereich (224)
befindet und in einer ersten Richtung entgegenge-
setzt zu der ersten negativen Aktivmaterialschicht
(2213) angeordnet ist, und eine zweite positive Ak-
tivmaterialschicht umfasst, welche sich in dem ge-
bogenen Bereich (225) befindet, und wobei die erste
Richtung senkrecht zu einer axialen Richtung der
Wicklungsstruktur ist;

wobei die Elektrodenanordnung (22) wenigstens ei-
nes der folgenden (1)-(2) erfilllt:

(1) die erste negative Aktivmaterialschicht
(2213) umfasst einen negativen Elektroden-
hauptkérperabschnitt (2213a) und negative
Elektrodenrandabschnitte (2213b), welche sich
in der axialen Richtung an beiden Seiten des
negativen Elektrodenhauptkoérperabschnitts
(2213a) befinden, wobei in der ersten Richtung
sowohl wenigstens ein Teil des negativen Elek-
trodenhauptkdrperabschnitts (2213a) als auch
wenigstens ein Teil des negativen Elektroden-
randabschnitts (2213b) mit der ersten positiven
Aktivmaterialschicht (2223) tberlappen, wobei
eine Aktivsubstanzkapazitat pro Einheitsflache
des negativen  Elektrodenhauptkdrperab-
schnitts (2213a) groRer ist als eine Aktivsub-
stanzkapazitat pro Einheitsflache des negativen
Elektrodenrandabschnitts (2213b);

(2) die erste positive Aktivmaterialschicht (2223)
umfasst einen positiven Elektrodenhauptkor-
perabschnitt (2223a) und positive Elektroden-
randabschnitte (2223b), welche sich in der axi-
alen Richtung an beiden Seiten des positiven
Elektrodenhauptkdrperabschnitts (2223a) be-
finden, wobei in der ersten Richtung sowohl we-
nigstens ein Teil des positiven Elektrodenhaupt-
kérperabschnitts (2223a) als auch wenigstens
ein Teil des positiven Elektrodenrandabschnitts
mit der ersten negativen Aktivmaterialschicht
(2213) Uberlappen, wobei eine Aktivsubstanz-
kapazitat pro Einheitsflache des positiven Elek-
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trodenhauptkorperabschnitts (2223a) kleiner ist
als eine Aktivsubstanzkapazitat pro Einheitsfla-
che des positiven Elektrodenrandabschnitts
(2223b).

Elektrodenanordnung nach Anspruch 1, wobei die
erste negative Aktivmaterialschicht (2213) den ne-
gativen Elektrodenhauptkdrperabschnitt (2213a)
und den negativen Elektrodenrandabschnitt (2213b)
umfasst und die erste positive Aktivmaterialschicht
(2223) den positiven Elektrodenhauptkorperab-
schnitt (2223a) und den positiven Elektroden-
randabschnitt (2223b) umfasst; und

wobei in der ersten Richtung der wenigstens eine
Teil des negativen Elektrodenhauptkdrperab-
schnitts (2213a) den wenigstens einen Teil des po-
sitiven Elektrodenhauptkdrperabschnitts (2223a)
Uberlappt und der wenigstens eine Teil des negati-
ven Elektrodenrandabschnitts (2213b) den wenigs-
tens einen Teil des positiven Elektroden-
randabschnitts (2223b) Gberlappt.

Elektrodenanordnung nach Anspruch 2, wobeiin der
ersten Richtung der negative Elektrodenhauptkor-
perabschnitt (2213a) den positiven Elektroden-
hauptkdrperabschnitt (2223a) vollstéandig tberlappt.

Elektrodenanordnung (22) nach einem der Anspru-
che 1-3, wobei die Grammkapazitat eines Aktivma-
terials des negativen Elektrodenhauptkorperab-
schnitts (2213a) groRer ist als die Grammkapazitat
eines Aktivmaterials des negativen Elektroden-
randabschnitts (2213b).

Elektrodenanordnung (22) nach einem der Anspru-
che 1-3, wobei ein Verhaltnis des Gewichts des Ak-
tivmaterials des negativen Elektrodenhauptkorper-
abschnitts (2213a) zu dem Gewicht des negativen
Elektrodenhauptkérperabschnitts (2213a) groRer ist
als ein Verhaltnis des Gewichts des Aktivmaterials
des negativen Elektrodenrandabschnitts (2213b) zu
dem Gewicht des negativen Elektroden-
randabschnitts (2213b)

Elektrodenanordnung (22) nach einem der Anspru-
che 1-5, wobei die Grammkapazitat eines Aktivma-
terials des positiven Elektrodenhauptkorperab-
schnitts (2223a) kleiner ist als die Grammkapazitat
eines Aktivmaterials des positiven Elektroden-
randabschnitts (2223b).

Elektrodenanordnung (22) nach Anspruch 6, wobei
der positive Elektrodenhauptkérperabschnitt
(2223a) eine erste positive Elektrodenbeschich-
tungsschicht und eine zweite positive Elektrodenbe-
schichtungsschicht umfasst, welche in der ersten
Richtung laminiert und eingerichtet sind; und wobei
die Grammkapazitat eines Aktivmaterials der ersten
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positiven Elektrodenbeschichtungsschicht kleiner
als oder gleich wie die Grammkapazitat des Aktiv-
materials des positiven Elektrodenrandabschnitts
(2223b) ist und die Grammkapazitat eines Aktivma-
terials der zweiten positiven Elektrodenbeschich-
tungsschicht kleiner ist als die Grammkapazitat des
Aktivmaterials der ersten positiven Elektrodenbe-
schichtungsschicht.

Elektrodenanordnung (22) nach einem der Anspri-
che 1-5, wobei ein Verhéltnis des Gewichts des Ak-
tivmaterials des positiven Elektrodenhauptkoérper-
abschnitts (2223a) zu dem Gewicht des positiven
Elektrodenhauptkérperabschnitts (2223a) kleiner ist
als ein Verhaltnis des Gewichts des Aktivmaterials
des positiven Elektrodenrandabschnitts (2223b) zu
dem Gewicht des positiven Elektroden-
randabschnitts (2223b).

Elektrodenanordnung (22) nach einem der Anspri-
che 1-5, wobei eine Dicke des positiven Elektroden-
hauptkérperabschnitts (2223a) kleiner ist als eine Di-
cke des positiven Elektrodenrandabschnitts
(2223b).

Elektrodenanordnung (22) nach einem der Anspri-
che 1-9, wobei der negative Elektrodenhauptkérper-
abschnitt (2213a) und der negative Elektroden-
randabschnitt (2213b) in der axialen Richtung kon-
tinuierlich verteilt sind.

Elektrodenanordnung (22) nach einem der Anspri-
che 1-10, wobei der positive Elektrodenhauptkorper-
abschnitt (2223a) und der positive Elektroden-
randabschnitt (2223b) in der axialen Richtung kon-
tinuierlich verteilt sind.

Batteriezelle (20), umfassend eine Hiille (21) und die
Elektrodenanordnung (22) nach einem der Anspri-
che 1-11; und wobei die Elektrodenanordnung (22)
in der Hiille (21) aufgenommen ist.

Batterie (100), umfassend einen Boxkdrper und die
Batteriezelle (20) nach Anspruch 12; und
wobei die Batteriezellen- (20) Elektrodenanordnung
(22) in dem Boxkdorper aufgenommen ist.

Energieverbrauchsvorrichtung, umfassend die Bat-
terie (100) nach Anspruch 13.

Herstellungsverfahren fir eine Elektrodenanord-
nung (22), umfassend:

Bereitstellen einer negativen Elektrodenplatte
(221) und einer positiven Elektrodenplatte
(222);

Laminieren und Wickeln der negativen Elektro-
denplatte (221) und der positiven Elektroden-
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platte (222) derart, dass sie eine Wicklungs-
struktur bilden;

wobei die Wicklungsstruktur einen geraden Be-
reich (224) und einen gebogenen Bereich (225)
umfasst, wobei die negative Elektrodenplatte
(221) einen negativen Aktivmaterialkdrper
(2212) umfasst, wobei der negative Aktivmate-
rialkrper (2212) eine erste negative Aktivmate-
rialschicht (2213), welche sich in dem geraden
Bereich (224)befindet, und eine zweite negative
Aktivmaterialschicht umfasst, welche sich in
dem gebogenen Bereich (225) befindet, wobei
die positive Elektrodenplatte (222) einen positi-
ven Aktivmaterialkérper (2222) umfasst, wobei
der positive AktivmaterialkOrper (2222) eine ers-
te positive Aktivmaterialschicht (2223), welche
sich in dem geraden Bereich (224) befindet und
in einer ersten Richtung entgegengesetzt zu der
ersten negativen Aktivmaterialschicht (2213)
angeordnet ist, und eine zweite positive Aktiv-
materialschicht umfasst, welche sich in dem ge-
bogenen Bereich (225) befindet, und wobei die
erste Richtung senkrecht zu einer axialen Rich-
tung der Wicklungsstruktur ist;

wobei die Elektrodenanordnung (22) wenigs-
tens eines der folgenden (1)-(2) erfillt:

(1) die erste negative Aktivmaterialschicht
(2213) umfasst einen negativen Elektro-
denhauptkdrperabschnitt (2213a) und ne-
gative Elektrodenrandabschnitte (2213b),
welche sich in der axialen Richtung an bei-
den Seiten des negativen Elektrodenhaupt-
kérperabschnitts (2213a) befinden, wobei
in der ersten Richtung sowohl wenigstens
ein Teil des negativen Elektrodenhauptkor-
perabschnitts (2213a) als auch wenigstens
ein Teil des negativen Elektroden-
randabschnitts (2213b) mit der ersten posi-
tiven Aktivmaterialschicht (2223) tberlap-
pen, wobei eine Aktivsubstanzkapazitat pro
Einheitsflache des negativen Elektroden-
hauptkorperabschnitts (2213a) groRer ist
als eine Aktivsubstanzkapazitat pro Ein-
heitsflache des negativen Elektroden-
randabschnitts (2213b);

(2) die erste positive Aktivmaterialschicht
(2223) umfasst einen positiven Elektroden-
hauptkérperabschnitt (2223a) und positive
Elektrodenrandabschnitte (2223b), welche
sich in der axialen Richtung an beiden Sei-
ten des positiven Elektrodenhauptkorper-
abschnitts (2223a) befinden, wobei in der
ersten Richtung sowohl wenigstens ein Teil
des positiven Elektrodenhauptkérperab-
schnitts (2223a) als auch wenigstens ein
Teil des positiven Elektroden-
randabschnitts (2223b) mit der ersten ne-
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gativen Aktivmaterialschicht (2213) Uber-
lappen, wobei eine Aktivsubstanzkapazitat
pro Einheitsflache des positiven Elektro-
denhauptkdrperabschnitts (2223a) kleiner
ist als eine Aktivsubstanzkapazitat pro Ein-
heitsflache des positiven Elektroden-
randabschnitts (2223b).

Revendications

Ensemble d’électrodes (22), comprenantune plaque
d’électrode négative (221) et une plaque d’électrode
positive (222), dans lequel la plaque d’électrode né-
gative (221) et la plaque d’électrode positive (222)
sont stratifiées et enroulées pour former une struc-
ture d’enroulement, la structure d’enroulement com-
prend une zone droite (224) et une zone de flexion
(225), la plaque d’électrode négative (221) com-
prend un corps de matériau actif négatif (2212), le
corps de matériau actif négatif (2212) comprend une
premiere couche de matériau actif négatif (2213) si-
tuée dans la zone droite (224) et une seconde cou-
che de matériau actif négatif située dans la zone de
flexion (225), la plaque d’électrode positive (222)
comprend un corps de matériau actif positif (2222),
le corps de matériau actif positif (2222) comprend
une premiére couche de matériau actif positif (2223)
située dans la zone droite (224) et disposée a I'op-
posé de la premiere couche de matériau actif négatif
(2213) dans une premiere direction, et une seconde
couche de matériau actif positif située dans la zone
de flexion (225), et la premiere direction est perpen-
diculaire a une direction axiale de la structure
d’enroulement ;

dans lequel 'ensemble d’'électrodes (22) satisfait au
moins a I'un des points (1) et (2) qui suivent :

(1) la premiére couche de matériau actif négatif
(2213) comprend une partie de corps principal
d’électrode négative (2213a) et des parties de
bord d’électrode négative (2213b) situées des
deux cotés de la partie de corps principal d’élec-
trode négative (2213a) dans la direction axiale,
dans la premiére direction, au moins une partie
de la partie de corps principal d’électrode néga-
tive (2213a) et au moins une partie de la partie
de bord d’électrode négative (2213b) chevau-
chent toutes deux la premiere couche de maté-
riau actif positif (2223), une capacité de subs-
tance active par unité de surface de la partie de
corps principal d’électrode négative (2213a) est
supérieure a une capacité de substance active
par unité de surface de la partie de bord d’élec-
trode négative (2213b) ;

(2) la premiere couche de matériau actif positif
(2223) comprend une partie de corps principal
d’électrode positive (2223a) et des parties de
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bord d’électrode positive (2223b) situées des
deux cotés de la partie de corps principal d’élec-
trode positive (2223a) dans la direction axiale,
dans la premiére direction, au moins une partie
de la partie de corps principal d’électrode posi-
tive (2223a) et au moins une partie de la partie
de bord d’électrode positive chevauchent toutes
deux la premiére couche de matériau actif né-
gatif (2213), une capacité de substance active
par surface unitaire de la partie de corps princi-
pal d’électrode positive (2223a) est inférieure a
une capacité de substance active par surface
unitaire de la partie de bord d’électrode positive
(2223b).

Ensemble d’électrodes selon la revendication 1,
dans lequel la premiere couche de matériau actif né-
gatif (2213) comprend la partie de corps principal
d’électrode négative (2213a) et la partie de bord
d’électrode négative (2213b), et la premiére couche
de matériau actif positif (2223) comprend la partie
de corps principal d’électrode positive (2223a) et la
partie de bord d’électrode positive (2223b) ; et
dans la premiere direction, la au moins une partie
de la partie de corps principal d’électrode négative
(2213a) chevauche la au moins une partie de la par-
tie de corps principal d’électrode positive (2223a),
et la au moins une partie de la partie de bord d’élec-
trode négative (2213b) chevauche la au moins une
partie de la partie de bord d’électrode positive
(2223b).

Ensemble d’électrodes selon la revendication 2,
dans lequel dans la premiere direction, la partie de
corps principal d’électrode négative (2213a) chevau-
che complétementla partie de corps principal d’élec-
trode positive (2223a).

Ensemble d’électrodes (22) selon I'une quelconque
des revendications 1 a 3, dans lequel la capacité en
grammes d’'un matériau actif de la partie de corps
principal d’électrode négative (2213a) est supérieu-
re a la capacité en grammes d’un matériau actif de
la partie de bord d’électrode négative (2213b).

Ensemble d’électrodes (22) selon I'une quelconque
des revendications 1 a 3, dans lequel un rapport du
poids du matériau actif de la partie de corps principal
d’électrode négative (2213a) au poids de la partie
de corps principal d’électrode négative (2213a) est
supérieur a un rapport du poids du matériau actif de
la partie de bord d’électrode négative (2213b) au
poids de la partie de bord d’électrode négative
(2213b).

Ensemble d’électrodes (22) selon I'une quelconque
des revendications 1 a 5, dans lequel la capacité en
grammes d’'un matériau actif de la partie de corps
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principal d’électrode positive (2223a) est inférieure
a la capacité en grammes d’'un matériau actif de la
partie de bord d’électrode positive (2223b).

Ensemble d’électrodes (22) selon la revendication
6, dans lequel la partie de corps principal d’électrode
positive (2223a) comprend une premiére couche de
revétement d’électrode positive et une seconde cou-
che de revétement d’électrode positive stratifiées et
agencées dans la premiére direction ; et

la capacité en grammes d'un matériau actif de la
premiére couche de revétement d’électrode positive
estinférieure ou égale a la capacité en grammes du
matériau actif de la partie de bord d’électrode posi-
tive (2223b), et la capacité en grammes d’un maté-
riau actif de la seconde couche de revétement
d’électrode positive est inférieure a la capacité en
grammes du matériau actif de la premiére couche
de revétement d’électrode positive.

Ensemble d’électrodes (22) selon 'une quelconque
des revendications 1 a 5, dans lequel un rapport du
poids du matériau actif de la partie de corps principal
d’électrode positive (2223a) au poids de la partie de
corps principal d’électrode positive (2223a) est infé-
rieur a un rapport du poids du matériau actif de la
partie de bord d’électrode positive (2223b) au poids
de la partie de bord d’électrode positive (2223b).

Ensemble d’électrodes (22) selon 'une quelconque
des revendications 1 a 5, dans lequel une épaisseur
de la partie de corps principal d’électrode positive
(2223a) est inférieure a une épaisseur de la partie
de bord d’électrode positive (2223b).

Ensemble d’électrodes (22) selon 'une quelconque
des revendications 1 a 9, dans lequel la partie de
corps principal d’électrode négative (2213a) et la
partie de bord d’électrode négative (2213b) sont dis-
tribuées en continu dans la direction axiale.

Ensemble d’électrodes (22) selon I'une quelconque
des revendications 1 a 10, dans lequel la partie de
corps principal d’électrode positive (2223a) et la par-
tie de bord d’électrode positive (2223b) sont distri-
buées en continu dans la direction axiale.

Cellule de batterie (20), comprenant une coque (21)
et 'ensemble d’électrodes (22) selon I'une quelcon-
que des revendications 1 a 11 ; et

'ensemble d’électrodes (22) étant logé dans la co-
que (21).

Batterie (100), comprenant un corps de boitier et la
cellule de batterie (20) selon la revendication 12 ; et
I'ensemble d’électrodes (22) de la cellule de batterie
(20) étant logé dans le corps de bottier.

(]
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14. Dispositif de consommation de puissance, compre-

nant la batterie (100) selon la revendication 13.

15. Procédé de fabrication d’'un ensemble d’électrodes

(22), comprenant les étapes consistant a :

fournir une plaque d’électrode négative (221) et
une plaque d’électrode positive (222) ; stratifier
et enrouler la plaque d’électrode négative (221)
et la plaque d’électrode positive (222) pour for-
mer une structure d’enroulement ;

dans lequel la structure d’enroulement com-
prend une zone droite (224) et une zone de
flexion (225), la plaque d’électrode négative
(221) comprend un corps de matériau actif né-
gatif (2212), le corps de matériau actif négatif
(2212) comprend une premiére couche de ma-
tériau actif négatif (2213) située dans la zone
droite (224) et une seconde couche de matériau
actif négatif située dans la zone de flexion (225),
la plaque d’électrode positive (222) comprend
un corps de matériau actif positif (2222), le corps
de matériau actif positif (2222) comprend une
premiere couche de matériau actif positif (2223)
située dans la zone droite (224) et disposée a
'opposé de la premiére couche de matériau actif
négatif (2213) dans une premiére direction, et
une seconde couche de matériau actif positif si-
tuée danslazonede flexion (225), etla premiere
direction est perpendiculaire a une direction
axiale de la structure d’enroulement ;

dans lequel 'ensemble d’électrodes (22) satis-
fait au moins a l'un des points (1) et (2) qui
suivent :

(1) la premiére couche de matériau actif né-
gatif (2213) comprend une partie de corps
principal d’électrode négative (2213a) et
des parties de bord d’électrode négative
(2213b) situées des deux cotés de la partie
de corps principal d’électrode négative
(2213a)dansladirection axiale, danslapre-
miére direction, au moins une partie de la
partie de corps principal d’électrode néga-
tive (2213a) et au moins une partie de la
partie de bord d’électrode négative (2213b)
chevauchent toutes deux la premiére cou-
che de matériau actif positif (2223), une ca-
pacité de substance active par unité de sur-
face de la partie de corps principal d’élec-
trode négative (2213a) est supérieure aune
capacité de substance active par unité de
surface de la partie de bord d’électrode né-
gative (2213b) ;

(2) la premiére couche de matériau actif po-
sitif (2223) comprend une partie de corps
principal d’électrode positive (2223a) et des
parties de bord d’électrode positive (2223b)
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situées des deux cbdtés de la partie de corps
principal d’électrode positive (2223a) dans
la direction axiale, dans la premiére direc-
tion, au moins une partie de la partie de
corps principal d’électrode positive (2223a)
et au moins une partie de la partie de bord
d’électrode positive (2223b) chevauchent
toutes deuxla premiére couche de matériau
actif négatif (2213), une capacité de subs-
tance active par surface unitaire de la partie
de corps principal d’électrode positive
(2223a) est inférieure a une capacité de
substance active par surface unitaire de la
partie de bord d’électrode positive (2223b).
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Providing a negative electrode plate and a positive electrode | _S100
plate

_/—S200

Laminating and winding the negative electrode plate and the
positive electrode plate to form a winding structure

FIG. 11

Providing a negative electrode plate and a positive electrode
plate, and providing a separator for isolating the negative /3100
electrode plate from the positive electrode plate

Laminating and winding the negative electrode plate, the _/—S200
separator, and the positive electrode plate to form a winding
structure

FIG. 12
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