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7o all whom, it may concern: 
Be it known that II, GEORGE FRANK, a citi 

zen of the United States, residing at Neo 
pit, in the county of Shawano and State 
of Wisconsin, have invented certain new and useful Improvements in Gun-Sights; 
and I do hereby declare the following to 
be a full, clear, and exact description of 
the invention, such as will enable others 
skilled in the art to which it appertains to 
malke and use the same. 
My invention relates to new and useful 

improvements in gun sights and more par 
ticularly to that class used in connection 
with fire arms, and my object is to provide a 
sight for the forward end of the fire arm 
and so construct the same that a true bead 
may be readily and quickly obtained. 
Å further object is to so construct the 

arts of the sight that light will be reflected 
directly on to the bead. And a further ob 
ject is to so construct the sight that the ap 
proximate range may be quickly obtained as 
when firing at a large or moving object. 
And a further object is to so construct the 
sight that it may be applied to use in con 
nection with any preferred make of fire arm. 
Other objects and advantages will be here 

inafter set forth and more particularly 
pointed out in the accompanying Specifica 
tion. 

In the accompanying drawings which are 
made a part of this application, Figure 1 is 
an elevation of the forward end of a rifle 
barrel, showing my improved form of sight 
applied thereto. Fig. 2 is a longitudinal 
central sectional view of the sight as seen on 
line 2-2 of Fig. 3, and Fig. 3 is a transverse 
sectional view as seen on line 3-3 of Fig. 2. 

Referring to the drawings in which simi 
lar reference numerals designate correspond 
ing parts throughout the several views, 1 in 
dicates a rifle barrel which may be con 
structed in the usual or any preferred man 
ner, said barrel having a transversely ex 
tending recess 2 preferably dove-tailed, in 
which is adapted to enter the dove-tailed 
tongue 3 of my improved form of sight 4 
and by means of which the sight is attached 
to the gun barrel. The sight proper con 
sists of a body 5 which terminates in up 
wardly extending wing sections 6, thereby 
forming a longitudinally extending channel 
7 the full length of the sight. The bottom 
portion of the channel 7 is substantially 
semicircular in cross section, the side walls 
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of the channel being gradually inclined out 
wardly to a point adjacent the upper edges 
of the Wings where they are curved oppo 
sitely to the curvature of the base of the 
channel and by so curving the base and side 
Walls of the channel, the light will be more 
readily reflected into the bottom portion of 
the channel and directly on to the sighting 
bead 8, thus giving a clearer vision of the 
bead. 
The bead 8 is secured in any preferred 

manner in the body portion of the sight and 
substantially at the transverse and longitu 
dinal center of the sight and is preferably 
constructed of some light colored material 
preferably of bone or pearl substance to ren 
der a decided contrast between the bead and 
the remaining portion of the sight." 
By curving the walls of the i channel as 

shown, it peculiarly adapts the sight for use 
in quick firing as when shooting at a mov 
ing object, as the eye will readily travel 
down the inclined sides of the channel into 
the curved base portion thereof, thus quickly 
bringing the object into sufficiently close 
range as to make a hit, adapting the fire 
arm for use in hunting deer or other rap 
idly traveling game. It will be readily un 
derstood that when the vision is directed 
through the rear sight and the object or ani 
mal is brought into the field of the base of 
the channel the range will be sufficiently ac 
curate to make a hit, although not absolutely 
centered upon the bead, and in view of the 
curvature of the walls of the channel, the 
range may be very quickly obtained. 

In order to more readily bring the bead 
into proper vision as when the firearm is be 
ing raised to the shoulder, the base of the 
channel 7 is slightly inclined from the for 
ward to the rear end of the body portion, the 
extreme inward end of the base of the chan 
nel being curved downwardly as shown at 
9 in Fig. 2, while the top edges 10 of the 
wings are similarly inclined and the for 
ward edges 11 thereof cut at an angle. By 
extending the edges of the wings and the 
base of the channel at the angle shown and 
curving the base of the channel at its for 
ward end, the line of vision can be more 
quickly obtained when the firearm is being 
raised into sighting position as there are no 
abrupt faces to be encountered, the angles 
and curved portions readily guiding the line 
of vision to the central portion of the sight. 

In view of the simplicity of the parts 
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forming the sight, it can be very cheaply 
constructed and can be applied to any form 
of firearm as desired and the ordinary sight 
may be removed and my improved form of 
sight substituted therefor, and it will be fur 
ther understood that the sight may be ad 
vantageously used in target shooting in view 
of the fact that the light is reflected directly 
on the bead as well as for shooting running 
game in view of the fact that the curvature 
of the walls of the sight enables the object to 
be quickly brought into the field of the sight. 
What I claim as new and desire to secure 

by Letters Patent is: 
1. A sight for firearms comprising a body 

portion having upwardly extending wings 
forming a channel longitudinally of the 
sight, the base of the channel being semi 
circular in cross section and the side walls 
thereof inclined outwardly from the curved 
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portion to their upper edges, and a bead in 
said channel. 

2. A sight for firearms comprising a body 
portion having upwardly extending wings 
forming a channel longitudinally of the 
sight, the base of the channel being inclined 
downwardly from its front to its rear edge, 
the side walls of the channel also being in 
clined outwardly from the channel to their 
upper edges, the top edges of the wings 
being inclined downwardly from their front 
to their rear ends, and a bead located in said 
channel. 

In testimony whereof I have signed my 
name to this specification in the presence of 
two subscribing witnesses. 

GEORGE EFRANK. 
Witnesses: 

L. G. LAMIBEN STIEN, 
CHAS. BEILIKE. 

Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 
Washington, D. C.” 
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