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to all, lu?h, OT), it 7 (ty concert. 
Beit known that I, EGBERT STEVENS, a citi 

Zen of the United States of America, residing 
at No. 11,924 Perry avenue, Chicago, Illinois, 
have invented new and useful Improvements 
in Wind-Shields for Cycles, of which the fol lowing is a specification. 
My invention relates to improvements in 

wind-shields for cycles, the object being to 
lessen the resistance of the wind to the prog 
ress of the rider and machine and to provide 
an apparatus which can be shut up when out 
of use. 
In carrying my invention into effect I pro 

vide an arrangement of parts shown in the ac 
companying drawings, wherein 

Figure 1 is a plan of the shield seen from 
inside; Fig. 2, a front view of it. Fig. 3 is a 
side view of the shield attached to a cycle; 
Fig. 4, a front view of certain parts to be here 
inafter referred to; and Fig. 5, an enlarged 
sectional side view of certain other parts, also 
to be hereinafter mentioned. 
I provide a square stick a, having on it a 

long runner or sleeve b. On the stick is also 
a stop c to localize the position of the runner 
b, which carries another stop d to localize a 
shorter runner e, free to move along outside 
the runner b and kept in place when the ap 
pliance is open by the spring f. Attached to 
the runner b is a ring g, carrying the lower 
ends of the forward stretchers h, which are 
held in position by the wire i, running in a 
groovej in the periphery of the ringg in the 
same manner as the stretchers of an ordinary 
umbrella. The lower ends of the rearward 
stretchers k are attached in a similar man 
le. 

the stretchershbeing shorter than the stretch 
ers k in order that the forward ends of the 
ribs l may converge toward one another at 
the point of the sticka, where they are hinged 
to a ring 12. A lamp-bracket O may be pro 
vided at the point of the stick C or elsewhere. 
The spaces between the ribs l are covered 
With canvas or other suitable fabric. 
The appliance is attached to the cycle 

frame by a spring-clip p, which grasps the 
stick a and is connected by a rod q with an 
other spring-clip I, which embraces the steer 
ing-sockets. It is further held in place by 
the stays t, hinged at their outer ends at to 

The stretchersh and k carry the ribs l, 

the two outer of the ribs land having their 
inner ends inserted in sockets v, attached to 
the hub U of the front wheel ac, in which sock 
ets : they (the stayst) are held by set-screws). 
The triangular space on each side of the ap 

pliance and comprised between the upper 
ends of the sockets v, the hinging-points t, 
and the ring in may be covered with canvas, 
laced or otherwise fastened in place. 
In order to assist in keeping the appliance 

“taut' when opened, chains Z, and A may be 
provided, which are attached at each end to 
the opposite and outermost of the ribs l. 
The appliance when open may be shut up 

by removing the stays it from the Sockets .", 
pressing down the springf, and drawing rear 
ward the sleeves b and e. - 
What I claim as my invention, and desire 

to secure by Letters Patent, is 
In a wind-shield for cycles the combination 

of a square stick: a long sleeve sliding on the 
said stick: a short sleeve sliding on the said 
long sleeve: a stop on the said stick: a stop 
on the said long sleeve: a ring on the said 
long sleeve: a number of stretchers hinged 
to the ring on the long sleeve: a number of 
longer stretchers hinged to the said short 
sleeve: ribs hinged to the outer ends of the 
said stretchers: a ring near the point of the 
said stick to which ring are hinged the con 
verging ends of the ribs: a spring-clip to em 
brace the said stick: a spring-clip to grasp 
the steering-socket: a rod connecting the said 
spring-clips: sockets attached to the outer 
ends of the hub of the front wheel of the cy 
cle: stay-rods having their upper endshinged 
to the outer of the said ribs and their lower 
ends inserted in the said sockets: a foldable 
fabric covering the space between the said 
ribs: a triangular piece of foldable fabric on 
each side of the front wheel and attached by 
two of its sides to the forward part of the 
outer of the ribs and to the said stays, sub 
stantially as described in the above specifica 
tion. 
In testimony whereof I have signed my 

name to this specification in the presence of 
two subscribing witnesses. 

EGBERT STEVENS. 
Witnesses: 

ALLE. A. TENINGA, 
GERRIT PON. 
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