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(54) Title: IMPULSE WRENCH WITH AN AUXILIARY POWER CONTROL MEANS.

(57) Abstract: An impulse wrench comprising a housing (10), a
motor, and an output shaft (12) extending from the forward end of
the housing (10), wherein the housing (10) includes a pistol grip
handle (11) with a trigger (15) for operating a primary power con-
trol device (20), wherein an auxiliary power control device (17)
is provided at the rear end of the housing (10) for an alternative
control of the power supply to the motor, and a connection device
(13) for a power supply conduit (24) is provided at the outer end
of the pistol grip handle (11) by which the wrench is connected to
an over-head suspension device in an "upside-down" rest position.
The auxiliary power control device (17) is intended to facilitate use
of the power wrench in the "upside- down" orientation.
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Impulse wrench with an auxiliary power control means.

The invention relates to an impulse type power wrench including
a housing, a motor, and an output shaft, wherein the housing
includes a pistol grip handle with a trigger for controlling the

power supply to the motor.

Power wrenches of this type are commonly supplied with power via
a power supply line, usually a pressure air hose, connected to
the lower or outer end of the pistol grip handle, and in many
cases the wrench is suspended in the pressure air hose which
extends from above and connected to a weight balancing device.
This means that the power wrench when in a rest position is
suspended in an “upside-down” orientation with the pistol grip
directed upwards. To be put into operation the wrench has to be
pulled down against the suspension force of the weight balancing

device.

However, instead of turning the wrench around when pulled down
to enable a proper grasp on the pistol grip handle operators
tend to grasp the wrench housing from behind in its suspended
“upside-down” orientation and reach for the trigger on the
pistol grip handle by a finger to start the wrench. In many
wrench operation situations this means a quicker positioning of
the wrench and a shortened overall tool operation time. However,
it requires a rather awkward and uncomfortable finger
manipulating of the trigger to put the wrench into operation,
and the ergonomic efforts originally paid at designing the

wrench has no relevance in this situation.

Since impulse wrenches do not cause any noticeable torque
reaction during operation the operator does not have to support
the wrench by the pistol grip to counteract any reaction force.

A steady grasp on the housing, comfortable or not, will do.

It is an object of the invention is to provide a pistol type
impulse wrench by which a more comfortable handling of the

wrench in an “upside-down” orientation is offered. The “upside-
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down” orientation means the handle of the tool, in use, is

orientated above the tool motor instead of underneath.

It is a further object of the invention to provide a pistol type
impulse wrench by which the operation control means of the
wrench is adapted to facilitate use of the wrench in an “upside-

down” orientation.

It is a still further object of the invention to provide a
pistol type impulse wrench having an auxiliary power control
device arranged on the wrench housing to facilitate operation of

the wrench in an “upside-down” orientation.

Other objects and advantages of the invention will appear from

the following specification and claims.

A preferred embodiment of the invention is described below with

references to the accompanying drawings.

In the drawings

Fig. 1 shows a side view of an impulse type power wrench
according to the invention.

Fig. 2a shows schematically the power supply system of the
impulse wrench in Fig. 1 and illustrates a power wrench rest
position.

Fig. 2b shows the power supply system in Fig. 2a and illustrates
a “forward” operating mode.

Fig. 2c shows the system in Fig. 2a and illustrates a “reverse”

operating mode.

Fig. 1 shows a pneumatic impulse wrench having a housing 10 with
a pistol grip handle 11, and includes a pneumatic motor
drivingly connected to a square ended output shaft 12 via a non-
illustrated impulse unit. The pistol grip handle 11 comprises
both a pressure air inlet passage having a socket 13 for
receiving a pressure air supply conduit 24, and an exhaust
passage having a noise damping outlet piece 14. Moreover, the
pistol grip carries a finger operated trigger 15 for operating a

primary pressure inlet valve, and a directional wvalve for
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shifting the motor operation between “forward” operation mode
and “reverse” operation mode. The directional valve is operated
by a switching device (23), here exemplified by a arranging a

rotatable knob 16 located close to the trigger 15.

In common applications the pressure air supply conduit 24 has
the form of a hose is hanging down from an overhead position
where it is coupled to a weight balancing device, wherein the
pressure air hose is connected to the socket 13 at the outer end
of the pistol grip handle 11. Since the pressure air hose is
extended from an over-head position the wrench will be suspended
in an uplifted upside-down position with the pistol grip handle
11 directed upwards. When putting the wrench into operation the
operator would have to pull down the wrench from its suspended
position, but instead of turning it around to get the pistol
grip into a “normal” operating position the operator usually
grasps the rear end of the wrench housing 10 and start operating
the wrench in its upside-down position and starting the wrench
by pressing the trigger 15 by one of his fingers. However, this
self-chosen wrench position is rather awkward and tiresome for
the operator as it requires an extra effort to reach the trigger
15 with a finger from behind the wrench housing. Yet, operators
still prefer this way of using the wrench, because it is a quick
way to put the wrench into work and to thereby bring down the
overall time for an operation cycle. Since there is no
noticeable torque reaction to counteract at this type of
wrenches this un-orthodox wrench handling approach is not only
acceptable but preferable by operators, and in order to adapt
the wrench to this way of manual support and handling there is
provided an auxiliary power control wvalve 17 operative by a push
button 18 located at the rear end of the housing 10. The
function of the auxiliary power control wvalve 17 will be

described in further detail below.

In Figs. 2a-c there is schematically illustrated a control
system by which the power wrench may be operated in two

different modes, namely a “forward” mode, and a “reverse” mode,
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wherein the “forward” mode means rotation of the wrench motor 19
in a screw joint tightening direction and the “reverse” mode
means rotation of the wrench motor 19 in a screw joint loosening
direction. The system comprises a primary pressure air inlet
valve 20 connected to a pressure air source 21 via the pressure
air conduit 24 and manually operated by the trigger 15 between a
closed position and an open position. The primary air inlet
valve 20 is biased toward its closed position by a spring 22.
The system further includes a mode switching device in the form
of a directional wvalve 23 which is shiftable between a “forward”
position and a “reverse” position, and an auxiliary power
control valve 17 as mentioned above. The latter has an on/off
function and is manually shiftable by the push button 18 from a
closed position to an open position. A spring 25 is arranged to
bias the valve 17 towards its closed position. The system is

connected to the power wrench motor 19 by two passages 26, 27.

The control system also comprises a schematically illustrated a
movement transferring and position retaining mechanism 28
provided between the primary air inlet wvalve 20 and the
directional wvalve 23. This mechanism 28 is arranged to transfer
movement from the directional wvalve 23 to the primary inlet
valve 20 and to retain the latter in its open position in the
“forward” operation mode of the wrench. This arrangement is
intended to enable the operator to use the auxiliary power
control valve 17 in the “forward” operating mode of the wrench

without having to shift the primary inlet valve 20 too.

As illustrated in the drawing figures the retaining mechanism 28
comprises an elongate member 30 connected to the directional
valve 23 and extending in the movement direction of the latter.
This member 30 is provided with a heel 31 and two spaced
indentations 33, 34, wherein the heel 31 is arranged to
cooperate with a hook 32 carried on the inlet valve 20. Shifting
the directional valve 23 to the left, i.e. into its “forward”
position, the heel 31 engages the hook 32 and brings the inlet

valve 20 its open position. The two indentations 33, 34 are
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intended to be alternatively engaged by a spring biased plunge
35 to thereby accomplish directional wvalve 23 retaining and
position defining action. By this device the directional wvalve
will be retained in either one of its two operative positions.
The retaining device also functions as a holding means for
retaining both the directional wvalve 23 in its “forward”
position and the inlet valve 20 in its open position. Retaining
the primary inlet wvalve 20 in its open position is accomplished
by the engagement between the heel 31 and the hook 32. See Fig.
2b. In the “reverse” operation mode of the power wrench the
directional wvalve 23 is put into its right hand position,
whereby the heel 31 is moved out of engagement with hook 32 and

the inlet valve 20 is free to return to its closed position.

The auxiliary valve 17 is operative to control the wrench
operation in the “forward” operation mode when the primary inlet
valve 20 is retained in its open position, but is bypassed
without any influence on the power control in the “reverse”

operation mode. See Fig. 2c.

So, in order to obtain the full benefit from this auxiliary
valve 17 arrangement the trigger operated inlet wvalve 20 is
retained in its open position by means of the retaining
mechanism 28 in the “forward” operation mode, which means that
the operator does not have to manipulate the trigger 15 to
activate the power wrench. In the “reverse” operation mode,
which is far less frequently used than the “forward” direction,
the inlet valve 20 remains unlocked and could be operated by the
trigger 15 as originally intended to start and control the

operation of the power wrench.

It is to be understood that the embodiments of the invention are
not limited to the above described example but could be freely
varied within the scope of the claims. For instance, the
pressure air inlet valve 20 and the auxiliary wvalve 17 may very
well be biased toward their closed positions by air pressure

instead of springs as described above. Also the retaining
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mechanism 28 may be of a quite different design than the one
illustrated and described above but should provide the very same

function.

Although the invention is described in connection with a
pneumatic impulse wrench the invention may as well be applied on
electric impulse wrenches. Also in that case the power wrench
may be suspended in an upside-down orientation in an overhead
weight balancing device and grasped by the operator in that
position for performing an intended work. The power control and
directional valves described above would of course be replaced

by electric switches as would the retaining mechanism.
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Claims.

1. An impulse wrench comprising a housing (10), a motor,
and an output shaft (12) extending from a forward end of the
housing (10), wherein the housing (10) includes a pistol grip
handle (11) with a trigger (15) for operating a primary power
control device (20),

characterized in that an auxiliary power control
device (17) is provided on the housing (10) for an alternative

control of the power supply to the motor.

2. Impulse wrench according to claim 1, wherein a
connection device (13) is provided at the outer end of the
pistol grip handle (11) and intended to be connected to an over-
head suspension device thereby suspending the impulse wrench in

an “upside-down” rest position.

3. Impulse wrench according to claim 1 or 2, wherein said
auxiliary power control device (17) is located at a rear end of
the housing (10) and comprises a push button (18) which is

arranged to be activated by a force applied in the direction of

the output shaft (12).

4. Impulse wrench according to anyone of claims 1-3,
wherein an operating mode switching device (23) is provided to
be shifted between a “forward” position and a “reverse”
position, and said auxiliary power control device (17) is
arranged to be operable in said “forward” position only of said

switching device (23).

5. Impulse wrench according to claim 4, wherein a
position retaining mechanism (28) is provided for retaining the
primary power control device (20) in open position as the mode

switching device (23) occupies its “forward” position.

6. Impulse wrench according to anyone of claims 2-5,
wherein said suspension device comprises a power supply conduit

(24) .



WO 2017/207548 PCT/EP2017/063003

Zl




PCT/EP2017/063003

WO 2017/207548




INTERNATIONAL SEARCH REPORT

International application No

PCT/EP2017/063003

A. CLASSIFICATION OF SUBJECT MATTER

INV. B25B21/00
ADD.

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

B25B

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-Internal, WPI Data

C. DOCUMENTS CONSIDERED TO BE RELEVANT

Category™ | Citation of document, with indication, where appropriate, of the relevant passages Relevant to claim No.

X DE 20 2005 011077 U1l (INTERFLOW CORP [TW]) 1
22 September 2005 (2005-09-22)
Y paragraphs [0012] - [0013]; figure 1 2,6
Y US 5 228 523 A (RAHM ERIK R [SE]) 2,6
20 July 1993 (1993-07-20)

column 1, line 9 - column 1, line 40;
figure 1

A US 6 851 344 B1 (WADE JIMMY [US]) 1
8 February 2005 (2005-02-08)

column 10, line 55 - column 11, line 47

D Further documents are listed in the continuation of Box C. See patent family annex.

* Special categories of cited documents : . . . . L
"T" later document published after the international filing date or priority
date and not in conflict with the application but cited to understand

"A" document defining the general state of the art which is not considered the principle or theory underlying the invention

to be of particular relevance
"E" earlier application or patent but published on or after the international "X" document of particular relevance; the claimed invention cannot be

filing date considered novel or cannot be considered to involve an inventive
"L" document which may throw doubts on priority claim(s) or which is step when the document is taken alone

°ited.t°| establish the pul_r;_licdation date of another citation or other "Y" document of particular relevance; the claimed invention cannot be
special reason (as specified) considered to involve an inventive step when the document is

"O" document referring to an oral disclosure, use, exhibition or other combined with one or more other such documents, such combination
means being obvious to a person skilled in the art

"P" document published prior to the international filing date but later than
the priority date claimed "&" document member of the same patent family

Date of the actual completion of the international search Date of mailing of the international search report

25 August 2017 06/09/2017

Name and mailing address of the ISA/ Authorized officer

European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk

Tel. (+31-70) 340-2040, .
Fax: (+31-70) 340-3016 Pastramas, Nikolaos

Form PCT/ISA/210 (second sheet) (April 2005)



INTERNATIONAL SEARCH REPORT

International application No
Information on patent family members

PCT/EP2017/063003
Patent document Publication Patent family Publication
cited in search report date member(s) date

DE 202005011077 Ul 22-09-2005  NONE

Form PCT/ISA/210 (patent family annex) (April 2005)



	Page 1 - front-page
	Page 2 - description
	Page 3 - description
	Page 4 - description
	Page 5 - description
	Page 6 - description
	Page 7 - description
	Page 8 - claims
	Page 9 - drawings
	Page 10 - drawings
	Page 11 - wo-search-report
	Page 12 - wo-search-report

