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To all whom it may concern: 
Be it known that I, CYRUs Roor Fisii, a citizen of 

the United States, residing at Denver, in the county of 
Denver and State of Colorado, have invented new and 
useful Improvements in Clothes-Illine Stretchers, of 
which the following is a specification. 
This invention relates to clothes line stretchers, and 

the object thereof is to provide means in a manner as 
hereinafter set forth to facilitate the stretching of a 
clothes line and for retaining the line in its stretched 
condition. - 

A further object of the invention is to provide a 
clothes line stretcher which shall be simple in its con 
struction, strong, durable, efficient in its use, con 
veniently operated, readily set up, and comparatively 
inexpensive to manufacture. 
With the foregoing and other objects in view, the 

invention consists in the novel construction, combinia 
tion, and arrangement of parts hereinafter inore spe 
cifically described and illustrated in the accompanying 
drawings, wherein is shown the preferred embodiment 
of the invention, but it is to be understood that changés, 
variations, and modifications can be resorted to which 
come within the scope of the claims hereunto ap 
pended. - 

In describing the invention in detail reference is 
had to the accompanying drawings, wherein like ref 
(rence characters denote corresponding parts through 
out the several views, and in which: 

Figure is a perspective view of a clothics line 
stretcher in accordance with this invention. Fig. 2 
is a like view showing the stretcher securedl-to a sup 
port and with the line attached thereto, one of the ele 
incents of the stretcher being shown in section. Fig. 
3 is a front view partly in section of the stretcher. Fig. 
4 is a side view partly in section, and Fig. 5 is a detail 
showing the winding shaft. 

IReferring to the drawings by reference characters, 
denotics the base plate of a supporting bracket, and 2, 

3 a pair of outwardly-cxtending suspension arms 
formed integral with the base plate J. The latter is 
formed with a plurality of openings 4 through which 
are adapted to extend the holdfast devices 5 for secur 

45 
ing the bracket to a support 6. 
The arm 2 at its forward end is formed with an open 

ing embodying a circular portion 7 and a rectangular 
portion 8, or, in other words, what may be termed a 
key-holo-shaped opening. 
opening in the arm 2 is formed with a circular opening 
9. Mounted in the openings of the arms 2, 3 and pro 
jecting from each of said aris is a winding shaft. 10 
having one end formed with a head adapted to abut 
against the arm 3 so as to prevent the withdrawal of 
said shaft 0. The latter at its other cnd is provided 
with a flattened portion 12 adapted to be seated in the 
rectangular portion 8 of the opening in the arm 2 so as 
to prevent movement of the shaft 10. The portion 12 
terminates in a screw-threaded portion 13 which pro 
jects from the arm 2 and carrics a headed thunub-nut 
14 shown partly in section in Fig. 3. The function of 

The arm 3 opposite the 
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the nut 4 is to allow the convenient shifting of the . 
shaft 10 as well as preventing in connection with the 
head 1 of the shaft 10, the shaft 10 being pulled out of 
the arms 2 when said nut l4 is connected to the screw- - 
threaded end of the shaft 0. The shaft 10 is further 
more provided with a lug 15 to which is secured one 
end of the line 6. 
When it is desired to stretch the line the ?lationed 

portion 12 of the shaft, 10 is shifted out of the portion 8 
of the opening in the arm 2 and the shaft 10 can then 
be rotated so as to wind the line 16 thereon. After the 
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line is stretched the flattened portion 2 is then in 
serted in the portion 8 of the opening in the shaft 2, 
and such action locks the shaft from further rotation 
thereby retaining the line in its stretchel condition. 
What I (lain is: 
.V cott's line stretcher consisting of : 

bracket provided with a pair of suspension arms each 
having an opening, one of the openings. having a rectan 
gular portion, a winding shaft in turn in this on in its of 
sail arms and provided with a flattened portion adapted 
to take in the rectangular portion of the triling ill ("I'lly 
locking the shaft, said shaft further provitied with a 
screw - thrended portion terminating in said flattened 
portion, and a thumb-nut attached to said screw-threatl'd 
()'tituta. 
in to stimony wher'? I have hereunto se - inly land in 

prostinct of two subscribing witnesses. 

cYius Roor irisii. 
Witnesses: r 

IE (;AR (. Coit N is 1, 
MAM 1: ... YAN. 
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