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To all whom it may concern; 
Be it known that I, CHARLES G. SCHMIDT, 

of Albion, in the county of Edwards, and in 
the State of Illinois, have invented certain new 
and useful Improvements in Packing-Cases for 
Watch-Movements; and I do hereby declare 
that the following is a full, clear, and exact 
description thereof, reference being had to the 
accompanying drawings, and to the letters of 
reference marked thereon, making a part of 
this specification. 
This invention relates to certain improve 

ments in cases for packing watch-movements; 
and it has for its olject to provide a means 
whereby the watch movement may be support 
ed in its casing in an elastic seat, to prevent 
injury from jars occasioned by rough hand 
ling or occurring during transportation, as 
more fully hereinafter specified. This object 
I attain by the devices illustrated in the ac 
companying drawings, in which 

Figure 1 represents a side elevation of my 
improved device. Fig.2 represents a diagram 
of a blank from which the elastic seat is formed. 
Fig. 3 indicates a top view of the casing with 
the cover removed, and Fig. 4 a sectional view of the casing. 
The letter A indicates a cylindrical casing 

of a size somewhat larger than the Watch-move 
ment to be inclosed. The said casing is con. 
structed of metal, and is provided with a top 
or cover, B, of similar material. The bottom 
of the casing is struck up, so as to form a cen 
tral elevation, C, which constitutes a seat for 

one end of a flat convolute spring, D, the said 35 
end being rigidly secured to said seat by means 
of a rivet, E, or otherwise. The outer edge of 
the said spring has secured to it a rim, F, which 
is partially divided, as indicated by the letter 
G, and forming a spring to clasp the side of 4o 
the watch-movement and hold it in place. The 
said rim F is provided at diametrically-oppo 
site sides with lugs H, which are intended to 
bind against the upper face of the watch-move. 
ment and hold it in place. The spring portion 45 
of the rim F is provided with a lip, I, which 
holds it in normal position. 

EIaving thus described my invention, what I 
claim, and desire to secure by Letters Patent, 
1S- So 

1. In combination with the cylindrical cas 
ing provided with a raised seat at its center, the 
convolute spring attached thereto and provid 
ed with a divided rim forming a spring to hold 
the movement in place, substantially as speci- 55 
fied. 

2. In combination with the convolute spring 
secured in a suitable casing, the divided rim 
forming a spring to hold the movement in 
place, substantially as specified. 6o 
In testimony whereof I affix my signature, 

in presence of two witnesses, this 28th day of 
July, 1881. 

CHARLES G. SCHMIDT. 
Witnesses: 

JoSEPH WHITE, 
J. J. MCCARTHY, 


