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To all, uvhom it may concev: 
Be it known that we, CHARLES F. PERKINS 

and CHARLES S. GOODING, citizens of the 
United States, residing at Brookline, in the 
county of Norfolk and State of Massachu 
Setts, have invented a new and useful Im 
provement in Dress-Forms, of which the fol 
lowing is a specification. . 
Our invention consists of an adjustable 

form for Supporting and giving shape to la 
dies' dresses, which is made in four longitudi 
nal Sections or ribs, each of which is connected 
to a central standard or post by means of 
hinged or pivoted braces. The four ribs as 
combined correspond to the general shape of 
a lady's dress. They may be used for the en 
tire dress or for the waist or skirt separately. 
The inner ends of these braces are pivoted to 
collars on the standard and their outer ends 
are connected with the sections or ribs. The 
Outer extremities of the braces are so shaped 
that when the braces are in the position re 
quired for actual use they will not become 
detached from the ribs, but may be discon 
nected by throwing them into an unusual po 
sition. Such as they do not occupy when in 
use. By this construction the ribs may be 
readily disconnected from the braces for the 
purpose of transportation, and as the ears 
upon the ribs with which the braces are con 
nected project but slightly from the inside 
Surface of the ribs the ribs may be nested or 
packed closely one with the other, so that sev 
eral complete forms will occupy no more space 
in transportation than formerly was occupied 
by One. The kind of dress-form to which our 
invention especially relates is that which is 
Composed of only four sections. Heretofore 
forms of this kind have been crated one at a 
time and the expense of transportation has 
been greatly disproportionate to the price of 
the article. 
There are many forms of mechanism in 

which our invention may be embodied, and 
We do not limit ourselves to the precise means 
which we have herein, shown to illustrate it. 

Figure 1 is a top plan view of the upper 
portion of a form containing our invention. 
Fig. 2 is a vertical section of a form for an 
entire dress embodying our invention. Fig. 
3 is a vertical section of a form for a dress 

upward. 

walist, showing our invention. Fig. 4 is a ver 
tical section of a form for a dress-skirt, show 
ing modifications of the lower braces employed 
in Fig. 3. Fig. 5 shows the braces in a posi- 55 
tion to disconnect them from the ribs. Fig. 
6 is an enlarged view of the hooked ends of 
the braces and the ears on the ribs, with which 
they are connected. Fig. 7 shows a separate 

bined with a separate skirt-form. 
The waist and skirt of Fig. 7 are considere 

as two distinct forms, although they may be 
used together, as shown. The Waistand skirt. 
be used separately, and we treat them as one 
form. The corresponding parts of the double 
or opposing braces and their connections used 
in the upper part of each form are indicated 
by like letters. The corresponding parts of 7o 
the braces and their connections shown in 
the lower portion of the forms are indicated 
by like letters, with the exception of those 
shown in Fig. 4, where the formal difference 
in the construction of those parts is repre- 75 
sented. 
A is a post or standard fitted into a socket 

W, supported on feet or in any suitable Way. 
The height of the post may be regulated by 
the vertical adjustment of the collar W 8o 
thereon. - 

BB are four longitudinal sections of a dress 
form, each possessing such shape that When 
suitably arranged together they bear the gen 
eral shape of a lady's dress. 
C is a grooved collar, pinned or fixed to the 

standard, upon which is a collar D free to re 
Yolve, to which are hinged bifurcated braces 
E, extending to each section or rib B of the 
form. The outer ends of the braces form 
hooks, the points of which are directed to 
ward the post or standard when the braces 
E incline upwardly, as in Figs. 2, 3, and 4. 
When the braces E incline downwardly, as 
in Fig. 5, the points of the hooks are directed 

In this latter position they can be 
inserted into the holes in the ears F on the 
ribs of the form when said ribs are in a ver 
tical position; but when the braces are re 
stored to the position shown in Figs. 2, 3, and 
4 and incline upwardly it is obvious that 
their hooks cannot be entered into or removed 
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from the ears. When the form is in use, the 
braces E always incline upwardly and there 
is no occasion for or liability of their being 
in any other. 

Pivoted to a collar G, free to revolve on a 
vertically-adjustable grooved collar II, is a 
series of braces IX, which are pivoted to the 
braces E, and which incline at such an ange 
with reference to the braces E that they pre 
vent a collapse of the form. 
To detach the ribs from the braces the Set 

screw N in the collar H should be released 
and the latter pushed down upon the standard 
until the braces E assume the position shown 
in Fig. 5. Each rib can be then unhooked 
from the braces E by lifting it slightly, and 
can be un hooked from the lower braces L by 
throwing the top of the rib outwardly until 
the whole rib is in a horizontal position, or 
by raising the rib to a height which will cause 
the braces L to incline upward. To set up 
the form the operation is reversed-that is to 
say, the ribs are first hooked upon the lower 
braces L., then upon the upper braces E, and 
then the collar H is raised and returned to 
its first position. 
The size of the form is varied by a vertical 

adjustment of the collars to which the braces 
are pivoted; but it will be observed that at 
the maximum expansion of the form the 
hooks are in a position which will prevent a 
disconnection of the ribs from the braces. 
The adjustment of the upper portion is ob 

tained by raising or lowering the collar H, 
thereby spreading the sections or ribs B apart 
more or less, as may be required. A spiral 
spring M is provided between the collars H 
and D to overcome the weight of the ribs, in 
case the thumb-screw N is not set against the 
post. This a mere detail to guard against the 
results of carelessness of the operator. 
The arrangement of opposing braces E and 

IX locks the neck portion at any given size, in 
connection with which a single series of braces, 
such as L, placed in a lower portion of the 
form, will adjust the entire form at any re 

We do not claim any particular 
form of lower braces and means for operating 
them. There are many varieties in use. A 
nut P, having braces L. pivoted to it and op 
erated by a screw-thread on the standard, as 
shown in Figs. 2, 3, and 5, is one well-known 
mode of construction. Another form consists 
of a sliding collar R, Set-collar S, and braces 
T, as shown in Fig. 4. In all these arrange 
ments the essential feature is the construc 
tion of the outer ends of the braces, so that 
they may be readily connected to and de 
tached from the ribs without any liability of 
separating from them when the form is in 
use. It is obvious that the braces which con 
nect with the ribs, either at the upper portion 
or elsewhere, may be made to incline either 
upwardly or downwardly when in use. If 
the direction is changed from that shown in 
the drawings, the hook must of course be 
formed in the reverse direction. If, for in 

stance, the braces E should be made to in 
cline downwardly when in use, the hook would 
be formed by bending the point downward ill 
stead of upward, as shown in Figs. 2, 3, alld 4. 
There are also several varieties of opposing 

pivoted braces in use which are well-known 
equivalents for those herein shown, and may 
be substituted therefor without affecting the 
principle of my invention. There is in use a 
class of dress-forms in which the braces to 
which the ribs are secured extend and SWing 
from the standard in a horizontal plane in 
stead of a vertical plane, as shown in the 
drawings, and to which our invention may be 
applied. - 
When applying our invention to a waist 

form to be used in connection with a separate 
skirt-form, as shown in Fig. 7, we recommend 
that the ribs be made of sufficient length to 
extend below the waistband, as shown, So as 
to admit of variation in the length of the 
waist by raising or lowering it upon the stand 
ard, which will adapt it to persons of differ 
ent figures. 
Any form of construction of the braces and 

the ears or parts to which they are connected 
on the ribs, whereby the relative positions of 
the parts when in use tend to prevent the dis 
connection of the ribs from the braces, but 
whereby they may be disconnected by forcing 
the parts into other positions, is covered by 
our invention. 
We are aware that dress-forms have been 

made in sections, said sections being Support 
ed from a sleeve movable on a central stand 
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ard by means of arms hinged to the sleeves 
and to the sections, and do not claim Such 
device. 

It is characteristic of our improvement that 
the connection of the braces with the Sections 
is such that they are not normally detachable, 
but such that they can be readily detached 
without other change than a simple adjust 
ment or arrangement of the relative position 
of the braces and dress-form sections, said 
adjustment being preferably one not within 
the range of ordinary adjustments for practi 
cal use. 
What we claim as our invention is 
1. A dress-form consisting of several longi 

tudinal sections B, corresponding to the shape 
of a lady's dress, combined with a post and a 
collar thereon and with a series of arms or 
braces E, having their inner ends pivoted to 
a collar on said post and having their outer 
ends provided with hooks adapted to fit into 
ears F upon the said sections, the points of 
said hooks being directed toward the post and 
non-detachable when the form is in an oper 
ative position and adapted to be turned into 
a removable position by moving the braces 
to an abnormal position on their pivoted con 
nections with the standard, substantially as 
Set forth. · 

2. The combination of a central post A, a 
series of sections B of a dress-form supported 
upon said post by a series of braces E, pivoted 
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at their inner ends to a collar D thereon, said 
braces being provided with hooks at their 
Outer ends, the points of which hooks are di 
rected toward the post and non-detachable 
when the form is in operative position and 
adapted to be turned in a removable position 
by moving the braces to an abnormal position 

said hooks fitting into ears F upon said sec 
tions, and a Second series of braces IX, pivoted 
at their inner ends to a collar G on the post, 
said braces K being pivoted at their outer 
ends to said braces E, one of said collars being 
adjustable upon the post A and both provided 
with means for fixing them thereto, substan 
tially as set forth. 

3. A dress-form composed of several sec 
tions B and Supported upon a central post A 
by means of two series of braces E and L, one 
above the other, the outer ends of each series 

3 

of braces being provided with hooks fitting 
into ears upon the said sections, said hooks 
being non-detachable when the form is in op 
erative position and adapted to be turned in 
a removable position by moving the braces 
to an abnormal position on their pivoted con 
nections with the post, the inner ends of Said 
braces being pivoted to collars D and P, re 
spectively, combined with a third series of 
braces IX, pivoted at their outer ends to the 
braces E and at their inner ends to the collar 
G, all of said collars being adjustable upon 
the post and capable of being fixed thereto in 
any desired relation to each other, substan 
tially as set forth. 

CHAS. EF. PERKINS. 
CHAS. S. GOODING. 

Witnesses: 
CHAS. H. DREW, . 
ANTON W. LYMAN. 

  


