Title: METHODS AND SYSTEMS TO AID AUTONOMOUS DRIVING THROUGH A LANE MERGE

Abstract: Methods and devices for controlling a vehicle in an autonomous mode are disclosed. In one aspect, an example method is disclosed that includes obtaining, by a computer system, lane information that provides an estimated location of a lane on which a vehicle is travelling, where the computer system is configured to control the vehicle in an autonomous mode. The example method further includes determining, by the computer system, that the lane information has become unavailable or unreliable and, in response to determining that the lane information has become unavailable or unreliable, the computer system analyzing trajectories of other vehicles to locate a potential merge point on the road and creating a new trajectory that follows the lane at the potential merge point.
Published:

— with international search report (Art. 21(3))
Methods and Systems to Aid Autonomous Vehicles Driving Through a Lane Merge

BACKGROUND

[0001] Some vehicles are configured to operate in an autonomous mode in which the vehicle navigates through an environment with little or no input from a driver. Such a vehicle typically includes one or more sensors that are configured to sense information about the environment and other vehicle trajectories. The vehicle may use the sensed information to navigate through the environment.
SUMMARY

[0002] In one aspect, an example method is disclosed that includes obtaining, by a computer system, lane information that provides an estimated location of a current lane on which a vehicle is travelling, where the computer system is configured to control the vehicle in an autonomous mode. The example method further includes identifying trajectories associated with other vehicles driving on or near the road and determining, by the computer system, that the lane information has become unavailable or unreliable. In response to determining that the lane information has become unavailable or unreliable, the method includes the computer system analyzing the trajectories to locate a potential merge point on the road, determining a location of a lane at the potential merge point, creating a new trajectory that follows the lane at the potential merge point, and controlling the vehicle to travel along the new trajectory.

[0003] In another aspect, a non-transitory computer-readable medium is disclosed having stored therein instructions executable by a computing device to cause the computing device to perform the example method described above.

[0004] In yet another aspect, an example vehicle is disclosed that includes at least one processor and data storage with instructions that are executable by the at least one processor to cause a computer system to perform functions. The functions include: (a) obtaining lane information that provides an estimated location of a current lane of a road on which the vehicle is travelling; (b) identifying trajectories associated with other vehicles driving on or near the road; (c) determining that the lane information has become unavailable or unreliable; and (d) in response to determining that the lane information has become unavailable or unreliable, analyzing the trajectories to locate a potential merge point on the road, determining a location of a lane at the potential merge point, creating a new trajectory that follows the lane at the potential merge point, and controlling the vehicle to travel along the
new trajectory.

[005] These as well as other aspects, advantages, and alternatives, will become apparent to those of ordinary skill in the art by reading the following detailed description, with reference where appropriate to the accompanying drawings.
BRIEF DESCRIPTION OF THE DRAWINGS

[0006] Figure 1 is a flow chart illustrating an example method, in accordance with an embodiment.

[0007] Figures 2A-B illustrate an example implementation of the example method, in accordance with an embodiment.

[0008] Figures 3A-B illustrate an example implementation of the example method, in accordance with an embodiment.

[0009] Figures 4A-B illustrate an example implementation of the example method, in accordance with an embodiment.

[0010] Figures 5A-C illustrate example new trajectories, in accordance with an embodiment.

[0011] Figure 6 illustrates an example vehicle, in accordance with an embodiment.

[0012] Figure 7 is a simplified block diagram of an example vehicle, in accordance with an embodiment.

[0013] Figure 8 is a simplified block diagram of an example computer program product, in accordance with an embodiment.
DETAILED DESCRIPTION

[0014] The following detailed description describes various features and functions of the disclosed systems and methods with reference to the accompanying figures. In the figures, similar symbols typically identify similar components, unless context dictates otherwise. The illustrative system and method embodiments described herein are not meant to be limiting. It will be readily understood that certain aspects of the disclosed systems and methods can be arranged and combined in a wide variety of different configurations, all of which are contemplated herein.

[0015] A vehicle may include a computer system that is configured to control the vehicle in an autonomous mode. To this end, the computer system may be configured to obtain lane information that provides an estimated location of a lane of a road on which the vehicle is travelling. The lane information may be based on, for example, a predetermined map of the road and/or lane markings on the road. Other types of lane information are possible as well.

[0016] At some point, the vehicle may determine that the lane information has become unavailable or unreliable. For example, the vehicle may determine that there is an error in the predetermined map (e.g., the lane information in the predetermined map of the road may be incorrect), the vehicle may no longer be able to access the predetermined map, the vehicle may no longer be able to detect the lane markings on the road, lane information may be missing from the predetermined map of the road, and/or the vehicle may detect contradictory lane markings on the road. Other examples are possible as well.

[0017] In response to determining that the lane information has become unavailable or unreliable, the computer system may create a new trajectory based on other vehicle trajectories. The computer system may then control the vehicle to travel along the new trajectory.
In this manner, even if the vehicle is unable to rely on the lane information to estimate a location of the lane on the road, the vehicle may avoid colliding with neighboring vehicles and/or other obstacles.

Figure 1 is a flow chart illustrating an example method 100, in accordance with an embodiment. Method 100 shown in Figure 1 presents an embodiment of a method that, for example, could be used with the vehicles described herein. Method 100 may include one or more operations, functions, or actions as illustrated by one or more of blocks 102-114. Although the blocks are illustrated in a sequential order, these blocks may also be performed in parallel, and/or in a different order than those described herein. Also, the various blocks may be combined into fewer blocks, divided into additional blocks, and/or removed based upon the desired implementation.

In addition, for the method 100 and other processes and methods disclosed herein, the flowchart shows functionality and operation of one possible implementation of present embodiments. In this regard, each block may represent a module, a segment, or a portion of program code, which includes one or more instructions executable by a processor for implementing specific logical functions or steps in the process. The program code may be stored on any type of computer-readable medium, such as, for example, a storage device including a disk or hard drive. The computer-readable medium may include a non-transitory computer-readable medium, for example, such as computer-readable media that store data for short periods of time like register memory, processor cache, and Random Access Memory (RAM). The computer-readable medium may also include non-transitory media, such as secondary or persistent long term storage, like read only memory (ROM), optical or magnetic disks, and compact-disc read only memory (CD-ROM), for example. The computer-readable media may also be any other volatile or non-volatile storage systems. The computer-readable medium may be considered a computer-readable storage medium, a tangible storage device,
or other article of manufacture, for example.

[0021] In addition, for the method 100 and other processes and methods disclosed herein, each block may represent circuitry that is configured to perform the specific logical functions in the process.

[0022] The method 100 begins at block 102 where a computer system configured to control a vehicle in an autonomous mode obtains lane information that provides an estimated location of a current lane of a road on which the vehicle is travelling. The lane information may take a number of forms. The computer system is configured to control the vehicle in an autonomous mode.

[0023] In some embodiments, the lane information may include a geographic location of the vehicle and a predetermined map of the road. The computer system may determine the geographic location of the vehicle by, for example, querying a location server for the geographic location of the vehicle. Alternatively, if the predetermined map indicates a geographic location of at least two objects near the vehicle, the computer system may determine the geographic location of the vehicle by, for example, using a laser rangefinder or light detection and ranging (LIDAR) unit to estimate a distance from the vehicle to the at least two objects near the vehicle and determining the geographic location of the vehicle using triangulation. Other examples are possible as well. The computer system may then locate the geographic location of the vehicle on the predetermined map. The predetermined map may include lane information indicating a location of the lane on the road. Accordingly the computer system may use the geographic location of the vehicle and the geographic location of the lane in the predetermined map to determine a location of the lane relative to the vehicle.

[0024] In other embodiments, the lane information may include lane markings on the road, and the computer system may use one or more sensors to sense the lane markings. For
example, the computer system may use an image-capture device to capture images of the road and may detect the lane markings by analyzing the images for predetermined colors, shapes, and/or brightnesses that are similar to a predetermined color, shape, and/or brightness of the lane markings. As another example, the computer system may project a laser onto the road and may detect the lane markings by analyzing reflections off the road for an intensity that is similar to a predetermined intensity of a reflection off the lane markings. Other examples are possible as well. Once the computer system has sensed the lane markings, the computer system may estimate the location of the lane based on the sensed lane markings.

[0025] The Jane information may comprise a predetermined trajectory that is selected by the computer system. In one example embodiment, the computer system may read the selected predetermined trajectory from data storage at the vehicle. In another example embodiment, the computer system may query a server for the selected predetermined trajectory. The query may include, for example, a last-known or estimated geographic location of the vehicle and/or one or more images captured at the vehicle. In embodiments where the query includes a last-known or estimated geographic location of the vehicle, the server may select one or more predetermined trajectories that begin near and/or span the last-known or estimated geographic location of the vehicle. Alternatively or additionally, in embodiments where the query includes one or more images captured at the device, the server may determine an estimated geographic location of the vehicle based on the one or more images (e.g., by comparing the one or more images to a database of images having known locations) and may then select one or more predetermined trajectories that begin near and/or span the estimated geographic location of the vehicle. The server may select the one or more predetermined trajectories in other manners as well.

[0026] The one or more selected predetermined trajectories may include, for example, predetermined trajectories that begin within a predetermined distance of the last-known or
estimated geographic location of the vehicle and/or a predetermined threshold number of predetermined trajectories that begin closest to the last-known or estimated geographic location of the vehicle. Other predetermined trajectories are possible as well.

[0027] At block 104, the computer system may identify trajectories associated with other vehicles driving on or near the road. One or more sensors on or associated with the autonomous vehicle may be used to determine the vehicle trajectories. The sensors may include any combination of global positioning system sensors, laser rangefinders, RADAR units, LIDAR units, image-capture devices, or other types of sensors. In another example embodiment, the computer system may receive information regarding the trajectories associated with other vehicles from the other vehicles. In yet another example embodiment, the computer system may receive information regarding the trajectories from a remote server or other offboard entity.

[0028] In one example embodiment, the trajectories may be associated with vehicles are or were in the same lane as the autonomous vehicle. In another example embodiment, the trajectories may be associated with vehicles that are or were in a lane different from the lane of the autonomous vehicle. In yet another example embodiment, the trajectories may be associated with both vehicles that are or were in the same lane as the autonomous vehicle and vehicles that are or were in a lane different from the lane of the autonomous vehicle. The identified trajectories of the other vehicles may be stored in data storage of the computer system.

[0029] At block 106, the computer system may determine that the lane information has become unavailable or unreliable. For example, in embodiments where the lane information includes lane markings, the computer system may determine that the lane information has become unavailable or unreliable when no lane markings are present or are difficult to sense (e.g., because the lane markings have worn off or been removed due to
construction) and/or when contradictory lane markings are present (e.g., because the lane markings have been repainted due to construction). In another example, in embodiments where the lane information includes a predetermined map of the road, the computer system may determine that the lane information has become unavailable or unreliable when no predetermined map of the road is available, when the lane information is not included in the predetermined map, or when there is an error in the predetermined map. An error may occur when construction requires lane closures and the predetermined map does not reflect these closures.

[0030] In some embodiments, the computer system may maintain a predetermined threshold for the lane information, and the computer system may determine that the lane information has become unavailable or unreliable when the computer system detects that a confidence of the lane information (e.g., how confident the computer system is that the lane information is reliable) is below the predetermined threshold. In some embodiments, the computer system may additionally maintain a predetermined time period for the lane information, and the computer system may determine that the lane information has become unavailable or unreliable when the computer system detects that a confidence of the lane information is below the predetermined threshold for at least the predetermined amount of time. Other predetermined thresholds are possible as well.

[0031] At block 108, in response to determining that the lane information has become unavailable or unreliable, the computer system may analyze the trajectories to locate a potential merge point on the road.

[0032] For example, the computer system may review vehicle trajectories that are stored in the data storage. In reviewing the vehicle trajectories, the computer system may seek to find locations of intersection of trajectories that originated in different lanes. For example, the computer system may look for vehicle trajectories whose paths are initially
separated by at least about a lane width and thereafter the separation between the paths decreases so that the paths either overlap or are close together, suggesting that the vehicle trajectories moved into the same lane. In one example, the term "close together" may comprise the trajectories being separated by less than a lane width. These trajectory intersection points represent potential merge points. Reviewing multiple vehicle trajectories serves to remove any false indications of a merge point as it may be possible that a single vehicle simply changed lanes at a certain point along its trajectory but is increasingly unlikely that many vehicles in a row will perform a lane change at the same location unless merging due to a lane closure is required. Vehicle trajectories that follow the same path on a road may be grouped by the computer system into sets, where one set of trajectories appear to be driving in a particular lane, and another set of trajectories appear to be driving in another lane. 

At block 110, in response to determining that the lane information has become unavailable or unreliable, the computer system may determine a location of a lane at the potential merge point.

For each potential merge point, the computer system may determine which lane merges to form the potential merge point. For example, the computer system may determine which lane is ending/merging at the location deemed to be the merge point, and may determine which lane has another lane being merged into it. This information may then be used by the computer system to determine the right of way at the potential merge point. The autonomous vehicle may use this information to yield to vehicles in another lane and merge into the other lane at the potential merge point if it is determined that the lane the vehicle is driving in is merging into another lane. The autonomous vehicle may use this information to know the autonomous vehicle has the right of way at the potential merge point if it is determined that the lane the vehicle is driving in is lane that is being merged into by another lane.
The trajectories that intersect at the potential merge point are then analyzed to
determine which trajectories most likely represent a lane change (e.g., the lane that is merging
into another lane). In one example embodiment, the curvature of each trajectory leading up
to the merge point may be measured by the computer system. In another example
embodiment, an average curvature for a set of trajectories originating from the same lane may be measured by the computer system. A trajectory that merges into another lane will likely have greater curvature than a trajectory that is being merged into. Thus, trajectories with greater curvatures may reflect a lane change, whereas trajectories with lesser curvatures may reflect a trajectory that is being merged into. Similarly, a change in heading may be calculated from a curvature measurement to determine either a lane change or a trajectory that is being merged into. For example, trajectories with greater heading changes may reflect a lane change, whereas trajectories with lesser heading changes may reflect a trajectory that is being merged into. In some example embodiments, a relative likelihood of merging may be assigned to each trajectory based on a curvature analysis. After measuring the curvatures of each trajectory, the computer system may determine whether a pattern is present for a number of trajectories; that is, whether it appears the curvatures of the various trajectories in a particular lane are such that the trajectories represent one lane merging into another lane.

At block 112, further in response to determining that the lane information has
become unavailable or unreliable, the computer system may create a new trajectory that follows the lane at the potential merge point. In one example embodiment, upon
determination that the lane the autonomous vehicle is currently driving in will be merging into another lane, the autonomous vehicle's trajectory may be updated to the new trajectory to include a lane change for the autonomous vehicle at the determined merge point. In another example embodiment, upon determination that the lane the autonomous vehicle is currently driving in is being merged into by another lane, the new trajectory may remain on course
within the present lane, and the computer system may send a notification to the autonomous vehicle that a merge is occurring at a particular location, as well as a notification that the vehicle has the right of way at the determined merge point.

At block 114, further in response to determining that the lane information has become unavailable or unreliable, the computer system may control the vehicle to travel along the new trajectory.

In some embodiments, while controlling the vehicle to travel along the new trajectory, the computer system may periodically obtain updated lane information that provides an updated estimated location of the lane. The updated lane information may take any of the forms described above for the lane information.

In some embodiments, the method 100 may be used in conjunction with a system associated with the autonomous vehicle that informs the autonomous vehicle of reported changes to a mapped area; such as construction notices, for example. This information may serve to help the computer system determine that there is a high likelihood of a change to the mapped area. For example, information received indicating road construction in a particular area, combined with the method 100 indicating a lane merge, provides the computer system with a high likelihood of a lane merge in the particular area, for example.

For purposes of illustration, example implementations of the method 100 are described below in connection with Figures 2A-2B. It is to be understood, however, that the example implementations are illustrative only and are not meant to be limiting. Other example implementations are possible as well.

Figure 2A illustrates an example implementation of the example method, in accordance with an embodiment. As shown in Figure 2A, a vehicle 202 is travelling in a lane 200 on a road. The vehicle 202 includes a computer system (not shown) that is configured to
control the vehicle 202 in an autonomous mode. To this end, the vehicle 202 may obtain lane information that provides an estimate of a location of the lane 200 on the road. The lane information may, for example, be based on a predetermined map of the road. Other lane information is possible as well.

[0042] At some point, the vehicle 202 may determine that the lane information has become unreliable. For example, the vehicle 202 may detect that there is an error in the predetermined map. To this end, the vehicle 202 may include one or more sensors (not shown) configured to sense information about an environment surrounding the vehicle 202. The vehicle 202 may detect that there is an error in the predetermined map when, for instance, the vehicle 202 detects that the sensed information contradicts the predetermined map (e.g., the sensed information may indicate that a portion of the road is under construction while the predetermined map may indicate that the lane spans the portion of the road that is under construction). In Figure 2A, for example, construction cones 203 are present in the lane on which the vehicle 202 is driving, blocking off the lane. Other examples are possible as well.

[0043] In response to determining that the lane information has become unreliable, the vehicle 202 may determine potential merge points from the trajectories of the other vehicles, as described above. The vehicle 202 may also determine, for each potential merge point, a lane that merges to form the potential merge point.

[0044] Further in response to determining that the lane information has become unreliable, the vehicle 202 may create a new trajectory that passes through the potential merge point. The new trajectory 204 is shown in Figure 2B. Further in response to determining that the lane information has become unreliable, the vehicle 202 may travel along the new trajectory 204.

[0045] As shown in Figure 2B, the new trajectory 204 is expressed in absolute geographic coordinates (e.g., latitude and longitude). In other embodiments, however, the
new irajeciory 204 may be expressed relative to a predetermined location on the road, such as a last-known or estimated geographic location of the vehicle or a landmark. Trajectories that are expressed relative to predetermined locations on the road are further described in connection with Figures 3A-4B.

[0046] Figure 3A illustrates an example implementation of the example method, in accordance with an embodiment. As shown in Figure 3A, a vehicle 302 is travelling in a lane 300 on a road. The vehicle 302 includes a computer system (not shown) that is configured to control the vehicle 302 in an autonomous mode. To this end, the vehicle 302 may obtain lane information that provides an estimate of a location of the lane 300 on the road, as described above.

[0047] At some point, the vehicle 302 may determine that the lane information has become unreliable, as described above. In Figure 3A, for example, construction cones 303 are present in the lane on which the vehicle 302 is driving, blocking off the lane. In response to determining that the lane information has become unreliable, the vehicle 302 may create a new trajectory as described above in connection with Figure 1. To this end, the vehicle 302 may determine a last-known or estimated geographic location 304 of the vehicle 302. The vehicle 302 may then use the last-known or estimated geographic location 304 of the vehicle 302 to create the new trajectory.

[0048] The new trajectory 306 is shown in Figure 3B. Further in response to determining that the lane information has become unreliable, the vehicle 302 may travel along the new trajectory 306.

[0049] As shown, the new trajectory 306 is expressed relative to the last-known or estimated geographic location 304 of the vehicle 302. In other embodiments, however, the new trajectory may be expressed relative to another predetermined location on the road, such as a landmark. A new trajectory that is expressed relative to a landmark on the road is further
described in connection with Figures 4A-4B.

[0058] Figure 4A illustrates an example implementation of the example method, in accordance with an embodiment. As shown in Figure 4A, a vehicle 402 is travelling in a lane 400 on a road. The vehicle 402 includes a computer system (not shown) that is configured to control the vehicle 402 in an autonomous mode. To this end, the vehicle 402 may obtain lane information that provides an estimate of a location of the lane 400 on the road, as described above.

[0051] At some point, the vehicle 402 may determine that the lane information has become unreliable, as described above. In Figure 4A, for example, construction cones 403 are present in the lane on which the vehicle 402 is driving, blocking off the lane. In response to determining that the lane information has become unreliable, the vehicle 402 may create a new trajectory as described above in connection with Figure 1. To this end, the vehicle 402 may determine a relative geographic location of the vehicle 402 relative to a landmark 404 on the road having a predetermined geographic location using a sensor 406, such as a LIDAR sensing unit. Other sensors are possible as well. The vehicle 402 may then use the predetermined geographic location of the landmark 404 and the relative geographic location of the vehicle 402 relative to the landmark 404 to determine an estimated geographic location of the vehicle 402, and may create the new trajectory based on the estimated geographic location.

[0052] The new trajectory 408 is shown in Figure 4B. Further in response to determining that the lane information has become unreliable, the vehicle 402 may travel along the new trajectory 408. As shown in Figure 4B, the new trajectory 408 is expressed relative to the landmark 404, as indicated by the dotted lines.

[0053] Figures 5A-C illustrate example new trajectories, in accordance with an embodiment. It will be understood that the example trajectories shown in Figures 5A-C are
merely illustrative and are not meant to be limiting and that other example trajectories, expressed in other manners, are possible as well.

[0054] As shown in Figure 5A, a first example trajectory 500 includes a starting location 502 and a trajectory equation 504. The trajectory 500 may be given by a path defined by the trajectory equation 504 and starting from the starting location 502. While the starting location 502 is shown in latitude and longitude coordinates, the starting location 502 may be expressed in other manners, including other absolute geographic locations and other locations relative to predetermined locations. Similarly, while the trajectory equation 504 is shown to be expressed as a function of time, the trajectory equation 504 may be expressed in other manners, including other functions and other variables.

[0055] As shown in Figure 5B, a second example trajectory 506 includes a starting location and a curvature 508. The trajectory 506 may be given by a path having the curvature 508 extending from the starting location. While the trajectory curvature 504 is shown to be expressed as a particular scalar value, the trajectory curvature 504 may be expressed in other manners, including other values and other units.

[0056] Further, as shown in Figure 5C, a third example trajectory 510 includes a number of locations 512 and time intervals. The trajectory 510 may be given by a path fitted to the locations 512. While the locations 512 are shown in latitude and longitude coordinates, the locations 512 may be expressed in other manners, including other absolute geographic locations and other locations relative to predetermined locations. Further, while the time intervals are shown in seconds, the time intervals may be expressed in other manners, including other interval values and other units.

[0057] Other example trajectories are possible as well.

[0058] Systems in which example embodiments of the above example methods may be implemented will now be described in greater detail. In general, an example system may
be implemented in or may take the form of a vehicle. The vehicle may take a number of forms, including, for example, automobiles, cars, trucks, motorcycles, buses, boats, airplanes, helicopters, lawn mowers, earth movers, snowmobiles, recreational vehicles, amusement park vehicles, farm equipment, construction equipment, trams, golf carts, trains, and trolleys. Other vehicles are possible as well.

[0059] Further, another example system may take the form of non-transitory computer-readable medium, which has program instructions stored thereon that are executable by at least one processor to provide the functionality described herein. An example system may also take the form of a vehicle or a subsystem of a vehicle that includes such a non-transitory computer-readable medium having such program instructions stored thereon.

[0068] Figure 6 illustrates an example vehicle 600, in accordance with an embodiment. In particular, Figure 6 shows a Right Side View, Front View, Back View, and Top View of the vehicle 600. Although vehicle 600 is illustrated in Figure 6 as a car, other embodiments are possible. For instance, the vehicle 600 could represent a truck, a van, a semi-trailer truck, a motorcycle, a golf cart, an off-road vehicle, or a farm vehicle, among other examples. As shown, the vehicle 600 includes a first sensor unit 602, a second sensor unit 604, a third sensor unit 606, a wireless communication system 608, and an image-capture device 610.

[0061] Each of the first, second, and third sensor units 602-606 may include any combination of global positioning system sensors, inertial measurement units, RADAR units, laser rangefinders, LIDAR units, image-capture devices, and acoustic sensors. Other types of sensors are possible as well.

[0062] While the first, second, and third sensor units 602-606 are shown to be mounted in particular locations on the vehicle 600, in some embodiments one or more of the
first, second, and third sensor units 602-606 may be mounted elsewhere on the vehicle 600, either inside or outside the vehicle 600. Further, while only three sensor units 602-606 are shown, in some embodiments more or fewer sensor units may be included in the vehicle 600. In some embodiments, one or more of the first, second, and third sensor units 602-606 may include one or more movable mounts on which the sensors may be movably mounted. The movable mount may include, for example, a rotating platform. Sensors mounted on the rotating platform could be rotated so that the sensors may obtain information from each direction around the vehicle 600. Alternatively or additionally, the movable mount may include a tilting platform. Sensors mounted on the tilting platform could be tilted within a particular range of angles and/or azimuths so that the sensors may obtain information from a variety of angles. The movable mount may take other forms as well.

Further, in some embodiments, one or more of the first, second, and third sensor units 602-606 may include one or more actuators configured to adjust the position and/or orientation of sensors in the sensor unit by moving the sensors and/or movable mounts. Example actuators include motors, pneumatic actuators, hydraulic pistons, relays, solenoids, and piezoelectric actuators. Other actuators are possible as well.

The wireless communication system 608 may be any system configured to wirelessly couple to one or more other vehicles, sensors, or other entities, either directly or via a communication network. To this end, the wireless communication system 608 may include an antenna and a chipset for communicating with the other vehicles, sensors, or other entities either directly or over an air interface. The chipset or wireless communication system 608 in general may be arranged to communicate according to one or more other types of wireless communication (e.g., protocols) such as Bluetooth, communication protocols described in IEEE 802.11 (including any IEEE 802.11 revisions), cellular technology (such as GSM, CDMA, UMTS, EV-DO, WiMAX, or LTE), Zigbee, dedicated short range...
communications (DSRC), and radio frequency identification (RFID) communications, among other possibilities. The wireless communication system 608 may take other forms as well.

[0066] While the wireless communication system 608 is shown to be positioned on a roof of the vehicle 600, in other embodiments the wireless communication system 608 could be located, fully or in part, elsewhere.

[0067] The image-capture device 610 may be any device (e.g., a still camera, a video camera, etc.) configured to capture images of the environment in which the vehicle 600 is located. To this end, the image-capture device 610 may be configured to detect visible light, or may be configured to detect light from other portions of the spectrum, such as infrared or ultraviolet light. Other types of image-capture devices are possible as well. The image-capture device 610 may be a two-dimensional detector, or may have a three-dimensional spatial range. In some embodiments, the image-capture device 610 may be, for example, a range detector configured to generate a two-dimensional image indicating a distance from the image-capture device 610 to a number of points in the environment. To this end, the image-capture device 610 may use one or more range detecting techniques. For example, the image-capture device 610 may use a structured light technique in which the vehicle 600 illuminates an object in the environment with a predetermined light pattern, such as a grid or checkerboard pattern and uses the image-capture device 610 to detect a reflection of the predetermined light pattern off the object. Based on distortions in the reflected light pattern, the vehicle 600 may determine the distance to the points on the object. The predetermined light pattern may comprise infrared light, or light of another wavelength. As another example, the image-capture device 610 may use a laser scanning technique in which the vehicle 600 emits a laser and scans across a number of points on an object in the environment. While scanning the object, the vehicle 600 uses the image-capture device 610 to detect a reflection of the laser off the object for each point. Based on a length of time it takes the laser to reflect
off the object at each point, the vehicle 600 may determine the distance to the points on the
object. As yet another example, the image-capture device 610 may use a time-of-flight
technique in which the vehicle 600 emits a light pulse and uses the image-capture device 610
to detect a reflection of the light pulse off an object at a number of points on the object. In
particular, the image-capture device 610 may include a number of pixels, and each pixel may-
detect the reflection of the light pulse from a point on the object. Based on a length of time it
takes the light pulse to reflect off the object at each point, the vehicle 600 may determine the
distance to the points on the object. The light pulse may be a laser pulse. Other range
detecting techniques are possible as well, including stereo triangulation, sheet-of-light
triangulation, interferometry, and coded aperture techniques, among others. The image-
capture device 610 may take other forms as well.

[0068] In some embodiments, the image-capture device 610 may include a movable
mount and/or an actuator, as described above, that are configured to adjust the position and/or
orientation of the image-capture device 610 and/or the movable mount.

[0069] While the image-capture device 610 is shown to be mounted inside a front
windshield of the vehicle 600, in other embodiments the image-capture device 610 may be
mounted elsewhere on the vehicle 600, either inside or outside the vehicle 600.

[0078] The vehicle 600 may include more, fewer, and/or different components than
those shown.

[0071] Figure 7 is a simplified block diagram of an example vehicle 700, in
accordance with an embodiment. The vehicle 700 may, for example, be similar to the vehicle
600 described above in connection with Figure 6. The vehicle 700 may take other forms as
well.

[0072] As shown, the vehicle 700 includes a propulsion system 702, a sensor system
704, a control system 706, peripherals 708, and a computer system 710 including a processor
In other embodiments, the vehicle 700 may include more, fewer, or different systems, and each system may include more, fewer, or different components. Additionally, the systems and components shown may be combined or divided in any number of ways.

[0073] The propulsion system 702 may be configured to provide powered motion for the vehicle 700. As shown, the propulsion system 702 includes an engine/motor 718, an energy source 720, a transmission 722, and wheels/tires 724.

[0074] The engine/motor 718 may be or include any combination of an internal combustion engine, an electric motor, a steam engine, and a Stirling engine. Other motors and engines are possible as well. In some embodiments, the propulsion system 702 could include multiple types of engines and/or motors. For instance, a gas-electric hybrid car could include a gasoline engine and an electric motor. Other examples are possible.

[0075] The energy source 720 may be a source of energy that powers the engine/motor 718 in full or in part. That is, the engine/motor 718 may be configured to convert the energy source 720 into mechanical energy. Examples of energy sources 720 include gasoline, diesel, propane, other compressed gas-based fuels, ethanol, solar panels, batteries, and other sources of electrical power. The energy source(s) 720 could additionally or alternatively include any combination of fuel tanks, batteries, capacitors, and/or flywheels. In some embodiments, the energy source 720 may provide energy for other systems of the vehicle 700 as well.

[0076] The transmission 722 may be configured to transmit mechanical power from the engine/motor 718 to the wheels/tires 724. To this end, the transmission 722 may include a gearbox, clutch, differential, drive shafts, and/or other elements. In embodiments where the transmission 722 includes drive shafts, the drive shafts could include one or more axles that are configured to be coupled to the wheels/tires 724.
The wheels/tires 724 of vehicle 700 could be configured in various formats, including a unicycle, bicycle/motorcycle, tricycle, or car/track four-wheel format. Other wheel/tire formats are possible as well, such as those including six or more wheels. In any case, the wheels/tires 724 of vehicle 700 may be configured to rotate differentially with respect to other wheels/tires 724. In some embodiments, the wheels/tires 724 may include at least one wheel that is fixedly attached to the transmission 722 and at least one tire coupled to a rim of the wheel that could make contact with the driving surface. The wheels/tires 724 may include any combination of metal and rubber, or combination of other materials.

The propulsion system 702 may additionally or alternatively include components other than those shown.

The sensor system 704 may include a number of sensors configured to sense information about an environment in which the vehicle 700 is located, as well as one or more actuators 736 configured to modify a position and/or orientation of the sensors. As shown, the sensors of the sensor system include a Global Positioning System (GPS) 726, an inertia measurement unit (IMU) 728, a RADAR unit 730, a laser rangefinder and/or LIDAR unit 732, and an image-capture device 734. The sensor system 704 may include additional sensors as well, including, for example, sensors that monitor internal systems of the vehicle 700 (e.g., an O₂ monitor, a fuel gauge, an engine oil temperature, etc.). Other sensors are possible as well.

The GPS 726 may be any sensor configured to estimate a geographic location of the vehicle 700. To this end, the GPS 726 may include a transceiver configured to estimate a position of the vehicle 700 with respect to the Earth. The GPS 726 may take other forms as well.

The IMU 728 may be any combination of sensors configured to sense position and orientation changes of the vehicle 700 based on inertial acceleration. In some embodiments, the combination of sensors may include, for example, accelerometers and...
gyroscopes. Other combinations of sensors are possible as well.

[0082] The RADAR 730 unit may be any sensor configured to sense objects in the environment in which the vehicle 700 is located using radio signals. In some embodiments, in addition to sensing the objects, the RADAR unit 730 may additionally be configured to sense the speed and/or heading of the objects.

[0083] Similarly, the laser rangefinder or LIDAR unit 732 may be any sensor configured to sense objects in the environment in which the vehicle 700 is located using lasers. In particular, the laser rangefinder or LIDAR unit 732 may include a laser source and/or laser scanner configured to emit a laser and a detector configured to detect reflections of the laser. The laser rangefinder or LIDAR 732 may be configured to operate in a coherent (e.g., using heterodyne detection) or an incoherent detection mode.

[0084] The image-capture device 734 may be any device (e.g., a still camera, a video camera, etc.) configured to capture images of the environment in which the vehicle 700 is located. To this end, the image-capture device 734 may take any of the forms described above in connection with the image-capture device 610 in Figure 6.

[0085] The sensor system 704 may additionally or alternatively include components other than those shown.

[0086] The control system 706 may be configured to control operation of the vehicle 700 and its components. To this end, the control system 706 may include a steering unit 738, a throttle 740, a brake unit 742, a sensor fusion algorithm 744, a computer vision system 746, a navigation or pathing system 748, and an obstacle avoidance system 750.

[0087] The steering unit 738 may be any combination of mechanisms configured to adjust the heading of vehicle 700.

[0088] The throttle 740 may be any combination of mechanisms configured to control the operating speed of the engine/motor 718 and, in turn, the speed of the vehicle 700.
The brake unit 742 may be any combination of mechanisms configured to decelerate the vehicle 700. For example, the brake unit 742 may use friction to slow the wheels/tires 724. As another example, the brake unit 742 may convert the kinetic energy of the wheels/tires 724 to electric current. The brake unit 742 may take other forms as well.

The sensor fusion algorithm 744 may be an algorithm (or a computer program product storing an algorithm) configured to accept data from the sensor system 704 as an input. The data may include, for example, data representing information sensed at the sensors of the sensor system 704. The sensor fusion algorithm 744 may include, for example, a Kalman filter, a Bayessasi network, or another algorithm. The sensor fusion algorithm 744 may further be configured to provide various assessments based on the data from the sensor system 704, including, for example, evaluations of individual objects and/or features in the environment in which the vehicle 700 is located, evaluations of particular situations, and/or evaluations of possible impacts based on particular situations. Other assessments are possible as well.

The computer vision system 746 may be any system configured to process and analyze images captured by the image-capture device 734 in order to identify objects and/or features in the environment in which the vehicle 700 is located, including, for example, traffic signals and obstacles. To this end, the computer vision system 746 may use an object recognition algorithm, a Structure from Motion (SFM) algorithm, video tracking, or other computer vision techniques. In some embodiments, the computer vision system 746 may additionally be configured to map the environment, track objects, estimate the speed of objects, etc.

The navigation and pathing system 748 may be any system configured to determine a driving path for the vehicle 700. The navigation and pathing system 748 may additionally be configured to update the driving path dynamically while the vehicle 700 is in
operation. In some embodiments, the navigation and pathing system 748 may be configured to incorporate data from the sensor fusion algorithm 744, the GPS 726, and one or more predetermined maps so as to determine the driving path for vehicle 700.

[0093] The obstacle avoidance system 750 may be any system configured to identify, evaluate, and avoid or otherwise negotiate obstacles in the environment in which the vehicle 700 is located.

[0094] The control system 706 may additionally or alternatively include components other than those shown.

10095] Peripherals 708 may be configured to allow the vehicle 700 to interact with external sensors, other vehicles, and/or a user. To this end, the peripherals 708 may include, for example, a wireless communication system 752, a touchscreen 754, a microphone 756, and/or a speaker 758.

[0096] The wireless communication system 752 may take any of the forms described above.

[0097] The touchscreen 754 may be used by a user to input commands to the vehicle 700. To this end, the touchscreen 754 may be configured to sense at least one of a position and a movement of a user's finger via capacitive sensing, resistance sensing, or a surface acoustic wave process, among other possibilities. The touchscreen 754 may be capable of sensing finger movement in a direction parallel or planar to the touchscreen surface, in a direction normal to the touchscreen surface, or both, and may also be capable of sensing a level of pressure applied to the touchscreen surface. The touchscreen 754 may be formed of one or more translucent or transparent insulating layers and one or more translucent or transparent conducting layers. The touchscreen 754 may take other forms as well.

[0098] The microphone 756 may be configured to receive audio (e.g., a voice command or other audio input) from a user of the vehicle 700. Similarly, the speakers 758
may be configured to output audio to the user of the vehicle 700.

[0099] The peripherals 708 may additionally or alternatively include components other than those shown.

[00180] The computer system 710 may be configured to transmit data to and receive data from one or more of the propulsion system 702, the sensor system 704, the control system 706, and the peripherals 708. To this end, the computer system 710 may be communicatively linked to one or more of the propulsion system 702, the sensor system 704, the control system 706, and the peripherals 708 by a system bus, network, and/or other connection mechanism (not shown).

[00181] The computer system 710 may be further configured to interact with and control one or more components of the propulsion system 702, the sensor system 704, the control system 706, and/or the peripherals 708. For example, the computer system 710 may be configured to control operation of the transmission 722 to improve fuel efficiency. As another example, the computer system 710 may be configured to cause the image-capture device 734 to capture images of the environment. As yet another example, the computer system 710 may be configured to store and execute instructions corresponding to the sensor fusion algorithm 744. As still another example, the computer system 710 may be configured to store and execute instructions for displaying a display on the touchscreen 754. Other examples are possible as well.

[00182] As shown, the computer system 710 includes the processor 712 and data storage 714. The processor 712 may comprise one or more general-purpose processors and/or one or more special-purpose processors. To the extent the processor 712 includes more than one processor, such processors could work separately or in combination. Data storage 714, in turn, may comprise one or more volatile and/or one or more non-volatile storage components, such as optical, magnetic, and/or organic storage, and data storage 714
may be integrated in whole or in part with the processor 712.

In some embodiments, data storage 714 may contain instructions 716 (e.g., program logic) executable by the processor 712 to execute various vehicle functions, including those described above in connection with Figures 1-5C. Data storage 714 may contain additional instructions as well, including instructions to transmit data to, receive data from, interact with, and/or control one or more of the propulsion system 702, the sensor system 704, the control system 706, and the peripherals 708. Further, in some embodiments, data storage 714 may include a plurality of predetermined trajectories 762. The predetermined trajectories 762 may take any of the forms described above.

The computer system 702 may additionally or alternatively include components other than those shown.

As shown, the vehicle 700 further includes a power supply 760, which may be configured to provide power to some or all of the components of the vehicle 700. To this end, the power supply 760 may include, for example, a rechargeable lithium-ion or lead-acid battery. In some embodiments, one or more banks of batteries could be configured to provide electrical power. Other power supply materials and configurations are possible as well. In some embodiments, the power supply 760 and energy source 720 may be implemented together, as in some all-electric cars.

In some embodiments, one or more of the propulsion system 702, the sensor system 704, the control system 706, and the peripherals 708 could be configured to work in an interconnected fashion with other components within and/or outside their respective systems.

Further, the vehicle 700 may include one or more elements in addition to or instead of those shown. For example, the vehicle 700 may include one or more additional interfaces and/or power supplies. Other additional components are possible as well. In such
embodiments, data storage 714 may further include instructions executable by the processor 712 to control and/or communicate with the additional components.

[00188] Still further, while each of the components and systems are shown to be integrated in the vehicle 700, in some embodiments, one or more components or systems may be removably mounted on or otherwise connected (mechanically or electrically) to the vehicle 700 using wired or wireless connections.

[00109] The vehicle 700 may take other forms as well.

[00110] In some embodiments, the disclosed methods may be implemented as computer program instructions encoded on a non-transitory computer-readable storage media in a machine-readable format, or on other non-transitory media or articles of manufacture. Figure 8 is a schematic illustrating a conceptual partial view of an example computer program product 800 that includes a computer program for executing a computer process on a computing device, arranged according to at least some embodiments presented herein.

[00111] In one embodiment, the example computer program product 800 is provided using a signal bearing medium 802. The signal bearing medium 802 may include one or more programming instructions 804 that, when executed by one or more processors, may provide functionality or portions of the functionality described above with respect to Figures 1-5C.

[00112] In some embodiments, the signal bearing medium 802 may encompass a computer-readable medium 806, such as, but not limited to, a hard disk drive, a Compact Disc (CD), a Digital Video Disk (DVD), a digital tape, memory, etc. Further, in some embodiments the signal bearing medium 802 may encompass a computer recordable medium 808, such as, but not limited to, memory, read/write (R/W) CDs, R/W DVDs, etc. Still further, in some embodiments the signal bearing medium 802 may encompass a communications medium 810, such as, but not limited to, a digital and/or an analog
communication medium (e.g., a fiber optic cable, a waveguide, a wired communications link, a wireless communication link, etc.). Thus, for example, the signal bearing medium 802 may be conveyed by a wireless form of the communications medium 810.

[00113] The one or more programming instructions 804 may be, for example, computer executable and/or logic implemented instructions. In some examples, a computing device (e.g., the computer system 710 of Figure 7) may be configured to provide various operations, functions, or actions in response to the programming instructions 804 being conveyed to the computing device by one or more of the computer readable medium 806, the computer recordable medium 808, and/or the communications medium 810.

[00114] The non-transitory computer readable medium may also be distributed among multiple data storage elements, which could be remotely located from each other.

[00115] In some embodiments, the computing device that executes some or all of the programming instructions 804 could be a vehicle, such as the vehicle 700 illustrated in Figure 7. Other computing devices are possible as well.

[00116] While various aspects and embodiments have been disclosed herein, other aspects and embodiments will be apparent to those skilled in the art. The various aspects and embodiments disclosed herein are for purposes of illustration and are not intended to be limiting, with the true scope and spirit being indicated by the following claims.
CLAIMS

1. A method comprising:

obtaining, by a computer system, lane information that provides an estimated location of a current lane of a road on which a vehicle is travelling, wherein the computer system is configured to control the vehicle in an autonomous mode;

identifying trajectories associated with other vehicles driving on or near the road;

determining, by the computer system, that the lane information has become unavailable or unreliable; and

in response to determining that the lane information has become unavailable or unreliable, the computer system:

analyzing the trajectories to locate a potential merge point on the road,

determining a location of a lane at the potential merge point,

creating a new trajectory that follows the Jane at the potential merge point, and

controlling the vehicle to travel along new trajectory.

2. The method of claim 1, wherein the lane information is based on a predetermined map of the road,

3. The method of claim 2, wherein determining that the lane information has become unavailable or unreliable comprises detecting that the lane information is not included in the predetermined map of the road.

4. The method of claim 2, wherein determining that the lane information has become unavailable or unreliable comprises detecting that there is an error in the predetermined map.
5. The method of claim 1, wherein identifying trajectories associated with other vehicles on or near the road comprises identifying vehicles in the same lane as the autonomous vehicle.

6. The method of claim 1, wherein identifying trajectories associated with other vehicles on or near the road comprises identifying vehicles in a different lane than the autonomous vehicle.

7. The method of claim 1, wherein analyzing the trajectories to locate a potential merge point on the road comprises reviewing the trajectories associated with the other vehicles to find trajectories whose paths are initially separated by at least about a lane width and thereafter the separation between the paths decreases so that the paths either overlap or become separated by less than a lane width.

8. The method of claim 1, wherein determining a location of a lane at the potential merge point further comprises:

   measuring curvatures of the trajectories leading up to the potential merge point,
   grouping the trajectories into a plurality of sets based on the measured curvatures,
   averaging the curvatures for each set, and
   selecting a set of trajectories that has less average curvature than the one or more other sets in the plurality of sets as trajectories that represent the location of the lane at the potential merge point.
9. The method of claim 1, wherein creating a new trajectory that follows the lane at the potential merge point comprises providing for a lane change for the autonomous vehicle.

10. The method of claim 1, wherein creating a new trajectory that follows the lane at the potential merge point comprises providing for the autonomous vehicle to remain in the current lane.

11. The method of claim 1, further comprising:

   obtaining information regarding a road condition at the potential merge point.

12. A vehicle comprising:

   at least one processor; and
   data storage comprising instructions executable by the at least one processor to cause a computer system to perform functions comprising:

   obtaining lane information that provides an estimated location of a current lane of a road on which a vehicle is travelling, wherein the computer system is configured to control the vehicle in an autonomous mode;

   identifying trajectories associated with other vehicles driving on or near the road;

   determining, by the computer system, that the lane information has become unavailable or unreliable; and

   in response to determining that the lane information has become unavailable or unreliable, the computer system:

   analyzing the trajectories to locate a potential merge point on the road,

   determining a location of a lane at the potential merge point.
creating a new trajectory that follows the lane at the potential merge point, and controlling the vehicle to travel along new trajectory.

13. The vehicle of claim 12, wherein the lane information is based on a predetermined map of the road.

14. The vehicle of claim 12, wherein determining that the lane information has become unavailable or unreliable comprises detecting that the lane information is not included in the predetermined map of the road.

15. The vehicle of claim 12, wherein determining that the lane information has become unavailable or unreliable comprises detecting that there is an error in the predetermined map.

16. The vehicle of claim 12, wherein identifying trajectories associated with other vehicles on or near the road comprises identifying vehicles in a different lane than the autonomous vehicle.

17. The vehicle of claim 12, wherein functions further comprise:

   measuring curvatures of the trajectories leading up to the potential merge point,
   grouping the trajectories into a plurality of sets based on the measured curvatures,
   averaging the curvatures for each set, and
   selecting a set of trajectories that has less average curvature than the one or more other sets in the plurality of sets as the trajectories that represent the location of
the lane at the potential merge point.

18. The vehicle of claim 12, wherein analyzing the trajectories to locate a potential merge point on the road comprises reviewing the trajectories associated with the other vehicles to find trajectories whose paths are initially separated by at least about a lane width and thereafter the separation between the paths decreases so that the paths either overlap or become separated by less than a lane width.

19. A non-transitory computer-readable medium having stored therein instructions executable by a computing device to cause the computing device to perform functions comprising:

obtaining lane information that provides an estimated location of a current lane of a road on which a vehicle is travelling, wherein the computer system is configured to control the vehicle in an autonomous mode;

identifying trajectories associated with other vehicles driving on or near the road;

determining, by the computer system, that the lane information has become unavailable or unreliable; and

in response to determining that the lane information has become unavailable or unreliable, the computer system:

analyzing the trajectories to locate a potential merge point on the road,

determining a location of a lane at the potential merge point,

creating a new trajectory that follows the lane at the potential merge point, and

controlling the vehicle to travel along new trajectory.
20. The non-transitory computer-readable medium of claim 19, wherein the lane information is based on a predetermined map of the road.
START

100

102

104

106

108

110

112

114

FIG. 1

1/11

OBTAINING, BY A COMPUTER SYSTEM, LANE INFORMATION THAT PROVIDES AN ESTIMATED LOCATION OF A CURRENT LANE OF A ROAD ON WHICH A VEHICLE IS TRAVELLING

IDENTIFYING TRAJECTORIES ASSOCIATED WITH OTHER VEHICLES DRIVING ON OR NEAR THE ROAD

DETERMINING, BY THE COMPUTER SYSTEM, THAT THE LANE INFORMATION HAS BECOME UNAVAILABLE OR UNRELIABLE

IN RESPONSE TO DETERMINING THAT THE LANE INFORMATION HAS BECOME UNAVAILABLE OR UNRELIABLE, ANALYZING THE TRAJECTORIES TO LOCATE A POTENTIAL MERGE POINT ON THE ROAD

DETERMINING A LOCATION OF A LANE AT THE POTENTIAL MERGE POINT

CREATING A NEW TRAJECTORY THAT follows THE LANE AT THE POTENTIAL MERGE POINT

CONTROLLING THE VEHICLE TO TRAVEL ALONG THE NEW TRAJECTORY

END
**FIG. 5A**

<table>
<thead>
<tr>
<th>Trajectory</th>
<th>Trajectory 85126</th>
</tr>
</thead>
<tbody>
<tr>
<td>Starting Location</td>
<td>41.85050°N, 87.65150°W</td>
</tr>
<tr>
<td>Trajectory Equation</td>
<td>$x = f(t)$</td>
</tr>
</tbody>
</table>

**FIG. 5B**

<table>
<thead>
<tr>
<th>Trajectory</th>
<th>Trajectory 85126</th>
</tr>
</thead>
<tbody>
<tr>
<td>Starting Location</td>
<td>41.85050°N, 87.65150°W</td>
</tr>
<tr>
<td>Trajectory Curvature</td>
<td>7.3</td>
</tr>
</tbody>
</table>

**FIG. 5C**

<table>
<thead>
<tr>
<th>Time</th>
<th>Location</th>
</tr>
</thead>
<tbody>
<tr>
<td>t=0s</td>
<td>41.85050°N, 87.65150°W</td>
</tr>
<tr>
<td>t=1s</td>
<td>41.85066°N, 87.65128°W</td>
</tr>
<tr>
<td>T=2s</td>
<td>41.85082°N, 87.65106°W</td>
</tr>
</tbody>
</table>
A. CLASSIFICATION OF SUBJECT MATTER

B60W 30/10(2006.01)i, B60W 30/12(2006.01)i, B60W 40/02(2006.01)i, B60W 30/14(2006.01)i, B60W 30/08(2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
B60W 30/10; B60W 30/06; G05D 1/00; G06F 7/00; G05D 1/02; B62D 6/00; B60W 40/10; B60W 30/12; B60W 40/02; B60W 30/14; B60W 30/08

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
Korean utility models and applications for utility models
Japanese utility models and applications for utility models

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
eKOMPASS(KIPO internal) & Keywords: autonomous, road, vehicle, trajectory, and lane

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 2012-0083960 AI (ZHOU et al.) 05 April 2012 See paragraphs [0018][0019], [0029], [0050][0059], [0104]; claim 12; and figure 1.</td>
<td>1–7, 9-16, 18–20</td>
</tr>
<tr>
<td>A</td>
<td>WO 2012-129437 A2 (TK HOLDINGS INC.) 27 September 2012 See paragraphs [0020], [0040] and figures 1-5.</td>
<td>8, 17</td>
</tr>
<tr>
<td>A</td>
<td>US 2010-0228427 AI (ANDERSON et al.) 09 September 2010 See claims 1-13 and figures 1-4.</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 6944543 B2 (PRAKAH-ASANTE et al.) 13 September 2005 See claims 1-6 and figure 7.</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 8260482 B1 (SYBALSKI et al.) 04 September 2012 See column 1, line 31 - column 3, line 36.</td>
<td>1-20</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

See patent family annex.

* Special categories of cited documents:
  "A" document defining the general state of the art which is not considered to be of particular relevance
  "E" earlier application or patent but published on or after the international filing date
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  "O" document referring to an oral disclosure, use, exhibition or other means
  "P" document published prior to the international filing date but later than the priority date claimed

Date of the actual completion of the international search
24 February 2014 (24.02.2014)

Date of mailing of the international search report
24 February 2014 (24.02.2014)

Name and mailing address of the ISA/KR
International Application Division
Korean Intellectual Property Office
189 Cheongna-ro, Seo-gu, Daejeon Metropolitan City, 302-701, Republic of Korea
Facsimile No. +82-42-472-7140

Authorized officer
SONG, Ho Keun
Telephone No. +82-42-481-5580

Form PCT/ISA/210 (second sheet) (July 2009)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 2012-0083960 Al</td>
<td>05/04/2012</td>
<td>CN 103339009 A</td>
<td>02/10/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 103339010 A</td>
<td>02/10/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 103370249 A</td>
<td>23/06/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2625079 A2</td>
<td>14/08/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2625081 A2</td>
<td>14/08/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2625083 A2</td>
<td>14/08/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2013-544695 A</td>
<td>19/12/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2013-544696 A</td>
<td>19/12/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2013-544697 A</td>
<td>19/12/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 10-2013-0132790 A</td>
<td>05/12/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2012-0083959 Al</td>
<td>05/04/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2012-0083964 Al</td>
<td>05/04/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2013-297140 Al</td>
<td>07/11/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8509982 B2</td>
<td>13/08/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2012-047743 A</td>
<td>12/04/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2012-047743 A3</td>
<td>19/07/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2012-047977 A2</td>
<td>12/04/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2012-047977 A3</td>
<td>21/06/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2012-047980 A2</td>
<td>12/04/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2012-047980 A3</td>
<td>21/06/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2012-047980 A4</td>
<td>16/08/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2012-129437 A3</td>
<td>29/11/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2012-0109610 Al</td>
<td>03/05/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8437890 B2</td>
<td>07/05/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8543261 B2</td>
<td>24/09/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2010-101749 Al</td>
<td>10/09/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2011-009009 Al</td>
<td>20/01/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2011-009011 Al</td>
<td>20/01/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2012-0109610 Al</td>
<td>03/05/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8437890 B2</td>
<td>07/05/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8543261 B2</td>
<td>24/09/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2010-101749 Al</td>
<td>10/09/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2011-009009 Al</td>
<td>20/01/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2011-009011 Al</td>
<td>20/01/2011</td>
</tr>
<tr>
<td>US 8260482 Bl</td>
<td>04/09/2012</td>
<td>US 8352110 Bl</td>
<td>08/01/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8433470 Bl</td>
<td>30/04/2013</td>
</tr>
</tbody>
</table>

FormPCT/ISA/210 (patent family annex) (July 2009)