(54) Title: POWER CONTROL SYSTEM FOR AN A.C. INDUCTION MOTOR

(57) Abstract

A power factor control system (100) for an A.C. induction motor (106) determines the difference in phase between the voltage applied to the motor (106) and the current drawn by the motor (106). Based upon this difference in phase, an integrator (178) generates an error signal. The error signal is compared with a ramp wave to derive a pulse signal which controls the voltage applied to the motor (106), which in turn controls the amount of current supplied to the motor (106), in order to reduce the power consumed by the motor (106). The integrator (178) includes a dual-path feedback filter (192) having a polarized capacitor in each path. A power supply (110) is used to quickly provide the full operating bias voltages required by several of the components contained in the control system (100).
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>GB</td>
<td>United Kingdom</td>
<td>MR</td>
<td>Mauritania</td>
<td></td>
<td></td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GE</td>
<td>Georgia</td>
<td>MW</td>
<td>Malawi</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GN</td>
<td>Guinea</td>
<td>NE</td>
<td>Niger</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GR</td>
<td>Greece</td>
<td>NL</td>
<td>Netherlands</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>HU</td>
<td>Hungary</td>
<td>NO</td>
<td>Norway</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>IE</td>
<td>Ireland</td>
<td>NZ</td>
<td>New Zealand</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IT</td>
<td>Italy</td>
<td>PL</td>
<td>Poland</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>JP</td>
<td>Japan</td>
<td>PT</td>
<td>Portugal</td>
<td></td>
<td></td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>KE</td>
<td>Kenya</td>
<td>RO</td>
<td>Romania</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>KG</td>
<td>Kyrgyzstan</td>
<td>RU</td>
<td>Russian Federation</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>KP</td>
<td>Democratic People's Republic</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>SE</td>
<td>Sweden</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KZ</td>
<td>Kazakhstan</td>
<td>SI</td>
<td>Slovenia</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>SK</td>
<td>Slovakia</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>SN</td>
<td>Senegal</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>LU</td>
<td>Luxembourg</td>
<td>TD</td>
<td>Chad</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>LV</td>
<td>Latvia</td>
<td>TG</td>
<td>Togo</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>MC</td>
<td>Monaco</td>
<td>TJ</td>
<td>Tajikistan</td>
<td></td>
<td></td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>MD</td>
<td>Republic of Moldova</td>
<td>TT</td>
<td>Trinidad and Tobago</td>
<td></td>
<td></td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>MG</td>
<td>Madagascar</td>
<td>UA</td>
<td>Ukraine</td>
<td></td>
<td></td>
</tr>
<tr>
<td>ES</td>
<td>Spain</td>
<td>ML</td>
<td>Mali</td>
<td>US</td>
<td>United States of America</td>
<td></td>
<td></td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
<td>MN</td>
<td>Mongolia</td>
<td>UZ</td>
<td>Uzbekistan</td>
<td></td>
<td></td>
</tr>
<tr>
<td>FR</td>
<td>France</td>
<td></td>
<td></td>
<td>VN</td>
<td>Viet Nam</td>
<td></td>
<td></td>
</tr>
<tr>
<td>GA</td>
<td>Gabon</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
POWER CONTROL SYSTEM
FOR AN A.C. INDUCTION MOTOR

Field Of The Invention

The present invention relates to control systems and in particular to power factor control systems for A.C. induction motors.

Background Of The Invention

The difference in phase between the voltage supplied to an induction motor and the resulting current through the motor is indicative of the load on the motor. It is known for a power control system to be connected to a motor in order to detect and compare these supplied-voltage and resulting-current signals. Based upon this comparison, the power control system may then control the voltage applied to the motor, which in turn controls the flow of current to the motor, in order to reduce the power consumed by a less than fully loaded motor.

U.S. Patent No. 4,266,177 to Nola, for example, describes a power control circuit for an induction motor wherein a servo loop is used to control the voltage applied to the motor, which in turn controls the flow of current to the motor, in order to reduce the power consumed by the motor. In particular, a pulse signal is used to control the "on" time of a triac which is in circuit with the motor in order to maintain motor operation at a selected power factor. The pulse signal is based upon the measured current-voltage phase angle.

Power factor controllers of the prior art, such as the one just described, use an integrator as part of the processing required to produce the pulse signal. Typically, the integrator includes an operational amplifier and a filter which includes a capacitor and provides a single path of feedback from the output of the operational amplifier to one of the inputs of the operational amplifier. In this arrangement, the value of
the capacitor is relatively large, or else the motor may vibrate.

A command signal circuit is also connected to one of the inputs of the operational amplifier, which is typically the same input to which the filter is connected. Conventionally, the command signal circuit contains a potentiometer, which is a relatively expensive electrical component. The potentiometer must be adjusted for the particular motor being controlled in order to provide a proper bias voltage to the operational amplifier. If, as commonly occurs, the potentiometer is incorrectly set, and thus an improper bias voltage is provided, an improper pulse signal will be provided to the triac. This may result in vibration or stalling of the motor, or even failure to start the motor.

Power factor controllers require a power supply in order to provide an operating bias voltage of, for example, 15 volts, to the controller's active components, such as the operational amplifier of the integrator, so that the pulse signal is provided to the triac. In attempting to start the motor, if an improper pulse signal is provided to the triac because the operating bias voltage is not yet up to full potential, the motor may not start, even after a proper pulse signal is later provided.

Power factor controllers of the prior art typically deal with this problem in one of two ways. In particular, some power factor controllers use a transformer as part of the power supply. The transformer provides the full operating bias voltage quickly enough to start the motor. However, a transformer is a rather bulky electrical component that results in oversized control units.

Power factor controllers which do not use a transformer as part of the power supply typically use a resistor and filter capacitor having relatively large values in the power supply. However, because of the
large value of the resistor, the power supply generates an excessive amount of heat. Moreover, because of the large value of the filter capacitor, the capacitor takes a relatively long time to charge in order to provide the full operating bias voltage. As a result, the controller may require an additional circuit, commonly referred to as a start-up, or delay, circuit, as described in U.S. Patent No. 4,266,177. The start-up circuit prevents any power from being applied to the motor until the operating bias voltage is essentially at full operating level.

Summary Of The Invention

The present invention provides a power factor control system and method for controlling the voltage applied to an A.C. induction motor, which in turn controls the amount of current supplied to the motor, in order to reduce the amount of power consumed by a less than fully loaded motor. The power factor control system according to the present invention may be housed in a compact unit between an A.C. wall outlet and the motor.

The control system according to the present invention includes positive and negative voltage square wave generators, and positive and negative current square wave generators. The sum of the positive voltage signal and the negative current signal is logically ORed with the sum of the negative voltage signal and the positive current signal. In this manner, the control system determines the difference in phase between the voltage applied to the motor and the current drawn by the motor.

This OR signal, along with a fixed bias voltage that represents a preselected power factor of operation, are provided to an integrator of the present invention. The integrator includes a comparator and a dual-path feedback filter. One path of the feedback filter contains a polarized capacitor. The other path of the feedback filter contains a polarized capacitor and a
resistor. The polarized capacitors have very small capacitance values.

The integrator of the present invention produces a very stable output signal over a wide variety of motors, while eliminating the need for a potentiometer and complicated circuitry in the ramp generator, which generates the ramp wave to which the integrator output signal is compared. The pulse signal, which controls the voltage applied to the motor and hence the amount of current flowing to the motor, is generated as a function of this comparison.

A power supply of the present invention is configured such that it supplies full operating bias voltages, which are required by several of the components of the control system according to the present invention, within a very short amount of time, without the use of transformers. As such, the power supply of the present invention eliminates the need for a start-up circuit. Moreover, because the power supply uses resistors having very small resistance values, the power supply and, thus, the control system of the present invention generates significantly less heat than conventional power factor control systems.

An embodiment of a power control system for an A.C. induction motor according to the present invention comprises the following:

a voltage/current phase difference generator for determining a difference in phase between a voltage applied to the motor and a current drawn by the motor, and for generating a phase difference signal as a function of the determined difference in phase;

an integrator, the integrator receiving the phase difference signal and generating an error signal for controlling an amount of power supplied to the motor as a function of the phase difference signal;

the integrator including a feedback filter having first and second feedback paths, the first
feedback path including a first polarized capacitor, the second feedback path including a second polarized capacitor and a resistor; and
an electrical power supply, including a current-limiting component, a discharge capacitor coupled to the current-limiting component, a rectifier coupled to the discharge capacitor, and a filter capacitor coupled to the rectifier.

An embodiment of a method of controlling an amount of power supplied to an A.C. induction motor according to the present invention comprises the following steps:
determining a difference in phase between a voltage applied to the motor and a current drawn by the motor;
generating a phase difference signal as a function of the determined difference in phase;
generating a control signal from an integrator receiving the phase difference signal for controlling an amount of power supplied to the motor as a function of the phase difference signal;
providing a first feedback through a first polarized capacitor of the integrator; and
providing a second feedback through a second polarized capacitor and a resistor of the integrator.

Brief Description Of The Drawings

Figure 1 shows a functional block diagram of the power control system according to the present invention.

Figure 2 shows a circuit diagram of the power control system of Figure 1.

Figure 3 is a timing diagram illustrating signals in the power supply of the power control system of Figure 2.

Figure 4 is a timing diagram illustrating
various signals in the power control system of Figure 2.

Detailed Description

The configuration of the power factor control system for a motor according to the present invention will be explained with reference to the functional block diagram of Figure 1 and to the circuit diagram of Figure 2. Thereafter, the operation of the control system shown in Figures 1 and 2 will be further clarified with reference to the timing diagrams of Figures 3 and 4.

As shown in Figures 1 and 2, the control system 100 is coupled between a voltage source and a motor 106. The voltage source may be, for example, an A.C. wall outlet which is coupled to the control system via terminals 102 and 104. The control system shown in Figures 1 and 2 can be used with both 110 and 220 volt wall outlets, for example. The motor is illustrated as a single-phase, home appliance, A.C. induction motor, although the principles of the present invention are equally applicable to other types of motors, including, for example, multiple-phase industrial motors.

The line voltage from the wall outlet is fed to the motor 106 over line 108. The line voltage is also fed to a power supply 110, which generates +15 volt and -15 volt operating bias voltages, for example. These bias voltages are required by several components contained in the control system 100, such as the operational amplifiers.

As shown in Figure 2, the power supply 110 contains two branches, the first branch 111 for providing the +15 volt operating bias voltage and the second branch 113 for providing the -15 volt operating bias voltage. The first branch 111 includes a current-limiting resistor 112 coupled to line 108. The resistor 112 has a small resistance value, for example 100 ohms. For a 110 volt A.C. line voltage, the voltage drop across the resistor
112 is approximately 2 volts, and, thus, the current
flowing through the resistor 112 is approximately 20
milliamps. This amount of current through the resistor
112 is significantly smaller than through control system
power supply resistors of the prior art, which typically
have much larger resistance values, for example 5K or
10K.

Because of this relatively small amount of
current flowing through the resistor 112, the power
dissipated in the resistor 112 is approximately 40
milliwatts, which is on the order of 25 times smaller
than the power dissipated in the control system power
supply resistors of the prior art that are mentioned
above. Consequently, the power supply of the present
invention generates significantly less heat than
conventional control system power supplies. This
significant reduction of heat generated by the power
supply may allow for the reduction in size of the control
system and may extend the life of the control system.

The resistor 112 is coupled to an A.C.
discharge capacitor 114, which may have a small
capacitance value, for example 0.68 microfarads. The
inclusion of the fast-acting capacitor 114 in the power
supply 110 allows the resistor 112 described above to
have a low resistance value and the power supply filter
capacitor described below to have a small capacitance
value.

The capacitor 114 is further coupled to the
anode of a diode 116 and to the cathode of a diode 118.
Diodes 116 and 118 together function as a full-wave
rectifier. Conventional control system power supplies
typically contain half-wave rectifiers, rather than full-
wave rectifiers.

The cathode of diode 116 is coupled to the
positive terminal of a polarized filter capacitor 120,
the negative terminal of which is coupled to the anode of
diode 118 and to ground. In an exemplary embodiment of
the control system power supply of the present invention, the capacitor 120 has a capacitance value of 47 microfarads, but may be as small as 33 microfarads, as compared to filter capacitors of conventional control system power supplies which have minimum capacitance values of 100 microfarads. Because of the small capacitance value of the filter capacitor 120 contained in the control system power supply of the present invention, the capacitor charges quickly. As a result, the power supply 110 according to the present invention quickly provides the full operating bias voltage of +15 volts, as well as -15 volts, such that the need for a start-up circuit is eliminated.

The cathode of diode 116 is also coupled to the cathode of a zener diode 122, the anode of which is coupled to ground. The rectified signal is filtered by capacitor 120 and set at +15 volts D.C. by the zener diode 122, which functions as a voltage regulator.

The second branch 113 of the power supply 110 is identical to the first branch 111, except that the polarity of the filter capacitor and all of the diodes are reversed. As such, the second branch 113 provides a -15 volt D.C. signal, as opposed to the +15 volt D.C. signal provided by the first branch 111.

In particular, the second branch 113 includes a current-limiting resistor 124 coupled to an A.C. discharge capacitor 126, which is further coupled to the cathode of a diode 128 and to the anode of a diode 130. The cathode of diode 130 is coupled to the positive terminal of a filter capacitor 132, to the cathode of a zener diode 134, and to ground. The anode of diode 128 is coupled to the negative terminal of the filter capacitor 132, and to the anode of the zener diode 134 in order to provide the -15 volt operating bias voltage.

The line voltage is also fed to one input of an operational amplifier ("op amp") 136 and to one input of an op amp 140 through a resistor 138. The other input of
each of the op amp 136 and the op amp 140 is coupled to ground. A resistor 142 is coupled between the inputs of each of op amps 136 and 140. The op amps 136 and 140 function as positive and negative voltage square wave generators 141 and 143, respectively.

The current through the motor 106 is fed back, at point A, through a resistor 144 to one input of each of an op amp 146 and 148. Each of these inputs is also coupled to ground through a resistor 150. The other input of the op amp 146 is coupled to a +15 volt supply voltage through a resistor 152 and to ground through a resistor 154. The other input of the op amp 148 is coupled to a -15 volt supply voltage through a resistor 156 and to ground through a resistor 158. The op amps 146 and 148 function as negative and positive current square wave generators 157 and 159, respectively.

The outputs of the op amps 136 and 146 are coupled to a summing point 160 via resistors 162 and 164, respectively. At summing point 160, a summation 165 occurs, and in particular the positive voltage square wave from op amp 136 is added to the negative current square wave from op amp 146.

Likewise, the outputs of the op amps 140 and 148 are coupled to a summing point 166 via resistors 168 and 170, respectively. At summing point 166, a summation 171 occurs, and in particular the negative voltage square wave from op amp 140 is added to the positive current square wave from op amp 148.

The summation signals from summing points 160 and 166 are then logically ORed 173 by feeding the summation signals 160 and 166 to an OR point 172 through diodes 174 and 176, respectively. The signal at OR point 172 constitutes the logical OR of the summation signals from summing points 160 and 166.

The OR signal from OR point 172 is one of the two inputs to an integrator 178. The other input to the integrator 178 is a fixed bias voltage from a command
signal circuit 180, which sets a desired power factor of operation. The command signal circuit 180 includes a resistor 182, one end of which is coupled to the -15 volt supply voltage, the other end of which is coupled to resistors 184 and 186 and to the anode of a diode 188. The cathode of the diode 188 is coupled to the other end of resistor 186 and to ground. In an exemplary embodiment of the control system according to the present invention, the resistors 182 and 186 are selected such that the ratio of the resistance value of resistor 182 to the resistance value of resistor 186 is 3:1, and in particular the resistance value of resistor 182 is 39K and the resistance value of resistor 186 is 13K, although this ratio may vary.

The fixed bias voltage at the other end of resistor 184 constitutes the other of the two inputs of the integrator 178. This bias voltage is fixed because the resistance values of all of the resistors contained in the command signal circuit 180 are fixed. That is, the command signal circuit of the present invention 180 does not contain a potentiometer, as contained in conventional power controller command signal circuits. This aspect of the present invention will be explained in further detail below.

As stated above, the OR signal and the fixed bias voltage are provided to the integrator 178. The integrator 178 of the present invention includes an operational amplifier that functions as a comparator 190, the first input of which receives the OR signal and the fixed bias voltage, and the second input of which is coupled to ground. The integrator 178 also includes a filter 192 for filtering the output of the comparator 190 and for feeding the filtered output back to the first input of the comparator 190. As such, the signal at the first input of the comparator 190 is actually the sum of the OR signal, the fixed bias voltage, and the feedback signal.
The filter 192 is a dual-path feedback filter. In particular, the output of the comparator 190 is coupled to the negative terminal of each of a polarized capacitor 194 and a polarized capacitor 196, which may, but need not, have the same capacitance value. The positive terminal of capacitor 196 is coupled to one end of a resistor 198, which may, for example, have a resistance value of 51K. The other end of the resistor 198 and the positive terminal of capacitor 194 are both coupled to the first input of the comparator 190.

Polarized capacitor 194 comprises a first feedback path 200 of the filter 192. Polarized capacitor 196 and resistor 198 together comprise a second feedback path 202 of the filter 192. The inclusion of a polarized feedback capacitor 194, 196, as opposed to a conventionally-used A.C. feedback capacitor, in each of the two feedback paths 200 and 202 allows the capacitance value of each of the feedback capacitors 194, 196 to be several times smaller than feedback capacitors of conventional power control system integrators, for example 0.22 microfarads, without creating instability in the output of the integrator 178, regardless of the load on the motor 106. As such, the feedback through the two paths 200 and 202 of the filter 192 occurs at a very fast rate.

This results in an extremely stable output of the integrator 178, which is commonly referred to as an error signal, over a wide range of loads for a wide variety of motors. Consequently, the integrator 178 of the present invention eliminates the need for a potentiometer in the command signal circuit 180. As discussed above, in conventional motor control systems, a potentiometer is required for adjusting the level of the bias voltage from the command signal circuit based upon the particular motor being controlled, in order to ensure that the integrator output is stable during the normal operation of the particular motor. The integrator 178 of
the present invention also allows for the use of a relatively simple ramp circuit, as will be described below, without sacrificing stability of the integrator output.

The output of the integrator 178 is coupled to one of the inputs of a comparator 204 through a resistor 206. The other input of the comparator 204 is supplied by the combination of a negative spike generator 208 and a ramp wave generator 210.

In particular, the output of the op amp 136 is coupled to one terminal of an A.C. capacitor 212, the other terminal of which is coupled to ground through a resistor 214, and to the cathode of a diode 216. Similarly, the output of the op amp 140 is coupled to one terminal of an A.C. capacitor 218, the other terminal of which is coupled to ground through a resistor 220, and to the cathode of a diode 222. At point 224, the anodes of diodes 216 and 222 are coupled together in order to produce a negative spike signal.

The negative spike signal is fed through a resistor 226 to the base of a transistor 228, which is further coupled to ground through a resistor 230. The collector of the transistor 228 is coupled to ground and to one terminal of an A.C. capacitor 232. The emitter of the transistor 228 is coupled to a -15 volt supply voltage through a resistor 234. The signal at the emitter of the transistor 228 is a ramp wave which is fed to the comparator 204.

The output of the comparator 204 is coupled to an input of an op amp 236. The other input of the op amp 236 is coupled to ground. The output of the op amp 236 is coupled to the cathode of a diode 238. The anode of the diode 238 is coupled to an input of a single-gate-sensitive triac 240 through a resistor 242 in order to provide a (firing) pulse signal to the triac 240. The "on" time of the triac 240 and, thus, the amount of voltage and current supplied to the motor 106 coupled to
the output of the triac 240 are controlled by the duty cycle of the pulse signal, which is defined as the ratio of the amount of time per cycle during which the pulse signal is activated to the total amount of time for a complete cycle.

The operation of the power factor control system according to the present invention that is shown in Figures 1 and 2 is now further clarified with reference to the timing diagrams of Figures 3 and 4.

Figure 3 is a timing diagram to clarify the operation of the power supply 110 of the present invention. Part (a) of Figure 3 shows the 110 volt A.C. line voltage fed to the power supply 110. Part (b) shows the (positive) full-wave rectified voltage signal at point 250 in the first branch 111 of the power supply 110. This signal is an unfiltered, +15 volt A.C. signal, as compared to a +79 volt A.C. signal, for example, in a typical power control system of the prior art. As a result, the power supply of the present invention dissipates significantly less power and, thus, generates significantly less heat than such power control systems of the prior art, as further explained above. This +15 volt A.C. signal is used to produce the +15 volt D.C. supply voltage at the output of the first branch 111 of the power supply 110 through filtering by the capacitor 120 and voltage regulation by the zener diode 122.

Likewise, part (c) of Figure 3 shows the (negative) full-wave rectified voltage signal at point 252 in the second branch 113 of the power supply 110. This signal is an unfiltered, -15 volt A.C. signal, which is used to produce the -15 volt D.C. supply voltage at the output of the second branch 113 of the power supply 110 through filtering by the capacitor 132 and voltage regulation by the zener diode 134.

Figure 4 is a timing diagram illustrating several of the signals of the power factor control system according to the present invention. Parts (a) and (b) of
Figure 4 shows the motor voltage and current, respectively, at feedback point A of Figure 2. Both the voltage and current are zero when the pulse signal to the triac 240 is zero, i.e., in its non-active state.

Parts (c) and (d) show the voltage and current square wave signals, respectively, at the outputs of op amps 136 and 146, respectively. The outputs of op amps 140 and 148 are the inverses of the outputs of op amps 136 and 146, respectively.

Part (e) shows the spike signal at point 254 in Figure 2. Once again, the spike signal at point 256 in Figure 2 is the inverse of that shown in part (e) for point 254. In part (f), there is shown the resulting (negative) spike signal at point 224, which is merely a combination of all of the negative spikes of the signals at points 254 and 256. Part (g) shows the ramp wave generated as a function of the negative spike signal shown in part (f).

Part (h) shows the signal at point 160, i.e., the sum of the signals shown in parts (c) and (d). This signal is then logically ORed, at point 172, with the inverse of this signal from point 166. The ORed signal is then fed to an input of the comparator 190 of the integrator 178, along with the fixed command bias voltage and the feedback signal, as explained above.

The signal at the output of the integrator 178, i.e., the error signal, is a triangular wave as shown in part (i) of Figure 4. As can be seen in part (i), the peaks of the triangular wave alternate between the value zero and a value slightly below zero. The instances in which the triangular wave peaks at the value zero correspond to integrator feedback through the capacitor 194, while the instances in which the triangular wave peaks at a value slightly below zero correspond to integrator feedback through the capacitor 196 and the resistor 202.

The error signal of part (i) is then compared,
in comparator 204, to the ramp wave of part (g). The square wave signal at the output of the comparator 204 is shown in part (j) of Figure 4.

Finally, part (k) of Figure 4 illustrates the firing pulse signal to the triac 240, i.e., the signal at point 258 in Figure 2. The firing pulse signal is generated as a function of the comparator output signal, primarily through operation of the diode 238. As explained above, the duty cycle of the firing pulse signal controls the voltage applied to the motor 106, which in turn controls the flow of current to the motor 106, in order to reduce the power consumed by the motor 106.
What Is Claimed Is:

1. A power control system for an A.C. induction motor, comprising:

   a voltage/current phase difference generator for determining a difference in phase between a voltage applied to the motor and a current drawn by the motor, and for generating a phase difference signal as a function of the determined difference in phase; and

   an integrator, the integrator receiving the phase difference signal and generating an error signal for controlling an amount of power supplied to the motor as a function of the phase difference signal;

   the integrator including a feedback filter having first and second feedback paths, the first feedback path including a first polarized capacitor, the second feedback path including a second polarized capacitor and a resistor.

2. The power control system according to claim 1, wherein the integrator further includes a comparator coupled to the feedback filter, the comparator receiving the phase difference signal and a feedback signal from the feedback filter, and generating the error signal as a function of the phase difference signal and the feedback signal.

3. The power control system according to claim 1, wherein a negative terminal of the first polarized capacitor is coupled to a negative terminal of the second polarized capacitor.

4. The power control system according to claim 1, further comprising means for providing a fixed bias
voltage to an input of the integrator.

5. The power control system according to claim 1, further comprising:

means for generating a ramp wave;

a comparator for comparing the ramp wave and the error signal and for generating a firing pulse signal as a function thereof; and

a triac for receiving the firing pulse signal and for controlling the amount of power supplied to the motor as a function thereof.

6. A power control system for an A.C. induction motor, comprising:

a voltage/current phase difference generator for determining a difference in phase between a voltage applied to the motor and a current drawn by the motor, and for generating a phase difference signal as a function of the determined difference in phase;

means for controlling an amount of power supplied to the motor as a function of the phase difference signal; and

an electrical power supply, including:

a current-limiting component;

a discharge capacitor coupled to the current-limiting component;

a rectifier coupled to the discharge capacitor; and
a filter capacitor coupled to the rectifier.

7. The power control system according to claim 6, wherein the current-limiting component includes a resistor.

8. The power control system according to claim 6, wherein the rectifier is a full-wave rectifier including a first and second diode.

9. The power control system according to claim 8, wherein:

   a terminal of the discharge capacitor is coupled to each of an anode of the first diode and a cathode of the second diode;

   a positive terminal of the filter capacitor is coupled to a cathode of the first diode; and

   a negative terminal of the filter capacitor is coupled to an anode of the second diode.

10. The power control system according to claim 6, wherein the electrical power supply further includes a voltage regulator coupled to the filter capacitor and to ground.

11. The power control system according to claim 10, wherein the voltage regulator includes a zener diode.

12. The power control system according to claim 6, wherein the electrical power supply contains a first branch for supplying a positive D.C. supply voltage and a second branch for supplying a corresponding negative D.C. supply voltage.
13. An electrical power supply, comprising:

   a current-limiting component;

   a discharge capacitor coupled to the current-limiting component;

   a rectifier coupled to the discharge capacitor;

   and

   a filter capacitor coupled to the rectifier.

14. The electrical power supply according to claim 13, wherein the current-limiting component includes a resistor.

15. The electrical power supply according to claim 13, wherein the rectifier is a full-wave rectifier including a first and second diode.

16. The electrical power supply according to claim 15, wherein:

   a terminal of the discharge capacitor is coupled to each of an anode of the first diode and a cathode of the second diode;

   a positive terminal of the filter capacitor is coupled to a cathode of the first diode; and

   a negative terminal of the filter capacitor is coupled to an anode of the second diode.

17. The electrical power supply according to claim 13, further comprising a voltage regulator coupled to the filter capacitor and to ground.
18. The electrical power supply according to claim 17, wherein the voltage regulator includes a zener diode.

19. A power control system for an A.C. induction motor, comprising:

   means for determining a difference in phase between a voltage applied to the motor and a current drawn by the motor, and for generating a phase difference signal as a function of the determined difference in phase;

   an integrator, the integrator receiving the phase difference signal and generating an error signal for controlling an amount of power supplied to the motor as a function of the phase difference signal;

   the integrator including a feedback filter having first and second feedback paths, the first feedback path including a first polarized capacitor, the second feedback path including a second polarized capacitor and a resistor; and

   an electrical power supply, including:

   a current-limiting component;

   a discharge capacitor coupled to the current-limiting component;

   a rectifier coupled to the discharge capacitor; and

   a filter capacitor coupled to the rectifier.

20. The power control system according to claim 19,
wherein the means for determining includes:

positive and negative voltage square wave
generators for generating positive and negative voltage
square wave signals, respectively, based upon an A.C.
line voltage; and

positive and negative current square wave
generators for generating positive and negative current
square wave signals, respectively, based upon the current
drawn by the motor.

21. The power control system according to claim 20,
wherein the means for determining further includes:

means for summing the positive voltage square
wave signal and the negative current square wave signal;
and

means for summing the negative voltage square
wave signal and the positive current square wave signal.

22. The power control system according to claim 19,
wherein the integrator further includes a comparator
coupled to the feedback filter, the comparator receiving
the phase difference signal and a feedback signal from
the feedback filter, and generating the error signal as a
function of the phase difference signal and the feedback
signal.

23. The power control system according to claim 19,
wherein a negative terminal of the first polarized
capacitor is coupled to a negative terminal of the second
polarized capacitor.

24. The power control system according to claim 19,
further comprising means for providing a fixed bias
voltage to an input of the integrator.

25. The power control system according to claim 19, wherein the rectifier is a full-wave rectifier including a first and second diode.

26. A power controller for an A.C. induction motor, comprising:

   a voltage/current phase difference generator for generating a phase difference signal indicative of a difference in phase between a voltage applied to the motor and a current drawn by the motor; and

   an integrator coupled to the voltage/current phase difference generator for controlling an amount of power consumed by the motor as a function of the phase difference signal, the integrator including a feedback filter having at least one polarized capacitor.

27. The power controller according to claim 26, wherein the feedback filter is a dual-path feedback filter.

28. The power controller according to claim 27, wherein each path of the dual-path feedback filter contains a capacitor, and one path of the dual-path feedback filter contains a resistor.

29. For use in a motor power control system, an integrator comprising:

   a polarized capacitor for filtering a feedback signal of the integrator.

30. The integrator according to claim 29, further comprising an additional capacitor and a resistor for further filtering the feedback signal of the integrator.
31. A method of controlling an amount of power supplied to an A.C. induction motor, comprising the steps of:

- determining a difference in phase between a voltage applied to the motor and a current drawn by the motor;

- generating a phase difference signal as a function of the determined difference in phase;

- generating a control signal from an integrator receiving the phase difference signal for controlling an amount of power supplied to the motor as a function of the phase difference signal;

- providing a first feedback through a first polarized capacitor of the integrator; and

- providing a second feedback through a second polarized capacitor and a resistor of the integrator.

32. The method according to claim 31, further comprising the step of filtering a feedback of the integrator by separating the feedback into the first feedback and the second feedback.
FIG. 1A
FIG. 1B
FIG. 2B
(f) **NEGATIVE SPIKED PULSE**

(g) **RAMP WAVE**

(h) **SUMMED WAVEFORM**

(i) **INTEGRATOR OUTPUT WAVEFORM**

(j) **COMPARATOR OUTPUT**

(k) **FIRING PULSE**

**FIG. 4B**
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
   IPC(5): H02P 7/622
   US CL: 318/729, 799
   According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
   Minimum documentation searched (classification system followed by classification symbols)
   U.S.: 318/767, 798, 800, 801
   Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

   Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT
   Category* Citation of document, with indication, where appropriate, of the relevant passages Relevant to claim No.
   Y US, A, 3,593,085 (DECKER) 13 July 1971 fig. 1 shows a power supply including a current-limiting component 31; a discharging capacitor 34; a rectifier 33; a filter capacitor 35. Also, see the entire document. 6-8, 10-12
   A US, A, 4,266,177 (NOLA) 05 May 1981 see entire 1-12, 19-28, 31-32
   A US, A, 4,400,657 (NOLA) 23 August 1983 see the entire document. 1-12, 19-28, 31-32
   A US, A, 4,426,614 (NOLA) 17 January 1984 see the entire document. 1-12, 19-28, 31-32
   X Further documents are listed in the continuation of Box C. See patent family annex.

   * Special categories of cited documents:
     "A" document defining the general state of the art which is not considered to be part of particular relevance
     "E" earlier document published on or after the international filing date
     "L" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
     "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
     "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
     "O" document referring to an oral disclosure, use, exhibition or other means
     "P" document published prior to the international filing date but later than the priority date claimed

Date of the actual completion of the international search 23 FEBRUARY 1994
Date of mailing of the international search report 14 MAR 1994

Name and mailing address of the ISA/US Commissioner of Patents and Trademarks
Box PCT
Washington, D.C. 20231
Facsimile No. NOT APPLICABLE

Authorized officer
RO, BENTSU
Telephone No. (703) 308-3656

Form PCT/ISA/210 (second sheet)(July 1992)
## DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
</table>
INTERNATIONAL SEARCH REPORT

Box I Observations where certain claims were found unsearchable (Continuation of item 1 of first sheet)

This international report has not been established in respect of certain claims under Article 17(2)(a) for the following reasons:

1. □ Claims Nos.: because they relate to subject matter not required to be searched by this Authority, namely:

2. □ Claims Nos.: because they relate to parts of the international application that do not comply with the prescribed requirements to such an extent that no meaningful international search can be carried out, specifically:

3. □ Claims Nos.: because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 6.4(a).

Box II Observations where unity of invention is lacking (Continuation of item 2 of first sheet)

This International Searching Authority found multiple inventions in this international application, as follows:

(Telephone Practice)

Please See Extra Sheet.

1. □ As all required additional search fees were timely paid by the applicant, this international search report covers all searchable claims.

2. □ As all searchable claims could be searched without effort justifying an additional fee, this Authority did not invite payment of any additional fee.

3. □ As only some of the required additional search fees were timely paid by the applicant, this international search report covers only those claims for which fees were paid, specifically claims Nos.:

4. □ No required additional search fees were timely paid by the applicant. Consequently, this international search report is restricted to the invention first mentioned in the claims; it is covered by claims Nos.: claims 1-12, 19-28, 31-32.

Remark on Protest  □ The additional search fees were accompanied by the applicant's protest.

□ No protest accompanied the payment of additional search fees.
BOX II. OBSERVATIONS WHERE UNITY OF INVENTION WAS LACKING
This ISA found multiple inventions as follows:

Group I, claims 1-12, 19-28, 31-32. This group is drawn to a power control system for an A.C. Induction Motor, classified in class 318, subclass 729.

Group II, claims 13-18. This group is drawn to an Electrical Power Supply, classified in class 323, subclass 205.

Group III, claims 29-30. This group is drawn to an Integrator for use with a Power Control System, classified in class 318, subclass 615.

Because the subject matters are different, this invention therefore lacks of unity.